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To all uhon, it may conce772); 
Beit known that I, THOMAS D. ROBERTs, 

of Middletown, in the county of Orange and 
State of New York, have invented a neward 
useful Improvement in Hand-Saws; and I do 
herelby declare that the following is a full, 
clear, and exact description of the same, 
reference being had to the accompanying | 
drawing, making a part of this specification, 
said drawing being a Side View of my inven 
tion. • 

This invention relates to animprovementin 
that class Of hand-SaWS in Which the Saw 
blade is strained in a Wooden frame; and it 
consists in constructing the frame of two pieces : 
of Wood with a central bar, the saw-bladelbe 
ing, secured in the two main parts of the 

| curves are mot sawedout of a plank, but sawed 
| straight and then steamed and bent to the de 

frame, and all so arranged that the frame may 
be constructed at much less cost than the 
ordinary frames and also be more durable. 
To enable those skilled in the art to fully 

understand and construct, my invention, I will 
proceed to describe it. 
A represents one portion or side of the frame, 

which is of slightly-curved form and consti 
tutes tlle handle of the Salme. 
Bis the other part of the frame, which is 

composed of a straight piece ofwood, steamed 
and bent in Curved form, as shown in the 
drawing, its upper end being secured to the 
upper end of Aby a pivot, «, and its lower end 
having one end of the saw-blade Usecured to 
it, the other end of the saw-blade having a 
s:rew-rod, b, attached to it which passes 

through the part or side A of the frame, and 
has a thumb-nut D on its outer €nd. 
E represents a central Woodenbar, the ends 

of which are framed into the parts A B of the 
frame, but are not secured therein by pivots 
orfastenings of any kind, tenons being formed 
on the ends of E, which are fitted loosely in 
mortises in A. B. 
The part or side A of the frame extends 

| some distance down below the saw-blade C, in 
order to serve as a handle, and it Will be seen 
that by screwing up the nut D the saw-blade 
Will be strained or brought to a proper state 
of tension. By this arrangement it Will be 
seen that the frame may be very cheaply con 
structed and still be very durable. The parts 
of the frame may all be straight grain, as the 

siredi shape. 
Having thus described my invention, what 

I claim as new, and desire to secure by Let 
ters Patent, is— 
The combination of the frame AB, consist 

ing of two pieces connected by a pin at a, the : 
cross-bar E, the saw-blade C, and the screw 
bolt b, attached to the end of the saw.blade, 
and receiving a thumb nut, D, bearing upon 
the handle A, all as herein shown and de 
Scribed. 

THOMAS D. ROBERTS. 
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