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SIGNAL PROCESSINGAPPARATUS 

Matter enclosed in heavy brackets appears in the 
original patent but forms no part of this reissue specifi 
cation; matter printed in italics indicates the additions 
made by reissue. 

REFERENCE TO PRIOR RELATED 
APPLICATION 

This is a continuation of application of U.S. patent 
application Ser. No. 08/859,837 filed May 16, 1997, now 
U.S. Pat. No. 6, 157,850, which is a continuation of appli 
cation of U.S. patent application Ser. No. 08/320,154 filed 
Oct. 7, 1994, now U.S. Pat. No. 5,632,272 which is a c-i-p 
of U.S. patent application Ser. No. 08/132,812 filed Oct. 6, 
1993, now U.S. Pat. No. 5,490,505.5,490,505, and a c-i-p 
of U.S. patent application Ser: No. 08/249,690 filed May 26, 
1994, now U.S. Pat. No. 5,482,036, which is a continuation 
of U.S. patent application Ser: No. 07/666,060 filed Mar. 7, 
1991, now abandoned. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

The present invention relates to the field of Signal pro 
cessing. More specifically, the present invention relates to 
the processing of measured signals, containing a primary 
Signal portion and a Secondary Signal portion, for the 
removal or deviation of either the primary or Secondary 
Signal portion when little is known about either of these 
components. More particularly, the present invention relates 
to modeling the measured Signals in a novel way which 
facilitates minimizing the correlation between the primary 
Signal portion and the Secondary Signal portion in order to 
produce a primary and/or Secondary Signal. The present 
invention is especially useful for physiological monitoring 
Systems including blood oxygen Saturation Systems. 

2. Description of the Related Art 
Signal processors are typically employed to remove or 

derive either the primary or Secondary Signal portion from a 
composite measured signal including a primary Signal por 
tion and a Secondary signal portion. For example, a com 
posite Signal may contain noise and desirable portions. If the 
Secondary Signal portion occupies a different frequency 
Spectrum than the primary Signal portion, then conventional 
filtering techniques Such as low pass, band pass, and high 
pass filtering are available to remove or derive either the 
primary or the Secondary signal portion from the total Signal. 
Fixed single or multiple notch filters could also be employed 
if the primary and/or Secondary signal portion(s) exist at a 
fixed frequency(s). 

It is often the case that an overlap in frequency Spectrum 
between the primary and Secondary signal portions exists. 
Complicating matters further, the Statistical properties of one 
or both of the primary and Secondary Signal portions change 
with time. In Such cases, conventional filtering techniques 
are ineffective in extracting either the primary or Secondary 
Signal. If, however, a description of either the primary or 
Secondary Signal portion can be derived, correlation 
canceling, Such as adaptive noise canceling, can be 
employed to remove either the primary or Secondary Signal 
portion of the Signal isolating the other portion. In other 
words, given Sufficient information about one of the Signal 
portions, that signal portion can be extracted. 

Conventional correlation cancelers, Such as adaptive 
noise cancelers, dynamically change their transfer function 
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2 
to adapt to and remove portions of a composite signal. 
However, correlations cancelers require either a Secondary 
reference or a primary reference which correlates to either 
the Secondary Signal portion only or the primary Signal 
portion only. For instance, for a measured Signal containing 
noise and desirable Signal, the noise can be removed with a 
correlation canceler if a noise reference is available. This is 
often the case. Although the amplitude of the reference 
Signals are not necessarily the same as the amplitude of the 
corresponding primary or Secondary signal portions, they 
have a frequency Spectrum which is similar to that of the 
primary or Secondary Signal portions. 

In many cases, nothing or very little is known about the 
Secondary and/or primary signal portions. One area where 
measured signals comprising a primary Signal portion and a 
Secondary Signal portion about which no information can 
easily be determined is physiological monitoring. Physi 
ological monitoring generally involves measured signals 
derived from a physiological System, Such as the human 
body. Measurements which are typically taken with physi 
ological monitoring Systems include electrocardiographs, 
blood pressure, blood gas Saturation (Such as oxygen 
Saturation), capnographs, other blood constituent 
monitoring, heart rate, respiration rate, electroencephalo 
graph (EEG) and depth of anesthesia, for example. Other 
types of measurements include those which measure the 
preSSure and quantity of a Substance within the body Such as 
cardiac output, Venous oxygen Saturation, arterial oxygen 
Saturation, bilirubin, total hemoglobin, breathalyzer testing, 
drug testing, cholesterol testing, glucose testing, extra 
Vasation, and carbon dioxide testing, protein testing, carbon 
monoxide testing, and other in-vivo measurements, for 
example. Complications arising in these measurements are 
often due to motion of the patient, both external and internal 
(muscle movement, vessel movement, and probe movement, 
for example), during the measurement process. 
Many types of physiological measurements can be made 

by using the known properties of energy attenuation as a 
Selected form of energy passes through a medium. 
A blood gas monitor is one example of a physiological 

monitoring System which is based upon the measurement of 
energy attenuated by biological tissueS or Substances. Blood 
gas monitors transmit light into the test medium and mea 
Sure the attenuation of the light as a function of time. The 
output Signal of a blood gas monitor which is Sensitive to the 
arterial blood flow contains a component which is a wave 
form representative of the patient's arterial pulse. This type 
of Signal, which contains a component related to the 
patient's pulse, is called a plethysmographic wave, and is 
shown in FIG. 1 as curves. Plethysmographic waveforms 
are used in blood gas Saturation measurements. AS the heart 
beats, the amount of blood in the arteries increases and 
decreases, causing increases and decreases in energy 
attenuation, illustrated by the cyclic waves in FIG. 1. 

Typically, a digit Such as a finger, an ear lobe, or other 
portion of the body where blood flows close to the skin, is 
employed as the medium through which light energy is 
transmitted for blood gas attenuation measurements. The 
finger comprises Skin, fat, bone, muscle, etc., shown Sche 
matically in FIG.2, each of which attenuates energy incident 
on the finger in a generally predictable and constant manner. 
However, when fleshy portions of the finger are compressed 
erratically, for example by motion of the finger, energy 
attenuation becomes erratic. 

An example of a more realistic measured waveform S is 
shown in FIG. 3, illustrating the effect of motion. The 
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primary plethysmographic waveform portion of the Signal S 
is the waveform representative of the pulse, corresponding 
to the sawtooth-like pattern wave in FIG. 1. The large, 
Secondary motion-induced excursions in Signal amplitude 
obscure the primary plethysmographic Signal S. Even Small 
variations in amplitude make it difficult to distinguish the 
primary Signal component S in the presence of a Secondary 
Signal component n. 
A pulse OXimeter is a type of blood gas monitor which 

non-invasively measures the arterial Saturation of oxygen in 
the blood. The pumping of the heart forces freshly oxygen 
ated blood into the arteries causing greater energy attenua 
tion. AS well understood in the art, the arterial Saturation of 
oxygenated blood may be determined from the depth of the 
Valleys relative to the peaks of two plethysmographic wave 
forms measured at Separate wavelengths. Patient movement 
introduces motion artifacts to the composite signal as illus 
trated in the plethysmographic waveform illustrated in FIG. 
3. These motion artifacts distort the measured signal. 

SUMMARY OF THE INVENTION 

This invention provides improvements upon the methods 
and apparatus disclosed in U.S. patent application Ser. No. 
08/132,812, filed Oct. 6, 1993, entitled Signal Processing 
Apparatus, which earlier application has been assigned to 
the assignee of the instant application. The present invention 
involves several different embodiments using the novel 
Signal model in accordance with the present invention to 
isolate either a primary Signal portion or a Secondary Signal 
portion of a composite measured Signal. In one embodiment, 
a signal processor acquires a first measured signal and a 
Second measured Signal that is correlated to the first mea 
Sured signal. The first signal comprises a first primary signal 
portion and a first Secondary Signal portion. The Second 
Signal comprises a Second primary Signal portion and a 
Second Secondary Signal portion. The Signals may be 
acquired by propagating energy through a medium and 
measuring an attenuated Signal after transmission or reflec 
tion. Alternatively, the Signals may be acquired by measur 
ing energy generated by the medium. 

In one embodiment, the first and Second measured signals 
are processed to generate a Secondary reference which does 
not contain the primary Signal portions from either of the 
first or Second measured Signals. This Secondary reference is 
correlated to the Secondary Signal portion of each of the first 
and Second measured signals. The Secondary reference is 
used to remove the Secondary portion of each of the first and 
Second measured signals via a correlation canceler, Such as 
an adaptive noise canceler. The correlation canceler is a 
device which takes a first and Second input and removes 
from the first input all Signal components which are corre 
lated to the Second input. Any unit which performs or nearly 
performs this function is herein considered to be a correla 
tion canceler. 

An adaptive correlation canceler can be described by 
analogy to a dynamic multiple notch filter which dynami 
cally changes its transfer function in response to a reference 
Signal and the measured Signals to remove frequencies from 
the measured signals that are also present in the reference 
Signal. Thus, a typical adaptive correlation canceler receives 
the Signal from which it is desired to remove a component 
and receives a reference Signal of the undesired portion. The 
output of the correlation canceler is a good approximation to 
the desired Signal with the undesired component removed. 

Alternatively, the first and Second measured Signals may 
be processed to generate a primary reference which does not 
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4 
contain the Secondary Signal portions from either of the first 
or Second measured Signals. The primary reference may then 
be used to remove the primary portion of each of the first and 
Second measured signals via a correlation canceler. The 
output of the correlation canceler is a good approximation to 
the Secondary Signal with the primary Signal removed and 
may be used for Subsequent processing in the same instru 
ment or an auxiliary instrument. In this capacity, the 
approximation to the Secondary Signal may be used as a 
reference Signal for input to a Second correlation canceler 
together with either the first or Second measured signals for 
computation of, respectively, either the first or Second pri 
mary Signal portions. 

Physiological monitors can benefit from Signal processors 
of the present invention. Often in physiological measure 
ments a first Signal comprising a first primary portion and a 
first Secondary portion and a Second Signal comprising a 
Second primary portion and a Second Secondary portion are 
acquired. The Signals may be acquired by propagating 
energy through a patient's body (or a material which is 
derived from the body, such as breath, blood, or tissue, for 
example) or inside a vessel and measuring an attenuated 
Signal after transmission or reflection. Alternatively, the 
Signal may be acquired by measuring energy generated by a 
patient's body, Such as in electrocardiography. The Signals 
are processed via the Signal processor of the present inven 
tion to acquire either a Secondary reference or a primary 
reference which is input to a correlation canceler, Such as an 
adaptive noise canceler. 
One physiological monitoring apparatus which benefits 

from the present invention is a monitoring System which 
determines a Signal which is representative of the arterial 
pulse, called a plethysmographic wave. This signal can be 
used in blood pressure calculations, blood constituent 
measurements, etc. A specific example of Such a use is in 
pulse oximetry. Pulse Oximetry involves determining the 
Saturation of oxygen in the blood. In this configuration, the 
primary portion of the Signal is the arterial blood contribu 
tion to attenuation of energy as it passes through a portion 
of the body where blood flows close to the skin. The 
pumping of the heart causes blood flow to increase and 
decrease in the arteries in a periodic fashion, causing peri 
odic attenuation wherein the periodic waveform is the 
plethysmographic waveform representative of the arterial 
pulse. The Secondary portion is noise. In accordance with the 
present invention, the measured Signals are modeled Such 
that this Secondary portion of the Signal is related to the 
venous blood contribution to attenuation of energy as it 
passes through the body. The Secondary portion also 
includes artifacts due to patient movement which causes the 
venous blood to flow in an unpredictable manner, causing 
unpredictable attenuation and corrupting the otherwise peri 
odic plethysmographic waveform. Respiration also causes 
the Secondary or noise portion to vary, although typically at 
a lower frequency than the patients pulse rate. Accordingly, 
the measured Signal which forms a plethysmographic wave 
form is modeled in accordance with the present invention 
Such that the primary portion of the Signal is representative 
of arterial blood contribution to attenuation and the Second 
ary portion is due to Several other parameters. 
A physiological monitor particularly adapted to pulse 

Oximetry oxygen Saturation measurement comprises two 
light emitting diodes (LED's) which emit light at different 
wavelengths to produce first and Second Signals. A detector 
registers the attenuation of the two different energy signals 
after each passes through an absorptive media, for example 
a digit Such as a finger, or an earlobe. The attenuated Signals 
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generally comprise both primary (arterial attenuator) and 
Secondary (noise) signal portions. A static filtering System, 
Such as a bandpass filter, removes a portion of the Secondary 
Signal which is outside of a known bandwidth of interest, 
leaving an erratic or random Secondary signal portion, often 
caused by motion and often difficult to remove, along with 
the primary signal portion. 
A processor in accordance with one embodiment of the 

present invention removes the primary Signal portions from 
the measured signals yielding a Secondary reference which 
is a combination of the remaining Secondary Signal portions. 
The secondary reference is correlated to both of the second 
ary signal portions. The Secondary reference and at least one 
of the measured signals are input to a correlation canceler, 
Such as an adaptive noise canceler, which removes the 
random or erratic portion of the Secondary Signal. This 
yields a good approximation to a primary plethysmographic 
Signal as measured at one of the measured signal wave 
lengths. AS is known in the art, quantitative measurements of 
the amount of oxygenated arterial blood in the body can be 
determined from the plethysmographic Signal in a variety of 
ways. 

The processor of the present invention may also remove 
the Secondary Signal portions from the measured signals 
yielding a primary reference which is a combination of the 
remaining primary Signal portions. The primary reference is 
correlated to both of the primary Signal portions. The 
primary reference and at least one of the measured signals 
are input to a correlation canceler which removes the pri 
mary portions of the measured signals. This yields a good 
approximation to the Secondary Signal at one of the mea 
Sured signal wavelengths. This signal may be useful for 
removing secondary signals from an auxiliary instrument as 
well as determining venous blood oxygen Saturation. 

In accordance with the Signal model of the present 
invention, the two measured signals each having primary 
and Secondary Signal portions can be related by coefficients. 
By relating the two equations with respect to coefficients 
defined in accordance with the present invention, the coef 
ficients provide information about the arterial oxygen Satu 
ration and about the noise (the venous oxygen Saturation and 
other parameters). In accordance with this aspect of the 
present invention, the coefficients can be determined by 
minimizing the correlation between the primary and Sec 
ondary Signal portions as defined in the model. Accordingly, 
the Signal model of the present invention can be utilized in 
many ways in order to obtain information about the mea 
Sured signals as will be further apparent in the detailed 
description of the preferred embodiments. 
One aspect of the present invention is a method for use in 

a signal processor in a Signal processor for processing at 
least two measured signals S and S each containing a 
primary Signal portion S and a Secondary Signal portion n, 
the Signals S and S being in accordance with the following 
relationship: 

where S and S, and n and n are related by: 

and where r and r, are coefficients. 
The method comprises a number of Steps. A value of 

coefficient r is determined which minimize correlation 
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6 
between S and n. Then, at least one of the first and Second 
Signals is processed using the determined value for r to 
Significantly reduce n from at least one of the first or Second 
measured Signal to form a clean Signal. 

In one embodiment, the clean Signal is displayed on a 
display. In another embodiment, wherein the first and Second 
Signals are physiological Signals, the method further com 
prises the Step of processing the clean Signal to determine a 
physiological parameter from the first or Second measured 
Signals. In one embodiment, the parameter is arterial oxygen 
Saturation. In another embodiment, the parameter is an ECG 
Signal. In yet another embodiment, wherein the first portion 
of the measured Signals is indicative of a heart 
plethysmographic, the method further comprises the Step of 
calculating the pulse rate. 

Another aspect of the present invention involves a physi 
ological monitor. The monitor has a first input configured to 
receive a first measured signal S having a primary portion, 
S, and a Secondary portion n. The monitor also has a 
Second input configured to received a Second measured 
Signal S having a primary portion S and a secondary 
portion n. Advantageously, the first and the Second mea 
Sured signals S and S are in accordance with the following 
relationship: 

where S and S., and n and n are related by: 

and where r and r, are coefficients. 
The monitor further has a Scan reference processor, the 

Scan reference processor responds to a plurality of possible 
values for r to multiply the Second measured signal by each 
of the possible values for r and for each of the resulting 
values, to Subtract the resulting values from the first mea 
Sured Signal to provide a plurality of output signals. A 
correlation canceler having a first input configured to receive 
the first measured Signal, and having a Second input con 
figured to receive the plurality of output signals from the 
Saturation Scan reference processor, provides a plurality of 
output vectors corresponding to the correlation cancellation 
between the plurality of output signals and the first measured 
Signal. An integrator having an input configured to receive 
the plurality of output vectors from the correlation canceler 
is responsive to the plurality of output vectors to determine 
a corresponding power for each output vector. An extremum 
detector is coupled at its input to the output of the integrator. 
The extremum detector is responsive to the corresponding 
power for each output vector to detect a Selected power. 

In one embodiment, the plurality of possible values cor 
respond to a plurality of possible values for a Selected blood 
constituent. In one embodiment the, the selected blood 
constituent is arterial blood oxygen Saturation. In another 
embodiment, the selected blood constituent is venous blood 
oxygen Saturation. In yet another embodiment, the Selected 
blood constituent is carbon monoxide. 

Another aspect of the present invention involves a physi 
ological monitor. The monitor has a first input configured to 
receive a first measured signal S having a primary portion, 
S, and a Secondary portion, n. The monitor also has a 
Second input configured to received a Second measured 
Signal S having a primary portion S and a Secondary 
portion n. The first and the Second measured signals S and 
S. are in accordance with the following relationship: 
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where S and S, and n and n are related by: 

and where r and r, are coefficients. 
A transform module is responsive to the first and the 

Second measured signals and responsive to a plurality of 
possible values for r to provide at least one power curve as 
an output. An extremum calculation module is responsive to 
the at least one power curve to Select a value for r which 
minimizes the correlation between S and n, and to calculate 
from the value for r a corresponding Saturation value as an 
output. A display module is responsive to the output of 
Saturation calculation to display the Saturation value. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 illustrates an ideal plethysmographic waveform. 
FIG. 2 Schematically illustrates a typical finger. 
FIG. 3 illustrates a plethysmographic waveform which 

includes a motion-induced erratic Signal portion. 
FIG. 4a illustrates a Schematic diagram of a physiological 

monitor to compute primary physiological Signals. 
FIG. 4b illustrates a Schematic diagram of a physiological 

monitor to compute Secondary Signals. 
FIG. 5a illustrates an example of an adaptive noise 

canceler which could be employed in a physiological 
monitor, to compute primary physiological Signals. 

FIG. 5b illustrates an example of an adaptive noise 
canceler which could be employed in a physiological 
monitor, to compute Secondary motion artifact Signals. 

FIG. 5c illustrates the transfer function of a multiple notch 
filter. 

FIG. 6a illustrates a schematic of absorbing material 
comprising N constituents within the absorbing material. 

FIG. 6b illustrates another schematic of absorbing mate 
rial comprising N constituents, including one mixed layer, 
within the absorbing material. 

FIG. 6c illustrates another schematic of absorbing mate 
rial comprising N constituents, including two mixed layers, 
within the absorbing material. 

FIG. 7a illustrates a Schematic diagram of a monitor, to 
compute primary and Secondary signals in accordance with 
one aspect of the present invention. 

FIG.7b illustrates the ideal correlation canceler energy or 
power output as a function of the signal coefficients r, r, ... 
r. In this particular example, ra=r, and r-,-ry. 

FIG. 7c illustrates the non-ideal correlation canceler 
energy or power output as a function of the Signal coeffi 
cients r, r2, ... r. In this particular example, ra=r, and r-, -r, 

FIG. 8 is a Schematic model of a joint process estimator 
comprising a least-Squares lattice predictor and a regression 
filter. 

FIG. 8a is a Schematic model of a joint proceSS estimator 
comprising a QRD least-squares lattice (LSL) predictor and 
a regression filter. 

FIG. 9 is a flowchart representing a subroutine for imple 
menting in Software a joint process estimator as modeled in 
FIG. 8. 

FIG. 9a is a flowchart representing a subroutine for 
implementing in Software a joint process estimator as mod 
eled in FIG. 8a. 
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FIG. 10 is a schematic model of a joint process estimator 

with a least-Squares lattice predictor and two regression 
filters. 

FIG.10a is a schematic model of a joint process estimator 
with a QRD least-Squares lattice predictor and two regres 
Sion filters. 

FIG. 11 is an example of a physiological monitor in 
accordance with the teachings of one aspect of the present 
invention. 

FIG. 11a illustrates an example of a low noise emitter 
current driver with accompanying digital to analog con 
Verter. 

FIG. 12 illustrates the front end analog signal condition 
ing circuitry and the analog to digital conversion circuitry of 
the physiological monitor of FIG. 11. 

FIG. 13 illustrates further detail of the digital signal 
processing circuitry of FIG. 11. 

FIG. 14 illustrates additional detail of the operations 
performed by the digital Signal processing circuitry of FIG. 
11. 

FIG. 15 illustrates additional detail regarding the demodu 
lation module of FIG. 14. 

FIG. 16 illustrates additional detail regarding the decima 
tion module of FIG. 14. 

FIG. 17 represents a more detailed block diagram of the 
operations of the statistics module of FIG. 14. 

FIG. 18 illustrates a block diagram of the operations of 
one embodiment of the Saturation transform module of FIG. 
14. 

FIG. 19 illustrates a block diagram of the operation of the 
Saturation calculation module of FIG. 14. 
FIG.20 illustrates a block diagram of the operations of the 

pulse rate calculation module of FIG. 14. 
FIG. 21 illustrates a block diagram of the operations of the 

motion artifact suppression module of FIG. 20. 
FIG. 21a illustrates an alternative block diagram for the 

operations of the motion artifact Suppression module of FIG. 
2O. 

FIG. 22 illustrates a Saturation transform curve in accor 
dance with the principles of the present invention. 

FIG. 23 illustrates a block diagram of an alternative 
embodiment to the Saturation transform in order to obtain a 
Saturation value. 

FIG. 24 illustrates a histogram Saturation transform in 
accordance with the alternative embodiment of FIG. 23. 

FIGS. 25A-25C illustrate yet another alternative embodi 
ment in order to obtain the Saturation. 

FIG. 26 illustrates a Signal measured at a red wavelength 
2a-2 red=660 nm for use in a processor of the present 
invention for determining the Secondary reference n'(t) or 
the primary reference S(t) and for use in a correlation 
canceler. The measured Signal comprises a primary portion 
S(t) and a Secondary portion na(t). 

FIG. 27 illustrates a signal measured at an infrared 
wavelength ob=) =910 nm for use in a processor of the 
present invention for determining the Secondary reference 
n'(t) or the primary reference s(t) and for use in a correlation 
canceler. The measured Signal comprises a primary portion 
S(t) and a Secondary portion na(t). 

FIG. 28 illustrates the secondary reference n'(t) deter 
mined by a processor of the present invention. 

FIG. 29 illustrates a good approximation S"(t) to the 
primary portion S(t) of the signal S(t) measured at 
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)a= red=660 nm estimated by correlation cancellation with 
a secondary reference n'(t). 

FIG. 30 illustrates a good approximations"(t) to the 
primary portion S(t) of the signal S(t) measured at 
ob=2 IR=910 nm estimated by correlation cancellation with 
a secondary reference n'(t). 

FIG. 31 depicts a Set of 3 concentric electrodes, i.e., a 
tripolar electrode Sensor, to derive electrocardiography 
(ECG) Signals, denoted as S, S and S, for use with the 
present invention. Each of the ECG signals contains a 
primary portion and a Secondary portion. 

DETAILED DESCRIPTION OF THE 
INVENTION 

The present invention involves a system which utilizes 
first and Second measured signals that each contain a pri 
mary Signal portion and a Secondary signal portion. In other 
words, given a first and Second composite signals S(t)=S 
(t)+n (t) and S(t)=S(t), the System of the present invention 
can be used to isolate either the primary signal portion S(t) 
or the Secondary signal portion n(t). Following processing, 
the output of the System provides a good approximation n"(t) 
to the Secondary signal portion n(t) or a good approximation 
s"(t) to the primary Signal portion S(t). 

The System of the present invention is particularly useful 
where the primary and/or secondary signal portion n(t) may 
contain one or more of a constant portion, a predictable 
portion, an erratic portion, a random portion, etc. The 
primary signal approximation s"(t) or Secondary signal 
approximation n"(t) is derived by removing as many of the 
Secondary signal portions n(t) or primary signal portions S(t) 
from the composite signal S(t) as possible. The remaining 
signal forms either the primary signal approximations"(t) or 
Secondary signal approximation n"(t), respectively. The con 
Stant portion and predictable portion of the Secondary Signal 
n(t) are easily removed with traditional filtering techniques, 
Such as Simple Subtraction, low pass, band pass, and high 
pass filtering. The erratic portion is more difficult to remove 
due to its unpredictable nature. If Something is known about 
the erratic Signal, even Statistically, it could be removed, at 
least partially, from the measured signal via traditional 
filtering techniques. However, often no information is 
known about the erratic portion of the Secondary signal n(t). 
In this case, traditional filtering techniques are usually 
insufficient. 

In order to remove the Secondary signal n(t), a signal 
model in accordance with the present invention is defined as 
follows for the first and Second measured Signals S and S: 

where S and n are at least Somewhat (preferably 
Substantially) uncorrelated and S and n are at least Some 
what (preferably substantially) uncorrelated. The first and 
Second measured Signals S and S are related by correlation 
coefficients r and r, as defined above. The use and Selection 
of these coefficients is described in further detail below. 

In accordance with one aspect of the present invention, 
this signal model is used in combination with a correlation 
canceler, Such as an adaptive noise canceler, to remove or 
derive the erratic portion of the measured signals. 

Generally, a correlation canceler has two signal inputs and 
one output. One of the inputS is either the Secondary 
reference n'(t) or the primary reference S(t) which are 
correlated, respectively, to the Secondary signal portions n(t) 
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10 
and the primary signal portions S(t) present in the composite 
Signal S(t). The other input is for the composite signal S(t). 
Ideally, the output of the correlation cancelers"(t) or n"(t) 
corresponds, respectively, to the primary signal S(t) or the 
Secondary Signal n(t) portions only. Often, the most difficult 
task in the application of correlation cancelers is determin 
ing the reference Signals n'(t) and S'(t) which are correlated 
to the Secondary n(t) and primary S(t) portions, respectively, 
of the measured signal S(t) since, as discussed above, these 
portions are quite difficult to isolate from the measured 
Signal S(t). In the Signal processor of the present invention, 
either a Secondary reference n'(t) or a primary reference S(t) 
is determined from two composite Signals measured 
Simultaneously, or nearly simultaneously, at two different 
wavelengths, a and ob. 
A block diagram of a generic monitor incorporating a 

Signal processor according to the present invention, and a 
correlation canceler is shown in FIGS. 4a and 4b. Two 
measured signals, S(t) and S(t), are acquired by a 
detector 20. One skilled in the art will realize that for Some 
physiological measurements, more than one detector may be 
advantageous. Each Signal is conditioned by a signal con 
ditioner 22a and 22b. Conditioning includes, but is not 
limited to, Such procedures as filtering the Signals to remove 
constant portions and amplifying the Signals for ease of 
manipulation. The Signals are then converted to digital data 
by an analog-to-digital converter 24a and 24b. The first 
measured signal S(t) comprises a first primary signal 
portion, labeled herein S(t), and a first Secondary signal 
portion, labeled herein n(t). The Second measured signal 
S(t) is at least partially correlated to the first measured 
Signal S(t) and comprises a second primary Signal portion, 
labeled herein S(t), and a Second Secondary signal portion, 
labeled herein n(t). Typically the first and Second Second 
ary signal portions, n(t) and na(t), are uncorrelated and/or 
erratic with respect to the primary signal portions S(t) and 
S(t). The Secondary signal portions na(t) and na(t) are 
often caused by motion of a patient in physiological mea 
SurementS. 

The signals S(t) and S(t) are input to a reference 
processor 26. The reference processor 26 multiplies the 
Second measured signal S(t) by either a factor r=S(t)/ 
S(t) or a factor r=n(t)/n (t) and then Subtracts the 
Second measured signal S(t) from the first measured signal 
S(t). The signal coefficient factors r and r, are determined 
to cause either the primary signal portions S(t) and S(t) 
or the Secondary signal portions na(t) and n(t) to cancel, 
respectively, when the two signals S(t) and S(t) are 
Subtracted. Thus, the output of the reference processor 26 is 
either a Secondary reference signal n'(t)=n.(t)-rin (t), in 
FIG. 4a, which is correlated to both of the secondary signal 
portions na(t) and n(t) or a primary reference signal 
s'(t)=S(t)-rS(t), in FIG. 4b, which is correlated to both 
of the primary signal portions S(t) and S(t). A reference 
Signal n'(t) or s(t) is input, along with one of the measured 
Signals S(t) or S(t), to a correlation canceler 27 which 
uses the reference Signal n'(t) or s(t) to remove either the 
Secondary signal portions n(t) or n(t) or the primary 
Signal portions S(t) or S(t) from the measured signal 
S(t) or S(t). The output of the correlation canceler 27 is 
a good primary signal approximation s"(t) or Secondary 
Signal approximation n"(t). In one embodiment, the approxi 
mations"(t) or n"(t) is displayed on a display 28. 

In one embodiment, an adaptive noise canceler 30, an 
example of which is shown in block diagram form in FIG. 
5a, is employed as the correlation canceler 27, to remove 
either one of the erratic, Secondary signal portions n(t) and 
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n() from the first and second signals S(t) and S(t). The 
adaptive noise canceler 30 in FIG. 5a has as one input a 
Sample of the Secondary reference n'(t) which is correlated 
to the Secondary signal portions n(t) and na(t). The 
Secondary reference n'(t) is determined from the two mea 
Sured signals S(t) and S(t) by the processor 26 of the 
present invention as described herein. A Second input to the 
adaptive noise canceler, is a Sample of either the first or 
Second composite measured signals S(t)=S(t)+n.(t) or 
S(t)=S(t)+n, (t). 

The adaptive noise canceler 30, in FIG. 5b, may also be 
employed to remove either one of primary Signal portions 
S(t) and S(t) from the first and Second measured signals 
S(t) and S(t). The adaptive noise canceler 30 has as one 
input a sample of the primary reference S(t) which is 
correlated to the primary signal portions S(t) and S(t). 
The primary reference s(t) is determined from the two 
measured signals S(t) and S(t) by the processor 26 of the 
present invention as described herein. A Second input to the 
adaptive noise canceler 30 is a sample of either the first or 
Second measured signals S(t)=S(t)+n.(t) or S(t)=S. 
(t)+n.(t). 

The adaptive noise canceler 30 functions to remove 
frequencies common to both the reference n'(t) or s(t) and 
the measured signal S(t) or S(t). Since the reference 
Signals are correlated to either the Secondary Signal portions 
na(t) and na(t) or the primary signal portions S(t) and 
S(t), the reference signals will be correspondingly erratic 
or well behaved. The adaptive noise canceler 30 acts in a 
manner which may be analogized to a dynamic multiple 
notch filter based on the spectral distribution of the reference 
Signal n'(t) or s(t). 

FIG. 5c illustrates an exemplary transfer function of a 
multiple notch filter. The notches, or dips in the amplitude of 
the transfer function, indicate frequencies which are attenu 
ated or removed when a signal passes through the notch 
filter. The output of the notch filter is the composite signal 
having frequencies at which a notch is present removed. In 
the analog to an adaptive noise canceler 30, the frequencies 
at which notches are present change continuously based 
upon the inputs to the adaptive noise canceler 30. 

The adaptive noise canceler 30 (FIGS. 5a and 5b) pro 
duces an output signal, labeled herein as S"(t), S"(t), 
n"(t) or n"(t) which is fed back to an internal processor 
32 within the adaptive noise canceler 30. The internal 
processor 32 automatically adjusts its own transfer function 
according to a predetermined algorithm Such that the output 
of the internal processor 32 labeled b(t) in FIG.5a and c(t) 
in FIG. 5b, closely resembles either the secondary signal 
portion na(t) or n(t) or the primary signal portion S(t) or 
S(t). The output b(t) of the internal processor 32 in FIG. 
5a is Subtracted from the measured signal, S(t) or S(t), 
yielding a signal output S"(t)=S(t)+n.(t)-b(t) or a 
Signal output S"(t)=S(t)+n.(t)-b(t). The internal pro 
cessor optimizess"(t) or s"(t) Such that S"(t) or s"(t) 
is approximately equal to the primary signal S(t) or S(t), 
respectively. The output c(t) of the internal processor 32 in 
FIG. 5b is subtracted from the measured signal, S(t) or 
S(t), yielding a signal output given by n"(t)=S(t)+n, 
(t)-c(t) or a signal output given by n"(t)=S(t) n(t)- 
c(t). The internal processor optimizes n(t) or n(t) Such 
that n"(t) or n"(t) is approximately equal to the Second 
ary signal portion na(t) or n(t), respectively. 
One algorithm which may be used for the adjustment of 

the transfer function of the internal processor 32 is a 
least-Squares algorithm, as described in Chapter 6 and 
Chapter 12 of the book Adaptive Signal Processing by 
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Bernard Widrow and Samuel Stearns, published by Prentice 
Hall, copyright 1985. This entire book, including Chapters 6 
and 12, is hereby incorporated herein by reference. 

Adaptive processors 30 in FIGS. 5a and 5b have been 
Successfully applied to a number of problems including 
antenna Sidelobe canceling, pattern recognition, the elimi 
nation of periodic interference in general, and the elimina 
tion of echoes on long distance telephone transmission lines. 
However, considerable ingenuity is often required to find a 
Suitable reference signal n'(t) or s(t) since the portions 
na(t), n(t), S(t) and S(t) cannot easily be separated 
from the measured composite signals S(t) and S(t). If 
either the actual Secondary portion na(t) or n(t) or the 
primary signal portion S(t) or S(t) were a priori available, 
techniques Such as correlation cancellation would not be 
neceSSary. 

GENERALIZED DETERMINATION OF 
PRIMARY AND SECONDARY REFERENCE 

SIGNALS 

An explanation which describes how the reference Signals 
n'(t) and s(t) may be determined follows. A first signal is 
measured at, for example, a wavelength va, by a detector 
yielding a signal S(t): 

S(t)=S(t)+n...(t) (1) 

where S(t) is the primary signal portion and n(t) is the 
Secondary Signal portion. 
A similar measurement is taken simultaneously, or nearly 

Simultaneously, at a different wavelength, 2b, yielding: 

S(t)=S(t)+n, (t) (2) 

Note that as long as the measurements, S(t) and S(t), are 
taken Substantially simultaneously, the Secondary Signal 
components, n(t) and na(t), are correlated because any 
random or erratic functions affect each measurement in 
nearly the same fashion. The Substantially predictable pri 
mary signal components, S(t) and S(t), are also correlated 
to one another. 

To obtain the reference Signals n'(t) and s(t), the measured 
Signals S(t) and S(t) are transformed to eliminate, 
respectively, the primary or Secondary Signal components. In 
accordance with the present invention one way of doing this 
is to find proportionality constants, r and r, between the 
primary signal portions S(t) and S(t) and the Secondary 
Signal portions na(t) and na(t) Such that the signals can be 
modeled as follows: 

n;(t)=rn, (t). (3) 

In accordance with the inventive signal model of the present 
invention, these proportionality relationships can be Satisfied 
in many measurements, including but not limited to absorp 
tion measurements and physiological measurements. 
Additionally, in accordance with the Signal model of the 
present invention, in most measurements, the proportional 
ity constants r and r, can be determined Such that: 
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(4) 

Multiplying equation (2) by r, and then Subtracting equation 
(2) from equation (1) results in a single equation wherein the 
primary signal terms S(t) and S(t) cancel: 

(5a) 

a non-Zero which is correlated to each Secondary Signal 
portion na(t) and n(t) and can be used as the Secondary 
reference n'(t) in a correlation canceler Such as an adaptive 
noise canceler. 

Multiplying equation (2) by r, and then Subtracting equa 
tion (2) from equation (1) results in a single equation 
wherein the Secondary signal terms na(t) and na(t) cancel, 
leaving: 

s'(t)=S(t)-r, Si(t)=S(t)-risi,(t); (5b) 

a non-Zero Signal which is correlated to each of the primary 
Signal portions S(t) and S(t) and can be used as the signal 
reference S(t) in a correlation canceler Such as an adaptive 
noise canceler. 

EXAMPLE OF DETERMINATION OF PRIMARY 
AND SECONDARY REFERENCE SIGNALS IN 

AN ABSORPTIVE SYSTEM 

Correlation canceling is particularly useful in a large 
number of measurements generally described as absorption 
measurements. An example of an absorption type monitor 
which can advantageously employ correlation canceling, 
Such as adaptive noise canceling, based upon a reference 
n'(t) or s(t) determined by a processor of the present 
invention is one which determines the concentration of an 
energy absorbing constituent within an absorbing material 
when the material is Subject to change. Such changes can be 
caused by forces about which information is desired or 
primary, or alternatively, by random or erratic Secondary 
forces Such as a mechanical force on the material. Random 
or erratic interference, Such as motion, generates Secondary 
components in the measured signal. These Secondary com 
ponents can be removed or derived by the correlation 
canceler if a Suitable Secondary reference n'(t) or primary 
reference s(t) is known. 
A Schematic N constituent absorbing material comprising 

a container 42 having N different absorbing constituents, 
labeled A, A, A, . . . A, is shown in FIG. 6a. The 
constituents A through A in FIG. 6a are arranged in a 
generally orderly, layered fashion within the container 42. 
An example of a particular type of absorptive System is one 
in which light energy passes through the container 42 and is 
absorbed according to the generalized Beer-Lambert Law of 
light absorption. For light of wavelength 2, this attenuation 
may be approximated by: 

N (6) 

I = less, toss i=1 

Initially transforming the Signal by taking the natural loga 
rithm of both sides and manipulating terms, the Signal is 
transformed Such that the Signal components are combined 
by addition rather than multiplication, i.e.: 
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where Io is the incident light energy intensity; I is the 
transmitted light energy intensity; e, is the absorption 
coefficient of the i' constituent at the wavelength a; x(t) is 
the optical path length of i' layer, i.e., the thickness of 
material of the i” layer through which optical energy passes; 
and c(t) is the concentration of the i? constituent in the 
Volume associated with the thickness x(t). The absorption 
coefficients e through e are known values which are 
constant at each wavelength. Most concentrations c(t) 
through c(t) are typically unknown, as are most of the 
optical path lengths X(t) of each layer. The total optical path 
length is the Sum of each of the individual optical path 
lengths X(t) of each layer. 
When the material is not subject to any forces which cause 

change in the thicknesses of the layers, the optical path 
length of each layer, X(t), is generally constant. This results 
in generally constant attenuation of the optical energy and 
thus, a generally constant offset in the measured signal. 
Typically, this offset portion of the signal is of little interest 
Since knowledge about a force which perturbs the material 
is usually desired. Any Signal portion outside of a known 
bandwidth of interest, including the constant undesired 
Signal portion resulting from the generally constant absorp 
tion of the constituents when not Subject to change, is 
removed. This is easily accomplished by traditional band 
pass filtering techniques. However, when the material is 
Subject to forces, each layer of constituents may be affected 
by the perturbation differently than other layers. Some 
perturbations of the optical path lengths of each layer X(t) 
may result in excursions in the measured Signal which 
represent desired or primary information. Other perturba 
tions of the optical path length of each layer X(t) cause 
undesired or Secondary excursions which mask primary 
information in the measured Signal. Secondary Signal com 
ponents associated with Secondary excursions must also be 
removed to obtain primary information from the measured 
Signal. Similarly, the ability to compute Secondary Signal 
components caused by Secondary excursions directly allows 
one to obtain primary Signal components from the measured 
Signal via simple Subtraction, or correlation cancellation 
techniques. 
The correlation canceler may selectively remove from the 

composite Signal, measured after being transmitted through 
or reflected from the absorbing material, either the Second 
ary or the primary Signal components caused by forces 
which perturb or change the material differently from the 
forces which perturbed or changed the material to cause 
respectively, either the primary or Secondary Signal compo 
nent. For the purposes of illustration, it will be assumed that 
the portion of the measured signal which is deemed to be the 
primary signal S(t) is the attenuation term escsxs(t) asso 
ciated with a constituent of interest, namely As, and that the 
layer of constituent As is affected by perturbations different 
than each of the layers of other constituents A through A 
and A through A. An example of Such a Situation is when 
layer As is Subject to forces about which information is 
deemed to be primary and, additionally, the entire material 
is subject to forces which affect each of the layers. In this 
case, Since the total force affecting the layer of constituent 
As is different than the total forces affecting each of the other 
layerS and information is deemed to be primary about the 
forces and resultant perturbation of the layer of constituent 
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As, attenuation terms due to constituents A through A and 
As through Aw make up the Secondary signal portion na(t). 
Even if the additional forces which affect the entire material 
cause the Same perturbation in each layer, including the layer 
of As, the total forces on the layer of constituent As cause it 
to have different total perturbation than each of the other 
layers of constituents A through A and A through A. 

It is often the case that the total perturbation affecting the 
layers associated with the Secondary Signal components is 
caused by random or erratic forces. This causes the thickneSS 
of layers to change erratically and the optical path length of 
each layer, X(t), to change erratically, thereby producing a 
random or erratic Secondary signal component n(t). 
However, regardless of whether or not the Secondary Signal 
portion n(t) is erratic, the Secondary Signal component 
n(t) can be either removed or derived via a correlation 
canceler, Such as an adaptive noise canceler, having as one 
input, respectively, a Secondary reference n'(t) or a primary 
reference s(t) determined by a processor of the present 
invention as long as the perturbation on layers other than the 
layer of constituent As is different than the perturbation on 
the layer of constituent As. The correlation canceler yields a 
good approximation to either the primary Signal s(t) or the 
Secondary signal na(t). In the event that an approximation 
to the primary Signal is obtained, the concentration of the 
constituent of interest, cs(t), can often be determined since 
in Some physiological measurements, the thickness of the 
primary signal component, X(t) in this example, is known or 
can be determined. 

The correlation canceler utilizes either the Secondary 
reference n'(t) or the primary reference S(t) determined from 
two Substantially simultaneously measured signals S(t) 
and S(t). S(t) is determined as above in equation (7). 
S(t) is determined similarly at a different wavelength ) b. 
To find either the secondary reference n'(t) or the primary 
reference S(t), attenuated transmitted energy is measured at 
the two different wavelengths) and 2, and transformed via 
logarithmic conversion. The signals S(t) and S(t) can 
then be written (logarithm converted) as: 

(9) Saa(t) = esaacsX5(t) + na(t) 

(10) 

Further transformations of the Signals are the proportion 
ality relationships in accordance with the Signal model of the 
present invention defining r, and r, similar to equation (3), 
which allows determination of a noise reference n'(t) and a 
primary reference S(t) These are: 

€5.alges...b. (12a) 

Illili, (12b) 

where 

na'also b (13a) 

€5, at 65, b. (13b) 

It is often the case that both equations (12) and (13) can be 
Simultaneously satisfied. Multiplying equation (11) by r, and 
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Subtracting the result from equation (9) yields a non-zero 
Secondary reference which is a linear Sum of Secondary 
Signal components: 

n'(t) = Saa(t) - raSA, (t) = na(t)-rana, (t) (14a) 

4. N (15a) 
X. ejaci Xi(t) + X. eiac;X;(t) - 
i=l =6 

4. N 

raeibe;X;(t) + X. raeiabci Xi(t) 
i=1 =6 

4. N (16a) 

Multiplying equation (11) by r, and Subtracting the result 
from equation (9) yields a primary reference which is a 
linear Sum of primary Signal components: 

n'(t) = S(t) - raSA, (t) = S(t) - rasat, (t) (14b) 

= C5X5(t)esa - ryc5X5(t)est, (15b) 

= c5X5(t)esa - rye5b). (16b) 

A Sample of either the Secondary reference n'(t) or the 
primary reference S(t), and a Sample of either measured 
Signal S(t) or S(t), are input to a correlation canceler 27, 
Such as an adaptive noise canceler 30, an example of which 
is shown in FIGS. 5a and 5b and a preferred example of 
which is discussed herein under the heading PREFERRED 
CORRELATION CANCELER USINGAJOINT PROCESS 
ESTIMATOR IMPLEMENTATION. The correlation can 
celer 27 removes either the Secondary portion n(t) or 
na(t), or the primary portions, S(t) or S(t), of the 
measured signal yielding a good approximation to either the 
primary signals".(t)se sacsxs(t) or s"(t)ses,csxs(t) or 
the Secondary signals n"(t)sn(t) or n"(t)sna (t). In the 
event that the primary Signals are obtained, the concentra 
tion cs(t) may then be determined from the approximation to 
the primary signals"(t) or s"(t) according to: 

O 

AS discussed previously, the absorption coefficients are 
constant at each wavelength a and 2 b and the thickness of 
the primary signal component, X(t) in this example, is often 
known or can be determined as a function of time, thereby 
allowing calculation of the concentration cs(t) of constituent 
As. 

DETERMINATION OF CONCENTRATION OR 
SATURATION IN A VOLUME CONTAINING 

MORE THAN ONE CONSTITUENT 

Referring to FIG. 6b, another material having N different 
constituents arranged in layerS is shown. In this material, 
two constituents. As and A are found within one layer 
having thickness Xs(t)=X.(t), located generally randomly 
within the layer. This is analogous to combining the layers 
of constituents. As and A in FIG. 6a. A combination of 
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layers, Such as the combination of layers of constituents. As 
and A, is feasible when the two layers are under the same 
total forces which result in the same change of the optical 
path lengths Xs (t) and X(t) of the layers. 

Often it is desirable to find the concentration or the 
Saturation, i.e., a percent concentration, of one constituent 
within a given thickness which contains more than one 
constituent and is Subject to unique forces. A determination 
of the concentration or the Saturation of a constituent within 
a given Volume may be made with any number of constitu 
ents in the Volume Subject to the same total forces and 
therefore under the same perturbation or change. To deter 
mine the Saturation of one constituent in a volume compris 
ing many constituents, as many measured signals as there 
are constituents which absorb incident light energy are 
necessary. It will be understood that constituents which do 
not absorb light energy are not consequential in the deter 
mination of Saturation. To determine the concentration, as 
many signals as there are constituents which absorb incident 
light energy are necessary as well as information about the 
Sum of concentrations. 

It is often the case that a thickness under unique motion 
contains only two constituents. For example, it may be 
desirable to know the concentration or Saturation of As 
within a given Volume which contains. As and A. In this 
case, the primary signals S(t) and S(t) comprise terms 
related to both As and A. So that a determination of the 
concentration or Saturation of As or A in the volume may 
be made. A determination of Saturation is discussed herein. 
It will be understood that the concentration of As in a 
Volume containing both As and A could also be determined 
if it is known that As-A=1, i.e., that there are no constitu 
ents in the volume which do not absorb incident light energy 
at the particular measurement wavelengths chosen. The 
measured signals S(t) and S(t) can be written (logarithm 
converted) as: 

It is also often the case that there may be two or more 
thicknesses within a medium each containing the same two 
constituents but each experiencing a separate motion as in 
FIG. 6c. For example, it may be desirable to know the 
concentration or Saturation of As within a given volume 
which contains. As and A as well as the concentration or 
Saturation of A within a given volume which contains A 
and A, A and A having the same constituency as As and 
A respectively. In this case, the primary signals S(t) and 
S(t) again comprise terms related to both As and A and 
portions of the Secondary signals na(t) and n(t) comprise 
terms related to both A and A. The layers, A and A, do 
not enter into the primary equation because they are 
assumed to be perturbed by a different frequency, or random 
or erratic Secondary forces which are uncorrelated with the 
primary force. Since constituents 3 and 5 as well as con 
Stituents 4 and 6 are taken to be the same, they have the same 
absorption coefficients (i.e., es=es, est=es, e 
e.g., and e-est. Generally Speaking, however, As and 
A will have different concentrations than As and A and 
will therefore have a different Saturation. Consequently a 
Single constituent within a medium may have one or more 
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Saturations associated with it. The primary and Secondary 
Signals according to this model may be written as: 

where signals n(t) and n(t) are similar to the Secondary 
Signals n(t) and na(t) except for the omission of the 3, 4 
layer. 
Any signal portions whether primary or Secondary, out 

Side of a known bandwidth of interest, including the constant 
undesired Secondary Signal portion resulting from the gen 
erally constant absorption of the constituents when not under 
perturbation, should be removed to determine an approxi 
mation to either the primary Signal or the Secondary Signal 
within the bandwidth of interest. This is easily accomplished 
by traditional band pass filtering techniques. AS in the 
previous example, it is often the case that the total pertur 
bation or change affecting the layers associated with the 
Secondary Signal components is caused by random or erratic 
forces, causing the thickness of each layer, or the optical 
path length of each layer, X,(t), to change erratically, pro 
ducing a random or erratic Secondary Signal component 
na(t). Regardless of whether or not the Secondary signal 
portion n(t) is erratic, the Secondary Signal component 
na(t) can be removed or derived via a correlation canceler, 
Such as an adaptive noise canceler, having as one input a 
Secondary reference n'(t) or a primary reference s(t) deter 
mined by a processor of the present invention as long as the 
perturbation in layers other than the layer of constituents. As 
and A is different than the perturbation in the layer of 
constituents. As and A. Either the erratic Secondary Signal 
components na(t) and na(t) or the primary components 
S(t) and S(t) may advantageously be removed from 
equations (18) and (19), or alternatively equations (20) and 
(21), by a correlation canceler. The correlation canceler, 
again, requires a sample of either the primary reference s(t) 
or the Secondary reference n'(t) and a Sample of either of the 
composite signals S(t) or S(t) of equations (18) and (19). 

DETERMINATION OF PRIMARY AND 
SECONDARY REFERENCE SIGNALS FOR 

SATURATION MEASUREMENTS 

One method for determining reference signals S(t) or n'(t) 
from the measured signals S(t) and S(t) in accordance 
with one aspect of the invention is what will be referred to 
as the constant Saturation approach. In this approach, it is 
assumed that the Saturation of As in the Volume containing 
As and A and the Saturation of A in the Volume containing 
As and A remains relatively constant over Some period of 
time, i.e.: 

Saturation(AsOt))=c(t)/cs(t)+c(t) (22a) 

Saturation(AsOt))=c(t)/cs(t)+c(t) (22b) 
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Saturation(AsOt))={1+c(t)/cs(t)}' (23a) 

Saturation (AC))={1+c(t)/c(t)} (23b) 

are Substantially constant over many Samples of the mea 
Sured signals S and S. This assumption is accurate over 
many Samples Since Saturation generally changes relatively 
Slowly in physiological Systems. 
The constant Saturation assumption is equivalent to 

assuming that: 

Since the only other term in equations (23a) and (23b) is a 
constant, namely the numeral 1. 

Using this assumption, the proportionality constants r 
and r, which allow determination of the Secondary reference 
Signal n'(t) and the primary reference signal s(t) in the 
constant Saturation method are: 

In accordance with the present invention, it is often the 
case that both equations (26) and (30) can be simultaneously 
Satisfied to determine the proportionality constants r and r. 
Additionally, the absorption coefficients at each wavelength 
es, e.g., and est, are constant and the central assumption 
of the constant Saturation method is that c(t)/c(t) and 
c(t)/c(t) are constant over many Sample periods. Thus, new 
proportionality constants r and r, may be determined every 
few Samples from new approximations to either the primary 
or Secondary Signal as output from the correlation canceler. 
Thus, the approximations to either the primary signals S(t) 
and S(t) or the Secondary signals na(t) and n(t), found 
by the correlation canceler for a Substantially immediately 
preceding set of Samples of the measured signals S(t) and 
S(t) are used in a processor of the present invention for 
calculating the proportionality constants, r and r, for the 
next set of Samples of the measured signals S(t) and S(t). 

Multiplying equation (19) by r, and Subtracting the result 
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ing equation from equation (18) yields a non-zero Secondary 
reference Signal. 

Multiplying equation (19) by r, and Subtracting the result 
ing equation from equation (18) yields a non-zero primary 
reference Signal: 

When using the constant Saturation method in patient 
monitoring, initial proportionality coefficients can be deter 
mined as further explained below. It is not necessary for the 
patient to remain motionless even for an initialization 
period. With values for the proportionality coefficients r and 
r, determined, a correlation canceler may be utilized with a 
Secondary reference n'(t) or a primary reference s(t). 

DETERMINATION OF SIGNAL COEFFICIENTS 
FOR PRIMARY AND SECONDARY 
REFERENCE SIGNALS USING THE 
CONSTANT SATURATION METHOD 

In accordance with one aspect of the present invention, 
the reference processor 26 of FIG. 4a and FIG. 4b of the 
present invention may be configured to multiply the Second 
measured assumed signal S(t)=S(t)+n.(t) by each of a 
plurality of Signal coefficients r, r2, ... r., and then Subtract 
each result from the first measured signal S(t)=S(t)+n, 
(t) to obtain a plurality of reference signals 

for r=r, r2, ... r, as shown in FIG. 7a. In other words, a 
plurality of Signal coefficients are chosen to represent a croSS 
Section of possible signal coefficients. 

In order to determine either the primary reference s(t) or 
the secondary reference n'(t) from the above plurality of 
reference signals of equation (32), Signal coefficients r and 
r, are determined from the plurality of assumed Signal 
coefficients r1, r2, . . . r. The coefficients r, and r, are 
Selected Such that they cause either the primary Signal 
portions S(t) and S(t) or the Secondary signal portions 
n(t) and n(t) to cancel or nearly cancel when they are 
Substituted into the reference function R'(r,t), e.g. 

In other words, coefficients r and r, are Selected at values 
which reflect the minimum of correlation between the pri 
mary Signal portions and the Secondary signal portions. In 
practice, one does not usually have Significant prior infor 
mation about either the primary signal portions S(t) and 
S(t) or the Secondary signal portions n(t) and n(t) of the 
measured signals S(t) and S(t). The lack of this infor 
mation makes it difficult to determine which of the plurality 
of coefficients r1, r2, . . . r. correspond to the signal 
coefficients r1=S(t)/S(t) and r=na(t)/n (t). 
One approach to determine the Signal coefficients r and 

r from the plurality of coefficients r, r2, ... r., employs the 
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use of a correlation canceler 27, Such as an adaptive noise 
canceler, which takes a first input which corresponds to one 
of the measured signals S(t) or S(t) and takes a second 
input which corresponds to Successively each one of the 
plurality of reference signals R'(r,t), R'(r,t), ..., R'(r,t) 
as shown in FIG. 7a. For each of the reference signals R'(r, 
t), R'(r,t), . . . , R'(r,t) the corresponding output of the 
correlation canceler 27 is input to a “squares' operation 28 
which squares the output of the correlation canceler 27. The 
output of the Squares operation 28 is provided to an inte 
grator 29 for forming a cumulative output signal (a Summa 
tion of the Squares). The cumulative output signal is Subse 
quently input to an extremum detector 31. The purpose of 
the extremum detector 31 is to chose signal coefficients r 
and r, from the Set r, r2, ... r. by observing which provide 
a maximum in the cumulative output signal as in FIGS. 7b 
and 7c. In other words, coefficients which provide a maxi 
mum integrated output, Such as energy or power, from the 
correlation canceler 27 correspond to the Signal coefficients 
r and r, which relate to a minimum correlation between the 
primary Signal portions and the Secondary Signal portions in 
accordance with the Signal model of the present invention. 
One could also configure a System geometry which would 
require one to locate the coefficients from the Set r, ra, . . . 
r, which provide a minimum or inflection in the cumulative 
output signal to identify the Signal coefficients r and r. 

Use of a plurality of coefficients in the processor of the 
present invention in conjunction with a correlation canceler 
27 to determine the Signal coefficients r and r, may be 
demonstrated by using the properties of correlation cancel 
lation. If X, y and Z are taken to be any collection of three 
time varying Signals, then the properties of Some correlation 
cancelers C(x, y) may be defined as follows: 

Property (1) C(x, y)=0 for x, y correlated (34a) 

Property (2) C(X, y)=x for x, y uncorrelated (34b) 

Property (3) C(x+y, z)=C(x,z)+C(y,z) (34c) 

With properties (1), (2) and (3) it is easy to demonstrate that 
the energy or power output of a correlation canceler with a 
first input which corresponds to one of the measured signals 
S(t) or S(t) and a second input which corresponds to 
Successively each one of a plurality of reference signals 
R'(r,t), R'(r,t), . . . , R'(r,t) can determine the signal 
coefficients r and r, needed to produce the primary refer 
ence s(t) and Secondary reference n'(t). If we take as a first 
input to the correlation canceler the measured signal S(t) 
and as a second input the plurality of reference signals R'(r, 
t), R'(r,t), ..., R'(r,t) then the outputs of the correlation 
canceler C(S(t), R'(r,t)) for j=1,2,..., n may be written 
S 

C(s(t)+n, (t).s...(t)-rist(t)+n, (t)-rin, i(t)) (35) 

where j=1,2,..., n and we have used the expressions 

R'(r,t)=S(t)-rS(t) (36) 

S(t)=S(t)+n, (t) (37a) 

Si(t)=S(t)+n, (t). (37b) 
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The use of property (3) allows one to expand equation (35) 
into two terms 

C(Sa(t) R'(r,t)) = C(sa(t), S(t) - rst, (t) + na(t) - rnai, (t)) + (38) 

C(na(t), S(t) - rst, (t) + n, (t) - rnai, (t)) 

So that upon use of properties (1) and (2) the correlation 
canceler output is given by 

C(S(t), R'(r,t))s.(t)ö(r-r)+n, (t)ö(r-r) (39) 

where 8(x) is the unit impulse function 

The time variable, t, of the correlation canceler output 
C(S,(t), R'(r,t)) may be eliminated by computing its 
energy or power. The energy of the correlation canceler 
output is given by 

It should be understood that one could, equally well, have 
chosen the measured signal S(t) as the first input to the 
correlation canceler and the plurality of reference signals 
R'(r,t), R'(r,t), . . . , R'(r,t) as the Second input. In this 
event, the correlation canceler energy output is 

It should also be understood that in practical situations the 
use of discrete time measurement Signals may be employed 
as well as continuous time measurement Signals. A System 
which performs a discrete transform (e.g., a Saturation 
transform in the present example) in accordance with the 
present invention is described with reference to FIGS. 
11-22. In the event that discrete time measurement Signals 
are used, integration approximation method Such as the 
trapezoid rule, midpoint rule, Tick's rule, Simpson's 
approximation or other techniques may be used to compute 
the correlation canceler energy or power output. In the 
discrete time measurement Signal case, the energy output of 
the correlation canceler may be written, using the trapezoid 
rule, as 

i 42 

Eaa (ri) = o(ri -la. si(t) - 0.5(si (to) it.} -- (42a) 

Ö(ri- sa), ni (t;) - 0.5(ni...(to)+ it.} 
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-continued 

i (42b) 
Eb(r) = 0(ri- als. si, (t) - 0.5(si, (to) + sí, (...) -- 

Ö(ri- ra), ni,(t) - 0.5(ni, (to)+ it.} 

where t, is the i' discrete time, to is the initial time, t, is the 
final time and At is the time between discrete time measure 
ment Samples. 

The energy functions given above, and shown in FIG.7b, 
indicate that the correlation canceler output is usually Zero 
due to correlation between the measured signal S(t) or 
S(t) and many of the plurality of reference signals R'(r,t), 
R'(r,t), ..., R(r,t). However, the energy functions are non 
Zero at values of r, which correspond to cancellation of either 
the primary signal portions S(t) and S(t) or the Secondary 
signal portions n(t) and na(t) in the reference signal R'(r, 
t). These values correspond to the signal coefficients r and 
I. 

It should be understood that there may be instances in 
time when either the primary Signal portions S(t) and S(t) 
or the Secondary signal portions na(t) and na(t) are iden 
tically Zero or nearly Zero. In these cases, only one signal 
coefficient value will provide maximum energy or power 
output of the correlation canceler. 

Since there may be more than one signal coefficient value 
which provides maximum correlation canceler energy or 
power output, an ambiguity may arise. It may not be 
immediately obvious which Signal coefficient together with 
the reference function R'(r,t) provides either the primary or 
Secondary reference. In Such cases, it is necessary to con 
sider the constraints of the physical System at hand. For 
example, in pulse OXimetry, it is known that arterial blood, 
whose Signature is the primary plethysmographic wave, has 
greater oxygen Saturation than venous blood, whose Signa 
ture is the Secondary erratic or random Signal. Consequently, 
in pulse oXimetry, the ratio of the primary Signals due to 
arterial pulsation r=S(t)/S(t) is the Smaller of the two 
Signal coefficient values while the ratio of the Secondary 
Signals due to mainly venous blood dynamics r=n(t)/n, 
(t) is the larger of the two signal coefficient values, assuming 
a=660 nm and b=910 nm. 
It should also be understood that in practical implemen 

tations of the plurality of reference Signals and croSS corr 
elator technique, the ideal features listed as properties (1), 
(2) and (3) above will not be precisely satisfied but will be 
approximations thereof. Therefore, in practical implemen 
tations of this embodiment of the present invention, the 
correlation canceler energy curves depicted in FIG. 7b will 
not consist of infinitely narrow delta functions but will have 
finite width associated with them as depicted in FIG. 7c. 

It should also be understood that it is possible to have 
more than two signal coefficient values which produce 
maximum energy or power output from a correlation can 
celer. This situation arises when the measured signals each 
contain more than two components each of which are related 
by a ratio as follows: 

i (43) 

Sta(t) =X fai(t) 
i=0 

Sab(t) = X. fibi (t) where 
i=0 
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-continued 

fai(t) = rif bi(t) 
i = 1,..., n 

r; Fr. 

Thus, reference Signal techniques together with a corre 
lation cancellation, Such as an adaptive noise canceler, can 
be employed to decompose a signal into two or more signal 
components each of which is related by a ratio. 

PREFERRED CORRELATION CANCELER 
USING AJOINT PROCESS ESTIMATOR 

IMPLEMENTATION 

Once either the Secondary reference n'(t) or the primary 
reference s(t) is determined by the processor of the present 
invention, the correlation canceler can be implemented in 
either hardware or software. The preferred implementation 
of a correlation canceler is that of an adaptive noise canceler 
using a joint process estimator. 
The least mean squares (LMS) implementation of the 

internal processor 32 described above in conjunction with 
the adaptive noise canceler of FIG. 5a and FIG. 5b is 
relatively easy to implement, but lacks the Speed of adap 
tation desirable for most physiological monitoring applica 
tions of the present invention. Thus, a faster approach for 
adaptive noise canceling, called a least-Squares lattice joint 
process estimator model, is used in one embodiment. A joint 
process estimator 60 is shown diagrammatically in FIG. 8 
and is described in detail in Chapter 9 of Adaptive Filter 
Theory by Simon Haykin, published by Prentice-Hall, copy 
right 1986. This entire book, including Chapter 9, is hereby 
incorporated herein by reference. 
The function of the joint process estimator is to remove 

either the Secondary Signal portions n(t) or n(t) or the 
primary signal portions S(t) or S(t) from the measured 
Signals S(t) or S(t), yielding either a primary signal 
approximation s"(t) or s"(t) or a Secondary signal 
approximation n"(t) or n"(t). Thus, the joint process 
estimator estimates either the value of the primary signals 
S(t) or S(t) or the Secondary signals na(t) or na(t). The 
inputs to the joint process estimator 60 are either the 
Secondary reference n'(t) or the primary reference s(t) and 
the composite measured signal S(t) or S(t). The output 
is a good approximation to the Signal S(t) or S(t) with 
either the Secondary Signal or the primary Signal removed, 
i.e. a good approximation to either S(t), S(t), na(t) or 
n;(t). 
The joint process estimator 60 in FIG. 8 utilizes, in 

conjunction, a least Square lattice predictor 70 and a regreS 
sion filter 80. Either the secondary reference n'(t) or the 
primary reference S(t) is input to the least Square lattice 
predictor 70 while the measured signal S(t) or S(t) is 
input to the regression filter 80. For simplicity in the 
following description, S(t) will be the measured signal 
from which either the primary portion S(t) or the Secondary 
portion na(t) will be estimated by the joint process estima 
tor 60. However, it will be noted that S(t) could also be 
input to the regression filter 80 and the primary portion S(t) 
or the Secondary portion na(t) of this signal could be 
estimated. 
The joint proceSS estimator 60 removes all frequencies 

that are present in both the reference n'(t) or s(t), and the 
measured signal S(t). The Secondary Signal portion n(t) 
usually comprises frequencies unrelated to those of the 
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primary signal portion S(t). It is improbable that the 
Secondary signal portion n(t) would be of exactly the same 
spectral content as the primary Signal portion S(t). 
However, in the unlikely event that the spectral content of 
S(t) and n(t) are similar, this approach will not yield 
accurate results. Functionally, the joint proceSS estimator 60 
compares the reference input signal n'(t) or s(t), which is 
correlated to either the Secondary signal portion n(t) or the 
primary signal portion S(t), and input signal S(t) and 
removes all frequencies which are identical. Thus, the joint 
proceSS estimator 60 acts as a dynamic multiple notch filter 
to remove those frequencies in the Secondary Signal com 
ponent na(t) as they change erratically with the motion of 
the patient or those frequencies in the primary Signal com 
ponent S(t) as they change with the arterial pulsation of the 
patient. This yields a signal having Substantially the same 
Spectral content and amplitude as either the primary Signal 
S(t) or the Secondary signal na(t). Thus, the outputs", (t) 
or n"(t) of the joint process estimator 60 is a very good 
approximation to either the primary Signal s(t) or the 
Secondary signal na(t). 

The joint process estimator 60 can be divided into Stages, 
beginning with a Zero-stage and terminating in an im"-stage, 
as shown in FIG.8. Each Stage, except for the Zero-stage, is 
identical to every other Stage. The Zero-stage is an input 
Stage for the joint process estimator 60. The first stage 
through the m”-stage work on the signal produced in the 
immediately previous stage, i.e., the (m-1)"-stage, Such that 
a good primary signal approximations"(t) or Secondary 
Signal approximation n"(t) is produced as output from the 
m"-stage. 

The least-Squares lattice predictor 70 compriseS registers 
90 and 92, Summing elements 100 and 102, and delay 
elements 110. The registers 90 and 92 contain multiplicative 
values of a forward reflection coefficient T(t) and a 
backward reflection coefficient T(t) which multiply the 
reference Signal n'(t) or s(t) and Signals derived from the 
reference signal n'(t) or s(t). Each stage of the least-squares 
lattice predictor outputs a forward prediction error f(t) and 
a backward prediction error b(t). The Subscript m is indica 
tive of the Stage. 

For each Set of Samples, i.e. one Sample of the reference 
Signal n'(t) or s(t) derived Substantially simultaneously with 
one sample of the measured signal S(t), the sample of the 
reference signal n'(t) or s(t) is input to the least-squares 
lattice predictor 70. The Zero-stage forward prediction error 
f(t) and the Zero-stage backward prediction error bo(t) are 
Set equal to the reference signal n'(t) or s(t). The backward 
prediction error bo(t) is delayed by one sample period by the 
delay element 110 in the first Stage of the least-Squares 
lattice predictor 70. Thus, the immediately previous value of 
the reference n'(t) or s(t) is used in calculations involving 
the first-stage delay element 110. The Zero-stage forward 
prediction error is added to the negative of the delayed 
Zero-stage backward prediction error bo(t-1) multiplied by 
the forward reflection coefficient value T(t) register 90 
value, to produce a first-stage forward prediction error f(t). 
Additionally, the Zero-stage forward prediction error f(t) is 
multiplied by the backward reflection coefficient T(t) 
register 92 Value and added to the delayed Zero-stage 
backward prediction error bo(t–1) to produce a first-stage 
backward prediction error b(t). In each Subsequent stage, m, 
of the least square lattice predictor 70, the previous forward 
and backward prediction error values, f(t) and b (t–1), 
the backward prediction error being delayed by one Sample 
period, are used to produce values of the forward and 
backward prediction errors for the present stage, f(t) and 
b(t). 
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The backward prediction error b(t) is fed to the concur 

rent stage, m, of the regression filter 80. There it is input to 
a register 96, which contains a multiplicative regression 
coefficient value K(t). For example, in the Zero-stage of 
the regression filter 80, the Zero-stage backward prediction 
error bo(t) is multiplied by the Zero-stage regression coef 
ficient Ko(t) register 96 value and Subtracted from the 
measured value of the signal S(t) at a Summing element 
106 to produce a first stage estimation error signal e(t). 
The first-stage estimation error signal e(t) is a first 
approximation to either the primary Signal or the Secondary 
signal. This first-stage estimation error signal e() is input 
to the first-stage of the regression filter 80. The first-stage 
backward prediction error b(t), multiplied by the first-stage 
regression coefficient K(t) register 96 value is Subtracted 
from the first-stage estimation error signal e(t) to produce 
the second-stage estimation error ea(t). The second-stage 
estimation error signal e(t) is a second, Somewhat better 
approximation to either the primary Signal S(t) or the 
Secondary signal na(t). 
The same processes are repeated in the least-Squares 

lattice predictor 70 and the regression filter 80 for each stage 
until a good approximation e, (t), to either the primary 
Signal S(t) or the Secondary signal na(t) is determined. 
Each of the Signals discussed above, including the forward 
prediction error f(t), the backward prediction error b(t), 
the estimation error Signale, (t), is necessary to calculate 
the forward reflection coefficient T(t), the backward 
reflection coefficient T(t), and the regression coefficient 
K(t) register 90,92, and 96 values in each stage, m. In 
addition to the forward prediction error f(t), the backward 
prediction error b(t), and the estimation error e, (t) 
Signals, a number of intermediate variables, not shown in 
FIG. 8 but based on the values labeled in FIG. 8, are required 
to calculate the forward reflection coefficient T(t), the 
backward reflection coefficient T(t), and the regression 
coefficient K(t) register 90,92, and 96 values. 

Intermediate variables include a weighted Sum of the 
forward prediction error Squares S(t), a weighted Sum of 
the backward prediction error Squares f,(t), a Scalar param 
eter A(t), a conversion factor Y(t), and another Scalar 
parameter p, (t). The weighted Sum of the forward pre 
diction errors S(t) is defined as: 

where 2 without a wavelength identifier, a orb, is a constant 
multiplicative value unrelated to wavelength and is typically 
less than or equal to one, i.e., as 1. The weighted Sum of the 
backward prediction errors B(t) is defined as: 

. (45) 
B, (t) =X A-Ib, (i) 

i=l 

where, again, ), without a wavelength identifier, a orb, is a 
constant multiplicative value unrelated to wavelength and is 
typically less than or equal to one, i.e., as 1. These weighted 
Sum intermediate error Signals can be manipulated Such that 
they are more easily Solved for, as described in Chapter 9, S 
9.3 of the Haykin book referenced above and defined 
hereinafter in equations (59:1 and (60). 

DESCRIPTION OF THE JOINT PROCESS 
ESTIMATOR 

The operation of the joint process estimator 60 is as 
follows. When the joint process estimator 60 is turned on, 
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the initial values of intermediate variables and Signals 
including the parameter A(t), the weighted Sum of the 
forward prediction error signals S(t), the weighted Sum 
of the backward prediction error Signals f, (t), the param 
eter p, (t), and the Zero-stage estimation error eo(t) are 
initialized, Some to Zero and Some to a Small positive 
number 6: 

A 1(0)=0; (46) 

S(0)=6; (47) 

f3, 1(0)=ö; (48) 

p.m. (0)=0; (49) 

eo, (t)=S(t) for t20. (50) 

After initialization, a simultaneous Sample of the mea 
Sured signal S(t) or S(t) and either the Secondary refer 
ence n'(t) or the primary reference s(t) are input to the joint 
process estimator 60, as shown in FIG.8. The forward and 
backward prediction error Signals f(t) and bo(t), and inter 
mediate variables including the weighted Sums of the for 
ward and backward error signals So(t) and Bo(t), and the 
conversion factor Yo(t) are calculated for the Zero-stage 
according to: 

if a primary reference S(t) is used where, again, 2 without a 
wavelength identifier, a or b, is a constant multiplicative 
value unrelated to wavelength. 

Forward reflection coefficient T(t), backward reflection 
coefficient T(t), and regression coefficient K, (t) regis 
ter 90, 92 and 96 values in each stage thereafter are set 
according to the output of the previous Stage. The forward 
reflection coefficient T(t), backward reflection coefficient 
T(t), and regression coefficient K(t) register 90,92 and 
96 values in the first Stage are thus Set according to the 
algorithm using values in the Zero-stage of the joint proceSS 
estimator 60. In each Stage, me 1, intermediate values and 
register values including the parameter A(t); the forward 
reflection coefficient T(t) register 90 value; the backward 
reflection coefficient T(t) register 92 value; the forward 
and backward error signals f(t) and b(t); the weighted Sum 
of squared forward prediction errors S(t), as manipulated 
in S 9.3 of the Haykin book; the weighted sum of squared 
backward prediction errors f(t), as manipulated in $9.3 
of the Haykin book; the conversion factor y(t); the param 
eter pa(t); the regression coefficient K, (t) register 96 
Value; and the estimation error e, (t) value are Set 
according to: 

1O 
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where a (*) denotes a complex conjugate. 
These equations cause the error Signals f(t), b(t), e, , 

(t) to be Squared or to be multiplied by one another, in effect 
Squaring the errors, and creating new intermediate error 
values, Such as A(t). The error signals and the interme 
diate error values are recursively tied together, as shown in 
the above equations (54) through (64). They interact to 
minimize the error Signals in the next Stage. 

After a good approximation to either the primary Signal 
S(t) or the Secondary Signal na(t) has been determined by 
the joint process estimator 60, a next set of Samples, includ 
ing a sample of the measured signal S(t) and a Sample of 
either the Secondary reference n'(t) or the primary reference 
s'(t), are input to the joint process estimator 60. The 
re-initialization proceSS does not re-occur, Such that the 
forward and backward reflection coefficient T(t) and T., 
(t) register 90, 92 values and the regression coefficient 
K(t) register 96 value reflect the multiplicative values 
required to estimate either the primary signal portion S(t) 
or the Secondary signal portion na(t) of the sample of S(t) 
input previously. Thus, information from previous Samples 
is used to estimate either the primary or Secondary Signal 
portion of a present Set of Samples in each Stage. 

In a more numerically stable and preferred embodiment of 
the above described joint proceSS estimator, a normalized 
joint process estimator is used. This version of the joint 
process estimator normalizes Several variables of the above 
described joint proceSS estimator Such that the normalized 
variables fall between -1 and 1. The derivation of the 
normalized joint process estimator is motivated in the 
Haykin text as problem 12 on page 640 by redefining the 
variables defined according to the following conditions: 

fin (t) 
f(t) = - – – 

wf, (t)y (t–1) 

bin (t) 
b(t) = - – - 

v B(t)y, (t) 

An (t) An (t) = 

This transformation allows the conversion of Equations 
(54)–(64) to the following normalized equations: 
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b, (t) = Ibn-1 (t–1) - An-1 (t)fn-1 (t) 

(1-A, (t)' (1 -If (of 
fin-1 (t) - An-1 (t)b,n-1 (t-1 frn (t) = fin-1 (t) 1(t)b-1 (t - 1) 2 

y(t)f(t - 1) 
yn (t- 1)/3, (t) 

Initialization of Normalized Joint Process Estimator 
Let N(t) be defined as the reference noise input at time 

index n and U(t) be defined as combined signal plus noise 
input at time index t the following equations apply (see 
Haykin, p. 619): 

1. To initialize the algorithm, at time t=0 set 

2. At each instant t21, generate the Various Zeroth-order 
variables as follows: 

3. For regression filtering, initialize the algorithm by 
Setting at time indeX t=0 

4. At each instant te1, generate the Zeroth-order variable 

Accordingly, a normalized joint proceSS estimator can be 
used for a more stable System. 

In yet another embodiment, the correlation cancellation is 
performed with a QRD algorithm as shown diagrammati 
cally in FIG. 8a and as described in detail in Chapter 18 of 
Adaptive Filter Theory by Simon Haykin, published by 
Prentice-Hall, copyright 1986. 
The following equations adapted from the Haykin book 

correspond to the QRD-LSL diagram of FIG. 8a (also 
adapted from the Haykin book). 
Computations 

a. Predictions: For time t=1,2,..., and prediction order 
m=1, 2, . . . , M, where M is the final prediction order, 
compute: 

1O 
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112 cbn 1(t + 1) = 
1(t - 1) 

Aff (t - 1) 
cro- ()-- i. in-l 

Chin (t) = cf n- (tehn- (t–1)-sn-1 (t)' tin-1 (t–1) 

b. Filtering: For order m=0, 1,..., M-1; and time t=1, 
2, . . . , compute 

(t) 

ein (t) 
(t) 

Spin (t) = 

G-1 (t) = cen (ten (t) - sin (t),\p, (t–1) 

yi, (t) = cen (ty, (t) 

5. Initialization 
a. Auxiliary parameter initialization: for order 

m=1, 2, . . . , M, Set 

b. Soft constraint initialization: For order m=0, 1,..., M., 
Set 

where 6 is a Small positive constant. 
c. Data initialization: For t=1, 2, . . . , compute 

where u(t) is the input and d(t) is the desired response at time 
t. 

FLOWCHART OF JOINT PROCESS 
ESTIMATOR 

in a signal processor, Such as physiological monitor 
incorporating a reference processor of the present invention 
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to determine a reference n'(t) or s(t) for input to a correlation 
canceler, a joint proceSS estimator 60 type adaptive noise 
canceler is generally implemented via a Software program 
having an iterative loop. One iteration of the loop is analo 
gous to a Single Stage of the joint process estimator as shown 
in FIG.8. Thus, if a loop is iterated m times, it is equivalent 
to an m Stage joint proceSS estimator 60. 
A flow chart of a Subroutine to estimate the primary Signal 

portion S(t) or the Secondary signal portion na(t) of a 
measured composite signal, S(t) is shown in FIG. 9. The 
flow chart illustrates the function of a reference processor 
for determining either the Secondary reference n'(t) or the 
primary reference s(t). The flowchart for the joint process 
estimator is implemented in Software. 
A one-time initialization is performed when the physi 

ological monitor is powered-on, as indicated by an “INI 
TIALIZE NOISE CANCELER action block 120. The 
initialize sets all registers 90, 92, and 96 and delay element 
variables 110 to the values described above in equations (46) 
through (50). 

Next, a set of Simultaneous Samples of the composite 
measured signals S(t) and S(t) is input to the Subroutine 
represented by the flowchart in FIG. 9. Then a time update 
of each of the delay element program variables occurs, as 
indicated in a “TIME UPDATE OF Z ELEMENTS” 
action block 130. The value stored in each of the delay 
element variables 110 is set to the value at the input of the 
delay element variable 110. Thus, the Zero-stage backward 
prediction error bo(t) is stored as the first-stage delay ele 
ment variable, and the first-stage backward prediction error 
b(t) is stored as the Second-stage delay element variable, 
and So on. 

Then, using the set of measured signal samples S(t) and 
S(t), the reference signal is obtained using the rationetric 
or the constant Saturation methods described above. This is 
indicated by a “CALCULATE REFERENCE n'(t) or s(t)) 
FOR TWO MEASURED SIGNAL SAMPLES’ action 
block 140. 
A Zero-stage order update is performed next as indicated 

in a “ZERO-STATE UPDATE' action block 150. The Zero 
Stage backward prediction error bo(t), and the Zero-stage 
forward prediction error f(t) are set equal to the value of the 
reference signal n'(t) or s(t). Additionally, the weighted Sum 
of the forward prediction errors S(t) and the weighted Sum 
of backward prediction errors B(t) are set equal to the value 
defined in equations (47) and (48). 

Next, a loop counter, m, is initialized as indicated in a 
“m=0' action block 160. A maximum value of m, defining 
the total number of stages to be used by the subroutine 
corresponding to the flowchart in FIG. 9, is also defined. 
Typically, the loop is constructed Such that it stops iterating 
once a criterion for convergence upon a best approximation 
to either the primary Signal or the Secondary Signal has been 
met by the joint process estimator 60. Additionally, a maxi 
mum number of loop iterations may be chosen at which the 
loop Stops iteration. In a preferred embodiment of a physi 
ological monitor of the present invention, a maximum 
number of iterations, m=6 to m=10, is advantageously 
chosen. 

Within the loop, the forward and backward reflection 
coefficient T(t) and T(t) register 90 and 92 values in the 
least-Squares lattice filter are calculated first, as indicated by 
the “ORDER UPDATE MTH CELL OF LSL-LATTICE 
action block 170 in FIG. 9. This requires calculation of 
intermediate variable and Signal values used in determining 
register 90, 92, and 96 values in the present stage, the next 
Stage, and in the regression filter 80. 
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The calculation of regression filter register 96 value 

K(t) is performed next, indicated by the “ORDER 
UPDATE MTH STAGE OF REGRESSION FILTER(S)” 
action block 180. The two order update action blocks 170 
and 180 are performed in Sequence m times, until m has 
reached its predetermined maximum (in the preferred 
embodiment, m=6 to m=10) or a solution has been con 
verged upon, as indicated by a YES path from a “DONE” 
decision block 190. In a computer subroutine, convergence 
is determined by checking if the weighted Sums of the 
forward and backward prediction errors S(t) and f,(t) are 
less than a Small positive number. An output is calculated 
next, as indicated by a “CALCULATE OUTPUT” action 
block 200. The output is a good approximation to either the 
primary signal or Secondary Signal, as determined by the 
reference processor 26 and joint process estimator 60 Sub 
routine corresponding to the flow chart of FIG. 9. This is 
displayed (or used in a calculation in another Subroutine), as 
indicated by a “TO DISPLAY" action block 210. 
A new set of Samples of the two measured signals S(t) 

and S(t) is input to the processor and joint process esti 
mator 60 adaptive noise canceler Subroutine corresponding 
to the flowchart of FIG. 9 and the process reiterates for these 
Samples. Note, however, that the initialization proceSS does 
not re-occur. New Sets of measured signal Samples S(t) 
and S(t) are continuously input to the reference processor 
26 and joint process estimator adaptive noise canceler 
Subroutine. The output forms a chain of Samples which is 
representative of a continuous wave. This waveform is a 
good approximation to either the primary Signal waveform 
S(t) or the Secondary waveform n(t) at wavelength va. 
The waveform may also be a good approximation to either 
the primary signal Waveform S(t) or the Secondary Wave 
form n"(t) at wavelength b. 
A corresponding flowchart for the QRD algorithm of FIG. 

8a is depicted in FIG. 9a, with reference numeral corre 
sponding in number with an 'a eXtension 

CALCULATION OF SATURATION FROM 
CORRELATION CANCELER OUTPUT 

Physiological monitors may use the approximation of the 
primary signals S"(t) or s"(t) or the Secondary signals 
n"(t) or n"(t) to calculate another quantity, Such as the 
Saturation of one constituent in a Volume containing that 
constituent plus one or more other constituents. Generally, 
Such calculations require information about either a primary 
or Secondary Signal at two wavelengths. For example, the 
constant Saturation method requires a good approximation of 
the primary Signal portions S(t) and S(t) of both mea 
Sured signals S(t) and S(t). The arterial Saturation is 
determined from the approximation to both Signals, i.e. 
s"(t) and S"(t). The constant Saturation method also 
requires a good approximation of the Secondary Signal 
portions n(t) or n(t). An estimate of the venous Satura 
tion may be determined from the approximations to these 
Signals i. e. n" (t) and n"(t). 
A joint proceSS estimator 60 having two regression filters 

80a and 80b is shown in FIG. 10. A first regression filter 80a 
accepts a measured signal S(t). A second regression filter 
80b accepts a measured signal S(t) for a use of the constant 
Saturation method to determine the reference signal n'(t) or 
s'(t). The first and second regression filters 80a and 80b are 
independent. The backward prediction error b(t) is input to 
each regression filter 80a and 80b, the input for the second 
regression filter 80b bypassing the first regression filter 80a. 
The second regression filter 80b comprises registers 98, 

and Summing elements 108 arranged similarly to those in the 
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first regression filter 80a. The second regression filter 80b 
operates via an additional intermediate variable in conjunc 
tion with those defined by equations (54) through (64), i.e.: 

pool,(0)=0. (66) 

The second regression filter 80b has; an error signal value 
defined Similar to the first regression filter error Signal 
Values, e, 1 (t), i.e.: 

e, 1...(t)=en...(t)-KK,...(t)b,(t): and (67) 

eot,(t)=St(t) for t20. (68) 

The Second regression filter has a regression coefficient 
K(t) register 98 value defined similarly to the first 
regression filter error Signal values, i.e.: 

These values are used in conjunction with those intermediate 
variable values, Signal values, register and register values 
defined in equations (46) through (64). These signals are 
calculated in an order defined by placing the additional 
Signals immediately adjacent a similar signal for the wave 
length 2 a. 

For the constant Saturation method, S(t) is input to the 
second regression filter 80b. The output is then a good 
approximation to the primary Signal S"(t) or Secondary 
Signals"(t). 

The addition of the second regression filter 80b does not 
Substantially change the computer program Subroutine rep 
resented by the flowchart of FIG. 9. Instead of an order 
update of the m” stage of only one regression filter, an order 
update of the m” stage of both regression filters 80a and 80b 
is performed. This is characterized by the plural designation 
in the “ORDER UPDATE OF m'. STAGE OF REGRES 
SION FILTER(S)” activity block 180 in FIG. 9. Since the 
regression filters 80a and 80b operate independently, inde 
pendent calculations can be performed in the reference 
processor and joint proceSS estimator 60 adaptive noise 
canceler subroutine modeled by the flowchart of FIG. 9. 
An alternative diagram for the joint proceSS estimator of 

FIG. 10, using the QRD algorithm and having two regres 
sion filters is shown in FIG. 10a. This type of joint process 
estimator would be used for correlation cancellation using 
the QRD algorithm described in the Haykin book. 

CALCULATION OF SATURATION 

Once good approximation to the primary signal portions 
s"(t) and S"(t) or the Secondary signal portion, n"(t) 
and n"(t), have been determined by the joint process 
estimator 60, the Saturation of As in a volume containing As 
and A, for example, may be calculated according to various 
known methods. Mathematically, the approximations to the 
primary Signals can be written in terms of a and 2b, as: 

s" a(t)res, acsxs.6(t)+66, acoxs.6(t): and (70) 

s", b(t)res besXs.6(t)+cotcoxso(t). (71) 

Equations (70) and (71) are equivalent to two equations 
having three unknowns, namely cs(t), c(t) and Xsc(t). The 
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Saturation can be determined by acquiring approximations to 
the primary or Secondary Signal portions at two different, yet 
proximate times t and t over which the Saturation of As in 
the Volume containing As and A and the Saturation of A in 
the Volume containing A and A does not change Substan 
tially. For example, for the primary Signals estimated at 
times t and t: 

s" a (t1)-es, a csxs, 6(1)+66, acoxs.6(1) (72) 

s".(t1)-esicsxss(t)+co-coxso(t1) (73) 

s" a (t2)res, a csxs.6(t)+66, acoxs.6(t2) (74) 

s", i.(to)res. Besks.6(t)+66. Ecoxs.6(t2) (75) 

Then, difference Signals may be determined which relate the 
Signals of equations (72) through (75), i.e.: 

As =s"...(t)-s"...(t)ses...c5AX+€6.coAX; and (76) 

Ast-s" (t1)-s"(t)sesses/AX+exicoAX; (77) 

where AX=Xs(t)-Xs (t2). The average Saturation at time 
t=(t+t)/2 is: 

Saturation(t) = c5(t) fc5(t) + c (t) (78) 

e6a - €6Ab (ASAaf ASAb) (79) 
e6a - €5a - (e6 b - e5b)(ASaaf ASAb) 

It will be understood that the AX term drops out from the 
Saturation calculation because of the division. Thus, knowl 
edge of the thickness of the primary constituents is not 
required to calculate Saturation. 

PULSE OXIMETRY MEASUREMENTS 

A Specific example of a physiological monitor utilizing a 
processor of the present invention to determine a Secondary 
reference n'(t) for input to a correlation canceler that 
removes erratic motion-induced Secondary Signal portions is 
a pulse oXimeter. Pulse oximetry may also be performed 
utilizing a processor of the present invention to determine a 
primary Signal reference s(t) which may be used for display 
purposes or for input to a correlation canceler to derive 
information about patient movement and Venous blood 
OXygen Saturation. 
A pulse oximeter typically causes energy to propagate 

through a medium where blood flows close to the surface for 
example, an ear lobe, or a digit Such as a finger, a forehead 
or a fetus Scalp. An attenuated Signal is measured after 
propagation through or reflected from the medium. The 
pulse oximeter estimates the Saturation of oxygenated blood. 

Freshly oxygenated blood is pumped at high pressure 
from the heart into the arteries for use by the body. The 
volume of blood in the arteries varies with the heartbeat, 
giving rise to a variation in absorption of energy at the rate 
of the heartbeat, or the pulse. 
Oxygen depleted, or deoxygenated, blood is returned to 

the heart by the veins along with unused oxygenated blood. 
The volume of blood in the veins varies with the rate of 
breathing, which is typically much slower than the heartbeat. 
Thus, when there is no motion induced variation in the 
thickness of the veins, venous blood causes a low frequency 
variation in absorption of energy. When there is motion 
induced variation in the thickness of the veins, the low 
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frequency variation in absorption is coupled with the erratic 
variation in absorption due to motion artifact. 

In absorption measurements using the transmission of 
energy through a medium, two light emitting diodes (LEDs) 
are positioned on one Side of a portion of the body where 
blood flows close to the Surface, Such as a finger, and a 
photodetector is positioned on the opposite side of the finger. 
Typically, in pulse oximetry measurements, one LED emits 
a visible wavelength, preferably red, and the other LED 
emits an infrared wavelength. However, one skilled in the art 
will realize that other wavelength combinations could be 
used. The finger comprises skin, tissue, muscle, both arterial 
blood and venous blood, fat, etc., each of which absorbs 
light energy differently due to different absorption 
coefficients, different concentrations, different thicknesses, 
and changing optical pathlengths. When the patient is not 
moving, absorption is Substantially constant except for the 
flow of blood. The constant attenuation can be determined 
and Subtracted from the Signal via traditional filtering tech 
niques. When the patient moves, this causes perturbation 
Such as changing optical pathlength due to movement of 
background fluids (e.g., venous blood having a different 
saturation than the arterial blood). Therefore, the measured 
Signal becomes erratic. Erratic motion induced noise typi 
cally cannot be predetermined and/or Subtracted from the 
measured signal via traditional filtering techniques. Thus, 
determining the oxygen Saturation of arterial blood and 
venous blood becomes more difficult. 

A Schematic of a physiological monitor for pulse OXimetry 
is shown in FIGS. 11-13. FIG. 11 depicts a general hardware 
block diagram of a pulse oximeter 299. A sensor 300 has two 
light emitters 301 and 302 such as LED's. One LED 301 
emitting light of red wavelengths and another LED 302 
emitting light of infrared wavelengths are placed adjacent a 
finger 310. A photodetector 320, which produces an electri 
cal signal corresponding to the attenuated visible and infra 
red light energy signals is located opposite the LED’s 301 
and 302. The photodetector 320 is connected to front end 
analog signal conditioning circuitry 330. 
The front end analog Signal conditioning circuitry 330 has 

outputs coupled to analog to digital conversion circuit 332. 
The analog to digital conversion circuitry 332 has outputs 
coupled to a digital Signal processing System 334. The 
digital Signal processing System 334 provides the desired 
parameters as outputs for a display 336. Outputs for display 
are, for example, blood oxygen Saturation, heart rate, and a 
clean plethysmographic waveform. 

The Signal processing System also provides an emitter 
current control output 337 to a digital-to-analog converter 
circuit 338 which provides control information for light 
emitter drivers 340. The light emitter drivers 340 couple to 
the light emitters 301, 301. The digital signal processing 
system 334 also provides again control output 342 for the 
front end analog Signal conditioning circuitry 330. 

FIG.11a illustrates a preferred embodiment for the com 
bination of the emitter drivers 340 and the digital to analog 
conversion circuit 338. As depicted in FIG. 11a, the driver 
comprises first and Second input latches 321, 322, a Syn 
chronizing latch 323, a Voltage reference 324, a digital to 
analog conversion circuit 325, first and Second Switch banks 
326, 327, first and second voltage to current converters 328, 
329 and the LED emitters 301, 302 corresponding to the 
LED emitters 301, 302 of FIG. 11. 
The preferred driver depicted in FIG.11a is advantageous 

in that the present inventors recognized that much of the 
noise in the oximeter 299 of FIG. 11 is caused by the LED 
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emitters 301, 302. Therefore, the emitter driver circuit of 
FIG.11a is designed to minimize the noise from the emitters 
301, 302. The first and second input latches 321, 324 are 
connected directly to the DSP bus. Therefore, these latches 
Significantly minimizes the bandwidth (resulting in noise) 
present on the DSP bus which passes through to the driver 
circuitry of FIG.11a. The output of the first and second input 
latches only changes when these latched detect their address 
on the DSP bus. The first input latch receives the setting for 
the digital to analog converter circuit 325. The Second input 
latch receives Switching control data for the Switch banks 
326,327. The synchronizing latch accepts the synchronizing 
pulses which maintain Synchronization between the activa 
tion of emitters 301,302 and the analog to digital conversion 
circuit 332. 
The Voltage reference is also chosen as a low noise DC 

Voltage reference for the digital to analog conversion circuit 
325. In addition, in the present embodiment, the voltage 
reference has an lowpass output filter with a very low corner 
frequency (e.g., 1 Hz in the present embodiment). The 
digital to analog converter 325 also has a lowpass filter at its 
output with a very low corner frequency (e.g., 1 Hz). The 
digital to analog converter provides signals for each of the 
emitters 301, 302. 

In the present embodiment, the output of the Voltage to 
current converters 328, 329 are Switched such that with the 
emitters 301, 302 connected in back-to-back configuration, 
only one emitter is active in any given time. In addition, the 
Voltage to current converter for the inactive emitter is 
Switched off at its input as well, Such that it is completely 
deactivated. This reduces noise from the Switching and 
Voltage to current conversion circuitry. In the present 
embodiment, low noise Voltage to current converters are 
Selected (e.g., Op. 27 Op Amps), and the feedback loop is 
configured to have a low pass filter to reduce noise. In the 
present embodiment, the low pass filtering function of the 
voltage to current converter 328,329 has a corner frequency 
of just above 625 Hz, which is the Switching speed for the 
emitters, as further discussed below. Accordingly, the pre 
ferred driver circuit of FIG. 11a, minimizes the noise of the 
emitters 301, 302. 

In general, the red and infrared light emitters 301, 302 
each emits energy which is absorbed by the finger 310 and 
received by the photodetector 320. The photodetector 320 
produces an electrical Signal which corresponds to the 
intensity of the light energy Striking the photodetector 320. 
The front end analog Signal conditioning circuitry 330 
receives the intensity signals and filters and conditions these 
Signals as further described below for further processing. 
The resultant Signals are provided to the analog-to-digital 
conversion circuitry 332 which converts the analog signals 
to digital signals for further processing by the digital Signal 
processing System 334. The digital Signal processing System 
334 utilizes the two signals in order to provide a what will 
be called herein a “saturation transform.” It should be 
understood, that for parameters other than blood Saturation 
monitoring, the Saturation transform could be better termed 
as a concentration transform, in-vivo transform, or the like, 
depending on the desired parameter. The term Saturation 
transform is used to describe an operation which converts 
the Sample data from time domain to Saturation domain 
values as will be apparent from the discussion below. In the 
present embodiment, the output of the digital Signal pro 
cessing System 334 provides clean plethysmographic wave 
forms of the detected Signals and provides values for oxygen 
Saturation and pulse rate to the display 336. 

It should be understood that in different embodiments of 
the present invention, one or more of the outputs may be 
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provided. The digital Signal processing System 334 also 
provides control for driving the light emitters 301,302 with 
an emitter current control Signal on the emitter current 
control output 337. This value is a digital value which is 
converted by the digital-to-analog conversion circuit 338 
which provides a control Signal to the emitter current drivers 
340. The emitter current drivers 340 provide the appropriate 
current drive for the red emitter 301 and the infrared emitter 
302. Further detail of the operation of the physiological 
monitor for pulse Oximetry is explained below. 

In the present embodiment, the light emitters are driven 
via the emitter current driver 340 to provide light transmis 
sion with digital modulation at 625 Hz. In the present 
embodiment, the light emitters 301, 302 are driven at a 
power level which provides an acceptable intensity for 
detection by the detector and for conditioning by the front 
end analog Signal conditioning circuitry 330. Once this 
energy level is determined for a given patient by the digital 
Signal processing System 334, the current level for the red 
and infrared emitters is maintained constant. It should be 
understood, however, that the current could be adjusted for 
changes in the ambient room light and other changes which 
would effect the Voltage input to the front end analog signal 
conditioning circuitry 330. In the present invention, the red 
and infrared light emitters are modulated as follows: for one 
complete 625 HZ red cycle, the red emitter 301 is activated 
for the first quarter cycle, and off for the remaining three 
quarters cycle; for one complete 625 Hz infrared cycle, the 
infrared light emitter 302 is activated for one quarter cycle 
and is off for the remaining three-quarters cycle. In order to 
only receive one signal at a time, the emitters are cycled on 
and off alternatively, in Sequence, with each only active for 
a quarter cycle per 625 HZ cycle and a quarter cycle 
Separating the active times. 

The light signal is attenuated (amplitude modulated) by 
the pumping of blood through the finger 310 (or other 
Sample medium). The attenuated (amplitude modulated) 
signal is detected by the photodetector 320 at the 625 Hz 
carrier frequency for the red and infrared light. Because only 
a single photodetector is used, the photodetector 320 
receives both the red and infrared signals to form a com 
posite time division signal. 

The composite time division signal is provided to the 
front analog signal conditioning circuitry 330. Additional 
detail regarding the front end analog signal conditioning 
circuitry 330 and the analog to digital converter circuit 332 
is illustrated in FIG. 12. As depicted in FIG. 12, the front end 
circuitry 302 has a preamplifier 342, a high pass filter 344, 
an amplifier 346, a programmable gain amplifier 348, and a 
low pass filter 350. The preamplifier 342 is a transimpedance 
amplifier that converts the composite current Signal from the 
photodetector 320 to a corresponding Voltage Signal, and 
amplifies the Signal. In the present embodiment, the pream 
plifier has a predetermined gain to boost the Signal ampli 
tude for ease of processing. In the present embodiment, the 
Source voltages for the preamplifier 342 are -15 VDC and 
+15 VDC. As will be understood, the attenuated signal 
contains a component representing ambient light as well as 
the component representing the infrared or the red light as 
the case may be in time. If there is light in the vicinity of the 
sensor 300 other than the red and infrared light, this ambient 
light is detected by the photodetector 320. Accordingly, the 
gain of the preamplifier is Selected in order to prevent the 
ambient light in the Signal from Saturating the preamplifier 
under normal and reasonable operating conditions. 

In the present embodiment, the preamplifier 342 com 
prises an Analog Devices AD743JR OpAmp. This transim 
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pedance amplifier is particularly advantageous in that it 
exhibits several desired features for the system described, 
Such as: low equivalent input voltage noise, low equivalent 
input current noise, low input bias current, high gain band 
width product, low total harmonic distortion, high common 
mode rejection, high open loop gain, and a high power 
Supply rejection ratio. 
The output of the preamplifier 342 couples as an input to 

the high pass filter 344. The output of the preamplifier also 
provides a first input 346 to the analog to digital conversion 
circuit 332. In the present embodiment, the high pass filter 
is a Single-pole filter with a corner frequency of about 72-1 
HZ. However, the corner frequency is readily raised to about 
90 Hz in one embodiment. As will be understood, the 625 Hz 
carrier frequency of the red and infrared Signals is well 
above a 90 HZ corner frequency. The high-pass filter 344 has 
an output coupled as an input to an amplifier 346. In the 
present embodiment, the amplifier 346 comprises a unity 
gain amplifier. However, the gain of the amplifier 346 is 
adjustable by the variation of a single resistor. The gain of 
the amplifier 346 would be increased if the gain of the 
preamplifier 342 is decreased to compensate for the effects 
of ambient light. 
The output of the amplifier 346 provides an input to a 

programmable gain amplifier 348. The programmable gain 
amplifier 348 also accepts a programming input from the 
digital signal processing System 334 on again control Signal 
line 343. The gain of the programmable gain amplifier 348 
is digitally programmable. The gain is adjusted dynamically 
at initialization or Sensor placement for changes in the 
medium under test from patient to patient. For example, the 
signal from different fingers differs somewhat. Therefore, a 
dynamically adjustable amplifier is provided by the pro 
grammable gain amplifier 348 in order to obtain a signal 
Suitable for processing. 
The programmable gain amplifier is also advantageous in 

an alternative embodiment in which the emitter drive current 
is held constant. In the present embodiment, the emitter 
drive current is adjusted for each patient in order to obtain 
the proper dynamic range at the input of the analog to digital 
conversion circuit 332. However, changing the emitter drive 
current can alter the emitter wavelength, which in turn 
affects the end result in Oximetry calculations. Accordingly, 
it would be advantageous to fix the emitter drive current for 
all patients. In an alternative embodiment of the present 
invention, the programmable gain amplifier can be adjusted 
by the DSP in order to obtain a signal at the input to the 
analog to digital conversion circuit which is properly within 
the dynamic range (+3v to -3v in the present embodiment) 
of the analog to digital conversion circuit 332. In this 
manner, the emitter drive current could be fixed for all 
patients, eliminating the wavelength shift due to emitter 
current drive changes. 
The output of the programmable gain amplifier 348 

couples as an input to a low-pass filter 350. Advantageously, 
the low pass filter 350 is a single-pole filter with a corner 
frequency of approximately 10 Khz in the present embodi 
ment. This low pass filter provides anti-aliasing in the 
present embodiment. 
The output of the low-pass filter 350 provides a second 

input 352 to the analog-to-digital conversion circuit 332. 
FIG. 12 also depicts additional defect of the analog-to 
digital conversion circuit. In the present embodiment, the 
analog-to-digital conversion circuit 332 comprises a first 
analog-to-digital converter 354 and a Second analog-to 
digital converter 356. Advantageously, the first analog-to 
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digital converter 354 accepts input from the first input 346 
to the analog-to-digital conversion circuit 332, and the 
Second analog to digital converter 356 accepts input on the 
Second input 352 to the analog-to-digital conversion cir 
cuitry 332. 

In one advantageous embodiment, the first analog-to 
digital converter 354 is a diagnostic analog-to-digital con 
verter. The diagnostic task (performed by the digital signal 
processing System) is to read the output of the detector as 
amplified by the preamplifier 342 in order to determine if the 
Signal is Saturating the input to the high-pass filter 344. In the 
present embodiment, if the input to the high pass filter 344 
becomes Saturated, the front end analog signal conditioning 
circuits 330 provides a '0' output. Alternatively, the first 
analog-to-digital converter 354 remains unused. 
The Second analog-to-digital converter 352 accepts the 

conditioned composite analog signal from the front end 
Signal conditioning circuitry 330 and converts the Signal to 
digital form. In the present embodiment, the Second analog 
to digital converter 356 comprises a Single-channel, delta 
Sigma converter. In the present embodiment, a Crystal 
Semiconductor CS5317-KS delta-sigma analog to digital 
converter is used. Such a converter is advantageous in that 
it is low cost, and exhibits low noise characteristics. More 
Specifically, a delta-Sigma converter consists of two major 
portions, a noise modulator and a decimation filter. The 
Selected converter uses a Second order analog delta-Sigma 
modulator to provide noise Shaping. Noise Shaping refers to 
changing the noise spectrum from a flat response to a 
response where noise at the lower frequencies has been 
reduced by increasing noise at higher frequencies. The 
decimation filter then cuts out the reshaped, higher fre 
quency noise to provide 16-bit performance at a lower 
frequency. The present converter Samples the data 128 times 
for every 16 bit data word that it produces. In this manner, 
the converter provides excellent noise rejection, dynamic 
range and low harmonic distortion, that help in critical 
measurement situations like low perfusion and electrocau 
tery. 

In addition, by using a Single-channel converter, there is 
no need to tune two or more channels to each other. The 
delta-Sigma converter is also advantageous in that it exhibits 
noise shaping, for improved noise control. An exemplary 
analog to digital converter is a Crystal Semiconductor 
CS5317. In the present embodiment, the second analog to 
digital converter 356 samples the signal at a 20 Khz sample 
rate. The output of the second analog to digital converter 356 
provides data Samples at 20 Khz to the digital Signal 
processing system 334 (FIG. 11). 

The digital Signal processing System 334 is illustrated in 
additional detail in FIG. 13. In the present embodiment, the 
digital Signal processing System comprises a microcontroller 
360, a digital Signal processor 362, a program memory 364, 
a sample buffer 366, a data memory 368, a read only 
memory 370 and communication registers 372. In the 
present embodiment, the digital Signal processor 362 is an 
Analog Devices AD 21020. In the present embodiment, the 
microcontroller 360 comprises a Motorola 68HCO5, with 
built in program memory. In the present embodiment, the 
sample buffer 366 is a buffer which accepts the 20 Khz 
Sample data from the analog to digital conversion circuit 332 
for storage in the data memory 368. In the present 
embodiment, the data memory 368 comprises 32 KWords 
(words being 40 bits in the present embodiment) of static 
random acceSS memory. 
The microcontroller 360 is connected to the DSP 362 via 

a conventional JTAG Tap line. The microcontroller 360 
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transmits the boot loader for the DSP 362 to the program 
memory 364 via the Tap line, and then allows the DSP 362 
to boot from the program memory 364. The boot loader in 
program memory 364 then causes the transfer of the oper 
ating instructions for the DSP 362 from the read only 
memory 370 to the program memory 364. Advantageously, 
the program memory 364 is a very high Speed memory for 
the DSP 362. 

The microcontroller 360 provides the emitter current 
control and gain control Signals via the communications 
register 372. 

FIGS. 14-20 depict functional block diagrams of the 
operations of the pulse oximeter 299 carried out by the 
digital Signal processing System 334. The Signal processing 
functions described below are carried out by the DSP362 in 
the present embodiment with the microcontroller 360 pro 
Viding System management. In the present embodiment, the 
operation is software/firmware controlled. FIG. 14 depicts a 
generalized functional block diagram for the operations 
performed on the 20 Khz Sample data entering the digital 
Signal processing System 334. AS illustrated in FIG. 14, a 
demodulation, as represented in a demodulation module 
400, is first performed. Decimation, as represented in a 
decimation module 402 is then performed on the resulting 
data. Certain Statistics are calculated, as represented in a 
statistics module 404 and a Saturation transform is 
performed, as represented in a Saturation transform module 
406, on the data resulting from the decimation operation. 
The data Subjected to the Statistics operations and the data 
Subjected to the Saturation transform operations are for 
warded to Saturation operations, as represented by a Satura 
tion calculation module 408 and pulse rate operations, as 
represented in a pulse rate calculation module 410. 

In general, the demodulation operation Separates the red 
and infrared signals from the composite signal and removes 
the 625 HZ carrier frequency, leaving raw data points. The 
raw data points are provided at 625 Hz intervals to the 
decimation operation which reduces the Samples by an order 
of 10 to samples at 62.5 Hz. The decimation operation also 
provides Some filtering on the Samples. The resulting data is 
Subjected to Statistics and to the Saturation transform opera 
tions in order to calculate a Saturation value which is very 
tolerant to motion artifacts and other noise in the Signal. The 
Saturation value is ascertained in the Saturation calculation 
module 408, and a pulse rate and a clean plethysmographic 
waveform is obtained through the pulse rate module 410. 
Additional detail regarding the various operations is pro 
vided in connection with FIGS. 15-21. 

FIG. 15 illustrates the operation of the demodulation 
module 400. The modulated signal format is depicted in 
FIG. 15. One full 625 Hz cycle of the composite signal is 
depicted in FIG. 15 with the first quarter cycle being the 
active red light plus ambient light signal, the Second quarter 
cycle being an ambient light Signal, the third quarter cycle 
being the active infrared plus ambient light signal, and the 
fourth quarter cycle being an ambient light Signal. AS 
depicted in FIG. 15, with a 20 KHZ sampling frequency, the 
single full cycle at 625 Hz, described above comprises 32 
Samples of 20 KHZ data, eight Samples relating to red plus 
ambient light, eight Samples relating to ambient light, eight 
Samples relating to infrared plus ambient light, and finally 
eight Samples related to ambient light. 

Because the Signal processing System 334 controls the 
activation of the light emitters 300, 302, the entire system is 
Synchronous. The data is Synchronously divided (and 
thereby demodulated) into four 8-sample packets, with a 
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time division demultiplexing operation as represented in a 
demultiplexing module 421. One eight-sample packet 422 
represents the red plus ambient light Signal; a Second eight 
Sample packet 424 represents an ambient light Signal; a third 
eight-sample packet 426 represents the attenuated infrared 
light plus ambient light Signal; and a fourth eight-sample 
packet 428 represents the ambient light Signal. A Select 
Signal Synchronously controls the demultiplexing operation 
So as to divide the time-division multiplexed composite 
signal at the input of the demultiplexer 421 into its four 
Subparts. 
A Sum of the last four Samples from each packet is then 

calculated, as represented in the Summing operations 430, 
432, 434, 436 of FIG. 15. In the present embodiment, the last 
four Samples are used because a low pass filter in the analog 
to digital converter 356 of the present embodiment has a 
Settling time. Thus, collecting the last four Samples from 
each 8-Sample packet allows the previous Signal to clear. 
This Summing operation provides an integration operation 
which enhances noise immunity. The Sum of the respective 
ambient light Samples is then Subtracted from the Sum of the 
red and infrared Samples, as represented in the Subtraction 
modules 438, 440. The subtraction operation provides some 
attenuation of the ambient light Signal present in the data. In 
the present embodiment, it has been found that approxi 
mately 20 dB attenuation of the ambient light is provided by 
the operations of the Subtraction modules 438, 440. The 
resultant red and infrared Sum values are divided by four, as 
represented in the divide by four modules 442, 444. Each 
resultant value provides one Sample each of the red and 
infrared signals at 625 Hz. 

It should be understood that the 625 Hz carrier frequency 
has been removed by the demodulation operation 400. The 
625 Hz sample data at the output of the demodulation 
operation 400 is sample data without the carrier frequency. 
In order to Satisfy Nyquist Sampling requirements, less than 
20 Hz is needed (understanding that the human pulse is 
about 25 to 250 beats per minute, or about 0.4 HZ-4 Hz). 
Accordingly, the 625 Hz resolution is reduced to 62.5 Hz in 
the decimation operation. 

FIG. 16 illustrates the operations of the decimation mod 
ule 402. The red and infrared sample data is provided at 625 
HZ to respective red and infrared buffer/filters 450, 452. In 
the present embodiment, the red and infrared buffer/filters 
are 519 samples deep. Advantageously, the buffer filter 450, 
452 function as continuous first-in, first-out buffers. The 519 
Samples are Subjected to low-pass filtering. Preferably, the 
low-pass filtering has a cutoff frequency of approximately 
7.5 Hz with attenuation of approximately -110 dB. The 
buffer/filters 450, 452 form a Finite Impulse Response (FIR) 
filter with coefficients for 519 taps. In order to reduce the 
Sample frequency by ten, the low-pass filter calculation is 
performed every ten Samples, as represented in respective 
red and infrared decimation by 10 modules 454, 456. In 
other words, with the transfer of each new ten Samples into 
the buffer/filters 450, 452, a new low pass filter calculation 
is performed by multiplying the impulse response 
(coefficients) by the 519 filter taps. Each filter calculation 
provides one output Sample for respective red and infrared 
output buffers 458, 460. In the present embodiment, the red 
and infrared output buffers 458, 460 are also continuous 
FIFO buffers that hold 570 samples of data. The 570 samples 
provide respective infrared and red samples or packets (also 
denoted “snapshot” herein) of samples. As depicted in FIG. 
14, the output buffers provide sample data for the statistics 
operation module 404, Saturation transform module 406, and 
the pulse rate module 410. 
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FIG. 17 illustrates additional functional operation details 

of the statistics module 404. In Summary, the statistics 
module 404 provides first order oximetry calculations and 
RMS signal values for the red and infrared channels. The 
Statistics module also provides a cross-correlation output 
which indicates a cross-correlation between the red and 
infrared Signals. 
AS represented in FIG. 17, the Statistics operation accepts 

two packets of Samples (e.g., 570 Samples at 62.5 Hz in the 
present embodiment) representing the attenuated infrared 
and red signals, with the carrier frequency removed. The 
respective packets for infrared and red signals are normal 
ized with a log function, as represented in the Log modules 
480, 482. The normalization is followed by removal of the 
DC portion of the signals, as represented in the DC Removal 
modules 484, 486. In the present embodiment, the DC 
removal involves ascertaining the DC value of the first one 
of the samples (or the mean of the first Several or the mean 
of an entire Snapshot) from each of the respective red and 
infrared SnapShots, and removing this DC value from all 
Samples in the respective packets. 
Once the DC Signal is removed, the Signals are Subjected 

to bandpass filtering, as represented in red and infrared 
Bandpass Filter modules 488, 490. In the present 
embodiment, with 570 Samples in each packet, the bandpass 
filters are configured with 301 taps to provide a FIR filter 
with a linear phase response and little or no distortion. In the 
present embodiment, the bandpass filter has a pass band 
from 34 beats/minute to 250 beats/minute. The 301 taps 
slide over the 570 samples in order to obtain 270 filtered 
Samples representing the filtered red Signal and 270 filtered 
Samples representing the filtered infrared Signal. In an ideal 
case, the bandpass filters 488, 490 remove the DC in the 
signal. However, the DC removal operations 484, 486 assist 
in DC removal in the present embodiment. 

After filtering, the last 120 Samples from each packet (of 
now 270 Samples in the present embodiment) are selected 
for further processing as represented in Select Last 120 
Samples modules 492, 494. The last 120 samples are 
selected because, in the present embodiment, the first 150 
samples fall within the settling time for the Saturation 
Transfer module 406, which processes the same data 
packets, as further discussed below. 

Conventional Saturation equation calculations are per 
formed on the red and infrared 120-sample packets. In the 
present embodiment, the conventional Saturation calcula 
tions are performed in two different ways. For one 
calculation, the 120-sample packets are processed to obtain 
their overall RMS value, as represented in the first red and 
infrared RMS modules 496, 498. The resultant RMS values 
for red and infrared Signals provide input values to a first 
RED RMS/IR RMS ratio operation 500, which provides 
the RMS red value to RMS infrared value ratio as an input 
to a saturation equation module 502. As well understood in 
the art, the ratio of the intensity of red to infrared attenuated 
light as detected for known red and infrared wavelengths 
(typically red=650 nm and =910 nm) relates to the 
oxygen Saturation of the patient. Accordingly, the Saturation 
equations module 502 represents a conventional look-up 
table or the like which, for predetermined ratios, provides 
known Saturation values at its output 504. The red and 
infrared RMS values are also provided as outputs of the 
statistics operations module 404. 

In addition to the conventional saturation operation 502, 
the 120-Sample packets are Subjected to a cross-correlation 
operation as represented in a first cross-correlation module 
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506. The first cross-correlation module 506 determines if 
good correlation exists between the infrared and red signals. 
This croSS correlation is advantageous for detecting defec 
tive or otherwise malfunctioning detectors. The croSS cor 
relation is also advantageous in detecting when the Signal 
model (i.e., the model of Equations (1)–(3)) is satisfied. If 
correlation becomes to low between the two channels, the 
Signal model is not met. In order to determine this, the 
normalized croSS correlation can be computed by the croSS 
correlation module 506 for each snapshot of data. One such 
correlation function is as follows: 

If the cross correlation is too low, the oximeter 299 
provides a warning (e.g., audible, visual, etc.) to the opera 
tor. In the present embodiment, if a Selected Snapshot yields 
a normalized correlation of less than 0.75, the Snapshot does 
not qualify. Signals which Satisfy the Signal model will have 
a correlation greater than the threshold. 
The red and infrared 120-sample packets are also Sub 

jected to a Second Saturation operation and croSS correlation 
in the same manner as described above, except the 120 
Samples are divided into 5 equal bins of Samples (i.e., 5 bins 
of 24 samples each). The RMS, ratio, Saturation, and cross 
correlation operations are performed on a bin-by-bin basis. 
These operations are represented in the Divide Into Five 
Equal Bins modules 510, 512, the second red and infrared 
RMS modules 514, 516, the second RED-RMS/IR-RMS 
ratio module 518, the Second Saturation equation module 
520 and the second cross correlation module 522 in FIG. 17. 

FIG. 18 illustrates additional detail regarding the Satura 
tion transform module 406 depicted in FIG. 14. As illus 
trated in FIG. 18, the Saturation transform module 406 
comprises a reference processor 530, a correlation canceler 
531, a master power curve module 554, and a bin power 
curve module 533. The Saturation transform module 406 can 
be correlated to FIG. 7a which has a reference processor 26 
and a correlation canceler 27 and an integrator 29 to provide 
a power curve for Separate Signal coefficients as depicted in 
FIG. 7c. The Saturation transform module 406 obtains a 
Saturation spectrum from the Snapshots of data. In other 
words, the saturation transform 406 provides information of 
the Saturation values present in the Snapshots. 
As depicted in FIG. 18, the reference processor 530 for 

the Saturation transform module 406 has a Saturation equa 
tion module 532, a reference generator module 534, a DC 
removal module 536 and a bandpass filter module 538. The 
red and infrared 570-sample packets from the decimation 
operation are provided to the reference processor 530. In 
addition, a plurality of possible Saturation values (the “Satu 
ration axis Scan”) are provided as input to the Saturation 
reference processor 530. In the present embodiment, 117 
Saturation values are provided as the Saturation axis Scan. In 
a preferred embodiment, the 117 Saturation values range 
uniformly from a blood oxygen saturation of 34.8 to 105.0. 
Accordingly, in the present embodiment, the 117 Saturation 
values provide an axis scan for the reference processor 530 
which generates a reference Signal for use by the correlation 
canceler 531. In other words, the reference processor is 
provided with each of the Saturation values, and a resultant 
reference signal is generated corresponding to the Saturation 
value. The correlation canceler is formed by a joint proceSS 
estimator 550 and a low pass filter 552 in the present 
embodiment. 
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It should be understood that the scan values could be 

chosen to provide higher or lower resolution than 117 Scan 
values. The Scan values could also be non-uniformly spaced. 
As illustrated in FIG. 18, the saturation equation module 

532 accepts the Saturation axis Scan values as an input and 
provides a ratio “r, as an output. In comparison to the 
general discussion of FIGS. 7a-7c, this ratio “r” corre 
sponds to the plurality of Scan value discussed above in 
general. The Saturation equation Simply provides a known 
ratio “r” (red/infrared) corresponding to the Saturation value 
received as an input. 
The ratio “r” is provided as an input to the reference 

generator 534, as are the red and infrared Sample packets. 
The reference generator 534 multiplies either the red or 
infrared samples by the ratio “r” and subtracts the value 
from the infrared or red Samples, respectively. For instance, 
in the present embodiment, the reference generator 534 
multiplies the red samples by the ratio “r” and subtracts this 
value from the infrared Samples. The resulting values 
become the output of the reference generator 534. This 
operation is completed for each of the Saturation Scan values 
(e.g., 117 possible values in the present embodiment). 
Accordingly, the resultant data can be described as 117 
reference signal vectors of 570 data points each, hereinafter 
referred to as the reference Signal vectors. This data can be 
Stored in an array or the like. 

In other words, assuming that the red and infrared Sample 
packets represent the red S(t) and infrared S(t) measured 
Signals which have primary S(t) and Secondary n(t) signal 
portions, the output of the reference generator becomes the 
Secondary reference signal n'(t), which complies with the 
Signal model defined above, as follows: 

In the present embodiment, the reference Signal vectors 
and the infrared signal are provided as input to the DC 
removal module 536 of the reference processor 530. The DC 
removal module 536, like the DC removal modules 484,486 
in the statistics module 404, ascertains the DC value of the 
first of the samples for the respective inputs (or mean of the 
first Several or all samples in a packet) and Subtracts the 
respective DC baseline from the sample values. The result 
ing sample values are subjected to a bandpass filter 538. 
The bandpass filter 538 of the reference processor 530 

performs the same type of filtering as the bandpass filters 
488, 490 of the statistics module 404. Accordingly, each set 
of 570 samples subjected to bandpass filtering results in 270 
remaining Samples. The resulting data at a first output 542 of 
the bandpass filter 538 is one vector of 270 samples 
(representing the filtered infrared signal in the present 
embodiment). The resulting data at a second output 540 of 
the bandpass filter 538, therefore, is 117 reference signal 
vectors of 270 data points each, corresponding to each of the 
Saturation axis Scan values provided to the Saturation refer 
ence processor 530. 

It should be understood that the red and infrared sample 
packets may be Switched in their use in the reference 
processor 530. In addition, it should be understood that the 
DC removal module 536 and the bandpass filter module 538 
can be executed prior to input of the data to the reference 
processor 530 because the calculations performed in the 
reference processor are linear. This results in a significant 
processing economy. 
The outputs of the reference processor 530 provide first 

and second inputs to a joint process estimator 550 of the type 
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described above with reference to FIG.8. The first input to 
the joint process estimator 550 is the 270-sample packet 
representing the infrared Signal in the present embodiment. 
This signal contains primary and Secondary Signal portions. 
The Second input to the joint process estimator is the 117 
reference Signal vectors of 270 Samples each. 

The joint proceSS estimator also receives a lambda input 
543, a minimum error input 544 and a number of cells 
configuration input 545. These parameters are well under 
stood in the art. The lambda parameter is often called the 
“forgetting parameter' for a joint process estimator. The 
lambda input 543 provides control for the rate of cancella 
tion for the joint process estimator. In the present 
embodiment, lambda is set to a low value Such as 0.8. 
Because Statistics of the Signal are non-stationary, a low 
value improves tracking. The minimum error input 544 
provides an initialization parameter (conventionally known 
as the “initialization value') for the joint process estimator 
550. In the present embodiment, the minimum error value is 
10. This initialization parameter prevents the joint process 
estimator 500 from dividing by Zero upon initial calcula 
tions. The number of cells input 545 to the joint process 
estimator 550 configures the number of cells for the joint 
proceSS estimator. In the present embodiment, the number of 
cells for the saturation transform operation 406 is six. As 
well understood in the art, for each Sine wave, the joint 
proceSS estimator requires two cells. If there are two Sine 
waves in the 35-250 beats/minute range, six cells allows for 
the two heartbeat Sine waves and one noise Sine wave. 

The joint process estimator 550 subjects the first input 
vector on the first input 542 to a correlation cancellation 
based upon each of the plurality of reference Signal vectors 
provided in the Second input 540 to the correlation canceler 
531 (all 117 reference vectors in sequence in the present 
embodiment). The correlation cancellation results in a single 
output vector for each of the 117 reference vectors. Each 
output vector represents the information that the first input 
vector and the corresponding reference Signal vector do not 
have in common. The resulting output vectors are provided 
as an output to the joint process estimator, and Subjected to 
the low pass filter module 552. In the present embodiment, 
the low pass filter 552 comprises a FIR filter with 25 taps and 
with a corner frequency of 10 Hz with the sampling fre 
quency of 62.5 Hz (i.e., at the decimation frequency). 

The joint process estimator 550 of the present embodi 
ment has a settling time of 150 data points. Therefore, the 
last 120 data points from each 270 point output vector are 
used for further processing. In the present embodiment, the 
output vectors are further processed together as a whole, and 
are divided into a plurality of bins of equal number of data 
points. As depicted in FIG. 18, the output vectors are 
provided to a master power curve module 554 and to a 
Divide into five Equal Bins module 556. The Divide into 
Five Equal Bins module 556 divides each of the output 
vectors into five bins of equal number of data points (e.g., 
with 120 data points per vector, each bin has 24 data points). 
Each bin is then provided to the Bin Power Curves module 
558. 

The Master Power Curve module 554 performs a satura 
tion transform as follows: for each output vector, the Sum of 
the Squares of the data points is ascertained. This provides a 
Sum of Squares value corresponding to each output vector 
(each output vector corresponding to one of the Saturation 
Scan values). These values provide the basis for a master 
power curve 555, as further represented in FIG. 22. The 
horizontal axis of the power curve represents the Saturation 
axis Scan values and the Vertical axis represents the Sum of 

15 

25 

35 

40 

45 

50 

55 

60 

65 

46 
Squares value (or output energy) for each output vector. In 
other words, as depicted in FIG. 22, each of the sum of 
Squares could be plotted with the magnitude of the Sum of 
Squares value plotted on the vertical "energy output' axis at 
the point on the horizontal axis of the corresponding Satu 
ration Scan value which generated that output vector. This 
results in a master power curve 558, an example of which is 
depicted in FIG. 22. This provides a saturation transform in 
which the Spectral content of the attenuated energy is 
examined by looking at every possible Saturation value and 
examining the output value for the assumed Saturation value. 
AS will be understood, where the first and Second inputs to 
the correlation canceler 531 are mostly correlated, the sum 
of Squares for the corresponding output vector of the cor 
relation canceler 531 will be very low. Conversely, where 
the correlation between the first and Second inputs to the 
correlation canceler 531 are not significantly correlated, the 
Sum of Squares of the output vector will be high. 
Accordingly, where the Spectral content of the reference 
Signal and the first input to the correlation canceler are made 
up mostly of physiological (e.g., movement of venous blood 
due to respiration) and non-physiological (e.g., motion 
induced) noise, the output energy will be low. Where the 
Spectral content of the reference Signal and the first input to 
the correlation canceler are not correlated, the output energy 
will be much higher. 
A corresponding transform is completed by the Bin Power 

Curves module 558, except a saturation transform power 
curve is generated for each bin. The resulting power curves 
are provided as the outputs of the Saturation transform 
module 406. 

In general, in accordance with the Signal model of the 
present invention, there will be two peaks in the power 
curves, as depicted in FIG. 22. One peak corresponds to the 
arterial oxygen Saturation of the blood, and one peak cor 
responds to the venous oxygen concentration of the blood. 
With reference to the signal model of the present invention, 
the peak corresponding to the highest Saturation value (not 
necessarily the peak with the greatest magnitude) corre 
sponds to the proportionality coefficient r. In other words, 
the proportionality coefficient r corresponds to the red/ 
infrared ratio which will be measured for the arterial Satu 
ration. Similarly, peak that corresponds to the lowest Satu 
ration value (not necessarily the peak with the lowest 
magnitude) will generally correspond to the venous oxygen 
Saturation, which corresponds to the proportionality coeffi 
cient r, in the signal model of the present invention. 
Therefore, the proportionality coefficient r, will be a red/ 
infrared ratio corresponding to the venous oxygen Satura 
tion. 

In order to obtain arterial oxygen Saturation, the peak in 
the power curves corresponding to the highest Saturation 
value could be selected. However, to improve confidence in 
the value, further processing is completed. FIG. 19 illus 
trates the operation of the Saturation calculation module 408 
based upon the output of the Saturation transform module 
406 and the output of the statistics module 404. As depicted 
in FIG. 19, the bin power curves and the bin statistics are 
provided to the saturation calculation module 408. In the 
present embodiment, the master power curves are not pro 
vided to the saturation module 408 but can be displayed for 
a visual check on System operation. The bin Statistics contain 
the red and infrared RMS values, the seed Saturation value, 
and a value representing the cross-correlation between the 
red and infrared signals from the statistics module 404. 
The Saturation calculation module 408 first determines a 

plurality of bin attributes as represented by the Compute Bin 
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Attributes module 560. The Compute Bin Attributes module 
560 collects a data bin from the information from the bin 
power curves and the information from the bin Statistics. In 
the present embodiment, this operation involves placing the 
Saturation value of the peak from each power curve corre 
sponding to the highest Saturation value in the data bin. In 
the present embodiment, the Selection of the highest peak is 
performed by first computing the first derivative of the 
power curve in question by convolving the power curve with 
a Smoothing differentiator filter function. In the present 
embodiment, the smoothing differentiator filter function 
(using a FIR filter) has the following coefficients: 
O.O1496467O23O367 
O.O982.94.0466827O6 
O.204468276324.813 
2.717182664241.813 
5.704,485.606695227 
OOOOOOOOOOOOOOOO 
-5.7.04482606696227 
-2.717182664241813 
-0.204468276324.813 
-0.0982.940466827O6 
-O.O1496467O23O367 
This filter performs the differentiation and smoothing. Next, 
each point in the original power curve in question is evalu 
ated and determined to be a possible peak if the following 
conditions are met: (1) the point is at least 2% of the 
maximum value in the power curve; (2) the value of the first 
derivative changes from greater than Zero to less than or 
equal to Zero. For each point that is found to be a possible 
peak, the neighboring points are examined and the largest of 
the three points is considered to be the true peak. 

The peak width for these Selected peaks is also calculated. 
The peak width of a power curve in question is computed by 
Summing all the points in the power curve and Subtracting 
the product of the minimum value in the power curve and the 
number of points in the power curve. In the present 
embodiment, the peak width calculation is applied to each of 
the bin power curves. The maximum value is Selected as the 
peak width. 

In addition, the infrared RMS value from the entire 
Snapshot, the red RMS value, the seed saturation value for 
each bin, and the croSS correlation between the red and 
infrared signals from the Statistics module 404 are also 
placed in the data bin. The attributes are then used to 
determine whether the data bin consists of acceptable data, 
as represented in a Bin Qualifying Logic module 562. 

If the correlation between the red and infrared signals is 
too low, the bin is discarded. If the Saturation value of the 
Selected peak for a given bin is lower than the Seed Satura 
tion for the same bin, the peak is replaced with the Seed 
Saturation value. If either red or infrared RMS value is below 
a very Small threshold, the bins are all discarded, and no 
Saturation value is provided, because the measured signals 
are considered to be too Small to obtain meaningful data. If 
no bins contain acceptable data, the exception handling 
module 563 provides a message to the display 336 that the 
data is erroneous. 

If Some bins qualify, those bins that qualify as having 
acceptable data are Selected, and those that do not qualify are 
replaced with the average of the bins that are accepted. Each 
bin is given a time Stamp in order to maintain the time 
Sequence. A voter operation 565 examines each of the bins 
and Selects the three highest Saturation values. These values 
are forwarded to a clip and smooth operation 566. 
The clip and smooth operation 566 basically performs 

averaging with a low pass filter. The low pass filter provides 
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adjustable Smoothing as Selected by a Select Smoothing 
Filter module 568. The Select Smoothing Filter module 568 
performs its operation based upon a confidence determina 
tion performed by a High Confidence Test module 570. The 
high confidence test is an examination of the peak width for 
the bin power curves. The width of the peaks provides some 
indication of motion by the patient-wider peaks indicating 
motion. Therefore, if the peaks are wide, the Smoothing filter 
is slowed down. If peaks are narrow, the Smoothing filter 
Speed is increased. Accordingly, the Smoothing filter 566 is 
adjusted based on the confidence level. The output of the clip 
and smooth module 566 provides the oxygen saturation 
values in accordance with the present invention. 

In the presently preferred embodiment, the clip and 
Smooth filter 566 takes each new Saturation value and 
compares it to the current Saturation value. If the magnitude 
of the difference is less than 16 (percent oxygen Saturation) 
then the value is pass. Otherwise, if the new Saturation value 
is less than the filtered Saturation value, the new Saturation 
value is changed to 16 leSS than the filtered Saturation value. 
If the new Saturation value is greater than the filtered 
Saturation value, then the new Saturation value is changed to 
16 more than the filtered Saturation value. 

During high confidence (no motion), the Smoothing filter 
is a simple one-pole or exponential Smoothing filter which is 
computed as follows: 

where x(n) is the clipped new Saturation value, and y(n) is 
the filtered Saturation value. 

During motion condition, a three-pole IIR (infinite 
impulse response) filter is used. Its characteristics are con 
trolled by three time constants t, t, and t with values of 
0.985, 0.900, and 0.94 respectively. The coefficients for a 
direct form I, IIR filter are computed from these time 
constants using the following relationships: 
a=0 
a=t+(t) (t+t) 
a=(-t-) (t) (t+to+(t) (t)) 
as-(t)f(t)f(t) 
bo=1-t-(t) (t+(t) (t)) 
b=2(t) (t) (t-1) 
b=(t) (t) (t+(t) (t)-(t) (t) (t)-t) 

FIGS. 20 and 21 illustrate the pulse rate module 410 (FIG. 
14) in greater detail. As illustrated in FIG. 20, the heart rate 
module 410 has a transient removal and bandpass filter 
module 578, a motion artifact suppression module 580, a 
Saturation equation module 582, a motion Status module 
584, first and second spectral estimation modules 586, 588, 
a spectrum analysis module 590, a slew rate limiting module 
592, an output filter 594, and an output filter coefficient 
module 596. 
As further depicted in FIG. 20, the heart rate module 410 

accepts the infrared and red 570-sample snapshots from the 
output of the decimation module 402. The heart rate module 
410 further accepts the saturation value which is output from 
the Saturation calculation module 408. In addition, the 
maximum peak width as calculated by the confidence test 
module 570 (same as peak width calculation described 
above) is also provided as an input to the heart rate module 
410. The infrared and red sample packets, the Saturation 
value and the output of the motion status module 584 are 
provided to the motion artifact suppression module 580. 
The average peak width value provides an input to a 

motion status module 584. In the present embodiment, if the 
peaks are wide, this is taken as an indication of motion. If 
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motion is not detected, spectral estimation on the Signals is 
carried out directly without motion artifact Suppression. 

In the case of motion, motion artifacts are Suppressed 
using the motion artifact suppression module 580. The 
motion artifact suppression module 580 is nearly identical to 
the Saturation transform module 406. The motion artifact 
suppression module 580 provides an output which connects 
as an input to the second spectral estimation module 588. 
The first and second spectral estimation modules 586, 588 
have outputs which provide inputs to the Spectrum analysis 
module 590. The spectrum analysis module 590 also 
receives an input which is the output of the motion Status 
module 584. The output of the spectrum analysis module 
590 is the initial heart rate determination of the heart rate 
module 410 and is provided as input to the slew rate limiting 
module 592. The slew rate limiting module 592 connects to 
the output filter 594. The output filter 594 also receives an 
input from the output filter coefficient module 596. The 
output filter 594 provides the filtered heart rate for the 
display 336 (FIG. 11). 

In the case of no motion, one of the signals (the infrared 
Signal in the present embodiment) is Subjected to DC 
removal and bandpass filtering as represented in the DC 
removal and bandpass filter module 578. The DC removal 
and bandpass filter module 578 provide the same filtering as 
the DC removal and bandpass filter modules 536, 538. 
During no motion conditions, the filtered infrared signal is 
provided to the first spectral estimation module 586. 

In the present embodiment, the Spectral estimation com 
prises a Chirp Z transform that provides a frequency Spec 
trum of heart rate information. The Chirp Z transform is used 
rather than a conventional Fourier Transform because a 
frequency range for the desired output can be designated in 
a Chirp Z transform. Accordingly, in the present 
embodiment, a frequency spectrum of the heart rate is 
provided between 30 and 250 beats/minute. In the present 
embodiment, the frequency spectrum is provided to a Spec 
trum analysis module 590 which selects the first harmonic 
from the spectrum as the pulse rate. Usually, the first 
harmonic is the peak in the frequency spectrum that has the 
greatest magnitude and represents the pulse rate. However, 
in certain conditions, the Second or third harmonic can 
exhibit the greater magnitude. With this understanding, in 
order to Select the first harmonic, the first peak that has an 
amplitude of at least /20th of the largest peak in the Spectrum 
is selected). This minimizes the possibility of Selecting as 
the heart rate a peak in the Chirp Z transform caused by 
noise. 

In the case of motion, a motion artifact Suppression is 
completed on the Snapshot with the motion artifact Suppres 
sion module 580. The motion artifact suppression module 
580 is depicted in greater detail in FIG. 21. As can be seen 
in FIG. 21, the motion artifact suppression module 580 is 
nearly identical to the saturation transform module 406 
(FIG. 18). Accordingly, the motion artifact Suppression 
module has a motion artifact reference processor 570 and a 
motion artifact correlation canceler 571. 
The motion artifact reference processor 570 is the same as 

the reference processor 530 of the Saturation transform 
module 406. However, the reference processor 570 utilizes 
the Saturation value from the Saturation module 408, rather 
than completing an entire Saturation transform with the 117 
saturation scan values. The reference processor 570, 
therefore, has a Saturation equation module 581, a reference 
generator 582, a DC removal module 583, and a bandpass 
filter module 585. These modules are the same as corre 
sponding modules in the Saturation transform reference 
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processor 530. In the present embodiment, the saturation 
equation module 581 receives the arterial saturation value 
from the saturation calculation module 408 rather than doing 
a Saturation axis Scan as in the Saturation transform module 
406. This is because the arterial Saturation has been selected, 
and there is no need to perform an axis Scan. Accordingly, 
the output of the saturation equation module 581 corre 
sponds to the proportionality constant r (i.e., the expected 
red to infrared ratio for the arterial Saturation value). 
Otherwise, the reference processor 570 performs the same 
function as the reference processor 530 of the Saturation 
transform module 406. 
The motion artifact correlation canceler 571 is also simi 

lar to the saturation transform correlation canceler 531 (FIG. 
18). However, the motion artifact suppression correlation 
canceler 571 uses a slightly different motion artifact joint 
process estimator 572. Accordingly, the motion artifact 
Suppression correlation canceler 571 has a joint process 
estimator 572 and a low-pass filter 573. The motion artifact 
joint process estimator 572 differs from the saturation trans 
form joint process estimator 550 in that there are a different 
number of cells (between 6 and 10 in the present 
embodiment), as selected by the Number of Cells input 574, 
in that the forgetting parameter differs (0.98 in the present 
embodiment), and in that the time delay due to adaptation 
differs. The low-pass filter 573 is the same as the low pass 
filter 552 of the Saturation transform correlation canceler 
531. 

Because only one Saturation value is provided to the 
reference processor, only one output vector of 270 Samples 
results at the output of the motion artifact Suppression 
correlation canceler 571 for each input packet of 570 
Samples. In the present embodiment, where the infrared 
wavelength is provided as a first input to the correlation 
canceler, the output of the correlation canceler 571 provides 
a clean infrared waveform. It should be understood that, as 
described above, the infrared and red wavelength signals 
could be Switched Such that a clean red waveform is pro 
Vided at the output of the motion artifact Suppression cor 
relation canceler 571. The output of the correlation canceler 
571 is a clean waveform because the actual Saturation value 
of the patient is known which allows the reference processor 
570 to generate a noise reference for inputting to the 
correlation canceler 571 as the reference signal. The clean 
waveform at the output of the motion artifact Suppression 
module 580 is a clean plethysmograph waveform which can 
be forwarded to the display 336. 
AS described above, an alternative joint process estimator 

uses the QRD least squares lattice approach (FIGS. 8a, 9a 
and 10a). Accordingly, the joint process estimator 573 (as 
well as the joint process estimator 550) could be replaced 
with a joint proceSS estimator executing the QRD least 
Squares lattice operation. 

FIG. 21a depicts an alternative embodiment of the motion 
artifact Suppression module with a joint process estimator 
572a replacing the joint process estimator 572. The joint 
process estimator 572a comprises a QRD least Squares 
lattice system as in FIG. 10a. In accordance with this 
embodiment, different initialization parameters are used as 
necessary for the QRD algorithm. 
The initialization parameters are referenced in FIG. 21a as 

“Number of Cells,” “Lambda,” “MinSumErr,” “Gams.Init,” 
and “SumErrinit.' Number of Cells and Lambda correspond 
to like parameters in the joint process estimator 572. Gam 
SInit corresponds to the Y initialization variable for all Stages 
except the Zero order stage, which as set forth in the QRD 
equations above is initialized to 1. Summerrinit provides 
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the 8 initialization parameter referenced above in the QRD 
equations. In order to avoid overflow, the larger of the actual 
calculated denominator in each division in the QRD equa 
tions and MinSumErr is used. In the present embodiment, 
the preferred initialization parameters are as follows: 
Number of Cells=6 
Lambda=0.8 
MinSumErr=10' 
Gams.Init=10° 
SumErrInit=10. 
The clean waveform output from the motion artifact 

suppression module 580 also provides an input to the second 
spectral estimation module 588. The second spectral esti 
mation module 588 performs the same Chirp Z transform as 
the first spectral estimation module 586. In the case of no 
motion, the output from the first Spectral estimation module 
586 is provided to the spectrum analysis module 586; in the 
case of motion, the output from the Second spectral estima 
tion module 588 is provided to a spectrum analysis module 
590. The spectrum analysis module 590 examines the fre 
quency spectrum from the appropriate spectral estimation 
module to determine the pulse rate. In the case of motion, the 
spectrum analysis module 590 selects the peak in the spec 
trum with the highest amplitude, because the motion artifact 
suppression module 580 attenuates all other frequencies to a 
value below the actual heart rate peak. In the case of no 
motion, the Spectrum analysis module Selects the first har 
monic in the spectrum as the heart rate as described above. 

The output of the spectrum analysis module 590 provides 
the raw heart rate as an input to the Slew rate limiting module 
592, which provides an input to an output filter 594. In the 
present embodiment, the slew rate limiting module 592 
prevents changes greater that 20 beats/minute per 2 Second 
interval. 

The output filter 594 comprises an exponential smoothing 
filter Similar to the exponential Smoothing filter described 
above with respect to the clip and smooth filter 566. The 
output filter is controlled via an output filter coefficient 
module 596. If motion is large, this filter is slowed down, if 
there is little or no motion, this filter can Sample much faster 
and Still maintain a clean value. The output from the output 
filter 594 is the pulse of the patient, which is advantageously 
provided to the display 336. 
Alternative To Saturation Transform Module-Bank Of 
Filters 
An alternative to the Saturation transform of the Saturation 

transform module 406 can be implemented with a bank of 
filters as depicted in FIG. 23. As seen in FIG. 23, two banks 
of filters, a first filter bank 600 and a second filter bank 602 
are provided. The first filter bank 600 receives a first 
measured signal S(t) (the infrared signal Samples in the 
present embodiment) on a corresponding first filter bank 
input 604, and the second filter bank 602 receives a second 
measured signal S(t) (the red samples in the present 
embodiment) on a corresponding Second filter bank input 
606. In a preferred embodiment, the first and second filter 
banks utilize Static recursive polyphase bandpass filters with 
fixed center frequencies and corner frequencies. Recursive 
polyphase filters are described in an article Harris, et. al. 
“Digital Signal Processing With Efficient Polyphase Recur 
sive All-Pass filters' attached hereto as Appendix A. 
However, adaptive implementations are also possible. In the 
present implementation, the recursive polyphase bandpass 
filter elements are each designed to include a Specific center 
frequency and bandwidth. 

There are N filter elements in each filter bank. Each of the 
filter elements in the first filter bank 600 have a matching 
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52 
(i.e., same center frequency and bandwidth) filter element in 
the second filter bank 602. The center frequencies and the 
corner frequencies of N elements are each designed to 
occupy N frequency ranges, 0 to F1, F-F, F-Fs, F-F. . . 
F –F as shown in FIG. 23. 

It should be understood that the number of filter elements 
can range from 1 to infinity. However, in the present 
embodiment, there are approximately 120 Separate filter 
elements with center frequencies spread evenly acroSS a 
frequency range of 25 beats/minute-250 beats/minute. 
The outputs of the filters contain information about the 

primary and Secondary Signals for the first and Second 
measured signals (red and infrared in the present example) 
at the Specified frequencies. The outputs for each pair of 
matching filters (one in the first filter bank 600 and one in the 
second filter bank 602) are provided to saturation determi 
nation modules 610. FIG. 23 depicts only one saturation 
determination module 610 for ease of illustration. However, 
a Saturation determination module can be provided for each 
matched pair of filter elements for parallel processing. Each 
Saturation determination module has a ratio module 616 and 
a Saturation equation module 618. 
The ratio module 616 forms a ratio of the second output 

to the first output. For instance, in the present example, a 
ratio of each red RMS value to each corresponding infrared 
RMS value (Red/IR) is completed in the ratio module 616. 
The output of the ratio module 616 provides an input to the 
Saturation equation module 618 which references a corre 
sponding Saturation value for the input ratio. 
The output of the Saturation equation modules 618 are 

collected (as represented in the histogram module 620) for 
each of the matched filter pairs. However, the data collected 
is initially a function of frequency and Saturation. In order to 
form a Saturation transform curve Similar to the curve 
depicted in FIG. 22, a histogram or the like is generated as 
in FIG. 24. The horizontal axis represents the Saturation 
value, and the vertical axis represents a Summation of the 
number of points (outputs from the Saturation equation 
modules 618) collected at each saturation value. In other 
words, if the output of the saturation equation module 618 
for ten different matched filters pairs indicates a Saturation 
value of 98%, then a point in the histogram of FIG. 24 would 
reflect a value of 10 at 98% Saturation. This results in a curve 
similar to the Saturation transform curve of FIG. 22. This 
operation is completed in the histogram module 620. 
The results of the histogram provide a power curve 

similar to the power curve of FIG. 22. Accordingly, the 
arterial Saturation can be calculated from the histogram by 
Selecting the peak (greatest number of occurrences in the 
area of interest) corresponding to the highest Saturation 
value (e.g., the peak 'c' in Figure peaks corresponding to the 
highest Saturation value peak. Similarly, the venous or 
background Saturation can be determined from the histo 
gram by Selecting the peak corresponding to the lowest 
Saturation value (e.g., the peak 'd in FIG. 24), in a manner 
Similar to the processing in the Saturation calculation module 
408. 

It should be understood that as an alternative to the 
histogram, the output Saturation (not necessarily a peak in 
the histogram) corresponding to the highest Saturation value 
could be Selected as the arterial Saturation with the corre 
sponding ratio representing r. Similarly, the output Satura 
tion corresponding to the lowest Saturation value could be 
Selected as the venous or background Saturation with the 
corresponding ratio representing r. For example, in this 
embodiment, the entry “a in the histogram of FIG. 24 would 
be chosen as the arterial Saturation and the entry in the 
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histogram “b with the lowest saturation value would be 
chosen as the venous or background Saturation. 

ALTERNATIVE DETERMINATION OF 
COEFFICIENTS r AND r, 

AS explained above, in accordance with the present 
invention, primary and Secondary Signal portions, particu 
larly for pulse OXimetry, can be modeled as follows: 

S=X+n (red) (89) 

S-S2+n-2 (infrared) (90) 

s1=rs and n1=rn2 (91) 

Substituting Equation (91) into Equation (89) provides the 
following: 

Sei=r,S2+rn 2 (red) (92) 

Note that S and S are used in the model of equations 
(89)–(92). This is because the discussion below is particu 
larly directed to blood oximetry. S. and S correspond to 
S and S in the preceding text, and the discussion that 
follows could be generalized for any measure Signal S and 
S2. 
AS explained above, determining r and r (which corre 

spond to arterial and Venous blood oxygen Saturation via a 
Saturation equation) can be accomplished using the Satura 
tion transform described above doing a Scan of many 
possible coefficients. Another method to obtain r and r, 
based on red and infrared data is to look for r and r, which 
minimize the correlation between S and n, assuming S is 
at least Somewhat (and preferably Substantially) uncorre 
lated with n (where k=1 or 2). These values can be found 
by minimizing the following Statistical calculation function 
for k=2: 

(93) 
Correlation(S2, n.2) = X. S2(Sred, SIR, ra, ry)n2(Sred, SiRrry) 

i 

where i represents time. 
It should be understood that other correlation functions 

Such as a normalized correlation could also be used. 
Minimizing this quantity often provides a unique pair of 

r and r, if the noise component is uncorrelated to the desired 
Signal component. Minimizing this quantity can be accom 
plished by Solving Equations (90) and (92) for S and n, and 
finding the minimum of the correlation for possible values of 
r and r. Solving for S and n provides the following: 

()-( ) 
inverting the two-by-two matrix provides: 
Thus, 
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-continued 

S2 = (Sred -ry SIR) 
Ia I 

(-Sred + r.SIR) 

Preferably, the correlation of equation (93) is enhanced with 
a user Specified window function as follows: 

N (93a) 
Correlation(S2, n2) = X. Wis2(Sred; SIR; rary)n2(Sred, SIRIrary) 

i=1 

The Blackman Window is the presently preferred embodi 
ment. It should be understood that there are many additional 
functions which minimize the correlation between Signal 
and noise. The function above is simply one. Thus, 

Correlation(S2, n2) = (93b) 

2. l, Y. (Sred - rySIR)(-Sred - raSIR; 

(ra-ry) 
N N 

-X (Sed, w; + (r. +ry)X SIR, Sod, w; + (SIR, w; 
i=l i=1 

In order to implement the minimization on a plurality of 
discrete data points, the Sum of the Squares of the red Sample 
points, the Sum of the Squares of the infrared Sample points, 
and the sum of the product of the red times the infrared 
Sample points are first calculated (including the window 
function, w): 

N 

IRR = X. (SIR)(Sred Wi 
i=l 

These values are used in the correlation equation (93b) 
Thus, the correlation equation becomes an equation in terms 
of two variables, r and r. To obtain r and r, an exhaustive 
Scan is executed for a good cross-section of possible values 
for r and r (e.g., 20–50 values each corresponding to 
saturation values ranging from 30–105). The minimum of 
the correlation function is then Selected and the values of r 
and r, which resulted in the minimum are chosen as r and 
I. 
Once r and r, have been obtained, arterial oxygen Satu 

ration and Venous oxygen Saturation can be determined by 
provided r and r, to a Saturation equation, Such as the 
saturation equation 502 of the statistics module 404 which 
provides an oxygen Saturation value corresponding to the 
ratioS r, and r. 

In a further implementation to obtain r and r, the same 
Signal model Set forth above is again used. In order to 
determine r and r, in accordance with this implementation, 
the energy in the Signal S is maximized under the constraint 
that S is uncorrelated with n. Again, this implementation is 
based upon minimizing the correlation between S and n and 
on the Signal model of the present invention where the Signal 
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S relates to the arterial pulse and the Signal n is the noise 
(containing information on the venous blood, as well as 
motion artifacts and other noise); r is the ratio (RED/IR) 
related to arterial saturation and r is the ratio (RED/IR) 
related to venous Saturation. Accordingly, in this implemen 
tation of the present invention, r and r, are determined Such 
that the energy of the Signal S is maximized where S and 
in are uncorrelated. The energy of the Signal S is given by 
the following equation: 

1 N (94) 
ENERGY(s) = 5X (Sod -r, Sir) (r. -r,)- 4 

1 N N (95) 

2 X. (S)- 2r) (Sred SIR) + (ra-ry)* i=1 

N 

riX (Sir) 
i=l 

1 (96) 

where R is the energy of the red signal, R is the energy of 
the infrared signal and R2 is the correlation between the red 
and infrared Signals. 
The correlation between S and n is given by 

1 N (97) 

Correlations, n) = iri), (Sred - rySir)(-Sred; + 
raSIR) 

5 -R + (ra + ry)R1.2 -ryra R2) (ra-ry) 

AS explained above, the constraint is that S and n (k=2 
for the present example) are uncorrelated. This “decorrela 
tion constraint' is obtained by Setting the correlation of 
Equation (97) to zero as follows: 

In other words, the goal is to maximize equation (94) under 
the constraint of equation (98). 

In order to obtain the goal, a cost function is defined (e.g., 
a Lagrangian optimization in the present embodiment) as 
follows: 

J(ra, ry, it) = (99) 

1 

(r. -ry) 

where 82 is the Lagrange multiplier. Finding the value of r, 
r, and u that Solve the cost function can be accomplished 
using a constrained optimization method Such as described 
in Luenberger, Linear & Nonlinear Programming, Addison 
Wesley, 2d Ed., 1984. 
Along the same lines, if we assume that the red and 

infrared signals S, and S are non-static, the functions R, 
R and R2 defined above are time dependent. Accordingly, 
with two equations, two unknowns can be obtained by 
expressing the decorrelation constraint Set forth in equation 
(98) at two different times. The decorrelation constraint can 
be expressed at two different times, t and t, as follows: 
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Because equations (100) and (101) are non-linear in r and 
r, a change of variables allows the use of linear techniques 
to Solve these two equations. Accordingly, with X=r+r, 
y=rr, equations (100) and (101) become 

These equation (102) and (103) can be solved for X and y. 
Then, Solving for r and r from the changes of variables 
equations provides the following: 

(102) 

(103) 

r, + = x = > ri-xry + y = 0 (104) 

Solving equation (104) results in two values for r. In the 
present embodiment, the r, value that results in X-ry>0 is 
selected. If both values of r, result in x-ry>0, the r, that 
maximizes the energy of S2 (Energy(S2)) at t2 is Selected. r, 
is then Substituted into the equations above to obtain r. 
Alternatively r, can be found directly in the same manner r, 
was determined. 
Alternative To Saturation Transform-Complex FFT 
The blood oxygen Saturation, pulse rate and a clean 

plethysmographic waveform of a patient can also be 
obtained using the Signal model of the present invention 
using a complex FFT, as explained further with reference to 
FIGS. 25A-25C. In general, by utilizing the signal model of 
equations (89)–(92) with two measured signals, each with a 
first portion and a Second portion, where the first portion 
represents a desired portion of the Signal and the Second 
portion represents the undesired portion of the Signal, and 
where the measured signals can be correlated with coeffi 
cients r and r, a fast Saturation transform on a discrete basis 
can be used on the Sample points from the output of the 
decimation operation 402. 

FIG. 25A corresponds generally to FIG. 14, with the fast 
Saturation transform replacing the previously described Satu 
ration transform. In other words, the operations of FIG. 25A 
can replace the operations of FIG. 14. As depicted in FIG. 
25A, the fast Saturation transform is represented in a fast 
saturation transform/pulse rate calculation module 630. As 
in FIG. 14, the outputs are arterial oxygen Saturation, a clean 
plethysmographic waveform, and pulse rate. FIGS. 25B and 
25C illustrate additional detail regarding the fast Saturation 
transform/pulse rate calculation module 630. As depicted in 
FIG. 25B, the fast Saturation transform module 630 has 
infrared log and red log modules 640, 642 to perform a log 
normalization as in the infrared and red log modules 480, 
482 of FIG. 17. Similarly, there are infrared DC removal and 
red DC removal modules 644, 646. In addition, there are 
infrared and red high-pass filter modules 645, 647, window 
function modules 648, 640, complex FFT modules 652,654, 
select modules 653, 655, magnitude modules 656, 658, 
threshold modules 660, 662, a point-by-point ratio module 
670, a saturation equation module 672, and a select satura 
tion module 680. There are also phase modules 690, 692, a 
phase difference module 694, and a phase threshold module 
696. The output of the select saturation module 680 provides 
the arterial Saturation on an arterial Saturation output line 
682. 

In this alternative embodiment, the Snapshot for red and 
infrared Signals is 562 Samples from the decimation module 
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402. The infrared DC removal module 644 and the red DC 
removal module 646 are slightly different from the infrared 
and red DC removal modules 484, 486 of FIG. 17. In the 
infrared and red DC removal modules 644, 646 of FIG.25B, 
the mean of all 563 Sample points for each respective 
channel is calculated. This mean is then removed from each 
individual Sample point in the respective Snapshot in order 
to remove the baseline DC from each sample. The outputs of 
the infrared and red DC removal modules 644, 646 provide 
inputs to respective infrared high-pass filter module 645 and 
red high-pass filter module 647. 

The high-pass filter modules 645, 647 comprise FIR 
filters with 51 taps for coefficients. Preferably, the high-pass 
filters comprise Chebychev filters with a side-lobe level 
parameter of 30 and a corner frequency of 0.5 Hz (i.e., 30 
beats/minute). It will be understood that this filter could be 
varied for performance. With 562 sample points entering the 
high-pass filters, and with 51 taps for coefficients, there are 
512 Samples provided from these respective infrared and red 
Snapshots at the output of the high-pass filter modules. The 
output of the high-pass filter modules provides an input to 
the window function modules 648, 650 for each respective 
channel. 

The window function modules 648, 650 perform a con 
ventional windowing function. A Kaiser windowing func 
tion is used in the present embodiment. The functions 
throughout FIG. 25B maintain a point-by-point analysis. In 
the present embodiment, the time bandwidth product for the 
Kaiser window function is 7. The output of the window 
function modules provides an input to the respective com 
plex Fast Fourier Transform (FFT) modules 652, 654. 

The complex FFT modules 652, 654 perform complex 
FFTs on respective infrared and red channels on the data 
shapshots. The data from the complex FFTS is then analyzed 
in two paths, once which examines the magnitude and one 
which examines the phase from the complex FFT data 
points. However, prior to further processing, the data is 
provided to respective infrared and red select modules 653, 
655 because the output of the FFT operation will provide 
repetitive information from 0-72 the Sampling rate and from 
% the Sampling rate to the sampling rate. The Select modules 
Select only Samples from 0–% the sampling rate (e.g., 
0–31.25 Hz in the present embodiment) and then select from 
those samples to cover a frequency range of the heart rate 
and one or more harmonics of the heart rate. In the present 
embodiment, Samples which fall in the frequency range of 
20 beats per minute to 500 beats per minute are selected. 
This value can be varied in order to obtain harmonics of the 
heart rate as desired. Accordingly, the output of the Select 
modules results in less than 256 Samples. In the present 
embodiment, the sample points 2-68 of the outputs of the 
FFTs are utilized for further processing. 

In the first path of processing, the output from the Select 
modules 643, 655 are provided to respective infrared and red 
magnitude modules 656, 658. The magnitude modules 656, 
658 perform a magnitude function wherein the magnitude on 
a point-by-point basis of the complex FFT points is selected 
for each of the respective channels. The outputs of the 
magnitude modules 656, 658 provide an input to infrared 
and red threshold modules 660, 662. 
The threshold modules 660, 662 examine the sample 

points, on a point-by-point basis, to Select those points 
where the magnitude of an individual point is above a 
particular threshold which is Set at a percentage of the 
maximum magnitude detected among all the remaining 
points in the Snapshots. In the present embodiment, the 
percentage for the threshold operation is Selected as 1% of 
the maximum magnitude. 
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After thresholding, the data points are forwarded to a 

point-by-point ratio module 670. The point-by-point ratio 
module takes the red over infrared ratio of the values on a 
point-by-point basis. However, a further test is performed to 
qualify the points for which a ratio is taken. AS Seen in FIG. 
25B, the sample points output from the select modules 653, 
655 are also provided to infrared and red phase modules 690, 
692. The phase modules 690, 692 select the phase value 
from the complex FFT points. The output of the phase 
modules 690, 692 is then presented to a phase difference 
module 694. 
The phase difference module 694 calculates the difference 

in phase between the corresponding data points from the 
phase modules 690, 692. If the magnitude of the phase 
difference between any two corresponding points is less than 
a particular threshold (e.g., 0.1 radians) in the present 
embodiment), then the sample points qualify. If the phase of 
two corresponding Sample points is too far apart, then the 
Sample points are not used. The output of the phase threshold 
module 696 provides an enable input to the RED/IR rate 
module 670. Accordingly, in order for the ratio of a particu 
lar pair of Sample points to be taken, the three tests are 
executed: 

6. the red sample must pass the red threshold 660; 
7. the infrared sample must pass the infrared threshold 

662; and 
8. the phase between the two points must be less than the 

predefined threshold as determined in the phase thresh 
old 696. 

For those Sample points which qualify, a ratio is taken in 
the ratio module 670. For those points which do not qualify, 
the Saturation is Set to Zero at the output of the Saturation 
equation 672. 
The resulting ratios are provided to a Saturation equation 

module which is the same as the Saturation equation mod 
ules 502,520 in the statistics module 504. In other words, 
the Saturation equation module 672 accepts the ratio on a 
point-by-point basis and provides as an output a correspond 
ing Saturation value corresponding to the discrete ratio 
points. The Saturation points output from the Saturation 
equation module 672 provide a Series of Saturation points 
which could be plotted as Saturation with respect to fre 
quency. The frequency reference was entered into the points 
at the complex FFT stage. 
The arterial (and the venous) Saturation can then be 

Selected, as represented in the Select arterial Saturation 
module 680, in one of two methods according to the present 
invention. According to one method, the arterial Saturation 
value can be Selected Simply as the point corresponding to 
the largest Saturation value for all points output from the 
Saturation equation module 672 for a packet. Alternatively, 
a histogram Similar to the histogram of FIG. 22 can be 
generated in which the number of Saturation values at 
different frequencies (points) are Summed to form a histo 
gram of the number of occurrences for each particular 
Saturation value. In either method, the arterial Saturation can 
be obtained and provided as an output to the Select arterial 
Saturation module on the arterial Saturation output line 682. 
In order to obtain the venous Saturation, the minimum 
arterial Saturation value, of points that exhibit non-zero 
value, is Selected rather than the maximum arterial Saturation 
value. The saturation can be provided to the display 336. 

The fast Saturation transform information can also be used 
to provide the pulse rate and the clean plethysmographic 
wave form as further illustrated in FIG. 25C. In order to 
obtain the pulse rate and a clean plethysmographic wave 
form, Several additional functions are necessary. AS Seen in 
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FIG. 25C, the pulse rate and clean plethysmographic wave 
form are determined using a window function module 700, 
a spectrum analysis module 702 and an inverse window 
function module 704. 
As depicted in FIG. 25C, the input to the window function 

module 700 is obtained from the output of the complex FFT 
modules 652 or 654. In the present embodiment, only one 
measured Signal is necessary. Another input to the window 
function module 700 is the arterial Saturation obtained from 
the output of the select arterial saturation module 680. 

The window function module performs a windowing 
function Selected to pass those frequencies that significantly 
correlate to the frequencies which exhibited Saturation Val 
ues very close to the arterial Saturation value. In the present 
embodiment, the following windowing function is Selected: 

SAT - SAT, (105) |Salsal. 
where SAT equals the Saturation value corresponding to 
each particular frequency for the Sample points and SAT 
represents the arterial Saturation as chosen at the output of 
the select arterial Saturation module 680. This window 
function is applied to the window function input represent 
ing the complex FFT of either the red or the infrared signal. 
The output of the window function module 700 is a red or 
infrared signal represented with a frequency spectrum as 
determined by the FFT, with motion artifacts removed by the 
windowing function. It should be understood that many 
possible window functions can be provided. In addition, 
With the Window function described above, it should be 
understood that using a higher power will provide more 
noise Suppression. 

In order to obtain pulse rate, the output points from the 
window function module 700 are provided to a spectrum 
analysis module 702. The spectrum analysis module 702 is 
the same as the spectrum analysis module 590 of FIG. 20. In 
other words, the spectrum analysis module 702 determines 
the pulse rate by determining the first harmonic in the 
frequency spectrum represented by the output points of the 
windowing function 700. The output of spectrum analysis 
module 702 is the pulse rate. 

In order to obtain a clean plethysmographic waveform, 
the output of the windowing function 700 is applied to an 
inverse window function module 704. The inverse window 
function module 704 completes an inverse of the Kaiser 
window function of the window function module 648 or 650 
of FIG. 25B. In other words, the inverse window function 
704 does a point-by-point inverse of the Kaiser function for 
points that are Still defined. The output is a clean plethyS 
mographic waveform. 

Accordingly, by using a complex FFT and windowing 
functions, the noise can be Suppressed from the plethysmo 
graphic waveform in order to obtain the arterial Saturation, 
the pulse rate, and a clean plethysmographic waveform. It 
should be understood that although the above description 
relates to operations primarily in the frequency domain, 
operations that obtain Similar results could also be accom 
plished in the time domain. 
Relation to Generalized Equations 
The measurements described for pulse Oximetry above are 

now related back to the more generalized discussion above. 
The signals (logarithm converted) transmitted through the 
finger 310 at each wavelength a and b are: 
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The variables above are best understood as correlated to 
FIG. 6c as follows: assume the layer in FIG. 6c containing 
As and A represents venous blood in the test medium, with 
A representing deoxygenated hemoglobin (Hb) and A 
representing oxygenated hemoglobin (HBO2) in the venous 
blood. Similarly, assume that the layer in FIG. 6c containing 
As and A represents arterial blood in the test medium, with 
As representing deoxygenated hemoglobin (Hb) and As 
representing oxygenated hemoglobin (HBO2) in the arterial 
blood. Accordingly, cHbO2 represents the concentration of 
oxygenated hemoglobin in the venous blood, c'Hb repre 
Sents the concentration of deoxygenated hemoglobin in the 
venous blood, x' represents the thickness of the venous 
blood (e.g., the thickness the layer containing A and A). 
Similarly, c'HbO2 represents the concentration of oxygen 
ated hemoglobin in the arterial blood, c'Hb represents the 
concentration of deoxygenated hemoglobin in the arterial 
blood, and x' represents the thickness of the arterial blood 
(e.g., the thickness of the layer containing. As and A) 

The wavelengths chosen are typically one in the visible 
red range, i.e., a, and one in the infrared range, i.e., b. 
Typical wavelength values chosen are a=60 nm and 
b=910 nm. In accordance with the constant Saturation 

method, it is assumed that cro(t)/clu.(t)=constant, and 
co(t)/c.(t)=constant. The oxygen Saturation of arte 
rial and venous blood changes slowly, if at all, with respect 
to the Sample rate, making this a valid assumption. The 
proportionality coefficients for equations (105) and (106) 
can then be written as: 

CHbO2actio2x(t)+(Hbachbx(t) (107) r(t) = r a or eHbO2 beflo2X(t) + eHbbelx(t) 

Sag (t) = T(t)sa, (t) (108a) 

na(t) + Ta(t)nab(t) (109a) 

na, (t) = Ty(t)na, (t) (108b) 

Sag (t) + Ty(t)sa, (t) (109b) 

In pulse Oximetry, it is typically the case that both equations 
(108) and (109) can be satisfied simultaneously. 

Multiplying equation (106) by r(t) and then Subtracting 
equation (106) from equation (105), a non-zero Secondary 
reference signal n'(t) is determined by: 
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n'(t) = S(t) - r(t)Sah(t) (110a) 

W W W W = eHbO2Aachbox (t) + eHbach,X(t) + naa (t) - (111a) 

Multiplying equation (106) by r(t) and then Subtracting 
equation (106) from equation (105), a non-zero primary 
reference signal s(t) is determined by: 

s(t) = S(t) - ry(t)Sah(t) (110b) 

= S(t) - ry(t)Sah(t) (111b) 

The constant Saturation assumption does not cause the 
venous contribution to the absorption to be canceled along 
with the primary signal portions S(t) and S(t). Thus, 
frequencies associated with both the low frequency modu 
lated absorption due to venous absorption when the patient 
is still and the modulated absorption due to venous absorp 
tion when the patient is moving are represented in the 
Secondary reference Signal n'(t). Thus, the correlation can 
celer or other methods described above remove or derive 
both erratically modulated absorption due to venous blood in 
the finger under motion and the constant low frequency 
cyclic absorption of venous blood. 
To illustrate the operation of the oximeter of FIG. 11 to 

obtain clean waveform, FIGS. 26 and 27 depict signals 
measured for input to a reference processor of the present 
invention which employs the constant Saturation method, 
i.e., the signals S(t)=S(t) and S(t)=S(t). A first 
Segment 26a and 27a of each of the Signals is relatively 
undisturbed by motion artifact, i.e., the patient did not move 
Substantially during the time period in which these Segments 
were measured. These Segments 26a and 27a are thus 
generally representative of the primary plethysmographic 
waveform at each of the measured wavelengths. A Second 
segment 26b and 27b of each of the signals is affected by 
motion artifact, i.e., the patient did move during the time 
period in which these Segments were measured. Each of 
these segments 26b and 27b shows large motion induced 
excursions in the measured signal. A third Segment 26c and 
27c of each of the Signals is again relatively unaffected by 
motion artifact and is thus generally representative of the 
primary plethysmographic waveform at each of the mea 
Sured wavelengths. 

FIG. 28 shows the Secondary reference Signal n'(t)=n 
(t)-rana(t), as determined by a reference processor of the 
present invention. Again, the Secondary reference signal n'(t) 
is correlated to the Secondary Signal portions n and n. 
Thus, a first Segment 28a of the Secondary reference Signal 
n'(t) is generally flat, corresponding to the fact that there is 
very little motion induced noise in the first Segments 26a and 
27a of each Signal. A Second Segment 28b of the Secondary 
reference signal n'(t) exhibits large excursions, correspond 
ing to the large motion induced excursions in each of the 
measured Signals. A third Segment 28c of the noise reference 
Signal n'(t) is generally flat, again corresponding to the lack 
of motion artifact in the third segments 26c and 27c of each 
measured Signal. 

It should also be understood that a reference processor 
could be utilized in order to obtain the primary reference 
Signal s(t)=S-rS(t). The primary reference signal s(t) 
would be generally indicative of the plethysmograph wave 
form. 

FIGS. 29 and 30 show the approximations s"(t) and 
s"(t) to the primary signals S(t) and S(t) as estimated by 
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a correlation canceler using a Secondary reference Signal 
n'(t). Note that the scale of FIGS. 26 through 30 is not the 
Same for each figure to better illustrate changes in each 
signal. FIGS. 29 and 30 illustrate the effect of correlation 
cancellation using the Secondary reference Signal n'(t) as 
determined by the reference processor. Segments 29b and 
30b are not dominated by motion induced noise as were 
Segments 26b and 27b of the measured signals. Additionally, 
segments 29a, 30a, 29c, and 30c have not been substantially 
changed from the measured signal Segments 26a, 27a, 26c, 
and 27c where there was no motion induced noise. 

It should be understood that approximation n"(t) and 
n"(t) to the Secondary signals na(t) and na(t) as estimated 
by a correlation canceler using a primary reference Signal 
s'(t) can also be determined in accordance with the present 
invention. 

METHOD FORESTIMATING PRIMARY AND 
SECONDARY SIGNAL PORTIONS OF 

MEASURED SIGNALS IN A PULSE OXIMETER 

Implementing the various embodiments of the correlation 
canceler described above in Software is relatively Straight 
forward given the equations Set forth above, and the detailed 
description above. However, a copy of a computer program 
Subroutine, written in the C programming language, which 
calculates a primary reference s(t) using the constant Satu 
ration method and, using a joint proceSS estimator 572 which 
implements a joint process estimator using the equations 
(54)–(64) is set forth in Appendix B. This joint process 
estimator estimates a good approximation to the primary 
Signal portions of two measured signals, each having a 
primary portion which is correlated to the primary reference 
signals'(t) and a secondary portion which is correlated to the 
Secondary reference Signal n'(t). This Subroutine is another 
way to implement the steps illustrated in the flowchart of 
FIG. 9 for a monitor particularly adapted for pulse oximetry. 
The two signals are measured at two different wavelengths 
2a and 2b, where a is typically in the Visible region and b 
is typically in the infrared region. For example, in one 
embodiment of the present invention, tailored specifically to 
perform pulse oXimetry using the constant Saturation 
method, a-660 nm and b=940 nm. 
The correspondence of the program variables to the 

variables defined in equations (54)–(64) in the discussion of 
the joint proceSS estimator is as follows: 
A(t)=ncm).Delta 
T(t)=ncm)fref 
T(t)=ncm).bref 
f(t)=ncm. ferr 
b(t)=ncm.berr 
Šm(t)=ncm).FSwsqr 
f,(t)=ncm. BSWSqr 
Y(t)=ncm.Gamma 
p(t)=ncm).Roh a 
p, (t)=ncm). Roh b 
e, (t)=ncm)-err a 
e, (t)=ncm).err b 
K(t)=ncm).K a 
K(t)=ncm).K. b 
A first portion of the program performs the initialization 

of the registers 90,92, 96, and 98 and intermediate variable 
values as in the “INITIALIZATION CORRELATION 
CANCELER” action block 120. A second portion of the 
program performs the time updates of the delay element 
variables 110 with the value at the input of each delay 
element variable 110 is stored in the delay element variable 
110 as in the “TIME UPDATE OF LEFT Z. ELE 



US RE38,476 E 
63 

MENTS’ action block 130. The calculation of Saturation is 
performed in a separate module. Various methods for cal 
culation of the Oxygen Saturation are known to those skilled 
in the art. One Such calculation is described in the articles by 
G. A. Mook, et al, and Michael R. Neuman cited above. 
Once the concentration of oxygenated hemoglobin and 
deoxygenated hemoglobin are determined, the value of the 
Saturation is determined similarly to equations (72) through 
(79) wherein measurements at times t and t are made at 
different, yet proximate times over which the Saturation is 
relatively constant. For pulse OXimetry, the average Satura 
tion at time t=(t+t)/2 is then determined by: 

Sa at(t) = cho? (t) (112a) 
tarterial city cit(t) -- c (t) HiO2 HE 

eHba - €Hbb (Asaf ASAb) (112b) 
€Hba - €HbO2a (eHbab - €HbO2b)(ASAaf ASAb) 

Satyenous (t) = host (113a) 
cho?(t)+ch, (t) 

eHba - €Hbb (Anaaf Anab) (113b) 

A third portion of the Subroutine calculates the primary 
reference or secondary reference, as in the “CALCULATE 
PRIMARY OF SECONDARY REFERENCE (s'(t) or n'(t)) 
FOR TWO MEASURED SIGNAL SAMPLES’ action 
block 140 for the signals S(t) and S(t) using the pro 
portionality constants r(t) and r(t) determined by the 
constant Saturation method as in equation (3). The Saturation 
is calculated in a separate Subroutine and a value of r(t) or 
r(t) is imported to the present Subroutine for estimating 
either the primary portions S(t) and S(t) or the Secondary 
portions n(t) and na(t) of the composite measured signals 
S(t) and S(t). 
A fourth portion of the program performs Z-Stage update 

as in the “ZERO STAGE UPDATE action block 150 where 
the Z-Stage forward prediction error F(t) and Z-Stage back 
ward prediction error b(t) are set equal to the value of the 
reference signal n'(t) or s(t) just calculated. Additionally 
Zero-stage values of intermediate variables S. Bo(t) (ncm) 
FSWSqr and incm. BSWSqr in the program) are calculated for 
use in setting registers 90, 92, 96, and 98 values in the 
least-squares lattice predictor 70 in the regression filters 80a 
and 80b. 
A fifth portion of the program is an iterative loop wherein 

the loop counter, M, is reset to Zero with a maximum of 
m=NC CELLS, as in the “m=0' action block 160 in FIG. 
9. NC CELLS is a predetermined maximum value of 
iterations for the loop. A typical value for NC CELLS is 
between 6 and 10, for example. The conditions of the loop 
are set Such that the loop iterates a minimum of five times 
and continues to iterate until a test for conversion is met or 
m-NC CELLS. The test for conversion is whether or not 
the Sum of the weighted Sum of four prediction errors plus 
the weighted Sum of backward prediction errorS is less than 
a small number, typically 0.00001 (i.e., S(t)+(3,0t) 
s0.00001). 
A Sixth portion of the program calculates the forward and 

backward reflection coefficient T(t) and T(t) register 90 
and 92 values (ncm.fref and incm.bref in the program) as 
in the “ORDER UPDATE m'-STAGE OF LSL 
PREDICTOR action block 170. Then forward and back 
ward prediction errors f(t) and b(t) (ncm)ferr and ncm 
.berr in the program) are calculated. Additionally, 
intermediate variables S(t), Bm(t), and y(t) (ncm).FSWSqr, 
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incm. BSWSqr, incm)-gamma in the program) are calculated. 
The first cycle of the loop uses the value for ncO.FSwsqr 
and ncOBSwsqr calculated in the ZERO STAGE UPDATE 
portion of the program. 
A Seventh portion of the program, Still within the loop 

begun in the fifth portion of the program, calculates the 
regression coefficients register 96 and 98 values K(t) and 
K(t) (ncm).K a and incm).K b in the program) in both 
regression filters, as in the “ORDER UPDATE m” STAGE 
OF REGRESSION FILTER(S)” action block 180. Interme 
diate error signals and Variables ea(t), eat(t), p, (t), 
and p(t) (ncm) err a and ncm) err b, nem).roh a, 
and nem).roh b in the subroutine) are also calculated. 
The loop iterates until the test for convergence is passed. 

The test for convergence of the joint process estimator is 
performed each time the loop iterates analogously to the 
“DONE" action block 190. If the sum of the weighted sums 
of the forward and backward prediction errors S(t)+Bm(t) 
is less than or equal to 0.00001, the loop terminates. 
Otherwise, Sixth and Seventh portions of the program repeat. 
The output of the present Subroutine is a good approxi 

mation to the primary signals S"(t) and S"(t) or the 
Secondary signals n"(t) and n"(t) for the set of Samples 
S(t) and S(t) input to the program. After approximations 
to the primary Signal portions or the Secondary signals 
portions of many Sets of measured Signal Samples are 
estimated by the joint process estimator, a compilation of the 
outputs provides waves which are good approximations to 
the plethysmographic wave or motion artifact at each 
wavelength, 2a and ob. 

It should be understood that the Subroutine of Appendix B 
is merely one embodiment which implements the equations 
(54)–(64). Although implementation of the normalized and 
QRD-LSL equations is also straightforward, a Subroutine for 
the normalized equations is attached as Appendix C, and a 
subroutine for the QRD-LSL algorithm is attached as 
Appendix D. 

While one embodiment of a physiological monitor incor 
porating a processor of the present invention for determining 
a reference Signal for use in a correlation canceler, Such as 
an adaptive noise canceler, to remove or derive primary and 
Secondary components from a physiological measurement 
has been described in the form of a pulse oximeter, it will be 
obvious to one skilled in the art that other types of physi 
ological monitors may also employ the above described 
techniques. 

Furthermore, the Signal processing techniques described 
in the present invention may be used to compute the arterial 
and Venous blood oxygen Saturations of a physiological 
System on a continuous or nearly continuous time basis. 
These calculations may be performed, regardless of whether 
or not the physiological System undergoes Voluntary motion. 

Furthermore, it will be understood that transformations of 
measured signals other than logarithmic conversion and 
determination of a proportionality factor which allows 
removal or derivation of the primary or Secondary Signal 
portions for determination of a reference Signal are possible. 
Additionally, although the proportionality factor r has been 
described herein as a ratio of a portion of a first signal to a 
portion of a Second Signal, a similar proportionality constant 
determined as a ratio of a portion of a Second Signal to a 
portion of a first signal could equally well be utilized in the 
processor of the present invention. In the latter case, a 
Secondary reference signal would generally resemble n'(t)= 
n;(t)-rn, (t). 

Furthermore, it will be understood that correlation can 
cellation techniques other than joint process estimation may 
be used together with the reference Signals of the present 
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invention. These may include but are not limited to least 
mean Square algorithms, wavelet transforms, spectral esti 
mation techniques, neural networks, Weiner and Kalman 
filters among others. 
One skilled in the art will realize that many different types 

of physiological monitors may employ the teachings of the 
present invention. Other types of physiological monitors 
include, but are in not limited to, electro cardiographs, blood 
pressure monitors, blood constituent monitors (other than 
oxygen Saturation) monitors, capnographs, heart rate 
monitors, respiration monitors, or depth of anesthesia moni 
tors. Additionally, monitors which measure the pressure and 
quantity of a Substance within the body Such as a 
breathalizer, a drug monitor, a cholesterol monitor, a glucose 
monitor, a carbon dioxide monitor, a glucose monitor, or a 
carbon monoxide monitor may also employ the above 
described techniques. 

Furthermore, one skilled in the art will realize that the 
above described techniques of primary or Secondary Signal 
removal or derivation from a composite Signal including 
both primary and Secondary components can also be per 
formed on electrocardiography (ECG) Signals which are 
derived from positions on the body which are close and 
highly correlated to each other. It should be understood that 
a tripolar Laplacian electrode Sensor Such as that depicted in 
FIG. 31 which is a modification of a bipolar Laplacian 
electrode sensor discussed in the article “Body Surface 
Laplacian ECG Mapping” by Bin He and Richard J. Cohen 
contained in the journal IEEE Transactions on Biomedical 
Engineering, Vol.39, No. 11, November 1992 could be used 
as an ECG Sensor. It must also be understood that there are 
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a myriad of possible ECG Sensor geometry's that may be 
used to Satisfy the requirements of the present invention. The 
same type of sensor could also be used for EEG and EMG 
measurementS. 

Furthermore, one skilled in the art will realize that the 
above described techniques can also be performed on Signals 
made up of reflected energy, rather than transmitted energy. 
One skilled in the art will also realize that a primary or 
Secondary portion of a measured signal of any type of 
energy, including but not limited to Sound energy, X-ray 
energy, gamma ray energy, or light energy can be estimated 
by the techniques described above. Thus, one skilled in the 
art will realize that the techniqueS of the present invention 
can be applied in Such monitors as those using ultrasound 
where a signal is transmitted through a portion of the body 
and reflected back from within the body back through this 
portion of the body. Additionally, monitorS Such as echo 
cardiographs may also utilize the techniques of the present 
invention Since they too rely on transmission and reflection. 
While the present invention has been described in terms 

of a physiological monitor, one skilled in the art will realize 
that the Signal processing techniques of the present invention 
can be applied in many areas, including but not limited to the 
processing of a physiological Signal. The present invention 
may be applied in any situation where a signal processor 
comprising a detector receives a first signal which includes 
a first primary Signal portion and a first Secondary Signal 
portion and a Second Signal which includes a Second primary 
Signal portion and a Second Secondary Signal portion. Thus, 
the Signal processor of the present invention is readily 
applicable to numerous signal processing areas. 
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boTA, NM. PRocessNo Terror PopA Rectative Aspa frer 

fred herris, Maximilien d'oreye de lantreannga", and A.G. Constantinides" 
department of Electrical and Computer E 
son Diego celifornia 92 le2-90, s. 
signal Processing section, Department of Electrical 

ngineering San bego state University, 
Engineering, 

perial college of science, Technology and Medicine, Exhibition Road, 
London sw?-2Bf England. 

BRA Digital filters can be realized with remarkably small copaputational 
burden as polyphase recursive all-pass networks. These networks are formed as a 
surn of 4 para el all-pass subfilters with phase shifts selected to add construc 
tively in the passband and destructively in the stopband. The design technique we 
present here starts with prototype i-path recursive all-pass filters obtained by 
a new optimizing algorth described in detail elsewhere. These filters are 
operated with combinations of all-pass transformations resampling, and essending 
options. We demonstrate a nunaber of designs using the new algorithm along with 
exemples of filtering systems obtained by the techniques presented. 

Roberto 

A standerd finitiae inpulse response (Fr. 
filter can be modeled, as indicated in Fig. 
l, as the weighted suransition ef the contents 
of a tapped delay line. This suranation is 
shown in () and the transfer function of 
this filter is shown in (2). 

M 

y (n) - X Ch (a-n) x (m) 
ented 

- 

Y (z) - x (2) Sh(n) z" (2 
so 

ce apped by re. 

we note the frequency selective characteris 
tics of the filter output is due to the 
phase shift between successive samples in 
the tapped delay line. This phaser sunnation 
is shown in Fig. 2 for two different free 
quencies. 

Note that it is the phase shift, and not the 
Weighting terns which is responsible for the 
frequency dependert gain of the filter. The 
weighting terras are used primarily to con 
trol passband width and stopband attenuation 
of the filter. An idea derivee frog spatia 
be awforning (known as bean spoiling) J and 
free signal synthesis (peak-to-ress control) 
(2) is to use structured phase shifts (with 
arbitrary Arap studes) to accomplish the same 
goal. 

Fictor 2. Paso guaro, or IR FLTER 
ourpur For Two FREQUENCE 

the class of filters we describe here re. 
pieces the weights of the FIR filter with 
alli-pass subfilters which exhibit unity gain 
with frequency dependent phase shift. In 
anticipation of the polyphase structure the 
all-pass subfilters are, as shown in and 
Fig. 3 first order polynomials in 2 where 

is the number of taps in the structure - 
This composite form is indicated in Fig. 4a 
with a modified for a reflecting a polyphase 
strettre in 4b. The transfer function of 
this struetire is shown in 4). 

roote 3 M-TE order ALL-Paes perre 

Presented at international Conference on signal Processing 
Forence, Italy, Sept. -6 99. 

  



US RE38,476 E 
69 

Fig. 7 show examples of equal. Pple designs 
obtained from the new algorithm for a 2. 
path and for a 5-path filter with two and three all-pass stage per path respectively. 
Interacting constraints on the optial det 
sign (described in the aforementioned Paper 
isit the possible ruber of a tage per Path 

for the 5-path filter to the sequence 
(, , , , o, (22, 2, , ), (3), 2.2.2), etc. 
so that the optimum 5-path filter uses three 
less stages than alloceted to the degn. 
similarly the 2-path filter is limited to 
the sequenees (1,0) , (, ), 2, 1), t2, 2), 
(2,3), (3,3}, etc. 
2. Two P FR 

we find a wealth of interesting properties 
and clever applications for this structure 
even if we limit our discussion to a 2-path 
filter. As designed the 2-path filter is a 
half bandwidth filter with the 3-ds band 
width at 0.2s f,. If the zeros are restricted to the half sapiing frequency, the filter 
identical to a half bandwidth butter Worth 
obtained by the standard warped billinear 
transforn. For this special case the rea 
parts of the root locations ges to zero. If 
the zeros are optinized for equal ripple 
step band behavior the filter becobes a 
constrained Eliptic filter. The constraints 
are related to a property of complementary 
all-pass filters. We define the all-pass 
sections for the 2-path filter as H. (e) end 
H, (e) and, as indicated in Fig. 8, the scaled 
by one-half sua and difference of these 
paths by A (8) and be), the lowpass and 
highpass filters, respectively. We know that 
the all-pass sections satisfy 5) from which 
wa derive the power relationship between the 
lowpass and highpass filters shown in (6) - 

Fictor coPerary Low PA AND GPA 
FER FRO-PAir AL-PAB network 

|H(0) = h(e) - 1 (5) 
A (9) + b (6) - lo. 5 H(0)+H, (8) (68) 

+ D.5H(0) -H, (8) ) 
- o.s H(e) +H, (e) (6b) 
a (6c) 

Now to interpret how this relationship 
impacts the 2-path filter. For the comple 
mentary filters we define the minimum pass 
band gain of by - and the peak stopband 
gain by e. substituting these gains in (6) 
we obtain (7). 

(1-t) + ( t ) - 1 (7a) 
(1-t) - - (e) (7t 

) - 2E, + (g) - 1 - (c) (7c) 

70 

For saall E. We can ignore (t) which leads 
to 8) 

a 0.5 (e) (8) 
Thus is the stopband attenuation is selected 
to be O. ool (50.0 de), the passband ripple 
is o. ooo Ooo 5 (26.0 dB) or the passband 
sinimum gain so. 999 999 5 (-O. ooo ooo 22 
de). As can be seen these iter have a 
remarkably flat passband. We conclude that 
the 2-path equal ripple stopband filters are 
eiliptic filters with coupled passband end 
stopband ripple with 3.0 dB gain at 0.25 f. 
There are two significant differences bis 
tween the 2-path and the standard implemen 
tation of the equivalent elliptic filter. 
The first is a four-to-one savings in eulti 
plications a fifth order half bandwidth 2 
path filter requires only two coefficients 
as Opposed to the direct imperaentation 
which requires eight scaling included. The 
second is that all-pass structures exhibit 

van to internal states hence do not 
recur extended precision registers to 
store internal states as do standard pape 
aertations. 

As with any filter design, the transition 
bandwidth can be traded for out of band 
attlenuation for a fixed order or transition 
bandwidth can be steepened for a fixed 
attenuation by increasing filter order. 
while honographs exist for the elliptic and 
Butterworth filters which can be implemented 
by the 2-path structure, a simple approxi 
aste relationship for the equal ripple 
filter is given in (9), where A (da) is 
attenuation in dB, Alf is trensition band 
width, and N is the total nuaber of all-pass 
segaents in the filter. 

A (dB) in 72 at 4 lo) (9) 

2A ser RN sor Pers 

The Hilbert Transform (HT) can be thought of 
as a particular type of half band filter. It 
is modelled and impeacented by a wide band 
90 phase shifting network. The RT is often 
used in DSP applications to for the analyt 
is signal (n) as shown in (lo), a signal 
with spectra limited to the positive (or 
negative) frequency band. 

A. 

a (n) a x(n) + 3 x(n) lo) 

we can cast the 2-path filter as a T in a 
nunber of ways but a sleple aethod, akiln to 
the transformation performed on a hall band 
fir filter 4), is a heterodyne of the half 
band filter to the quarter sample frequency. 
if the Original filter response and trans 
fora are denoted by h(r) and (z) respec 
tively, then the heterodyned expressions can 
be easily seen to be those in ill. 

h (n) -> h(n) e!" - h(n) (3) la) 
a Hi 2) (lb) 

The transformation of a half band filter to 
an HT filter is accomplished by play 
each 2" of the trangfer function wit-32. 
Since the polynomials of the all-pass sub 
filters are second order, this transfor 
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nation can be aecomplished by changing the 
sign of the coefficient used in each all - 
phos nub filter and by associating a -3 with 
the over delay. These operations are 

n Fig. 9. indicated 

FIGURe 9. IBERT TRAero at-PAs FILTER 
REALATION M Ransford at end Frt 

28 RPoard and drop PreRs. 

Any half bandwidth filter can be used to 
Perform 2-tor resampling up or down 
Popularly identified as interpolation and 
decination) ... finite impulse response Fry 
filters can be operated with a polyphase 
Partition which does not process inserted zero input points (up-sampling) or compute 
the discarded output points (down sampling) . 
While this option is not available for the 
general recursive filter, it is an option 
for the recursive all-pass H-path filter. 
The M-Path filter can be partitioned into 
Polyphase segments because of the interac 
tion of the internal delays of the hi-th 
order subfilters and the deliay line of each 
Path. This relationship is particulary easy 
to see for the 2-path filter. An impulse 
applied at index makes a contribution to 
the Output at the same time via the upper 
Path while an output is not available from 
the lower path till the next index due to 
its extra delay z'. During that same next 
index the upper path offers no contribution 
to the output because there is no 2' path 
associated with its 2'' polynomial. Thus the 
filter delivers successive samples of its 

response from alternate paths of the 
filter 

Down sampling is accomplished by delivering 
alternate input samples to each path of the 
filter operating at the reduced input rate. 
Since the delay of the second path is ae 
Complished by the input eonmutation the 
physical delay element in that path is re 
oved. The filtered and down sampled out-put 

its generated by the Eun or difference of the 
two Path responses. Note that the compu 
tation rate per input sample point is half 
that of the non resamplied filter, thus 
the 2-path filter of Fig. 7 is used for down sampling we would perform 3 multiplications 
Per input point. 

P Sanping is accomplished by revarsing the 
on sampling process. This entalls deliver 
ing the same input to the two paths and con 
altating between their outputs. Both forms 

resappling are shown in Fig. no. As in 
the Previous example, when the -path filter 
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of Fig. 7 is used for up sampling we would 
perform au) tiplication per output point. 

2. 

GDR. O. Resap. No 2 -PATA-PAes Ter 

The cascade operation of down suppling and 
up sarapling of the Coapementary outputs 
Perfor as two band naxinally ducinated quad 
rature mirror filtering and reconstruction 
(5. 

Cascading p stages of up sampling or 
down sampling filters can achieve high order 
serple rate change with remarkably small 
workload per data point. For instance, a - 
to-16 up sampler with 96 dB dynamic range 
for a signal with cutoff frequency of o. 4 f 
requires 2-path filters with successively 
smaller Turnber of all-pass stages of orders 
(3, 3) (2.2), (2) and (, ). This re 
quires a total of 42 multiplications for 6 
outputs, for an average workload of approxi 
rately 2.7 operations per output point. 
2C. RATE potas PAs. Rs 

The All-Pass networks described earlier ere 
formed by polynomials in z and specifically 
for the 2-path filters z. A useful trans. 
formation is to replace each 2 with 2, to 
obtain higher order filters exhibiting K 
fold spectral replication of the original 
filter. For K2, the half band filtercen 
tered at DC becoaes a pair of quarter band 
filters centered at Dc and f/2. An example 
of spectra replication for the literated 
filter is shown in Fig. h. 

Fourt ... specTRU or ITRATED 2-PAT 
ritter rotr NoMIxts in s' 
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Note that this transformation scales the 
prototype filter's pectrun by ly, raducing 
both prinnband width and transition width: 
Thus very steep transition bandwidths and 
narrow filters can be realized by the use of 
low order polynomial of degree 2x obtained 
via delay elements. Energy in the replicated 
spectra regions can be removed by a toe 
quence of filters incorporating various 
degrees of reappling and iterated filters 
of reduced degree. 

3. EFrcer ALL-PAss FTER BANRs. 

Efficient spectral partitioning can be ob 
tained by eascading and resarapling the out 
puts of iterated lowpass and HT filters for 
instance the spectra of a four channel 
filter bank centered on the four quadrants 
can be formed with a complementary half band 
filter followed by a pair of resareplied HT 
filters as shown on the left side of Fig. 
2. The workload for this 70 dB attenuation 
riter set is 3 multiplications per output 
channel. 

A four channel filter bank straddling the 
previous suet (i.e. centered on the four 
cardinal directions) can be formed with an 
iterated by two complementary half band 
filter followed by both a completentary half 
band resaaped filter and a resampled HT 
filter. This spectra of this filter set is 
shown on the right side of Fig. 12. The 
work oads for this 70 dB attenuation filter 
set is 2 ultiplications per output channel. 

Port 2 spect of Tour CNNe QUADRA 
certico and cardina ctreRED FILTER Mk 

4 or APA's Transfor To 

The prototype complementary all-pass filter 
set can also be transformed to filters of 
arbitrary bandwidth and of arbitrary center 
frequency by standard all-pass transfore 
tions is). The lowpass transformation for 
the half band filter is shown in (2) . 

b 4 2. -ten (ev2) 
ars b P (2) 

+ b z' +tan (ov2) 

This transformation warps the frequency 
variable of the filter so that the -3 dB 
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point resides at frequency e. When is 
a front from pry2 the second ordar polyno 
nials of the all-pain, subfter acquire 
coefficients for the 2' term. The renulting 
filter requires two multiplications per pole 
stero pair which is still half the work oad 
of the traditional canonio forms. In addi 
tion, the pole at the origin (due to the 
delay of the second path) transfor to a 
first order all-pass filter thus converting 
an inactive pole to an active One requiry 
an additional first order stage. Fig. 13 
presents the frequency warped version of the 
filter presented in fig. 7a both this 
filter and its complement are available fron 
the warped structure. 

R is or pass NSORNA of Ame 
Pass R 

The oarupass transfor sation is presented in 
ls). 

c - z' 
z' wis -2' c cos(e) (3) 

1 - c z' 

This transformation warps the frequency 
variable of the filter so that the center 
frequency resides at frequency e, if e is 
equal to O. O. this transformation is equiva 
ent to the literated transformation de 

scribed in 2. c. For any other frequency, 
this transformation convext the second 
order all-pass filters to fourth order all 
pass structures. This requires four ulti 
plications to for a four pole-zero pairs of 
the resultant filter when is still half the 
workload of the traditional canonic forms. 
In addition the transformation converts the 
real pole (which is an image of the pole 
originally at the origin) to a pair of con 
pex poles requiring a second order all-pass 
stage. Fig. 4 presents the frequency warped 
version of the filter presented in Fig. 4. 
As earlier, both this filter and its comple 
nent are available from the warped struc 
twre 

other transformations and geometries (7) can 
be used with the digital all-pass structure 
and the reader is directed to the bibliogra 
phy of the listed papers for a profusion of 
options. 
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As we go around the unit erche We visualize 
that thu all-pass subfilters arhibit rapid 
change in phase in the neighborhood of each 
pole-zero pair. by proper choice of the pola 
positions, the phase shift of each leg of 
the path filter can be aade to match or to 
differ by ultiples of 27/ over selected 
spectral intervals. The is suggested in 
Fig. 6 for p-2 and M-4. The coefficients of 
the all-pass subfilters can be deter ained by 
standard algorithms 3 or by a new algo 
rithm developed by harris and d'Oreye and 
reported in a paper recently subaitted for 
publication (signal Processing). 

FIGUR2 B. PopAs A-PAes Reur 

Hz") O A. o, b. W-DTW up. b 

1 + a 2 Figure S. PCA, PA-2 R2BPON OF All 
pAaB FELTER PATs, AND coRR2s PonDING AGNI 

H- d2 REPON32. 

Y (Z) as x (2) Hz") z" . (4) 

a 0 

The roots of (3) the M-th roots of -e snd 
its reciprocal, are equally spaced about the 
origin as shown in fl. 5 for the indicated 
degrees M. Note that we realize i poles and 

Zer0s per multiplication in the all-pass 
stage. This means for instance that a 2-path 
filter offers two poles and two aerosper 
multiplication as opposed to one pole or 
zero) per poultiplication for the standard 
factored or unfactored) canonic oras. 

w o ur 

toore 7. Pole-sero Piotr aro Urug 
RESPONE FOR 2-PAT and s-par 
PopA AL-PAes to 

FIGUR 5. Polz-ERo di Retro For H 
drder A.L-PABs suster 
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FGore eartbrase rRA-8FoRation or 
A-PABB 7Tent 

S CONCSONts 

we have reviewed the form and utility of the 
e-Pass polyphase filter structure. We then 
presented a number of all-pass transforma 
tions which could be easily epped to H 
peth all-pass filter sets. The emphasis has 
been on 2-path networks but the material is 
easily extended to arbitrary P. We alluded 
to a new set of algorithas for designing - 
path filters which will be reported in an 
upcoming signal Processing paper. We have 
demonstrated eepabilities of this algorithe 
by using it to generate the examples pre 
sented in this paper. 

The primary advantage of these structures is 
very low workioad for a given filtering 
task. Other papers 8,9, lo have discussed 
the low sensitivity to finite arithaetle 
exhibited by these filters. The primary 
impedlaent to the use of these filters is 
their newness and tha ack of awable 
design methods for cpnputing filter weights. 
This paper (along with excellent surveys 
listen in the bibliography) address the 
first probles and a forthcoaling paper ad 
dresses the second. 
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t t t t t at a sea a Least Square Lattice so a . . . .......... 
it at a t t t t e i t . . . . . . . oise Cancelling ***** - seas........., f Example for ratione tric aPProach to noise cancelling ty fdefine LAMBDA O95 

void oxiLSL n.c. t reset, 
int Passes, 
int signal, 
int signal 2, 
int signal, 
int target, 
int target 2) { 

int i. ii., k, In, n, contraction 
static int sa, f is b, sc, outa, Outc; 
ttic float Delta sr. noise ref; 
if f reset a TRUE) 
6a signali; 
is b signal2: 
sc signal; 
Put-a - target; 
out c ir target2; 
factor is l. s. 
scale u ... O f46O. of 

/ noise canceller initialization at time t-o fif 
inco).. berr o.o. 
CO). Ganna O; 

for (neo (NC CELLS; m++) 
nea). erra s O. O. 
nc (m). errb - 0.0; 
nca). Roha - o.o. 
inca). Rohic o. of 
ce. Delta I. O. O. 

incfa). Fswsgr is O. Ooool 
inca). Bswsqr - O. Ooool 

f "-earenesias- Eo NA 2Ato retresses f 
for (ko k<passes; k++) 

contraction - False 
for (also ec Nc CELLs; m---) f Update delay elements th/ terri ne(m. ber 

incin). Bswsqrl nce). Bswsqr 

noise ref factor logo - (sa) scale) 
log (1.0 - (sb) scale) ; 

inco). erra log (1.0 - (sb) scale); 
inco). errb log ( - O - (sc) scale); 
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inco).. ferr r noise ref ; 
nco).. berr I noise ref ; 
inco). Fewsqr or LAMBDA nco-Fswsgr + noise ref noise ref; 
nCO). BSwsqr a ncO). Fswsqr; 

/ 6 order Update A/ 
for (nii ( n < NccELLs) & G (contraction - FALSE) n++) { 

ft. Adaptive Lattice Section th/ 

a m nel 
ii. n 

Inca). Delta de LAMBDA; 
nc (n). Delta + as incin). berri 
Delta-sqr r inca). Delta 

A Inc (In). ferti f c(t). Ganna ; 
Inc ( m). Delta; 

nc (ED). BSwsqril; 
ncin). FSwsqr; 

ncin). fref a -nca). Delta 
ncin). bref se -nca). Delta 

nc (n). fref nc.. berril; ncin). ferr is ncun). ferr 
nc. bref incin). ferr; nc (n) ... berr incan) ... berril 

nc (n). Fswsqr incm). Fswsqr - Deltas.gr / incia). BSwsqrl; 
nc n). Bswsqr = n.c. R. Bswsqri - Delta Sqr nc (n). Fswsgr; 

if ( (ncin). FSwsqr + non).Bswsqr) > 0. Ooool (n C 5) ) ( 
incin). Gamma = n.ca). Ganna - Inc(n). berrl nc (ID). berri f nem). Bsvsgr; 
if (ncin). Ganna ( 0.05) incin). Ganna = 0.05 
if (Inc (n). Ganna > 1.00) nch). Ganna is l. DO; 

/ Joint Process Estimation Section ft/ 

inca). Roh a ?te LAMBDA; 
nca). Roha +s not (a). berr Inc (m). erra / no (a) . Gamma 
inca).k.a as nc (a). Roha / ncts). BSwsqr; 
nc (n) erra nca). erra - nea).k.a nca ... berr; 

nce). Roh c as LAMBDA; 
nca). Roh c + inca). berr nc (Ea). err b / ne(a). Gamma 
incia) . kic r inca). Rohc / nca). Bswsgr; 
incin). err b : no (a) err b - nota).k c nc (m. berr; 

) 
else 
contraction is TRUE; 
for (in; icNccELLS; it +) { 
inci). erra 0.0; 
nC(i). Roha is 0. O; 
nC(i). errb is 0.0; 
nc (i). Rohic as 0.0; 
Inc. i.). Delta as O. O. 
inci). Fswsgr . o. oOool 
inci). Bsvsqr or 0.0000 l ; 
inci). Bswsqri us o. ooool 
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out-at-i- m (int) ( (-exp (ne ii). erra) +1. O) / scale) 
out citt r (int) ( (-exp (ncii). err b) +1. O) / scale) 

} 

.................. Least Square Lattice 
th. W d . . . . . . . . . . . A A A. A 

8 it a had a dot at 8 and ea aaaaaaaaaaaaaaaaaaaaaaaade a head a had dead a neos seen as a aa also as a 

th A fist ?h at f th a a a a 
fh a that th th a ?h a a a a a 
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A k Normalized Adaptive Noise canceler 
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Finclude <stdlib.h> 
Finclude <nath.h> 

idefine TRUE 
define FALSE O 

define FLOAT32 float 
#define INT32 long int 
idefine VOID void 

define FABSF fabs 
define SQRTF sqrt 

define MAX(a,b) (a) > (b) 2 (a) 
idefine MIN (a,b) (a) < (b) 2 (a) 

Faefine MIN VAL O. O. 
#define MAX DEL O. 999999 
faefine MIN DEL -O 999999 
#efine MAX RHO 20 
#define MIN RHO -e2O 
#define MIN BSERR le-15 
typedef struct 

FLOA32 berr; 
FLOAT32 berril; 
FOA32 delta; 
FLOAT32 err; 
FOA32 ferr; 
FLOA32 ganna; 
FLOAT32 gammal; 
FLOAT32 rho; 
FOA32 deltal; 
FLOAT32 Bserr; 
FLOAT32 Bserr1; 

} LANC CELLS; 

typedef struct { 
NT32 cc; 
FLOA32 lanbda; 
FLOAT32 min error; 
LANC CELLS cells; 
LANC context; 

extern LANC context it 
LANC Init ( 

NT 32 num cells, 
FLOAT32 lambda, 
FLOAT32 Itain error) ; 

extern VOD 
LANC Done ( 

LANC Context it c); 
extern WOD 
LANC Reset ( 

LANC Context tanc) ; 
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APPENOx C 

f : 
f it 
f it 
f A 

it / 

number of cells 
put in value for lambda 
parameter 
point to array of ANC CELLS 

number of cells 
lambda param 
nin error 

k/ 
ft/ 
t/ 
it / 
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extern FOAT32 
LANC Calc ( 

LANc context stanc, f k input, context handle se/ 
FLOAT32 nps /* input, noise plus signal t/ 
FOAT32 noise); /* input, noise reference * / 

/* The following macros provide efficient access to the lattice / 
#define ANC CELL SIZE ll 
define xBERR O 

#define xBERR l l 
fdefine XDELTA 2 
#define xDELTAll 3 
folefine XGAMMA 4. 
#define xGAMMAll 5 
define xBSERR 6 
#define xBSERR 1 7 
define XERR 8 
define XFERR 9 

A define XRhd O 

fdefine berr (# (p + xBERR) ) 
#define P berril ( * (p + xBERR 1 - ANC CELL SIZE)) 
#define P. berr (it (p + xBERR - ANC CELL SIZE) ) 
#define berril (* (p + xBERR l) ) 
#define Bser ( * (p + xBSERR) ) 
#define Bserril ( * (p + xBSERR 1)) 
#define PBserr 1 (# (p + xBSERR l - ANC CELL SIZE)) 

#define Pdelta ( * (p + xDELTA - ANC CELL SIZE)) 
define delta ( * (p + xDELTA) ) 
#define delta 1 ( * (p + xDELTA 1)) 
feefine Pdeltal (* (p + xDELTA 1 - ANC CELL SIZE)) 
fdefine err ( * (p + xERR) ) 
#define Nerr ( * (p + xERR + ANC CELL SIZE)) 

#define Pferr ( * (p + xFERR - ANC CELL SIZE)) 
define ferr (* (p + xFERR) ) 

#define gamma (it (p + xGAMMA) ) 
#define P gamma ( * (p + xGAMMA - ANC CELL SIZE)) 
fdefine Ngamma (* (p + xGAMMA + ANC CELL SIZE)) 
#define P gammal ( * (p + xGAMMA 1 - ANC CELL SIZE)) 
#define gamma 1. ( * (p + xGAMMAl)) 

define rho ( * (p + xRho)) 
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extern LANC Context 
LANC Init ( 

NT32 num cells, f k number of cells # / 
FLOAT32 lambda, fit lambda param t/ 
FLOAT32 min error) ( f k min error it f 

LANC context tanc, /* context # / 

anc = (LANC Context *) malloc (sizedf (LANC Context)); 
assert (anc as NULL); 
anc->cc = num cells; 
anc->lambda = lanbda; 
anc->min error = minerror; 
anc->cells s (LANc cELLS 4)malloc (sizeof (LANC CELLS) * (num cells + 2)); 
assert (anc->cells = NULL); 

return (anc) ; 

f it --------------------------------------------------------------------- 

Abstract: Reset an ANC context 

st / 

extern voID 
LANC Reset ( 

LANC Context kanc) { 
FLOAT32 tp; 

32 E. 

p = (FLOAT32 t) anc->cells; 
for (m = 0; in K= anc->cc; rath) { 

rho as 0.0; 
e = O. O. 
fer = O. O. 
ber as O. O. 
berrl = 0.0; 
delta = O. O. 
delta_l = 0.0; 
Bse = anc->min error; 
Bserrl as anc->minerror; 
gamma = MIN VAL; 
gammal = MINVAL; 
p += ANC CELL SIZE; 

p = (FLOAT32 ft) anc->cells; fit Cell if 0 special case k/ 
gamraa = 1 ... O 
gamma i = 1. O; 

f* - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - ------------- 

Abstract: Delete an ANC context 

st - - - - -- or - - - - - - - - - - - - - - - - - - - - - - a - - - - - - se - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - as # / 
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extern WOIO 
LANC Done ( 

LANc context 
free (anc->cells); 
free (anc) ; 

Abstract: Calculate 
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an an a ausa - no euro or - a-a- - - a aur up was a -- - -a - - - - or up up an up tf 

FLOAT32 
LANC Calc ( 

LANC context 
FLOAT32 
FLOAT32 

INT32 m; 
FLOAT32 4p; 

ikanc, 
nps, 
noise) 

FLOAT32 B, F, B2, F2; 
FLOAT32 qd2, gdi3; 
INT32 output cell; 

/k input, context handle k/ 
/* input, noise plus signal k/ 
f it input, noise reference sk f 

/* Update time delay elements in cell structure --------------- k/ 

p = (FLOAT32 k) anc->cells; 
for (m = 0; 

gamma 1. 
berril 
Bserr1 
delta 1 
p += ANC CELL SIZE; 

<= anc->cc; m++) { 
gamma; 
berr; 
Bserr; 
delta; 

W. Handle Cell O --------------------------------------------- # / 
p = (FLOAT32 t) anc->cells; 
BSerr = anc->lambda k Bserr 1 + noise it noise; 
Bserr 

ferr 
ferr 
ferr 

e ber ferr; 

noise / SQRTF (Bserr) ; 
MAX (ferr, MIN DEL); 
MIN (ferr, MAX DEL); 

MAX(Bserr, MIN BSERR); 

rho = anc->lambda k SQRTF (Bserrl f Bserr) + rho + berr & nps; 
N err = nps - rho k berr; 

output cell anc->cc - l; /* Assume last cell for starter k/ 
for (m = l; n < anc->cc; m++) { 

p += ANC CELL SIZE; 

B = SQRTF ( ). O - P. berr 1 + P berr 1); B2 = 1.0/B; 
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APPENOX d 

f : QRD */ 

finclude <stdlib.h> 
finclude Kmath.h> 

define TRUE. 
ficiefine FALSE O 

foiefine FLOAT32 float 
define INT32 long int 

fodefine VOID void 

define FABSF fabs 
foiefine SQRTF sqrt 
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typedef struct { 
NT32 dummy; 

) LQRDJPEF CONTEXT; 

typedef LQRDJPEF CONTEXT LQRDJPEF Handle; 
exter LQRDJPEF. Handle 
LQRDJPEF Init ( 

NT32 Nuncells, 
FLOAT32 Lambda, 
FOA32 SumErrnit, 
FLOAT32 Gamsinit, 
FLOAT32 MinSumErr) ; 

extern VOD 
LORDJPEF Done ( 

LQRDJPEF Handle hj PE) ; 
extern WOD 
LQRDJPEF Reset ( 

LQRDJPEF Handle huPE) 
extern FLOAT32 
LQRDJPEF calc ( 

LQRDJPEF. Handle huPE, 
FLOAT32 nps, 
FLOAT32 noise); 

fit handle 
f* noise plus signal 
f* noise reference 

2 (a) 
? (a) 

(b) fdefine MAX(a,b) (a) > (b) 
) (b) #define MIN (a,b) (a) < (b. 

#define LQRDJPEF CELL SIZE 27 

typedef struct 
FLOAT32 sinf , sinf 1 
FLOAT32 sinb, sinba 
FLOAT32 cosf , cosf 1. 
FLOAT32 cosb , cosb1 
FLOAT32 epsf; 
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FLOAT32 epsb. , epsb. 1 

FLOAT32 pief , pief 1. 
FLOAT32 pieb , piebi 
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FLOAT32 Fserr, Fserrl, SQRTF_Fserr, SQRTFF serr-l; 
FLOAT32 Bserrl, Bserr 2, SQRTF Bserri, SQRTF Bserr 2; 

FLOAT32 Pl, p 2; 
FLOAT32 gains 1; 
FLOAT32 epsil; 

LQRDJPEF CELL; 
typedef struct 

N32 
FLOAT32 
FOA32 
FLOAT32 
FLOA32 
FOA32 
FLOAT32 
LORDJPEF CELL 

} LQRDJPEF context; 

define 
idefine 
#define 
Adefine 
Edefine 
faefine 
define 
define 

define 
define 
define 

define 
define 
define 
Edefine 

idefine 
ifdefine 
a define 
define 

define 
define 
idefine 
define 

ifdefine 
define 

Numcells; f it 
anbda; 
SunErrinit; f it 
Gassnit f : 
MinSunErr; f : 
SQRTF ambda; it 
SQRTFsumErrInit; /* 
* cells; f it 

Liber of cellis 
ambda 

Initial value for Fserr, Bserr 
Initial value for gams 
Minimum for Fserr Bserr 
square root of Lambda 
square root of SunErrinit 
point to array of JPE CELLS 

The following macros provide efficient access to the lattice 

Define variables offsets within structure Jef 

xSNF O 
xSINF 1 
xSNB 2 
xSINB 1. 3. 

XCOS 
xcoSF 1. s 
XCOSB s 
xcoSB 1. 7 

EPSF 8 
xEPSB 9 
xEPSB O 

XPEF ill 
xPIEF 1 12 
XPEB 
xPIEB 1. A. 

xFSERR 5 
xFSERR1 s 
xSQRTF FSERR 17 
xSQRTFFSERR 18 

xBSERR1 19 
xBSERR2 
xSQRTF BSERR 21 
xSQRTFBSERR2 22 
xpl 23 
Xp 2 24 r 
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fdefine pi (it (ptr + xpt.) ) 
#define p 2 (k (ptr + xp_2} ) 
fdefine P. pl. ( * (ptr + xp_l - LoRDJPEF CELL SI2E)) 
#define P. p 2 (it (ptr + xp_2 - LQRDJPEF CELL SIZE)) 

#define garas 1 (it (ptr + xGAMSQ_1)) 
forefine P gains 1 (it (ptr + xGAMsol - LQRDJPEF CELL SIZE)) 

#define epsil (it (ptr + xEPSI-1)) 
#define Pepsil (k (ptr + xEPSI 1 - LoRDJPEF CELL SIZE)) 
static FLOAT32 
RSQRTF ( 

FLOAT32 x) { 

return l of f SQRTF (x); 

A ---------------------------------------------------------------------- 
Nate : LQRDJPEF Init 
Abstract create a PE context 

tf 

extern LQRDJPEF Handle 
LORDJPEF Init( 

NT32 Nuncells 
FLOAT32 Lambda, 
FOA32 SunErnit, 
FOAT32 Gausnit, 
FA32 MinSunErr) 

LQRDJPEF context tripe; 

jpe = malloc (sizeof (LQRDJPEF Context)); 
assert (jpe a NULL); 
jpe->NumCells = Nuncells; 
jpe->Laabda = Lambda; 
jpe->Suerrinit a SunErrInit; 
jpe->Ganslnit as Gasnit; 
jpe->MinSunErr is Min SunErr; 
jpe->SQRTF Lambda = SQRTF (jpe->Lambda); 
jpe->soRTFsumErrinit = SQRTF(jpe->SumErrInit) ; 
jpe-> cells = malloc (sizeof (LQRDJPEFCELL) it (Nuncelis + 2)); 
assert jpe->cells = NULL); 

LQRDJPEF Reset( (LORDJPEF Handle) jpe); 
return ( (LQRDJPEF Handle) jpe); 

ft. ----------------------------------------------------------------------- 
Nane : LQRDJPEF Done 
Abstract Delete a PE context 

#f 

extern Wod 
LQRDJPEF Done ( -. 
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What is claimed is: 
1. A System for the enhancement of physiological Signals 

for the measurement of blood oxygen in a Subject, the 
System comprising: 

first and Second light Sources to direct light toward the 
Subject, Said first and Second light Sources producing 
light of first and Second wavelengths, respectively; 

a light detector positioned to detect first and Second light 
Signals after interacting with the Subject and to generate 
Signals indicative of an intensity of Said first and Second 
detected light signals, Said first detected Signal having 
a first portion arising from light transmitted from Said 
first Source and a Second portion arising from a first 
interference Source, Said Second detected Signal having 
a first portion arising from light transmitted from Said 
Second Source and a Second portion arising from a 
Second interference Source; 

a storage location containing a mathematical relationship 
of Said first and Second portions of Said first and Second 
detected Signals and a first ratio of Said first portion of 
Said first detected Signal to Said first portion of Said 
Second detected Signal; 

an analyzer coupled to Said Storage location to determine 
a plurality of possible values for Said mathematical 
relationship over a predetermined range of Said first 
ratio; and 

a calculator to determine a Selected value from Said 
plurality of possible values for said first ratio based on 
Said plurality of values. 

2. The System of claim 1 wherein Said analyzer uses an 
integral function analysis to determine Said plurality of 
values. 

3. The system of claim 1 wherein said calculator deter 
mines Said Selected first ratio by finding a maximum value 
for Said plurality of values. 

4. The System of claim 1 wherein Said Storage location 
contains a Second ratio of Said Second portion of Said first 
detected Signal to Said Second portion of Said Second 
detected Signal and having a range corresponding to Said 
predetermined range, Said calculator determining a Selected 
value for Said Second ratio by finding a minimum value for 
Said plurality of values. 

5. The system of claim 1 wherein said first ratio is 
indicative of blood oxygen Saturation in the Subject, the 
System further including a look-up table containing data 
relating Said first ratio to Said blood oxygen Saturation. 

6. The system of claim 1 wherein said mathematical 
relationship has the form of a correlation cancellation based 
upon inputs S(t) and S(t)-(DS(t) where S(t) is said first 
detected signal, S(t) is said second detected signal, and at 
() is a variable defined over a predetermined range. 

7. The system of claim 1, further including a statistical 
analyzer coupled to Said calculator to receive a plurality of 
values for Said first ratio over a predetermined period of 
time, Said Statistical analyzer analyzing Said plurality of 
Selected values for Said first ratio and determine a Statistical 
value for said first ratio. 

8. The system of claim 7 wherein said statistical value for 
Said first ratio is a mean value for Said plurality of Selected 
values for said first ratio. 

9. The system of claim 1, further including an adaptive 
Signal processor having a signal input, a reference input, an 
adaptive filter coupled to Said reference input and generating 
a filter output, a Summer coupled to Said Signal input and 
Said filter output to generate a Summer output, Said Signal 
input receiving Said first detected Signal and Said reference 
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input receiving a signal derived from Said mathematical 
relationship defined over Said predetermined range, Said 
analyzer analyzing Said Summer output to determine a 
Selected value. 

10. A System for the enhancement of physiological signals 
representative of a physiological phenomenon character 
istic in a Subject body tissue carrying pulsing blood, the 
System comprising: 

a Sensor configured to be positioned in proximity with the 
Subject body tissue to detect physiological signals and 
to generate Signals indicative of Said detected physi 
ological Signals when positioned in proximity with the 
Subject body tissue, said detected signals having a 
first portion arising from the physiological phenom 
enon characteristic and a second portion arising from 
an interference Source; 

an analyzer to analyze and determine a value for from 
Said generated Signals, Said value being indicative of 
complications of Said generated Signals, and 

a processor, responsive to Said value, to generate a pro 
cessed signal. 

11. The system of claim 10 wherein said analyzer is a 
correlation cancellation analyzer determining Said value 
indicative of complications. 

12. The system of claim 10 wherein said analyzer deter 
mines Said value over a predetermined range of possible 
values and Said processor Selects a maximum value for Said 
range of possible values. 

13. The system of claim 10 wherein said analyzer deter 
mines Said values over a predetermined range of possible 
values and Said processor Selects a minimum value for Said 
range of possible values. 

14. The system of claim 10 wherein said value is valid 
Over a predetermined range, and Said analyzer Selects a value 
in Said predetermined range. 

15. The system of claim 10 wherein said processor is an 
adaptive Signal processor having a Signal input, a reference 
input, an adaptive filter coupled to Said reference input and 
generating a filter output, a Summer coupled to Said Signal 
input and Said filter output to generate a Summer Output, Said 
Signal input receiving Said detected Signals and Said refer 
ence input receiving a signal derived from a mathematical 
relationship of Said first and Second portions of Said detected 
Signals, Said analyzer analyzing Said Summer output to 
determine Said value of Said Summer Output. 

16. The system of claim 15 wherein said processed signal 
is said filter output. 

17. The system of claim 10 wherein said detected signals 
are first and Second light signals transmitted from first and 
Second light Sources having first and Second wavelengths, 
respectively, each of Said detected Signals having Said first 
and Second portions, the System further including a light 
detector positioned to detect first and Second light signals 
after interacting with the Subject and to generate Signals 
indicative of an intensity of Said first and Second detected 
light signals, a Storage location containing a mathematical 
relationship of Said first and Second portions of Said first and 
Second detected Signals and a first ratio of Said first portion 
of Said first detected Signal to Said first portion of Said Second 
detected Signal, Said analyzer being coupled to Said Storage 
location to determine a plurality of values for Said math 
ematical relationship over a predetermined range of Said first 
ratio, Said first ratio being based on Said plurality of values. 

18. The system of claim 17 wherein said analyzer deter 
mines Said first ratio value by finding a maximum value for 
Said plurality of values. 

19. The system of claim 17 wherein said storage location 
contains a Second ratio of Said Second portion of Said first 
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detected Signal to Said Second portion of Said Second 
detected Signal and having a range corresponding to Said 
predetermined range, Said analyzer determining a Selected 
value for Said Second ratio by finding a minimum value for 
Said plurality of values. 

20. The system of claim 17 wherein said first ratio is 
indicative of blood oxygen Saturation in the Subject, the 
System further including a look-up table containing data 
relating Said first ratio to Said blood oxygen Saturation. 

21. A method for enhancement of physiological signals 
for the measurement of blood oxygen in a Subject, the 
method comprising the Steps of 

producing light of first and Second wavelengths, 
directing light of Said first and Second wavelengths toward 

the Subject; 
detecting first and Second light signals after interacting 

with the Subject and generating Signals indicative of an 
intensity of Said first and Second detected light Signals, 
Said first detected Signal having a first portion arising 
from light transmitted with Said first wavelength and a 
Second portion arising from a first interference Source, 
Said Second detected Signal having a first portion aris 
ing from light transmitted with Said Second wavelength 
and a Second portion arising from a Second interference 
SOurce, 

analyzing Said first and Second detected Signals using a 
mathematical relationship of Said first and Second por 
tions of Said first and Second detected Signals and a first 
ratio of Said first portion of Said first detected Signal to 
Said first portion of Said Second detected Signal to 
determine a plurality of possible values for Said math 
ematical relationship over a predetermined range of 
Said first ratio; and 

determining a selected value from Said plurality of pos 
sible values for said first ratio based on said plurality of 
values. 

22. The method of claim 21 wherein said step of analyzing 
uses an integral function analysis to determine Said plurality 
of values. 

23. The method of claim 21 wherein said step of deter 
mining Said Selected value Selects a maximum value for Said 
plurality of values. 

24. The method of claim 21 wherein said mathematical 
relationship contains a Second ratio of Said Second portion of 
Said first detected Signal to Said Second portion of Said 
Second detected Signal, Said Second ratio having a range 
corresponding to Said predetermined range, Said Step of 
determining also determining a Selected value for Said 
Second ratio by finding a minimum value for Said plurality 
of values. 
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25. A method for the enhancement of physiological mea 

Surements in a Subject, the method comprising the Steps of: 
using a plurality of light Sources, each producing light of 

a different predetermined wavelength; 
directing light of Said predetermined wavelengths toward 

the Subject; 
detecting a plurality of light signals after interacting with 

the Subject and generating Signals indicative of an 
intensity of Said plurality of detected light Signals, each 
of Said detected Signals having a first portion arising 
from light transmitted with one of Said predetermined 
wavelength and a Second portion arising from an inter 
ference Source; 

analyzing Said plurality of detected Signals using a math 
ematical relationship of Said first and Second portions 
of Said plurality of detected Signals and a first ratio of 
said first portion of a first of said plurality of detected 
Signals to Said first portion of a Second of Said plurality 
of detected Signals to determine a plurality of possible 
values for Said mathematical relationship over a pre 
determined range of Said first ratio; and 

determining a Selected value from Said plurality of pos 
sible values for said first ratio based on said plurality of 
values. 

26. The method of claim 25 wherein said step of analyzing 
uses an integral function analysis to determine Said values. 

27. A method for the enhancement of physiological Sig 
nals representative of a physiological phenomenon char 
acteristic in a Subject body tissue carrying pulsing blood, 
the method comprising the Steps of 

positioning a sensor in proximity with the Subject body 
tissue to detect physiological Signals and to generate 
Signals indicative of Said detected physiological 
Signals, Said detected Signals having a first portion 
arising from the physiological phenomenon charac 
teristic and a Second portion arising from an interfer 
ence SOurce, 

analyzing said generated signals to determine a value for 
from Said generated Signals, Said value being indicative 
of complications of Said generated Signals, and 

processing Said generated Signals using Said value to 
generate processed Signals. 

28. The method of claim 27 wherein said step of analyzing 
uses an integral function analysis to determine Said value. 
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