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To all whom it may concern: 

UNITED STATES PATENT OFFICE. 
MORRIS ROSENWASSER, OF NEW YORK, N. Y. 

EGGING 

99,702. Specification of Letters Patent, 
Application filed August 23, 1910, 

Patented Dec. 27, 1910. 
Serial No. 578,588, 

Beit known that I, MoRRIs RosEN wAssER, residing at New York, in the county and 
State of New York, have invented certain 
new and useful Improvements in Leggings, 
of which the following is a specification. 
This invention relates to improvements in 

leggings, and one of the objects thereof is 
to produce a legging of improved construc 
tion as to the fastening devices employed, 
whereby the application of the same to the 
leg is facilitated, a neater fit and appear 
ance made possible, and at the same time 
ultimate fastening made at a single point. 
Another object is to provide in a legging 

a single fastening member running from 
end to end of the legging, but which acts to 
keep the edges of the legging in overlapped 
relation and without buckling or bulging. 
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A further object is to provide a fastening 
means of the character described which is substantially invisible when the legging is 
in place. - 

nother object is to furnish a legging 
with means whereby it may be positively 

in proper relation to the foot when in place. 
Other objects and aims of the invention, 

and the advantages inherent, will be in part 
obvious and in part specifically referred to 
in the course of the following description. 
The invention consists of the elements, 

combinations and arrangements of parts, all 
as will be hereinafter fully set forth, and 
the scope of protection contemplated will be 
indicated in the appended claim. 
In the accompanying drawings, which 

are to be taken as a part of this specification, 
and in which I have illustrated merely pre 
ferred forms of embodiment of the inven 
tion; Figure 1 is an elevation of a legging 
embodying my invention, showing the flaps 
in closed relation; Fig. 2 is a similar view 
taken on the line 4- 4 of IFig. 1; and Fig. 3 
is a broken sectional detail illustrating the 
means for securing the legging to the shoe. 

Referring to the numerals on the drawing, 
and particularly to Fig.1, a legging of any 
preferred material is indicated at 1 adapted 
to be placed about the leg, and having pref 
erably overlapping portions 3 and 4, whose 
edges are stiffened as by means of metal 
strips indicated at 5, suitably covered and 
held in position by the material of the flaps. 

55 As shown in Fig. 1, a lace or the like 6 is secured to the inner flap adjacent its 

lower end. The lace may be passed from 
the outside of the flap through an eye7 ex 
tending through the flap and the stiffening 
member 5, and knotted on the inside of the 
flap; or it may be positively secured in any 
preferred mariner. Another eye 8, is pro 
vided in the outer flap adjacent the lower 
end thereof which also passes through the 
flap and its stiffening member, through 
which the lace passes to the inside of said 
flap. From eye 8 the lace is passed up 
wardly on the inside of the outer flap to an 
eye 12, through which it emerges to the out 
side of the outer flap. Thence the lace passes 
across the edge of the outer flap and en gages an eye 13 upon the outside of the in . ner flap. The free end of the lace may thens, 
be secured in any suitable manner, as indi 
cated in the drawing. N 

It will be evident that with the arrange 
ment described a neat fit of the legging is 
assured, the lower ends of the flaps may be 
always held in substantially closed relation, 
ready for the insertion of the foot; the en- 80 
gagement of the lace with the eyes and with 
the metallic stiffening unenbers prevents any 
buckling or bulging of the flaps intermedi 
ate their ends when the lace is drawn taut 
and secured; the flaps are drawn together 85 
uniformly throughout their length by a pull 
upon the free end of the lace; and the lace 
is concealed between the edges of the flaps. 

Referring now to Fig. 3, 14 indicates. 
the upper rear part of a shoe, which carries 90 
the stud 15 of an ordinary snap glove-fas 
tener, the coöperating member 16 being car 
ried upon the inner surface of the lower 
rear portion of a legging. Member's 15 and 
16 are locked together when the legging is 95 
in position, thereby holding it in proper re 
lation to the foot, without any danger of 
creeping up, and without the use of a stirrup. 

It is believed that the use of the legging 
is sufficiently clear from the detailed descrip- 100 
tion of parts set out above, and further ex-' planation thereof is accordingly omitted. 

It will be understood that materials, sizes, 
and relativities of parts are unimportant, 
except as called for in the claim. 05 
Having thus described my invention, what 

I claim as new and desire to secure by Let 
ters Patent, is: 
A legging having overlapping flaps, ine: 

tallic stiffening members suitably covered 110 
and secured at the edges of Said flaps, all 
eye extending through the outer flap and 
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its si?tening reisler at its top ani bottom in testimony whereof affix my signature 
portions only, an eye extending through the in the presence of two witnesses. 
insis fi its stillenius in - - 1. iiile!, Jap and its stillenius member at the If S R{OSEN WA SSER. 
top and bottom portions only and a lace en- --- 

5 gaging all of said eyes and extending along Witnesses: 
the inside throughout the length of the ieg- A. S. SoNIGSBERG, 
ging between said inner and outer flaps. { i YDE iii.; EY. 

  


