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This invention relates to an improved con 
struction of wrist watch strap and has for 
its object to insert a foldable link member 
into the strap which is adapted to be un 

5 folded to extend the length of the strap to 
permit it to be freely passed over the hand 
of the wearer and then folded to cause the strap to fit closely about his wrist when posi 
tioned thereon. 
A further object of this invention is to 

provide in this extendible member a pair 
of links hinged together at one end, one of 
the links being provided with a hook to en 
gage any one of a number of holes in one 

O 

15 of the strap parts for the purpose of adjust 
ing the length of the wrist strap. 
A still further object of this invention is 

to form this hook from the stock of one of 
the link members over which the opposite 

20 link member folds to secure the strap part 
in position against accidental detachment. 
With these and other objects in view, the 

invention consists of certain novel features 
of construction, as will be more fully de 

25 scribed, and particularly pointed out in the appended claims. 
In the accompanying drawings: . 
Figure 1 is a side view showing my im 
roved extensible member in full lines as 

30 being folded and in dotted lines as being 
unfolded to extend the length of the strap. 

Figure 2 shows one of the links of the ex 
tensible member as detached and showin 
the strap connecting pins as disconnected 

35 from the link. 
Figure 3 is a perspective view of the chan 

nel-shaped link of the extensible member. 
Figure 4 is a perspective view of the strap 

part having spaced holes for engagement 
40 with the hook in the channel link. 

Figure 5 is the other strap part which is 
adapted to be connected at one end to a 
watch and its other end to the folding link 
member. 
Figure6 is a perspective view showing 

the two link members as hinged together at 
one end and swung to Ey. extended posi 
tion; also showing the hook as engaging one 
of the holes in one of the strap parts. 

Figure 7 is an end section through the 
detent shown in Figure 6. 
Figure 8 is a central sectional elevation 

showing the hook in the channel plate as 
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engaging one strap part, the other link be 
ing folded over this hook and strap part and 
the other strap part as lying over the folded 

K. 

... It is found in the practical use of wrist 
Watch straps of this character, of advantage 
to be able to readily extend the length of 
the strap.so as to be readily passed over the 
hand of the wearer without separating the 
ends of the strap; also, it is found of advan 
tage to be able to disconnect one of the strap 
parts from its link so as to permit the watch 
to be taken from the arm without passing 
over the hand, if desired. Then again, it is 
found of advantage to be able to readily 
adjust the operating length of the strap to 
fit wrists of different sizes so that when the 
extensible member is folded the length of 
the strap will be the right length to fit the 
Wearer, all of which desirable features are 
obtained in my improved wrist strap; and 
the following is a detailed description of 
the present embodiment of my invention and 
showing one means and arrangement of 
parts by which these advantageous results maybe accomplished:- 
With reference to the drawings, 10 desig 

nates one strap part as having a loop 11 at 
one end to be connected by a pin 12 to the 
bail 13 of the watch 14, and the other end of 
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this strap part is provided with a plurality 
of Spaced holes 15 to be connected to one 

g link of the extensible member in the manner 
presently described. c . 
The other strap part 16 is herein shown as 

having an eye 17 at an end to be connected 
by a pin 18 to the bail 19 of the watch 14, 
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the opposite end of this strap part being 
provided with an eye 20 adapted to be con 
nected by the pin 21 to the link member 22. 
The extensible member of my improved 

wrist watch strap comprises essentially two 
links, the one 23 being of channel-shape and 
having a bottom wall 24 and side walls 25, 
the bottom wall of this link is herein shown 

95 

as being pierced and a hook-shaped tongue 
26 is cut therefrom and bent up to engage 
one of the holes 15 in the strap part 10 
by which the operating length of this strap 
may be regulated. 
This channel member is provided with 

pivot pin holes. 27 for the reception of a 
pivot pin 28 which also extends through the 
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O 
the strap 

2 

ears 29 in the link member 22, and the side 
walls at the opposite end of this channeled 
link are provided with detent pockets 30 into 
which outwardly-extending detent protuber 
ance 31 Snap and the link member 22 is 
folded to nest in the channel member 23 and 
so releasably retain these links in folded 
position. 
The link member 22 is provided with ears 

32 at its free end to which the end 20 of 
member 16 is connected by the 

pin 21. A hole 33 is formed in the top wall 
of the link 22 to receive the outwardly 
extending end 34 of the hook 26. It may 
be noted that in the detailed construction 
of this extensible member that the bottom 
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wall of the channel member where the two 
links are pivoted together, is slit as at 35 
to receive the ears 29 of the opposite link 
So as to permit it to be unfolded to extended 
position and at the same time be folded to 
overlie the hook and the engaged strap part 
10 leaving a space between the links for 
their reception. 

By the use of my improved extensible 
member in a wrist watch strap, I am en abled to quickly extend the operating length 
of the strap by one unfolding action to 
quickly extend the length of the strap suffi 
ciently to enable the watch to be slipped 
over the hand of the wearer. Then again, 
by the provision of a hook on the inner face 
of one of the links I am enabled to readily 
disconnect one end entirely, also to readily 
adjust the operating length of the strap, and 
also I am enabled to connect the adjustable 
end of the strap part onto the hook and then 
lock this end against separation by folding 
and locking the other link part over this 
connected strap end. 
The foregoing description is directed sole 

ly towards the construction illustrated, but 
I desire it to be understood that I reserve 
the privilege of resorting to all the mechan 
ical changes to which the device is suscept 
ible, the invention being defined and limited 
only by the terms of the appended claims. 

I claim: 
1. In a wrist watch strap having two 

parts, a pair of sheet metal link members 
hinged together at one end, means tor re 
leasably connecting said members together 
at the other end whereby they may be de 
tached and swung on said hinge to an end 
to-end extended position, an opening in one 
of said strap parts inwardly from the pe 
riphery thereof, a hook on one of said mem 
bers protruding inwardly therefrom toward 
the other member when in closed position 
for extending through said opening and 
over said strap, and the other strap part 
fixedly connected to the other link member. 

2. In a wrist watch strap having two 
parts, an extensible member comprising a 
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at one end to be folded one upon the other, 
means for releasably attaching the free ends 
of said links together, one end of one strap 
part being fixed to the free end of one link 
member, the other strap part having a plu rality of spaced openings, and an attaching. 
hook on the other of said link members ex 
tending inwardly therefrom towards the 
other member when the members are in 
closed position to extend through any one of 
said openings and over a portion of the strap 
part to regulate the operating length of the 
wrist strap and hold the strap in engage 
ment with the members when extended. 

3. In a wrist watch strap having two 
parts, an extensible member comprising a 
pair of sheet metal links shaped to form side 
flanges, said links being hinged together at 
one end to be folded one upon the other, 
means for releasably attaching the free ends 
of said links together, one end of one strap 
part being fixed to the free end of one link 
member, the other strap part having a plu 
rality of spaced openings, and an attaching 
member on the other of said link members 
extending inwardly therefrom between the 
link members when in folded position to be 
covered thereby and to engage any one of 
the openings in the other strap part to se 

- cure it between said link members by which 
the operating length of the wrist strap may 
be regulated. 

4. In a wrist watch strap having two 
parts, an extensible member comprising a 
pair of sheet metal link members, one being 
formed into channel shape having bottom 
and side walls, and the other link member 
being nested within the channel-shaped link 
member, said link members being hinged to 
gether at one end to fold one over the other, means for releasably connecting together the 
free ends of said link members, one end of 
one strap part being fixed to the free end of 
one of said link members, the other strap 
having a plurality of spaced holes therein, a 
hook member formed from the stock and 
extending inwardly from the bottom wall of 
the channel member and having a portion 
extending parallel to the bottom wall to ext 
tend into one of said strap openings and 
over the strap and be secured between said 
folded link members whereby the operating 
length of the wrist strap may be regulated. 

5. A wrist watch strap extension device 
comprising a pair of concavo-convex sheet 
metal link members hinged together at one 
end, means for releasably connecting said 
members together at the opposite end, a pro 
jection fixed to the convex surface of one 
link member and the other link member 
overlying said convex surface and having 
an opening to receive a portion of said pro 
jection. - 

6. In a wrist watch strap having two 
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pair of sheet metal links hinged together parts, a pair of concavo-convex sheet metal 90 
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link members hinged together at one end, projection, the other of said link members 
means for releasably connecting said mem- being foldable over the convex surface of 
bers together at the other end, a projection the member having said projection and the 10 
extending from the convex surface of one of other strap part fixedly connected to the 

is said members, one of said strap parts hav- overlying link member. 
ing an opening inwardly from the periph- Intestimony whereof I affix my signature. 
eral edge thereof through which engage said JOHN P. BENJAMIN. 


