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KARAOKE SYSTEM 

0001. The present invention relates to a karaoke system 
for Singing during a sequence Such as a Video clip or a 
movie. 

0002. In a karaoke system such as described for instance 
in the european patent application EP0782338, music, lyrics 
or any kind of audio data are transmitted from a transmission 
Station to a distribution Station. Music control means of a 
main module of the System airs music through a built-in 
Speaker of a monitor and Voice from an unshown micro 
phone through Said Speaker. Image control means display a 
background image (Such as a video image or a still image 
extracted from background image Storage means) on the 
monitor, and lyrics control means display lyrics by Super 
imposing them upon the background image. An image 
pickup device Such as a CCD camera picks up an image of 
a singer and Superimposes it on the Screen of the monitor 
through Video image control means as a Superimposed 
image. Such a System defines what may be called “video 
mixing in the concept of karaoke. 
0003. It is an object of the invention to propose another 
type of karaoke System, equipped with an additional func 
tionality. 

0004) To this end, the system relates to a karaoke system 
for Singing during a Sequence Such a video clip or movie and 
comprising in Series a pickup device, for picking up an 
image and the Voice of an user, an analysis and processing 
device, for Separating at least a part of the user from the 
background, a mixing and rendering device, for combining 
the ouput signal of Said analysis and processing device and 
a pre-recorded material, and a displaying device, for dis 
playing the combination Signal. 
0005. Up to now, the concept of singing karaoke was 
exclusively relying on audio based techniques giving limited 
functionality and no possibility of real insertion of the user 
into the Video imaginary World. The proposed Solution, that 
introduces the idea of Video mixing, allows to extend this 
karaoke concept to Video and, more generally, to develop the 
concept of a complete audio-video immersion: according to 
Said concept, the Voice and the face in the Video clip of the 
Song can be replaced by the Voice and the face of the 
fortuitous Singer (hereinafter also called user since he/she 
may be in fact a singer, a player, a dancer, and So on . . . ). 
The same proposed technique may find Similar applications 
in other contexts, for instance in the field of e-commerce or 
for Video editing of pre-recorded content. 
0006 The present invention will now be described, by 
way of example, with reference to the accompanying draw 
ing in which: 
0007 FIG. 1 is a block diagram of a karaoke system 
according to the invention; 
0008 FIG. 2 illustrates another implementation of a 
karaoke System according to the invention. 

0009. As shown in FIG. 1, the different sub-systems 
necessary to implement the karaoke System according to the 
invention are mainly an analysis and processing device 11 
and a mixing and rendering device 12. 
0.010 The analysis and processing device 11, that 
receives the image and voice of the user (the person shown 
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in black) picked up by a pickup device 10, consists of a 
Segmentation circuit, provided for Separating for instance 
the face of the user from the background and thus defining 
an alpha plane (Such a circuit can be based for example on 
the chroma key technique, if the user is put on Stage, in front 
of a blue Screen). The mixing and rendering device 12 is a 
circuit using the shape information analyzed in the device 11 
for composing the user with a background pre-recorded 
video or audio-video delivered by a medium 13 (said 
pre-recorded material is shown at the left side of the 
medium). This composition completes the audio one, pro 
Vided for mixing the Voice of Said user with the background 
pre-recorded music from the Song. Using the alpha plane 
defined thanks to the device 11, it is then easy to combine the 
two Sources, according to a relation of the following type: 
(video 1xalpha)+(video 2x(255-alpha)))/255= finalvideo. 
A displaying device 14 Such as a monitor is finally used for 
displaying the final result (i.e. the combination of the 
pre-recorded material and of what belongs Specifically to the 
user). 
0011. Obviously, for an improved quality, the analysis 
implemented in the device 11 can produce 8-bit alpha plane, 
which enables a better mixing on the fronteer of the 
incrusted object. It may also be noted that the System can 
replace either only the head of the user or his/her whole 
body. 

0012. Different cases may be considered, with respect to 
the type of audio/video sources: 

0013 (a) the two audio/video sources are not com 
pressed: this option may be used for instance in a 
karaoke restaurant, when the whole body of a Singer 
is incrusted in the clip/movie (the pre-recorded data 
can be Stored on a tape, and the fortuitous Singer 
Video can be analyzed and transmitted directly to the 
Video mixer); 

0014 (b) one or the two sources are compressed: 
one adapted framework for Such a case is then the 
newly developed MPEG-4 standard, that enables to 
encode the shape and alpha plane of an object-here 
the face of the fortuitous user-(MPEG-4 has 
defined a whole System framework enabling the 
composition of audio and Video objects). 

0015. Different cases of application of the invention may 
also be considered: 

0016 (a) the user may want to record the result of 
the mixing operation: this is illustrated in FIG.2 that 
shows a System similar to the implementation of 
FIG. 1 but including an additional recording device 
25; 

0017 (b) in some cases, the karaoke system will 
work on line: the pre-recorded clips are then Stored 
on a database (on the Internet for instance), and the 
user is recording his/her performance at home and 
wants to produce the combination karaoke clip and 
put it on his/her homepage (the use of compression 
techniques is particularly useful in Such a case and, 
more generally, in all the applications that are run in 
a bandwidth constrained environment); 
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0018 (c) in some cases also, the user may want to 
only put his/her head in place of the original Singer's 
head, which induces further processing in the mixing 
and rendering device 12, Since it is needed that the 
position of the head of the user and the orientation 
and posture of the body of the original Singer match 
up. 

1. A karaoke System for Singing during a sequence Such a 
Video clip or movie and comprising in Series a pickup 
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device, for picking up an image and the Voice of an user, an 
analysis and processing device, for Separating at least a part 
of the user from the background, a mixing and rendering 
device, for combining the ouput Signal of Said analysis and 
processing device and a pre-recorded material, and a dis 
playing device, for displaying the combination signal. 


