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METHOD AND SYSTEM FOR 
CONTROLLING DATA TRANSFERS WITH 

PHYSICAL SEPARATION OF DATA 
FUNCTIONALITY FROM ADDRESS AND 
CONTROL FUNCTIONALITY INA 

DISTRIBUTED MULTI-BUS 
MULTIPROCESSOR SYSTEM 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

The present invention is related to the following applica 
tions entitled “METHOD AND APPARATUS FOR PRO 
VIDING GLOBAL COHERENCE IN A LARGE-WAY, 
HIGH PERFORMANCE SMP SYSTEM”, U.S. application 
Ser. No. 09/350,032, filed on Jul. 8, 1999; “METHOD AND 
APPARATUS FOR ACHIEVING CORRECT ORDER 
AMONG BUS MEMORY TRANSACTIONS INA PHYSI 
CALLY DISTRIBUTED SMP SYSTEM”, U.S. application 
Ser. No. 09/350,030, filed on Jul 08, 1999; “METHOD 
AND APPARATUS USING A DISTRIBUTED SYSTEM 
STRUCTURE TO SUPPORT BUS-BASED CACHE 
COHERENCE PROTOCOLS FOR SYMMETRIC 
MULTIPROCESSORS, U.S. application Ser. No. 09/350, 
031, filed on Jul. 8, 1999; “METHOD AND SYSTEM FOR 
RESOLUTION OF TRANSACTION COLLISIONS TO 
ACHIEVE GLOBAL COHERENCE IN ADISTRIBUTED 
SYMMETRIC MULTIPROCESSOR SYSTEM”, U.S. 
application Ser. No. 09/392,833, filed on Sep. 9, 1999; 
“METHOD AND SYSTEM FOR IMPLEMENTING REM 
STAT PROTOCOL UNDER INCLUSION AND NON 
INCLUSION OF L1 DATA IN L2 CACHE TO PREVENT 
READ-READ DEADLOCK", U.S. application Ser. No. 
09/404,400, filed on Sep. 23, 1999; “METHOD AND 
APPARATUS TO DISTRIBUTE INTERRUPTS TO MUL 
TIPLE INTERRUPT HANDLERS IN A DISTRIBUTED 
SYMMETRIC MULTIPROCESSOR SYSTEM”, U.S. 
application Ser. No. 09/436,201, filed on Nov. 8, 1999; 
“METHOD AND APPARATUS TO ELIMINATE FAILED 
SNOOPS OF TRANSACTIONS CAUSED BY BUS TIM 
ING CONFLICTS IN A DISTRIBUTED SYMMETRIC 
MULTIPROCESSOR SYSTEM”, U.S. application Ser. No. 
09/436,203, filed on Nov. 8, 1999; “METHOD AND APPA 
RATUS FOR TRANSACTION PACING TO REDUCE 
DESTRUCTIVE INTERFERENCE BETWEEN SUCCES 
SIVE TRANSACTIONS IN ADISTRIBUTED SYMMET 
RIC MULTIPROCESSOR SYSTEM”, U.S. application Ser. 
No. 09/436,203, filed on Nov. 8, 1999; “METHOD AND 
APPARATUS FOR INCREASED PERFORMANCE OFA 
PARKED DATA BUS IN THE NON-PARKED 
DIRECTION”, U.S. application Ser. No. 09/436,206, filed 
on Nov. 8, 1999; “METHOD AND APPARATUS FOR 
FAIR DATA BUS PARKING PROTOCOL WITHOUT 
DATABUFFER RESERVATIONS AT THE RECEIVER'', 
U.S. application Ser. No. 09/436,202, filed on Nov. 8, 1999; 
“METHOD AND APPARATUS FOR AVOIDING DATA 
BUS GRANT STARVATION IN A NON-FAIR, PRIORI 
TIZED ARBITER FOR A SPLIT BUS SYSTEM WITH 
INDEPENDENT ADDRESS AND DATABUS GRANTS”, 
U.S. application Ser. No. 09/436,200, filed on Nov. 8, 1999; 
“METHOD AND APPARATUS FOR SYNCHRONIZING 
MULTIPLE BUS ARBITERS ON SEPARATE CHIPS TO 
GIVE SIMULTANEOUS GRANTS FOR THE PURPOSE 
OF BREAKING LIVELOCKS, U.S. application Ser. No. 
09/436,192, filed on Nov. 8, 1999; “METHOD AND APPA 
RATUS FORTRANSACTION TAG ASSIGNMENT AND 
MAINTENANCE IN A DISTRIBUTED SYMMETRIC 
MULTIPROCESSOR SYSTEM”, U.S. application Ser. No. 
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09/436,205, filed on Nov. 8, 1999; and “METHOD AND 
APPARATUS FOR DATABUS LATENCY REDUCTION 
USING TRANSFERSIZE PREDICTION FOR SPLITBUS 
DESIGNS”, U.S. application Ser. No. 09/434,764, filed on 
Nov. 4, 1999; all of which are assigned to the same assignee. 

BACKGROUND OF THE INVENTION 

1. Technical Field 

The present invention relates generally to an improved 
data processing System and, in particular, to a method and 
System for improving data throughput within a data pro 
cessing System. Specifically, the present invention relates to 
a method and System for improving performance of Storage 
acceSS and control using cache-coherence. 

2. Description of Related Art 
Traditionally, Symmetric multiprocessors are designed 

around a common System bus on which all processors and 
other devices Such as memory and I/O are connected by 
merely making physical contacts to the wires carrying bus 
Signals. This common bus is the pathway for transferring 
commands and data between devices and also for achieving 
coherence among the System's cache and memory. A Single 
common-bus design remains a popular choice for multipro 
ceSSor connectivity because of the Simplicity of System 
organization. 

This organization also simplifies the task of achieving 
coherence among the System's caches. A command issued 
by a device gets broadcast to all other System devices 
Simultaneously and in the Same clock cycle that the com 
mand is placed on the bus. A bus enforces a fixed ordering 
on all commands placed on it. This order is agreed upon by 
all devices in the system since they all observe the same 
commands. The devices can also agree, without Special 
effort, on the final effect of a Sequence of commands. This 
is a major advantage for a single-bus-based multiprocessor. 
A Single-common-bus design, however, limits the Size of 

the System unless one opts for lower System performance. 
The limits of technology typically allow only a few devices 
to be connected on the bus without compromising the Speed 
at which the bus Switches and, therefore, the speed at which 
the System runs. If more master devices, Such as processors 
and I/O agents, are placed on the bus, the bus must Switch 
at slower speeds, which lowers its available bandwidth. 
Lower bandwidth may increase queuing delays, which result 
in lowering the utilization of processors and lowering the 
System performance. 

Another Serious shortcoming in a Single-buS System is the 
availability of a single data path for transfer of data. This 
further aggravates queuing delays and contributes to lower 
ing of System performance. 
Two broad classes of cache-coherence protocols exist. 

One is bus-based Snooping protocols, wherein all the caches 
in the System connect to a common bus and Snoop on 
transactions issued on the common bus by other caches and 
then take appropriate actions to Stay mutually coherent. The 
other class is directory-based protocols, wherein each 
memory address has a “home” site. Whenever a cache 
accesses that address, a “directory' at the home site is 
updated to Store the cache's identity and the State of the data 
in it. When it is necessary to update the State of the data in 
that cache, the home Site explicitly Sends a message to the 
cache asking it to take appropriate action. 

In terms of implementation and Verification complexity, 
the bus-based Snooping protocol is significantly simpler than 
the directory-based protocol and is the protocol of choice of 
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symmetric multiprocessor (SMP) systems. However, the 
bus-based Snooping protocol is effectively employed in a 
System with only a Small number of processors, usually 2 to 
4. 

Thus, although a single-system-bus design is the current 
design choice of preference for implementing coherence 
protocol, it cannot be employed for a large-way multipro 
ceSSor System. 

Therefore, it would be advantageous to have a large-way, 
distributed, multi-bus, multiprocessor, design using bus 
based cache-coherence protocols. 

SUMMARY OF THE INVENTION 

A distributed System Structure for a large-way, Symmetric 
multiprocessor System using a bus-based cache-coherence 
protocol is provided. The distributed System structure con 
tains an address Switch, multiple memory Subsystems, and 
multiple master devices, either processors, I/O agents, or 
coherent memory adapters, organized into a set of nodes 
Supported by a node controller. The node controller receives 
commands from a master device, communicates with a 
master device as another master device or as a slave device, 
and queues commands received from a master device. Due 
to pin limitations that may be caused by large buses, e.g. 
buses that Support a high number of data pins, the node 
controller may be implemented Such that the functionality 
for its address paths and data paths are implemented in 
physically Separate components, chips, or circuitry, Such as 
a node data controller (NCD) or a node address controller 
(NCA). In this case, commands may be sent from the node 
address controller to the node data controller to control the 
flow of data through a node. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The novel features believed characteristic of the invention 
are set forth in the appended claims. The invention itself, 
however, as well as a preferred mode of use, further objec 
tives and advantages thereof, will best be understood by 
reference to the following detailed description of an illus 
trative embodiment when read in conjunction with the 
accompanying drawings, wherein: 

FIG. 1 is a block diagram depicting the basic structure of 
a conventional multiprocessor computer System; 

FIG. 2 is a block diagram depicting a typical architecture; 
FIG. 3 is a block diagram depicting an multiprocessor 

computer System with three processing units, 
FIG. 4 is a block diagram depicting a distributed System 

Structure for a distributed multiprocessor System with Sup 
porting bus-based cache-coherence protocol from the per 
Spective of address paths within the multiprocessor System; 

FIG. 5 is a block diagram depicting a distributed system 
Structure for a distributed multiprocessor System with Sup 
porting bus-based cache-coherence protocol from the per 
Spective of data paths within the multiprocessor System; 

FIG. 6 is a block diagram depicting the address paths 
internal to a node controller; 

FIG. 7 is a diagram depicting the internal address paths of 
an address Switch connecting node controllers and memory 
Subsystems, 

FIG. 8 is a diagram depicting a memory Subsystem 
connected to the address Switch of the distributed system of 
the present invention; 

FIGS. 9A-9B are block diagrams depicting the data paths 
internal to a node controller; 
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FIGS. 10A-10B are block diagrams depicting the system 

Structure for determining bus response Signals for a distrib 
uted System structure, 

FIGS. 10C-10D are block diagrams depicting the com 
ponents whose signals participate in the local and global 
cycles, 

FIG. 11 is a block diagram depicting Separated data and 
address/control functionality for a single node in a multin 
ode System Structure for a distributed, multi-bus, multipro 
ceSSor System; and 

FIGS. 12A-12B are tables showing an encoding scheme 
for data routing commands Sent from an node address 
controller (NCA) to a node data controller (NCD). 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT 

With reference now to FIG. 1, the basic structure of a 
conventional multiprocessor computer System 110 is 
depicted. Computer System 110 has Several processing units 
112a, 112b, and 112c which are connected to various periph 
eral devices, including input/output (I/O) agents 114, which 
accept data from and provide data to a monitor adapter 102 
and display monitor 105, keyboard adapter 104 and key 
board 107, and disk adapter 103 and permanent storage 
device 106, memory device 116 (such as dynamic random 
access memory or DRAM) that is used by the processing 
units to carry out program instructions, and firmware 118 
whose primary purpose is to Seek out and load an operating 
System from one of the peripherals (usually the permanent 
memory device) whenever the computer is first turned on. 
Processing units 112a-112c communicate with the periph 
eral devices by various means, including a bus 120. Com 
puter System 110 may have many additional components 
which are not shown, Such as Serial and parallel ports for 
connection to peripheral devices, Such as modems or print 
ers. Those skilled in the art will further appreciate that there 
are other components that might be used in conjunction with 
those shown in the block diagram of FIG. 1; for example, a 
display adapter might be used to control a video display 
monitor, a memory controller can be used to acceSS memory 
116, etc. In addition, computer system 110 may be config 
ured with more or fewer processors. 

In a symmetric multiprocessor (SMP) computer, all of the 
processing units 112a-112c are generally identical; that is, 
they all use a common Set or Subset of instructions and 
protocols to operate and generally have the same architec 
ture. 

With reference now to FIG. 2, a typical organization is 
depicted. A processing unit 112 includes a processor 122 
having a plurality of registers and execution units, which 
carry out program instructions in order to operate the 
computer. The processor can also have caches, Such as an 
instruction cache 124 and a data cache 126. These caches are 
referred to as "on-board' when they are integrally packaged 
with the processor's registers and execution units. Caches 
are commonly used to temporarily Store values that might be 
repeatedly accessed by a processor, in order to Speed up 
processing by avoiding the longer Step of loading the values 
from memory, such as memory 116 shown in FIG. 1. 

Processing unit 112 can include additional caches, Such as 
cache 128. Cache 128 is referred to as a level 2 (L2) cache 
since it supports the on-board (level 1) caches 124 and 126. 
In other words, cache 128 acts as an intermediary between 
memory 116 and the on-board caches, and can Store a much 
larger amount of information (instructions and data) than the 
on-board caches, although at a longer access penalty. For 
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example, cache 128 may be a chip having a Storage capacity 
of 256 or 512 kilobytes, while the processor 112 may be an 
IBM PowerPCTM 604-series processor having on-board 
caches with 64 kilobytes of total storage. Cache 128 is 
connected to bus 120, and all loading of information from 
memory 116 into processor 112 must come through cache 
128. Although FIG. 2 depicts only a two-level cache 
hierarchy, multi-level cache hierarchies can be provided 
where there are many levels of Serially connected caches. 

In an SMP computer, it is important to provide a coherent 
memory System, that is, to cause writes to each individual 
memory location to be serialized in Some order for all 
processors. For example, assume a location in memory is 
modified by a Sequence of writes to take on the values 1, 2, 
3, 4. In a cache-coherent System, all processors will observe 
the writes to a given location to take place in the order 
shown. However, it is possible for a processing element to 
miss a write to the memory location. A given processing 
element reading the memory location could see the Sequence 
1, 3, 4, missing the update to the value 2. A System that 
ensures that each processor obtains valid data order is said 
to be “coherent.” It is important to note that virtually all 
coherency protocols operate only to the granularity of the 
Size of a cache block. That is to Say, the coherency protocol 
controls the movement of the write permissions for data on 
a cache block basis and not separately for each individual 
memory location. 

There are a number of protocols and techniques for 
achieving cache coherence that are known to those skilled in 
the art. At the heart of all these mechanisms for maintaining 
coherency is the requirement that the protocols allow only 
one processor to have a “permission' that allows a write to 
a given memory location (cache block) at any given point in 
time. As a consequence of this requirement, whenever a 
processing element attempts to write to a memory location, 
it must first inform all other processing elements of its desire 
to write the location and receive permission from all other 
processing elements to perform the write command. The key 
issue is that all other processors in the System must be 
informed of the write command by the initiating processor 
before the write occurs. To further illustrate how cache 
coherence is implemented in multi-level hierarchies, con 
sider FIG. 3. 

With reference now to FIG. 3, an multiprocessor com 
puter System is depicted with three processing units (140, 
141, 142) consisting of processors (140a, 141a, 142a) each 
having an L1 cache (140b, 141b, 142b), and L2 cache (140c, 
141c, 142c), and finally, an L3 cache (140d, 141d, 142d). In 
this hierarchy, each lower-level cache (i.e., an L3 cache is 
“lower” than an L2) is typically larger in size and has a 
longer access time than the next higher-level cache. 
Furthermore, it is common, although not absolutely 
required, that the lower-level caches contain copies of all 
blockS present in the higher-level caches. For example, if a 
block is present in the L2 cache of a given processing unit, 
that implies the L3 cache for that processing unit also has a 
(potentially stale) copy of the block. Furthermore, if a block 
is present in the L1 cache of a given processing unit, it is also 
present in the L2 and L3 caches of that processing unit. This 
property is known as inclusion and is well-known to those 
skilled in the art. Henceforth, unless otherwise stated, it is 
assumed that the principle of inclusion applies to the cache 
related to the present invention. 
To implement cache coherency in a System Such as is 

shown in FIG. 3, the processors communicate over a com 
mon generalized interconnect (143). The processors pass 
messages over the interconnect indicating their desire to 
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read or write memory locations. When an operation is placed 
on the interconnect, all of the other processors “Snoop' this 
operation and decide if the State of their caches can allow the 
requested operation to proceed and, if So, under what 
conditions. This communication is necessary because, in 
Systems with caches, the most recent valid copy of a given 
block of memory may have moved from the System memory 
144 to one or more of the caches in the System. If a processor 
(say 140a) attempts to access a memory location not present 
within its cache hierarchy (140b, 140c and 140d), the correct 
version of the block, which contains the actual value for the 
memory location, may either be in the System memory 144 
or in one of the caches in processing units 141 and 142. If 
the correct version is in one of the other caches in the 
System, it is necessary to obtain the correct value from the 
cache in the System instead of System memory. 

For example, consider a processor, Say 140a, attempting 
to read a location in memory. It first polls its own L1 cache 
(140b). If the block is not present in the L1 cache (140b), the 
request is forwarded to the L2 cache (140c). If the block is 
not present in the L2 cache, the request is forwarded on to 
the L3 cache (140d). If the block is not present in the L3 
cache (140d), the request is then presented on the general 
ized interconnect (143) to be serviced. Once an operation 
has been placed on the generalized interconnect, all other 
processing units "Snoop' the operation and determine if the 
block is present in their caches. If a given processing unit, 
Say 142, has the block of data requested by processing unit 
140 in its L1 cache (142a), and the data is modified, by the 
principle of inclusion, the L2 cache (142c) and the L3 cache 
(142d) also have copies of the block. Therefore, when the L3 
cache (142d) of processing unit 142 Snoops the read 
operation, it will determine that the block requested is 
present and modified in the L3 cache (142d). When this 
occurs, the L3 cache (142d) may place a message on the 
generalized interconnect informing processing unit 140 that 
it must “retry its operation again at a later time because the 
most recently updated value of the memory location for the 
read operation is in the L3 cache (142d), which is outside of 
main memory 144, and actions must be taken to make it 
available to Service the read request of processing unit 140. 
The L3 cache (142d) may begin a process to push the 

modified data from the L3 cache to main memory 144. The 
most recently updated value for the memory location has 
then been made available to the other processors. 

Alternatively, in a process called “intervention,” the L3 
cache (142d) may send the most recently updated value for 
the memory location directly to processing unit 140, which 
requested it. The L3 cache may then begin a process to push 
the modified data from the L3 cache to main memory. 
Processing unit 140, specifically its L3 cache (140d), even 
tually represents the read request on the generalized inter 
connect. At this point, however, the modified data has been 
retrieved from the L1 cache of processing unit 142 and the 
read request from processor 140 will be satisfied. The 
Scenario just described is commonly referred to as a "Snoop 
push.” A read request is Snooped on the generalized inter 
connect which causes processing unit 142 to “push’ the 
block to the bottom of the hierarchy to satisfy the read 
request made by processing unit 140. 
The key point to note is that, when a processor wishes to 

read or write a block, it must communicate that desire with 
the other processing units in the System in order to maintain 
cache coherence. To achieve this, the cache-coherence pro 
tocol associates, with each block in each level of the cache 
hierarchy, a Status indicator indicating the current “state' of 
the block. The state information is used to allow certain 
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optimizations in the coherency protocol that reduce message 
traffic on generalized interconnect 143 and inter-cache con 
nections 140x, 140y, 141.x, 141y, 142.x, 142y. As one 
example of this mechanism, when a processing unit executes 
a read, it receives a message indicating whether or not the 
read must be retried later. If the read operation is not retried, 
the message usually also includes information allowing the 
processing unit to determine if any other processing unit also 
has a still active copy of the block (this is accomplished by 
having the other lowest-level caches give a “shared” or “not 
shared’ indication for any read they do not retry). 

In this manner, a processing unit can determine whether 
any other processor in the System has a copy of the block. 
If no other processing unit has an active copy of the block, 
the reading processing unit marks the State of the block,as 
“exclusive.” If a block is marked exclusive, it is permissible 
to allow the processing unit to later write the block without 
first communicating with other processing units in the 
System because no other processing unit has a copy of the 
block. Therefore, in general, it is possible for a processor to 
read or write a location without first communicating this 
intention onto the interconnection. However, this only 
occurs in cases where the coherency protocol has ensured 
that no other processor has an interest in the block. Several 
details of the exact workings of a multi-level cache coher 
ence protocol have been omitted in this discussion to Sim 
plify it. However, the essential aspects that bear on the 
invention have been described. Those aspects that bear on 
the invention have been described. Those aspects not 
described are well-known to those skilled in the art. 

Another aspect of multi-level cache Structures relevant to 
the invention are the operations known as deallocations. The 
blocks in any cache are divided into groups of blocks called 
“sets”. A set is the collection of blocks in which a given 
memory block can reside. For any given memory block, 
there is a unique Set in the cache that the block can be 
mapped into, according to preset mapping functions. The 
number of blocks in a Set is referred to as the associativity 
of the cache (e.g., 2-way set associative means that, for any 
given memory block, there are two blocks in the cache that 
the memory block can be mapped into). However, several 
different blocks in main memory can be mapped to any 
given Set. 
When all of the blocks in a set for a given cache are full 

and that cache receives a request, whether a read or write, to 
a memory location that maps into the full Set, the cache must 
“deallocate” one of the blocks currently in the set. The cache 
chooses a block to be evicted by one of a number of means 
known to those skilled in the art (least recently used (LRU), 
random, pseudo-LRU, etc.). If the data in the chosen block 
is modified, that data is written to the next lowest level in the 
memory hierarchy, which may be another cache (in the case 
of the L1 or L2 cache) or main memory (in the case of an 
L3 cache). Note that, by the principle of inclusion, the lower 
level of the hierarchy will already have a block available to 
hold the written modified data. However, if the data in the 
chosen block is not modified, the block is simply abandoned 
and not written to the next lowest level in the hierarchy. This 
process of removing a block from one level of the hierarchy 
is known as an “eviction.” At the end of this process, the 
cache no longer holds a copy of the evicted block and no 
longer actively participates in the coherency protocol for the 
evicted block because, when the cache Snoops an operation 
(either on generalized interconnect 143 or inter-cache con 
nections 140x, 141.x, 142x, 140y, 141y, 142y), the block will 
not be found in the cache. 

The present invention is able to connect together a large 
number of devices in a distributed, multi-bus, multiproces 
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Sor System and overcome the limitations of a single-bus 
based design. Although the following description describes 
the invention with respect to the 6XX bus architecture, the 
present invention is not intended to be limited to a particular 
buS architecture as the System presented below can be 
applied to other bus architectures. 

System Address Path Topology 
With reference now to FIG. 4, a block diagram depicts a 

distributed System Structure for a multiprocessor System 
with Supporting bus-based cache-coherence protocol from 
the perspective of address paths within the multiprocessor 
System. FIG. 4 displays a number of master devices that can 
initiate a command, Such as a memory transaction. These 
master devices, Such as processors, I/O agents, and coherent 
memory adapters, are distributed in clusters among a num 
ber of N groups called nodes. Each node is headed by a node 
controller into which its masters connect. 

FIG. 4 shows nodes 410 and 420, which contain group 
ings of System elements. The number of nodes may vary 
based on the configuration of the system. Node 410, also 
labeled as Nodeo, contains processors 411 and 412, also 
labeled as Processor P and Processor P, which are the 
masters for Node 410. Each node controller has multiple 
Standard bidirectional processor address-data buses over 
which masters are connected into the distributed System. 
Processors 411 and 412 connect to node controller 415, also 
labeled as Node Controller NC, via buses 413 and 414, also 
labeled as PoBus and P Bus, respectively. Node 420, also 
labeled as Node , contains processor 421 and I/O agent 
422, which are the masters for Node 420. Processor 421 and 
I/O device 422 connect to node controller 425, also labeled 
as Node Controller NC via buses 423 and 424, respec 
tively. The number of masters per node may vary depending 
upon the configuration of the System, and the number of 
masters at each node is not required to be uniform acroSS all 
of the nodes in the System. 
The node controller constitutes the physical interface 

between a master and the rest of the System, and each node 
controller in the System contains all of the necessary logic to 
arbitrate for individual processor buses and to communicate 
with its local masters as another master or as a Slave, i.e. a 
device that accepts master commands and executes them but 
does not generate master commands. A processor Sends a 
command into the System via its local node controller. 
Although FIG. 4 shows one master per port, multiple 
masters per port are possible given an appropriate arbitration 
Scheme on the bus of that port. For example, processor 411 
could be one of many processors connected to buS 413. 
However, if more processors are connected to a single port, 
then their address bus will perform more slowly in terms of 
bus cycle time. 

Alternatively, one of the masters of Node 420 may include 
a coherent memory adapter that provides communication 
with another data processing System that maintains cache 
coherence. The coherent memory adapter may be proximate 
or remote and may occupy a port of a node controller to Send 
and receive memory transactions in order to behave as a 
master/slave device in a manner Similar to an I/O agent. AS 
one example, another node controller from another data 
processing System may also be connected to the coherent 
memory adapter So that data processing Systems that employ 
the present invention may be chained together. 
Node controllers 415 and 425 are connected to a device 

called an address Switch (ASX) via pairs of unidirectional 
address-only buses. Buses 416 and 417, also labeled AOut 
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and AIno, respectively, connect node controller 415 to 
address Switch 430. Buses 426 and 427, also labeled 
AOut and AIn , respectively, connect node controller 
425 to address Switch 430. As shown, buses AOut carry 
addresses from the node controllers to the address Switch, 
and buses AIn carry addresses from the address Switch to 
the node controllers. 

Address Switch 430 has additional unidirectional address 
bus connections 431 and 432, also labeled as AIn and 
AIn(ws, to memory controllers or memory Subsystems 
442 and 444, also labeled as memory subsystem MSc and 
MSs. The memory controllers are assumed to be slave 
devices and have no ability to issue commands into the 
distributed system. The number of memory Subsystems may 
vary depending upon the configuration of the System. 

System Data Path Topology 
With reference now to FIG. 5, a block diagram depicts a 

distributed System structure for a distributed multiprocessor 
System with Supporting bus-based cache-coherence protocol 
from the perspective of data paths within the multiprocessor 
system. In a manner similar to FIG. 4, FIG. 5 displays a 
number of master devices. These master devices are distrib 
uted in clusters among a number of N groups called nodes. 
Each node is headed by a node controller into which its 
masters connect. FIG. 5 shows nodes 510 and 520 contain 
ing processors 511 and 512. Processors 511 and 512 connect 
to node controller 515 via buses 513 and 514. Node 520, also 
labeled as Node , contains processor 521 and I/O device 
522 that connect to node controller 525, also labeled as Node 
Controller NC via buses 523 and 524, respectively. 
The node controllers shown in FIG. 4 and FIG. 5 could be 

physically the same System component but are described 
from different perspectives to show different functionality 
performed by the node controllers. Whereas FIG. 4 shows 
address paths within the multiprocessor system, FIG. 5 
shows the data paths within the multiprocessor System. 
Alternatively, in a preferred embodiment, the address paths 
and data paths may be implemented with Supporting func 
tionality in physically Separate components, chips, or 
circuitry, Such as a node data controller or a node address 
controller. The choice of implementing a node controller 
with Separate or combined data and address functionality 
may depend upon parameters of other System components. 
For example, if the sizes of the buses supported within the 
System are Small enough, both address and data functionality 
may be placed within a single node controller component. 
However, if the buses Support a high number of data pins, 
then pin limitations may physically require the address and 
data functionality to be placed within Separate node con 
troller components. 

Alternatively, a separate node data controller may be 
further Separated into multiple node data controllers per 
node So that each node data controller provides Support for 
a portion of the node's data path. In this manner, the node's 
data path is sliced acroSS more than one node data controller. 

In FIG. 5, each node controller is shown connected to a 
plurality of memory controllers, Such as memory Sub 
Systems MSo and MSs. Although each node controller is 
shown to connect to each memory controller via an inde 
pendent data bus, multiple nodes and/or multiple memory 
controllers may be connected on the same data bus if an 
appropriate arbitration mechanism is included. AS with 
connecting a plurality of master devices to a Single node 
controller via a Single bus, the Switching rate will be a 
function of the number of devices connected to the bus. 
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Node controller 515 connects to memory subsystem 542 via 
data bus 516, and to memory Subsystem 544 via bus 517, 
also labeled as NoDo and NoDs respectively. Node con 
troller 525 connects to memory subsystem 544 via data bus 
527, and to memory subsystem 542 via data bus 526, also 
labeled as Ny and Ny Do, respectively. 

Instead of a single data bus that transferS data belonging 
to all of the masters, there are multiple data buses, each of 
which carries only a small portion of the data traffic that 
would be carried if the masters were connected to a single 
bus. In So doing, the component interfaces may be clocked 
faster than would be possible with a single bus. This 
configuration permits the allocation of more data bus band 
width per master than would be possible on a Single bus, 
leading to lower queueing delayS. 

Node Controller Internal Address Paths 

With reference now to FIG. 6, a block diagram depicts the 
address paths internal to a node controller. Node controller 
600, also labeled NC, is similar to node controllers 415 and 
425 in FIG. 4 or node controllers 515 and 525 in FIG. 5. 
Individual ports of node controller 600 have their own 
queues to buffer commands from masters as the commands 
enter the node controller. A command may incur non 
deterministic delay while waiting in these buffers for pro 
gressive Selection toward the address Switch. 
Node controller 600 has bidirectional buses 601-604 that 

connect to master devices. Buses 601-604 connect to input 
boundary latches 609-612 and output boundary latches 
613-616 via bus transceivers 605–608. Input boundary 
latches 609-612 feed buffers 617-620 that hold the com 
mands from the master devices. A command from a master 
device may consist of a transaction tag, transaction type, 
target or Source address, and other possible related informa 
tion. Buffers 617-620 may hold all information related to a 
command, if necessary, or may alternatively hold only the 
information necessary for the functioning of the address path 
within the node controller. The information held by the input 
bufferS may vary depending on alternative configurations of 
a node controller. Buffers 617-620 feed control unit/ 
multiplexer 621 that Selects one command at a time to Send 
to the address Switch via latch 622, transmitter 623, and bus 
624, also labeled AOut. 
Node controller 600 receives commands from masters via 

buses 601-604 for eventual transmittal through boundary 
latch 622 and transmitter 623 to the address Switch via bus 
624, also labeled bus AOut. In a corresponding manner, 
node controller 600 accepts commands from the address 
Switch via bus 625, also labeled bus AIn, and receiver 626 
for capture in boundary latch 627, also labeled as FROM 
ASX BL. These commands follow an address path through 
a fixed number of latches that have a fixed delay, Such as 
intermediate latch 628 and output boundary latches 
613-616, before reaching buses 601-604. In addition, com 
mands to master devices also pass through a multiplexer per 
port, such as control units/multiplexers 629-632, that also 
have a fixed delay. In this manner, commands arriving via 
bus 625 traverse a path with a fixed delay of a deterministic 
number of cycles along the path. In other words, a fixed 
period of time occurs between the point when a command 
reaches latch FROM ASX BL to the point at which each 
master device, Such as a set of processors connected to the 
node controller, is presented with the arriving command. 
The arbiters for the ports connected to the masters are 

designed to give highest priority to the node controllers 
driving the port buses. If a master makes a request to drive 
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a bus at the Same time that the node controller expects to 
drive it, the node controller is given highest priority. In a 
preferred embodiment, to assist with this arbitration 
Scenario, a signal called "Snoop Valid’ (not shown) is 
asserted by the address Switch ahead of the command being 
sent by the address Switch. This allows the arbitration for the 
bus accesses between a node controller and its masters to be 
completed early enough to ensure that a command arriving 
from the address Switch via the AIn bus does not stall for 
even one cycle while inside the node controller. This guar 
antees that the time period for the fixed number of latches 
along the AIn-to-P-BuS paths actually resolve to a deter 
ministic number of cycles. 

Control logic unit 633 is also presented with the incoming 
command latched into the FROM ASX BL latch for 
appropriate determination of control Signals to other units or 
components within node controller 600. For example, con 
trol logic unit 633 communicates with buffers 617-620 via 
control signals 634, control unit/multiplexer 621 via control 
signals 636, and control units/multiplexers 629-632 via 
control Signals 635 to Select commands, resolve collisions, 
and modify fields of commands, including a command's 
type if necessary, in order to ensure the continuous flow of 
commands within node controller 600. Control logic unit 
633 also receives other control signals 637, as appropriate. 

Address Switch Internal Address Paths 

With reference now to FIG. 7, a diagram depicts the 
internal address paths of an address Switch connecting node 
controllers and memory subsystems. Address Switch 700 
connects a Set of four node controllers and two memory 
subsystems. Commands arrive at first-in first-out (FIFO) 
queues 721-724 from buses 701-704, also labeled AOut 
AOut, via receivers 709–712 and input boundary latches 
713–716. These commands may reside within a FIFO before 
being selected by control unit/multiplexer 725. A command 
may experience a finite but non-deterministic number of 
cycles of delays while sitting in the FIFO. Control logic unit 
726 may communicate with control unit/multiplexer 725 
and FIFOs 721-724 in order to determine the selection of 
incoming commands. Control logic unit 726 also receives 
other control Signals 733, as appropriate., 

Control unit/multiplexer 725 selects one command-at a 
time to be broadcast to the node controllers and memory 
Subsystems over paths that are deterministic in terms of the 
number of cycles of delay. In the example shown in FIG. 7, 
commands are Sent to the memory Subsystems via unidirec 
tional buses 731 and 732, also labeled as buses AIn and 
AIns, through output boundary latches 727 and 728 and 
transmitters 729 and 730. Commands are sent to node 
controllers via unidirectional buses 705–708, also labeled as 
buses AIno-AIn through output boundary latches 717-720 
and transmitters 741-744. In this example, there is only a 
Single cycle of delay at the output boundary latches 
717-720, 727, and 728. 
From the descriptions above for FIGS. 4–7, it may be 

understood that a transaction is issued by a master device via 
its bus and port to its node controller. The node controller 
will provide Some type of immediate response to the master 
device via the bus and may queue the transaction for 
Subsequent issuance to the rest of the System. Once the 
transaction is issued to the rest of the System, the address 
Switch ensures that the transaction can be broadcast to the 
rest of the System with a known propagation delay So that the 
other devices may Snoop the transaction. 

According to the distributed System Structure of the 
present invention, each of the devices within the System 
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would be able to see the transaction in the same cycle and 
provide a coherence response within the same cycle. The 
address Switch is able to broadcast a transaction to all node 
controllers, including the node controller of the node con 
taining the device that issued the transaction. Appropriate 
logic is embedded within each node controller So that a node 
controller may determine whether the incoming transaction 
being Snooped was originally issued by a device on one of 
its ports. If So, then the node controller ensures that the bus 
on the port that issued the transaction is not Snooped with a 
transaction that was received from that port. Otherwise, the 
device may get “confused by being Snooped with its own 
transaction. If the device were to receive a Snoop of its own 
transaction, then the device may issue a response indicating 
a collision with its original transaction. If that were the case, 
Since the original transaction is actually the transaction that 
is being Snooped, then the “collision” would never be 
resolved, and the transaction would never complete. 
More details of the manner in which the transactions are 

issued and completed are provided below. 

Memory Subsystem Internal Address Paths 
With reference now to FIG. 8, a diagram depicts a 

memory Subsystem connected to the address Switch of the 
distributed system of the present invention. FIG. 8 shows 
memory Subsystem 800, also labeled memory subsystem 
MS. Memory controller 801 within memory subsystem 800 
receives a command from the address Switch via unidirec 
tional bus 802, also labeled as bus AIn through a number 
of latches FD 803, which is merely a fixed delay pipe. In this 
manner, a command Sent by the address Switch experiences 
a fixed number of cycles of delay before the command is 
made available to the memory controller. 
AS shown previously, a command arriving at a node 

controller via bus AIn traverses a deterministic delay path 
from its capture in the FROM ASX BL latch to its pre 
Sentation to a master device. In a similar manner, a command 
traverses a deterministic delay path from the control unit/ 
multiplexer within the address Switch to the fixed delay pipe 
within the memory subsystem. If the delay of the latches FD 
803 within the memory Subsystem is adjusted to the appro 
priate value, it can be ensured that the memory controller is 
presented with a command at the same time that the masters 
connected to the ports of the node controllers are presented 
with the same command. Hence, there is a deterministic 
number of cycles between the point at which the control 
unit/multiplexer within the address Switch broadcasts a 
transaction and the point at which the masters and memory 
controllerS receive the command. 

Since only a Small number of masters are connected to 
each port of a node controller, the Speed at which each bus 
is connected to these ports may be operated is independent 
of the total number of ports in the system. For example, if 
a single master is connected to each port, its buS can be run 
in point-to-point mode at the best possible Speed. Hence, the 
distributed Structure of the present invention is able to Scale 
well-understood and easier-to-verify bus-based cache 
coherent protocols for multiprocessors to enhance the band 
width of the system. 

Node Controller Internal Data Paths 

With reference now to FIGS. 9A-9B block diagrams 
depict the data paths internal to a node controller. Node 
controller 900, also labeled NC, is similar to node control 
lers 415 and 425 in FIG. 4 or node controllers 515 and 525 
in FIG. 5. Individual ports of node controller 900 have their 
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own queues to buffer data from masters as data enters the 
node controller. Data may incur non-deterministic delay 
while waiting in these buffers for progressive movement 
toward destinations. 
Node controller 900 has bidirectional buses 901–904, also 

labeled P-Bus, that connect to master devices. Buses 
901–904 connect to input boundary latches 909–912 and 
output boundary latches 913–916 via bus transceivers 
905–908. Input boundary latches 909–912 feed data buffers 
917-920 that hold the data from the master devices. 

Incoming data from one of the node controller's ports 
may be directed to a memory Subsystem or another cache. In 
the example shown in FIGS. 9A-9B, which continues the 
example shown in FIG. 6, incoming data from one of the 
node controller's ports may be directed to one of four 
locations: memory Subsystem MSo, memory Subsystem 
MSs, a cache-to-cache FIFO (FIFO C2C) for forwarding 
data within the node, or a prefetch engine for prefetch data 
words. With the FIFO C2C mechanism, each node is able to 
transfer data from one of its ports to another port, thereby 
allowing the transfer of data from one master to another. 
Buffers 917-920 feed multiplexers 925–927 and 941 that 
Select a data Source for forwarding data. Control logic unit 
939 provides control signals for multiplexer 925 to select 
data to be sent to memory subsystem MS and for multi 
plexer 926 to select data to be sent to memory subsystem 
MSs. Node controller 900 sends data from multiplexers 
925 and 926 through boundary latches 931 and 933 and 
transceivers 935 and 936 to memory subsystem MSc and 
memory Subsystem MSs via bidirectional buses 937 and 
938, also labeled NDo and NDs. Control logic unit 939 
provides control signals for multiplexer 927 to select data to 
be forwarded within the node. Data is then queued into FIFO 
928. Control logic unit 939 also provides control signals for 
multiplexer 941 to select data to be prefetched. Prefetch 
engine 942 then generates prefetch requests for the Selected 
data. 

In a corresponding manner, node controller 900 accepts 
data through transceivers 935 and 936 and boundary latches 
932 and 934 from memory Subsystem MSc and memory 
subsystem MS via bidirectional buses 937 and 938. Data 
is then queued into appropriate FIFOs 929 and 930. Data 
from FIFOs 928-930 pass through a multiplexer per port, 
such as control units/multiplexers 921-924. Data from 
FIFOs 929–930 pass through multiplexer 942 for controlling 
and correlating prefetch requests. Control logic unit 939 
provides control signals for multiplexers 921-924 to select 
data to be sent to the master devices. Control logic unit 939 
also receives other control Signals 940, as appropriate. 
Hence, the node controller has arbitration logic for data 
buses and is Self-sufficient in terms of controlling the data 
transfers with parallelism. In this manner, the distributed 
System Structure of the present invention is able to improve 
System data throughput. 

Response Combination Block (RCB) 
With reference now to FIGS. 10A-10B, block diagrams 

depict the System Structure for determining bus response 
Signals for a distributed System Structure Similar to that 
shown in FIG. 4 and FIG. 5. FIG. 10A and FIG. 10B show 
the connectivities of devices in the distributed System struc 
ture of the present invention with a control logic block for 
combining bus signals (responses) AStat and AResp, respec 
tively. For the Sake of clarity, the AStat signals and the 
AResp Signals have been shown Separately. It should again 
be noted that I/O agents may act as master devices connected 
to the ports of the node controllers shown in FIG. 10A and 
FIG 10B. 
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As shown in FIG. 10A, processors 1001-1004, also 

labeled P, have unidirectional AStatOut Signals 
1005–1008, also labeled PNAStOut, and AStatin signals 
1009-1012, also labeled PNAStIn, connecting the pro 
cessors to Response Combination Block (RCB) 1000. The 
slave devices, such as memory subsystems 1005 and 1006, 
also labeled MS, connect to the RCB with AStatOut signals 
1013 and 1014, also labeled M AStOut, and with AStatin 
signals 1015 and 1016, also labeled M AStIn. Node con 
trollers 1017 and 1018, also labeled NC, also connect to the 
RCB via a similar set of per port unidirectional AStatOut 
signals 1019-1022, also labeled NPAStOut, and AStatin 
signals 1023-1026, also labeled NPAStIn. Address Switch 
1027, also labeled ASX, participates in determining the 
proper logic for System processing of a transaction by 
Supplying broadcast Signal 1028 and transaction Source ID 
1029, which is-an encoding of a node identifier together with 
a port identifier within the node through which a master 
device issued a transaction to the System. 
As shown in FIG. 10B, processors 1001-1004 have 

unidirectional ARespOut signals 1055-1058, also labeled 
PNAReOut, and ARespIn signals 1059-1062, also labeled 
PNAReIn, connecting the processors to RCB 1000. 
Memory subsystems 1005 and 1006 connect to the RCB 
with ARespIn signals 1065 and 1066, also labeled 
M AReIn. Memory subsystems 1005 and 1006 do not 
connect with ARespOut lines, which are not driven by these 
slave devices. Node controllers 1017 and 1018 also connect 
to the RCB via a similar set of per port unidirectional 
ARespOut signals 1069-1072, also labeled NPAReOut, 
and ARespIn signals 1073-1076, also labeled NPAReIn. 
Again, address Switch 1027 participates in determining the 
proper logic of a transaction by Supplying broadcast Signal 
1028 and transaction port ID 1029. 
As is apparent from FIGS. 10A-10B, a set of AStatin/ 

AStatOut Signals and ARespIn/ARespOut Signals to/from a 
master device is paired with a similar set of AStatin/ 
AStatOut signals and ARespIn/ARespOut signals to/from its 
node controller. This pairing is done on a per port basis. AS 
discussed above, each port in the example is shown with a 
Single master device connected to each port. However, if 
more than one master device were connected per port, then 
the pairs of AStatin/AStatOut signals and ARespIn/ 
ARespOut Signals are used by the Set of master devices 
connected to the bus on that port as in a Standard Single buS 
configuration. 

In the preferred embodiment, RCB combines the 
AStatOuts and ARespOuts from various source devices and 
produces AStatin and ARespIn signals per the 6XX bus 
specification, as described in IBM Server Group Power PC 
MP System Bus Description, Version 5.3, herein incorpo 
rated by reference. The RCB receives the AStatOuts and 
ARespOutS Signals and returns AStatins and ARespIns, 
respectively. Not all of the devices receive the same 
responses for a particular transaction. The Signals received 
by each device are determined on a per cycle basis as 
described in more detail further below. 

Local/Global Cycles 
During any given System cycle, a master device at a port 

may be issuing a transaction over its port's bus for receipt by 
its node controller or the node controller may be presenting 
the master device with a transaction forwarded by the 
address Switch in order to Snoop the transaction. When the 
master device is issuing a transaction, the cycle is labeled 
“local,” and when the node controller is presenting a 
transaction, the cycle is labeled "global.” 
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AS described above, the address Switch broadcasts one 
transaction at a time to all of the node controllers, and there 
is a fixed delay between the time the address Switch issues 
Such a transaction and the time it appears at the ports of each 
node controller. Under this regime, after a node controller 
has received a broadcast transaction from the address Switch 
and then, a predetermined number of cycles later, is pre 
Senting the transaction to the devices on the buses of the 
ports of the node controller during a cycle, all node con 
trollers are performing the Same action on all of their ports 
during the same cycle, except for one exception, as. . 
explained below. Thus, when there is a global cycle being 
executed on the bus of one of the ports, global cycles are 
being executed on all the ports in the System. All remaining 
cycles are local cycles. 

During local cycles, activity at a port is not correlated 
with activity at other ports within the System. Depending on 
whether or not a device needed to issue a transaction, the 
local cycle would be occupied or would be idle. Hence, a 
global cycle occurs when a transaction is being Snooped by 
all the devices in the System, and only a local cycle may be 
used by a device to issue a transaction. 

Operation of RCB During Local Vs Global Cycles 
Given that the entire system's cycles are “colored” as 

either local or global, the response generation, the response 
combination, and the response reception cycles, which occur 
after a fixed number of cycles Subsequent to the issuance of 
a transaction, are similarly labeled local response windows 
or global response windows. For this reason, the RCB’s 
response combination function is correspondingly consid 
ered to be in either local or global mode during a given 
cycle. During local cycles, the RCB combines responses on 
a per port basis. That is, the RCB combines the response of 
a port and the response that the node controller produces 
corresponding to that port. During global cycles, the RCB 
combines responses from all the ports and node controllers 
in the System (again, except for one port, as explained 
below). 

To achieve proper Switching between local and global 
combination modes, the RCB is provided with a signal 
indicating the broadcast of a transaction by the address 
Switch to the node controllers, shown as broadcast Signal 
1028 in FIG. 10A, as well as the transaction source ID signal 
1029. Configuration information stored in the RCB indicates 
the exact cycle in which the combination of responses is to 
be performed for the broadcast transaction after the arrival 
of the broadcast transaction Signal. In this manner, for each 
global cycle, the RCB is orchestrated to combine responses 
from appropriate Sources. 

Primary Vs Secondary Local Cycles 
A processor may issue a transaction only during local 

cycles. For certain types of transactions, the processor issues 
the transaction only once. For certain other types of 
transactions, the processor might be required to issue the 
transaction multiple times. The processor is directed by its 
node controller, in conjunction with the RCB, through the 
use of the AStatin/AStatOut signals and the ARespIn/ 
ARespOut Signals as to the actions that should be performed. 

The local cycles in which a processor issues transactions 
for the first time are labeled “primary local cycles” whereas 
all other local cycles are labeled “Secondary local cycles'. In 
the 6XX bus architecture, a Secondary transaction is marked 
by the “R” bit being set to “1”. In other words, its response 
related cycles get labeled primary or Secondary in the proper 
manner corresponding to the transaction issuance. 
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Achievement of Coherence by Snooping in a 
Temporally and Spatially Distributed Manner 

From the foregoing description, it should be obvious that 
processors and devices See transactions from other proces 
Sors and devices during cycles different than the cycle in 
which are issued to the System. This is unlike the situation 
with a Snooping protocol in a single buS environment in 
which all the devices in the System observe a transaction at 
the same time that it is issued and Simultaneously produce a 
coherence response for it and in which the originator of the 
transaction receives the response at that same time. Thus, in 
the current System, the achievement of coherence is both 
distributed in time and distributed in Space, i.e. acroSS 
multiple cycles and multiple buses connected to multiple 
node controllers. 

In using the distributed System Structure, it is important to 
achieve global coherence in an efficient manner. To do So, all 
transactions are Sorted into two categories: (1) transactions 
for which it is possible to predict the global coherence 
response and deliver it in the primary response window; and 
(2) transactions for which it is necessary to Snoop globally 
before the ultimate coherence response can be computed. 

In the first case, the node controller accepts the transaction 
and issues a global coherence response to the issuing entity 
in the primary response window. The node controller then 
takes full responsibility of completing the transaction in the 
System at a later time and achieving the global response. 

In the Second case, the node controller takes three StepS. 
First, the node controller accepts the transaction and delivers 
a primary response that indicates postponement of achieve 
ment and delivery of the global response. In the 6XX bus 
architecture, this response is the “Rerun' response. Second, 
at a Subsequent time, the node controller achieves a global 
coherence response for that transaction. And third, the node 
controller requests that the processor issue a Secondary 
transaction and delivers the global response in the Secondary 
response window. In the 6XX bus architecture, the request 
to the processor to issue a Secondary transaction is made by 
issuing it a Rerun command with a tag corresponding to the 
original transaction. The processor may then use the tag to 
identify which of its transactions should be rerun. 

Rerun Commands and Secondary Responses 
AS noted above, a transaction accepted from a device is 

Snooped to the rest of the System. During Such a Snoop, the 
device that issued the transaction is not Snooped So that the 
device does not get confused by being Snooped with its own 
transaction. 

In fact, for transactions in the first case above, i.e. 
transactions in which the node controller accepts the trans 
action and issues a global coherence response to the issuing 
entity in the primary response window, the port correspond 
ing to the device that issued the transaction is kept in the 
local mode in the transaction's Snoop cycle So that the 
processor may issue another transaction. AS Stated above, 
during the response window corresponding to the transac 
tion's Snoop cycle, the RCB is configured to combine 
responses from all Sources other than the port on the node 
controller that issued the transaction. The node controller is 
then able to Supply a primary or Secondary response over 
that port if the processor chooses to issue a transaction. 

For transactions in the Second case above, i.e. transactions 
for which it is necessary to Snoop globally before the 
ultimate coherence response can be computed, the node 
controller keeps the particular port in local mode but issues 
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it a Rerun transaction. The control unit/multiplexer feeding 
the outgoing boundary latch at the port allows the node 
controller to achieve this functionality. 

Alternatively, the node controller may choose to not be as 
aggressive, and instead of letting the device issue a 
transaction, the node controller might itself issue a null or 
rerun transaction, as required, to the device in the cycle 
during which the device's transaction is being Snooped in 
the rest of the system. 

With reference now to FIGS. 10C-10D, block diagrams 
depict the components whose Signals participate in the local 
and global cycles. FIG. 10C shows the signals which are 
considered by the RCB during a global cycle. In the example 
shown, the Signals for a single master device, processor 
1001, do not participate in the determination by the RCB of 
the appropriate Signals to the other devices, node controllers, 
and memory Subsystems for the global response. The Signals 
for processor 1001 are paired with the corresponding Signals 
from its node controller, which are also not considered for 
the global response. From the perspective of processor 1001, 
it is kept in a local cycle while a transaction issued by 
processor 1001 is Snooped by the rest of the system. As 
noted earlier, although a processor is depicted, the Signals 
are considered on a per port basis, and the bus of a particular 
port is kept in a local cycle while the rest of the System is in 
a global cycle. 

FIG. 10D shows the signals which are considered by the 
RCB during a local cycle. In the example shown, the Signals 
from a Single master device, processor 1001, participate in 
the determination by the RCB of the appropriate signals to 
be returned to processor 1001 and its node controller. 
Signals from the other devices, node controllers, and 
memory Subsystems may be simultaneously participating in 
the response for the global response. The Signals for pro 
ceSSor 1001 are paired with the corresponding Signals from 
its node controller, which also do not affect the global 
response. From the perspective of processor 1001, it may 
issue another transaction while its other transaction is 
Snooped by the rest of the System. For the Sake of clarity, 
Signals from the address Switch are not shown for the local 
cycle, although the RCB uses these signals to determine 
which port to place into the local cycle. 

Achieving Correct Order Among Bus Memory 
Transactions 

For a computer System to work correctly, certain memory 
access transactions and other types of transactions issued by 
master devices have to be ordered correctly and unambigu 
ously. In a System with a single System bus, this task is 
trivially achieved Since the order in which the transactions 
are presented on the bus is the order imposed on those 
transactions. However, in a distributed System with multiple 
buses, the task demands that an order be imposed on the 
transactions queued throughout the System. The distributed 
architecture of the present invention allows a correct and 
unambiguous order to be imposed on a Set of transactions. 
The invention also offers an efficient means of achieving the 
order So that a Snooping, hardware cache-coherence protocol 
can be Supported. 
When devices in a multiprocessor System access memory, 

either under the influence of programs or control Sequences, 
they issue memory transactions. The devices may also issue 
other bus transactions to achieve coherence, ordering, 
interrupts, etc., in the System. These transactions can usually 
complete in parallel without interference from other trans 
actions. However, when two transactions refer to addresses 

15 

25 

35 

40 

45 

50 

55 

60 

65 

18 
within the same double word, for example, they are said to 
have “collided,” according to the 6XX bus terminology, and 
the two transactions must be completed in Some specific 
order. In Some cases, either completion order is acceptable, 
and at other times, the order is fixed and is implied by the 
types of transactions. For instance, if a read transaction and 
a Write transaction attempt to access an address declared as 
Memory Coherence Not Required, any order of completion 
for the two transactions is acceptable. However, if they refer 
to a cachable address to be maintained coherent, the order of 
completion must appear to be the write followed by the read. 

Means of Imposing a Default Order on 
Transactions 

In the distributed multiprocessor system described in 
FIGS. 4-10D, multiple processors and other devices can 
issue transactions simultaneously over the multiple buses in 
the System. Thus, at the outset, there is ambiguity regarding 
the order of the transactions as they are issued. AS they flow 
through the System, as a first Step, the System imposes a 
"heuristic order of arrival” over them that is reasonable and 
fair. This preliminary order is not necessarily the order in 
which the transactions eventually complete in the System. If 
two colliding transactions are simultaneously active in the 
system, the one that ranked “earlier of the two' by the 
heuristic order of arrival will be slated to be completed first 
if coherence does not require otherwise. 
AS Soon as commands enter the System, they are “regis 

tered” by the node controllers, i.e. they are stored by the 
node controllers and are available for analysis and collision 
checks. Node controllerS Send one of the registered trans 
actions at a time to the address Switch. The address Switch 
chooses one transaction at a time with a fair arbitration 
among the transactions Sent to it and then broadcasts the 
chosen transaction back-to the node controllers and to the 
memory Subsystems. The address portion of the transaction 
broadcast by the address Switch is first latched inside the 
node controller in the boundary latch FROM ASX BL. As 
described above, in any cycle, a unique transaction is latched 
in FROM ASX BL at all node controllers and memory 
Subsystems, and all other registered transactions that have 
entered until that cycle and are Still active, including the 
transaction currently in FROM ASX BL, can “see' this 
transaction. These two properties are used to define the order 
of arrival of transactions using the following reasonable and 
fair heuristic: the order of arrival of a transaction into the 
system is the same as the order of its arrival at FROM 
ASX BL. 
When a transaction arrives in FROM ASX BL for the 

first time, it is marked as being "Snooped,” to indicate the 
fact that in a fixed number of cycles following the current 
cycle, the transaction will be presented for Snooping, for the 
first time, to all the devices in the system. The following rule 
is used to assign a transaction its relative position in the 
order of transactions to be completed, irrespective of the 
actual time it entered the System: a registered transaction 
that already is marked as Snooped is nominally defined to 
have entered the System earlier than the current transaction 
in FROM ASX BL. The ones that have not been marked 
as Snooped are nominally defined to have entered the System 
later than the current transaction in FROM ASX BL. 

Method for Achieving the Correct Completion 
Sequence for Transactions 

The transaction in FROM ASX BL stays there for one 
cycle. During that cycle, the transaction is compared with 
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every transaction currently registered in the entire System for 
detection of collision and ordering decision. There could be 
two Sets of results of each of these pairwise comparisons: 
one that affects the completion of the transaction currently in 
FROM ASX BL and the second that affects the comple 
tion of Some other transaction. 

Each comparison results in a decision to either allow the 
current presentation of the transaction in FROM ASX BL 
for Snooping to complete, or to postpone its completion to a 
later time. The postponement is effected via the computation 
of an AStat Retry signal or an AResp Retry Signal, as is 
appropriate. These Signals from individual comparisons are 
combined on a per node basis inside the node controller. A 
decision to postpone gets the highest priority, So even a 
Single comparison calling for postponement wins and results 
in the node Voting to postpone the transaction. Only if all 
comparisons within a node vote to allow the current Snoop 
to complete does the node decide to let the transaction 
complete. 

The combined AStat Retry and AResp Retry signals are 
encoded by the node controller into the AStat Retry and 
ARespRetry codes and are submitted to the RCB for par 
ticipation in the global AStat and AResp windows of the 
transaction being Snooped. During these windows, 
responses from all the devices, other than the device that 
issued the transaction, and node controllers are combined by 
the RCB to produce a global response which is returned to 
all the participants, as explained with respect to FIGS. 
10A-10D above. Again, at this global level, a retry response 
has the highest priority (barring an error code) and will be 
the final response if any of the input responses was a retry. 
The effect of a global retry response is cancellation of the 
current Snoop of the transaction. Upon Sensing a global retry 
response for the transaction, the node controller in which the 
transaction is registered either reissues the transaction for 
global Snoop or retires the original transaction from which 
the Said transaction was derived. 

These global retries can be repeated until the correct order 
is achieved. 

If, for any reason, a transaction receives a retry response, 
its Snooped marking is reset, and it thus loses its present 
nominal position in the transaction order in the System. 
When it returns for Snoop, the transaction gets a new 
position, according to the rule above. The mechanism does 
not necessarily prohibit the possibility of the reissued trans 
action being ordered behind another transaction that entered 
the System after it. If, on the other hand, the current 
transaction completes, it may cause other transactions to get 
retried. 

Controlling Data Transfers 
AS mentioned previously, the address paths and data paths 

of a node controller may be implemented with Supporting 
functionality in physically Separate components, chips, or 
circuitry, Such as a node data controller or a node address 
controller. A pragmatic reason for this separation of func 
tionality would be due to physical contraints Such as pin 
limitations. For example, if the distributed, multi-bus, mul 
tiprocessor System Supports large buses, e.g., buses that 
Support a high number of data pins, the design of a node 
controller with all of its functionality within a single physi 
cal component could be challenging if one attempted to 
place more than two ports on a Single node controllers with 
all bus signals being connected to the Single physical com 
ponent. In this implementation, commands may be sent from 
a node address controller to its corresponding node data 
controller to control the flow of data through a node. 
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With reference now to FIG. 11, a block diagram depicts 

Separated data and address/control functionality for a single 
node in a multinode System Structure for a distributed, 
multi-bus, multiprocessor system. FIG. 11 is similar to FIG. 
4 and FIG. 5 and shows some signal lines which are also 
shown in FIG. 4 and FIG. 5. 

FIG. 11 shows node 1100, which contain groupings of 
system elements. Node 1100, also labeled as Nodeo, is 
Supported by two node controller components, node con 
troller data (NCD) 1101 and node controller address (NCA) 
1102. Node 1100 contains processor 1103 and I/O agent 
1104, also labeled as Processor P and I/O, which are the 
masters for node 1100. The number of masters in node 1100 
may vary depending upon the configuration of the System. 

Each node has multiple Standard bidirectional processor 
address-data buses over which masters are connected into 
the distributed system. Master devices 1103 and 1104 con 
nect to NCD 1101, also labeled as NCD, via bus slices 1105 
and 1107, also labeled as NoPoBus, and No.I/OBus, 
respectively. Bus slices 1105 and 1107 are the data portion 
or data Signals of the Standard bidirectional buses of these 
master devices. Master devices 1103 and 1104 connect to 
NCA 1102, also labeled as NCA, via bus slices 1106 and 
1108, also labeled as No PoBUSA and No.I/OBuSA, 
Ctrl, respectively. Bus slices 1106 and 1108 are the address 
and control portion or address/control Signals of the Standard 
bidirectional buses of these master devices. 

NCD 1101 connects to a first memory subsystem (not 
shown) via data bus 1109, and to a second memory Sub 
system (not shown) via bus 1110, also labeled as ND and 
NoDs respectively. NCA 1102 connects node 1100 to the 
address Switch (not shown) via pairs of unidirectional 
address-only buses 1111 and 1112, also labeled AOut and 
AIno, respectively. 
AS noted previously, each node data controller may be 

further Separated into multiple node data controllers per 
node So that each node data controller provides Support for 
a portion of the node's data path. In that case, the node's data 
paths are sliced acroSS more than one node data controller, 
which would provide node 1100 with more than one NCD. 
All of the address/control Signals from each master device in 
the node would be connected to the node's NCA, but the 
data portion or data Signals of the buses of Some of the 
master devices would be connected to a first NCD while the 
data Signals of other master devices would be connected to 
other NCDs. 

NCA 1102 controls the actions of NCD 1101 through 
control busses 1113 and 1114, also labeled NodeoCtrlo and 
NodeoCtrl, respectively. Commands are Sent from the 
address chip (NCA) to the slave data chip (NCD) for any 
data related transaction. A dedicated command interface is 
provided for each data port, including the master devices of 
a port and the memory Subsystems connected to the node. 
This provides the ability for a unique data transfer to be 
underway on each data port Simultaneously Hence, control 
bus 1113 provides commands for master device 1103, and 
control bus 1114, provides commands for master device 
1104. 

Within each port, the commands are broken up into two 
types: downstream and upstream. Downstream commands 
include routing incoming data from a master device port to 
an input queue or from an input queue to either the cache 
to-cache queue, a prefetch queue, or to memory. Upstream 
commands control routing data up from the memory ports. 
This includes routing input data from memory to the 
memory queues, from the memory queues to either the 
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prefetch buffers or the master device ports, or from the 
cache-to-cache queue back to the master device ports. 

The size of control busses 1113 and 1114, and hence the 
content of the command interface between the NCA and 
NCD, may vary depending upon System implementation and 
may depend on the bus protocol Supported in the distributed 
multi-bus System, the type of data Structures within the 
NCA, the degree of data routing functionality to be Sup 
ported within the NCD, etc. In a typical system, strobes are 
Sent from a master chip to a Slave chip every cycle to transfer 
beats of data to its destination. This would be unfeasible in 
a pin-limited System. In the present invention, a single 
command is Sufficient to complete a transaction, including a 
multibeat data transaction. Therefore, the same command 
lines can be used to Send a new control command to the 
NCD every cycle to perform a different task. This provides 
the desired parallelism for Starting multiple transactions 
within a single node using the minimum number of control 
pins. 

Referring back to FIGS. 9A-9B, data paths and data 
Structures within a node controller are shown. These data 
paths and data Structures may be similar or identical to the 
data paths and data Structures implemented in an NCD that 
Supports only the data transfer functionality of the node. 
FIGS. 9A-9B shows: a single FIFO queue per master device 
port, FIFO queues 917-920; a cache-to-cache FIFO queue, 
FIFO queue 928; and a single FIFO queue per memory 
subsystem, FIFO queues 929 and 930. However, other data 
Structures may be implemented in an NCD, depending on 
the functionality desired within a node controller. 

The data Structures within a node controller chipset 
should allow the maximum flexibility and performance to 
route data to and from master devices in a distributed, 
multi-bus, multiprocessor System. If the node controller 
functionality is split between two types of chips to allow 
handling of wide buses, one controlling the address portion 
while the other transferS the data, one implementation may 
have the NCA chip mimic the data structures found in the 
NCD chip in order to track the data flowing through the 
node. Different queues may be established to route data 
depending on the type of issued transactions. Instead of 
Serializing all data, a queue Structure allows transactions of 
higher priorities to bypass slower or lower priority ones. It 
also provides the parallelism needed to Start multiple trans 
actions at the same time. 

In a preferred embodiment, there are three queues, High, 
Low, and IO, for each processor port for incoming data. The 
data is routed to the appropriate queue depending on the type 
of transaction. Within the queue, data follows a FIFO 
Structure. All preceding transactions must complete before 
the new transaction is Serviced. This promotes fairneSS 
within a priority. First preference is given to the high priority 
queue when the same designation is requested from multiple 
Sources. Second preference is given to the Low priority 
queue followed by the IO queue. The latter two queues 
contain transactions for which completion time is not as 
critical to System performance as the high priority transac 
tions. 

For data coming from the memory Subsystem, there is one 
FIFO queue for each memory controller. Data returned from 
memory read and intervention data is given top priority to 
deliver data to its destination. There should be little or no 
delay in the upsteam path Since reads are more prevalent 
than writes. This frees up the memory controller from 
contention. With this assumption, Separate queues for read 
data, prefetch and demand, and intervention data are not 
necessary but may be implemented. 
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The NCA chip sends control signals to the NCD chip to 

direct data traffic from any four processors and from any two 
memory subsystems. The NCA chip may mimic the NCD 
data structures in its own data structures within the NCA, the 
difference being that only one entry, or transaction tag, is 
kept in the queues of the NCA chip for each transaction. 
Once a data transfer is sent from a master device to the node 
controller, the data is transferred into the appropriate input 
queues, termed “CPU input queues’. Arbiters then decide 
the priority of execution and the final destination for the 
data. This may include a transfer to the cache-to-cache 
buffer (C2C), to prefetch, to the discard mechanism, to either 
of the memory ports, or the initiation a copy command 
where a copy is Sent to both memory and an internal buffer 
(prefetch or C2C). 
AS described earlier, data from memory will be placed in 

a dedicated memory queue. Separate arbiters for the 
upstream path may direct the data from either of the memory 
queues up to a master device port, discard the data, or place 
the data in the prefetch queues. Depending on the 
destination, multiple transactions can be started at the same 
time. 

In a preferred implementation, the NCD chip can direct 
data between two memory Subsystems and up to four 
processors. The NCD contains a four port by two port 
non-blocking crossbar Switch with input buffers on each port 
that are sized to ensure maximum efficiency in data through 
put. Additional buffers provide Storage facilities for proces 
Sor to processor transferS and the prefetch of data from 
memory. Each of the port input buffers as well as the 
processor-to-processor (or cache-to-cache) buffer are 
FIFOS. 

For data being routed to a processor, the data from a 
memory port has highest priority. This allows Streaming of 
data whenever possible. The cache-to-cache and prefetch 
buffers have equal priority after the memory queues. 

For the path from processor to memory, multiple input 
buffers are used to prevent deadlock situations that can occur 
when a high priority transfer gets blocked by a low priority 
or I/O transfer. In this path, a transfer in the high priority 
buffer takes precedence over the low priority and I/O buff 
CS. 

The cache-to-cache buffer is used when a processor 
requests data that is available in the cache of one of the other 
processors. A transfer of this type is considered high priority, 
So this data is always Sourced through the high priority input 
buffer. The cache-to-cache buffer is needed to a plow the 
different control portions of the node controller to act 
somewhat independently. Without it, the command from the 
NCA for sending data to memory would have to be syn 
chronized with a command for Sending data to the processor. 
The prefetch buffer is a fully addressable register, con 

Sisting of four Separate prefetch arrays, one dedicated to 
each processor. Each array contains four Streams with each 
stream able to hold two cache lines. Data prefetched for a 
processor can only be sent to that processor. If another 
processor requests the same data, the prefetched copy will be 
invalidated and then re-fetched. 
The NCA provides all controls for the movement of data 

through the NCD. Each data port has its own control port, so 
if the System has two memory Subsystems and a node has 
four master devices, then there can be up to Six data transfers 
underway in the node through the ports of the NCD at any 
given time. There may also be multiple other transactions 
operating within the NCD while six data transfers are 
occurring through the NCD ports, Such as transferS between 
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interior queues. Depending on the transfer type, new trans 
fers can be initiated on every cycle. Since the NCD does not 
perform any queuing of transferS other than those transac 
tions held in aforementioned queues, the NCA is expected to 
initiate a transfer only when the required facilities on the 
NCD are available. 

With reference now to FIGS. 12A-12B, the tables show 
an encoding Scheme for data routing commands Sent from an 
NCA to an NCD. This encoding scheme provides the 
flexibility to Sustain optimum performance from a split 
transaction bus System using the minimum number of con 
trol lines. Since a Single command is Sent even for a 
multi-beat transaction, a command port can be used to Send 
a routing command every cycle. Commands that involve 
input data are given priority over other routing commands 
Since these are critical for not losing data. 

In this implementation, each processor port is provided 
with input buffers designated to hold high priority, low 
priority, and I/O data. TransferS normally consist of 1, 2, 4, 
or 8 words, although transferS to and from the high priority 
buffer are preferrably always 8 words. 

Since processor port data transferS into the low priority 
and I/O buffers can be aborted and Superseded by high 
priority transfers, in addition to controlling transferS to and 
from the memory ports, the memory port provides the ability 
to discard data from the processor low priority and I/O 
buffers. Since a transfer can be aborted on any cycle, one of 
the prefetch address bits is overloaded with a third transfer 
Size bit to allow a discard transaction to Support any of 1 to 
8 words. 

In the implementation shown in the tables of FIG. 12A 
and FIG. 12B, each set of control lines is 11 bits wide. 
Hence, each control bus between the NCA and the NCD, 
Such as control busses 1113 and 1114 shown in FIG. 11, are 
11 Signal lines wide, for a total of 44 signal lines for the ports 
of the processors or master devices and 22 Signal lines for 
the ports of the memory Subsystem. 

It should be noted that node controllers, NCAS, and NCDs 
control the data and transactions that may be placed on a bus 
within the distributed, multibus system of the present inven 
tion. AS the organization of the master devices into nodes is 
merely a preferred embodiment, the master devices may be 
organized using alternative connections. Hence, in an alter 
native organization, node controllers, NCAS, and NCDS may 
be replaced by more general bus access controllers (BACs), 
address BACs (ABACs), and data BACs (DBACs), 
respectively, that provide an analogous Separation of bus 
address/control and bus data functionality within a more 
general organization. 

The advantages of the present invention should be appar 
ent in view of the detailed description provided above. The 
present invention allows Scaling of a Standardized and 
easier-to-verify bus-based cache-coherence protocols to a 
large-way, multi-bus, multiprocessor System whose large 
Size normally would make physical buses inefficient media 
for communication among System components, Such as 
processors, memory Subsystems, and I/O agents. By using 
the distributed System structure of the present invention, 
development of more complicated directory-based 
protocols, etc. are unnecessary. The present invention also 
allows component interfaces to be clocked faster than poS 
sible with a single bus, thereby enhancing the bandwidths of 
the component interfaces and resulting in higher total System 
bandwidth and performance. The present invention also 
Supports multiple data basses, thereby multiplying the data 
bandwidth of the system and improving the efficiency of the 
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processor. The data transfer parallelism of the present Sys 
tem also improves total System data throughput. 

It is important to note that while the present invention has 
been described in the context of a fully functioning data 
processing System, those of ordinary skill in the art will 
appreciate that the processes of the present invention are 
capable of being distributed in the form of a computer 
readable medium of instructions and a variety of forms and 
that the present invention applies equally regardless of the 
particular type of Signal bearing media actually used to carry 
out the distribution. Examples of computer readable media 
include recordable-type media Such a floppy disc, a hard 
disk drive, a RAM, and CD-ROMs and transmission-type 
media Such as digital and analog communications linkS. 
The description of the present invention has been pre 

Sented for purposes of illustration and description, but is not 
intended to be exhaustive or limited to the invention in the 
form disclosed. Many modifications and variations will be 
apparent to those of ordinary skill in the art. The embodi 
ment was chosen and described in order to best explain the 
principles of the invention, the practical application, and to 
enable others of ordinary skill in the art to understand the 
invention for various embodiments with various modifica 
tions as are Suited to the particular use contemplated. 
What is claimed is: 
1. A data processing System comprising: 
a plurality of master devices, 
a plurality of bidirectional master device buses, wherein 

a master device bus connects one or more master 
devices to a bus access controller; 

a bus access controller (BAC) including: 
an address BAC (ABAC), wherein the ABAC is con 

nected to each master device bus in the plurality of 
master device buses, 

a data BAC (DBAC), wherein the DBAC is connected 
to each master device bus in the plurality of master 
device buses, 

a set of control lines between the ABAC and the 
DBAC; 

a plurality of ABAC ports, wherein each ABAC port 
connects to address/control lines of each master device 
bus, and 

a plurality of DBAC ports, wherein each DBAC port 
connects to data lines of each master device bus. 

2. The data processing System of claim 1 further com 
prising: 

control means for generating and Sending data flow com 
mands from the ABAC to the DBAC. 

3. The data processing System of claim 2 further com 
prising: command execution means for executing transac 
tion commands. 

4. The data processing System of claim 2 wherein the 
control means is able to Send a new control command to the 
DBAC every cycle. 

5. The data processing System of claim 2 further com 
prising: 

a wherein each DBAC port has at least one DBAC quene 
for enabling a data transaction on each port in parallel. 

6. The data processing System of claim 5 further com 
prising: 

control means for generating and Sending data flow com 
mands from the ABAC to the DBAC. 

7. The processing System of claim 1, wherein the Set of 
control lines provide a direct connection between the ABAC 
and the DBAC. 
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8. The data processing system of claim 6 wherein the 
control means is able to Send a new control command to the 
DBAC every cycle. 

9. A data processing System comprising: 
a plurality of master devices, 
a plurality of bidirectional master device buses, wherein 

a master device bus connects one or more master 
devices to a bus access controller; 

a bus access controller (BAC) including: 
an address BAC (ABAC), wherein the DBAC is con 

nected to each master device bus in the plurality of 
master device buses, 

a data BAC (DBAC), wherein the DBAC is connected 
to each master device bus in the plurality of master 
device buses, 

a set of control lines between the ABAC and the DBAC; 
and control means for generating and Sending data flow 
commands from the ABAC to the DBAC, wherein the 
commands are multibeat data transactions. 

10. A bus access controller (BAC) comprising: 
an address BAC (ABAC), wherein the ABAC is connect 

able to a plurality of master device buses, 
a data BAC (DBAC), wherein the DBAC is connectable 

to a plurality of master device buses, 
a set of control lines between the ABAC and the DBAC; 
a plurality of ABAC ports, wherein each DBAC port 

connects to address/control lines of each master device 
bus, and 

a plurality of DBAC ports, wherein each DBAC port 
connects to data lines of each mater device bus. 

11. The data processing system of claim 10, wherein the 
Set of control lines provide a direct connection between the 
ABAC and the DBAC. 

12. A bus access controller (BAC) comprising: 
an address BAC (ABAC), wherein the DBAC is connect 

able to a plurality of master device buses, 
a data BAC (DBAC), wherein the DBAC is connectable 

to a plurality of master device buses, 
a set of control lines between the ABAC and the DBAC; 

and 
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control means for generating and Sending data flow com 

mands from the ABAC to the DBAC, wherein the 
commands are multibeat data transactions. 

13. AbuS control device comprising: 
a set of one or more node data controllers, wherein each 

of the node data controllers provides a portion of a data 
path between a memory Subsystem and a master 
device; 

a node address controller; and 
a command interface between the Set of node data con 

trollers and the node address controller, wherein the 
node address controller comprises: 
a plurality of master device address ports, wherein each 

master device address port connects to an address/ 
control portion of a master device bus, 

a pair of address Switch ports, wherein each address 
Switch port connects to one of a pair of unidirectional 
address Switch buses, wherein one of the pair of 
address Switch buses conveys an address from the 
bus control device to the address Switch and one of 
the pair of address Switch buses conveys an address 
from the address Switch to the bus control device; 
and 

a set of control queues, wherein the control queues 
Support transfer of data through data queues in the node 
data controller. 

14. The bus control device of claim 13 wherein the 
command interface comprises a Set of control Signals per 
data port in the node data controller. 

15. The bus control device claim 13 wherein the com 
mand interface is able to transfer one data transfer command 
per cycle. 

16. The bus control device of claim 13, wherein the set of 
one or more node controllers includes at least two node data 
controllers, and wherein the command interfere is between 
the Single node address controller and the at least two node 
data controllers. 


