Title: BUTTOCKS SUPPORT DEVICE

Abstract: A buttocks support device (10) that comprises an abdominal element (12) and a pair of thigh support elements (14, 16) wherein each may be formed as a ring shaped element. Each thigh support element (14, 16) has a buttock section (14a, 16a) and a midriff or abdominal section (14b, 16b); the buttock section (14a, 14b) being configured to lift and restrain the wearer's buttock. The preferred device includes a sleeve (not numbered, figure 6) thereover for permitting the "rings" to be tightened without pulling on the wearer's skin. It is a further aspect that the device anchor about the wearer's midriff from below the chest to the widest part of the hips or at either the waist or the hips, depending upon the wishes of the wearer. Still further, the thigh support element includes adjustment means (20, 22) for adjusting the length of the thigh rings. The abdominal element includes means (18) for attaching and detaching the device to the wearer and adjustment means (20, 22) wherein the device may be custom fitted to the size of the wearer.
For two-letter codes and other abbreviations, refer to the "Guidance Notes on Codes and Abbreviations" appearing at the beginning of each regular issue of the PCT Gazette.
BUTTOCKS SUPPORT DEVICE

Inventor: Karin Hart,
Villa Park, Ca. U.S.A.
BUTTOCKS SUPPORT DEVICE

RELATED APPLICATIONS

The present application is a continuation in part application of U.S. Patent Application Serial No. 09/187,011 filed on November 4, 1998 which is scheduled to issue as U.S. Patent no. 6,058,514 on May 9, 2000, and for which priority is claimed under 35 U.S.C. 120.

Reference is made to co-pending design patent application U.S. Ser. No. 29/104,2788 filed on May 1, 1999.

BACKGROUND OF THE INVENTION

1. Field of the Invention

This invention relates generally to support garments and, more specifically, to a Buttocks Support Device.

2. Description of Related Art

In today’s society both women and men have become increasingly more concerned with their appearance. A variety of approaches are being taken to improve one’s physical appearance, including cosmetic surgery, exercise, dieting, as well as enhancements to the body shape acquired through the wearing of a variety of undergarments. The problem with these previous below-the-waist undergarments, is that none lifts, supports and shapes a person’s buttocks similar to the underwire bra that is a fairly common undergarment for women today. While there have been a variety of devices that add padding or some other shape to the buttock, none actually lift it, while also giving it a desirable shape.

Furthermore, as mentioned earlier, after cosmetic surgery
involving liposuction or other procedure to the buttock area it is a standard procedure for the patient to be required to wear some sort of garment, such as shorts of a girdle or other device. These devices press the skin into the desired position while the skin re-attaches to the structure beneath it. The problem with wearing these stretch pants and girdles is that they are extremely uncomfortable. In the days following these liposuction procedures the skin is extremely tender and therefore the last thing that the patient wants is to have something pressing against the surfaces that were just bruised during the surgery. What’s needed is a less intrusive alternative or supplemental means for holding the skin into the desired position. The present invention is designed to lift, hold in place and provide a desirable shape to the buttocks in the same way that the brassiere is designed to accomplish this goal for breasts.

**SUMMARY OF THE INVENTION**

In light of the aforementioned problems associated with the prior devices, it is an object of the present invention to provide a Buttocks Support Device. The preferred support device will comprise an abdominal element and a pair of support elements. Each thigh support element may be comprised of one or two pieces depending upon the means of adjustment.

Each thigh support element will preferably comprise a buttock section and an abdominal section, the buttock section being configured to lift and uphold the wearer’s buttock.
It is an object of the invention that the thigh support elements include adjustment means for adjusting the length of the thigh support elements and that the abdominal element include adjustment means for adjusting its length in order to ensure a custom fit for each individual wearer. This is an essential feature of the invention.

It is still a further object of the invention to provide each embodiment of the invention in which the thigh support elements are attached at the ends of the lower abdominal section and at the ends of the buttocks’ section to the two points respectively of the abdominal element. There could be an alternative location for each of the two points of attachment to account for variances in individual bodies.

It is a further object of the invention that the invention anchor at either the waist or the hips or anywhere in between the waist and the hips, depending upon the wishes of the wearer, for the purpose of supporting the downward pull of the thigh support elements.

It is a further object that the device include a sleeve thereover for permitting thigh support elements to be tightened without pulling on the wearer’s skin. It is a still further object that the device anchor at either the waist or the hips, depending upon the wishes of the wearer. It is a still further object that the thigh support elements include adjustment means for adjusting the length of the thigh support elements. Furthermore, the preferred abdominal element will include means for attaching and
detaching the device from around the wearer's waist.

It is yet another object of the invention that the invention include sleeves encasing the thigh support elements which permit the thigh support elements to move independently of the sleeves to permit individual custom adjustment.

Further the fabric can also be securely attached to the abdominal element and cover as much of the actual buttocks and abdominal area as each individual wearer desires, thereby creating articles of clothing with the invention.

Furthermore, the preferred abdominal element will include means for attaching and detaching the invention at any point around the wearer's waist.

**BRIEF DESCRIPTION OF THE DRAWINGS**

The objects and features of the present invention, which are believed to be novel, are set forth with particularity in the appended claims. The present invention, both as to its organization and manner of operation, together with further objects and advantages, may best be understood by reference to the following description, taken in connection with the accompanying drawings, of which:

Figure 1 is a front view of the preferred buttocks support of the present invention as it might be worn by an individual;

Figures 2A and 2B are back and side views, respectively, of the buttocks support of Figure 1 as worn by an individual;

Figures 3A and 3B are front and back views, respectively, of
the buttocks support of Figures 1 and 2;

Figures 4A and 4B are front and back views, respectively, of another preferred buttocks support of the present invention having a unitary support member;

Figures 5A and 5B are front and back views, respectively, of another preferred buttocks support of the present invention having a panel-type abdominal element;

Figure 6 is a front view of a sleeved-fully covered buttocks support of the present invention;

Figure 7 is a top view of yet another preferred buttocks support of the present invention; and

Figures 8A and 8B are front and back views, respectively, of the buttocks support of Figure 7.

DETAILED DESCRIPTION
OF THE PREFERRED EMBODIMENTS

The following description is provided to enable any person skilled in the art to make and use the invention and sets forth the best modes contemplated by the inventor of carrying out her invention. Various modifications, however, will remain readily apparent to those skilled in the art, since the generic principles of the present invention have been defined herein specifically to provide a Buttocks Support Device.

The present invention can best be understood by initial consideration of Figure 1. Figure 1 is a back view of a preferred buttocks support 10, of the present invention as it might be worn by an individual. As seen from the back, the device comprises
abdominal element 12, formed as a ring but not limited to any particular shape, and a pair of thigh support elements formed as rings but not limited to any particular shape 14 and 16, respectively.

Each thigh support element comprises a buttock section 14a and 16a, respectively. As can also be seen, each thigh support element 14 and 16 encircle the buttock at the lower and outer edges thereof to lift and shape the buttock, while still leaving the center (cleft) area open in those embodiments in which fabric is not attached is not attached to cover the buttocks and/or the abdomen, which are other possible embodiments of the present invention. Furthermore, the abdominal element 12 would also include attachment means 18, to permit the donning and removing of the buttocks support 10 and adjustment means for sizing purposes. It should be understood that while the abdominal element 12 is shown at the wearer's hip level, it might be re-positioned anywhere along the abdomen, including but not limited to the wearer's waist, as desired. Thus, although the abdominal element 12 is shown here as being worn on the waist or abdomen of the user, it is understood that it can be worn anywhere on a user's midriff from just below the chest area to the widest part of a user's hips based upon a user's sizing, comfort and preference.

In addition the thickness of the abdominal element 12 can vary to as thick as 5 inches thick.

Also, the support 10 could also include fabric which is attached to the support 10 to cover the buttocks and/or the lower
abdomen (not shown) over a portion or substantially all of the support 10. The sleeve (Figure 6) should permit the user to tighten or loosen the support 10 without pulling on the skin. The fabric (Figure 6) is preferably constructed from cloth or other covering. For example, a thong-like attachment can attached to the back of the waist band or abdominal element 12 and fabric material can also be attached to the front abdominal area of the front of the abdominal element to form a thong-like bikini bottom. Other clothing article can also be made with attachment of fabric to the support 10 or by incorporating the support into articles of clothing.

The abdominal support element 12 and the thigh support elements 14 and 16 can be covered with material, e.g. sleeves to prevent these support elements which can be formed as but not limited to straps from chafing the skin of the user by providing a soft protective sleeve material. The sleeves for these support elements 12, 14 and 16 preferable have openings to permit the user access to the adjustment means and in the case of the abdominal element 12, the attachment means. Thus the sleeves are free flowing in that they permit the adjustment means on support elements 12, 14 and 216 to be accessible and workable and the placement of the fabric of the sleeves over the support 10 does not pull the support 10 out of place. While adjustment means are provided for the abdominal elements 12 and thigh support elements 14 and 16 alternatively the buttocks support 10 can be custom designed and custom fitted for an individual wearer’s size so that no adjustment
means are required. Further the adjustment means on the abdominal element 12 although shown as being located on the front of element 12 can be located anywhere along element 12 including the back of element 12 (the same is true for the attachment means). Similarly the location of the adjustment means for elements 14 and 16 can be located anywhere along the elements 14 and 16 as desired.

Now turning to Figure 2 we can examine other aspects of this unique invention. Figure 2 is a front view of the preferred buttocks support 10 of the present invention as depicted in Figure 1. As can be seen, the abdominal element 12 encircles the abdomen to provide support for the thigh support elements 14 and 16. As should be appreciated, the thigh support element 14 is comprised of a buttock section 14a as depicted in Figure 1 and an abdominal section 14b as depicted herein Figure 1. Similarly the thigh support element 16 comprises a buttock section 16a as depicted in Figure 1 as well as an abdominal section 16b depicted herein in Figure 2. Essentially, then, each thigh support element 14 and 16 is a band which commences at points Xa and Ya, respectively, then passes across the abdominal area and through the crotch and under the buttocks and terminates at points Xb and Yb, respectively passing under the crotch and around the buttocks in the rear and across the abdominal area in the front. Furthermore, in this embodiment, each abdominal section further includes any type of adjustment means 20 and 22, for adjusting the length of the abdominal section. It should be understood that as the abdominal section is tightened, via the adjustment means 20 for example, the
buttock section 14a will be tightened therefore reducing the size of the thigh support elements, thus drawing the buttocks upward toward the abdominal loop.

For sizing purposes, the anchor points X and Y need to be on the same places on the body for everyone, the actual location on the abdominal element or loop where the thigh support elements meet will vary based upon the size of the particular wearer.

Now turning to Figures 3A and 3B we will discuss specific aspects of this present invention. Figure 3A is a front view of the preferred buttocks support 10 depicted in Figures 1 and 2. In this embodiment the abdominal element 12 and thigh support elements 14 and 16 are made from a flexible, however non-stretchable material such as nylon cording, nylon straps, or even some fashion of comfortable rope, etc. Essentially each thigh support element 14 and 16 attaches to the abdominal element 12 by velcro snaps or by any other means. The attachment means 18 can be any sort of common in the art such as a hook and loop, a snap, a button, or even a tied know. Also, the adjustment means, for example element 20, could be any form of adjustment means including but not limited to a conventional slide and loop arrangement. In this example, movement of the slide 24 closer to the loop 26 will lengthen the thigh support element 14 and therefore loosen the fit on the wearer. Conversely, moving the slide 24 away from the loop 26 will result in tightening the thigh support element 14, therefore creating a tighter fit for the user. Figure 3B is simply a back view depicting the curvature of the buttock sections 14b and 16a,
as they encircle around each buttock.

Now turning to Figures 4A and 4B we can discuss yet another preferred embodiment of the present invention showing a device made from the unitary support member. Figures 4A and 4B are front and back views, respectively, of another preferred buttocks support of the present invention having a unitary support member. In this case, the entire buttocks support, 11, is made from a single piece of cording, strapping or any other material as described above in connection with Figures 1 through 3. By way of example we will discuss one possible arrangement of this unique buttock support, 11. In this case, the unitary support member starts at about the center, where bow 19 is, of element 12b and passes approximately one quarter of the way around the waist. It then goes down the backside in the direction of arrows along element 14a and under the buttock and goes through underneath the crotch area, then back up the lower abdomen of the same side (following arrows along element 14a) and back in the direction of arrows along element 12a. It then proceeds and progresses across the back half of the abdominal element and down the other side of the lower abdomen in the direction of the arrows along element 16b, goes through under the crotch area, under the other buttock and up the back in the direction of arrows along element 16a. It then proceeds through the other front quarter to the starting point 19, by way of arrows in the direction of element 12b. The cord or unitary support member must have an open pathway at all points across and around the entire garment.
At this point the first end 28 and the second end 30 will be attached to one another via an attachment means 19 (shown here as a simple knot). It should be understood that this is one example of a sequence for wrapping the cord around one's self; certain persons may prefer another route -- there should be no distinction between the route shown and some other route, as long as the abdominal element 12 and thigh support element 14 and 16 are formed in the process. While in some respects the embodiment of Figures 4A and 4B might be more complicated than those previously discussed in connection with Figures 1 through 3 it is also simpler. It can be donned and adjusted by tightening or loosening this single cord and the proper fit is desired. Furthermore, this device will transfer and or self-adjust between each thigh support elements and the abdominal element while being worn, possibly making it more comfortable for the user.

Now turning to Figures 5A and 5B we can review yet another embodiment of the present invention. Figure 5A is a front view of still another preferred embodiment of the present invention. In this case an alternative version of the abdominal element 13 is employed. Abdominal element 13 is potentially substantially wider than those previously discussed. This embodiment differs from the embodiments shown in Figures 1-3 in that the lower abdominal sections of the abdominal elements 14b and 16b are attached to the decorative extension of the abdominal element when there is such a decorative section. It will provide a decorative garment that in fact may be constructed from lace or other material or have lace or
other material attached to it.

Furthermore, the attachment means 18 used here would be very similar to those used for the embodiments of Figures 1-3.

There may be an unlimited number of attachment means, including but not limited to, one or several hooks, loops or a zipper. Also, it should be appreciated that the alternative abdominal element 13 may also be constructed from leather, elastic or any other selected material.

Now turning to Figures 6, 7A and 7B we can discuss yet another preferred embodiment of the present invention. Figure 6 is a top view of yet another preferred buttocks support of the present invention; and Figures 7A and 7B are front and back views, respectively, of the buttocks support of Figure 6. As can be seen, this buttock support 32 comprises a center panel 34 such as from lace or other material, and a pair of cords 36 and 38 running along the edges thereof. The unique aspect of this invention is that the cords 36 and 38 are attached to the center panel 34 in a sliding fashion, such as through an open hem in the opposing edges of the center panel 34. The thigh support elements 14 and 16 are made up from the section of the cords 36 and 38 passing through the edges of the center panel 34. The end portions of the cords 36 and 38 go on to form the front and rear sections of the abdominal ring 12b and 12a, respectively. Figures 7A and 7B depict how this bikini type buttock support 32 is worn. In this case the two cords 36 and 38 are tied at each hip to form the alternative attachment means 40. Other means for attaching the cords 36 and 38 to themselves
might be used such as snaps, loops or other methods. As can be seen once the buttock support 32 is put on there will be a center panel 34, having a front section 34b and a rear section 34a, thereby providing cover for the wearer in addition to the lift and support provided by the thigh support elements 14 and 16.

The cords 36, 38 in FIG. 6 can be arranged to tie at the waist or hip level or at the sides of the hips or waists as shown in Figs. 7A and B, or else be arranged on the support device 10 to tie at the top of the thighs of the legs and the bows of the tied cords can be tucked in under the garment.

FIGS 8A and 8B show another embodiment of the buttocks support 10 in which the buttock support can be inserted in to various articles of clothing such as pantyhose, swimsuits, as shown in FIGS 8A and 8B and short exercise clothing. Portions of the abdominal support element 12 and the thigh support elements 14a and 14b and 16a and 16b are sewn into the clothing and other portions of support elements 12, 14a, 14b and 16a, 16b are not in order to provide enough slack in these elements 12, 14 and 16 for a user's comfort and adjustability of the support elements 12, 14 and 16 for size adjustment, comfort and accessibility to the support elements 12, 14 and 16.

The buttock support 10 is located inside the swimsuit 42. The device 10 includes the closure or attachment device 41. The abdominal element 12 is attached to the swimsuit 42 by attachment such as by being sewn to the swimsuit 42 at point 45 (shown in
dashed lines) and at point 46 near the hips. The lower portions of
the thigh support elements 14 and 16 are sewn in to the swim suit
42 and covered with Velcro brand material or some other attachment
from points 47 on the elements 14 and 16 downward and preferably
along the crotch area where the back straps or back portions of
elements 14 and 16 have coordinated attachment means and meet with
these bottom front portions of the elements 14 and 16 to hold onto
the article of clothing and keep it in place. Once fitted to the
wearer’s size the attachments need not be undone, e.g. Velcro
brand support elements do not have to be unattached as the wearer
can simply slip the article of clothing on or off.

Those skilled in the art will appreciate that various
adoptions and modifications of the just-described preferred
embodiment can be configured without departing from the scope and
spirit of the invention. Therefore, it is to be understood that,
within the scope of the appended claims, the invention may be
practiced other than as specifically described herein.
CLAIMS

1. A buttocks support device for supporting and lifting a user’s buttocks, comprising:
   an abdominal element adapted to encircle a user’s midriff;
   a pair of thigh support elements each adapted to be connected to a portion of said abdominal element, each said thigh support element being connected to a front portion of said abdominal element near a user’s front midriff area and adjacent a user’s pelvic area, a remaining portion of each said thigh support element being placed past a respective one of a user’s inner thigh area and under a user’s groin area and being adapted to framingly encircle a bottom surface of a respective buttock of a user and being adapted to attach at a portion of said abdominal element so that each said thigh support element supports and lifts a user’s buttock.

2. The buttocks support device according to claim 1 wherein said pair of thigh support elements are formed of an elastic strap-like material.

3. The buttocks support device according to claim 1 wherein said pair of thigh support elements are formed of a rigid strap-like material.
4. The buttocks support device according to claim 1 wherein said pair of thigh support elements each contain an adjusting means to adjust each said thigh support element to a user's size.

5. The buttocks support device according to claim 1 wherein said device is custom fitted to a user's size.

6. The buttocks support device according to claim 1 wherein said abdominal element is formed of an elastic strap-like material.

7. The buttocks support device according to claim 1 wherein said abdominal element is formed of a rigid strap-like material.

8. The buttocks support device according to claim 1 wherein said abdominal element contains an adjusting means to adjust said abdominal element to a user's size.

9. The buttocks support device of claim 4 wherein each said adjusting means includes a slide and a loop, and said adjusting means include sliding said slide either towards or away from said loop.

10. The abdominal element of claim 1 wherein each said adjusting means includes a slide and a loop, and said adjusting means include sliding said slide either towards or away from said loop.
11. The buttocks support device of claim 1 wherein said abdominal element and said pair of thigh support elements are covered with material to prevent chafing and irritation of a user's skin.

12. The buttocks support device according to claim 11 further comprising adjusting means for said thigh support elements and said abdominal element and wherein said material covering has openings therein to permit access to each of said adjusting means.

12. The buttocks support of Claim 1, wherein said abdominal element comprises an elongate member having opposing ends, said abdominal element further comprising attachment means for attaching and detaching one of said ends to and from another said ends.

13. The buttocks support of claim 12 wherein said attachment means comprises a hook attached to said one of said ends and a loop attached to said another of said ends, said hook and loop cooperating to provide said attaching and detaching.

14. The buttocks support of claim 12 wherein said abdominal loop comprises a flat, pliable material.

15. The buttocks support of claim 1 further comprising a center panel extending between each said thigh support element.
16. The buttocks support device according to claim 1 wherein said pair of thigh support elements are formed of two pieces of material.

17. The buttocks support device according to claim 1 wherein said pair of thigh support elements is formed of one piece of material.

18. The buttocks support device according to claim 1 wherein said device is partially sewn into an article of clothing.

19. The buttocks support device according to claim 1 wherein said abdominal element has material attached at its rear and front portions to form an article of clothing.

20. The buttocks support device according to claim 1 wherein said article of clothing is a thong bikini bottom.

21. A method for supporting and lifting a user’s buttocks, the steps comprising:

encircling a user’s midriff with an abdominal element;

and

supporting a user’s buttocks with a pair of thigh support element each formed of a supporting member each adapted to be connected to a portion of said abdominal element, each said supporting member being connected to a front portion of said
abdominal element near a user's front midriff area and adjacent a user's pelvic area, a remaining portion of each of said thigh support element being placed past a respective one of a user's inner thigh area and under a user's groin area and being adapted to frame and encircle a bottom surface of a respective buttock of a user and being adapted to attach at a portion of said abdominal element so that each said thigh support element supports and lifts a user's buttock.
INTERNATIONAL SEARCH REPORT

International application No.
PCT/US90/12522

A. CLASSIFICATION OF SUBJECT MATTER
IPC(7) : A41B 9/00
US CL : 2/406
According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED
Minimum documentation searched (classification system followed by classification symbols)

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US 3,524,449 A (PETERS) 18 AUGUST 1970, see entire document.</td>
<td>1-21</td>
</tr>
<tr>
<td>A</td>
<td>US 2,088,800 A (MALOUF) 03 AUGUST 1937, see entire document.</td>
<td>1-21</td>
</tr>
<tr>
<td>A</td>
<td>US 3,094,990 A (NEILSON) 25 JUNE 1963, see entire document.</td>
<td>1-21</td>
</tr>
<tr>
<td>A</td>
<td>US 5,784,723 A (NOBLE et al) 28 July 1998, (see entire document)</td>
<td>1-21</td>
</tr>
</tbody>
</table>

☐ Further documents are listed in the continuation of Box C. ☐ See patent family annex.

* Special categories of cited documents:
*A* document defining the general state of the art which is not considered to be of particular relevance
*E* earlier document published on or after the international filing date
*L* document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
*O* document referring to an oral disclosure, use, exhibition or other means
*P* document published prior to the international filing date but later than the priority date claimed

*Y* later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
*X* document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
*Y* document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art
*A* document member of the same patent family

Date of the actual completion of the international search
16 AUGUST 2000

Date of mailing of the international search report
13 OCT 2000

Name and mailing address of the ISA/US
Commissioner of Patents and Trademarks
Box PCT
Washington, D.C. 20231
Facsimile No. (703) 305-3230

Authorized officer
GLORIA HALE
Telephone No. (703) 308-1282

Form PCT/ISA/210 (second sheet) (July 1998)*