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To all uphom, it may concern: 
Be it known that I, RoBERT E. JoHNSON, 

of the city of Kingston, county of Ulster, 
and State of New York, have invented cer 
tain new and useful Improvements in 
Spring-Bending Machines, of which the fol 
lowing is a full, clear, and exact specifica 
tion, such as will enable others skilled in the 
art to which it appertains to make and use 
the same. 
My invention relates to a machine for 

bending Or shaping the leaves of flat or 
elliptic springs, particularly those construct 
ed of a number of leaves laid one against 
the other, and it resides in certain features 
of structure and organization all of which 
will be fully set forth hereinafter and par 
ticularly pointed out in the claims. 

Reference is had to the accompanying 
(l'awings, which illustrate, as an example, 
one manner of embodying the various prin 
ciples of my invention, in which drawings, 

Figure 1 is a plan view showing the ma 
chine Open: Fig. 2 is a plan view showing 
the machine closed: Figs. 3 and 4 are detail 
Sections respectively on the lines 3–3 and 
4-4 of Fig. 1. 

9 is the table which has a suitable support 
(not shown) and an abutment or anvil 10 
iising from its surface. This anvil has a 
horizontally disposed pin 11 adapted to be 
received in the center openings of the spring 
leaves a, a to position the leaves on the an 
vil and to hold them in place during the 
bending operation. 

In the table 10 is a guide way 12 receiving 
a slide 14 which is operated toward and 
from the anvil by a suitably driven linkage 
15 which may be of any desired form and 
which is not illustrated in detail. The slide 
14 carries a croSS beam 16, the end portions 
of which are slotted as at 17. On these end 
portions of the beam 16 collars 18 are ad 
justably mounted and held by set screws 19 
or other suitable means. These collars 18 
have lugs 20 to which the bending arms 21 

e 

erably of stout Spring metal and are adjust 
able by screws 22 working in nuts 23 which 
slide in the slots 7 of the cross beam. The 
nuts 23 are square so that they will not turn 
in the slots and have heads 24 which prevent 
them from moving longitudinally with the 
SCeWS. 

In the operation of the invention a hot 

pivoted. The bending arms are pref 

spring leaf -a- is placed on the anvil 10 
and centered by the pin 11 fitting in the 
usual opening of the spring leaf. The bend 
ing artins 21 are then adjusted to the desired 
length, form and curvature of the spring by 
the combined action of the collars 18 and 
Screws 22, and the linkage or other operat 
ing means 15 is then actuated to advance the 
slide toward the anvil. Thereupon the bend 
ing arms 21 engage the hot spring leaf and 
bend the same over the anvil into the form 
determined. A second hot spring leaf-a'- 
is then engaged against leaf a, and the opera 
tion is repeated, the leaf a? being thereby 
bent against and conforming to the shape of 
the leaf a. The leaf (, is then removed and 
a third hot leaf-not shown is then placed 
against the now cold leaf a', and the opera 
tion again repeated. In this manner the 
various leaves of which the spring is com 
posed are bent against each other and con 
form exactly to each other so that they may 
be fastened snugly together into the finished 
spring in the usual manner. 

Having thus described the invention, what 
I claim as new and desire to secure by Let 
tel's Patent of the United States is 

1. A spring bending machine having 
means for holding the spring, a carrier, a 
part adjustable thereon, a bending-arm piv 
oted to said part, means on the carrier for 
adjustably holding the free end of the arm, 
and means for driving the carrier to engage 
the bending arm with the spring. 

2. A spring bending machine having 
means for holding the spring, a slide or car 
rier, a transverse beam held thereby, a part 
adjustable on the transverse beam, a bending 
arm pivoted thereto, means on the beam for 
adjusting the free portion of the arm, and 
means for driving the slide or carrier to 
engage the arm with the Spring. 

3. A spring bending machine having 
means for holding the Spring, a slide or car 
rier, a transverse beam held thereby, a part 
adjustable on the transverse beam, a bending 
arm pivoted thereto, means on the beam for 
adjusting the free portion of the arm, and 
means for driving the slide or carrier to 
engage the arm with the spring, said part 
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adjustable on the transverse beam compris 
ing a slidable collar and means for holding 
the same in the desired position. 

4. A spring bending machine having 
means for holding the spring, a slide or car O 
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rier, a transverse beam held thereby, a part 
adjustable on the transverse beam, a bending 
arm pivoted thereto, means on the beam for 
adjusting the free portion of the arm, and 
means for driving the slide or carrier to 
engage the arm with the spring, said means 
for adjusting the free portion of the arm 
comprising a non-rotary nut slidable in the 
beam and a screw Working in the nut and 
engaging the arm. 

5. A spring bending machine comprising. 
an anvil to hold the middle part of the 
Spring leaf, a slide movable toward and 
from the anvil, a transverse beam carried by 
the slide and having slotted end portions, 
collars adjustable on the beam, bending arms 
pivoted to the collars, nuts non-rotatably 
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held in the slots of the beam, screws operat 
ing in the nuts to engage the bending arms 
and means for driving the slide. 6. A spring-bending machine having 
means for holding the spring leaf, a carrier 
movable toward and from the same, two 
spring arms mounted at their near ends on 
the carrier, and adjustable means furnishing 
rigid backings for said arms at the points of 
their engagement there with. 

In testimony whereof I have signed my 
name to this specification in the presence of 
two subscribing witnesses. 

ROBERT E. JOHNSON. 
Witnesses: 

CHARLEs W. KLINE, 
CHARLEs RWIN. 
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