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Patented July 17, 1928. 
UNITED STATES 

1,677.447 

PATENT OFFICE. 
FRANK HIGGINS AND ARTHUR E. NORDSTROY, OF PRINCETON, NOS 

HYDROCARBON BURNER. 

Application filed June 22, 1925. Serial No. 88,942. 
This invention relates to a hydro-carbon 

burner adapted for use in connection with 
furnaces, steam and hot water heating 
plants, and the like. 
The principal objections to certain oil 

burners in use exist in the formation of car 
bonusually due to incomplete or improper 
combustion and the noise arising therefrom 
which make them objectionable in dwellings 

10 and the like. 
It is an object of this invention to over 

come these objections in the provision of 
an oil burning system in which the fuel is 
mixed with dry or superheated steam at low 15 pressure, together with air, which produces 
a bluish or almost colorless flame of intense 
heat. 

It is a further object of this invention to 
provide a novel system of control for the 

20 burner including a sparking mechanism for 
producing initial combustion. sy 
With these and other objects in view, 

which will become more apparent in the foll 
lowing description and disclosures, this in 

25 vention comprises the novel structure and 
combinations hereinafter described and more 
particularly pointed out and defined in the 
appended claims. 
in the accompanying drawings which ill 

30 listrate a preferred form of this invention 

3. 

through the water tank. 
s 
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and in which similar reference numerals re 
fer to similar features in the different views: 
Figure 1 is an elevational view of the oil 

burning apparatus installed in connection 
with a furnace. m 

*Figure 2 is a plan view showing diagram 
matically the control system. 

Figure 3 is an enlarged sectional view 

Figure 4 is an enlarged sectional view 
upon the line IV-V of Figure 1. 

Figure 5 is an enlarged vertical 
view through the fire pot. 
As illustrative of this invention, there is 

shown a furnace in which the fire pot 2 
of the system is positioned. A water tank 

sectional 

3 is positioned adjacent the furnace. From 
the tank 3, a pipe 4 extends into the furnace 
and directly above the fire pot comprises a 
coil 4, which returns through a branch 4 
and the pipe sections 5 and 6, to a safety 
valve 7 which communicates with the top of 
the tank. A pipe 8 provided with a con 
trol valve 9 extends from the pipe 6 and 
connects with a pipe 10 that communicates 

with the top of the fire nozzle 11 (Figures 4 
and 5). 
The water in the tank 3 is maintained at 

constant level through a float 12 which is 
attached to a rod 13 extending through the 
top of the tank. The rod 13 connected to 
one end of a lever 14 pivoted intermediate 
its ends upon a bracket 15. The other end 
of the lever 14 is connected by suitable link 
age 16 with a valve 17 in the water supply 
pipe 18 of the tank. A low pressure gauge 
19 is connected to the top of the tank for 
indicating the pressure of the steam. 
The oil supply pipe 20 for the system ex 

tends through a regulating box 21, the mech 
anism in which will be later described. 
From the regulating box, the oil supply ex 
tends through the wall of the furnace and 
into the front end of the fire nozzle 11 as 
shown in Figure 5. Adjacent the regulat 
ing box, there is a trip valve 22 in the pipe 
20, which is operated by the usual trip bucket 
23 from which a pipe 24 extends. The pipe 
24 extends into the lower part of the fire 
pot. As such a trip bucket and its functions 
are old and well-known it need not be more 
aspecifically described. 

The fire pot 2 which is best shown in 
Figures 4 and 5 consists of a substantially 
cylindrical body portion 2 with a down 
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wardly directed hood 25 which is offset with . 
respect to the body portion, but integral 
therewith. The wall of the body portion is 
not continuous; there is a gap 26 that estab 
lishes communication between the hood and 
body portion. The hood is so formed in 
connection with the body portion that the 
outer Wall of the gap lies in substantially 
the same plane as the inner surface of the 
adjacent wall of the fire pot. The inner side 
of the gap 26 is formed by the juncture wall 
27 of the hood and body portion. This 
juncture wall slopes inwardly and serves to 
defect the flames with respect to the gap 
26. This gap serves as a thoroughfare for 
air which may enter the fuel nozzle through 
an inlet, 28. The nozzle 11 is supported in 
the wall 29 that connects the deflector por 
tion 27 with the wall of the hood below the 
gap 26. According to this construction, the 
fuel mixture passing through the nozzle 11 
will be tangentially directed against the wall 
of the body portion and be given a swirling 
motion; after substantially one revolution 
the same will strike the deflector 27 and he 
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deflected inwardly of the gap 26 so as not to 
interfere with the operation of the nozzle. 
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The nozzle consists of a hollow Venturi 
tube. A nut 30 is threaded in the outer end 
of the tube, the oil pipe 20 being secured in 
said nut. This nut has an extended tube 31 
which communicates with the oil pipe 20. 
This tube extends into a second nut 32 
threaded in the nozzle 11 in spaced relation 
with the nut 30 to provide a steam chamber 
therebetween. The nut 32 is provided with 
a forwardly projecting nozzle 33. It will 
be noted that the passage in the nozzle 11 
is cylindrical at the rear; it then becomes 
conical to provide a restricted portion 
which merges into a flaring portion to give 
a Venturi, effect to the mixture. - 

It will be noted that the tube 31 in the 
nut 30 fits loosely in the nut 32. Conse 
quently the steam entering the pipe 10 will 
pass into the nozzle of the nut 32 and mix 
with the oil and as the steam has been 
superheated and is dry, there will be no 
hindrance to combustion. The air inlet 28 
communicates with the conical portion of 
the passage in the nozzle and forward of 
the nut, 32. Consequently, the air will be 
come mixed with the oil after the steam 
strikes the oil. 

In referring to Figure 5, it will be noted 
that the body portion 2 of the fire pot has 
a downwardly sloping annular flange 2 
which forms part of the bottom thereof. 
The remainder of the bottom is formed by 
a basin 34 or the like attached to the flange 
2. An electrical heating unit 35 is attached 
to the bottom of the basin 34. A pair of 
conductors 36 and 36 which pass through 
insulated blocks 37, in the bottom of the 
basin, convey the current with respect to 
the heating unit. 
The fuel mixture will initially drop into 

the basin 34 and be heated into vapor which 
5 

will be ignited by an electrical spark pro 
duced by the spaced conductors 38 and 39 
above the heating unit. These spaced con 
ductors, which may be termed the spark 
wires, extend through suitable insulated 
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blocks 37 in the base of the basin to the elec 
trical control which will be later described. 
An apertured cover 40 having an upwardly 
flaring portion around the aperture therein 
rests upon the top of the fire pot and pro 
duces a Venturi effect with respect to the 
emitted flames. - 

Referring now to the control mechanism 
which is housed in the box 21 and which is 
shown in Figure 2, it will be seen that the 
conductor 36 of the heating unit connects 
With a wire 41 leading from a high tension 
coil 42 to a source of power, and that the 
other wire 36 of the heating unit connects 
with a resistance coil 42' which in turn 
connects with a stationary switch contact 43. 
The Spark wire 38 is connected to the high 
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tension coil 42, while the spark wire 39 also 
leads to the high tension coil 42. The cir 
cuit through the coil 42 is however, com 
pleted through a conductor 44 that is con 
nected with a flexible switch element 45 
which is adapted to be contacted by a ther 
mostatically operated switch element 46 
adapted to be heated by the coil 42 and 
which is connected by a conductor 47 to the 
Wire 36. 
The oil supply pipe in the box 21 has an 

automatically controlled valve which is con 
nected to an arm 48 intermediate the ends 
thereof; one end of the arm has a project 
ing pin 49 while the other end is connected 
to one end of a link 50. The other end of 
the link 50 is pivotally connected to a core 
51 of a valve closing solenoid 52. 
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Mounted loosely upon the axis of the 
arm 48, there is a second arm 53 which is 
pivotally connected by a link 54 with a rod 
55 embodying a core 56 of a valve opening 
and switch closing solenoid 57. The rod 
57 extends contiguous to and past a rotary 
switch 58 into a switch opening solenoid 59; 
the rod being provided with a suitable core 
60 for such solenoid. The rod 55 is also 
pivotally connected by a link 61 to the ro 
tary switch 58. 
The rotary switch comprises an insulated 

disk having an arcuate conductive portion 
62 upon its periphery adapted to form elec 
trical connections between the stationary 
contact, members 63, 64 and 43 as will later 
After the system has been started, it may 

be automatically regulated by a thermostat 
65 in the dwelling room. The deflecting 
portion of this thermostat is connected to 
the source of power through a conductor 66 
which is connected by a conductor 67 with 
the switch opening solenoid 59. The low 
temperature side of the thermostat is con 
nected by a wire 68 with the valve opening 
solenoid 57 and the high temperature side 
of the thermostat is connected by a con 
ductor 69 with the valve closing solenoid 52. 
After the system has been put into opera 

tion, it is desirable to rotate the switch to 
off position. In order to accomplish this 
the switch opening solenoid must be ener 
gized. For this purpose, a conductor 70 
leads from the solenoid 59 to a stationary 
contact 71 above the yielding switch mem 
ber 45. Obviously, after the thermostatic 
bar 46 has been brought into engagement 
with the yielding switch member 45, it will 
continue to move as its temperature increases 
until it strikes the contact 71 for completing 
the circuit through the solenoid 59 which 

more fully appear. 
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will actuate the bar 55 for rotating the switch 
to off position as shown in Figure 2. In 
order to start the system, a suitable switch 
72 may be inserted in the main line of the 
circuit. 130 
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The operation is as follows: 
In the position shown in Figure 2, the 

switch 58 is in off position and the automatic 
valve in the oil supply pipe is closed. Now 
if the switch 72 is closed, the circuit through. 
the solenoid 57 will be completed through 
the low temperature side of the thermostat 
65. The solenoid 57 will attract the core 
56 and shift the rod 55 to the right, thereby 
closing the switch 58. Simultaneously, the 
arm 53 will engage the pin 49 and Swing 
the arm 48 to the right for opening the oil 
valve, the oil then flowing into the fire pot. 
As soon as the switch 58 is rotated to 

closed position, it will put the contact 43. 
in circuit and establish the circuit through 
the heating unit 35 for heating and vaporiz 
ing the oil. By the time the oil is vaporized, 
the thermostatic bar 46 will be sufficiently 
heated by the resistance coil 42 to flex up 
wardly and contact with the switch element 
45 for completing the circuit through the 
high tension coil 42, to which the spark 
wires connect; consequently the sparks pro 

25 duced across the gap of the spark wires 38 
and 39 will ignite the vapors and start the 
burner. A short interval after the thermo 
static bar 46 has contacted the switch ele 
ment 45, it will sufficiently flex through addi 

30 tional temperatuire to force the said bar 46 
against the contact 71 for completing the 
circuit through the solenoid 59 which will 
become energized and draw the rod 55 back 
to the position shown in Figure 1 and rotate 
the switch 58 to open position for discon 
necting the contact 43 and breaking the cir 
cuit through the heating unit 35 and the 

4) 

spark wires. When the rod 55 is drawn to 
the left, the arm 53 will swing away from 
the pin 49, leaving the valve open. How 
ever, as long as the bar 45 remains in con 
tact with contact post 71 there will be a short 
circuit through the solenoid 59. In open 
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position, the solenoid 57 will be in circuit 
and the Switch may be actuated back and 
forth as before explained, after the bar 46 
has cooled sufficiently to break the connec 
tion with the post 71, provided the tempera 
ture in the room has not sufficiently risen to 
break the contact at the low temperature side 
with the solenoid 57. However, no harm 
will be done, since the valve in the pipe line 

3 
will remain open as the pin 49 on the valve 
arm 48 is beyond the range of movement of 
the arm 53. As soon as the thermostat 65 55 

is sufficiently heated, the connection through 
the low temperature side to the solenoid will, 
Of course, be broken. 
Under normal operating the parts will be 

in the position shown in Figure 2. Now, 
if the room gets too hot and establishes a 
connection on the high temperature side of 
the thermostat 65 with the solenoid 52, the 
same will be energized for drawing the core 
51 inwardly and swinging the arm 48 for 

: closing the valve in the oil supply pipe. 
This movement will bring the pin 49 in 
close proximity to the arm 53, so that when 
the room cools off and establishes the con 
tact through the solenoid 57, for actuating 
the bar 55 to the right, the arm 53 will 
engage the pin 49 and open the oil valve, 
when the operation may be repeated as be 
fore explained. 
We are aware that many changes Inay be 

made, and numerous details of construction 
may be varied through a wide range without 
departing from the principles of this inven 
tion, and we therefore do not purpose limit 
ing the patent granted hereon, otherwise 
than necessitated by the prior art. 
We claim as our invention: 
1. In an oil burning system, a substan 

tially cylindrical fire pot having an offset 
portion, with a deflector upon the inner side 
of said offset portion, the outer wall of said 
offset portion forming a partistraight con 
tinuation of the wall of the cylinder, and a 
fuel nozzle so located in said offset portion 
as to direct the fuel tangentially of the wall 
of the fire pot to produce a swirl beyond 
said offset portion. 

2. In an oil burning system, a substan 
tially cylindrical fire pot having an offset 
portion with a gap communicating with the 
interior thereof, a deflector at the inner side 
of said gap, and a nozzle so located in Said 
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offset portion as to direct the flame tangen 
tially against the fire pot, said deflector di 
verting the flames from said nozzle. 
In witness whereof, we have hereunto sub 

scribed our names. 
FRANK HIGGINS. 
ARTHUR E. NORDSTROM. 


