METHOD AND APPARATUS FOR ALLOWING SELECTIVE DISPOSITION OF AN INCOMING TELEPHONE CALL DURING AN INTERNET SESSION

A method for notifying an internet browser user of an incoming telephone call is performed by internet call notification software residing on the user's computer and software residing within a telephone network. A user selects the location of the internet notification software as a home page for the browser. The home page prompts the user for activation of internet call notification. If the user requests internet call notification, the software transmits an internet protocol address to the telephone network. The network then stores the internet protocol address for the user. When a call is made to the user, the telephone network accesses a database to retrieve the stored internet protocol address. The network then transmits a message to the user's software to notify the user of the incoming call. The software displays a window containing information about the telephone call. If the user chooses to accept the call, the software closes the browser and connects the telephone call to the user.
<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>AL</td>
<td>Albania</td>
<td>ES</td>
<td>Spain</td>
<td>LS</td>
<td>Lesotho</td>
</tr>
<tr>
<td>AM</td>
<td>Armenia</td>
<td>FI</td>
<td>Finland</td>
<td>LT</td>
<td>Lithuania</td>
</tr>
<tr>
<td>AT</td>
<td>Austria</td>
<td>FR</td>
<td>France</td>
<td>LU</td>
<td>Luxembourg</td>
</tr>
<tr>
<td>AU</td>
<td>Australia</td>
<td>GB</td>
<td>United Kingdom</td>
<td>LV</td>
<td>Latvia</td>
</tr>
<tr>
<td>AZ</td>
<td>Azerbaijan</td>
<td>GE</td>
<td>Georgia</td>
<td>MC</td>
<td>Monaco</td>
</tr>
<tr>
<td>BA</td>
<td>Bosnia and Herzegovina</td>
<td>GE</td>
<td>Georgia</td>
<td>MD</td>
<td>Republic of Moldova</td>
</tr>
<tr>
<td>BB</td>
<td>Barbados</td>
<td>GH</td>
<td>Ghana</td>
<td>MG</td>
<td>Madagascar</td>
</tr>
<tr>
<td>BE</td>
<td>Belgium</td>
<td>GN</td>
<td>Guinea</td>
<td>MK</td>
<td>The former Yugoslav</td>
</tr>
<tr>
<td>BF</td>
<td>Burkina Faso</td>
<td>GR</td>
<td>Greece</td>
<td>Republic of Macedonia</td>
<td></td>
</tr>
<tr>
<td>BG</td>
<td>Bulgaria</td>
<td>HU</td>
<td>Hungary</td>
<td>ML</td>
<td>Mali</td>
</tr>
<tr>
<td>BJ</td>
<td>Benin</td>
<td>IE</td>
<td>Ireland</td>
<td>MN</td>
<td>Mongolia</td>
</tr>
<tr>
<td>BR</td>
<td>Brazil</td>
<td>IL</td>
<td>Israel</td>
<td>MR</td>
<td>Mauritania</td>
</tr>
<tr>
<td>BY</td>
<td>Belarus</td>
<td>IS</td>
<td>Iceland</td>
<td>MW</td>
<td>Malawi</td>
</tr>
<tr>
<td>CA</td>
<td>Canada</td>
<td>IT</td>
<td>Italy</td>
<td>MX</td>
<td>Mexico</td>
</tr>
<tr>
<td>CF</td>
<td>Central African Republic</td>
<td>JP</td>
<td>Japan</td>
<td>NE</td>
<td>Niger</td>
</tr>
<tr>
<td>CG</td>
<td>Congo</td>
<td>KE</td>
<td>Kenya</td>
<td>NL</td>
<td>Netherlands</td>
</tr>
<tr>
<td>CH</td>
<td>Switzerland</td>
<td>KG</td>
<td>Kyrgyzstan</td>
<td>NO</td>
<td>Norway</td>
</tr>
<tr>
<td>CI</td>
<td>Côte d'Ivoire</td>
<td>KP</td>
<td>Democratic People's Republic of Korea</td>
<td></td>
<td></td>
</tr>
<tr>
<td>CM</td>
<td>Cameroon</td>
<td>KR</td>
<td>Republic of Korea</td>
<td>NZ</td>
<td>New Zealand</td>
</tr>
<tr>
<td>CN</td>
<td>China</td>
<td>KZ</td>
<td>Kazakhstan</td>
<td>NL</td>
<td>Netherlands</td>
</tr>
<tr>
<td>CU</td>
<td>Cuba</td>
<td>LC</td>
<td>Saint Lucia</td>
<td>RO</td>
<td>Romania</td>
</tr>
<tr>
<td>CZ</td>
<td>Czech Republic</td>
<td>LI</td>
<td>Liechtenstein</td>
<td>RU</td>
<td>Russian Federation</td>
</tr>
<tr>
<td>DE</td>
<td>Germany</td>
<td>LK</td>
<td>Sri Lanka</td>
<td>SD</td>
<td>Sudan</td>
</tr>
<tr>
<td>DK</td>
<td>Denmark</td>
<td>LR</td>
<td>Liberia</td>
<td>SE</td>
<td>Sweden</td>
</tr>
<tr>
<td>EE</td>
<td>Estonia</td>
<td></td>
<td></td>
<td>SG</td>
<td>Singapore</td>
</tr>
</tbody>
</table>

**FOR THE PURPOSES OF INFORMATION ONLY**

Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT.
METHOD AND APPARATUS FOR ALLOWING SELECTIVE DISPOSITION OF AN INCOMING TELEPHONE CALL DURING AN INTERNET SESSION

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention is directed to telephony and the internet, and more particularly, to a software tool for notifying an internet user of an incoming telephone call.

2. Background

The past several years have seen an explosive growth of the internet. Most of the increase in the popularity of the internet can be attributed to the information content available through the World Wide Web (the "Web"). The Web is built around a network of "server" computers which exchange requests and data from each other using the hypertext transfer protocol ("HTTP"). The Web consists of Web "pages" designed by a human designer using the Hypertext Markup Language ("HTML"). Each Web page contains graphical and text information. A new page may be accessed from the current page via a "hyperlink."

A user views a Web page using one of a number of commercially available "browser" programs. The browser submits an appropriate HTTP request to establish a communications link with a Web server on the network. A typical HTTP request references a Web page by its unique Uniform Resource Locator ("URL"). A URL identifies the Web server hosting that Web page, so that an HTTP request for access to the Web page can be routed to the appropriate Web server for handling.

A user requests internet access by subscribing to an Internet Service Provider ("ISP"). The ISP owns one or more internet server computers and provides access to other server computers for its subscribers. A user may connect to an ISP server in many ways, but the most common connection method is via a computer modem over conventional analog telephone lines. The user initiates a connection by dialing an ISP-provided access number from within a communications application, usually
provided by the ISP. The application transmits user-provided data, such as a user name and password, over the user's computer modem to an application on the server computer. The server computer application confirms the user name and password and provides access to other internet servers. The user's communications application can then launch other internet applications, such as a Web browser.

While connected to the internet, however, the user may not receive any telephone calls over the analog telephone line. With the average internet user connected for over thirty minutes, internet users can frequently miss many important telephone calls. Call Waiting services do not provide an adequate solution to this problem. A user who subscribes to Call Waiting receives neither a visual nor an aural indication of an incoming telephone call. Moreover, many subscribers must disable the Call Waiting service because the Call Waiting transaction (usually one or two beeps) interrupts the user's modem connection to the internet, usually dropping the call.

Other current options available to the user are similarly inadequate. For instance, the user may subscribe to a voice mail service. But such services do not provide an indication to the user that a call and voicemail message were received. In addition, many voicemail services do not answer telephone calls received on a busy line. The user may also elect to purchase a second analog telephone line exclusively reserved for internet use. In most instances, however, the relatively brief time spent on the internet does not warrant the accompanying installation and monthly telephone service costs.

**SUMMARY OF THE INVENTION**

The present invention overcomes the problems and disadvantages of the prior art by storing the telephone number and internet protocol address of a user in the course of initiating an internet session. The stored information may be used to locate the user on the internet and notify her of an incoming telephone call. The invention also provides the user with information about the caller, such as the caller's name, street address, and telephone number. The internet user may then decide to: (1) ignore the call and continue working within the internet application; (2) accept the call and
terminate the internet session; or (3) configure the incoming call as an internet telephony call so the internet session can continue.

In particular, in a preferred embodiment of the present invention, internet call notification software stored on an internet user’s computer and advanced intelligent network software stored in a telephone network cooperatively notify the internet user of an incoming telephone call. The internet user sets the browser “home page” to the location of the internet notification software. The software then prompts the user, within the browser to activate the internet call notification. If the user requests notification, first an internet protocol (“IP”) address is assigned by the user’s internet service provider. Next, the software transmits the assigned IP address to the network using TCP/IP networking. The telephone network stores the IP address together with the user’s telephone number in a database. When a subsequent telephone call is made to the user, the network accesses the database to determine if the user has an active internet session and, if so, to retrieve the IP address of the user. The telephone network then sends a message via the internet to the user’s call notification software at the retrieved IP address. The personal computer software then displays a window providing information about the call, such as the calling party’s name and telephone number along with options for the disposition of the telephone call. The user may elect to accept the telephone call or reject the call. If the user accepts the telephone call, the software closes the browser and connects the call to the user’s telephone line. If the user rejects the telephone call, the software informs the network that the user has rejected the call. The network may then allow the call to ring on the calling party’s end. Alternatively, the call may be forwarded to a specified alternate telephone number for the user.

In accordance with the purpose of the invention, as embodied and broadly described herein, the invention is a method for notifying an internet user of an incoming telephone call from a calling party, the method comprising the steps of storing an internet protocol address of the user; receiving the incoming telephone call; retrieving the stored internet protocol address of the user; sending a message to the internet protocol address; displaying information regarding the telephone call; and providing options to the internet user for the disposition of the call.
Objects and advantages of the invention will be set forth in part in the
description which follows and in part will be obvious from the description or may be
learned by practice of the invention. The objects and advantages of the invention will
be realized and attained by means of the elements and combinations particularly
pointed out in the appended claims.

BRIEF DESCRIPTION OF THE DRAWINGS

FIGURE 1 is a block diagram of an exemplary telephone network, in
accordance with a preferred embodiment of the present invention.

FIGURE 2 is a block diagram of a computer, in accordance with a preferred
embodiment of the present invention.

FIGURE 3 is a flow chart illustrating the interaction between a calling party,
internet call notification software, and AIN software.

FIGURE 5 is an illustration of an internet notification database entry.

FIGURE 6 is a flow chart illustrating the interaction between calling party,
internet call notification software and AIN software.

DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENT

Reference will now be made in detail to a preferred embodiment of the
invention, examples of which are illustrated in the accompanying drawings.
Wherever possible, the same reference numbers will be used throughout the drawings
to refer to the same or like parts.

FIGURE 1 is a block diagram of an exemplary advanced intelligent network
(“AIN”) network 100 interconnected via Signaling System #7 (“SS7”), in accordance
with a preferred embodiment of the present invention. AIN functionality is described
in described in Bellcore Documents No. GR-1298-CORE and GR-1299-CORE, which
are both hereby incorporated by reference herein. SS7 signaling is described in detail
in “American National Standard for Telecommunications--Signaling System Number
7, Nos. T1.110 through T1.116”, which is hereby incorporated by reference herein. A
calling party 160 and a called party/internet user 150 have access to the network 100.
The called party 150 connects to the network 100 using either a standard telephone
155 or through a computer 200. The computer 200 connects to the network 100 by a
computer modem 267 or a similar device. Both the modem 267 and the telephone 155 are coupled to a network connector on the user's premises, such as a telephone jack (not shown). A service switching point ("SSP") 175 switches calls to and from the internet user 150. The SSP may be located, for instance, in an end office coupled to the internet user's telephone jack.

The SSP 175 is communicatively coupled to an Advanced Intelligent Network Service Control Point ("AIN SCP") 180 or similar SS7-compatible device. The SSP 175 and AIN SCP 180 communicate via SS7 messaging and TCAP queries. TCAP queries are described in Bellcore Document No. GR-1298-CORE entitled "AIN GR: Switching Systems", Issue 3, Rev. 11/96, which is hereby incorporated by reference herein. The AIN SCP 180 accesses one or more databases, including an Internet Call Notification ("ICN") database 190 (discussed in greater detail below) and a caller information database 194. The AIN SCP stores information and accesses the ICN database 190 for ICN-related information. The caller information database contains information regarding individual callers, such as names, street addresses, and telephone numbers of subscribers and non-subscribers to the network. The user PC 200 (through the SSP 175) and the AIN SCP 180 are both communicatively coupled to the internet 300 using Transmission Control Protocol/Internet Protocol (TCP/IP) networking.

FIGURE 2 is a block diagram of computer 200, in accordance with a preferred embodiment of the present invention. Computer 200 includes a CPU 262; a memory 264; input/output lines 265; a modem 267; an input device 270, such as a keyboard or mouse; and a display device 280, such as a display terminal. Computer 260 also includes an removable storage device 271, such as a disk drive, that reads computer instructions stored on computer readable media 272, such as a computer disk. Memory 264 of computer 260 includes browser software 277, such as the browser sold under the trademark "Netscape Navigator" by Netscape Communications, Inc., although other browsers may be used. Memory 264 also includes a computer-display control language, such as the Hypertext Markup Language ("HTML") 275 and a Java interpreter 285. Browser software 277 may also include a plug-in that interprets the Java language or otherwise provides access to the internet call notification software described below. A person of ordinary skill in the
art will understand that memory 274 also contains additional information, such as
application programs, operating systems, data, etc., which are not shown in the figure
for the sake of clarity.

The present invention includes two components: (1) an Internet Call
Notification ("ICN") software component 290 stored on a local disk drive of computer
260 and read into memory 277 upon execution; and (2) an AIN software component
195 stored in AIN SCP 180 and associated databases 190, 194. The ICN component
290 and the AIN component 195 work together to provide notification to the internet
user 200 of an incoming call. To ensure that the two components function properly,
the internet user 200 pre-registers with his local exchange carrier ("LEC") for his
service area.

**Service Activation**

Prior to use, the user 150 may configure the ICN software component 290 by
specifying one or more default telephone numbers. For example, the user 150 may
specify a cellular telephone number, a pager device number, and/or a voicemail
telephone number. During execution, the user selects one of the specified numbers for
default handling of telephone calls during an internet session. The user interface may
include methods to simplify the selection of the number to be used.

FIGURE 3 is a flow diagram illustrating the flow of data between internet user
200, ICN software 290, and AIN SCP 180 and its associated databases. It will be
understood by persons of ordinary skill in the art that the steps of flow charts in this
document are performed by CPU 262 of Fig. 1 executing the instructions of software
290 and a processor in AIN SCP 180. In step 302, the internet computer 200 initiates
an internet session by dialing a remote server or point of presence ("POP") operated
by the ISP. The dialed number includes a feature code dialing sequence, such as *99.
In step 304, modem 267 sends calling digits of the remote server to SSP 175. The
SSP 175 will automatically receive the telephone number of the internet user 150. An
AIN feature code trigger is invoked in the SSP 175 and a resulting Info-Analyzed
message is sent to the AIN SCP 180. Based on the dialed feature code, in step 306,
the AIN SCP 180 creates an internet call entry 410 in the ICN database 190.

An example of the internet call entry 410 is shown in FIGURE 4. The entry
410 includes a field 420 specifying the user's telephone number, a field 430
specifying the internet address of the user, and a field 440 specifying a default telephone number of the user, if available. The SSP 175 provides data for field 420. The internet address fields 430, 440 are left blank until the user has been assigned an internet address and requests activation of Internet Call Notification.

Once connected to the ISP server, the ISP assigns the user 200 an Internet Protocol ("IP") address to identify the user to other hosts on the Internet. The user 200 may then open browser software 277. Browser software 277 displays HTML and Java pages specified by HTTP requests. In addition, browser software 277 can display other HTML and Java documents located on the user's computer. Browser software allows the user to specify a "home page" as the initial document to be displayed by the browser software 277. In the present invention, the user sets the home page address as the local disk drive location of ICN software program 290 (e.g., "C:\ICN\ICN.EXE"). The ICN software program 290 is an executable stand-alone program or browser "plug-in" written in a programming language, such as the JAVA programming language. JAVA is a registered trademark of Sun Microsystems, Inc. JAVA programming is described in detail in The Waite Group's "Java Primer Plus," by Paul M. Tyma, Gabriel Torok, and Troy Downing (1996) which is incorporated by reference herein.

In step 310, the ICN software 290 causes the computer 200 to display a window that prompts the user to activate Internet Call Notification. The window includes a menu of pre-arranged option buttons. The user 200 may choose to be notified by selecting a "Yes" button in the window. If the user does not want to be notified of incoming calls, the user may select a "No" button in the window. The user may also specify one of the several default telephone numbers that were provided during configuration of the software. If the user 200 selects call notification, the ICN program 290 creates a data message, such as a User Datagram Protocol ("UDP") packet containing: (1) the user's current IP address; (2) the user's telephone number; and (3) the default telephone number. In step 312, the packet is sent directly to the AIN SCP 180 by the ICN software 290 using a domain name server that maps to a physical address for the AIN SCP 180. The AIN SCP 180 receives the data message and, in step 314, completes the database entry 310 by entering the user's IP address in the field 430, and the default telephone number in the field 440. The AIN SCP 180,
in step 316, returns a confirmation message back to the user 200 over the Internet. In step 318, ICN software 290 causes browser 277 to display a message confirming activation of ICN.

**Internet Call Notification and Disposition**

FIGURE 5 is a flow chart illustrating the interaction between calling party 160, ICN software 290 and AIN software 195. In step 502, a calling party 160 dials internet user 150. A telephone call by the calling party 160 to the user 150 will encounter an AIN trigger, such as the terminating busy trigger, in the SSP 175 prior to reaching the user’s line. The terminating busy trigger captures a call to a busy telephone line without allowing the caller to hear a busy signal. The trigger is placed before a call waiting feature or any other terminating feature. Upon capturing the call, the SSP 175, in step 504, sends a TCAP query to the AIN SCP 180 for instructions regarding disposition of the telephone call. The AIN SCP 180 IN STEP 506a accesses the ICN database 190 and concludes that the user has an active internet session. The AIN SCP 180 then retrieves the IP address for the user from the IP address field 430 of the database entry 410. In addition, the AIN SCP 180, in step 506b, accesses the caller information database 194 to retrieve information regarding the calling party, if available. In step 508, the AIN SCP 180 sends a data message containing the calling party information to the user at the user’s internet address. The message notifies the ICN software 290 of an incoming call.

The ICN software 290, in step 510, causes the computer 200 to display a window informing the user that a call is incoming and presenting the user with caller information. The window prompts the user to accept the call directly, to accept the call over the internet using computer telephony, or to ignore the call. If the user elects to accept the telephone call directly, the software 290, in step 512, terminates the connection between the modem and the ISP server. In step 513, the software 290 sends a call termination indication directly to the AIN SCP 180 using TCP/IP networking protocol. In addition, the SSP 175 sends a disconnect message to the AIN SCP 180 in step 514. The termination of the call and modem session are received by the SSP 175. The user’s telephone line is then free to accept telephone calls. Based on the notification that the user has disconnected the telephone call, the AIN SCP 180, in step 516, sends an AIN TCAP message to the SSP 175, instructing the SSP 175 to
complete the call from the calling party 160 to the user 200. In step 518, the user answers the call from calling party 170. If the user elects not to accept the call at step 510, call flow continues at step 520. In step 520, the ICN software 290 either notifies the AIN SCP 180 that the user has chosen to ignore the call or the software 290 times out. In step 522, AIN SCP 180 accesses database 190 to determine the default telephone number specified by the user at start-up. In step 524, AIN SCP 180 sends a TCAP message instructing SSP 175 to route the telephone call from calling party 170 to the default telephone number received in step 522. If no answer is received at the specified telephone number, other default processing may be performed.

If the user elects to accept the call using internet telephony, the user must specify a telephony server IP address. In step 524, the address is transmitted back to the AIN SCP 180. The AIN SCP 180 then establishes a connection with the telephony server. Once the connection is established, the AIN SCP 180 provides the user's IP address to the server together with information about the calling party. The server may then connect the calling party 160 and the internet user 150.

**Service Deactivation**

Once the user has concluded the internet session, the termination of the call is recognized by the SSP 175. This event causes the SSP 175 to send a call termination notification message to the AIN SCP 180. The AIN SCP 180 then removes the user's entry from the ICN database 190, effectively deactivating the ICN session.

Having thus described a preferred embodiment of a method and apparatus for notifying an internet user of an incoming telephone call, it should be apparent to those skilled in the art that certain advantages have been achieved. It should also be appreciated that various modifications, adaptations, and alternative embodiments thereof, may be made within the scope and spirit of the present invention. For example, while the calling party 160 is waiting for the connection to the called party 150, the AIN SCP 180 may send a "HOLD" message back to the SSP 175. The "HOLD" message may instruct the SSP 175 to play a particular announcement and to hold the call until the user 150 has been disconnected from the network. The invention is further defined by the following claims:
CLAIMS

What is Claimed is:

1. A method for notifying an internet user of an incoming telephone call from a calling party, the method comprising the steps of:
   storing an internet protocol address of the user;
   receiving the telephone call;
   retrieving the stored internet protocol address of the user;
   sending a message to the internet protocol address; and
   displaying information regarding the telephone call.

2. The method for notifying an internet user of an incoming telephone call, further comprising the steps of:
   prompting the user to perform at least one of the following actions:
   accepting the telephone call directly;
   ignoring the telephone call; and
   accepting the telephone call over the internet.

3. The method for notifying an internet user of an incoming telephone call, as recited in Claim 2, further comprising the steps of:
   terminating an internet session if the user elects to accept the telephone call directly; and
   connecting the telephone call from the calling party to the user.
4. The method for notifying an internet user of an incoming telephone call, as recited in Claim 2, further comprising the steps of:
   storing a default telephone number of the user;
   connecting the telephone call from the calling party to the default telephone number if the user does not elect to ignore the telephone call.

5. The method for notifying an internet user of an incoming telephone call, as recited in Claim 2, further comprising the step of sending the internet protocol address of the user to a telephony server if the user elects to accept the telephone call over the internet.

6. The method for notifying an internet user of an incoming telephone call, as recited in Claim 1, further comprising the steps of:
   displaying a web page;
   prompting the user to activate call notification from the web page;
   transmitting the internet address of the user if the user elects to activate call notification; and
   displaying a service activation message in the web page.

7. The method for notifying an internet user of an incoming telephone call, as recited in Claim 1, wherein the information regarding the telephone call includes information regarding the calling party.

8. The method for notifying an internet user of an incoming telephone call, as recited in Claim 1, wherein the internet address is stored by a service control point.

9. The method for notifying an internet user of an incoming telephone call, as recited in Claim 8, wherein the service control point stores the internet address in a database.
10. The method for notifying an internet user of an incoming telephone call, as recited in Claim 9, wherein the telephone call is received by a service switching point in a telephone network.

11. A method, performed by a computer processor, for notifying an internet user of an incoming telephone call from a calling party, the method comprising the steps of:
   displaying a web page, the web page containing a prompt to the user requesting activation of internet call notification;
   receiving a request from the user to activate internet call notification; and
   transmitting an internet protocol address to a telephone network.

12. The method for notifying an internet user of an incoming telephone call, as recited in Claim 11, further comprising the steps of:
   receiving a message containing information respecting the telephone call; and
   displaying a window notifying the user of the telephone call.

13. The method for notifying an internet user of an incoming telephone call, as recited in Claim 11, wherein the information respecting the telephone call includes information regarding the calling party.

14. The method for notifying an internet user of an incoming telephone call, as recited in Claim 12, further comprising the steps of:
   receiving a request from the user to connect the telephone call;
   ending an internet session of the user; and
   connecting the telephone call from the calling party to the user.
15. An apparatus for notifying an internet user of an incoming telephone call from a calling party, the apparatus comprising:
   a service switching point configured to receive the telephone call from the calling party and to send a message regarding the telephone call;
   a service control point configured to receive the message and to send an internet notification message to a stored internet protocol address of the user;
   internet notification means for displaying information respecting the telephone call, based upon the internet notification message.

16. The apparatus, as recited in Claim 15, further comprising, wherein the internet notification means further comprises:
   means for causing the internet browser to prompt the user to accept the telephone call;
   means for terminating a session of the internet browser if the user elects to accept the telephone call; and
   means for connecting the telephone call from the calling party to the user.

17. The apparatus, as recited in Claim 15, wherein the apparatus further comprises:
   means for storing a default telephone number of the user;
   means, within the internet notification means, for prompting the user to accept the telephone call; and
   means for connecting the telephone call from the calling party to the default telephone number of the user if the user does not elect to accept the telephone call.
18. The apparatus, as recited in Claim 15, wherein the internet notification means further comprises:
   means for prompting the user to activate call notification;
   means for transmitting the internet address of the user if the user elects to activate call notification; and
   means for displaying a service activation message.

19. The apparatus, as recited in Claim 15, wherein the internet notification means further comprises:
   means for displaying a web page in the internet browser;
   means for prompting the user to activate call notification from the web page;
   means for transmitting the internet address of the user if the user elects to activate call notification; and
   means for displaying a service activation message in the web page.

20. The apparatus, as recited in Claim 15, wherein the information respecting the telephone call includes information regarding the calling party.
| 555-1111  | [IP ADDRESS] | 555-1212 |

**FIGURE 4**
A. CLASSIFICATION OF SUBJECT MATTER

IPC 6 H04M3/42

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

IPC 6 H04M

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>WO 97 47118 A (ERICSSON TELEFON AB L M ; HANSSON ALLAN (SE); TOENNBY INGMAR (SE)) 11 December 1997 see page 6, line 18 – page 10, line 30</td>
<td>1, 7-10, 15, 17, 20</td>
</tr>
<tr>
<td>Y</td>
<td>see page 13, line 16 – page 15, line 1 see figure 2</td>
<td>2-6, 11-14, 16-19</td>
</tr>
<tr>
<td>Y</td>
<td>WO 97 26749 A (INTERACTIVE TELECOM INC) 24 July 1997 see page 5, line 1 – page 7, line 2 see table 1</td>
<td>2-5, 16, 17</td>
</tr>
<tr>
<td>Y</td>
<td>WO 97 22209 A (LOW COLIN ; HEWLETT PACKARD CO (US)) 19 June 1997 see page 42, line 8 – page 48, line 15</td>
<td>6, 11-14, 18, 19</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of box C.

Patent family members are listed in annex.

4 Special categories of cited documents:

“A” document defining the general state of the art which is not considered to be of particular relevance

“E” earlier document but published on or after the international filing date

“L” document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)

“O” document referring to an oral disclosure, use, exhibition or other means

“P” document published prior to the international filing date but later than the priority date claimed

“T” later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

“X” document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

“Y” document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art.

“&” document member of the same patent family

Date of the actual completion of the international search

5 February 1999

Date of mailing of the international search report

16/02/1999

Name and mailing address of the ISA

European Patent Office, P. B. 5318 Patentlokaal 2 NL - 2280 HV Rijswijk
Tel: (+31-70) 340-3040, Tx: 31 651 epo nl, Fax: (+31-70) 340-3016

Authorized officer

Megaliou, M

From PCT/ISA/210 (second sheet) (July 1992)
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>P, X</td>
<td>WO 98 01985 A (BALE MELVYN CHRISTOPHER; HARTLEY IAN (GB); BRITISH TELECOMM (GB)) 15 January 1998 see page 2, line 8 – page 4, line 3 see page 5, line 5 – page 6, line 30</td>
<td>1-5, 7-10, 15, 17, 20</td>
</tr>
<tr>
<td>A</td>
<td>LOW C: &quot;THE INTERNET TELEPHONY RED HERRING&quot; HP LABORATORIES TECHNICAL REPORT, 15 May 1996, pages 1-15, XP002043901 see the whole document</td>
<td>1-20</td>
</tr>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
</tr>
<tr>
<td>---------------------------------------</td>
<td>-----------------</td>
<td>--------------------------</td>
</tr>
<tr>
<td>WO 9747118 A</td>
<td>11-12-1997</td>
<td>SE 506775 C</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 3113697 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 3113797 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 3198597 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 3198697 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>SE 9602212 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>SE 9603932 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 9747127 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 9746073 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 9747119 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 5809128 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 1362397 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2218231 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0875110 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 1104297 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 1104697 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 1181397 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2238501 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2239408 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2239493 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2239826 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0867091 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0867092 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0867093 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0867094 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 9722210 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 9722211 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 9722212 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>NO 982510 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>NO 982511 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>NO 982512 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>NO 982514 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>NZ 324340 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>NZ 323992 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0792074 A</td>
</tr>
</tbody>
</table>

WO 9801985 A                           | 15-01-1998      | AU 3267897 A              | 02-02-1998      |