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UNITED STATES PATENT OFFICE 
DAISY FILEVING, OF SACR, AIVIENTO, CALIFORNIA, ASSIGNOR OF ONE-HALE TO 

WILLIAIVI T. REETINGTON, OF SACRARIENTO, CALIFORNIA. 

SYRINGE, 

,064,80. 

To all thom, it may concern; 
Be it known that I, DAISY FLEMING, a 

citizen of the United States, residing at 
Sacramento, in the county of Sacramento 
and State of California, have invented new 
and useful Improvements in Syringes, of 
which the following is a specification. 
This invention relates to a Syringe. 
The object of the present invention is to 

provide a simple and substantial syringe, so 
constructed that the nozzle portion may be 
separated for the purpose of gaining access 
to the interior of the nozzle when it is de 
sired to cleanse or disinfect Same. 
The invention consists of the parts and 

the construction and combination of parts 
as hereinafter more fully described and 
claimed, having reference to the accom 
panying drawings, in which 

Figure 1 is a side elevation of the Syringe 
in pei'spective, showing the parts assembled. 
Figs. 2 and 3 are perspective views of the 
different parts separated. Fig. 4 is a cross 
section of the nozzle showing a slight modi 
fication of same. 
The object of the present invention is to 

provide a syringe especially constructed to 
allow access to the interior of the nozzle 
when it is desired to cleanse or disinfect 
same. In places where Water is extremely 
hard and for other various reasons, the in 
terior of the tube becomes coated with a 
hard coating of deposit of lime, or other 
foreign substance, which it is impossible to 
thoroughly remove under ordinary condi 
tions. 
In the present construction here shown, 

the nozzle is made in two main sections 2 
and 3, which, when separated, entirely open 
the interior fuid passage of Same, as shown 
in Fig. 2. These two halves are united and 
Interlocked in position by the following 

S. 

The main portion of the nozzle, as 3, is 
provided with a perforation 4, for the pur 
pose of receiving an interlocking pin 5, Se 
cured to the removable portion 2. The 
main portion 3 is also provided with a dove 
tail or undercut portion 6 which will pre 
vent the removable section 2 from being 
lifted in a vertical line when separating the 
two halves. The opposite ends of the sec 
tions 2 and 3 are provided with threaded 
portions 7 adapted to receive a coupling 8, 
internally threaded as at 9, for this purpose. 
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The dovetail portions having been engaged 
and the pin 5 interlocked with the perfora 
tion 4 in the main portion 3 of the nozzle, it 
is only necessary to bring the end portions 
together and Secure the coupling S by screw 
ing it over the threaded portions 7. The 
coupling 8 is provided with any suitable 
extension, as 10, for the purpose of receiving 
a rubber connection, as the hose or tube 1.l. 
For the purpose of insuring a tight joint 

along the meeting edges of the two sections 
2 and 3, it is possible to accomplish this by 
giving the Section 2 a little greater con 
vexity than the main portion 3. This causes 
the meeting edges to be brought into forcible 
contact when locked into position and they 
are forced together with more or less pres 
Stre caused by the spring action of the mem 
ber 2 and will thus produce a tight joint. 
In Fig. 4 of the drawings have shown 

a slight modification in which a tight joint 
between the meeting edges of the parts 2 and 
3 of the nozzle is accomplished by providing 
W-shaped projections 12 on the portion 2 
and the grooves 13 in the main portion 3. 
This provides a greater contact area be 
tween the Sections, thus lessening the possi 
bility of any leakage between same. Water 
or other fluid passing through the central 
chamber 14 of the nozzle is ejected through 
Suitable openings, as 15, connecting with the 
central channel 14. These openings 15 may 
be positioned in Suitable grooves or riflings 
16 formed or cut in the surface of the dis 
charging end of the nozzle. 
The nozzle is neat in appearance, simple 

and Substantial in construction, and reliable 
in its actions. The construction does not 
require that it be made of larger sizes than 
usual. 
The materials and finish of the several 

parts of the nozzle are such as experience 
and judgment of the manufacturer may dic 
tate. 
I wish it understood that various changes 

in form, proportions and minor details of 
construction may be resorted to within the 
Scope of the appended claims, and that I do 
not wish to limit myself to the specific de 
sign and construction here shown. 
Having thus described my invention, 

what I claim and desire to secure by Letters 
Patent, is 

1. A Syringe comprising a longitudinally 
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divided body portion, a central fluid pas. 110 
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Sage in said body portion, having a plurality 
of discharge openings communicating with 
said central passage, means for interlocking 
the longitudinally divided body portions, 
said means comprising dovetailed interlock 
ing portions in the discharge end of the di 
vided body portions, and segmental portions 
at the receiving end adapted to be inserted 
into a locking coupling. 

2. A syringe comprising a longitudinally 
divided body portion, a central fluid passage 
in said body portion, having a plurality of 
discharge openings communicating with said 
central passage, means for interlocking the 
longitudinally divided body portions, said 
means comprising dovetailed interlocking 
portions in the discharge end of the divided 
body portions, and threaded segmental por 
tions at the receiving end adapted to screw 
into a coupling. 

3. A Syringe comprising a longitudinally 
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divided body portion, a central fluid passage 
in said body portion, having a plurality of 
discharge openings communicating with said 
central passage, means for interlocking the 
longitudinally divided body portions, said 

25 

means comprising dovetailed interlocking 
portions in the discharge end of the divided 
body portions, threaded segmental portions 
at the receiving end adapted to screw into a 
coupling, and means for preventing side 
movement of the parts with relation to each 
other, said means comprising an interlock 
ing pin and socket. 

In testimony whereof I have hereunto set 
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my hand in the presence of two subscribing . 
witnesses. 

DASY FEMING. 
Witnesses: 

MABEL OSBORNE, 
A. ABRAHAM. 

Copies of this patent may be obtained for five cents each, by addressing the “Commissioner of Patents, 
Washington, D.C.' 


