BOTTLED WATER STATION WITH REMOVABLE RESERVOIR

An improved bottled water station (10) includes a removable reservoir module (14) for simple drop-in installation into a station housing (16) and to cooperate with station components to provide a selected plurality of water supplies at different temperatures for individual dispensing. The preferred reservoir module (14) comprises a lightweight reservoir of molded plastic or the like having an open upper end for receiving and supporting an inverted water bottle (12), and an internal baffle plate (32) which divides the interior of the reservoir into upper and lower chambers (54, 56). A fitting (62) on a lower end of the reservoir permits sealed reception of a chiller probe (32) into the lower chamber (56), wherein the chiller probe (32) is provided as part of a refrigeration system (26) on the station housing (16). In addition, a fitting (36) on the lower end of the reservoir interconnects water from the upper reservoir chamber (54) with a heated water tank (90) on the station housing (16).
FOR THE PURPOSES OF INFORMATION ONLY

Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT.

<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>AT</td>
<td>Austria</td>
<td>ES</td>
<td>Spain</td>
<td>MC</td>
<td>Madagascar</td>
</tr>
<tr>
<td>AU</td>
<td>Australia</td>
<td>FI</td>
<td>Finland</td>
<td>ML</td>
<td>Mali</td>
</tr>
<tr>
<td>BB</td>
<td>Barbados</td>
<td>FR</td>
<td>France</td>
<td>MN</td>
<td>Mongolia</td>
</tr>
<tr>
<td>BE</td>
<td>Belgium</td>
<td>GA</td>
<td>Gabon</td>
<td>MR</td>
<td>Mauritania</td>
</tr>
<tr>
<td>BF</td>
<td>Burkina Faso</td>
<td>GB</td>
<td>United Kingdom</td>
<td>MW</td>
<td>Malawi</td>
</tr>
<tr>
<td>BG</td>
<td>Bulgaria</td>
<td>GN</td>
<td>Guinea</td>
<td>NL</td>
<td>Netherlands</td>
</tr>
<tr>
<td>BJ</td>
<td>Benin</td>
<td>GR</td>
<td>Greece</td>
<td>NO</td>
<td>Norway</td>
</tr>
<tr>
<td>BR</td>
<td>Brazil</td>
<td>HU</td>
<td>Hungary</td>
<td>PL</td>
<td>Poland</td>
</tr>
<tr>
<td>CA</td>
<td>Canada</td>
<td>IT</td>
<td>Italy</td>
<td>RO</td>
<td>Romania</td>
</tr>
<tr>
<td>CF</td>
<td>Central African Republic</td>
<td>JP</td>
<td>Japan</td>
<td>RU</td>
<td>Russian Federation</td>
</tr>
<tr>
<td>CG</td>
<td>Congo</td>
<td>KP</td>
<td>Democratic People's Republic of Korea</td>
<td>SD</td>
<td>Sudan</td>
</tr>
<tr>
<td>CI</td>
<td>Côte d'Ivoire</td>
<td>KR</td>
<td>Republic of Korea</td>
<td>SE</td>
<td>Sweden</td>
</tr>
<tr>
<td>CM</td>
<td>Cameroon</td>
<td>LI</td>
<td>Liechtenstein</td>
<td>SN</td>
<td>Senegal</td>
</tr>
<tr>
<td>CS</td>
<td>Czechoslovakia</td>
<td>LK</td>
<td>Sri Lanka</td>
<td>SU</td>
<td>Soviet Union</td>
</tr>
<tr>
<td>DE</td>
<td>Germany</td>
<td>LU</td>
<td>Luxembourg</td>
<td>TD</td>
<td>Chad</td>
</tr>
<tr>
<td>DK</td>
<td>Denmark</td>
<td>MC</td>
<td>Monaco</td>
<td>TG</td>
<td>Togo</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td>US</td>
<td>United States of America</td>
</tr>
</tbody>
</table>
BOTTLED WATER STATION WITH REMOVABLE RESERVOIR

BACKGROUND OF THE INVENTION

This invention relates generally to improvements in bottled water dispenser stations of the type adapted to receive and support a water bottle in an inverted position, and to selectively dispense water therefrom. More specifically, this invention relates to an improved bottled water station having a removable reservoir module designed for drop-in installation into a station housing in operative engagement with housing components to provide separately dispensable water supplies at different temperature levels.

Bottled water dispenser stations are well known in the art for containing a supply of relatively purified water in a convenient manner and location ready for substantially immediate dispensing and use. Such bottled water stations commonly include an upwardly open reservoir mounted on a station housing and adapted to receive and support an inverted water bottle of typically three to five gallon capacity. Water within the inverted bottle flows downwardly into the station reservoir for selective dispensing therefrom through a faucet valve on the front of the station housing. Such bottled water stations are widely used to provide a clean and safe source of water for drinking and cooking, especially in areas wherein the local water supply is suspected to contained undesired levels of
contaminants.

In bottled water stations of the above-described type, the water bottles are normally provided in a clean and preferably sterile condition with an appropriate sealed cap to prevent contamination of the water contained therein. When an inverted bottle on a station housing reaches an empty condition, the empty bottle can be lifted quickly and easily from the station housing and replaced by a filled bottle having the sealing cap removed therefrom. The empty bottle can then be returned to the bottled water vendor for cleaning and refilling.

Although bottled water stations of this type utilize a sequence of water bottles which have been individually sanitized, the water reservoir within the station housing is not subjected to periodic cleaning or replacement. In this regard, the housing reservoir commonly comprises a metal or ceramic tank mounted within the station housing in association with a refrigeration system for maintaining water within the reservoir in a chilled condition. In other station housing designs, an auxiliary reservoir is provided in association with suitable heating elements for providing a heated water supply. Unfortunately, the integration of the station housing reservoir with associated chilling and/or heating systems has generally precluded easy reservoir removal for cleaning purposes. Instead, the housing reservoir has typically been used for prolonged time periods without cleaning, thus creating the potential for undesirable growth of harmful bacteria and other organisms. Reservoir cleaning has generally been possible by taking the station out of service and returning the station to a centralized facility for cleaning purposes.
In one proposed construction for a bottle water station, a removable reservoir container has been suggested for easy drop-in placement and left-out removal with respect to a supporting chiller plate within a station housing. See U.S. Patent 4,629,096. While this configuration beneficially permits reservoir removal for cleaning purposes, no provision has been made to supply a desirable heated water supply in addition to a chilled water supply. Moreover, the supported placement of the removable reservoir container onto a refrigerated chiller plate inherently and undesirably provides a large surface area and associated space conducive to frost build-up between the chiller plate and the reservoir container.

The present invention overcomes the problems and disadvantages of the prior art by providing an improved bottled water station having a modular water reservoir adapted for simple drop-in installation into the station housing, and for correspondingly simple slide-out removal therefrom. Accordingly, the reservoir module may be removed from the station housing quickly and easily for cleaning purposes, with a clean replacement reservoir module being easily installed into the station housing to permit the bottled water station to remain in service. The improved bottled water station is further adapted to minimize or eliminate frost associated with refrigerated chiller equipment, and is compatible for supply of both chilled and heated water supplies.

**SUMMARY OF THE INVENTION**

In accordance with the invention, an improved bottled water station includes a removable reservoir module for drop-in, slide-fit installation
into a station housing, and for receiving and supporting a water supply bottle in an inverted position. The reservoir module includes a lightweight reservoir having fittings thereon for slide-fit connection in a sealed manner with station components, such as a chiller probe for chilling water within the reservoir, and a heated water tank for receiving and heating a portion of the water from the reservoir. Faucet valves mounted on one side of the reservoir module are oriented in an exposed, accessible position at the front of the station housing when the reservoir module is mounted in place. The reservoir module including the lightweight reservoir and the associated faucet valves is quickly and easily removed as a unit from the station housing for cleaning purposes.

In the preferred form of the invention, the lightweight reservoir is constructed from molded plastic or the like to include an open upper end for receiving and supporting an inverted water bottle, thereby permitting water to drain by gravity from the bottle into the reservoir. A baffle plate within the reservoir divides the reservoir into upper and lower chambers, with at least one flow port in the baffle plate permitting restricted water flow therebetween. A cylindrical fitting is mounted at the lower end of the reservoir for sealed, slide-fit reception of an upstanding chiller probe mounted on the station housing as part of a refrigeration system. The reservoir module is mounted into the station housing in a drop-in manner for slidably interengaging the chiller probe fitting with the chiller probe, such that operation of the refrigeration system functions to cool or chill water within the lower reservoir chamber by direct contact of the chiller probe with the water. A faceplate at one side of the reservoir is exposed to the front of the station housing and
includes a manually operated faucet valve for dispensing chilled water from the lower reservoir chamber.

Water within the upper reservoir chamber is connected via a bypass tube with a fitting on the bottom of the reservoir adapted for slide-fit connection with inlet and outlet members associated with a small heated water tank mounted within the station housing. When the reservoir module is mounted in place, water may flow from the upper chamber through the bypass tube into the hot water tank for heating. The thus-heated water may pass through the outlet member and the associated fitting for routing further to a manually operated faucet valve on the faceplate.

In accordance with still further aspects of the invention, a third faucet valve on the faceplate may be provided for dispensing water directly from the upper reservoir chamber, without intervening heating or cooling. Accordingly, this third faucet may be used for dispensing water essentially at room temperature.

Other features and advantages of the present invention will become more apparent from the following detailed description, taken in conjunction with the accompanying drawing which illustrate, by way of example, the principles of the invention.

**BRIEF DESCRIPTION OF THE DRAWINGS**

The accompanying drawings illustrate the invention. In such drawings:

**FIGURE 1** is a front perspective view illustrating a bottled water dispenser station adapted for use with the removable reservoir module embodying the novel features of the invention;
FIGURE 2 is a fragmented and exploded side elevational view depicting drop-in installation of the reservoir module into a station housing;

FIGURE 3 is an enlarged rear perspective view of the station housing, with the removable reservoir module separated therefrom;

FIGURE 4 is an enlarged bottom perspective view depicting the removable reservoir module of the present invention;

FIGURE 5 is a bottom plan view of the reservoir module;

FIGURE 6 is a diagrammatic representation of the removable reservoir module in association with operating components of the station housing;

FIGURE 7 is an enlarged and fragmented exploded perspective view illustrating slide-fit assembly of the reservoir module with an underlying hot water tank mounted within the station housing;

FIGURE 8 is an enlarged vertical sectional view taken generally on the line 8-8 of FIG. 7;

FIGURE 9 is an enlarged and fragmented vertical sectional view taken generally on the line 9-9 of FIG. 1;

FIGURE 10 is an enlarged and fragmented vertical sectional view taken generally on the line 10-10 of FIG. 6; and

FIGURE 11 is an enlarged and fragmented vertical sectional view similar to FIG. 10, but depicting an alternative preferred form of the invention.

DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENTS

As shown in the exemplary drawings, a bottled water dispenser station referred to generally in FIGURE 1 by the reference numeral 10 is provided for receiving and supporting a water bottle 12
containing a supply of relatively purified water for drinking and cooking uses, etc. The bottled water station 10 include a removable reservoir module 14 (FIGS. 1 and 2) for receiving and supporting the water bottle 12, wherein the reservoir module 14 can be removed quickly and easily as required for purposes of cleaning or replacement.

The illustrative bottled water station 10 has a generally conventional overall size and shape to include an upstanding station housing 16. The station housing 16, in combination with the reservoir module 14 to be described in more detail, supports the water bottle 12 in an inverted orientation such that water contained therein will flow downwardly by gravity into the reservoir module 14. In accordance with the present invention, the reservoir module 14 interfaces with station components to provide multiple water supplies at different selected temperature levels. These temperature controlled water supplies are adapted for separate dispensing via manually operated faucet valves accessibly exposed on the front of the station housing 16. The preferred embodiment shown in the accompanying drawings includes three faucet valves 18, 20, and 22 for independent dispensing of hot water, room temperature water, and chilled water, respectively. Importantly, the reservoir module 14 inclusive of the associated faucet valves is designed for simple drop-in and slide-fit mounting into the station housing 16, and for subsequent simple slide-out removal, when desired.

With reference to FIGS. 1-3, the station housing 16 has an upstanding, generally rectangular configuration to include a front wall 24 joined to housing side walls 26, and a housing back which has a typically open construction (FIG. 3). A refrigeration system 28 is normally mounted within a
lower portion of the housing interior and includes finned heat transfer tubing 30 mounted across the open back of the housing 16 (FIG. 3). In accordance with the invention, a cylindrical chiller probe 32 constituting a portion of the refrigeration system 28 projects upwardly from a support platform 34 extending horizontally within the housing 16 at a position spaced below the upper end of the housing. Hot water flow tubes referred to generally in FIG. 3 by the reference numeral 36 are also exposed through the support platform 34.

The front and side walls of the station housing 16 cooperate with the support platform 34 to define an upwardly open cavity at the upper end of the station housing. In general terms, the removable reservoir module 14 is designed for drop-in mounting into this cavity, and for slide-fit engagement with the chiller probe 32 and the hot water flow tubes 36 as an incident to drop-in installation. A relatively thin faceplate 38 is included at a front side of the reservoir module 14 for sliding fit within a track 40 formed by the front wall 24 along opposite sides of a front wall opening 42. The faceplate 38 is thus accessibly exposed through the front wall opening 42 when the module 14 is mounted in place, with said faceplate 38 providing a mounting support surface for the faucet valves 18, 20, and 22. A housing cap 44 may be provided for snap-fit mounting onto the underlying housing walls 24 and 26 in a position covering the reservoir module 14.

The housing cap 44 has a large central aperture (not shown) formed therein to accommodate downward passage therethrough of the neck 13 of an inverted water supply bottle 12 (FIGS. 1 and 2). In this regard, the reservoir module 14 comprises a lightweight reservoir 46 constructed from molded plastic or the like to include a relatively large
opening 48 in the upper end thereof, as viewed in FIG. 6. A shaped rim 50 is formed about the opening 48 to provide structural support sufficient to receive and support the inverted bottle 12. Accordingly, water within the bottle 12 may flow by gravity in a downward direction into the reservoir 46 to substantially fill the reservoir 46. In this regard, as known in the art, the water within the bottle 12 will flow into and fill the reservoir 46 to a level slightly above the open bottle neck 13, with any additional water being retained and stored within the bottle for flow into the reservoir in increments as water is dispensed from the reservoir via the faucet valves.

In accordance with one aspect of the invention, the interior of the reservoir 46 is subdivided by a baffle plate 52 (FIG. 6) into an upper chamber 54 and a lower chamber 56. The baffle plate conveniently comprises a sheet of relatively lightweight plastic material which can be inserted through the reservoir opening 48 and seated upon an internal shoulder 58 defined conveniently at a narrowed transition region between a wider upper and narrower lower portion of the reservoir 46. A central flow port 60 in the baffle plate 52 permits at least some water flow communication between the upper and lower chambers 54 and 56.

A cylindrical probe fitting 62 is mounted at a lower end of the reservoir 46 for slide-fit sealed connection with the chiller probe 32 when the module 14 is installed into the station housing. More specifically, the probe fitting 62 (FIGS. 4-8 and 10) has a generally collar like shape mounted within a lower opening 64 which communicates with the lower reservoir chamber 56. The size and shape of the cylindrical probe fitting 62 permits slide-fit reception over the cylindrical chiller probe 32, with
an internal seal ring 66 on the probe fitting 62 insuring leak-free slide-fit engagement therebetween. Accordingly, simple drop-in installation of the reservoir module 14 into the station housing 16 engages the probe fitting 62 with the chiller probe 32, such that the chiller probe 32 extends upwardly into the lower chamber 56 of the reservoir 46.

During normal operation of the bottled water station 10, a cooling coil 68 (FIGS. 6 and 10) circulates a fluid refrigerant through the chiller probe 32 for substantially chilling or cooling water contained within the lower reservoir chamber 56. These cooling coils 68 are appropriately integrated into the refrigeration system 28 which includes the finned heat exchanger tubing 30 and associated motor-driven compressor 70 (FIG. 6). Importantly, the baffle plate permits downward water flow through the flow port 60 to fill the lower chamber 56, while simultaneously providing a partial thermal barrier separating the chilled water in the lower chamber 56 from water contained within the upper reservoir chamber 54. The cold water faucet valve 22 comprises a conventional manually operated spigot with an appropriate valve handle for dispensing chilled water from the lower reservoir chamber 56. In this regard, the chilled water faucet valve 22 is interconnected with the lower reservoir chamber 56 by means of a fitting 71 mounted through the reservoir 46 at or near the bottom thereof, and a short flow conduit 72.

The reservoir module 14 is also adapted for simple slide-fit connection with the hot water flow tubes 36 (FIG. 3) in response to drop-in reservoir installation into the station housing. To achieve this connection, a hot water fitting 74 is mounted at the bottom of the reservoir 46. As shown best in
FIGS. 7-9, the hot water fitting 74 includes a cylindrical upper fitting member 75 seated within an opening 76 formed in the bottom of the reservoir 46 and defining an internal stepped bore passage 78. A cylindrical lower fitting member 79 includes an upper stem 79′ with appropriate seal rings 80 for sealed slide-fit reception in an upward direction into the upper member 75. A spring clip 82 is provided as a convenient mechanism for releasably interconnecting the upper and lower fitting members 75 and 79. As shown, the spring clip 82 is positioned about an expanded lower end of the fitting member 75 and passes through open slots 83 in the fitting member 75 to seat within a recess 84 in the other fitting member 79, thereby locking the components together.

The lower fitting member 79 has a relatively small upper bore 84 formed therein for slide-fit reception of a hot water inlet tube 86 having appropriate seal rings 87 thereon. This hot water inlet tube 86 constitutes one of the hot water flow tubes 36 and projects upwardly from the housing support platform 34 (FIG. 3) for slide-fit engagement into the hot water fitting 74 when the module 14 is mounted in place. This inlet tube 86 is thus connected in line with an upstanding bypass tube 88 (FIGS. 6 and 8) which communicates through the baffle plate 52 with water contained in the upper reservoir chamber 54. This substantially unchilled water from the upper chamber 54 is guided through the hot water inlet tube 86 substantially to the lower end of a hot water tank 90 (FIG. 6) mounted within the station housing 16 at a suitable location below the support platform 34.

As shown in FIG. 6, the hot water tank 90 which may be formed from stainless steel or the like has a resistance element heating band 92 mounted thereon in association with a control circuit 94 for
elevating the temperature of water contained within the tank 90. A suitable thermostatic control 96 is provided in conjunction with the control circuit for regulating heater band operation to prevent excessive power consumption and/or overheating of the water.

Heated water within the hot water tank 90 may be dispensed by upward passage through a plurality of discharge ports 98 formed in a circumferential pattern about the hot water inlet tube 86. These discharge ports 98 lead upwardly into the interior of a lower stem 100 forming a portion of the lower member fitting 79 and having seal rings 102 for seated slide-fit reception into a cylindrical sleeve 104 at the upper end of the hot water tank 90. The hot water flows further through this lower stem 100 to a side port 106 adapted for connection through a conduit 108 to the hot water faucet valve 18 for dispensing.

In accordance with a further aspect of the invention, the room temperature faucet valve 20 may be provided to obtain still another water supply at a different temperature level. More particularly, as shown in FIG. 6, the room temperature faucet valve 20 is connected through a short conduit 110 to receive water from the upper reservoir chamber 54. In the preferred form, this conduit connection is obtained by a fitting 112 connected through the bottom of the reservoir 46, wherein this fitting is connected to a standpipe 114. The standpipe 114 extends upwardly through the lower chamber 56 and a short distance past the baffle plate 52 for receiving substantially unchilled and unheated water from the upper chamber 54.

The improved bottled water station 10 can thus be used in a normal manner to receive and support an inverted water bottle 12, and to dispense the bottled water as multiple water supplies at
different selected temperatures. The preferred form of the invention includes at least the chilled water supply and preferably additional water supplies such as heated and room temperature supplies. The reservoir is adapted for internal positioning of the chiller probe 32, thereby substantially eliminating frost build-up which could otherwise occur between the reservoir and external chiller means. The reservoir module 14 including the lightweight water reservoir 46 and the group of faucet valves is designed for simple and quick mounting into the station housing 16, with automatic operative connection with the refrigeration and heating systems upon module installation. Similarly, the module 14 can be removed quickly and easily for cleaning, and if desired replaced with a substitute module, all without removing the bottled water station from service.

FIG. 11 depicts one alternative preferred form of the invention, wherein a modified reservoir module 14' includes a lightweight plastic reservoir 46' having a single fitting 120 at the bottom thereof for slide-fit registration with refrigeration and heating system components of a bottled water station housing. More particularly, an opening 64' in the bottom of the reservoir 46' has the cylindrical collar fitting 120 mounted therein with an internal seal ring 66' for slide-fit sealed engagement with a chiller probe 32' upstanding from a support platform within the station housing. A cooling coil 68' is again wrapped within the chiller probe 32' and functions as part of a refrigeration system to chill water within a lower reservoir chamber 56' beneath a baffle plate 52'. However, in the embodiment of FIG. 11, a bypass tube 88' is mounted concentrically within the chiller probe 32' and has an upper end projecting above the chiller probe for connection via
a suitable fitting 122 through a port 124 in the baffle plate 52' to the upper reservoir chamber 54'. This fitting 122 is positioned to slide through the baffle plate port 124 as an incident to reservoir module mounting into the station housing.

A lower end of the bypass tube 88' terminates in a nipple engaged with a hot water inlet tube 86' through which water from the upper reservoir chamber 54' can flow into an underlying hot water tank 90'. This hot water tank 90' heats the water therein in the manner previously described with respect to FIG. 6, and this hot water can be dispensed from the tank 90' through an outlet tube 108'. As shown in FIG. 11, this outlet tube 108' includes a seal ring 126 for slide-fit registration with a fitting 128 on the bottom of the reservoir 46' when the reservoir module is mounted in place. This fitting 128 is connected in turn to an associated hot water faucet 18' on the front of the reservoir module for hot water dispensing. Accordingly, in the embodiment of FIG. 11, chilled and heated water supplies are available with a single opening and related sealed fitting 120 at the bottom of the reservoir.

A variety of further modifications and improvements to the bottled water station and reservoir module will be apparent to those skilled in the art. Accordingly, no limitation on the invention is intended by way of the foregoing description and accompanying drawings, except as set forth in the appended claims.
WHAT IS CLAIMED IS:

1. A water station, comprising:
   a reservoir module including a hollow reservoir for receiving and storing a supply of water and faucet means for dispensing water from said reservoir;
   a station housing having support means for receiving and supporting said reservoir module, said station housing including a temperature control probe; and
   means for sealed reception of said probe through an opening formed in said reservoir module to contact water within said reservoir, when said reservoir module is supported by said station housing support means;
   said station housing further including means for controlling the temperature of said probe to correspondingly control the temperature of the water within said reservoir.

2. The water station of claim 1 wherein said temperature control probe comprises a chiller probe, and further wherein said temperature controlling means comprises a refrigeration system having cooling means within said chiller probe.

3. The water station of claim 1 wherein said sealed reception means includes fitting means for slide-fit reception of said probe.

4. The water station of claim 3 wherein said fitting means comprises a collar fitting mounted within the reservoir module opening and carrying at least one seal for sealed and slide-fit reception of said probe.
5. The water station of claim 1 wherein said station housing defines an upwardly open cavity for receiving said reservoir module, said station housing further including a generally horizontal support platform for supporting said reservoir module when said module is received into said cavity, said probe upstanding from said support platform.

6. The water station of claim 5 wherein said cavity is defined by a station housing front wall joined to a pair of station housing side walls, said front wall having an opening formed therein for exposing said faucet means when said module is mounted into said cavity.

7. The water station of claim 6 wherein said station housing defines a track for guided slide-fit reception of said module into said cavity, said module including guide means for slidably engaging said track.

8. The water station of claim 7 wherein said guide means comprises a faceplate mounted on said reservoir, said faucet means being mounted on said faceplate.

9. The water station of claim 1 further including a baffle plate within said reservoir dividing the interior at said reservoir into upper and lower chambers, said baffle plate having a flow port therein to permit water flow communication between said upper and lower chambers, said probe being received into said lower chamber when said reservoir module is mounted on said station housing, said faucet means being for dispensing water from said lower chamber, and further including additional faucet means for dispensing water from said upper reservoir chamber.
10. The water station of claim 9 wherein said probe comprises a chiller probe for cooling water within said lower reservoir chamber, said additional faucet means including a hot water tank with means for heating water therein mounted on said station housing, said hot water tank including inlet and outlet flow members, hot water fitting means on said reservoir module for sealed slide-fit engagement with said inlet and outlet flow members when said reservoir module is mounted on said station housing for connecting water from within said reservoir to said tank for heating and for return flow of heated water to said hot water fitting means, and a hot water faucet connected to said hot water fitting means for dispensing the heated water from said tank.

11. The water station of claim 10 wherein said hot water fitting means is mounted within said opening in said reservoir module for receiving said probe.

12. The water station of claim 10 wherein said hot water fitting means is mounted within an opening in said reservoir module separate from the probe-receiving opening in said reservoir.

13. The water station of claim 10 wherein said additional faucet means further includes a room temperature faucet and conduit means for connecting said room temperature faucet with said upper reservoir chamber.

14. The water station of claim 9 wherein said additional faucet means further includes a room temperature faucet and conduit means for connecting said room temperature faucet with said upper reservoir chamber.
15. The water station of claim 1 wherein said sealed reception means is mounted on a lower end of said reservoir module for slide-fit reception of said probe.

16. The water station of claim 1 wherein said reservoir module has an enlarged passage formed therein at an upper end thereof, said reservoir module defining a support rim surrounding said passage for receiving and supporting an inverted water supply bottle.
# INTERNATIONAL SEARCH REPORT

**International Application No.** PCT/US92/03195

## I. CLASSIFICATION OF SUBJECT MATTER

According to International Patent Classification (IPC) or to both National Classification and IPC

- **IPC (S):** B67D 5/62  
- **US CL:** 222/146.1

## II. FIELDS SEARCHED

<table>
<thead>
<tr>
<th>Classification System</th>
<th>Classification Symbols</th>
</tr>
</thead>
<tbody>
<tr>
<td>U.S.</td>
<td>222/146.1, 146.2, 146.5, 146.6, 185; 62/390, 395</td>
</tr>
</tbody>
</table>

Documentation Searched other than Minimum Documentation to the extent that such Documents are included in the Fields Searched

## III. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of Document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to Claim</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US, A, 2,657,554 (Hull) 03 November 1953, See figure 2.</td>
<td>1-3, 5</td>
</tr>
<tr>
<td>A</td>
<td>US, A, 3,333,438 (Benua et al) 01 August 1967.</td>
<td>1-26</td>
</tr>
<tr>
<td>A</td>
<td>US, A, 3,698,603 (Radcliffe) 17 October 1972.</td>
<td>1-26</td>
</tr>
<tr>
<td>A</td>
<td>US, A, 4,792,059 (Kerner et al) 20 December 1988.</td>
<td>1-26</td>
</tr>
</tbody>
</table>

**Category:**  
- **X** document defining the general state of the art which is not considered to be of particular relevance  
- **A** earlier document but published on or after the international filing date  
- **L** document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)  
- **O** document referring to an oral disclosure, use, exhibition or other means  
- **P** document published prior to the international filing date but later than the priority date claimed

**T** later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention  

**X** document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step  

**Y** document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art  

**&** document member of the same patent family

## IV. CERTIFICATION

- **Date of the Actual Completion of the International Search:** 30 June 1992  
- **Date of Mailing of this International Search Report:** 16 July 1992  
- **International Searching Authority:** ISA/US  
- **Signature of Authorized Officer:**

**Nguyen Ngoc Ho**

**International Division**