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To all whom it may concern: 
Be it known that I, ALBERT S. GILKEY, a 

citizen of the United States, residing at Bur 
lington, in the county of Coffey and State of 
Kansas, have invented a new and useful Fold 
ing Tongue, of which the following is a speci 
fication. 
The invention relates to improvements in 

tongues. 
The object of the present invention is to 

shorten the couplings of the trains of traction 
engines to enable more complete control of 
the train to be had, so that a train may be 
more easily guided, and that there may be 
less danger of getting caught in fences, gates, 
and other obstructions. 
A further object of the invention is to pro 

vide a tongue which may be readily shortened 
when it is desired to couple in a train, and 
which may be quickly extended to enable 
draft-animals to be hitched up. 
The invention consists in the construction 

and novel combination and arrangement of 
parts hereinafter fully described, illustrated 
in the accompanying drawings, and pointed 
out in the claim hereto appended. 

In the drawings, Figure 1 is a perspective 
view of a tongue embodying the invention, 
the parts being folded and ready for coupling. 
Fig. 2 is a plan view, the tongue being ex 
tended. 

Referring to the accompanying drawings, 
1 designates a tongue composed of the section. 
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2, rigidly secured to a cross-bar 3, and a sec 
tion 4, hinged to the outer end of the section 
2 and adapted to be folded alongside of the 
section 2, as illustrated in Fig.1 of the accom 
panying drawings, and to form an extension 
of the section 2, as shown in Fig. 2 of the ac 
companying drawings. Traction-trains are 
usually made up of an engine, a water-tank, 
a separator, and a Swinging stacker, and when 
tongues are employed for coupling a long 
train which is hard to control is the result. 
The section 2 is provided at its front end with 

plates 5, secured to the upper and lower faces 
of the section and projecting forwardly, and 
provided at their outer ends with openings 6 
to receive a coupling-pin and at opposite sides 
with perforations 7, adapted for the reception 
of pintles 8 and 9, the latter of which is re 
movable to enable the section 4 to be folded 
and may be employed as a coupling - pin. 
When the tongue is folded, the section 4 is 
secured in place by a snap-hook 10, which is 
arranged at the inner end of the section 2 and 
engages a staple 11 of the section 4. The pin 
tles 8 and 9 engage eyes 12 of plates 13, Se 
cured to opposite sides of the inner hinged 
end of the section 4. The whiffletrees are piv 
oted near the inner end of the section 2 in 
the usual manner. 

It will readily be seen that the tongue is 
simple, inexpensive, strong, and durable; that 
it may be readily shortened for coupling and 
extended when desired to attach draft-ani 
mals, and that by it the couplings of traction 
engines are shortened, thereby making the 
trains more easily controlled. 
What I claim is 
A folding tongue comprising the section 2, 

provided at its outer end with plates arranged 
on the upper and lower faces and extending 
forward and having a coupling-opening and 
perforations arranged at the sides, the section 
4, provided at its inner end with plates hav 
ing eyes, pintles arranged in said perforations 
and engaging said eyes, one of the pintles be 
ing removable, whereby the tongue may be 
folded, and means for securing the sections 
together when the tongue is folded, substan 
tially as described. 

In testimony that I claim the foregoing as 
my own I have hereto affixed my signature in 
presence of two witnesses. 

AILBERT S. GILKEY. 
Witnesses: 

O. W. HuNT, 
F. B. CUNNINGHAM. 
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