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1 Claim. 

This invention appertains to new and useful 
improvements in ladders and more particularly 
to ladders which can be used or rested against 
Smooth surfaces which would ordinarily result 
in the slipping of the ladder. 
An important object of the invention is to 

provide a ladder structure which will not mar 
polished surfaces against which the upper end 
of the ladder is rested. 
Another important object of the invention is 

to provide a ladder which will not only prevent 
marring of the surfaces against which the same 
is rested, but which will also prevent slippage 
of the ladder While in use. 
These and other important objects and ad 

Vantages of the invention will become apparent 
to the reader of the following specification. 
In the drawings: 
Figure 1 is a perspective view of the ladder 

showing the suction cup employed. 
Figure 2 is a perspective view of the ladder 

showing the suction cup out of use. 
Figure 3 is a perspective view of the ladder 

slightly modified. 
Figure 4 is a perspective view of another form 

of ladder. 
Figure 5 is a modification of the suction cup 
eaS 

Referring to the drawings wherein like nu 
merals designate like parts, it can be seen in 
Figures 1 and 2, that the ladder consists of ver 
tical runners 5-5 connected by the rungs 6 and 
that the upper ends off the runners 5 are curved 
rearwardly as at 7 and are provided with resilient 
caps 8 which will engage any surface against 
which the ladder is placed without marring the 
surface and at the same time preventing slippage 
of the ladder. 
At the upper ends of the runners 5 are the suc 

tion cups 9-9 each of which is provided with a 
U-shaped bracket O which is pivotally connected 
as at to the upper end of the corresponding 
runner. Thus these vacuum cups can be thrown 
into position to be used against a surface or 
Swung out of position as shown in Figure 2 so 
that only the caps 8 engage the surface against 
which the ladder is to rest. 
The lower ends of the runners 5 are likewise 

provided with resilient caps 2. 

(C, 228-62) 

It may be desirable to use the suction cups in 
the form of extensible sections and in this in 
stance the runners 5 will be hollow and there 
will be used in conjunction therewith a section 3 
which can be slidably disposed into the runner 
and which will have openings f4 therein as will 
the runner so that a pin or key can be disposed 
through the openings of the runner and section 
3 to hold the section 3 in proper extended position. 
The section 3 is provided with a resilient cap 
5 and a suction cup f having the U-shaped 

bracket f is used in a similar manner, the 
bracket 7 being pivotally secured as at 8 to the 
outer end of the section 3. 

Figure 3 shows a slightly modified form of the 
invention wherein the runners 5’-5’ are con 
nected in the same manner by rungs 6', but in 
this form only the caps 8' are provided at the 
upper ends of the runners 5'. The Suction Cup 
f 9 is provided with the U-shaped bracket 20 
which is pivotally secured as at 2 to the pro 
tuberance 22 which extends from the uppermost 
rungs 6'. 
Another form is shown in Figure 4 wherein the 

runners 5a-6a are connected by the rungs 6a, 
but in this form the runners Sa are connected at 
their upper ends in the form of an arch from 
which projects the member 23 to which the 
bracket 24 of the suction cup 25 is pivotally se 
cured as at 26. 
While the foregoing specification sets forth 

the invention in specific terms, it is to be under 
stood that numerous changes in the shape, size 
and materials may be resorted to without de 
parting from the spirit and scope of the inven 
tion as claimed hereinafter. 

Having described the invention, what is claimed 
as new is: 
A ladder comprising a pair of runners having 

apertured top end portions, rungs between the 
runners, resilient caps mounted on said top end 
portions, substantially U-shaped members pivot 
ally secured to said apertured end portions rear 
wardly of said resilient caps and adapted to swing 
over said caps, and suction cups secured at their 
center to said U-shaped members for holding 
the ladder against slipping when in use. 
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