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This invention relates to a shaving kit and 
it is one object of the invention to provide a 
shaving kit which is very compact and of such 
construction that when not in use it resembles 
a fountain pen and may be carried in a coat . pocket. 
Another object of the invention is to provide 

a shaving kit wherein the handle consists of a 
tubular barrel closed at its lower end by a re 

Or handle and encloses a portion of a blade 
extends longitudinally in 

n a retracted or inoperative 

crossed relation to the l - . . . . . 

when it is moved to an extended position for use 
of the razor. - 
Another object of the invention is to provide 

a shaving kit wherein the barrel or handle is 
formed at its upper end with aligned notches in 
opposite side portions to receive the yoke of the 

holding head and prevent turning move 
the head circumferentially of the handle 

during a shaving operation. - 
Another object of the invention is to provide 

a shaving kit which is simple in construction, 
very compact, and capable of being manufactured 
at low cost. 
The invention is illustrated in the accompany 

ing drawings in: 
Fig. 1 is a view in elevation of the improved 

shaving kit. 
Fig. 2 is a sectional view upon an enlarged 

scale taken longitudinally through the shaving 
kit along the line 2-2 of Figure 1. 

Fig. 3 is a side view showing the blade holder 
or head in the position for use of the razor. 

Fig. 4 is a view taken along the line 4-4 of 
Fig. 3 and looking down upon the open upper 
end of the handle or barrel. 
This improved shaving kit has a barrel or 

tubular handle closed at its lower end by a 
plug 2 which is screwed into the barrel, the upper, end of the barrel being closed by a cap 3 which 
is screwed onto the upper portion of the barrel 
and carries a clip 4 by means of which the kit 
is held in a pocket of a coat when not in use. 

ble plug serving as a seat holder and at its 
r end by a cap which is screwed to the 
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threaded, as shown at 5, for engagement with the 
internal threads 6 of the cap. The lower end 
portion of the barrel is provided with internal 
threads 7 for engagement with the threaded 
shoulder 8 of the plug 2. A neck 9 projects up 
wardly from the shoulder 8 and this neck is un 
threaded and fits snugly within the barrel. A 
pocket to extends longitudinally of the plug from 
the upper end of its neck and is of sufficient di 
ameter and length to firmly hold a stick of shav 
ing soap f which fits into the barrel as shown 
in Figure 2. By unscrewing the plug from the 
barrel it may be withdrawn together with the 
stick of soap and the soap used for forming a 
lather. - 
A helical spring 2 extends longitudinally in 

the barrel and at its lower end is formed with 
an eye 3 engaged about a pin 4 extending di 
ametrically through the barrel. The eye 5 at 
the outer or upper end of the spring is engaged 
about a yoke 6 which extends longitudinally of 
a blade holder or head T and has its end por 
tions bent to form arms 16' welded to the head. 
Midway its length the wire from which the yoke 
is formed is bent or crimped to form a bill 8 
into which the eye 5 engages when the head 
is drawn out of the handle and turned to a posi 
tion at right angles to the handle. The Spring 
will thus be held in centered relation to the head 
and exert pull which holds the head in crossed 
relation to the front or upper end of the handle. 
Slots or recesses 9 are formed in alignment at 
opposite sides of the upper end of the handle 
to receive portions of the yoke spaced from op 
posite sides of the bill and prevent the head 
from turning about the longitudinal axis of the 
handle during a shaving operation and causing 
a person to be liable to be cut by a sharp edge 
of the blade 20 mounted in the head. The head 

40 or blade holder is formed of resilient metal so 

45 

that its jaws 2 will grip the blade and one of 
these jaws is formed with the usual teeth 22 Serv 
ing as a guard to prevent the blade from cutting 
a person using the razor. After the razor has 
been used and has been cleaned and wiped dry 
the head is grasped at its ends and drawn away 
from the handle a sufficient distance to with draw the yoke from the slots 19 and allow the 

to be shifted to a position in which it ex 
50 tends longitudinally of the handle and may slide longitudinally into the handle through the open 

front end thereof. The eye 5 of the Spring will 
now be disposed about the lower one of the arms 
6' of the yoke and the pull exerted by the Spring 

The upper end of the barrel or handle is externally 55 will hold the blade holder or head in the retracted 

  

  

  

  

  

  



2,454,874 
3 

position shown in Figure 2. The cap 3 may then 
be applied to the upper end of the handle and 
Since this cap carries the clip 4, the razor may 
be thrust into a pocket of a coat and held against 
loss, by the clip. Extra blades may be stored 
in a pocket 23 extending longitudinally of the 
handle and formed by a partition or strip 24 
welded or otherwise secured to walls of the handle. 
A used blade may be dried and inserted between 
jaws of the head before the head is shifted into 
the handle or it may be placed in the pocket until 
again needed. 

Having thus described the invention, What is 
claimed is: 

1. A shaving kit comprising a tubular handle, 
a pin extending transversely and diametrically 
through said handle intermediate the length 
thereof, a helical spring in said handle having 
upper and lower eyes, the lower eye being en 
gaged about said pin, a blade holder, a yoke ex 
tending longitudinally of the blade holder and 
having arms at its ends fixed to ends of the blade 
holder and intermediate its length being crimped 
to form a bill, the upper eye of said spring being 
engaged about said yoke and slidably mounting 
the blade holder for movement from a retracted 
position in Which it extends longitudinally in the 
handle With a portion protruding from the front 
end of the handle to an extended position for use 
in which it extends transversely of the handle 
across the front end thereof, the front end of the 
handle being formed with aligned transversely 
extending slots in which the yoke fits, the upper 
eye of the Spring being seated in the bill when the 
blade holder is in the extended position and exert 
ing pull to maintain the yoke in the slots, and a 
cap screwed upon the front end portion of said 
handle and enclosing the protruding portion of 
the retracted blade holder. 

2. A shaving kit comprising a tubular handle, 
a pin passing transversely through said handle, a 
Spring in said handle having its upper end formed 
With an eye, the front end of the handle being 
formed with aligned transversely extending slots, 
a blade holder of a length for holding a razor 
blade and of a width adapting it to be thrust longi 
tudinally into the handle through the front end 
thereof to a retracted position, a yoke extending 
longitudinally of the blade holder and secured at 
itS ends to the blade holder, said yoke being bent 
midway its length to form a bill, the eye at the 
upper end of the spring being engaged about the 
yoke and slidable along the same from a position 
at One end of the yoke when the blade holder is in 
the retracted position to a position in which it is 
Seated in the bill when the biade holder is in an 
extended position, said blade holder when in the 
extended position being disposed transversely 
across the upper end of the handle and the spring 
then exerting pull to hold portions of the yoke 
in the slots of the handle. 

3. A shaving kit comprising a hollow barrel 
constituting a handle and open at its upper end, a 
Spring in Said barrel anchored at its lower end and 
formed with an eye at its upper end, a blade holder 
of a Width adapting it to be thrust longitudinally 
into said barrel through the upper end thereof, a 
yoke consisting of a strand of stiff wire extending 
longitudinally of the blade holder in parallel 
Spaced relation thereto and having its ends bent 70 2,429,352 
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4. 
to form arms secured to ends of the blade holder 
and midway its length being crimped to form a 
seat, the eye of said Spring being loosely engaged 
about said yoke and slidable along the yoke from 
a position at the lower end thereof when the blade 
holder is in a retracted position in the barrel to a 
position in which it engages in the seat When the 
blade holder is withdrawn from the barrel and 
moved to a position for use in which it extends 
across the upper end of the barrel transversely 
thereof, the upper end of the barrel being trans 
versely slotted for reception of the yoke to prevent 
turning of the blade holder about the longitudinal 
axis of the barrel when in the extended position. 

4. A shaving kit comprising a hollow handle 
open at its upper end, an expansible spring in said 
handle extending longitudinally therein and 
anchored at its lower end, an eye at the upper 
end of said spring, a blade holder of dimensions 
adapting it to be thrust into the handle to a 
retracted position and extend longitudinally 
therein with a portion projecting outwardly from 
the open upper end of the handle, and a yoke 
extending longitudinally of said blade holder in 
Spaced relation thereto and having its ends 
Secured to ends of the blade holder, the eye at 
the upper end of said Spring being loosely engaged 
about said yoke and mounting the blade holder 
for sliding and tilting movement from a position 
longitudinally of the handle when in a retracted 
position to a position transversely thereof dispos 
ing the Spring midway the length of the yoke when 
in an extended position for use, and said handle 
having its upper end formed with aligned trans 
Versely extending slots for receiving portions of 
the yoke and preventing turning of the blade 
holder about the longitudinal axis of the handle 
When in an extended position across the upper 
end of the handle. 

5. A shaving kit comprising a hollow tubular 
handle open at its upper end, a spring in said 
handle extending longitudinally therein and 
anchored at its inner end, a blade holder of dimen 
Sions adapting it to be thrust longitudinally into 
the handle to a retracted position, and a yoke 
carried by and extending longitudinally of said 
blade holder and formed with a seat midway its 
length, Said Spring having its upper end loosely 
engaged With said yoke for movement longitu 
dinally thereof from a position at one end of the 
yoke disposing the blade holder longitudinally of 
the Spring when the blade holder is in its retracted 
position to a position midway the length of the 
yoke disposing the blade holder transversely of the 
Spring and the handle when the blade holder is in 
an extended position and serving to hold the ex 
tended blade holder firmly against the upper end 
of the handle in crossing relation thereto. 
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