
March 14, 1944. O. A. COLLEY 2,344,284 
COMB FRAME FOR BEE HIVES 

Fillied Feb. 4, 1941. 4 Sheets-Sheet 1 

Inventor 

over 4, 2/2r 
By A-zig 

Attorney, 
29 M 

  



March 14, 1944. O. A. COLLEY 2,344,284 
COMB FRAME FOR BEE HIVES 

Filed Feb. 4, 1941 4. Sheets-Sheet 2 

Inventor 

Attorney 

  



O, A. COLLEY 2,344,284 
COMB FRAME FOR BEE HIVES 

March 14, 1944. 

4. Sheets-Sheet 3 Filed Feb. 4, 1941 

ap O-7 

Aence SSSSSSSSSSSSSSSS 

ZZZZZZZZZZZZZZZZZZZZZZZZZZZZZZZZZZZ 

§§ZZZZZZZZZZZZZZZZZZZZZZZZZZZZZZZZZZZZZZZZZZZZZZZZZZZ 
ZZZZZZZZ, 

  

  

  



March 14, 1944. ar o, A. COLLEY 2,344,284. 
COMB FRAME FOR BEE HIVES 

Filed Feb. 4, 194 4. Sheets-Sheet 4 

a ge s 
25. 4. 

122 - 

23(gé2 M N SSSSSSSSSS 7. Oo 

. 

/2 . a/ 

as 

ARVNVARWAVNSWVNNNNNNNNNNNNNNNSNSNNS 222222222222222222222222222222222222221222azzaaaaaaaaaaaaaZZZZZZZZ 

6. 2. 
- 

Inventor 

E 

over 1. Ce/%y 

* A-66. 
Attorney 

    

  

  

  

  

  

  

  

  

        

  

  

  

  

  

  

  



Patented Mar. 14, 1944 2,344,284 

UNITED STATES PATENT OFFICE 

Application February 4, 1941, Serial No. 377,383 
4 Claims. (CI. 6-10) : 

This invention relates to bee hives and more 
particularly to comb foundation supports, and 
has for the primary object the provision of im 
proved means for the Support of standard comb 
foundations and which will provide ample spaces 
and clearance within the hive for the bees to pass 
from one side of the foundation to the opposite 
Side and from one foundation to another and 
further permits the honey-laden combs, which 
the foundations Will form a part of, to be easily 
removed without unduly disturbing the bees. 
With these and other objects in view as will 

become more apparent as the description pro 
ceeds, the invention consists in certain novel fea 
tures of construction, combination and arrange 
ment of parts which will be hereinafter more fully 
described and claimed. 
For a complete understanding of my invention, 

reference is to be had to the following descrip 
tion and accompanying drawings, in which 

Figure 1 is a side elevation illustrating a bee 
hive constructed in accordance with my inven 
tion. 

Figure 2 is a front elevation illustrating the 
device and showing clearly the entrance for the 
bees to the hive. 

Figure 3 is a top plan view illustrating the de 
WCe, 

Figure 4 is a vertical sectional view 
the line 4-4 of Figure 3. 

Figure 5 is a transverse sectional view taken on 
the line 5-5 of Figure 4. 

Figure 6 is a fragmentary Sectional view il 
lustrating the means of joining the Walls of the 
beehive together. W - 

Figure 7 is a perspective view illustrating one 
of the comb frames. 
:Figure 8 is a Sectional view taken on the line 

8-8 of Figure 7. 
Figure 9 is a sectional view taken on the 

9-9. Of Figure 7. - 
Figure 10 is a detail sectional view taken on the 

line f-- 9 of Figure 7. 
Figure 11 is a perspective view illustrating one 

of the retaining Wedges. 
Figure 12 is a perspective view illustrating 

another retaining Wedge. 
- Figure 13 is a detail sectional view taken on 
the line 3-3 of Figure 7. 

Figure 14 is a fragmentary perspective view il 
lustrating one of the upper corners of the comb 
frame with the wedge removed. 

Referring in detail to the drawings, the nulneral 
5 indicates as an entirety a beehive composed 

taken on 

line 

5 

10 

iii) 

50 

Wall 8, and a bottom wall 9 and a removable cover 
12 preferably of telescopic construction, that is, 
the depending flanges of the cover will receive 
the upstanding walls of the hive and may be 
easily removed from said upstanding walls When 
examination of the interior of the hive is neces 
sary or for carrying out any type of work neces 
Sary, for the betterment of the bees within the 
hive. 
By referring to Figure 4 it will be seen that 

the front wall terminates short of the bottom 
wall to provide an entrance for the bees to 
paSS into and pass from the hive. Further it 
will be seen that the bottom wall 9 projects a 
limited distance beyond the front wall for the 
purpose of providing a landing f2 for the bees. 

Suitable fasteners, as shown at 3, are em 
ployed for detachably connecting the upstanding 
walls to each other and to the bottom Wall. 
Each wall as well as the cover G is constructed 

of a densely molded Weatherproof plastic material 
having Sufficient strength to withstand loads that 
may be placed thereon by stacking one hive upon 
the other or placing supers upon the hives. Such 
a material is exemplified by commercially desig 
nated “Resinox' or “Bakelite.” Further each wall 
and cover includes a layer of suitable loosely 
woven cellular insulating material f5 having a 
loW rate of thernal Conductivity. Over Which is 
placed a covering 6 of a material readily ac 
ceptable to bees. Commercially designated "Celo 
tex,' or 'Superlight' may be used for this purpose 
and an inner finish acceptable to bees. 
Thus it will be seen that the walls as well as the 

cover are of laminated construction. The se 
curing of the insulation to the composition outer 
layers of the walls and cover may be carried out 
in any well known manner. A hive constructed 
in accordance with the foregoing description will 
be extremely durable and capable of withstanding 
weather elements for long periods of time and 
further will provide a very desirable insulation 
to the interior of the hive against either hot or 
cold temperatures. Furthermore it will be seen 
that the construction generally Speaking is such 
that a hive of this kind may be readily used in 
conjunction with bee equipment now in use, con 
sequently obviating the necessity of the bee 
keepers discarding present-day equipment. 
The upper edges of the front and rear walls, as 

shown in Figure 4, are notched for the support in 
suspended condition within the hive of any se 
lected number of comb frames , the latter be. 
ing so constructed that when placed in operation 

primarily of side walls 6, a front wall 7, a rear 55 within the hive there will be provided between ad 



2 
joining frames ample space for the bees to move 
without undue crowding. Also by referring to 
Figure 5 it will be seen that the bees are free to 
move either over or under the comb frames as 
well as between said comb frames. It is to be 
understood that the comb frames are for the 
purpose of supporting in the hives standard comb 
foundations and the spacing of the comb-frames 
is important so that the bees may fill the combs 
with honey on either face of each foundation and 
will not be hampered or disturbed in their work 
upon the foundations. 
Each comb frame 7 consists of end vertical 

members 8 connected by a lower member 9 and 
an upper member 20 and relatively spaced inter 
mediate members 21. The members 8, 9, 20 
and 2 f are of integral construction and prefer 
ably constructed of a suitable plastic material. 
The members 9, 20, and 2 are provided with 

openings through which may be laced a wire 23 
in such a way as to provide parallel runs and 
which runs coact with the members of the comb 
frame in supporting comb foundations. 
By referring to Figure 4 it will be seen that the 

upper member 20 of the comb frame is of a great 
er length than the lower member 9 and projects 
a limited distance beyond each of the vertical 
members 8. The projected ends of the upper 
member 20 are cutaway to form a shoulder 24 at 
each end of said member to engage and rest upon 
the notches formed on the front and rear Walls 
of the hive thereby suspending the comb frames 
within the hive with Sufficient clearance to per 
mit bees to readily pass about each comb frame 
and between the latter and the Walls of the hive. 
Each upper member 20 of the comb frames f 

is provided with a groove 26 to receive therein a 
portion of the foundation, also the upper mem 
ber is provided with a groove 27 opening outward 
ly through one of the shouldered ends of the up 
per member and in communication with the 
groove 26 for the purpose of receiving a wedge 
type key 28 which may act upon the foundation 
for wedging the latter into the groove 26 and 
against accidental displacement therefrom. The 
lower edge of the foundation rests upon the up 
permost intermediate member 2 while the lower 
intermediate member has grooves equivalent to 
the grooves 26 and 27 to receive a wedge type 
key 29. 
The key 29 performs the same function as the 

key 28, that is securing the lower foundation in 
the lower portion of the comb frame. It is to be 
understood that the lower edge of the lower foun 
dation rests upon the member 9 of the comb 
frame. Further, it is to be understood that when 
the foundations are placed in the comb frame 7 
as shown in the drawings and above described in 
detail that the foundations are pressed against 
the runs of the wire so that the Wire becomes 
embedded therein further assisting in Securing 
the foundations in place within the comb frame. 
The ends of the wire are secured on the upper 
member 20 by screws or like fasteners 30 which 
will permit easy renewal of the wire in the comb 
frame When necessary or When removing a foun 
dation therefrom the wire can be easily detached 
from the Sash frame. 

Suitable spacers 3 are mounted on the runs of 
the Wires and located between the intermediate 
members 2 for reinforcing said members. It 
will be seen that the intermediate members 2 
provide ample space therebetween for the pas 
sage of bees from one side of the foundation to 

0 
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another intermediate the upper and lower ends 
of the sash frame. 
The key 28 has an end portion 32 which will 

readily fit in or fill a notch provided in One of 
the extended ends of the member 20 as clearly 
shown in Figure 7 so that the key in no way will 
interfere with the extended end fitting in the 
notch of the Wall of the hive. 

It is to be understood that any number of 
comb frames may be placed in the hive and 
spaced a selected distance from each other and 
in no instance can the comb frames be brought 
together to Such an extent that free passage of 
bees between the comb frames would be pre 

20 

vented. 
The use of a hive of the construction shown 

in the drawings and described heretofore in de 
tail will materially simplify the care of bees in 
all seasons of the year and from actual use of 
such a device it has been found that in warm 
weather bees when housed therein will not tend 
to swarm out around the sides of the hive and 
clog the entrance and Which assists in preventing 
bee crowding and Swarming and consequently 

5 increases honey gathering by permitting bees of 
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healthier condition to be reared. In cold weather 
the bees will be maintained sufficiently warm to 
prevent Casualties and in spring Weather a con 
dition of even temperature prevails within the 
hive thus inducing early brood rearing and as 
suring strong early colonies of bees. 

Further through the use of a device of this 
construction the bees are left on the same stands 
winter and Summer which renders a large saving 
in labor, expense, packing and otherwise han 
dling of the bees for winter time. 
While I have shown and described the pre 

ferred embodiment of my invention, it will be 
understood that minor changes in construction, 
combination and arrangement of parts may be 
made without departing from the spirit and 
Scope of the invention as claimed. 

Having thus described my invention, what I 
claim is: 

1. In a comb foundation support for a bee 
hive, a substantially rectangular shaped composi 
tion frame including vertical members and hori 
ZOntal upper and lower members and interme 
diate and Spaced horizontal members, a support 
ing Wire laced through the intermediate members 
and the upper and lower horizontal members of 
the frame, said upper member of the frame and 
the lowermost of the intermediate horizontal 
members having grooves with the grooves of each 
member in communication with each other and 
with one groove opening outwardly through one 
of the vertical members of the frame, one groove 
of each of said members receiving a standard 
comb foundation with the lower edges of said 
foundations resting on the uppermost longitudi 
nal member and the lower member of the frame 
with the runs of the wire impressed within said 
foundation. 

2. In a comb foundation support for a bee 
hive, a substantially rectangular shaped compo 
sition frame including vertical members and hori 
Zontal upper and lower members and interme 
diate and Spaced horizontal members, a support 
ing Wire laced through the intermediate mem 
bers and the upper and lower horizontal mem 
bers of the frame, said upper member of the 
frame and the lowermost of the intermediate 
horizontal members having grooves with the 
grooves of each member in communication with 
each other and with one groove opening out 
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Wardly through one of the vertical members of 
the frame, one groove of each of said members 
receiving a standard comb foundation with the 
lower edges of Said foundations resting on the 
uppermost longitudinal member and the lower 
member of the frame with the runs of the Wire 
impressed Within Said foundations, and Wedges 
to enter the grooves of the frame for Securing 
the foundations Within their respective grooves. 

3. In a comb foundation support for a bee 
hive, a Substantially rectangular shaped com 
position frame including vertical members and 
horizontal upper and lower members and inter 
mediate and spaced horizontal members, a Sup 
porting wire laced through the intermediate 
members and the upper and lower horizontal 
members of the frame, said upper member of 
the frame and the lowermost of the intermediate 
horizontal members having grOOWes With the 

O 

grooves of each member in communication With 20 
each other and With One groove opening out 
Wardly through one of the Wertical members of 
the frane, one groove of each of Said members 
receiving a standard comb foundation with the 
lower edges of said foundations resting on the 25 

3 
uppermost longitudinal member and the lower 
member of the frame with the runs of the Wire 
impressed within said foundations, Wedges to 
enter the grooves of the frame for securing the 
foundations within their respective grooves, and 
spacers mounted on the runs of the Wires and 
located betWeen the intermediate and longitudi 
nal members of said frame, said wires having 
their ends detachably Secured to the upper men 
ber of the frame. 

4. In a comb foundation support for a bee 
hive, a substantially rectangular composition 
frame including vertical members and horizontal 
upper and lower members, a supporting wire 
laced through the upper and lower horizontal 
members, the upper horizontal member having 
grooves therein in communication with each 
other, and one groove opening outwardly through 
one of the vertical members, one of said grooves 
receiving a standard comb foundation with the 
lower edge of the foundation resting on the other 
horizontal member and With the runs of the Wire 
impressed therein, and Wedge means coacting 
With a groove to Secure the foundation therein, 
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