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To all whom it may concern. 
Beit known that I, UTARICHI KAWAsAKI, a subject of the Emperor of Japan, residing 

at San Francisco, in the county of San 
5 Francisco and State of California, have in 
vented new and useful Improvements in 
Back-Scrubbing Devices, of which the foll 
lowing is a specification. O s 
The primary object of the invention is to 

provide a scrubbing device of simple and 
inexpensive form by means of which the 
back and other inaccessible parts of the body 
may be scrubbed and washed in a convenient 
and efficacious manner. 
Another object is to provide a device of 

the character described which constitutes a 
scrubbing element of novel form and operat 
ing elements, which latter are attached to the scrubbing element so as to provide for an easy and thorough washing or scrubbing ac 
tion, and are so constructed and formed that the device may be packed in small compass. 
The invention possesses other advantages 

and features, some of which, with the fore 
going will be set forth at length in the fol 
lowing description, where I shall outline in 
full, that form of the invention which I 
have selected for illustration in the draw 
ings accompanying and forming, a part of 
the present specification. In Said drawings 
I have shown one form of the construction 
of my invention but it is to be understood 
that I do not limit myself to such form, 
since the invention as expressed in the claims 
may be embodied in a plurality of forms. 

Referring to the drawings:- 
Figure 1 is a top plan view of the device. 
Fig. 2 is a top plan view of a modified 

form. r 
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Fig. 3 is a sectional view taken trans 
verif through the scrubbing element shown 
in Fig. 1. s 

Fig. 4 is a sectional view taken longitu 
dinally through the scrubbing element shown 
in Fig. 2. Y 

Fig. 5 is a fragmentary plan view of an 
other modified form. 
In the present embodiment of the inven 

tion I provide a scrubbing element 1 pref. 
erably comprising an inflated, compressible, 
resilient ovoidal body portion 2 of rubber 
or some other suitable material. One face 
or side of the body portion is roughened 
preferably by forming protuberances. 3 
thereon, the protuberances preferably being 
closely associated and having flat ends. The 
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opposite face or side of body portion is 
roughened, preferably to a lesser extent by 
providing a sponge-like surface 4. These 
roughened surfaces cover preferably the en 
tire outer surfaces of the body portion ex 
cept for small areas at the of the body portions. 
Attached to the unroughened ends of the 

body and preferably integral therewith are 
flexible operating elements or bands 5 which 
taper in width toward their outer ends and 
have finger 9penings 6 adjacent said ends. 
These operating elements are long enough to 
permit of the user of the device to grasp the 
ends thereof, with the finger in the open ings 6, to provide a better grip, and with 
the arms outstretched, manipulate the scrub 
bing element back and forth on the back or 
other, inaccessible part of the body to be scrubbed. 
The scrubbing element in being compressi 

ble and resilient provides for a comfortable 
conformation thereof to the part of the back 
or body over which it is rubbed in scrubbing 
and Washing such part and therefore wii 
thoroughly scrub such parts or part of the body. By forming the body portion and op 
erating elements of rubber, the elements are 
elastie, and will aid in the reciprocating scrubbing action owing to their elasticity. 
When not in use these elements 5 may be 
Wrapped around the body portion and the 
device may be stored or packed in small 
compass. 

Referring to Figs. 2 and 4: 
The modified form comprises a scrubbing 

element in the form of an inflated prefer 
ably resilient compressible portion pro 
vided with roughened surfaces formed b 
protuberances 8 and 9 on opposite sides. 
The protuberances 8 may be larger than the 
ones 9 and flat, on their ends to provide for 
a rougher surface whereas the ones 9 are 
rounded on their ends. 
I prefer to removably or detachably secure 

flexible operating elements 10 to opposite 
ends of body portion 7. The elements 10 
are formed at their outer ends with open 
ings 11 and at their inner ends are joined by 
strips 12 arranged in spaced pairs. The 
strips of each pair lie in longitudinal grooves 
18 formed in the opposite and roughened 
sides of the body portion 7. These grooves 
are deep enough to cause the strips, which 
strips are preferably circular in cross sec 
tion, to lie spaced considerably from the 
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roughened faces of the body portion and out 
of the way. The inner ends of the elements 
10 are curved and conform to and engage opposite ends of the body portion. By hav 
ing the scrubbing element removable, provi 
sion is made for the ready connection of 
scrubbing elements of different kinds with 
the operating elements. 
In Fig. 5 I have illustrated another modi 

fied form in which the scrubbing element is 
formed identical with the scrubbing element 
of the other forms of the invention except 
that at each end pairs of flexible tabs 15 are 
provided. These tabs 15 are preferably in 
tegral with the scrubbing element and carry 
male and female snap fasteners 16 and 17 
respectively. The flexible operating ele 
ments 18, part of one of which is shown in 
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Fig. 5, are placed between the tabs and se 
cured to the scrubbing device by Snapping 
the fasteners together with the elements 18 
therebetween. 
I claim 
1. A scrubbing device comprising a scrub 

bing element, flexible operating elements, 
and strips connecting the operating elements 
and extending over and upon opposite sides 
of said scrubbing element. 2. A scrubbing device comprising a scrub 
bing element, flexible operating elements, 
and strips connecting the operating elements 
and extending over and across said Scrub 
bing element, said scrubbing element having 
grooves therein to receive said strips. 
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