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TURNING READ/WRITE PERFORMANCE 
FOR DISK DRIVES WITH VERY HIGH 

TRACK DENSITY 

BACKGROUND OF THE INVENTION 

1. Field of Invention 

The present invention relates generally to rotating disk 
type data Storage devices. The method and apparatus of this 
invention has particular application to enhancing a disk’s 
data transfer rate. 

2. Discussion of Prior Art 

On a hard disk drive, data is Stored in the magnetic coating 
of a disk. A transducer, usually called “the head', is held on 
an actuator arm and used to read and write data. A drive 
normally consists of multiple disks with each disk having a 
pair of associated heads, one head for the top Surface and one 
head for the bottom Surface. The disks rotate around their 
center at a constant rate, typically measured in RPMs. 

Data is organized on the drive in cylinders, tracks, and 
Sectors. Tracks are concentric rings on a disk and are similar 
in appearance to the annual rings of a tree. The number of 
tracks on a disk varies from one drive to another but ranges 
from in the tens to in the thousands. Tracks are typically 
numbered from the outermost to the innermost. 

A cylinder refers to the collection of all similarly num 
bered tracks from all the disks. AS disks are normally 
vertically stacked, the term “cylinder' is actually visually 
descriptive of the Similarly numbered tracks. 

Each track is further divided into sectors. The number of 
physical Sectors per track was traditionally the same for 
every track, but now, most disk drives use Zoned bit record 
ing which places more physical Sectors on the Outer tracks 
of each disk. 

The details of the physical layout of the hard disk drive 
are hidden from the computer System using a hard disk 
controller. The controller performs mapping between logical 
drive addresses and physical drive addresses. Two common 
mappings are logical Sector addressing and logical block 
addressing. These mappings allow a computer to refer to 
data using logical addresses while the disk controller ensures 
the data is written to the correct physical location. 

Traditionally, three types of mapping Strategies have 
developed. Vertical mapping accesses data on an entire 
cylinder, Starting from the top track and ending at the bottom 
track, before moving to the next cylinder. Horizontal map 
ping accesses data from the outer track to the inner track on 
a disk Surface before Switching to the next disk Surface. 
Finally, combination mapping uses both vertical and hori 
Zontal Strategies. 
AS previously mentioned, a head is used to read data from 

or write data to a disk. When data exceeds the Storage 
capability of a single track, the data is split between multiple 
tracks. The time it takes for the head to move from one track 
to the next and to use embedded Servo information to ensure 
it is correctly positioned for the next read is called read Settle 
time. When writing data acroSS multiple tracks a similar 
delay is present which is referred to as write Settle time. 

The problem created by these settle times hinders disk 
performance by reducing the Sustained data transfer rate. AS 
an example, for a track having 16 Sectors, data read from 
track 1 Starts at Sector 1 and proceeds Sequentially to Sector 
16, the last Sector in the track. Reading then continues on 
track 2 at Sector 1. However, during the read Settle time, the 
disk keeps Spinning and the first few sectors (of track 2) 
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2 
actually rotate past the head. By the time the head is capable 
of reading data, the Sector beneath it is no longer Sector 1. 
Consequently, the drive must wait for the disk to continue 
rotating until Sector 1 is underneath the head again. 
The above problem is avoided by track skew which offsets 

the Starting Sectors on adjacent tracks to minimize the wait 
for the first Sector when Switching tracks. 

Similarly, problems caused by write Settle time may also 
be addressed with track skew; noting, however, that write 
Settle time frequently exceeds read Settle time and requires 
a greater skew value. Determining a value for track skew, 
therefore, has historically been a compromise and does not 
optimize a disk drive's Sustained data rate for either reading 
or writing. 
Whatever the precise merits and features of the prior art 

in this field, the earlier art does not achieve or fulfill the 
purposes of the present invention. A track skew value 
optimized for a Smaller read Settle time is not provided for 
in the prior art, and neither is a logical write skew, different 
than the read skew, which is used when writing to the disk. 

SUMMARY OF THE INVENTION 

A disk drive's logical track layout uses a skew needed to 
compensate for a read Settle time. Also, the LBA numbering 
scheme for the drive follows this logical track layout. Read 
operations, therefore, proceed exactly as expected, similar to 
present hard drives. On writes, however, the drive controller 
Switches to a “write logical track layout which uses an 
effective skew that is optimized for a write settle time. Doing 
So necessitates buffering write data and writing logical 
blocks to the drive out of Sequence. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 illustrates the major sub-assemblies of a disk drive 
which utilizes the present invention. 

FIG. 2 illustrates a top view of details regarding a disk 
platter and head mechanism for the disk drive of FIG. 1. 

FIG. 3 illustrates an idealized physical sector layout for a 
disk platter having 3 tracks of 16 Sectors each. 

FIG. 4 illustrates an idealized logical sector layout of the 
disk platter in FIG. 3 with a track skew value of 2. 

FIG. 5 illustrates an idealized LBA layout on a disk platter 
having the logical layout depicted in FIG. 4. 

FIG. 6 illustrates a linear depiction of 3 tracks having a 
logical track layout different than a write logical track layout 
according to the present invention. 

FIG. 7 illustrates a flowchart of the present invention 
which determines the order in which logical blocks are 
written to a disk. 

FIG. 8 illustrates the major components of a computer 
System utilizing the present invention. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

While this invention is illustrated and described in a 
preferred embodiment, the invention may be produced in 
many different configurations, forms and materials. There is 
depicted in the drawings, and will herein be described in 
detail, a preferred embodiment of the invention, with the 
understanding that the present disclosure is to be considered 
as a exemplification of the principles of the invention and the 
asSociated functional Specifications of the materials for its 
construction and is not intended to limit the invention to the 
embodiment illustrated. Those skilled in the art will envision 
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many other possible variations within the Scope of the 
present invention. 
An inside view of a hard disk drive which benefits from 

the present invention is illustrated in FIG. 1. Disk platters 
102 and 104 are rotatable by spindle motor 106 which rests 
on base 108. Support shaft 110 has arms 112, 114, and 116 
and flexures 118, 120, 122, and 124 which terminate in 
read/write transducer heads 126, 128, 130, and 132 respec 
tively. 
A number of different Specific types of physical compo 

nents are contemplated within the Scope of the present 
invention. Disk platters 102 and 104 are typically con 
Structed of a glass-ceramic composite but aluminum-alloy 
platters are functionally equivalent alternatives. 
Furthermore, the magnetically retentive media on platters 
102 and 104 is preferably a thin-film media, either sputtered 
or plated, but functionally equivalent oxide media and others 
are also within the Scope of the present invention. Magneto 
Resistive (MR) heads generally provide better performance; 
however, other functionally equivalent heads include, but 
are not limited to, ferrite heads, metal-in-gap heads, and 
thin-film heads. The head actuators are preferably voice coil 
motors (VCM), as depicted in FIG. 2, although a stepper 
motor is one functionally equivalent alternative. 

FIG. 2 illustrates a top-view of single disk platter 102 with 
VCM actuator 210. Actuator 210 is comprised of movable 
coils 202 and 204 and stationary magnetic circuits 206 and 
208. Energizing motor 210 causes head 126 to travel across 
the surface of platter 102. 

Data is organized on the disk platters 102 and 104 in 
concentric rings called tracks. The tracks are themselves 
further divided into sectors. 

The number of tracks on a disk varies from around a 
hundred to more than one thousand depending on the 
manufacturer. Historically IBM compatible disk formats had 
17 sectors per track; however, since the mid-1990s disks 
having over 100 Sectors per track have become common. 

FIG. 3 illustrates a simplified view of the physical track 
layout of a disk platter. There are 3 tracks 304 depicted, each 
with 16 sectors 302. In physical terms, like numbered 
Sectors occur at the same location in each track. 

FIG. 4 illustrates a simplified view of an example logical 
track layout of the same platter illustrated in FIG. 3. In this 
figure, each Successive track (from innermost to outermost) 
has its Starting logical Sector offset by a skew of 2 in relation 
to its adjacent track. A hard disk manufacturer typically 
determines the track skew needed to compensate for latency 
times related to head movement and Sector acquisition. 
Modern computer Systems frequently manipulate and 

access hard disk drive data using logical block addressing 
(LBA). This mapping Scheme addresses the Sectors on a disk 
from 1 to n, where n is the total number of sectors on the disk 
drive. Furthermore, LBA mapping typically relies on the 
underlying logical Sector layout rather than the disk’s physi 
cal Sector layout. 

FIG. 5 illustrates the same example disk from FIGS. 3 and 
4, but depicts the LBA layout of the Sectors. In use, a 
computer System needing to read LBA data blockS 1 through 
48 directs a disk controller to start reading LBA sector 1 
(508) (equivalently track 1, logical sector 1 (408)) and read 
sequentially until LBA sector 16 (510). The disk controller 
then moves the head to track 2 (504), waits for LBA sector 
17 (512) to arrive under the disk head and then sequentially 
reads data until LBA sector 32 (514). The disk controller 
continues by moving the head to track 3 (506) and reading 
data from LBA sector 33 (516) (equivalently track 3, logical 
sector 1 (412)) until finishing at LBA sector 48 (518). 
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4 
In the above Steps the disk controller uses its programmed 

knowledge about the disk’s physical layout and logical 
layout to accomplish the necessary mapping operations. The 
computer System's operating System or other higher-level 
Software in the controller has the responsibility for translat 
ing LBA addresses into logical track layout addresses. The 
mapping from logical track layout to physical track layout is 
usually accomplished by low-level routines in the disk 
controller. The innovative aspects of the present invention 
are not directed towards new logical-to-physical mapping 
Schemes and the use of current mapping Schemes Such as 
Vertical mapping, horizontal mapping, combination 
mapping, Zoned bit recording, as well as others and future 
mapping Schemes are all considered within the Scope of the 
present invention. 

Another common aspect of modern hard disk drives is the 
use of Servo information embedded within tracks and Sec 
tors. This coded information allows a disk controller to 
identify the head's location on the disk. By using this 
information in a feedback control System, the disk’s head 
position can not only be detected but also corrected. The 
Servo information typically identifies physical layout param 
eters of the disk which the disk controller reverse maps to 
logical layout parameters as needed for internal and external 
operations. Servo Schemes Such as wedge, embedded, and 
dedicated, as well as others, are all contemplated by the 
present invention. 
The most simple example of adjacent tracks is a Single 

platter with two tracks physically next to each other. With 
logical mapping, however, adjacent tracks are not required 
to be physically adjacent and are Sometimes on different 
Surfaces of a disk or even on different disks. During the 
following discussion of the present invention, this broader 
meaning of adjacent tracks is assumed. 
AS Stated previously, moving a disk head from one track 

to the next involves a delay while the head moves, identifies 
its position, and prepares to read or write. This delay, usually 
referred to as Settle time, is compensated for by track Sector 
skew, or simply “track skew'. Settle time is not necessarily 
a Single, fixed quantity. It varies depending on the disk 
drive's temperature, data recording density, and other ran 
dom variations present in all mechanical Systems. 
Two opposing constraints control the amount of skew to 

apply to Sectors of adjacent tracks. The skew needs to be 
large enough to compensate for the head Settle time. If it is 
not, then the disk will need to make an additional revolution 
before the appropriate Sector once again becomes available. 
However, Setting the skew too high reduces a drive's Sus 
tained data transfer rate. In this instance, extra revolutions 
are rarely necessary, but each track move includes idle time 
while the too distant Sector finally Spins into position. 
To further complicate matters, write Settle time is typi 

cally longer than read Settle time. AS disk drive areal density 
increases and MR heads become the standard, this difference 
in Settle time will likely become greater Still. In particular, 
MR heads perform wide data writes and narrow data reads 
which simply means that it is much easier for a head to be 
“on-track’ while reading. Disk reads also incorporate error 
correcting codes which tolerate non-optimal head position 
ing. A write, however, has very tight positional tolerances in 
order to prevent interference with physically adjacent trackS. 
Another reason for Settle time differences is that micro-jog 
of the read/write element is required during writes. An MR 
head actually consists of two elements: a read element which 
is magneto-resistive and a write element which is not 
megneto-resistive but is inductive. These two elements are 
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not lined up Squarely over any given track, but rather, have 
an offset relative to each other. In order to perform a write, 
the read element is first aligned over a track using the Servo 
data to Verify its location. The head is then Slightly reposi 
tioned to move the write element to be directly over the 
target track. This tiny repositioning movement is called 
micro-jog and adds to the write Settling time. 

For these and a number of other reasons, write Settling 
time is generally longer than read Settling time. Therefore, 
Setting track skew to accommodate a disk’s read Settle time 
frequently results in extra revolutions during writes, and 
Setting track skew to accommodate a disk’s write Settle time 
reduces the Sustained data rate. 

The present invention addresses the dilemma by using 
different effective skews for disk reads and writes. The 
logical track layout uses a skew needed for read Settle. In and 
of itself, this Selection of Skew amount offers an improve 
ment over current disk drives which also consider write 
Settle time when Setting track skew. Also, the LBA number 
ing Scheme follows the logical track layout as illustrated in 
FIG. 5. The concept of a write logical track layout is 
introduced to describe the effective skew rate during writes. 
By writing data to the disk out-of-order (in relation to LBA 
and logical track layout) an effective skew rate is accom 
plished which gives the best overall performance during 
writes considering the write Settle time. 

FIG. 6 illustrates an example of a write logical track 
layout. In the example, three tracks are depicted, each 
having 100 sectors. The example disk read settle time 
translates into a track skew of 8 and the write Settle time 
translates into a track Skew of 20. Although depicted in 
block form to Simplify pictorial representation, the tracks are 
physically circular in nature as depicted in FIGS. 3 through 
5. 

The physical layout 602, 604 and 608, logical track layout 
610, 612 and 614, and LBA scheme 616, 618 and 620 are 
Similar to the discussions related to the earlier figures. The 
write logical track layout 622,624 and 626, however, is new. 
A computer system needing to write 300 blocks of data 

Starting at LBA 1 proceeds as follows: 
The head moves to track 1, logical Sector 1 and writes 

until the last logical Sector for that track. In essence, LBA 1 
through LBA 100 are written. 

The head moves to track 2 because the write settle time is 
unable to Start writing for 20 physical Sectors. 

The logical sector at this location is 13 and the LBA is 
113. So the data writing starts at logical sector 13 with LBA 
113 and is labeled write logical sector 1. LBA 101 though 
112 are held in a buffer until later. 

Writing continues until logical sector 100 (LBA 200) is 
written. 

The next logical Sector under the head is logical Sector 1 
and now LBA 101 through LBA 112 are written without 
incurring any delay. 

The head now moves to track 3 because the write settle 
time is unable to start writing for 20 physical Sectors. 
A quick look back to track 2 shows that writing ended at 

physical Sector 20. Due to the write skew, writing proceeds 
at track 3 at physical Sector 41 (i.e., logical Sector 25 and 
also LBA 225). Data writing starts at logical sector 25, 
wherein the head writes to logical Sector 1 and continues 
until logical sector 100 (LBA 300) is written. LBA 201 
through LBA 224 are buffered. 

The next logical Sector under the head is logical Sector 1, 
and now LBA201 through 224 are written without incurring 
any delay. 
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The above illustrated example is a Single instance of the 

more general concept of the present invention of writing 
data with an effective track skew different than the track 
skew which determines the disk’s logical track layout. 
A flowchart for a generalized algorithm implementing one 

aspect of the present invention is depicted in FIG. 7. Walking 
through the flowchart with a concrete example will likely 
provide a clearer explanation than a theoretical analysis of 
each Step. 
ASSume a disk layout having 40 physical Sectors per track, 

a read skew of 2 Sectors and a write skew of 8 Sectors. Step 
702 appropriately sets the variables S, R, W and D. Speci 
fying that 160 data blocks need to be written, Starting attrack 
6 and LBA 231 allows step 702 to set the variables M, A, T 
and N. 
To begin: 

W-8 

M=160 
A=231 

In step 704 the disk controller's mapping identifies that 
Writing Starts at the last 10 logical Sectors of track 6. This 
information allows J to be set equal to 10 and L to be set 
equal to 10. 

Writing on track T begins in step 706. LBA 231 through 
LBA 240 are written from logical sector 31 through logical 
Sector 40. 
Moving onto the next track increments N to 2 (not 

shown). 
Step 708 stores LBA 241 through 246 in a buffer. This is 

the data which logically occurs next but cannot be written 
yet because the head is not yet ready to write data. 

Step 710 writes LBA 247 through 280. The logical sector 
which is first available for writing is 7 and writing continues 
from there to logical sector 40 on track 7. 

Step 712 continues the same physical write that was 
started in step 710 by writing LBA 241 though LBA 246 to 
logical Sectors 1 through 6 on track 7. 

In step 713, N is incremented by 1. 
Step 714 checks to see if the last track, L, is being written. 

If it is then control passes to step 722; otherwise control 
continues with step 716. 
The first time step 716 is performed, N=3 which causes 

LBA 281 through 292 to be held in a buffer. In this step, 
(N-1)D MOD S is compared to 0. If this comparison holds 
true, then the first logical Sector of the current track is also 
the first write logical Sector and there is no requirement to 
buffer data which will then be written out-of-order. 

Step 718 writes LBA293 through 320, on track 8, starting 
at logical Sector 13 and ending at logical Sector 40. 

Step 720 continues the same physical write started in step 
718 by writing LBA281 through LBA292 to logical sectors 
1 through 12 on track 8. 

In step 713, N is incremented by 1. 
With N=4, step 716 continues by storing LBA 321 

through 338 in a buffer. 
Step 718 writes LBA339 through 360 to logical sectors 

19 through 40 on track 9. 
Step 720 completes the same physical write started in step 

718 by writing LBA321 through 338 to logical sectors 1 
through 18 on track 9. 
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In step 713, N is incremented by 1. 
When track 10, the last track, is reached, K is first 

calculated in step 722 and step 724 then decides how to 
proceed. 

In the present example, K=30 which is the number of 
blocks left to write onto the last track. According to the 
algorithm of the present invention, for this track, (L-T)D 
MOD S (i.e., 4x6=24) blocks need to be held in the write 
buffer so that writing can start with the (L-T)D MOD SI+1 
block. However, if KC=(L-T)D MOD Sor (L-T)D MOD 
S=0, then there is no reason to store blocks because no 
out-of-Sequence writing is needed. In the current example, 
the requirements of step 724 are satisfied; therefore, step 726 
stores LBA361 through LBA384. 

Step 728 writes LBA385 through 390 to logical sectors 
25 through 30 on track 10. 

Step 730 finishes the physical write started in step 728 by 
writing LBA 361 through LBA 384 to logical sectors 1 
through 24 on track 10 thereby completing the writing of all 
data. 

If the above example were changed to write only 154 
blocks of data rather than 160 blocks, then the other branch 
from step 724 is chosen. 

In this modified example, K=24 which fails to satisfy 
K>(L-T)D MOD S and control passes to step 732. 

Step 732 writes LBA361 through LBA384, onto track 10, 
Starting a logical Sector 1 and ending at logical Sector 24. 

The preferred embodiment described above assumes that 
while writing to the last track, there is no need for the write 
head to settle before writing LBA A+J+(L-T-1)S. While 
this assumption is most likely true, an alternative embodi 
ment without this assumption is contemplated within the 
scope of this invention. This alternative modifies step 724 to 
add an additional test condition which must be satisfied. The 
quantity (S-K) represents the number of sectors after LBA 
A+M-1 and before LBA A+J+(L-T-1)S. If, contrary to our 
assumption in the preferred embodiment, the head needs to 
settle again in order to write LBA A+J+(L-T-1)S and 
(S-K)<=W, then there is no advantage to proceeding with 
Step 726 and Splitting the write operation on the last track. 
Therefore, in addition to the two test conditions of step 724, 
as illustrated in FIG. 7, this alternative embodiment adds the 
following test condition: 

With this addition, step 732 is performed next if, in 
addition to the previous two conditions, (S-K)<=W; other 
wise processing continues with Step 726. 
As illustrated in FIG. 8, when instantiated in a disk 

controller 802, the present invention uses at least on buffer 
Segment 804, preferably the Size of a Single track, to Store 
write data. Write data for a track is received from computer 
system 806 and stored in a buffer segment; microcode in the 
disk controller cycles through the buffer Segments to write 
data to each track. 
One method which uses buffer segments 804 in accor 

dance with the present invention, Stores for the Nth track, 
(N-1)D MOD S blocks in the tail portion of the buffer and 
stores the remaining S-(N-1)D MOD S blocks at the 
beginning of the buffer. Which specific blocks are stored in 
the tail and which at the Start are determined according to the 
algorithm described earlier in FIG. 7. For the Nth track, LBA 
blocks A+J+(N-2)S through A+J+(N-2)S+(N-1)D MOD 
S-1 are stored in the buffer segment tail and LBA A+J+ 
(N-1)D MOD SI+(N-2)S through A+J+(N-1)S-1 are 
stored at the start of the buffer. Controller 802 issues write 
commands from the beginning of the buffer to provide the 
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8 
data blocks in the correct write logical track layout format 
without any further re-arrangement. 

Another functionally equivalent method is to manage 
each buffer Segment in a circular fashion. A ring buffer, or 
circular buffer, moves data in and out via two pointers. The 
head pointer keeps track of where to place data in the buffer 
and the tail pointer keeps track of where to read data from 
the buffer. One key to its operation is that when either 
pointer is incremented past the end of the buffer, that pointer 
is reset to point to the beginning of the buffer. For each track 
a buffer Segment Stores blocks of data corresponding to 
logical Sectors 1 though S, which according to the earlier 
algorithm are LBA blocks A+J+(N-2)S through A+J+(N- 
1)S-1. The tail pointer starts reading out data for writing at 
LBA A+J+(N-1)D MOD SI+(N-2)S, proceeds to the end 
of the buffer (LBA A+J+(N-1)S-1), and then finishes by 
reading out for writing LBAA+J+(N-2)S through A+J+(N- 
2)S+(N-1)D MOD S-1 from the start of the buffer. 
With either buffer segment architecture, the first and last 

tracks written are handled Separately. Because a full track is 
not being written in either case, controlling the buffers 
requires keeping track of the actual number of Sectors being 
written on these tracks. Simple buffer control of this type is 
within the ordinary skill of a practitioner in this field and not 
considered an inventive aspect of the present invention. 
Embedded Software within the disk controller is one 

method to implement the described algorithm for writing 
data to the disk with a different effective write skew. 

In a preferred embodiment, the hard disk drive utilizes an 
ID table and servo information to locate target sectors. An ID 
table for a track has an entry for each Servo Sector of that 
track which identifies a data Sector layout corresponding to 
that particular servo Sector. This table allows for fast and 
Simple identification of Sectors and their locations from 
servo information. Microcode in a disk controller builds the 
ID table, which is typically a logical table, and takes into 
account logical skew when building the table. 

In the present invention, the first track of a write operation 
has its ID table built according to the logical track skew 
value; but each Subsequent track's ID table is built according 
to the logical write skew value described earlier. Forming 
the ID table in this manner allows data to be written to the 
disk in the order as detailed in FIG. 7 and to utilize an ID 
table organized according to logical write skew information. 

In an alternate embodiment, the ID table is built according 
to a drive's physical Sector layout and uses an intermediate 
mapping routine to translate between physical and logical 
locations. 
The algorithm described earlier, in relation to FIG. 7, 

assumes a fixed skew value to compensate for write Settle 
time which is programmed into the disk controller. Also 
contemplated within the Scope of the present invention is a 
write logical track layout which is dynamically calculated 
for each track during the writing of data. 
A dynamic method uses the Servo information to deter 

mine the earliest Sector which is available for writing and 
then fills and backfills the track accordingly. More 
Specifically, after Switching to a new track and Settling, the 
controller determines from the servo information which 
physical Sector is ready to write next. Utilizing the mapping 
Schemes already present in the disk controller, writing of 
data blocks starts with the LBA corresponding to that first 
available physical location. After the last physical Sector of 
the track is written, the controller backfills the track Starting 
at the first physical Sector and continuing until the Sector just 
prior to the first written Sector. This proceSS is repeated for 
each track and each access. 
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CONCLUSION 

A system and method has been shown in the above 
embodiments for the effective implementation of writing 
data blocks to a hard disk drive using an effective track skew 
different than the track skew of the disk’s logical track 
layout. While various embodiments have been shown and 
described, it will be understood that there is no intent to limit 
the invention by Such disclosure, but rather, it is intended to 
cover all modifications and alternate constructions falling 
within the Spirit and Scope of the invention as defined in the 
appended claims. For example, the present invention should 
not be limited by computer operating System, computer 
hardware platform, disk head architecture, disk head 
actuators, magnetic media composition, areal density, tracks 
per inch, Sectors per track, bytes per Sector, Servo 
arrangement, disk drive bus interface, disk data encoding 
method, fixed record density disks, or Zoned bit recording 
disks. In addition, the present invention can be implemented 
locally on a single PC, connected workstations (i.e., 
networked-LAN), across extended networks Such as the 
Internet or using portable equipment Such as laptop com 
puters or wireless equipment (RF, microwaves, infrared, 
photonic, etc.) 
What is claimed is: 
1. A method of writing data to tracks of a disk drive using 

a logical track layout comprising the Steps: 
a. identifying a plurality of data blocks to be written to 

Said disk drive, wherein each of Said plurality of data 
blocks have an associated logical block address (LBA), 

b. identifying a plurality of tracks on Said disk drive to 
write Said plurality of data blocks to, wherein each of 
Said plurality of tracks is comprised of a plurality of 
logical Sectors; 

c. determining a first Set of data blocks, Selected from Said 
plurality of data blocks, to be written to first track of 
Said plurality of tracks, 

d. Writing Said first Set to Said first track; 
e. for each Subsequent track of Said plurality of tracks, 

prior to a last track of Said plurality of tracks, perform 
ing the following Steps: 
1. associating each of Said plurality of logical Sectors of 

Said Subsequent track with an associated LBA of Said 
plurality of data blocks, 

2. determining an earliest of Said plurality of logical 
Sectors of Said Subsequent track which is available to 
write a data block to; 

3. identifying a LBA corresponding to Said earliest of 
Said plurality of logical Sectors, 

4. Storing a Second Set of data blocks, Said Second Set 
comprising a Sequence of data blocks having LBAS 
corresponding to a first logical Sector of Said Subse 
quent track through a logical Sector immediately 
prior to Said earliest of Said plurality of logical 
Sectors, 

5. writing a third set of data blocks, said third set 
comprising a Sequence of data blocks having LBAS 
corresponding to Said earliest of Said plurality of 
logical Sectors through a final logical Sector of Said 
Subsequent track; 

6. Writing Said Second Set of data blocks, and 
7. determining a plurality of data blocks not already 

written; 
f. for a last track of Said plurality of tracks, performing the 

following Steps: 
1. associating each of Said plurality of logical Sectors of 

said last track with a LBA of said plurality of data 
blocks not already written; 
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2. determining an earliest of Said plurality of logical 

Sectors of Said last track which is available to write 
a data block to; 

3. if the number of said plurality of data blocks not 
already written is greater than Said earliest of Said 
plurality of logical Sectors then performing the fol 
lowing Steps: 
i. identifing a LBA corresponding to Said earliest of 

Said plurality of logical Sectors, 
ii. Storing a fourth Set of data blocks, Said fourth Set 

comprising a sequence of data blocks having 
LBAS corresponding to a first logical Sector of 
Said last track through a logical Sector immedi 
ately prior to Said earliest of Said plurality of 
logical Sectors; 

iii. writing a fifth set of data blocks, said fifth set 
comprising a sequence of data blocks having 
LBAS corresponding to Said earliest of Said plu 
rality of logical Sectors through a last of Said 
plurality of data blocks not already written, and 

iv. Writing Said fourth Set of data blocks, 
4. if the number of said plurality of data blocks not 

already written is not greater than Said earliest of Said 
plurality of logical Sectors then performing the fol 
lowing Steps: 
i. Waiting for a first logical Sector of Said last track to 
become available for writing, and 

ii. Writing a Sixth set of data blocks, said Sixth Set 
comprising a sequence of data blocks having 
LBAS corresponding to Said first logical Sector of 
Said last track through a last of Said plurality of 
data blocks not already written. 

2. A method of writing data to a disk drive, having a 
logical track layout based on a read-settle skew value, using 
a logical write track layout comprising the following Steps: 

a. characterizing Said disk drive's logical track layout 
comprising: 
S, the number of logical Sectors per track numbered 1 

through 8; 
R, the read-settle track skew; 
W, the write-settle track skew, and 
D, wherein D=W-R; 

b. identifying M Sequential data blocks, each having an 
associated LBA, to be written to said disk drive, 
wherein a first of said M data blocks has an LBA=A; 

c. identifying a first track, T, of Said disk drive to begin 
writing said M data blocks to; 

d. identifying a last track, L, of Said disk drive to finish 
writing said M data blocks to; 

e. determining a number of data blocks, J, Selected from 
said M data blocks to write to said first track T. 

f. Writing, onto Said first track T, a first Sequence of data 
blocks having LBA=A through LBA=A+J-1 at logical 
SectorS S-J--1 through S, respectively; 

g. Storing a Second Sequence of data blocks having 
LBA=A+J through LBA=A+J+D-1; 

h. Writing, onto a track T-1, a third Sequence of data 
blocks having LBA=A+J+D through LBA=A+J+S-1 
at logical Sectors 1+D through S, respectively; 

i. Writing, onto Said track T-1, Said Second Sequence of 
data blocks at logical SectorS 1, through D; 

i. for each track of a plurality of tracks after Said track T-1 
and before Said last track L, performing the following 
Steps: 
1. determining N for each track of said plurality of 

tracks, where N measures the number of tracks 
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between each said track and Said first track T. given 
than N=1 corresponds to said first track T and N=L, 
corresponds to Said last track L., 

2. Storing a fourth Sequence of data blocks having 
LBA=A+J+(N-2)S through LBA=A+J+(N-2)S+ 
(N-1)D MOD S-1; 

3. Writing, onto track N, a fifth Sequence of data blockS 
having LBA=A+J+(N-1)D MOD SI+(N-2)S 
through LBA=A+J+(N-1)S-1 at logical sectors 1+ 
(N-1)D MOD S through S, respectively, and 

4. Writing, onto track N, Said fourth Sequence of data 
blocks at logical sectors 1 through (N-1)D MOD 
S; 

k. determining K, where K=(M-J) MOD Sl; 
1. for Said last track L performing the following Steps: 

1. if K>I(L-T)D MOD S then performing the follow 
ing Steps: 
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i) storing a sixth sequence of data blocks having 
LBA=A+J+(L-T-1)S through LBA=A+J+(L-T- 
1)S+(L+T)D MOD S-1; 

ii) writing onto track L, a Seventh sequence of data 
blocks having LBA=A+J+(L-T-1)S+(L-T)D 
MOD S through LBA=A+M-1 at logical sectors 
1+(L+T)D MOD S through K, respectively, and 

iii) writing, onto track L, said Sixth sequence at 
logical sectors 1 through (L-T)D MOD Sl; 

2. otherwise, perform the following Steps: 
i) writing, onto track L, an eighth sequence of data 

blocks having LBA=A+M-K through LBA=A+ 
M-1 at logical SectorS 1 through K, respectively. 

k k k k k 
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