A device (1) for cleaning floors and similar surfaces, comprising a stick (2), which is connected at a terminal portion (2a) thereof, by way of kinematic connection means (3), to a supporting means (4), which is associated with cleaning means (8), said supporting device (4) comprising at least two arms (5), which lie along respective main longitudinal directions and are mounted so that they can rotate with respect to said stick (2) about a respective articulation axis (100) in order to pass, upon insertion of said supporting means (4) in a wringing basket (20) associated with a water containment bucket (21), from an active or extended condition, in which the respective main longitudinal directions define a working surface, to a wringing or retracted condition, in which the respective longitudinal directions of said at least two arms (5) are angularly spaced from said working surface, return means (6) being further provided which are adapted to return said supporting means (4) to the active or extended condition as a consequence of disengagement from said wringing basket (20).

For two-letter codes and other abbreviations, refer to the "Guidance Notes on Codes and Abbreviations" appearing at the beginning of each regular issue of the PCT Gazette.

Published:
— with international search report
DEVICE FOR CLEANING FLOORS AND SIMILAR SURFACES

Technical field

The present invention relates to a device for cleaning floors and similar surfaces.

5 Background art

Currently, among the manual devices used to wash floors, the most widely used is the so-called scrubbing brush, which is constituted by a stick that can be gripped at one end by the user and is connected, at the other end, to a brush-like element, which is arranged at right angles to the longitudinal axis of the stick and is to be associated with a wet floor cloth.

The floor cloth must be periodically rinsed and then wrung so as to remove the collected dirt and allow to wet the floor cloth again.

This operation, by using the devices briefly described above, is usually performed by hand, with considerable inconvenience for the user, since in addition to performing an effort he/she is forced to dirty his/her hands or to wear suitable gloves.

In order to try to solve the problems noted above, floor cleaning devices have been proposed which have, at the end of the stick that is opposite to the one to be held, a floor cloth constituted by a bundle of strips of fabric, which can be wrung without being touched by engaging them with an appropriately provided perforated cup that is associated with the bucket that contains the water for cleaning.

However, although this device, usually called mop, is valid from the conceptual standpoint, it forces to use a floor cloth that has a particular shape and therefore must be provided specifically.

Disclosure of the Invention

The aim of the present invention is to eliminate or at least drastically reduce the drawbacks noted above in known types of device for cleaning floors.

Within this aim, an object of the present invention is to provide a
device for cleaning floors that allows to wring the floor cloth without having to touch it.

Another object of the present invention is to provide a device for cleaning floors that allows to use currently commercially available floor cloths.

This aim and these and other objects that will become better apparent hereinafter are achieved by a device for cleaning floors and similar surfaces, comprising a stick connected at a substantially terminal portion, by way of kinematic connection means, to a supporting means that is associable with cleaning means, characterized in that the supporting means comprises at least two arms, which lie along respective main longitudinal directions and are mounted so that they can rotate with respect to the stick about a respective articulation axis in order to pass, upon insertion of the supporting means in a wringing basket associated with a water containment bucket, from an active or extended condition, in which the respective main longitudinal directions define a working surface, to a wringing or retracted condition, in which the respective longitudinal directions of the at least two arms are angularly spaced from the working surface, return means being further provided which are adapted to return the supporting means to the active or extended condition as a consequence of disengagement from the wringing basket.

Brief Description of the Drawings

Further characteristics and advantages of the invention will become better apparent from the description of some preferred but not exclusive embodiments of a device for cleaning floors according to the invention, illustrated by way of non-limiting example in the accompanying drawings, wherein:

Figure 1 is a perspective view of a portion of a device for cleaning floors according to the present invention;

Figure 2 is a bottom elevation view of the device for supporting the
cleaning means;

Figure 3 is a partial sectional view of the supporting device, taken along the line III-III of Figure 2;

Figure 4 is a top elevation view of a bucket for containing water for cleaning floors;

Figure 5 is a perspective view of the device for cleaning floors in the condition in which it is inserted in a wringing basket associated with the water containment bucket;

Figure 6 is a perspective view of the supporting device associated with a cloth in the wringing or retracted condition;

Figure 7 is a perspective view showing an embodiment of a cloth; and

Figure 8 is a sectional view of the cloth, taken along the line VIII-VIII of Figure 7.

Ways of carrying out the Invention

In the examples of embodiments that follow, individual characteristics, given in relation to specific examples, may actually be interchanged with other different characteristics that exist in other examples of embodiments.

With reference to the figures, a device for cleaning floors, generally designated by the reference numeral 1, comprises a stick 2, which is connected to a supporting means 4, at a substantially terminal portion 2a, by way of the interposition of kinematic connection means 3.

The supporting means 4 provides support for, and can be associated, also by using per se known means, with cleaning means 8, such as a cloth 11, a floor cloth, a piece of fabric or the like.

According to the present invention, the supporting means 4 comprises at least two arms or flaps 5, which lie along respective main longitudinal directions. In particular, the arms 5 are advantageously extended along directions starting radially from the kinematic connection means 3, i.e., substantially at the terminal portion 2a of the stick 2.
The arms 5 are fitted so that they can rotate or oscillate with respect to the stick 2 about a respective articulation axis 100, in order to pass, as clearly shown by Figures 1 and 5, as a consequence of the user's insertion of the supporting means 4 in a wringing basket 20 associated with a water containment bucket 21, from an active or extended condition (shown in Figure 1), in which the main longitudinal directions of the arms 5 define a working surface that in practice corresponds to the surface of the floor, to a wringing or retracted condition (shown in Figure 5), in which the respective longitudinal directions of the arms 5 are angularly spaced with respect to the working surface.

Also according to the present invention, return means 6 are provided which are adapted to return the supporting means 4 to the active or extended condition as a consequence of the disengagement of said supporting means 4 from the wringing basket 20.

In greater detail, the arms 5 comprise a respective active face 7 (designed to be directed toward the floor during use), which is designed to face at least partially a portion of the cleaning means 8.

As clearly shown by the figures, in the active or extended condition the respective active faces 7 of the arms 5 lie on said working surface.

Advantageously, the wringing basket 20 is substantially cup-shaped and is provided with at least two walls 22, which form a plurality of draining openings 23 that converge toward the bottom 24 of the containment bucket 21.

Each one of the walls 22 forms a wall for the engagement of a respective portion of the cleaning means 8, which is associated with a respective active face 7. In particular, in the wringing or retracted condition, the active faces are arranged parallel to a respective wall 22.

With particular reference to the embodiment shown in the figures, the supporting means 4 comprises two arms 5, which are opposite one another with respect to the substantially terminal portion 2a of the stick 2.
At least one of the two arms 5 is fitted so that it can rotate, with respect to a fixed part 9 that is associated with the kinematic connection means 3, about an articulation axis 100, which lies substantially at right angles to the respective main longitudinal directions of the two arms 5.

The return means 6, which conveniently can be constituted by at least one spring 10, can act between said fixed part 9 and at least one of the two arms 5 or, as in the illustrated example, between the two arms 5, so as to keep (and return, after insertion within the wringing basket 20) the supporting means 4 in the active or extended condition.

Advantageously, the cleaning means 8 comprise a cloth 11, optionally made of microfiber, which has a substantially sheet-like structure.

In this regard, the active faces 7 can have means 12 for retaining the cloth 11, which are constituted for example by a plurality of pins 13 that protrude from the active faces 7 and have an enlarged head 13a. Said pins 13 are designed to penetrate at least partially the cloth 11, accordingly anchoring it stably to the supporting device 4.

In order to prevent the presence of the cloth 11 associated with the arms 5 from hindering the rotation of the arms about the articulation axis 100, the cloth 11 can conveniently have at least one continuous longitudinal portion 11a, which is arranged outside one of the longitudinal edges 5a formed during the active or extended condition by the two arms 5; in this case, moreover, the cloth 11 has a substantially transverse cut 11b, which is arranged substantially at the articulation axis 100.

With particular reference to the embodiment shown in the figures, conveniently the cloth 11 comprises two continuous longitudinal portions 11a, which are arranged outside the longitudinal edges 5a of the two arms 5.

Within the cloth 11 there is a substantially U-shaped cut, which has two parallel portions 11c, arranged at said longitudinal edges 5a of the arms 5, and there is a portion 11b for connection between the two parallel portions 11c, arranged at the articulation axis 100.
Conveniently, the kinematic connection means 3 comprise at least one articulated element 14 for connection between a cup-shaped element 15 that can be coupled to the end of the stick 2 and the fixed part 9.

According to an important object of the present invention, the containment bucket 21 can be associated with a collecting receptacle 30 which is arranged, during use, below the wringing basket 20 and is adapted to collect the (dirty) water that exits, during wringing, from the cleaning means 8 and passes through the draining openings 23.

Operation of a floor cleaning device according to the invention is evident from what has been described above.

In particular, when the arms 5 are in the active or extended condition, the faces 7 associated with the arms 5 define a working surface that ensures an optimum extension of the cleaning means 8.

If the cleaning means 8 are to be wrung, by inserting the supporting means 4 in the wringing basket 20 the arms 5 are folded and arranged on a plane that is substantially parallel to the walls 22.

In particular, the dirty water that exits from the cloth 11 during wringing is optionally collected in the collecting receptacle 30; in this manner, the water contained in the containment bucket 21 (optionally with detergent) is kept clean.

The force (and any sliding action) applied by the user to the stick 2 is transferred to the cleaning means 8, which are pressed against the walls 22, releasing the dirty water, which falls through the draining openings 23 into the collection receptacle 30.

Once this wringing procedure has been ended simply and effectively by removing the supporting means 4 from the wringing basket 20, the arms 5 are returned to the active or extended condition thanks to the action of the return means 6.

All the characteristics of the invention described above as advantageous, convenient or the like may also be omitted or be replaced
with equivalents.

The invention thus conceived is susceptible of numerous modifications and variations, all of which are within the scope of the appended claims.

Thus, for example, the supporting means 4 can be associated with three or more arms 5, which protrude radially from the kinematic connection means 3 and are intended to pass from the active or extended condition to the wringing or retracted condition by means of a substantially umbrella-line closing motion.

The arms 5 might also fold in the opposite direction (i.e., by tending to close on the opposite side with respect to the stick 2); in this case, the wringing basket 20 should be optionally and conveniently provided with locking elements, which can be slidingly engaged by the cleaning means 8 supported by the arms 5 in the wringing or retracted condition.

In practice it has been observed that the invention has achieved the intended aim and objects in all of its embodiments.

In particular, the device for cleaning floors according to the invention, in addition to allowing, thanks to its adaptability, to clean even surfaces that are difficult to access, avoids the need to manually wring the conventional floor cloths that are used.

Moreover, it has been observed that the device for cleaning floors can be used in combination with floor cloths (and cleaning means in general) of various shapes, which are easily commercially available or can be made at home.

In practice, the materials used, as well as the contingent shapes and dimensions, may be any according to requirements and to the state of the art.

All the details may further be replaced with other technically equivalent elements.

Features which are already known may opportune be subject of a
disclaimer.

The disclosures in Italian Patent Application no. SA2003A000019, from which this application claims priority, are incorporated herein by reference.

Where technical features mentioned in any claim are followed by reference signs, those reference signs have been included for the sole purpose of increasing the intelligibility of the claims and accordingly such reference signs do not have any limiting effect on the interpretation of each element identified by way of example by such reference signs.
CLAIMS

1. A device (1) for cleaning floors and similar surfaces, comprising a stick (2), which is connected, at a terminal portion (2a) thereof, by way of kinematic connection means (3), to a supporting means (4), which is associable with cleaning means (8), characterized in that said supporting device (4) comprises at least two arms (5), which lie along respective main longitudinal directions and are mounted so that they can rotate with respect to said stick (2) about a respective articulation axis (100) in order to pass, upon insertion of said supporting means (4) in a wringing basket (20) associated with a water containment bucket (21), from an active or extended condition, in which the respective main longitudinal directions define a working surface, to a wringing or retracted condition, in which the respective longitudinal directions of said at least two arms (5) are angularly spaced from said working surface, return means (6) being further provided which are adapted to return said supporting means (4) to the active or extended condition as a consequence of disengagement from said wringing basket (20).

2. The floor cleaning device (1) according to claim 1, characterized in that said at least two arms (5) comprise each a respective active face (7), which during use is arranged so as to face at least partially a portion of said cleaning means (8), the respective active faces (7) of said at least two arms (5) being arranged on said working surface in said active condition.

3. The floor cleaning device (1) according to one or more of the preceding claims, characterized in that said wringing basket (20) comprises at least two walls (22) having a plurality of draining openings (23), that converge toward the bottom (24) of said containment bucket (21), and form engagement walls for a respective portion of said cleaning means (8) that is associated with a respective active face (7).

4. The floor cleaning device (1) according to one or more of the preceding claims, characterized in that said supporting means (4) comprises
two opposite arms (5), at least one of said two arms (5) being fitted so that it can rotate, with respect to a fixed part (9), about an articulation axis (100) that is substantially perpendicular to said respective main longitudinal directions of said two arms (5).

5. The floor cleaning device (1) according to one or more of the preceding claims, characterized in that said containment bucket (21) is associated with a collection receptacle (30), which during use is arranged below said wringing basket (20) and is adapted to collect the liquid that passes through said plurality of draining openings (23).

6. The floor cleaning device (1) according to one or more of the preceding claims, characterized in that said return means (6) comprises at least one spring (10), which acts between said fixed part (9) and at least one of said at least two arms (5) or between said two arms (5), in order to keep said supporting means (4) in said active or extended condition.

7. The floor cleaning device (1) according to one or more of the preceding claims, characterized in that said cleaning means (8) comprises a cloth (11).

8. The device according to claim 8, characterized in that said cloth (11) comprises at least one continuous longitudinal portion (11a), which is arranged outside a respective longitudinal edge (5a) of said two arms (5), and a substantially transverse cut (11b), which is arranged at said articulation axis (100).

9. The floor cleaning device (1) according to one or more of claims 7-8, characterized in that said cloth (11) comprises two continuous longitudinal portions (11a), which are arranged outside the longitudinal edges (5a) of said two arms (5), and a substantially U-shaped cut, which has two parallel portions (11c) arranged at said longitudinal edges (5a) and a portion (11b) for connecting said two parallel portions (11c), which is arranged at said articulation axis (100).

10. The floor cleaning device (1) according to one or more of claims
7-9, characterized in that said cloth (11) is a cloth made of microfiber.

11. The floor cleaning device (1) according to one or more of claims
2-10, characterized in that said active faces (7) comprise means (12) for
retaining said cloth (11).

12. The floor cleaning device (1) according to claim 11, characterized
in that said retention means (12) comprises a plurality of pins (13) that
protrude from said active faces (7) and have an enlarged head (13a).

13. The floor cleaning device (1) according to one or more of the
preceding claims, characterized in that said kinematic connection means (3)
comprises at least one articulation element (14) for connection between a
cup-shaped element (15) that can be coupled to the end of the stick (2) and
said fixed part (9).
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER
IPC 7 A47L13/258 A47L13/58

According to International Patent Classification (IPC) or to both national classification and IPC.

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)
IPC 7 A47L

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic database consulted during the international search (name of database and, where practical, search terms used)
EPO–Internal, WPI Data, PAJ

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>DE 102 23 074 C1 (ALFRED KAERCHER GMBH &amp; CO. KG) 14 August 2003 (2003-08-14) column 1, paragraph 1 column 1, paragraph 4 - column 2, paragraph 11 column 7, paragraph 54 - paragraph 55 figures 6,7</td>
<td>1,2,4,5, 7-11,13</td>
</tr>
<tr>
<td>A</td>
<td>US 5 864 914 A (SALMON ET AL) 2 February 1999 (1999-02-02) the whole document</td>
<td>1</td>
</tr>
<tr>
<td>X</td>
<td>Further documents are listed in the continuation of box C.</td>
<td></td>
</tr>
<tr>
<td>X</td>
<td>Patent family members are listed in annex.</td>
<td></td>
</tr>
</tbody>
</table>

* Special categories of cited documents:
  *A* document defining the general state of the art which is not considered to be of particular relevance
  *E* earlier document but published on or after the international filing date
  *L* document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  *C* document referring to an oral disclosure, use, exhibition or other means
  *P* document published prior to the international filing date but later than the priority date claimed

** Later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention.

*X* document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

**Y** document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art.

Date of the actual completion of the International search
22 February 2005

Date of mailing of the International search report
04/03/2005

Name and mailing address of the ISA
European Patent Office, P.B. 5818 Patentlaan 2 NL – 2280 HV Rijswijk
Tel. (+31-70) 340-2000, Tx. ST 551 epo nl, Fax. (+31-70) 340-2016

Authorized officer
Riedelsperger, C
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
</table>
| A        | US 4 044 419 A (ROBINSON ET AL)  
30 August 1977 (1977-08-30)  
figure 1 | 1,6                  |
| A        | GB 1 360 882 A (CLINKARD W H)  
page 1, line 10 - line 25  
figures 1,2 | 1                      |
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>AU 200206805 A1</td>
<td>22-09-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2478404 A1</td>
<td>18-09-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WD 03075737 A2</td>
<td>18-09-2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1482829 A2</td>
<td>08-12-2004</td>
</tr>
<tr>
<td>DE 10223074 C1</td>
<td>14-08-2003</td>
<td>WO 03090995 A1</td>
<td>04-12-2003</td>
</tr>
<tr>
<td>US 5864914 A</td>
<td>02-02-1999</td>
<td>DE 29512724 U1</td>
<td>19-10-1995</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AT 185260 T</td>
<td>15-10-1999</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 19631617 A1</td>
<td>13-02-1997</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 59603271 D1</td>
<td>11-11-1999</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DK 757903 T3</td>
<td>03-04-2000</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0757903 A2</td>
<td>12-02-1997</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ES 2137597 T3</td>
<td>16-12-1999</td>
</tr>
<tr>
<td></td>
<td></td>
<td>GR 3031944 T3</td>
<td>31-03-2000</td>
</tr>
<tr>
<td>US 4044419 A</td>
<td>30-08-1977</td>
<td>AT 365441 B</td>
<td>11-01-1982</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AT 159176 A</td>
<td>15-06-1981</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 1135576 A</td>
<td>01-09-1977</td>
</tr>
<tr>
<td></td>
<td></td>
<td>BE 898105 A1</td>
<td>01-07-1976</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 2608909 A1</td>
<td>16-09-1976</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DK 80976 A</td>
<td>07-09-1976</td>
</tr>
<tr>
<td></td>
<td></td>
<td>FR 2302710 A1</td>
<td>01-10-1976</td>
</tr>
<tr>
<td></td>
<td></td>
<td>GB 1535240 A</td>
<td>13-12-1978</td>
</tr>
<tr>
<td></td>
<td></td>
<td>IT 1057673 B</td>
<td>30-03-1982</td>
</tr>
<tr>
<td></td>
<td></td>
<td>NL 7602178 A</td>
<td>08-09-1976</td>
</tr>
<tr>
<td></td>
<td></td>
<td>SE 7602773 A</td>
<td>07-09-1976</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ZA 7601099 A</td>
<td>23-02-1977</td>
</tr>
</tbody>
</table>

GB 1360882 A 24-07-1974 NONE