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UNITED STATES PATENT OFFICE. 
WILLIAM MORITZ. BURKLE, OF NEW HAVEN, CONNECTICUT. 

NUTCRACKER 

No. 931,562. 

To all whom it may concern: 
Be it known that I, WILLIAM MoRITZ 

BURKLE, a citizen of the United States, and a 
resident of New Haven, in the county of 
New Haven and State of Connecticut, have 
invented a new and improved Nut-Cracker, 
of which the following is a full, clear, and 
exact description. 
My invention relates to nut crackers, my 

more particular E. being to provide a 
neat, compact and strong nut cracker adapt 
ed to be secured upon the edge of a table 
and operated by aid of a hand lever. 

Reference is to be had to the accompany 
ing drawings forming a part of this specifi 
cation, in which similar characters of refer 
ence indicate corresponding parts in all the 
WeWS. 

Figure 1 is a perspective showing my im 
proved nut cracker ready for use; Fig. 2 is 
a front elevation showing, in dotted lines, a 
stationary jaw, and in full lines a movable 
jaw and hand lever for actuating the same; 
Fig. 3 is a view somewhat similar to Fig. 2, 
with the exception that in Fig. 3 the lever is 
depressed so as to lower the movable jaw; 
and Fig. 4 is a section on the line 4 4 of 
Fig. 1, the hand lever, however, being de 
pressed. 
A plate 5 is provided with a jaw 7, this 

jaw having an eye 8, through which a screw 
may be passed in order to hold the jaw 
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firmly upon a table. This table is shown 
in dotted lines at 7. The plate 5 is further 
provided with a threaded lug 6 integral 
with it, and extending through this threaded 
lug is a threaded bolt 9. The upper end of 
this bolt carries a milled head 10 for engag 
ing the under surface of the table. The 
lower end of the threaded bolt 9 is provided 
with thumb Wings 11 whereby it may be 
turned. A hand lever 13 is provided with 
a rounded portion 14, and extending through 
this rounded portion is a hole 12. Miounted 
upon the plate 5 and extending through the 
hole 12 is a pin 15, and mounted upon the 
outer end of the latter is a nut 16. A spring 
washer 17 is disposed intermediate this nut 
and the rounded portion 14 of the hand 
lever 13, as will be understood from Fig. 4. 
The plate 5 is provided with a groove 18. 
A movable plate 19 is provided with tongues 
21 and 23, which fit into the groove 18. The 
plate 19 is further provided with an opening 
22, and extending into this opening is a 
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cam 26 integral with the portion 14 of the 
hand lever. The plate 19 is further pro 
vided with lugs 24 and 25 disposed upon 
opposite sides of the plate 5 and serving as 
guides for the latter. The plate 19, carry 
ing a jaw 20, is free to move up and down, 
but has no other motion. The guides 24 
and 25 (see Figs. 1 and 2) prevent it from 
imoving sidewise, and the tongues 21 and 23 
fitting into the groove 18, prevent it from 
rocking or turning. When, however, the 
outer or free end of the hand lever is raised, 
as indicated in Fig. 1, the plate 19 is raised, 
and when this lever is depressed, as indi 
cated in Fig. 3, the plate 19 and jaw 20 are 
carried downwardly. This is because the 
cam 26, while having a limited play within 
the opening 22, soon lodges against the Wall 
of this opening and forces the plate 19 up 
wardly or downwardly, according to the di 
rection in which the hand lever is turned. 
The operation of my device is as follows: 

The handle 13 being raised, as indicated in 
Fig. 2, a nut is placed upon the stationary 
jaw 7, and the lever 13 is moved angularly 
downward, as indicated in Fig. 3. The 
movable jaw 20 thereupon approaches the 
stationary jaw 7, thus effectively cracking 
the nut. The free end of the handle 13 be 
ing again raised, the movable jaw 20 is 
raised accordingly, and the device is ready 
to receive another nut to be cracked. 

Having thus described my invention, 
claim as new and desire to secure by Letters 
Patent: 
The combination of a pair of plates pro 

vided with jaws one movable relatively to 
the other, one of said plates being further 
provided with an opening, a pin mounted 
upon the other plate and extending into said 
opening, a hand lever journaled upon said 
pin and provided with a lug, supported in 
dependently of said pin and extending into 
said opening, said lug being revoluble bodily 
around Said pin as a center serving as a cam 
for actuating one of said plates relatively 
to the other, and means for securing one of 
said plates upon a fixture. 

In testimony whereof have signed my 
name to this specification in the presence 
of two subscribing witnesses. 

WLLIAM MORITZ. BURKLE. 
Witnesses: 

OwBN C. WRINN, 
WILLIAM. H. MELLA. 
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