(54) Title: MUSICIAN'S PORTABLE SEAT

(57) Abstract

A portable seat (10) having a stable three-legged frame (11), one leg (31) of the frame (11) being bifurcated with each of its bifurcations being coupled such that the remaining two legs (30, 32) may be drawn close to or away from each other. A seating element (12) is releasably coupled to the top of the frame and maintains it in its useful position. The seating element (12) may be coupled to the side of the frame when the frame is folded for storage or transport. Footrest (14, 15) are provided by the coupling of horizontal members to the frame at various positions thereon.

* See back of page
DESIGNATIONS OF "DE"

Until further notice, any designation of "DE" in any international application whose international filing date is prior to October 3, 1990, shall have effect in the territory of the Federal Republic of Germany with the exception of the territory of the former German Democratic Republic.

FOR THE PURPOSES OF INFORMATION ONLY

Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT.

| AT | Austria  | ES | Spain       | MG | Madagascar |
| AU | Australia| FI | Finland     | ML | Mali        |
| BB | Barbados | FR | France      | MN | Mongolia    |
| BE | Belgium  | GA | Gabon       | MR | Mauritania  |
| BF | Burkina Faso | GB | United Kingdom | MW | Malawi     |
| BG | Bulgaria | GN | Guinea      | NL | Netherlands |
| BI | Benin    | GR | Greece      | NO | Norway      |
| BR | Brazil   | HU | Hungary     | PL | Poland      |
| CA | Canada   | IT | Italy       | RO | Romania     |
| CF | Central African Republic | JP | Japan      | RD | Sudan       |
| CG | Congo    | KP | Democratic People's Republic of Korea | SE | Sweden      |
| CH | Switzerland | KR | Republic of Korea    | SN | Senegal     |
| CI | Côte d'Ivoire | LI | Liechtenstein | SU | Soviet Union |
| CM | Cameroon | LK | Sri Lanka   | TD | Chad        |
| CS | Czechoslovakia | LU | Luxembourg  | TC | Togo        |
| DE | Germany  | MC | Monaco      | US | United States of America |
MUSICIAN'S PORTABLE SEAT

BACKGROUND

Field of the Invention

The invention relates to seats which may be folded for storage or transport. In particular, the invention relates to a three-legged stool which folds into a relatively flat package.

Prior Art

Chairs and seats having three points of support are quite stable. This is because three points determine a plane and so a three-legged seat may always be established with all support surfaces lying within a given plane even though the surface on which the seat is emplaced is generally rough and uneven. Among people who travel frequently, such as campers, musicians, and the like, a need exists for a seat which may be folded to a small package for ease of transport and storage. The need is particularly demonstrated amongst musicians who have a need for a seat which allows them freedom of movement and provides them with the ability to rest their feet at various levels above the floor. Such needs are seldom met by chairs or seats, which may be available at the place at which the musicians are performing. It is thus that musicians frequently carry stools and the like with them when they move from job to job. The difficulty of transporting standard stools and the like adds to the burden the musician has in transporting his musical equipment from job to job.

In U. S. Patent 4,359,243, Crutzer discloses a seat suggested for use by musicians. The primary aspect of the seat is the seating element itself which has an elongated side to provide support for the thigh of a person seated on the chair whereas the other side of the seat element is cut away to permit that leg freedom of movement. Crutzer does present a folding arrangement of a chair utilizing his seating element but the mechanics whereby the seat is folded eliminates the advantage of the three point support. Crutzer requires that the seat element be permanently attached to the frame. This arrangement limits Crutzer's ability to design a collapsible frame in a manner other than that disclosed by him in the subject patent.

It is interesting to note that Crutzer discloses a stool having a three point support. The stool, however, is a fixed structure and is not collapsible for ease of transport. Crutzer then discloses two other structures which are capable of being
collapsed for transport but do not provide a three point support when erected for use by a person. In addition, a person using a seat of Crutcher's design is provided with no footrests for raising his feet to differing levels above the floor. At best, a person utilizing Crutcher's seat would be able to rest his heel on the lower reinforcing member which has an edge resting on the floor. It should also be noted that the rectangular structure of Crutcher's folding seat is inherently a weak structure. Unlike a structure with triangular elements in it, rectangular structures tend to distort when subjected to force moments such as may be encountered on a seat as a person shifts his position.

It is an object of the present invention to provide a stool having cross members at several levels to provide footrests for a person using the stool; a stool having the capability to fold into a compact package for ease of storage and transport. The frame of the innovative stool disclosed herein is rugged and capable of being subjected to rough handling such as may be encountered by the frequent transport requirements of musicians, campers, and the like.

**SUMMARY OF THE INVENTION**

The invention is a portable, collapsible seat. The seat comprises first and second truncated, A-frame shaped members each having a first and a second side. Pivotal means couple a first side of the first member to a first side of the second member. In this way, the pivotally coupled first sides form a bifurcated leg and the remaining second sides of the first and second members form second and third legs, respectively, of a portable, three-legged seat frame. The first and second members each further comprise a first cross element coupling the first and second side of the member. Each first cross element is generally horizontal when the three-legged seat frame stands on a horizontal plane. There is a seat which has coupling means for removably coupling the seat to at least one of the first cross elements. The first and second members each further comprise a second cross element coupling the first and second side of the member at a selected position between the first cross element and the distal ends of the first and second sides of the member. Thus, a person sitting on the seat, when the seat is coupled to the first cross element, may utilize a second cross element as a foot rest.

Seat coupling means are coupled to a second cross element. The seat coupling means are complementary in form to the coupling means for removably coupling the seat to the
first cross element. By this arrangement, when the seat is decoupled from the first cross element, it may be then coupled to the second cross element for ease of transport and storage of the three-legged frame and the seat. It is also disclosed that the means for removably coupling the seat to at least one of the first cross elements comprises means for removably coupling the seat to each of the first cross elements of the first and the second members. The removable coupling means thereby comprises a seat frame locking means by inhibiting movement of the pivotal means coupling the first and second members. Also disclosed is the embodiment wherein the first and second members each further comprise a third cross element coupling the first and second side of the member. The third cross element is in spaced apart relationship to the second cross element and available for use as an alternate footrest. In this embodiment, the seat coupling means coupled to the second cross element is further coupled to the third cross element, whereby the seat, decoupled from the first cross elements, may be coupled between the second and the third cross elements for ease of transport and storage of the three-legged frame and the seat. As disclosed and claimed, the means for removably coupling the seat to the first cross elements of the first and second members comprises a pair of generally U-shaped channel sections at least one leg of which section is resiliently flexible. The pair of channel sections is coupled to the seat and disposed such that each lies adjacent to the other with their axes defining a V having its apex coincident with the pivotal means. A locking projection is coupled to the at least one flexible leg of each channel for extension beneath the first cross elements when a first cross element is removably coupled within each the U-shaped channel section. This locking projection also extends beneath the seat coupling means coupled to the second and third cross elements when the seat coupling means is coupled to the U-shaped channels. The instant invention may be further distinguished over the prior art in that seat coupling means are coupled to cross elements of the A-frame, The seat, usually positioned atop the A-frame for a person to sit thereon, is removed from the top of the frame and placed at the side of the frame. At the side of the frame, the seat is coupled to the seat coupling means which retains the seat at the side of the frame. The frame is then folded; and, the frame, with the seat coupled to its side, forms a small package, readily transported, e.g., by a musician, with his playing instruments, etc. each lies adjacent to the other with their axes
defining a V having its apex coincident with said pivotal means; and a locking projection coupled to said at least one flexible leg of each channel for extension beneath said first cross elements when a said first cross element is removably coupled

**DESCRIPTION OF THE DRAWINGS**

Fig. 1 illustrates the portable seat of the invention in its collapsed form with the frame folded and the seat coupled to the folded frame.

Fig. 2 illustrates the frame positioned in an open condition, supported at three points, awaiting the assembly of the seat thereto. The lower surface of the seat is illustrated showing the releasable coupling elements attached to the seating element.

Fig. 3 illustrates the portable seat with the seating element in place.

Fig. 4 illustrates the releasable coupling element and a suggested manner in which it is affixed to the base of the seating element of the invention.

**A DETAILED DESCRIPTION OF THE INVENTION**

For purposes of promoting an understanding of the principles of the invention, reference will now be made to the embodiments illustrated in the drawings and specific language will be used to describe same. It will nevertheless be understood that no limitation of the scope of the invention is thereby intended, there being contemplated such alterations and modifications of the illustrated device, and such further applications of the principles of the invention as disclosed herein, as would normally occur to one skilled in the art to which the invention pertains.

Fig. 1 illustrates the invention, a portable seat 10, in its collapsed and folded state, ready for transport or storage. Frame 11 is an assembly of two truncated truss or A-frame shaped members. These members are coupled together by pivotal means, hinge, 13. When thus assembled, frame 11 comprises a three-legged frame. The three legs are denoted by the references 30, 31, and 32. It should be noted that leg 31 is a bifurcated leg having its bifurcations joined by hinge 13. In the collapsed and folded state of the portable seat 10, illustrated in Fig. 1, a padded seat 12 is coupled to the side of frame 11 so that all elements of the invention 10 may be easily stored or transported.

Seat 12 has been removed from the side of frame 11 in the illustration of Fig. 2. Frame 11 has been opened by pivoting leg 32 away from leg 30, utilizing the
pivotal capabilities of hinge 13. In the position shown in Fig. 2 frame 30 remains stably upright because the three legs establish a stable support base.

The underside of seat 12 is illustrated in Fig. 2. Coupled to the bottom of seat 12 and lying along intersecting lines thereon are a pair of releasable coupling elements 17. Coupling elements 17 releasably couple seat 12 to the top of frame 11. Note that only one releasable coupling element 17 would be necessary to maintain seat 12 atop frame 11. However, the use of two of these releasable coupling elements 17, because of their angular disposition one to the other, effectively locks legs 30 and 32 of frame 11 in a fixed displacement so that the assembled seat 10 becomes a stable structure as well as providing a stable three-point support for persons seated on seating element 12. The assembled, portable seat 10, with seating element 12 in place, is illustrated in Fig. 3.

Frame 11 is equipped with one or more horizontal members 14 and 15. These horizontal elements provide a person seated on seating element 12 with a place to rest his foot other than the floor. As to the positional relationship of horizontal members 14 and 15, horizontal member 14 provides a person with a relatively high footrest position, while horizontal member 15 provides a person with a relatively low footrest position.

As may be seen in Fig. 3, portable seat 10 provides a person using it with the ability to vary his position over the course of time and thus avoid the buildup of fatigue. A persons seated at seating element 12 may rest his feet on the floor or on any one of the footrests provided by horizontal members 14 and 15. These footrests are also convenient for use by musicians as an aid to positioning their leg to support the instrument they are playing.

Illustrated also in Figs. 2 and 3 are two angularly disposed rods 16 coupled between horizontal members 14 and 15. These rods are so emplaced as to permit their coupling with the releasable coupling elements 17 on the underside of seating element 12. The effect of so coupling seating element 12 to rods 16 is illustrated in Fig. 1 where seating element 12 is coupled to the side of frame 11 for ease of transport and storage.

A cross sectional view of seating element 12 and the manner in which it is coupled to releasable coupling element 17 is illustrated in Fig. 4. Seating element 12
may be comprised of a padded element 18 covering a stable base 19. Releasable coupling element 17 is a generally U-shaped channel affixed to seating element 12 by means of screw fasteners 20 and 21. The U-shaped channel of releasable coupling element 17 has two legs 22 and 23, at least one of which, 23, is resiliently flexible. Leg 23 is so formed as to include a locking projection 24 positioned so that it may engage with an object encompassed within the confines of the U-shaped, releasable coupling element 17. Locking projection 24 engages with the top of frame 11 while seating element 12 is placed atop frame 11 as illustrated in Fig. 3. Locking projection 24 also lockably engages with rods 16 at the side of frame 11 when seating element is emplaced for storage and transport as illustrated in Fig. 1.

What has been disclosed is a portable seat having a stable three-legged frame, one leg of the frame being bifurcated with each of its bifurcations being coupled such that the remaining two legs may be drawn close to or away from each other. A seating element is releasably coupled to the top of the frame and maintains it in its useful position. The seating element may be coupled to the side of the frame when the frame is folded for storage or transport. Footrests are provided by the coupling of horizontal members to the frame at various positions thereon.

Those skilled in the art will conceive of other embodiments of the invention which may be drawn from the disclosure herein. To the extent that such other embodiments are so drawn, it is intended that they shall fall within the ambit of protection provided by the claims herein.

Having described the invention in the foregoing description and drawings in such a clear and concise manner that those skilled in the art may readily understand and practice the invention, THAT WHICH IS CLAIMED IS:
1. A portable, collapsible seat comprising:
   first and second truncated, A-frame shaped members each having a first
   and a second side;
   pivotal means coupling a first side of said first member to a first side
   of said second member, whereby said pivotally coupled first sides form a bifurcated leg
   and the remaining said second sides of said first and second members form second and
   third legs, respectively, of a portable, three-legged seat frame;
   said first and second members each further comprise a first cross
   element coupling said first and second side of said member, each said first cross element
   being generally horizontal when the three-legged seat frame stands on a horizontal
   plane; a seat having coupling means for removably coupling said seat to at least one of
   said first cross elements;
   said first and second members each further comprise a second cross
   element coupling said first and second side of said member at a selected position
   between said first cross element and the distal ends of said first and second sides of said
   member, wherein a person sitting on said seat, when said seat is coupled to said first
   cross element, may utilize a said second cross element as a foot rest; and seat coupling
   means coupled to a said second cross element and complementary in form to said
   coupling means for removably coupling said seat to said first cross element, whereby,
   when said seat is decoupled from said first cross element, it may be coupled to said
   means coupled to said second cross element for ease of transport and storage of said
   three-legged frame and said seat.

2. The portable seat of Claim 1 wherein said means for removably
coupling said seat to at least one of said first cross elements comprises means for
removably coupling said seat to each of said first cross elements of said first and said
second members, said removable coupling means thereby comprising seat frame locking
means by inhibiting movement of said pivotal means coupling said first and second
members.

3. The portable seat of Claim 2 wherein said first and second members
each further comprise a third cross element coupling said first and second side of said
member, said third cross element being in spaced apart relationship to said second cross
element and available for use as an alternate footrest, and said seat coupling means coupled to said second cross element is further coupled to said third cross element, whereby said seat, decoupled from said first cross members, may be coupled between said second and said third cross members for ease of transport and storage of said three-legged frame and said seat.

4. The portable seat of Claim 1 wherein said coupling means for removably coupling said seat to said first cross element comprises:

a generally U-shaped channel section at least one leg of which is resiliently flexible; and a locking projection coupled to said at least one flexible leg for extension beneath said first cross element when said first cross element is removably coupled within said U-shaped channel section.

5. The portable seat of Claim 1 wherein said coupling means for removably coupling said seat to said first cross element comprises:

a generally U-shaped channel section at least one leg of which is resiliently flexible; and a locking projection coupled to said at least one flexible leg for extension beneath said first cross element when said first cross element is removably coupled within said U-shaped channel section and for extension beneath said seat coupling means coupled to said second cross element when said seat coupling means is removably coupled within said U-shaped channel.

6. The portable seat of Claim 2 wherein said means for removably coupling said seat to said first cross elements of said first and second members comprises: a pair of generally U-shaped channel sections at least one leg of which section is resiliently flexible, said pair of channel sections being coupled to said seat and disposed such that each lies adjacent to the other with their axes defining a V having its apex coincident with said pivotal means; and a locking projection coupled to said at least one flexible leg of each channel for extension beneath said first cross elements when a said first cross element is removably coupled within each said U-shaped channel section.

7. The portable seat of Claim 3 wherein said means for removably coupling said seat to said first cross elements of said first and second members comprises:
a pair of generally U-shaped channel sections at least one leg of which section is resiliently flexible, said pair of channel sections being coupled to said seat and disposed such that each lies adjacent to the other with their axes defining a V having its apex coincident with said pivotal means;

and a locking projection coupled to said at least one flexible leg of each channel for extension beneath said first cross elements when a said first cross element is removably coupled within each said U-shaped channel section, and for extension beneath said seat coupling means coupled to said second and third cross elements when said seat coupling means is coupled to said U-shaped channels element and complementary in form to said coupling means for removably coupling said seat to said first cross element, whereby, when said seat is decoupled from said first cross element, it may be coupled to said means coupled to said second cross element for ease of transport and storage of said three-legged frame and said seat.
INTERNATIONAL SEARCH REPORT

I. CLASSIFICATION OF SUBJECT MATTER (if several classification symbols apply, indicate all)  
According to International Patent Classification (IPC) or to both National Classification and IPC

<table>
<thead>
<tr>
<th>IPC (S)</th>
<th>U.S. CL</th>
</tr>
</thead>
<tbody>
<tr>
<td>447C 4/00</td>
<td>297/42,44; 108/159</td>
</tr>
</tbody>
</table>

II. FIELDS SEARCHED

Minimum Documentation Searched  

<table>
<thead>
<tr>
<th>Classification System</th>
<th>Classification Symbols</th>
</tr>
</thead>
<tbody>
<tr>
<td>U.S.</td>
<td>108/159,124; 297/42,44,461</td>
</tr>
</tbody>
</table>

Documentation Searched other than Minimum Documentation to the Extent that such Documents are included in the Fields Searched  

III. DOCUMENTS CONSIDERED TO BE RELEVANT  

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of Document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to Claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US,A 2,873,156 (BOTINCK) 10 February 1959 See the entire document.</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US,A 3,106,295 (BERLIN) 08 October 1963 See the entire document.</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US,A 3,193,848 (LEVY) 13 July 1965 See the entire document.</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US,A 3,215,096 (HOLTZ) 02 November 1965 See the entire document.</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US,A 3,841,728 (PETERSEN ET AL) 15 October 1974 See the entire document.</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US,A 3,971,327 (CRITCHETT) 27 July 1976 See the entire document. (con't)</td>
<td></td>
</tr>
</tbody>
</table>

* Special categories of cited documents:
  "A" document defining the general state of the art which is not considered to be of particular relevance
  "E" earlier document but published on or after the international filing date
  "L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  "O" document referring to an oral disclosure, use, exhibition or other means
  "P" document published prior to the international filing date but later than the priority date claimed

"T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

"X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step

"Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art.

"A" document member of the same patent family

IV. CERTIFICATION

Date of the Actual Completion of the International Search  
26 OCTOBER 1990

Date of Mailing of this International Search Report  
15 FEB 1991

International Searching Authority  
ISA/US

Signature of Authorized Officer  
JOSE V. CHEN

Form PCT/ISA/210 (second sheet) (May 1986)
FURTHER INFORMATION CONTINUED FROM THE SECOND SHEET

A


See the entire document.

V. □ OBSERVATIONS WHERE CERTAIN CLAIMS WERE FOUND UNSEARCHABLE

This international search report has not been established in respect of certain claims under Article 17(2) (a) for the following reasons:

1. □ Claim numbers .........., because they relate to subject matter not required to be searched by this Authority, namely:

2. □ Claim numbers .........., because they relate to parts of the international application that do not comply with the prescribed requirements to such an extent that no meaningful international search can be carried out, specifically:

3. □ Claim numbers .........., because they are dependent claims not drafted in accordance with the second and third sentences of PCT Rule 6.4(a).

VI. □ OBSERVATIONS WHERE UNITY OF INVENTION IS LACKING

This International Searching Authority found multiple inventions in this international application as follows:

1. □ As all required additional search fees were timely paid by the applicant, this international search report covers all searchable claims of the international application.

2. □ As only some of the required additional search fees were timely paid by the applicant, this international search report covers only those claims of the international application for which fees were paid, specifically claims:

3. □ No required additional search fees were timely paid by the applicant. Consequently, this international search report is restricted to the invention first mentioned in the claims; it is covered by claim numbers:

4. □ As all searchable claims could be searched without effort justifying an additional fee, the International Searching Authority did not invite payment of any additional fee.

Remark on Protest:
□ The additional search fees were accompanied by applicant's protest.
□ No protest accompanied the payment of additional search fees.