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2,169,325 

PATENT OFFICE 
2,169,325 

SUSTANING AND PROPELLING MEMBER, 
FOR FLUID-SUSTANED CRAFT 

Julius J. Nowak, Cleveland, Ohio 
Application June 3, 1934, Seiria No. 29,566 

20 Caixas. 

This invention relates to fluid-Sustained craft 
such as aircraft or water craft, and it refers par 
ticularly to sustaining surfaces, wings and pro 
pellers for such craft for taking advantage of a 
newly discovered and important aero-dynamic 
principle. This application is a continuation in 
part of my application Serial Number 554,990, 
filed August 4, 1931. 
A purpose of this invention is to create a Wing, 

propeller or the like which will be acted upon by 
a novel combination of Several forces generated 
during flight. 
There is here disclosed how a streamined ob 

ject Willi move With little resistance through a 
fluid and in conjunction with Such streamlining, 
how to take advantage of a deflected fluid or air 
wall generated at the leading edge during fight 
by means of a siphon-suction force which is gen 
erated by the disclosed novel devices, and which 
force cooperatively functions. With the air Wall 
generated by such forms of a leading edge of a 
streamlined body, wing or propeller for produc 
ing a new and useful result. 

It is believed that the air or fluid flowing past a 
novel Wing or propeller as here disclosed Will be 
deflected at the leading edge and return to the 
Wing or propeller form to flow adjacent the trail 
ing edge When it Will create a siphon effect 
through certain exhaust passages and also an 
attraction or Venturi-like pull on the defected 
air stream thereby also increasing the vacuum 
effect and aiding the area of low pressure above 
and about the leading edge to create a negative 
drag. The attraction of the siphon-Suction force 
Or Wenri-like action through the forms here dis 
closed is believed to be Substantially at right an 
gles to the direction of flow of the deflected air 
Wall, so that an outward or forward pull to the 
deflected airflow, is the resultant of all the forces 
generated. 
The cooperative forces here above explained 

will be referred to as the siphon-Suction principle. 
This invention provides to initate mechanical 

ly the forward structure and air passages of a 
bird's wing by providing a Sustaining cell with a 
siphon or exhaust terminus and a forward suc 
tion or intake port cooperative With an air Wall 
generated and deflected by the leading edge. 
An object of the invention is to utilize the fluid 

stream fowing past a moving Surface and a fluid 
wall defected at the leading edge thereof to co 
operatively increase the efficiency of the moving 
surface as a sustaining or propelling means. 
Another object, is to provide a structure of the 

above mentioned character wherein another force 

(C. 244-40) 

is automatically created while in flight in the air 
or during motion in a body of Water. 
Another object is to provide Such devices have 

ing particular utility in aviation and nautical 
units of Various kinds, 
Another object is to reduce the noise usually 

asSociated with a propeller. 
In order to make my invention more clearly 

understood, I have shown in the accompanying 
drawings means for carrying the same into prac 
tical effect without limiting the improvements in 
their useful applications to the particular con 
Structions, which for the purpose of explanation 
have been made the Subject of illustrations. 

Figs. 1 to 3 illustrate the construction as 
evolved in Fig. 4. 

Fig. 5 is a cross-section of one form of an air 
plane wing or propeller blade. 

Fig. 6 illustrates the invention in another form 
of a wing or propeller section. 

Fig. 7 is a modification. 
Fig. 8 shows the invention adapted to strealin 

line a round nnenber. 
Fig. 9 is an enlarged view of a wing cell for air 

plane wings or propeller blades. 
Fig. 10 is an airplane or helicopter propeller 

blade embodying the principle of the invention. 
Fig. 11 is an embodiment of the invention as 

sociated with a hull, pontoon or the like. 
Fig. 12 illustrates the invention applied to the 

surface or form of an airship. 
Fig. 13 is an adjustable cowling related to the 

functioning of a propeller. 
Figs. 14 and 15 are embodiments of the inven 

tion adaptable to a cowling structure. 
Fig. 16 is the sustaining cell applied to a surf 

board. 
Figs. 17 and 18 are Vector diagrams and wing 

forms to illustrate comparatively the siphon pull 
principle. 

Fig. 19 is a CrOSS Section through a Solid for 
of a propeller. 

Fig. 20 is a plan View of a hollow type propeller 
blade embodying the invention. 

Fig. 21 is a cross Section taken on the line 
2-2 of Figure 20. 

Fig. 22 is illustrative of Figure 6 and the rea 
tion of the ports to each other. 

Fig. 23 is a novel pontoon or hull employing the 
principle of the invention in a useful manner. 

Fig. 24 illustrates a flexible portion. 
Fig. 25 is a plan view of the cross sections 

shown in Figs. 5 and 6. 
Fig. 26 illustrates a means of varying the portS. 
Fig. 27 is a modification of a cowling. 
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Referring particularly to the drawings: 
Fig. 1 illustrates a round member in a fluid 

stream and the deflected fluid wall 9 converges in 
the slip stream of the member in Such a man 
ner as to produce a drag on the round member 
while passing through a fluid. This figure is il 
lustrative of the common action of round men 
bers passing through a fluid as generally under 
stood by the art, that is of the area of drag or 
area of low pressure 2, which forms in the after 
path of such a round member. 

Fig. 2 shows the effect of a plane member 3 on 
the area of low pressure when added to the after 
side of the round body and which curtails and 
limits the suction drag effect 2 and converts the 
same partially to a lifting effect relative to the 
plane 3 and the member . 

Fig. 3 illustrates a further control of the area 
of low pressure 2 by the addition of a second plane 
member 4. The turbulence or burbling in the 
area 2 is greatly reduced and the Small eddies 
are immediately absorbed through the intake or 
suction port 5 by the force of the siphoning ac 
tion of the cooperating fluid stream 6 passing 
the trailing siphon port 8. 

In Fig. 4 the surface members 3 and 4 are shown 
inclined in relation to each other, so that the 
outline of the airfoil form as shown is substan 
tially equivalent to a cross section of a conven 
tional airfoil or propeller section, that is the point 
of highest camber is approximately one-third or 
two-fifths of the chord. The siphon or ex 
haust port 8 is consistent with the lower sur 
face 3 and the terminus of the upper surface 4 
and illustrates a generated air wall 9 which cre 
ates an area of low pressure 2 above the wing 
Or propeller form, Such that all the parts in their 
cooperative action through a fluid stream will 
form an area of low pressure 2 above the wing 
in a manner equivalent to that created by a con 
ventional wing form for producing the forward 
lift effect. The action of the ports 5 and 8 dis 
tinguish this novel type of wing or propeller form 
from the conventional type in that the stream 
flow causes a siphon action at the port 8 thereby 
resulting in a Venturi action or suction through 
the intake port 5 and a pull or an attraction on 
the air wall 9 in addition to the conventional lift 
effect. The rib serves to secure the surface 
members 3 and 4, and the round or bulbous mem 
ber together. 

In Fig. 5 the leading edge member ' is sub 
Stantially streamlined in such a manner that the 
fluid wall 9 created by the fluid stream impinging 
on a blunt type of a leading edge O is brought 
in closer relation to the siphon pull action gen 
erated through the ports 5 and 8. The turbulence 
and eddies disappear and are diverted in such a 
manner as to produce by their velocity an added 
action on the airstream wall 9. The siphon pull 
action herein explained cooperatively serves to 
employ the force of its attraction to the deflected 
fluid Wall 9 in Such a manner that the forced ve 
locity of the air Wall is as a solid element to the 
Siphon pull component constantly present before 
the port 5 during the action or flight of the novel 
airfoil form. This attraction of the siphoning 
pull to the fluid maSS results in a forward and 
upward lift to the novel airfoil form or propeller 
imitative of that force believed to be present at 
the forward portion of a bird's wing. The parts 

'', 3 and 4 are mechanical imitations of the struc 
ture of a bird's Wing and which are placed in 
the Sane cooperative relation to each other and 
the forces generated so as to induce the siphon 

2,169,825 
pull to function with the assistance or action of 
the passing fluid stream at the terminus port 8. 

Fig. 6 is illustrative of a wing or propeller sec 
tion of substantial airfoil outline and which has 
the entrance to the suction port 5 formed with a 
bulbous or blunt edge and streamlined within the 
confines of an airfoil cross section. The bulbous 
leading edges merge into the surfaces 3 and 4 
and into the contour of the streamlined form. 
A hollow rib f may be employed to maintain the 
members '', 3 and 4 in secured and spaced re 
lation. 

It is well known that for any propeller of air 
foil outline or streamlined form, whether it be 
intended for Service in gases or liquids, the 
greatest thickness of the blade must, for proper 
streamlining effect, be located at determinable 
points intermediate the leading and trailing edges 
of the blade. In general terms, the proper posi 
tion for the points of greatest thickness in an 
airfoil has been defined approximately two-fifths 
of the entire chord of the airfoil, measured from 
the leading in the direction of the trailing edge. 
In that position not only is a proper streamline 
effect achieved, but also the portion of greatest 
thickness (and consequently of greatest strength) 
coincides approximately with the center of thrust 
of the airfoil. The same is true of propellers 
which are to be used in liquids, such for exam 
ple, as ship propellers. 

Fig. 7 illustrates a modification of the invention 
by attaching an intermediate member 2 between 
the surfaces 3 and 4 and to the leading edge mem 
ber in such a manner that another suction port 
3 is provided at the under Side of the wing or 

propeller form. In this type of wing form a 
single siphon port 8 cooperates with the two 
suction ports 5 and f3 in a manner that the at 
traction for the deflected air wall is divided and 
acts about the leading edge, thereby aiding to 
accelerate this form in the direction of flight 
as indicated by the arrow. The leading edge 
may be of any tubular, Solid, blunt or bulbous 
member. 

Fig. 8 illustrates the natural aerodynamical 
streamline fluid deflection formed about a bulbous 
or blunt leading edge member when associated 
with two surfaces 3 and 4 which are fixed in op 
posite relations to each other and an intermediate 
member 2 secured thereto, and extending rear 
wardly therefrom. The rib members secure 
the surface members and the leading edge mem 
ber in Such a relation to each other So as to form 
passages for inducing therebetween a siphon pull 
effect on the divided deflected Stream 9 at and 
about the leading edge member . The illustra 
tion of Fig. 8 is also explanatory of employing the 
siphon pull principle to any round form such as a 
Strut engine cylinder, etc. The slip stream en 
gaging the surfaces of this novel form at and 
about the ports 8, cause a siphoning or Wenturi 
action through these ports which cooperate with 
the forward portS 5 and 3 resulting in a forward 
or accelerating movement of the whole form to 
wards the generated wall 9. This disclosure may 
be employed also either as a wing form or a pro 
peller blade and SO designed that the associated 
parts may be formed within the confines of a 
streamined form. 

Fig. 9 is an enlarged view of one manner of 
constructing a wing or propeller blade 33, and 
discloses a hollow rib i?, upper member 4, and 
lower member 3 with a leading tubular member f' 
shown in perSpective. 

Fig. 10 illustrates the construction of Fig. 9 
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2,169,825 
as adapted to a propeller blade 33' for air or wa 
ter use and also may be adapted as a Sustaining 
air screw of helicopters. 

Fig. 11 illustrates the invention adapted to a 
hull or pontoon f 4 of an airplane and the like. 
The sustaining cell A is submerged until for 
ward movement of the hull by suitable propelling 
means, when the siphon effect through the pas 
Sages and ports causes a suction and upward 
stress at the forward port 5. The hull is thereby 
raised to the water Surface and skims along the 
Surface of the Water supported on the attached 
cell A. The hull 4 is submerged and supports 
the load when there is no action or movement 
and the sustaining cell A supports the hull and 
the load on the surface of the water during for 
Ward motion. The bottom surface of the sus 
taining cell A may also be formed of upwardly 
or downwardly converging sides forming a V bot 
tom or an inverted V bottom to the hull or may 
be of curved surfaces. 

Fig. 12 illustrates the invention adapted to the 
sides of an airship f5 the head portion 6 of 
which is shown slightly increased in diameter so 
that the deflected air stream wall 9 may pass at 
an angle to the siphon pull 7 indicated by an 
arrow, and which is generated through the air 
channels 8 surrounding the airship. These si 
phon channels f8 constituting siphon pull cells 
may be located at the side of the gas bag 5, or 
cover a portion only. Another member 9 may 
be inserted to provide gradual decreasing of the 
step 20. 

Fig. 13 illustrates novel cowling 2 f of the pres 
ent invention, behind a propeller and in the slip 
Stream of the propeller blades 22 so that the ve 
locity of the slip stream 29 meets at an angle 
the air wall 9 created by streamlined annular 
cowling members, thereby causing a reaction to 
the propeller from this deflected air wall so that 
the thrust of the propeller on an airplane is 
increased. Another ring member 28 is disposed 
in a movable manner in the propeller slip stream 
for creating additional fluid wall annular areas 
9 in the path of the slip stream 29 for increasing 
the Speed of an airplane. The cowling members 
here disclosed may be adjustable in relation to 
the plane of the propeller for varying the action - 
created therebetween. 
The inner cowling has a leading edge comprised 

of a tubular or blunt portion , an inner annular 
ring 3 and an outer member 4, so related in the 
CrOSS Sections thereof as to conform to the wing 
form disclosed in Fig. 9. In this illustration the 
Siphoning port 8 is interior of the cowling 2. A 
reversal of the location of the ports 5 and 8 may 
be adapted. 

Fig. 14 is another form of cowling employing 
the construction in cross section as that disclosed 
for Fig. 8, that is, aerodynamically functioning 
in the manner descriptive of Fig. 8. 

Fig. 15 is a modification of the cowlings of 
Figs. 13 and 14 and of the leading tubular form 
for deflecting the fiuid stream and illustrates a 
reversal of the ports 5 and 8 of the cowling 
shown in Fig. 13, SO that the siphon pull action 
is caused to function internally about the leading 
edge member f. Adjustable means may be pro 
vided to vary the distance of any of the cowling 
members as Shown in FigS. 13, 14, and 15 from 
the propeller. The cross sections of these forms 
of cowlings may also be substantially of airfoil 
contour. 

Fig. 16 illustrates with a simple device the 
siphon pull principle as applied to a surfboard. 

3 
In croSS Section this surfboard as here illustrated 
is equivalent of either forms as disclosed by Fig. 
4, 5, or 6. During forward movement of this 
novel Surfboard the forward portion will auto 
matically be drawn to the surface of the water 
by the siphon pull action induced by the force 
of the Water passing the step 8. 

Fig. 17 illustrates diagrammatically by a vector 
diagram the resultant of the siphon pull princi 
ple as applied to a wing form of the present in 
vention. The area of low pressure above a wing 
of this type is aided in its lifting action in a 
manner as to produce a decrease of wind drag 
or resistance, or an equivalent of a negative 
drag. The reaction of the siphon pull on the 
forward fluid wall is responsible for a high lift 
effect as approximately shown by the vector 
B-C, and its direction of stress is very advan 
tageous to a wing lift. 

Fig. 18 refers to a conventional form of a wing 
25 and also the lift and drag forces which are 
approximately shown by a vector diagram for 
comparison with the wing form shown in Fig. 
17. These vector diagrams are merely illustra 
tive of the forces apparent in a wing while in 
flight and are here shown for descriptive analo 
gies Only. In this form of wing 25 the area of 
low preSSure by its height and turbulence creates 
a back drag on the upper wing surface. In my 
form of wing this area is greatly reduced with 
an increase of lifting forces introduced by the 
new siphon pull principle cooperative with a gen 
erated fluid wall. 

Referring to Fig. 6 it will be noticed that the 
Siphon port 8 is of greater width X, than the 
width Y, of suction port 5 to induce a strong 
Venturi action between the surface members 3 
and 4 and the inclined or parallel relation of the 
siphon port 8 to the direction of travel avoids 
retarding drag to the whole cell member. The 
inner edge 8' is analogous to a step in hulls of 
Speed boats. A gradual decrease of this step may 
be provided as by the insertion of another mem 
ber 9 as shown in Fig. 12. 
A conventional cross-section of a solid pro 

peller is illustrated in Fig. 19 and suggestive of 
a Clark 'Y' airfoil. The apertures or passages 
8 and 5 may be formed through the propeller 
at Spaced distances so as to comprise a series of 
Suction ports 5 and siphon ports 8 along the 
leading and trailing edges which will employ the 
siphon pull action cooperative with a deflected 
air wall generated by the leading edge for in 
creasing the propeller efficiency and silencing 
the Same during operation. . 

Fig. 20 is one form of a hollow blade propeller 
for employing the explained combination of 
forces which cooperate with the air stream to 
produce the siphon suction effect and adding 
their reaction by means of a discharge opening 
8 at the blade tip to accelerate the blade in a 
rotative and forward direction during fight. 
The propeller blade shown in Fig. 20 discloses a 
Suction or intake port 5 at an intermediate por 
tion of the blade length for cooperation with a 
fluid wall generated thereabout. The siphon 
discharge opening 8 at the tip portions thereof 
permits the entrapped air or fluids to exit there 
from in a forceful state, caused by the centrifu 
gal forces generated on the fluid in the propeller 
during rotation thereof, thereby also aiding to 
accelerate the propeller in a direction of the line 
of flight. 

Fig. 21 is a cross section through the hollow 
blade form shown in Fig. 20, and is taken on the 
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line 2 i-2 to disclose the relation of the ports 
within the confines of the Streamlined form, and 
to the line E-F. The leading edge may be per 
forated or cut a short distance near the highest 
point of camber and a portion 5 of the upper 
surface 4 turned or bent inwardly toward the 
lower surface. A line E-F drawn through the 
axis of the siphon and Stiction portS 5 and 8 re 
spectively will be substantially tangent to a Sur 
face of the eitrance to the suction port 5. The 
openings 5 and 8 are adapted to function cooper 
atively for causing the siphon pull effect to be 
come active therebetween. 
The noise associated with a conventional pro 

peller is believed to be due to the collapse of the 
air wall upon an area of low pressure or partial 
vacuum which is repeatedly and progressively 
formed at the forward side of a propeller while 
revolving about its shaft center. The area of 
low pressure is encompassed by the air mass 9 
and the upper surface of the propeller blade. 
This built up low pressure area. Within the air 
mass tries to travel with the propeller blade but 
is withheld and severed from the propeller blade 
by the inertia of the air mass 9 and by the re 
sistance of the oncoming airstream, thereby a 
sudden and complete departure of the propeller 
blade from the deflected air wall and low press 
sure area causes a collapse of the air wall upon 
the low pressure area in a mainer that a sharp 
report to follow similar to the Snap produced at 
the end of a long whip Wiien it is whipped 
through the air. A propeller biade upon losing 
its combination of compressed air and low pres 
Sure area immediately forms another so that in 
Successive stages during the propeller revolutions, 
tine air waii 9 and the area of low pressure is 
gradually built up and then Suddenly Caused to 
collapse When released. This invention provides 
the creating of an area of low pressure and by 
means of the continuity of the suction force pres 
ent at tha forward Side of the blades die to the 
openings therein, causes a continuity of the vac 
uum. State in a decreased form about a propellie' 
and the departure of the area of low pressure is 
retarded and not complete, thereby silencing the 
breakdown of compressed air or contraction of 
the departed low pressure area and causing the 
area of low pressure to leave the blade in a pro 
tracted or gradual state. 
The novel propeller illustrated in Figs. 20 and 

21 may be formed With apertures through the 
blade at various sections or with aperture means 
attached which will function in the same man 
her to produce a siphon puil effect with coopera 
tion of the air-stream and a generated air wall. 
inis type of propeller may also be formed with 

a flexible wing tip for effective purposes. 
To Summarize all of the advantages of the iii. 

wention, a propeller biade of the instant inven 
tion, when Set at a certain angle of attack and 
formed to operate with applicant's principle of 
siphon-Suction Will employ during rotational ac 
tion three forces, that is the siphor-Stiction prin 
ciple, the conventional Screw action, and the re 
action at the pi'opeller tip portions due to the 
velocity of the extrappet fluid leaving the terri 
ints ports under the influence of the centrifugal 
force generated duiring the propeller blade roo 
tation. 

Fig. 22 is similar to the designs of the propeller 
and Wing forms shown in FigS. 5 and 6 and more 
clearly illustrates the relation of the working 
parts of the airfoil form as being coinsistent with 
the outline of a conventional streamline form 6 
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circumscribed thereabout. The line E-F drawn 
through the axis of the siphon and suction ports 
illustrates the ports thus formed will have a 
Surface of the Suction or intake port 5 substan 
tially tangent with the line E-F drawn through 
the axis of the portS. 

Fig. 23 discloses a pontoon or hull 9 having 
a siphon port 8 in the step 7 of the bottom 
Surface 3 and a Suction port 5 adjacent the nose 
or leading edge. The ports thus formed are 
equivalent in their relation to each other and to 
the Surface of the leading edge in the same man 
ner as explained of the ports in Figs. 21 and 22, 
and as further illustrated by the line E-F drawn. 
through the ports 5 and 8. Attached cells 3 of 
streamline contour as shown may be attached at 
a certain point adjacent to the bottom surface 3 
between the leading edge and the step fi and 
another is attached near the stern. These at 
tached Surfaces may be formed with applicant's 
ports to employ the Siphon-suction principle as 
explained for any of the streamlined above Fig. 
6, 7 or 8. This hull 9 when in action will lift 
from the Waters by the forces acting through the 
ports and will be raised substantially to a plane 
G-H, SO that the hull will glide on the water 
Surface on the attached cells 8. When applied 
to a pontoon, the attached ceils 8 and the ports 
5 and 8 formed through the pontoon wili serve 
advantageously to aid in the efficiency of the 
structure while in flight in the air currents. 
The novel forms of propeller blades shown 

and here described may advantageously be used 
in devices of various kinds such as blowers, su. 
per-chargers, pumps, etc. The propeller blade 
is here claimed independently with relation to 
its future various applications. 

Figs. 19 and 20 illustrate the invention in one 
of its simplest forms. Fig. 19 is a cross-section 
of a conventional solid propeller blade which has 
apertures which function as siphon-suction pas 
Sages 8 and 5' formed through the propeller sub 
Stantially parallel with the surfaces thereof and 
which may be located at Spaced distances in the 
length of a propeller blade so as to comprise a 
Series of Suction ports 5 and siphon ports 8 re 
Spectively. Said ports are adapted to cooperate 
with a fluid wall generated by the leading edge 
portion and which employ the siphon pull prin 
ciple for increasing the propeller efficiency. The 
deflected air wall 9, the blunt nose of the leading 
edge and the ports 5 and 8 as shown and de 
Scribed in these figures are definite and tangible 
working elements, important in the operative as 
Sembly with the upper and lower surfaces 4 and 
3 and intermediate members 2, all of which are 
So related in the whole construction of the wing 
and propeller forms shown as to comprise work. 
ing elements depending upon one and the other 
for the Successful operation of the whole unit in 
Se. 

The intermediate portions and 2 of Fig. 7 
may be so constructed as to be movable in such 
a manner that the Surface i2 may be moved to 
close the passage of either ports 5 or i3, there 
by directing the air flow through one passage 
only and as illustrated by Fig. 26. 

Fig. 24 is a Section of a body or wing forn 
showing a means 9 for flexing the portion 2G 
of the upper Section 4, whereby the siphon or ex. 
haust port 8 may be varied at the port Opening 
to cause a variance of the action effective through 
the forward port 5 and on a generated fluid wali. 
It will be understood that control means con. 
nected by a linkage of a suitable type may be used 
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3'93, of C's 2225SEre about a pi'oiseller iciate to 
32:3:32 is sileice iiie noise of tie ladie waiie 
33 333i:323. 

2. . e3" for use with airglaises aia hat 
it i32g a cross Sectional airfois goza tour, said possies 

girlfry the 3ade ength cI cog 

s 

;SCS 

" (, x 33333, g32 ease 
ing "otaieia tie.'ec? and ior ag 

23'3:31 e.g. ii. 3. ii. 235ioxa of is liza 

38 7. fa: 22 

9, 3 S 
cedge ortio; adapted to generate a deflected 
tilid Wall, C390Site side portions integral there 
Witti aid Sukstaitially tai agent to said leading 
edge portion, 2d said opposite side portions 
arrainged i2 SQaced and opposite relation to each 
other and exteading fron said leading edge for 
foilining paSSages to induce a siphon pull effect 
On Said defiected iiid Wall substantially on a 
line equal to the 23, is of said passages. 

4. A propeller or air or water craft, and of 
airfoil c'OSS-Sectional contour comprising blades 
inaving a blunt hollow leading edge portion 
thei'eof adapted to generate a deflected fluid 
Wall, Surface portions and spacing means joined 
to said leading edge member and said surface 
portioIS and Sp2cing neans having communi 
Cating QO}'ts for led thereira to induce a siphon 
pill effect on said deflected fluid wall generated 
at the leading edge for causing said blades to be 
accelerated in a direction towards said wall dur 
izag rotation of said propeller, and said leading 
adge a2nd Suliface portions arranged to conform 

3. 

O 

15 

20 

io at airfoil contour of said blades. 
5. A Drogadier for air or watei craft, con 

3risisag oia, des having a bulbous leading edge 
portion thereof adapted to generate a deflected 
3uid wali, ogosite surface portions including a 
ps'essure side and a cambered Surface joined to 
Said leading edge portion forming a passage 
is exeiet Ween aid asving a series of communi 
catig ports forgia et adjacent the leading edge in 
the care'ed Stiface and at the trailing edge 
of the pressuare side to induce a siphon pull ef 
fect, Oi said defected fluid wall generated at the 
leading eige, for causing Said blades to be ac 
celerated is a direction towards said wall dur 
lag rotatic;3 oi said propellei, and said ports 
including openings, the edges of which are with 
in the strates of Sai lades. 

8. A propellie" for air of water craft compris 
ig bladies having 3 ubous leading edge portion 
iiaereof aiiapted to generate a deflected fluid 
waii, a carved surface portion agad substantially 
iia; Suaiface pressure portion cooperatively as . 

Eneretviii), holovy spaciag nears be 
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For inducing a siphon pull effect on said deflect 
ed filaid Wali for causing said blades to be ac 
Ceieiated in a direction towards Said Wall dur 
izag rotation of said propeller, and the axis of 

pertures sistantially tangent to the Sur 
a.i.d e2, disg edge portion, and Said aper 
sisig of openings, the edges of which 

zine profile of said Surface portions. 
. A prop3lles or air or water craft compris 

ing biades in 57ing a, leading edge portion thereof 
adaptei to generate a deflected fluid wall, a 
c.137&d Slišace goition and Substantially fiat 

pressure ortion cooperatively associ 
ereylika, Said oiades in Eving a series of 

arties for raeii in Said spaceS or inducing a 
sipiao, girl eitect, or said defected fluid wall for 
caising said iclades to be accelerated in a di 
recion towards said waii during rotation of Said . 
picosics, said ager&ures positioned in spaced 
Relati is: relative to the leading edge so that 

any iiie d'asyi in 3'CLigh the axis of 
g3Riises Suzi:3itantially tangent to the Sur 

of said sea cisg edge portior, aid said aper 
£ares consisting of openings, the edges of which 

& Wii:ii) Eac profile of said S. face portions. 
3. A piogailer glade laying an airfoil form 

is3i of a, leading edge portion for gen 
itected fluid wal, surface portions : 

Saidi 
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said intermediate member 

6 
connecting there with and Substantially tangent 
to the contour of Said leading edge, said Surface 
portions having diagonally l'elated Spacing means 
therebetween and providing walls for diagonal 
air stream passages therebetween, said propeller 
having a siphon exhaust port at a portion of the 
trailing edge of said propeller blade and a suc 
tion port adjacent a portion of the leading edge 
thereof and adapted to induce an attraction on 
said deflected fluid wall for accelerating Said 
propeller in a direction towards the line of travel. 

9. A revolving propeller coln prised of a plu 
rality of radial members, each member having 
a bulbous leading edge portion and opposite side 
portions, hollow spacings therebetween, Said Op 
posite portions forming in combination with 
said means a series of siphon. Suction ports 
therethrough, and the axis of said ports ar 
ranged in said radial members at an angle rela 
tive to the plane of rotation and leading edge of 
said propeller. 

10. A propeller construction for use in a fluid 
medium comprised of bulbous means to generate 
a deflected fluid wall at the leading edge thereof, 
opposite surface portions joined thereto and Sub 
stantially tangent to the surface of said means, 
said opposite portions having spacing linea]S, and 
communicating ports formed diagonally there 
between for inducing a siphon pull effect on 
said wall to accelerate said construction in a di 
rection towards said Wall. 

11. A propeller of the character described in 
claim 10 with the axis of Said ports substantially 
tangent to the surface of Said bulbous nearl S. 

12. A propeller comprised of a plurality of 
radial members, each member comprised of a. 
bulbous leading edge portion and opposite Side 
portions, said opposite portions arranged to foi'in. 
a series of passages through said a dial neir. 
bers, and the axis of Said passages Substantially 
inclined to the plane and direction of 1'otation 
of said propeller. 

13. In a propeller blade, a bulbous leading 
edge portion, oppositely disposed spaced surface 
portions attached thereto, spacing I leans, and 
an intermediate neinber positioned between 
Said surface portions in a manner to divide the 
space formed by said oppositely spaced mem. 
bers, said oppositely Spaced portions arranged to 
form suction intake ports in said propeller, and 

arranged to form 
siphon discharge ports with said Surface nem 
bers, and said ports include openings, the edges 
of which are consistent with said surface poi 

60 

tions. 
14. In a propeller blade construction a bulb 

Ous leading edge portion, Oppositely disposed 
surface portions attached thereto and forning 
a passage therebetween, Spacing means, and all 
intermediate member positioned in said passage 
and extending from the trailing edges of said str. 
face portions in a manner to divide said passage 
and to reinforce said propeller construction. 

15. In a propeller blade, a leading edge por 
tion, oppositely spaced surface portions attached 
thereto, an intermediate surface portior, posit. 
tioned betWein said opposite portions, Said. 
Spaced surface portions having Suction portS 

2,169,325 
formed adjacent to the leading edge politions 
and siphon exhaust ports formed at, opposite 
edges of the spaced surface portions adjacent to 
the trailing extremity of Said intermediate por. 
tion. 

16. A hollow metal propeller blade including 
a leading edge portion, a can bered portion, and 
an opposite portion, and having apertures in the 
surfaces of certain. Of Said potions to provide 
a plurality of siphon and Suction ports the axis 
of which are in tangent relation to Said leading 
edge portion for Silencing a propeller while in 
motion. 

17. An airplane wing of airfoil contour comi 
prised of a hollow leading edge portion, an upper 
surface member, and a lower Surface portion. 
relatively spaced from each other, hollow ribs 
joining said upper member and said lower Sur 
face portion, anci said ibs forming in combina, 
tion the side walls of a passage formed between 
said relatively spaced member and portion, 

18. An airfoil, comprising a body of Stream 
line contour in cross-section characterized by 2, 
blunt leading edge of sticeanine cross-section 
and a relatively thin trailing edge, an upper Sur. 
face, a lower surface and intern ediate means 
between said Surfaces for maintaining Said cur 
faces and leading edge in predetermined 'ela. 
tion relative to said streamline cross-section 3rd 
Said Surfaces, and said body provided with a luid 
paSSageway extelacing from a point in front of 
the greatest, thicineSS of the airfoil on One Sui 
face to 3 point, on the other surface at the iai 1. 
ing edge, and Said passageway having certain 
front &nct 'ear edges thereof substantially tail 
gent to a St.J'aight, line passing through the 
aforesaid points of said surfaces aid lying whol 
13 within Said passageway and Said airfoil. 

9. A propeller blade of airfoil foli in cross. 
Section. 
portion, but leading edge portion and a, "ela. 
tively thin trailing edge, and formed with a guit. 
passage therethru from an opening in the upper 
Surface adjacent the leading edge to an opening 
in the lower Surface adjacent, the trailing edge, 
the portion of the wing between the bottom of 
the wing and the passage being of Streatified 
cross-Section and tangent, at substantially tile 
point of its maximum ordinate, to a straigit, lie 
passing thru the center of the opening ot, the 
trailing edge of the wing and, within the wing, 
lying wholly within Said passage. 

20. A propeller for air and watercraft, co 
prised of hollow propeller blades having g, 
streamlined leading edge portion thereof adapt 
ed to generate a defected fluid wall, and Said 
blades having a suction port formed adjacent, 
the leading edge in one surface thcreof, anothel 
port formed at the trailing edge in the opposite 
Surface thereof, an intern ediate portion formed 
from the leading edge politici and inclined rela. 
tive to both said surfaces, said is termediate por. 
tion being substantially targent, at the point, o; 
its maximum ordinate, to a straight line passig 
thru the center of the opening at the trailing 
edge of the wing and, within the wing, lying 
Wii oily within the Scope of Said ceilingS. 

ji, JS J. Cf...I., 

aid having 2. Substantially flat, hotton & 
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