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To all, whon, it may concern: 
Be it known that I, WALTER H. BEECHER, a 

citizen of the United States, and a resident of 
Cincinnati, county of Hamilton, and State of 
Ohio, have invented certain new and useful 
Improvements in Liquid-Measuring Devices, 
of which the following is a specification, the 
principles of the invention being herein ex 
plained, and the best mode in which I have 
contemplated applying that principle so as 
to distinguish it from other inventions. 
The objects of my invention are to provide 

an improved measuring device for vessels or 
receptacles containing liquids, to provide im 
proved means for continuous measuring, to 
provide an even number of measuring-ves 
sels one half of which will be filled while the 
other half is being emptied, and to provide 
improved means for alternately operating the 
inlet and outlet cocks or faucets for said ves 
sels. 
The annexed drawings and the following 

description set forth in detail one mechani 
cal form embodying the invention, such de 
tail construction being but one of various 
mechanical forms in which the principle of 
the invention may be used. 

In such annexed drawings, Figure 1 repre 
sents a side elevation of a tank provided With 
my improved measuring device; Fig. 2, a rear 
view, and Fig. 3 a front view, of the same. 

In the drawings, the letter A indicates a 
tank or other vessel or receptacle containing 
liquid. Two or any even number of meas 
uring-vessels B are supported beneath the 
tank by means of straps b, or other suitable 
means, and are rearwardly inclined to admit 

Inlet 
pipes or filling-pipes b' extend from the bot 
tom of the tank and are bent upward to enter 
the bottoms of the measuring-Vessels, and 
said pipes are provided with cocks or faucets 
b° for controlling the admission of the liquid 
into the measuring-vessels. The measuring 
vessels have vent-openings bat their highest 
points, which openings are provided with up 
wardly or outwardly closing float-valves b', 
which will be closed by the rising liquid 
when the tanks are filled. A main discharge 
pipe C is supported beneath the measuring 
vessels, has a nozzle c and a cock or faucet 
c' at its rearmost end, and has branch pipes 

c, which enter the measuring-vessels at the 
lowermost points of their bottoms. Said 
branch pipes or outlet-pipes c are provided 
with cocks or faucets c, which control the 
outflow from the measuring-vessels. A bar 
D is supported by brackets D' beneath the 
tank and measuring-vessels, and is formed 
with a longitudinal slot d, with which itslides 
upon a stud d" upon the forward bracket D', 
While the rear portion of the bar slides in a 
flanged guided in the lower end of the rear 
bracket D'. A hand-lever or shifting-lever E 
is pivoted upon the rear bracket D', has a 
suitable latch for engaging a notched seg 
ment E, concentric with the lever, and has a 
longitudinal slotein its lower arm, into which 
a studd projects from the rear portion of 
the longitudinally-sliding bar D, so that said 
bar may belongitudinally slid by rocking the 
hand-lever. Arms band c project from the 
plugs of the cocks or faucets, b and c, and 
arms d are pivoted to the ends of said arms 
and to the longitudinally-sliding bar D, so 
that the cocks may, be controlled by longi 
tudinally sliding said bar by means of the 
shifting-lever. The arms of the cocks or fau 
cets are so secured to their plugs that the 
outlet-cock of each measuring-vessel is open 
when its inlet-cock is closed, and vice versa, 
and the outlet-cock of one measuring-vessel 
is open when the outlet-cock of the other ves 
sel is closed. It will thus be seen that while 
one measuring-vessel is being emptied the 
other will be filled, and vice versa, the shift 
ing-lever and its longitudinally-sliding bar 
simultaneously operating all the cocks. The 
cock or faucet upon the rear end of the main 
pipe serves to cut off the flow from said pipe 
before the tank which is being emptied is en 
tirely emptied, as one of the outlet cocks or 
faucets will always be open, and said cocks 
cannot, consequently, Serve to cut off the flow 
when a vessel is partly emptied without open 
ing the outlet of the other vessel. 

It may at times be desirable to so secure 
the arms to the plugs of the cocks that for a 
short Span-Say about five degrees-the out 
let-cocks may be closed before the inlet-cocks 
are opened. By having the arms thus secured 
both measuring-vessels may be emptied, as 
one vessel may first be emptied and another 
filled, whereupon the cocks maybe so turned 
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that the inlet-cock of the empty vessel re 
mains closed, while the outlet-cock of the full 
vessel is partly open and empties that vessel. 
This arrangement of the arms and plugs is 
especially of use for convenient repairing of 
the measuring-vessels. 

Other modes of applying the principle of 
my invention may be employed for the mode 
herein explained. Change may therefore be 
made as regards the mechanism herein set 
forth, provided the principles of construction 
respectively recited in the following claims 
are employed. 
Itherefore particularly point out and dis 

tinctly claim as my invention 
1. The combination, with a receptacle for 

liquid, of an even number of measuring-ves 
sels supported below said receptacle, inlet 
pipes between the bottom of said receptacle 
and said measuring-vessels, a discharge-pipe 
having outlet - pipes entering it from the 
measuring-Vessels, cocks upon Said inlet and 
outlet pipes, and a shifting-lever and a slid 
ing bar connected to said cocks to alternately 
close the inlet-cocks of one set and outlet 
cocks of the other set of vessels and open the 
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outlet-cocks of one set and inlet-cocks of the 
other set, and vice versa, Substantially as set 
forth. 

2. The combination of a tank for contain 
ing a liquid, an even number of measuring 
vessels supported beneath said tank to in 
cline rearward, provided with vent-holes and 
float-valves at their highest points and pro 
vided with inlet-pipes entering the tank and 
with outlet-pipes at their lowermost points, 
inlet and outlet cocks in said pipes, a dis 
charge-pipe connected to the outlet-pipes and 
provided with a cock at its rear end, a longi 
tudinally-sliding bar beneath said measuring 
vessels, arms connecting the inlet and outlet 
cocks to said bar, and a shifting-lever con 
nected to slide said bar, substantially as set 
forth. 

In testimony that I claim the foregoing to 
be my invention I have hereunto set my hand 
this 23d day of February, A. D. 1891. 

WALTER, H. BEECHER. 

Witnesses: 
JAS. HOLMES, 
JAS. E. JENNINGS. 
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