A wrist support (10) includes a base member (11) of a flexible material adapted to be formed into a tubular sleeve. A stay (30) is formed from a resilient material and includes a support member having first and second sides, a top and bottom and a plurality of slits wherein the support member provides support and the slits allow for additional flexibility. Further provided is a means for operatively connecting a stay proximate the base member (11). A loop member (17) is operatively connected to the base member (11) and mating member (13) is also operatively connected to the base member (11) at an end opposite the loop member. The mating member (13) has a connecting element (13a) operatively connected to a tab element (13b). The tab element (13b) is wider than the length of the loop member (17) and has to be deformed to pass through the slot to the opening (17a) and the loop member (17).
FOR THE PURPOSES OF INFORMATION ONLY

Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT.

<table>
<thead>
<tr>
<th>AT</th>
<th>Austria</th>
<th>GB</th>
<th>United Kingdom</th>
</tr>
</thead>
<tbody>
<tr>
<td>AU</td>
<td>Australia</td>
<td>GE</td>
<td>Georgia</td>
</tr>
<tr>
<td>BB</td>
<td>Barbados</td>
<td>GN</td>
<td>Guinea</td>
</tr>
<tr>
<td>BE</td>
<td>Belgium</td>
<td>GR</td>
<td>Greece</td>
</tr>
<tr>
<td>BF</td>
<td>Burkina Faso</td>
<td>HU</td>
<td>Hungary</td>
</tr>
<tr>
<td>BG</td>
<td>Bulgaria</td>
<td>IE</td>
<td>Ireland</td>
</tr>
<tr>
<td>BJ</td>
<td>Benin</td>
<td>IT</td>
<td>Italy</td>
</tr>
<tr>
<td>BR</td>
<td>Brazil</td>
<td>JP</td>
<td>Japan</td>
</tr>
<tr>
<td>BY</td>
<td>Belarus</td>
<td>KE</td>
<td>Kenya</td>
</tr>
<tr>
<td>CA</td>
<td>Canada</td>
<td>KG</td>
<td>Kyrgyzstan</td>
</tr>
<tr>
<td>CF</td>
<td>Central African Republic</td>
<td>KP</td>
<td>Democratic People’s Republic of Korea</td>
</tr>
<tr>
<td>CG</td>
<td>Congo</td>
<td>KR</td>
<td>Republic of Korea</td>
</tr>
<tr>
<td>CH</td>
<td>Switzerland</td>
<td>KZ</td>
<td>Kazakhstan</td>
</tr>
<tr>
<td>CI</td>
<td>Côte d’Ivoire</td>
<td>LI</td>
<td>Liechtenstein</td>
</tr>
<tr>
<td>CM</td>
<td>Cameroon</td>
<td>LK</td>
<td>Sri Lanka</td>
</tr>
<tr>
<td>CN</td>
<td>China</td>
<td>LU</td>
<td>Luxembourg</td>
</tr>
<tr>
<td>CS</td>
<td>Czechoslovakia</td>
<td>LV</td>
<td>Latvia</td>
</tr>
<tr>
<td>CZ</td>
<td>Czech Republic</td>
<td>MC</td>
<td>Monaco</td>
</tr>
<tr>
<td>DE</td>
<td>Germany</td>
<td>MD</td>
<td>Republic of Moldova</td>
</tr>
<tr>
<td>DK</td>
<td>Denmark</td>
<td>MG</td>
<td>Madagascar</td>
</tr>
<tr>
<td>ES</td>
<td>Spain</td>
<td>ML</td>
<td>Mali</td>
</tr>
<tr>
<td>FI</td>
<td>Finland</td>
<td>MN</td>
<td>Mongolia</td>
</tr>
<tr>
<td>FR</td>
<td>France</td>
<td>MR</td>
<td>Mauritania</td>
</tr>
<tr>
<td>GA</td>
<td>Gabon</td>
<td>MW</td>
<td>Malawi</td>
</tr>
<tr>
<td>NE</td>
<td>Niger</td>
<td>NL</td>
<td>Netherlands</td>
</tr>
<tr>
<td>NO</td>
<td>Norway</td>
<td>NZ</td>
<td>New Zealand</td>
</tr>
<tr>
<td>PL</td>
<td>Poland</td>
<td>PT</td>
<td>Portugal</td>
</tr>
<tr>
<td>RO</td>
<td>Romania</td>
<td>RU</td>
<td>Russian Federation</td>
</tr>
<tr>
<td>SD</td>
<td>Sudan</td>
<td>SE</td>
<td>Sweden</td>
</tr>
<tr>
<td>SI</td>
<td>Slovenia</td>
<td>SK</td>
<td>Slovakia</td>
</tr>
<tr>
<td>SN</td>
<td>Senegal</td>
<td>TD</td>
<td>Chad</td>
</tr>
<tr>
<td>TG</td>
<td>Togo</td>
<td>TJ</td>
<td>Tajikistan</td>
</tr>
<tr>
<td>TT</td>
<td>Trinidad and Tobago</td>
<td>UA</td>
<td>Ukraine</td>
</tr>
<tr>
<td>US</td>
<td>United States of America</td>
<td>UZ</td>
<td>Uzbekistan</td>
</tr>
<tr>
<td>VN</td>
<td>Viet Nam</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>
WRIST SUPPORT AND WRIST SUPPORT STAY

Background of the Invention

Field of the Invention

This invention relates generally to a wrist support and more particularly to a wrist support which requires less awkward hand manipulation to use and which utilizes a one-piece stay which is designed to allow controlled flexion as well as lateral movement while still providing support.

Description of the Prior Art

Carpal tunnel syndrome is caused when the medial nerve that runs through the wrist is subjected to excess pressure and stress. This often occurs in the workplace because of repetitive operations being performed. Once the symptoms of pain and tingling appear in the wrist, the carpal tunnel syndrome frequently worsens and may even permanently damage the nerve. Numerous hand braces have been utilized which limit the movement of the hand relative to the wrist. That is, the brace limits flexion and extension of the hand and also limits the ulnar and radial deviation of the hand. It is also important for the brace to have a "memory" to urge the wrist back to a neutral position.

While a number of braces which exist have been useful in preventing carpal tunnel syndrome there are problems associated with the prior art devices. The prior art braces typically use multiple stays or multiple channel construction. This provides for a more complex and costly brace to manufacture. Still further, the braces typically require that the brace be wrapped around the wearer's hand before it is secured in position. This manipulation can cause the wearer problems, especially if the wearer is already suffering from carpal tunnel syndrome where manipulation of the hand is painful. Further, it has been difficult to find a support stay which is cost effective and provides adequate support and still provides for a suitable
amount of flexion as the wrist is moved. Also, a number of stays have a sufficient amount of creep such that after repeated flexing, they do not return to their original position.

The present invention addresses the problems associated with the prior art devices and provides a wrist support which is easily slipped on the hand without requiring substantial awkward manipulation. Further, the wrist support incorporates a single one-piece stay of a suitable material that has a plurality of slits formed in the stay to allow additional flexion and twisting where appropriate.

Summary of the Invention

The present invention is a wrist support including a base member of a flexible material adapted to be formed into a tubular sleeve. A stay includes a support member having first and second sides, a top and a bottom. The support member is a thermoplastic material or metal having a memory, whereby after flexing, the support returns to its original configuration. A plurality of slits are formed in the support member, wherein the support member provides support and the slits allow for additional flexibility. Means are also provided for operatively connecting the stay proximate the base member. In a preferred embodiment, the support member has an opening in its interior so that while in use, the opening releases compression of the medial nerve of a wearer. In still another preferred embodiment, there are additional plurality of slits provided in the support member.

In another embodiment of the invention, the invention is a stay having a support member having first and second sides, a top and a bottom. The support member is a thermoplastic material or metal having a memory, whereby after flexing, the support returns to its original configuration. A plurality of slits are formed in the support member, wherein the support member
provides support and the slits allow for additional flexibility.

In another embodiment of the invention, the invention is a wrist support having a base member of a flexible material adapted to be formed into a tubular sleeve. The base member has a first end and a second end. The base member is stretched in a circumferential direction around a wrist and the base member is moveable between a first condition and a second, stretched condition. There is also provided means for securing the base member in a first tubular position which is sized to allow easy insertion of a wearer's hand while in the first tubular position and after insertion over the wearer's hand to be cinched to a second tubular position, smaller than the first tubular position when the base member is in the stretched condition.

Brief Description of the Drawings

Figure 1 is a top plan view of the wrist support in accordance with the present invention shown in an unwrapped configuration;

Figure 2 is a bottom plan view of the wrist support shown in Figure 1;

Figure 3 is a top plan view of the stay used in the wrist support shown in Figure 1;

Figure 4 is a perspective view of the wrist support shown in Figure 1, shown positioned on a wearer’s hand and in a loose or first condition; and

Figure 5 is a perspective view of the wrist support shown in Figure 4 shown in a second or stretched/tightened condition.

Detailed Description of the Preferred Embodiment

Referring to the drawing, wherein like numerals represent like parts throughout the several views, there is generally disclosed at 10 a wrist support. The wrist support 10 includes a base member 11 which is constructed of a flexible material adapted to be formed into a tubular sleeve. The base member 11 may be any
suitable material such as Neoprene®. In viewing Figure
2, the base member 11 comprises an enlarged central
region and a first end area 11a and a second end area
11b. A stay 30, to be described in more detail
hereafter, is placed in the central region of the base
member 11 and vinyl overlay 12 is operatively connected
to the base member 11 by suitable means such as
stitching 18 or gluing or sonic welding. The perimeter
stitching 18 is sufficient to secure in place the stay
30. This is because the stitching 18 at both the top
and bottom of the central region is curved and curves
around the stay 30 sufficient to form a pocket to not
allow the stay 30 be displaced. The vinyl overlay 12
has an end 12a that is folded underneath and secured by
the stitching 18 also. This leaves a free end in the
form of a loop through which a metal loop 17 is secured.
The loop could also be plastic, TPE or other suitable
material. In construction, the end 12a is placed
through the opening 17a of the metal loop 17 and tucked
underneath and stitched by stitching 18, thereby
providing the loop which secures the metal loop 17. A
generally oval piece of loop material 16 is operatively
connected to the vinyl overlay 12 by suitable means such
as stitching 19. There is a U-shaped section where
stitching 19 and 18 overlaps. A mating member generally
disclosed at 13 is operatively connected to the one end
11a of the base member by a connecting element 13a,
which in a preferred embodiment is just a continuation
of the end 11a. A tab element 13b is operatively
connected to the connecting element 13a. Preferably,
the inner portion of the tab 13 is simply a continuation
of the connecting element 13a, but of a larger width. A
semi-circular portion of hook material 15 is operatively
connected to the top portion of the tab element 13b and
a plastic overlay 14 is operatively connected to the
bottom portion of the tab element 13b. Preferably, both
the hook material 15 and overlay 14 are connected by
stitching 20. The hook and loop material may be any suitable material, such as Velcro®. It is also understood that the hook and loop material could be reversed. A curved strip of material 61 is connected to the top of the base member 11 to form a thumb hole 21. The material is connected by means of stitching 62 and 63. The material 61 is of a material similar to base member 11. Alternately, instead of attaching the material 61 the base member 11 could be extended and a hole cut out to form the thumb hole 21.

The stay 30 is shown in an enlarged view in Figure 3. Typically, the stay 30 would be approximately four inches in height and 1.63 inches in width at its base. The thickness of the generally planar stay 30 is approximately 0.070 inches. The stay 30 is made from a strong flexible material with a memory that is cost effective when mass produced. The memory is necessary so that the stay 30 will always return, after flexing, to its original configuration, which in this embodiment is a flat planar position. The required stiffness and memory to do this is required so that the wrist is forced to come back to an original neutral position. One suitable thermoplastic material would be nylon 6/6 which has the required stiffness for support as well as a good memory to return to its originally flat planar position. Other suitable nylons, such as nylon 6, nylon 6/12, or other suitable plastics or metals may also be used. Still further, the material exhibits very little creep so that the original configuration is not distorted after repeated flexing.

The stay 30 has a first side 30a, second side 30b, top 30c and bottom 30d. A generally elongate opening 33 is formed in the stay 30. The opening 33 is sized and configured to be positioned over the medial nerve of a wearer so as to release compression of the medial nerve when worn by the wearer of the wrist support 10. The opening 33 is in the general shape of an oval having a
length of approximately 2.06 inches with an enlarged area at one end having a width of 0.88 inches and a width of 0.62 inches at the other end. The opening 33 and first side 30a generally define a first column 50 and the opening 33 and second side 30b generally describe a second column 51. The first column 50 has an inner edge 50a and an outer edge 50b. Similarly, the second column 51 has an inner edge 51a and an outer edge 51b. A first plurality of slits 38 are formed in the stay 30 and are generally parallel to each other and perpendicular to the inner edge 50a. A second plurality of slits 39 are formed in the stay 30 and are generally parallel to each other and perpendicular to the outer edge 50b. A third plurality of slits 37 are formed in the stay 30 and are generally parallel to each other and perpendicular to the inner edge 51a. A fourth plurality of slits 36 are formed in the stay 30 and are generally parallel to each other and perpendicular to the outer edge 51a. A reinforcing rib (not shown) may also be formed generally along the first column 50 and another reinforcing rib (not shown) may be formed along the second column 51. The reinforcing ribs would provide additional support so that the base of the support does not break.

A fifth plurality of slits 35 are formed proximate the bottom 30d of the stay. A sixth plurality of slits 34 are formed proximate the top 30c of the support 30. Finally, a seventh plurality of slits 40 are formed proximate the top edge of the opening 33 and extend between the slits 37 and slits 38.

Each of the slits in the plurality of slits 36, 37, 38, 39 and 40 are typically .125 inches in length and have a width 0.025 inches and their center lines are spaced approximately .013 inches from the adjacent slit. The slits have a curved end.

The slits 35 are 0.03 inches in width but have a length of 0.75 inches and their center lines are spaced
at approximately a distance of 0.23 inches. The slits 34 begin at one end with a length of approximately 0.125 inches and gradually increase at the other end of the set of slits to 0.44 inches. If slits 34a and 34h were extended, they would intersect and form an angle of approximately 90°. Therefore, it can be seen that the spacings between the slits 34a through 34h is approximately 13°. The slit 34i is approximately parallel to slit 34h and is spaced at a distance of .12 inches.

The four sets of slits 36, 37, 38, and 39 allow for the support 30 to be twisted. The set of slits 35 helps the support 30 to roll and bend with the wearer’s wrist joint. The set of slits 34 allow for additional flexibility so that when the wearer’s fingers are using a pinching motion, there is additional flexibility of the support 30. Similarly, the set of slits 40 accentuate the flexibility available when the fingers are in the pinching motion.

As can be seen in viewing Figure 3, the support 30 is in the general shape of a rectangle. Three of the corners are formed with a 1/2 inch radius. However, the portion of the support which is proximate the wearer’s thumb, which is in the upper right hand portion of Figure 3, is cut away and the top 30c and side 30a form an arcuate edge whereby the support 30 is shaped and configured to allow more flexibility in the area proximate the wearer’s thumb. The arcuate edge is formed with a radius of approximately one inch from the point X shown in Figure 3.

In use, the base member 10 is formed in a generally tubular shape and the tab 13b is forced through the opening 17a of the metal loop 17. The tab 13b is of a material that has a width W1 which is greater than the length L1 of the opening 17a. The tab 13b, however, is deformable and can be made to slide through the opening 17a. The connecting element 13a has a width less than
the length $L_1$ of the opening 17a. Then, once through the opening 17a, the tab 13b expands to its original shape and is secured in position. The support 10 is then in a first generally tubular shape and is in a first condition which is sized to be loose on the wearer. This condition is shown in Figure 4. When the manipulation of the tab 13b through the opening 17a is accomplished, the wrist support 10 is not on the wearer. Therefore, the wearer has both hands to manipulate the tab 13b. Then it is an easy movement for the wearer to simply slide the tubular sleeve formed by the wrist support 10 over the wearer’s hand. Then, the wearer grasps the tab 13b and pulls it back toward the loop material 16. This movement cinches the base member 11 as it stretches the base member 11 in a circumferential direction around the wrist of the wearer. The wrist support 10 is then in a stretched condition, and the hook material 15 is pressed against the loop material 16, thereby securing the support in the stretched condition. This is the condition shown in Figure 5, without the hand being shown in phantom. This stretched condition is small than the first condition shown in Figure 4 as the support has been cinched tight by the movement of the tab 13b around the loop 17 and back toward the loop material 16.

Other modifications of the invention will be apparent to those skilled in the art in light of the foregoing description. This description is intended to provide specific examples of individual embodiments which clearly disclose the present invention. Accordingly, the invention is not limited to these embodiments or the use of elements having specific configurations and shapes as presented herein. All alternative modifications and variations of the present invention which follow in the spirit and broad scope of the appended claims are included.
We Claim:

1. A wrist support comprising:
   (a) a base member of a flexible material adapted to be formed into a tubular sleeve;
   (b) a stay comprising:
      (i) a support member having first and second sides, a top and a bottom said support member a material having a memory, whereby after flexing said support returns to its original configuration; and
      (ii) a plurality of slits formed in said support member, wherein said support member provides support and said slits allow for additional flexibility; and
   (c) means for operatively connecting said stay proximate said base member.

2. The wrist support of claim 1, further comprising said support member having an opening in its interior so that while in use, said opening releases compression of a medial nerve of a wearer.

3. The wrist support of claim 2, wherein said opening, along with said first and second sides, define first and second columns, each column having an inner edge and an outer edge.

4. The wrist support of claim 3, further comprising a plurality of first slits proximate said outer edges.

5. The wrist support of claim 4, further comprising a plurality of second slits proximate said inner edges and said first and second slits allow for twisting of said support member.

6. The wrist support of claim 1, further comprising:
   (a) said base member stretchable in a circumferential direction around a wrist;
   (b) said base member movable between a first condition and a second, stretched condition; and
(c) means for securing the base member in the
stretched condition;
7. A stay, comprising:
   (a) a support member having first and second
   sides, a top and a bottom said support member a
   material having a memory, whereby after flexing said
   support returns to its original configuration; and
   (b) a plurality of slits formed in said
   support member, wherein said support member provides
   support and said slits allow for additional
   flexibility.
8. The stay of claim 7, further comprising said
   support member having an opening in its interior so that
   while in use, said opening releases compression of a
   medial nerve of a wearer.
9. The stay of claim 8, wherein said opening,
   along with said first and second sides, define first and
   second columns, each column having an inner edge and an
   outer edge.
10. The stay of claim 9, wherein said plurality of
    first slits are proximate said outer edges.
11. The stay of claim 10, further comprising a
    plurality of second slits proximate said inner edges.
12. The stay of claim 7, further comprising a
    plurality of third slits formed proximate said bottom.
13. The stay of claim 7, further comprising a
    plurality of fourth slits formed proximate said top.
14. The stay of claim 7, further comprising said
    top and first side forming an arcuate edge wherein said
    stay support member is shaped and configured to allow
    more flexibility in an area proximate a wearer’s thumb.
15. A wrist support comprising:
    (a) a base member of a flexible material
        adapted to be formed into a tubular sleeve;
    (b) said base member having a first end and a
        second end;
    (c) said base member stretchable in a
circumferential direction around a wrist;

(d) said base member movable between a first condition and a second, stretched condition; and

(e) means for securing said base member in a first tubular position which is sized to allow easy insertion of a wearer's hand while in said first tubular position and after insertion over the wearer's hand to be cinched to a second tubular position, smaller than said first tubular position when the base member is in the stretched condition.

16. The wrist support of claim 15, wherein said securing means comprises:

(a) a loop member operatively connected to said base member proximate said first end, said loop member defining a slot, said slot having a length;

(b) a mating member operatively connected to said base member proximate said second end, said mating member having a connecting element operatively connected to a tab element; and

(c) said connecting element having a width less than the length of said slot and said tab element having an undeformed width greater than the length of said slot and said tab element being deformable to fit through said slot and resilient to return to the undeformed width when through said slot.

17. The wrist support of claim 16, further comprising said securing means having a hook member and a loop member; one of said hook and loop members operatively connected to said tab element and the other of said hook and loop members operatively connected to said base member.

18. The wrist support of claim 15, further comprising said base member defining an opening, said opening for use as a thumb hole.

19. The wrist support of claim 15, further comprising a stay, said stay comprising a support member
having first and second sides, a top and a bottom and a plurality of slits formed proximate said sides, wherein said support member provides support and said slits allow for appropriate flexibility and the wrist support further comprising means for operatively connecting said stay proximate said base member.

20. The wrist support of claim 19, further comprising said support member having an opening so that while in use, said opening releases compression of a medial nerve of a wearer.

21. The wrist support of claim 20, further comprising:
   (a) said opening, along with said first and second sides, define first and second columns, each column having an inner edge and an outer edge;
   (b) a plurality of first slits are proximate said outer edges;
   (c) a plurality of second slits proximate said inner edges;
   (d) a plurality of third slits formed proximate said bottom;
   (e) a plurality of fourth slits formed proximate said top; and
   (f) said top and first side forming an arcuate edge wherein said stay support member is configured to allow more flexibility in an area proximate a wearer’s thumb.
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER
   IPC(6) : A61F 13/00
   US CL : 602/21
   According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED
   Minimum documentation searched (classification system followed by classification symbols)
   U.S. : 602/21, 20, 22, 5, 62, 63, 64; 2/161, 2, 166; 273/189R, 189A; 473/62

   Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

   Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)
   APS - search terms: stay, slits, orthopedic brace

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Y</td>
<td>US, A, 4,309,991 (DeMarco) 12 January 1982, col. 2, lines 50-58, col. 3, lines 3-7, col. 5, lines 14-30 and Figures 1, 3, 4 and 5.</td>
<td>1-4, 6, 15 and 18-20</td>
</tr>
<tr>
<td>Y</td>
<td>US, A, 3,703,171 (Schiavitto) 21 November 1972, see col. 5, lines 14-30 and Figure 1.</td>
<td>1-4, 6, 7, 15 and 18-20</td>
</tr>
<tr>
<td>A, P</td>
<td>US, A, 5,267,952 (Gardner) 07 December 1993, see entire document.</td>
<td>1-21</td>
</tr>
</tbody>
</table>

 Further documents are listed in the continuation of Box C.  See patent family annex.

Date of the actual completion of the international search: 19 JANUARY 1995
Date of mailing of the international search report: 17 FEB 1995

Name and mailing address of the ISA/US
Commissioner of Patents and Trademarks
Box PCT
Washington, D.C. 20231
Facsimile No. (703) 305-3230

Authorized officer: BEVERLY A. MEINDL
Telephone No. (703) 308-0307

Form PCT/ISA/210 (second sheet) (July 1992)