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To all chon it may concern: 
Be it known that I, PETER A. Dow D, of 

Boston, in the county of Suffolk and State of 
Massachusetts, have invented a new Switch 
Board for connecting together any of a large 
number of electric circuits, of which the fol 
lowing is a full, clear, concise, and exact de 
scription, reference being lad to the accom 
panying drawings, making a part hereof, in 
which 

Figure 1 is a plan of one form of my new 
switch-board. Fig. 2 is a detailed view on a 
larger scale than Fig. 1, showing one crossing 
of two circuits, with the plug in the usual con 
dition. Fig. 3 is like Fig. 2, except that the 
plug is turned one-quarter of a circle in order 
to connect two circuits. Figs. 4 and 5 illus 
trate one form of my switch-board by which all 
indefinite number of circuits can be each con 
nected with any or all of the others. Fig. 6 is 
a diagram for illustration. Fig. 7 is the till 
der side of Fig. 1 broken away, and Fig. S is 
the under side of Fig. 4. 
My switch-board is designed especially for 

use at the central office of a telephone com 
pany, but is applicable, of course, wherever a 
number of circuits are used and it is desirable 
to connect them together. 
The principle of my invention consists in 

making two breaks in each of the two circuits 
to be connected, thus leaving four ends to each 
circuit, as illustrated by the diagram, Fig. 6, 
where the full lines at a show one circuit and 
the dotted lines l l show a Second circuit, and 
from which diagram it will be clear that to 
complete the circuit (, a? the end of a should 
be in metallic contact with the end 2 of C and 
the end 3 of a? with the end 4 of (t, and also 
clear that if the end 1 of a be in metallic coln 
tact with the end 1 of b, the end 2 of b with 
the end 2 of a, the end 4 of a with the end 4 
of b", and the end 3 of b" with the end 3 of a', 
then a?, b, c, and b' will make one complete 
metallic circuit. 
In Fig. 1 the odd-numbered circuits 1, 3, 

&c., are shown as connected to the metal 
pieces d", &c., along the upper edge of the up 
per surface of the board, and these circuits 
are completed from top to bottom of the up 

So per surface of the board by metal connections 
f between the pieces d, as more fully show]). 
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6) 
ad v in Fig. The even-numbered circuits 2, 4, 

&c., are shown as connected to the metal 
pieces (g, &c., along one side of the lower sur 
face of the board, and these circuits are com 
pleted from side to side of the lower surface 
of the board by metal connections h between 
the pieces (f', &c., as more fully shown in Fig 2. 
When the metal connections f and h are as 

shown in Fig. 2 each circuit is complete in 6o 
itself, and neither is connected with any of 
the others; but if the metal connections f and 
h are removed, as shown in Fig. 3, at the 
crossing of any two circuits, each of these cir 
cuits will be broken, leaving four ends to each, 65 
as illustrated in the diagram, Fig. G; but if 
the piece d of Fig. 3 be connected by a metal 
strip with the piece g", the piece d with the 
piece of, the piece d with f, and d with ty, 
then the two circuits shown in Fig. 3 will be. 
come one circuit. 

It will now be clear that any odd-numbered 
circuit can be connected with any even-num 
bered circuit by the switch-board shown in Fig. 
1, and also that any odd-numbered circuit can 
be connected with any other odd-numbered cir 
cuit shown in that figure by connecting them 
both with any even-humbered circuit, and also 
that any two even-numbered circuits can be 
connected together by connecting them both 
with any odd-numbered circuit. 
The metal connecting-pieces f and h are at 

tached to a plug, j, alld are, of course, insu 
lated each from all the others. The up and 
down connecting-pieces l are also attached to 
the plug i and insulated. These pieces and 
the carrying-plug are best arranged so that 
when the plug is in one position the pieces if 
and l act as connectious On the upper and 
lower surfaces of the board, (or front and back go 
surfaces if the board be vertical,) and so that 
a movement of the plug on its axis through a 
quarter of a circle will takef and h out of con 
tact and bring l into contact with the metal 
pieces on the surfaces of the board. 
When the number of circuits is large and 

likely to be constantly increased, one set of 
circuits-those running crosswise, for exam 
ple-may be mere connecting-circuits, and all 
the telephone-circuits may be parallel with 
each other on the switch-board. For example, 
suppose the circuits 2, 4, &c., in Fig. 1 be 

5 

75 

85 

95 

IOC 

  



mere connecting-circuits, and the circuits 1, 
3, &c., be the working-circuits, then if it be 
desired to connect, say, 1 and 3, the plug at 
the crossing of 1 and 2 is turned one-quarter 

5 of a circle, and so is the plug at the crossing 
of 2 and 3, and circuits 1, 2, and 3 are thereby 
brought into one circuit. 
The number of connecting-circuits will, of 

course, depend upon the number of working- | 
circuits and the frequency with which they are 
used, for it is not ordinarily desirable in tele 
phone-circuits to connect more than two work 
ing-circuits together. This arrangement has 
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also the objection that two plugs must be han 
dled to connect any two circuits. 

Figs. 4 and 5 show another form of my 
switch-board, by which each circuit is made 
to cross all the others in order that any circuit 
may be connected with any or all the others. 

2 o Here the plugs are arranged in the form of a 
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triangle. This triangle will, of course, be an 
undesirable shape with a great number of cir 
cuits; but it may readily be made in sections, 
which may be arranged in a desirable shape, 
as illustrated by Fig. 5, suitable connections 
being made between the sections, as indicated 
in Fig. 5. - 
What I claim as my invention is 
The switch-board above described, composed 

of a series of insulated metal pieces, d' d', and 3o 
a series of plugs, j, carrying the insulated con 
necting-pieces f, h, and l, whereby the cross 
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ing circuits can be broken so as to leave four 
ends, and these four ends can be joined to 
gether to unite the circuits, substantially as 35 
set forth. 

P. A. DOWD. 
Witnesses: 

EDWARD DAVIs, 
J. E. MAYNADIER. 

  


