A first terminal sends a distribution request to an application distribution server

When the distribution request satisfies a preset criterion of the application distribution server, the first terminal receives at least one propagation code sent by the application distribution server

The first terminal sends the propagation code to a second terminal, so that the second terminal applies, according to the propagation code, to the application distribution server for installation and registration of an application and running and tracking of the application

FIG 1

(57) **Abrégé/Abstract:**
Disclosed are an application program distribution method, terminal and server. The method comprises: a first terminal sending a distribution request to an application distribution server; when the distribution request meets a preset standard of the application distribution server, receiving at least one propagation code sent by the application distribution server; and sending the propagation code to a second terminal, so that the second terminal completes the registration and operation tracking of the application program according to the propagation code. The present invention is suitable for an intelligent terminal to acquire and distribute application programs, but is not limited thereto.
Abstract

The present invention discloses an application distribution method, a terminal, and a server. The method includes: sending, by a first terminal, a distribution request to an application distribution server; when the distribution request satisfies a preset criterion of the application distribution server, receiving at least one propagation code sent by the application distribution server; and sending the propagation code to a second terminal, so that the second terminal completes registration, running, and tracking of an application according to the propagation code. The present invention can be applied to an intelligent terminal for acquiring and distributing an application, however, the present invention is not limited thereto.
APPLICATION DISTRIBUTION METHOD, TERMINAL, AND SERVER

TECHNICAL FIELD

[0001] The present invention relates to the field of communications technologies, and in particular, to an application distribution method, a terminal, and a server.

BACKGROUND

[0002] With the popularity of intelligent terminal devices, more applications can be used by the intelligent terminals. Currently, the number of applications provided in each of the two mainstream platforms, that is, Apple (IOS) platform and Android (Android) platform exceeds 700,000, and to make it easier for a user to find and use these applications, both Apple and Android provide corresponding application stores, in which applications are managed by category to provide the user with a convenient channel for acquiring an application. The user only needs to search the Internet for a required application and then downloads and installs the application for use.

[0003] Currently, the applications in the application stores are numerous and diversified, and even if the applications are managed by category, the user generally can only view some popular programs that rank high, so it takes a lot of screening and search work to find an actually needed application. This is quite complex, lowers user experience, and also limits propagation efficiency of an application.

SUMMARY

[0004] An application distribution method, an apparatus, and a system are provided, which can solve the problem that it is difficult for a user to acquire an application due to a limited acquiring channel, and make a user of an application become a distribution channel of the application, thereby improving user experience and propagation efficiency of the application.

[0005] In a first aspect, an application distribution method is provided, which includes:

sending, by a first terminal, a distribution request to an application distribution server;

when the distribution request satisfies a preset criterion of the application distribution server, receiving at least one propagation code sent by the application distribution server; and
sending the propagation code to a second terminal, so that the second terminal applies, according to the propagation code, to the application distribution server for installation and registration of an application and runs and tracks the application.

[0006] In a first possible implementation manner, the distribution request at least carries a first user identifier, a requested service category, and a hardware feature and/or a software feature of a terminal device, where the first user identifier includes: a user telephone number and/or ID information, the hardware feature of the terminal device includes: a manufacturer serial number, and the software feature of the terminal device includes: an operating system version number.

[0007] Further, when the distribution request does not satisfy the preset criterion of the application distribution server, receive a failure message sent by the application distribution server; and

stop the distribution applying process.

[0008] Further, the sending the propagation code to a second terminal includes: sending the propagation code to the second terminal through short-distance communication; or, sending the propagation code to the Internet, so that the second terminal acquires the propagation code.

[0009] The propagation code is used for identifying a category of an application, describing a feature of the application, and identifying the first user identifier and a propagation sequence number.

[0010] The application is a soft SIM card.

[0011] With reference to the first aspect or the first possible implementation manner of the first aspect, in a second possible implementation manner, the distribution request satisfying the preset criterion of the application distribution server includes that: if the requested service category belongs to a service category included in the application distribution server, and the manufacturer serial number of the terminal device and/or the operating system version number of the terminal device is the same as a set manufacturer serial number and/or operating system version number of the application distribution server, the distribution request satisfies the preset criterion of the application distribution server.

[0012] In a second aspect, an application distribution method is provided, which includes: receiving a distribution request sent by a first terminal; and

when the distribution request satisfies a preset criterion, sending at least one propagation code to the first terminal, so that the first terminal propagates the propagation code to a second terminal.

[0013] In a first possible implementation manner, the distribution request at least carries a first user identifier, a requested service category, and a hardware feature and/or a software feature of a
terminal device, where the first user identifier includes: a user telephone number and/or ID information, the hardware feature of the terminal device includes: a manufacturer serial number, and the software feature of the terminal device includes: an operating system version number.

[0014] Further, when the distribution request does not satisfy the preset criterion, send a failure message to the first terminal.

[0015] Further, the method further includes: receiving a registration request sent by the second terminal, where the registration request at least carries the propagation code and a second user identifier.

[0016] Further, the method further includes: receiving a running and tracking request sent by the second terminal, where the running and tracking request at least carries the propagation code and the second user identifier.

[0017] The propagation code is used for identifying a category of an application, describing a feature of the application, and identifying the first user identifier and a propagation sequence number.

[0018] The application is a soft SIM card.

[0019] Further, after the receiving a registration request sent by the second terminal, the method further includes: sending soft SIM card data to the second terminal.

[0020] With reference to the second aspect or the first possible implementation manner of the second aspect, in a second possible implementation manner, the distribution request satisfying the preset criterion includes that: if the requested service category belongs to a service category included in a server, and the manufacturer serial number of the terminal device and/or the operating system version number of the terminal device is the same as a set manufacturer serial number and/or operating system version number of the server, the distribution request satisfies the preset criterion.

[0021] In a third aspect, an application distribution method is provided, which includes:

acquiring a propagation code released by a first terminal;

sending a registration request to an application distribution server to apply for installation and registration of an application, where the registration request at least carries the propagation code and a second user identifier; and

after the registration is successful and whenever the application runs, sending a running and tracking request to the application distribution server, where the running and tracking request at least carries the propagation code and the second user identifier.

[0022] In a first possible implementation manner, the acquiring a propagation code released by a first terminal includes: receiving the propagation code from the first terminal through
short-distance communication; or, acquiring, through the Internet, the propagation code released by the first terminal.

[0023] The application is a soft SIM card.

[0024] Further, after the sending a registration request to an application distribution server, the method further includes:

- receiving soft SIM card data sent by the application distribution server, and importing the soft SIM card data into a soft SIM card application.

[0025] In a fourth aspect, a terminal device is provided, which includes:

- a sending module, configured to send a distribution request to an application distribution server; and configured to send a propagation code to a second terminal, so that the second terminal applies, according to the propagation code, to the application distribution server for installation and registration of an application and runs and tracks the application; and

- a receiving module, configured to, when the distribution request sent by the sending module satisfies a preset criterion of the application distribution server, receive at least one propagation code sent by the application distribution server.

[0026] In a first possible implementation manner, the distribution request sent by the sending module at least carries a first user identifier, a requested service category, and a hardware feature and/or a software feature of the terminal device, where the user identifier includes: a user telephone number and/or ID information, the hardware feature of the terminal device includes: a manufacturer serial number, and the software feature of the terminal device includes: an operating system version number.

[0027] Further, the receiving module is further configured to: when the distribution request sent by the sending module does not satisfy the preset criterion of the application distribution server, receive a failure message sent by the application distribution server; and

the terminal device further includes: a processing module, configured to stop the distribution applying process after the receiving module receives the failure message.

[0028] Further, the sending module is further configured to: send the propagation code received by the receiving module to the second terminal through short-distance communication; or, send the propagation code received by the receiving module to the Internet, so that the second terminal acquires the propagation code.

[0029] The propagation code is used for identifying a category of an application, describing a feature of the application, and identifying the first user identifier and a propagation sequence number.

[0030] The application is a soft SIM card.
With reference to the fourth aspect or the first possible implementation manner of the fourth aspect, in a second possible implementation manner, the distribution request satisfying the preset criterion of the application distribution server includes that: if the requested service category belongs to a service category included in the application distribution server, and the manufacturer serial number of the terminal device and/or the operating system version number of the terminal device is the same as a set manufacturer serial number and/or operating system version number of the application distribution server, the distribution request satisfies the preset criterion of the application distribution server.

In a fifth aspect, a server is provided, which includes:
- a receiving module, configured to receive a distribution request sent by a first terminal;
- a determining module, configured to determine whether the distribution request received by the receiving module satisfies a preset criterion; and
- a sending module, configured to send at least one propagation code to the first terminal when the determining module determines that the distribution request satisfies the preset criterion.

In a first possible implementation manner, the distribution request received by the receiving module at least carries a user identifier, a requested service category, and a hardware feature and/or a software feature of a terminal device, where the user identifier includes: a user telephone number and/or ID information, the hardware feature of the terminal device includes: a manufacturer serial number, and the software feature of the terminal device includes: an operating system version number.

Further, the sending module is further configured to:
when the determining module determines that the distribution request does not satisfy the preset criterion, send a failure message to the first terminal.

Further, the receiving module is further configured to: receive a registration request sent by the second terminal, where the registration request at least carries the propagation code and a second user identifier.

Further, the receiving module is further configured to: receive a running and tracking request sent by the second terminal, where the running and tracking request at least carries the propagation code and the second user identifier.

The propagation code is used for identifying a category of an application, describing a feature of the application, and identifying the first user identifier and a propagation sequence number.

The application is a soft SIM card.

Further, the sending module is further configured to: after the receiving module receives
the registration request sent by the second terminal, send soft SIM card data to the second terminal.

[0040] With reference to the fifth aspect or the first possible implementation manner of the fifth aspect, in a second possible implementation manner, the determining module is specifically configured to: when the requested service category belongs to a service category included in the server, and the manufacturer serial number of the terminal device and/or the operating system version number of the terminal device is the same as a set manufacturer serial number and/or operating system version number of the server, determine that the distribution request satisfies the preset criterion.

[0041] In a sixth aspect, a terminal device is provided, which includes:

- an acquiring module, configured to acquire a propagation code released by a first terminal; and

- a sending module, configured to send a registration request to an application distribution server to apply for installation and registration of an application, where the registration request at least carries the propagation code acquired by the acquiring module and a second user identifier; and configured to, after the registration is successful and whenever the application runs, send a running and tracking request to the application distribution server, where the running and tracking request at least carries the propagation code acquired by the acquiring module and the second user identifier.

[0042] In a first possible implementation manner, the acquiring module is further configured to:

- receive the propagation code from the first terminal through short-distance communication; or, acquire, through the Internet, the propagation code released by the first terminal. The application is a soft SIM card.

[0043] Further, the terminal device further includes:

- a processing module, configured to, after the sending module sends the registration request to the application distribution server, receive soft SIM card data sent by the application distribution server, and import the soft SIM card data into a soft SIM card application.

[0044] In a seventh aspect, a terminal device is provided, which includes:

- a sender, configured to send a distribution request to an application distribution server; and configured to send a propagation code to a second terminal, so that the second terminal applies, according to the propagation code, to the application distribution server for installation and registration of an application and running and tracking of the application; and

- a receiver, configured to, when the distribution request sent by the sender satisfies a preset criterion of the application distribution server, receive at least one propagation code sent by the application distribution server.
[0045] In a first possible implementation manner, the distribution request sent by the sender at least carries a first user identifier, a requested service category, and a hardware feature and/or a software feature of the terminal device, where the first user identifier includes: a user telephone number and/or ID information, the hardware feature of the terminal device includes: a manufacturer serial number, and the software feature of the terminal device includes: an operating system version number.

[0046] Further, the receiver is further configured to: when the distribution request sent by the sender does not satisfy the preset criterion of the application distribution server, receive a failure message sent by the application distribution server; and

the terminal device further includes: a processor, configured to stop the distribution applying process after the receiver receives the failure message.

[0047] Further, the sender is further configured to:

send the propagation code received by the receiver to the second terminal through short-distance communication; or

send the propagation code received by the receiver to the Internet, so that the second terminal acquires the propagation code.

[0048] The propagation code is used for identifying a category of an application, describing a feature of the application, and identifying the first user identifier and a propagation sequence number. The application is a soft SIM card.

[0049] With reference to the seventh aspect or the first possible implementation manner of the seventh aspect, in a second possible implementation manner, the distribution request sent by the sender satisfying the preset criterion of the application distribution server includes that:

if the requested service category belongs to a service category included in the application distribution server, and the manufacturer serial number of the terminal device and/or the operating system version number of the terminal device is the same as a set manufacturer serial number and/or operating system version number of the application distribution server, the distribution request satisfies the preset criterion of the application distribution server.

[0050] In an eighth aspect, a server is provided, which includes:

a receiver, configured to receive a distribution request sent by a first terminal;

a processor, configured to determine whether the distribution request received by the receiver satisfies a preset criterion; and

a sender, configured to send at least one propagation code to the first terminal when the processor determines that the distribution request satisfies the preset criterion.

[0051] The distribution request received by the receiver at least carries a first user identifier, a
requested service category, and a hardware feature and/or a software feature of a terminal device, where the first user identifier includes: a user telephone number and/or ID information, the hardware feature of the terminal device includes: a manufacturer serial number, and the software feature of the terminal device includes: an operating system version number.

Further, the sender is further configured to:

when the processor determines that the distribution request does not satisfy the preset criterion, send a failure message to the first terminal.

Further, the receiver is further configured to: receive a registration request sent by the second terminal, where the registration request at least carries the propagation code and a second user identifier.

Further, the receiver is further configured to: receive a running and tracking request sent by the second terminal, where the running and tracking request at least carries the propagation code and the second user identifier.

The propagation code is used for identifying a category of an application, describing a feature of the application, and identifying the first user identifier and a propagation sequence number. The application is a soft SIM card.

Further, the sender is further configured to:

after the receiver receives the registration request sent by the second terminal, send soft SIM card data to the second terminal.

With reference to the eighth aspect or the first possible implementation manner of the eighth aspect, in a second possible implementation manner, the processor is specifically configured to:

when the requested service category belongs to a service category included in the server, and the manufacturer serial number of the terminal device and/or the operating system version number of the terminal device is the same as a set manufacturer serial number and/or operating system version number of the server, determine that the distribution request satisfies the preset criterion.

In a ninth aspect, a terminal device is provided, which includes:

a processor, configured to acquire a propagation code released by a first terminal; and

a sender, configured to send a registration request to an application distribution server to apply for installation and registration of an application, where the registration request at least carries the propagation code acquired by the processor and a second user identifier; and configured to, after the registration is successful and whenever the application runs, send a running and tracking request to the application distribution server, where the running and tracking request at least carries the
propagation code acquired by the processor and the second user identifier.

[0059] In a first possible implementation manner, the processor is further configured to:
receive the propagation code from the first terminal through short-distance communication; or
acquire, through the Internet, the propagation code released by the first terminal.

[0060] The application is a soft SIM card.

[0061] Further, the processor is further configured to:
receive soft SIM card data sent by the application distribution server, and import the soft SIM card
data into a soft SIM card application.

[0062] Compared with the prior art, in the embodiments of the present invention, a first terminal applies to an application distribution server for a propagation code, receives, after a criterion of the application distribution server is satisfied, the propagation code sent by the application distribution server, and propagates the propagation code to a second terminal through short-distance communication or the Internet, so that the second terminal acquires the propagation code; and after acquiring the propagation code, the second terminal sends a registration request to the application distribution server according to the propagation code to apply for installation and registration of an application, and completes the application distribution process. The application distribution method provided in the present invention solves the problem that it is difficult for a user to acquire an application due to a limited acquiring channel. The user changes from a subscriber of an application to a propagator of the application, which significantly increases a propagation channel of the application, develops potential clients, and improves user experience and propagation efficiency of the application.

BRIEF DESCRIPTION OF DRAWINGS

[0063] To illustrate the technical solutions in the embodiments of the present invention more clearly, the following briefly introduces the accompanying drawings required for describing the embodiments or the prior art. Apparently, the accompanying drawings in the following description show merely some embodiments of the present invention, and persons of ordinary skill in the art may still derive other drawings from these accompanying drawings without creative efforts.

[0064] FIG. 1 is a flowchart of a method according to an embodiment of the present invention;
[0065] FIG. 2 is a flowchart of a method according to still another embodiment of the present invention;
[0066] FIG. 3 is a flowchart of a method according to still another embodiment of the present
invention;

[0067] FIG. 4 is a flowchart of a method according to still another embodiment of the present invention;

[0068] FIG. 5 and FIG. 6 are schematic structural diagrams of a first terminal according to still another embodiment of the present invention;

[0069] FIG. 7 is a schematic structural diagram of an application distribution server according to still another embodiment of the present invention;

[0070] FIG. 8 and FIG. 9 are schematic structural diagrams of a second terminal according to still another embodiment of the present invention;

[0071] FIG. 10 and FIG. 11 are schematic structural diagrams of a first terminal according to still another embodiment of the present invention;

[0072] FIG. 12 is a schematic structural diagram of an application distribution server according to still another embodiment of the present invention;

[0073] FIG. 13 is a schematic structural diagram of a second terminal according to still another embodiment of the present invention; and

[0074] FIG. 14 is a schematic structural diagram of a communication system according to still another embodiment of the present invention.

DESCRIPTION OF EMBODIMENTS

[0075] The following clearly and completely describes the technical solutions in the embodiments of the present invention with reference to the accompanying drawings in the embodiments of the present invention. Apparently, the described embodiments are merely a part rather than all of the embodiments of the present invention. All other embodiments obtained by persons of ordinary skill in the art based on the embodiments of the present invention without creative efforts shall fall within the protection scope of the present invention.

[0076] In order to make the advantages of the technical solutions of the present invention more clearly, the following describes in detail the present invention with reference to the accompanying drawings and the embodiments.

[0077] An embodiment of the present invention provides an application distribution method, and as shown in FIG. 1, the method includes:

[0078] 101. A first terminal sends a distribution request to an application distribution server.

[0079] The distribution request at least carries a user identifier, a requested service category, and a hardware feature and/or a software feature of a terminal device, where the user identifier includes: a user telephone number and/or ID information, the hardware feature of the terminal
device includes: a manufacturer serial number, and the software feature of the terminal device includes: an operating system version number.

[0080] 102. When the distribution request satisfies a preset criterion of the application distribution server, the first terminal receives at least one propagation code sent by the application distribution server.

[0081] Optionally, the distribution request satisfying the preset criterion of the application distribution server includes that: if the requested service category belongs to a service category included in the application distribution server, and the manufacturer serial number of the terminal device and/or the operating system version number of the terminal device is the same as a set manufacturer serial number and/or operating system version number of the application distribution server, the distribution request satisfies the preset criterion of the application distribution server.

[0082] Optionally, when the distribution request does not satisfy the preset criterion of the application distribution server, a failure message sent by the application distribution server is received, and the distribution applying process is stopped.

[0083] Optionally, one or more propagation codes may be sent to the first terminal.

[0084] 103. The first terminal sends the propagation code to a second terminal, so that the second terminal applies, according to the propagation code, to the application distribution server for installation and registration of an application and running and tracking of the application.

[0085] Optionally, the sending the propagation code to a second terminal includes:

sending the propagation code to the second terminal through short-distance communication; or

sending the propagation code to the Internet, so that the second terminal acquires the propagation code.

[0086] The propagation code is used for identifying a category of an application, describing a feature of the application, and identifying the first user identifier and a propagation sequence number. The first user identifier is used for indicating from which terminal the propagation code is propagated, that is, indicating which propagation channel of the propagation code is used. The propagation sequence number is identifier information generated by the application distribution server when the application distribution server sends the propagation code. Whenever delivering a propagation code, the application distribution server adds the propagation sequence number by 1. For example, if the propagation sequence number of the first propagation code delivered by the application distribution server after initialization is 0, the propagation sequence number of the second delivered propagation code is 1, and the rest can be deduced by analog. Meanwhile, the application distribution server records the propagation sequence number in the propagation code.
and on the server side, so that when the second terminal uses the propagation code to apply for registration, the application distribution server can rapidly find corresponding application content. The application may be a soft SIM card.

[0087] Compared with the prior art, in this embodiment of the present invention, a terminal sends a distribution request to an application distribution server, receives, when the request satisfies a preset criterion of the application distribution server, a propagation code sent by the application distribution server, and propagates the propagation code through short-distance communication or the Internet to a second terminal for use, so that the second terminal applies, according to the propagation code, to the application distribution server for installation and registration of an application and running and tracking of the application. This solves the problem that the terminal can only act as a subscriber of an application, and the terminal changes from a subscriber to a propagator, which expands a propagation channel of the application.

[0088] Still another embodiment of the present invention provides an application distribution method, and as shown in FIG. 2, the method includes:

[0089] 201. An application distribution server receives a distribution request sent by a first terminal.

[0090] The distribution request at least carries a user identifier, a requested service category, and a hardware feature and/or a software feature of a terminal device, where the user identifier includes: a user telephone number and/or ID information, the hardware feature of the terminal device includes: a manufacturer serial number, and the software feature of the terminal device includes: an operating system version number.

[0091] 202. When the distribution request satisfies a preset criterion, the application distribution server sends at least one propagation code to the first terminal.

[0092] Optionally, the distribution request satisfying the preset criterion includes that:

if the requested service category belongs to a service category included in the server, and the manufacturer serial number of the terminal device and/or the operating system version number of the terminal device is the same as a set manufacturer serial number and/or operating system version number of the server, the distribution request satisfies the preset criterion.

[0093] Optionally, when the distribution request does not satisfy the preset criterion, a failure message is sent to the first terminal.

[0094] Optionally, one or more propagation codes may be sent to the first terminal.

[0095] Further, after the second terminal acquires the propagation code, the method further includes:

receiving, by the application distribution server, a registration request sent by the second
terminal, where the registration request at least carries the propagation code and a second user identifier.

[0096] Further, the method further includes: receiving, by the application distribution server, a running and tracking request sent by the second terminal, where the running and tracking request at least carries the propagation code and the second user identifier.

[0097] The propagation code is used for identifying a category of an application, describing a feature of the application, and identifying the first user identifier and a propagation sequence number. The first user identifier is used for indicating from which terminal the propagation code is propagated, that is, indicating a specific propagation channel of the propagation code. The propagation sequence number is identifier information generated by the application distribution server when the application distribution server sends the propagation code. Whenever delivering a propagation code, the application distribution server adds the propagation sequence number by 1. For example, if the propagation sequence number of the first propagation code delivered by the application distribution server after initialization is 0, the propagation sequence number of the second delivered propagation code is 1, and the rest can be deduced by analog. Meanwhile, the application distribution server records the propagation sequence number in the propagation code and on the server side, so that when the second terminal uses the propagation code to apply for registration, the application distribution server can rapidly find corresponding application content. The application may be a soft SIM card.

[0098] Further, after the receiving a registration request sent by the second terminal, the method further includes: sending soft SIM card data to the second terminal.

[0099] Compared with the prior art, in this embodiment of the present invention, an application distribution server determines a distribution request of a first terminal and sends a propagation code to the first terminal when the distribution request satisfies a preset criterion, so that the first terminal sends the propagation code to a second terminal for use. This increases a propagation channel of an application and solves the problem that the application distribution server can only provide an application download service for a terminal instead of providing an application distribution service, and more application propagation channels are provided for the terminal.

[0100] Still another embodiment of the present invention provides an application distribution method, and as shown in FIG. 3, the method includes:

[0101] 301. A second terminal acquires a propagation code released by a first terminal.

[0102] Optionally, the acquiring a propagation code released by a first terminal includes:

  receiving the propagation code from the first terminal through short-distance communication; or
acquiring, through the Internet, the propagation code released by the first terminal.

[0103] 302. The second terminal sends a registration request to an application distribution server to apply for installation and registration of an application, where the registration request at least carries the propagation code and a second user identifier.

[0104] 303. After the registration is successful and whenever the application runs, the second terminal sends a running and tracking request to the application distribution server, where the running and tracking request at least carries the propagation code and the second user identifier.

[0105] The application may be a soft SIM card.

[0106] Further, after the sending a registration request to an application distribution server, the method further includes:

receiving soft SIM card data sent by the application distribution server, and importing the soft SIM card data into a soft SIM card application.

[0107] Compared with the prior art, in this embodiment of the present invention, a second terminal acquires a propagation code released by a first terminal, then applies, according to the propagation code, to an application distribution server for registration of a particular application, receives and saves related data after obtaining permission of the application distribution server, imports the propagation code into the application when a user needs to use the application, and sends a running and tracking request to the application distribution server whenever the application runs, so that the application distribution server maintains a use condition of the application. This solves the problem that an application acquiring channel of a terminal is limited, and the terminal can conveniently and rapidly acquire a desired application through another terminal, which avoids a waste of time in searching among multiple applications in an application store and improves user experience.

[0108] Still another embodiment of the present invention provides an application distribution method, in which a soft SIM (Subscriber Identity Module, subscriber identity module) card application is used as an example. A terminal installs a soft SIM card, applies to an application distribution server for a propagation code, and propagates the propagation code to another terminal, so that the another terminal downloads the soft SIM card from the application distribution server and registers the soft SIM card to the application distribution server. As shown in FIG. 4, the method includes:


[0110] For example, a soft SIM card may be purchased and downloaded from a frequently visited on-line application store and installed, or purchased, downloaded, and installed through software such as a phone assistant. A server of the on-line store or the phone assistant may be
regarded as a specific form of an application distribution server. Before providing download for a terminal, the application distribution server needs to send a soft SIM card application acquiring request to an operator and applies for a soft SIM program.

[0111] For example, the application acquiring request at least carries: a content type, a content identifier, and the quantity of an applied application. The content type includes: an executable code and soft SIM card data; when the executable code of the application already exists in the server, the content type can only include the soft SIM card data. The content identifier is used for indicating a specific category of the applied application, for example, soft SIM card application, map, book, or game. The quantity refers to the quantity of executable codes and soft SIM card data that are returned by the operator. As for the application distribution server side, the quantity of the executable codes is generally 1 because an executable code is the main part of an application, the main part of the application downloaded from the application distribution server by different terminal users that download the same application is the same, and only the soft SIM card data differs according to different requirements of the users on a program function.

[0112] It should be noted that different from a physical SIM card currently used by a user, a soft SIM card is a virtual SIM card program, and a user can use the soft SIM card to implement a communication service after simple authorization and installation just like using the physical SIM card. For a user who intends to change a card, for example, to switch between SIM cards of different operators in China, or to use a local SIM card when going abroad so as to avoid expensive roaming fees, it is inconvenient to buy a replaceable SIM card instantly; especially in a foreign country, the purchase of a SIM card may be rather troublesome due to unfamiliarity of a local language and a purchase process. The use of a soft SIM card is relatively much easier. The user can purchase soft SIM card programs of different operators in advance, and download the programs to the terminal. When a communication service of a certain operator is required, the user only needs to run a corresponding application or switch corresponding soft SIM card data.

[0113] Optionally, content of a soft SIM card application is shown in Table 1:

<table>
<thead>
<tr>
<th>Application</th>
<th>Soft SIM card application</th>
<th>Remarks</th>
</tr>
</thead>
<tbody>
<tr>
<td>Executable code</td>
<td>Soft SIM card client software</td>
<td>Different operators may have different client software</td>
</tr>
<tr>
<td>Propagation code</td>
<td>Product identifier + distributor user identifier + propagation code sequence number</td>
<td></td>
</tr>
<tr>
<td>Application data</td>
<td>Soft SIM card data</td>
<td></td>
</tr>
</tbody>
</table>

Table 1
The executable code is an application downloaded to a terminal. The propagation code is acquired from another terminal or the Internet, which identifies a way of acquiring the executable code or acquiring the executable code and the soft SIM card data. The soft SIM card data is data organized according to a related international standard and is similar to data in a hard SIM card.

It should be noted that before the application distribution server acquires an application from an operator, the application distribution server needs to establish secure communication connection with a device of the operator, for example, the application distribution server and the device of the operator may be connected by using a PI interface and through the public Internet or a VPN (Virtual Private Network, virtual private network), interaction between the two follows transmission protocols such as the TCP (Transmission Control Protocol, Transmission Control Protocol), HTTP (Hyper Text Transport Protocol, Hypertext Transport Protocol), HTTPS (Hyper Text Transfer Protocol Secure, Hyper Text Transfer Protocol Secure), and transmitted content is a formatted message. Then, the application distribution server needs to register to and log in to the device of the operator to obtain authentication of the device of the operator.

Optionally, if an application corresponding to a category or content of the application requested by the application distribution server side does not exist in a system warehouse of the operator, the operator may return a failure message to the application distribution server, and the application distribution server ends the application acquiring request process according to the failure message.

Optionally, the application distribution server may acquire applications from multiple operators, and to better manage the acquired applications by category, an application warehouse that is used specially for saving application data needs to be established on the application distribution server side.

402. After running the soft SIM card application, the terminal sends a distribution request to the application distribution server.

For example, the distribution request at least carries: a user identifier, a requested service category, and a hardware feature and/or a software feature of a terminal device. The user identifier may be a mobile phone number used by a user or a user name of the soft SIM card registered by the user and is used for indicating identity information of the user; the requested service category is corresponding to the service category of the soft SIM card; and the hardware feature and/or software feature of the terminal device is used for indicating whether the terminal is qualified for applying for distribution, for example, the hardware feature may be a manufacturer serial number of the terminal, and the software feature may be the version number of an operating system used by
the terminal.

[0120] It should be noted that before the terminal sends the distribution request to the application distribution server, the terminal needs to establish secure communication connection with the application distribution server, for example, the terminal and the application distribution server may be connected by using a P2 interface and through the public Internet, interaction between the two follows transmission protocols such as the TCP (Transmission Control Protocol), HTTP (Hyper Text Transport Protocol), HTTPS (Hyper Text Transfer Protocol Secure, Hyper Text Transfer Protocol Secure), and transmitted content is a formatted message. Then, the terminal needs to register to and log in to the application distribution server by using the application.

[0121] 403. The application distribution server determines whether the distribution request satisfies a preset criterion.

[0122] Optionally, if the requested service category of the terminal belongs to a service category included in the application distribution server, and the manufacturer serial number of the terminal device and/or the operating system version number of the terminal device is the same as a set manufacturer serial number and/or operating system version number of the application distribution server, the distribution request satisfies the preset criterion of the application distribution server; if the requested service category of the terminal does not belong to a service category included in the application distribution server, or the manufacturer serial number of the terminal device and/or the operating system version number of the terminal device is different from a set manufacturer serial number and/or operating system version number of the application distribution server, the distribution request does not satisfy the preset criterion of the application distribution server.

[0123] 404. When the distribution request satisfies the preset criterion, the application distribution server sends a propagation code to the terminal.

[0124] Optionally, when the distribution request does not satisfy the preset criterion, send a failure message to the terminal, so that the terminal ends the distribution applying process.

[0125] The propagation code is used for identifying a category of an application, describing a feature of the application, and identifying the first user identifier and a propagation sequence number. For example, the propagation code identifies a category of a soft SIM card and is attached with a text description used to describe a function and a feature of the soft SIM card, so that the user that does not install the soft SIM card can have a general understanding of the soft SIM card application after obtaining the propagation code. The first user identifier is used for indicating from which terminal the propagation code is propagated, that is, indicating a specific propagation channel of the propagation code. For example, the first user identifier may be an identifier of a terminal user.
that distributes the propagation code, and may be, a download network address of the soft SIM card, for example, a network address of a forum, a network address of an application store, or a download address of the soft SIM card in the application distribution server. The propagation sequence number is identifier information generated by the application distribution server when the application distribution server sends the propagation code. Whenever delivering a propagation code, the application distribution server adds the propagation sequence number by 1. For example, if the propagation sequence number of the first propagation code delivered by the application distribution server after initialization is 0, the propagation sequence number of the second delivered propagation code is 1, and the rest can be deduced by analog. Meanwhile, the application distribution server records the propagation sequence number in the propagation code and on the server side, so that when a second terminal uses the propagation code to apply for registration, the application distribution server can rapidly find corresponding application content.

Optionally, the application distribution server may send one or more propagation codes to the terminal, and a specific quantity of the propagation codes is decided by the distribution request of the terminal.

405. After receiving the propagation code, the terminal propagates the propagation code to the second terminal.

Optionally, when the terminal is close to the second terminal, the terminal and the second terminal may be associated through short-distance communication, for example, through WiFi (Wireless Fidelity, wireless fidelity), Bluetooth, NFC (Near Field Communication, near field communication), or the like; and after the association, the terminal directly sends the propagation code and a soft SIM card application corresponding to the propagation code to the second terminal; or, the terminal sends, through the Internet, the propagation code and a soft SIM card application corresponding to the propagation code to various network forums or social networks for download by the second terminal in need.

Optionally, the second terminal may only acquire one propagation code among the propagation codes obtained by the terminal in step 404, and may also acquire multiple propagation codes among the propagation codes obtained by the terminal in step 404. Each propagation code may be used to generate one or more telephone numbers.

It should be noted that communication connection between the terminal and the second terminal may be established by using a P3 interface, interaction between the second terminal and the terminal follows transmission protocols such as the TCP (Transmission Control Protocol, Transmission Control Protocol)\HTTP (Hyper Text Transport Protocol, Hyperext Transport Protocol)\HTTPS (Hyper Text Transfer Protocol Secure, Hyper Text Transfer Protocol Secure), and
transmitted content is a formatted message.

[0131] 406. The second terminal acquires the propagation code and the soft SIM card application, starts to install the application, and sends a registration request to the application distribution server according to the propagation code in the installation process, so as to apply for installation and registration of the application.

[0132] The registration request at least carries the propagation code and a second user identifier. The propagation code is used for indicating, to the application distribution server, that the second terminal intends to purchase a soft SIM card service and a function of the soft SIM card service to be purchased, where the soft SIM card service may be corresponding to multiple propagation codes.

The propagation code is used for identifying a category of an application and describing a feature of the application, and function rights of soft SIM cards downloaded and registered by the terminal according to different propagation codes are different. The user identifier is used for indicating the identity of the second terminal, so that the application distribution server sends the soft SIM card data to the second terminal.

[0133] 407. The application distribution server prepares, for the second terminal, soft SIM card data corresponding to the propagation code.

[0134] 408. The application distribution server sends a report message to the operator. This step is optional.

[0135] The report message is used for notifying the operator that a new user accesses the network, so that the operator makes service preparation for providing a corresponding data service for the user of the second terminal.

[0136] 409. The operator returns a preparation complete message to the application distribution server. This step is optional.

[0137] 410. The application distribution server sends the prepared soft SIM card data to the second terminal.

[0138] 411. The second terminal imports the soft SIM card data into the soft SIM card application.

[0139] Optionally, whenever the soft SIM card program runs, the second terminal needs to send a running and tracking request to the application distribution server, so that the application distribution server tracks a use condition of the soft SIM card used by the second terminal.

[0140] Optionally, the application distribution server may also obtain the running and tracking information from the operator and does not require the second terminal to report the running and tracking information.

[0141] It should be noted that the propagation code identifies a propagation channel, that is,
from where the propagation code is propagated. In this embodiment, when the second terminal uses the propagation code for registration, the operator can learn that the propagation code used by the second terminal is propagated by the terminal, and when the second terminal pays for using the soft SIM card, the operator can provide proper profit sharing for the terminal, so as to encourage the terminal to propagate the soft SIM card. In this way, a new service can be rapidly promoted for the operator.

[0142] Compared with the prior art, in this embodiment of the present invention, a terminal first installs a soft SIM card application and applies to an application distribution server for a propagation code, receives, after a criterion of the application distribution server is satisfied, the propagation code sent by the application distribution server, and then propagates the propagation code to a second terminal through short-distance communication or the Internet, so that the second terminal acquires the propagation code; finally, the second terminal acquires the propagation code, sends a registration request to the application distribution server according to the propagation code to apply for installation and registration of an application, and completes the application distribution process. The second terminal can also initiate a distribution request to the application distribution server, and if the distribution request satisfies the preset criterion of the application distribution server, the second terminal can also acquire the propagation code and propagate the propagation code to another terminal. The application distribution method provided in the present invention solves the problem that it is difficult for a user to acquire an application due to a limited acquiring channel. The user changes from a subscriber of an application to a propagator of the application, which significantly increases a propagation channel of the application, develops potential clients, and improves user experience and propagation efficiency of the application.

[0143] Still another embodiment of the present invention provides a terminal device 50, and as shown in FIG. 5, the terminal device 50 includes:

a sending module 51, configured to send a distribution request to an application distribution server; and configured to send a propagation code to a second terminal, so that the second terminal applies, according to the propagation code, to the application distribution server for installation and registration of an application and running and tracking of the application; and

a receiving module 52, configured to, when the distribution request sent by the sending module 51 satisfies a preset criterion of the application distribution server, receive at least one propagation code sent by the application distribution server.

[0144] The distribution request sent by the sending module 51 at least carries a user identifier, a requested service category, and a hardware feature and/or a software feature of the terminal device, where the user identifier includes: a user telephone number and/or ID information, the hardware
feature of the terminal device includes: a manufacturer serial number, and the software feature of the terminal device includes: an operating system version number.

[0145] Optionally, the distribution request sent by the sending module 51 satisfying the preset criterion of the application distribution server includes that:

if the requested service category belongs to a service category included in the application distribution server, and the manufacturer serial number of the terminal device and/or the operating system version number of the terminal device is the same as a set manufacturer serial number and/or operating system version number of the application distribution server, the distribution request satisfies the preset criterion of the application distribution server.

[0146] Further, the receiving module 52 is further configured to: when the distribution request does not satisfy the preset criterion of the application distribution server, receive a failure message sent by the application distribution server; and

as shown in FIG. 6, the terminal device 50 further includes: a processing module 53, configured to stop the distribution applying process after the receiving module 52 receives the failure message.

[0147] Further, the sending module 51 is further configured to:

send the propagation code received by the receiving module 52 to the second terminal through short-distance communication; or

send the propagation code received by the receiving module 52 to the Internet, so that the second terminal acquires the propagation code.

[0148] The propagation code is used for identifying a category of an application, describing a feature of the application, and identifying the first user identifier and a propagation sequence number. The application may be a soft SIM card.

[0149] Compared with the prior art, in this embodiment of the present invention, the terminal device 50 sends a distribution request to an application distribution server, receives, when the request satisfies a preset criterion of the application distribution server, a propagation code sent by the application distribution server, and propagates the propagation code through short-distance communication or the Internet to a second terminal for use, so that the second terminal applies, according to the propagation code, to the application distribution server for installation and registration of an application and running and tracking of the application. This solves the problem that the terminal device 50 can only act as a subscriber of an application, and the terminal device 50 changes from a subscriber to a propagator, which expands a propagation channel of the application.

[0150] Still another embodiment of the present invention provides a server 60, and as shown in FIG. 7, the server 60 includes:
a receiving module 61, configured to receive a distribution request sent by a first terminal;

determining module 62, configured to determine whether the distribution request received by the receiving module 61 satisfies a preset criterion; and

a sending module 63, configured to send at least one propagation code to the first terminal when the determining module 62 determines that the distribution request satisfies the preset criterion.

[0151] The distribution request received by the receiving module 61 at least carries a user identifier, a requested service category, and a hardware feature and/or a software feature of a terminal device, where the user identifier includes: a user telephone number and/or ID information, the hardware feature of the terminal device includes: a manufacturer serial number, and the software feature of the terminal device includes: an operating system version number.

[0152] Optionally, the determining module 62 is specifically configured to:

when the requested service category belongs to a service category included in the server, and the manufacturer serial number of the terminal device and/or the operating system version number of the terminal device is the same as a set manufacturer serial number and/or operating system version number of the server, determine that the distribution request satisfies the preset criterion.

[0153] Further, the sending module 63 is further configured to:

when the determining module 62 determines that the distribution request does not satisfy the preset criterion, send a failure message to the first terminal.

[0154] Further, the receiving module 61 is further configured to: receive a registration request sent by the second terminal, where the registration request at least carries the propagation code and a second user identifier.

[0155] Further, the receiving module 61 is further configured to: receive a running and tracking request sent by the second terminal, where the running and tracking request at least carries the propagation code and the second user identifier.

[0156] The propagation code is used for identifying a category of an application, describing a feature of the application, and identifying the first user identifier and a propagation sequence number. The application may be a soft SIM card.

[0157] Further, the sending module 63 is further configured to: after the receiving module 61 receives the registration request sent by the second terminal, send soft SIM card data to the second terminal.

[0158] Compared with the prior art, in this embodiment of the present invention, the server 60
determines a distribution request of a first terminal and sends a propagation code to the first terminal when the distribution request satisfies a preset criterion, so that the first terminal sends the propagation code to a second terminal for use. This increases a propagation channel of an application and solves the problem that the server 60 can only provide an application download service for a terminal instead of providing an application distribution service, and more application propagation channels are provided for the terminal.

[0159] Still another embodiment of the present invention provides a terminal device 70, and as shown in FIG. 8, the terminal device 70 includes:

an acquiring module 71, configured to acquire a propagation code released by a first terminal; and

a sending module 72, configured to send a registration request to an application distribution server to apply for installation and registration of an application, where the registration request at least carries the propagation code acquired by the acquiring module 71 and a second user identifier; and configured to, after the registration is successful and whenever the application runs, send a running and tracking request to the application distribution server, where the running and tracking request at least carries the propagation code acquired by the acquiring module 71 and the second user identifier.

[0160] Optionally, the acquiring module 71 is further configured to:

receive the propagation code from the first terminal through short-distance communication; or

acquire, through the Internet, the propagation code released by the first terminal.

[0161] The application may be a soft SIM card.

[0162] Further, as shown in FIG. 9, the terminal device 70 further includes:

a processing module 73, configured to, after the sending module 72 sends the registration request to the application distribution server, receive soft SIM card data sent by the application distribution server, and import the soft SIM card data into a soft SIM card application.

[0163] Compared with the prior art, in this embodiment of the present invention, the terminal device 70 acquires a propagation code released by a first terminal, then applies, according to the propagation code, to an application distribution server for registration of a particular application, receives and saves related data after obtaining permission of the application distribution server, imports the propagation code into the application when a user needs to use the application, and sends a running and tracking request to the application distribution server whenever the application runs, so that the application distribution server maintains a use condition of the application. This solves the problem that an application acquiring channel of a terminal device is limited, and the
terminal device 70 can conveniently and rapidly acquire a desired application through another
terminal device, which avoids a waste of time in searching among multiple applications in an
application store and improves user experience.

[0164] Still another embodiment of the present invention provides a terminal device 80, and as

shown in FIG. 10, the terminal device 80 includes:

- a sender 81, configured to send a distribution request to an application distribution
server; and configured to send a propagation code to a second terminal, so that the second terminal
applies, according to the propagation code, to the application distribution server for installation and
registration of an application and running and tracking of the application; and

- a receiver 82, configured to, when the distribution request sent by the sender satisfies a
preset criterion of the application distribution server, receive at least one propagation code sent by
the application distribution server.

[0165] The distribution request sent by the sender 81 at least carries a first user identifier, a
requested service category, and a hardware feature and/or a software feature of the terminal device,
where the first user identifier includes: a user telephone number and/or ID information, the
hardware feature of the terminal device includes: a manufacturer serial number, and the software
feature of the terminal device includes: an operating system version number.

[0166] Optionally, the distribution request sent by the sender 81 satisfying the preset criterion of
the application distribution server includes that:

- if the requested service category belongs to a service category included in the
application distribution server, and the manufacturer serial number of the terminal device and/or the
operating system version number of the terminal device is the same as a set manufacturer serial
number and/or operating system version number of the application distribution server, the
distribution request satisfies the preset criterion of the application distribution server.

[0167] The receiver 82 is further configured to: when the distribution request sent by the sender
81 does not satisfy the preset criterion of the application distribution server, receive a failure
message sent by the application distribution server; and

- as shown in FIG. 11, the terminal device 80 further includes: a processor 83, configured
to stop the distribution applying process after the receiver receives the failure message.

[0168] Further, the sender 81 is further configured to:

- send the propagation code received by the receiver 82 to the second terminal through
short-distance communication; or

- send the propagation code received by the receiver 82 to the Internet, so that the second
terminal acquires the propagation code.
[0169] The propagation code is used for identifying a category of an application, describing a feature of the application, and identifying the first user identifier and a propagation sequence number. The application may be a soft SIM card.

[0170] Compared with the prior art, in this embodiment of the present invention, the terminal device 80 sends a distribution request to an application distribution server, receives, when the request satisfies a preset criterion of the application distribution server, a propagation code sent by the application distribution server, and propagates the propagation code through short-distance communication or the Internet to a second terminal for use, so that the second terminal applies, according to the propagation code, to the application distribution server for installation and registration of an application and runs and tracks the application. This solves the problem that the terminal device 80 can only act as a subscriber of an application, and the terminal device 80 changes from a subscriber to a propagator, which expands a propagation channel of the application.

[0171] Still another embodiment of the present invention provides a server 90, and as shown in FIG. 12, the server 90 includes:

- a receiver 91, configured to receive a distribution request sent by a first terminal;
- a processor 92, configured to determine whether the distribution request received by the receiver 91 satisfies a preset criterion; and
- a sender 93, configured to send at least one propagation code to the first terminal when the processor 92 determines that the distribution request satisfies the preset criterion.

[0172] The distribution request received by the receiver 91 at least carries a first user identifier, a requested service category, and a hardware feature and/or a software feature of a terminal device, where the first user identifier includes: a user telephone number and/or ID information, the hardware feature of the terminal device includes: a manufacturer serial number, and the software feature of the terminal device includes: an operating system version number.

[0173] Optionally, the processor 92 is specifically configured to:

- when the requested service category belongs to a service category included in the server, and the manufacturer serial number of the terminal device and/or the operating system version number of the terminal device is the same as a set manufacturer serial number and/or operating system version number of the server, determine that the distribution request satisfies the preset criterion.

[0174] Further, the sender 93 is further configured to:

- when the processor 92 determines that the distribution request does not satisfy the preset criterion, send a failure message to the first terminal.

[0175] Further, the receiver 91 is further configured to: receive a registration request sent by the
second terminal, where the registration request at least carries the propagation code and a second user identifier.

[0176] Further, the receiver 91 is further configured to: receive a running and tracking request sent by the second terminal, where the running and tracking request at least carries the propagation code and the second user identifier.

[0177] The propagation code is used for identifying a category of an application, describing a feature of the application, and identifying the first user identifier and a propagation sequence number. The application may be a soft SIM card.

[0178] Further, the sender 93 is further configured to:

after the receiver 91 receives the registration request sent by the second terminal, send soft SIM card data to the second terminal.

[0179] Compared with the prior art, in this embodiment of the present invention, the server 90 determines a distribution request of a first terminal and sends a propagation code to the first terminal when the distribution request satisfies a preset criterion, so that the first terminal sends the propagation code to a second terminal for use. This increases a propagation channel of an application and solves the problem that the server 90 can only provide an application download service for a terminal instead of providing an application distribution service, and more application propagation channels are provided for the terminal.

[0180] Still another embodiment of the present invention provides a terminal device 1000, and as shown in FIG. 13, the terminal device 1000 includes:

a processor 1001, configured to acquire a propagation code released by a first terminal; and

a sender 1002, configured to send a registration request to an application distribution server to apply for installation and registration of an application, where the registration request at least carries the propagation code acquired by the processor 1001 and a second user identifier; and configured to: after the registration is successful and whenever the application runs, send a running and tracking request to the application distribution server, where the running and tracking request at least carries the propagation code acquired by the processor 1001 and the second user identifier.

[0181] Further, the processor 1001 is further configured to:

receive the propagation code from the first terminal through short-distance communication; or

acquire, through the Internet, the propagation code released by the first terminal.

[0182] The application may be a soft SIM card.

[0183] Further, the processor 1001 is further configured to, after the sender 1002 sends the
registration request to the application distribution server, receive soft SIM card data sent by the application distribution server, and import the soft SIM card data into a soft SIM card application.

[0184] Compared with the prior art, in this embodiment of the present invention, the terminal device 1000 acquires a propagation code released by a first terminal, then applies, according to the propagation code, to an application distribution server for registration of a particular application, receives and saves related data after obtaining permission of the application distribution server, imports the propagation code into the application when a user needs to use the application, and sends a running and tracking request to the application distribution server whenever the application runs, so that the application distribution server maintains a use condition of the application. This solves the problem that an application acquiring channel of the terminal device 1000 is limited, and the terminal device 1000 can conveniently and rapidly acquire a desired application through another terminal device, which avoids a waste of time in searching among multiple applications in an application store and improves user experience.

[0185] Still another embodiment of the present invention provides a communication system 1100, and as shown in FIG. 13, the communication system 1100 includes the terminal device 80, the server 90, and the terminal device 1000 described in the foregoing embodiments, where:

the server 90 is configured to send at least one propagation code to the terminal device 80;

the terminal device 80 is configured to acquire the at least one propagation code from the server 90; and configured to release the propagation code, so that the terminal device 1000 acquires the propagation code; and

the terminal device 1000 is configured to acquire the propagation code released by the terminal device 80, and register to the server 90 according to the propagation code.

[0186] The terminal device and the server provided in the embodiments of the present invention can implement the method embodiments provided above. For implementation of specific functions, refer to the descriptions in the method embodiments, which are not repeated herein. The application distribution method, the terminal, and the server provided in the embodiments of the present invention can be applied to an intelligent terminal for acquiring and distributing an application, however, the present invention is not limited thereto.

[0187] Persons of ordinary skill in the art may understand that all or a part of the processes of the methods in the foregoing embodiments may be implemented by a computer program instructing relevant hardware. The program may be stored in a computer readable storage medium. When the program runs, the processes of the foregoing methods in the embodiments are performed. The storage medium may be a magnetic disk, an optical disk, a read-only memory (Read-Only Memory,
ROM), or a random access memory (Random Access Memory, RAM).

The foregoing descriptions are merely specific embodiments of the present invention, but are not intended to limit the protection scope of the present invention. Any variation or replacement readily figured out by a person skilled in the art within the technical scope disclosed in the present invention shall fall within the protection scope of the present invention. Therefore, the protection scope of the present invention shall be subject to the protection scope of the claims.
CLAIMS

What is claimed is:

1. An application distribution method, comprising:
   sending, by a first terminal, a distribution request to an application distribution server;
   when the distribution request satisfies a preset criterion of the application distribution server,
   receiving at least one propagation code sent by the application distribution server; and
   sending the propagation code to a second terminal, so that the second terminal applies,
   according to the propagation code, to the application distribution server for installation and
   registration of an application and running and tracking of the application.

2. The method according to claim 1, wherein the sending the propagation code to a second
   terminal comprises:
   sending the propagation code to the second terminal through short-distance communication; or
   sending the propagation code to the Internet, so that the second terminal acquires the
   propagation code.

3. The method according to claim 1, wherein the distribution request at least carries a first user
   identifier, a requested service category, and a hardware feature and/or a software feature of a
   terminal device, wherein the first user identifier comprises: a user telephone number and/or ID
   information, the hardware feature of the terminal device comprises: a manufacturer serial number,
   and the software feature of the terminal device comprises: an operating system version number.

4. The method according to claim 3, wherein the distribution request satisfying the preset
   criterion of the application distribution server comprises that:
   if the requested service category belongs to a service category comprised in the application
   distribution server, and the manufacturer serial number of the terminal device and/or the operating
   system version number of the terminal device is the same as a set manufacturer serial number
   and/or operating system version number of the application distribution server, the distribution
   request satisfies the preset criterion of the application distribution server.

5. The method according to claim 1, wherein when the distribution request does not satisfy the
   preset criterion of the application distribution server, receive a failure message sent by the
   application distribution server; and
   stop the distribution applying process.

6. The method according to any one of claims 1–5, wherein the propagation code is used for
   identifying a category of an application, describing a feature of the application, and identifying the
   first user identifier and a propagation sequence number.
7. The method according to any one of claims 1–6, wherein the application is a soft SIM card.
8. An application distribution method, comprising:
    receiving a distribution request sent by a first terminal; and
    when the distribution request satisfies a preset criterion, sending at least one propagation code
to the first terminal, so that the first terminal propagates the propagation code to a second terminal.
9. The method according to claim 8, wherein the distribution request at least carries a first user
identifier, a requested service category, and a hardware feature and/or a software feature of a
terminal device, wherein the first user identifier comprises: a user telephone number and/or ID
information, the hardware feature of the terminal device comprises: a manufacturer serial number,
and the software feature of the terminal device comprises: an operating system version number.
10. The method according to claim 9, wherein the distribution request satisfying the preset
criterion comprises that:
    if the requested service category belongs to a service category comprised in a server, and the
manufacturer serial number of the terminal device and/or the operating system version number of
the terminal device is the same as a set manufacturer serial number and/or operating system version
number of the server, the distribution request satisfies the preset criterion.
11. The method according to claim 8, wherein when the distribution request does not satisfy
the preset criterion, send a failure message to the first terminal.
12. The method according to claim 8, further comprising: receiving a registration request sent
by the second terminal, wherein the registration request at least carries the propagation code and a
second user identifier.
13. The method according to claim 8, further comprising: receiving a running and tracking
request sent by the second terminal, wherein the running and tracking request at least carries the
propagation code and a second user identifier.
14. The method according to any one of claims 8–13, wherein the propagation code is used for
identifying a category of an application, describing a feature of the application, and identifying the
first user identifier and a propagation sequence number.
15. The method according to claim 14, wherein the application is a soft SIM card.
16. The method according to claim 16, after the receiving a registration request sent by the
second terminal, further comprising: sending soft SIM card data to the second terminal.
17. An application distribution method, comprising:
    acquiring a propagation code released by a first terminal;
    sending a registration request to an application distribution server to apply for installation and
registration of an application, wherein the registration request at least carries the propagation code
and a second user identifier; and

after the registration is successful and whenever the application runs, sending a running and tracking request to the application distribution server, wherein the running and tracking request at least carries the propagation code and the second user identifier.

18. The method according to claim 17, wherein the acquiring a propagation code released by a first terminal comprises:

receiving the propagation code from the first terminal through short-distance communication; or

acquiring, through the Internet, the propagation code released by the first terminal.

19. The method according to claim 17 or 18, wherein the application is a soft SIM card.

20. The method according to claim 19, after the sending a registration request to an application distribution server, further comprising:

receiving soft SIM card data sent by the application distribution server, and importing the soft SIM card data into a soft SIM card application.

21. A terminal device, comprising:

a sending module, configured to send a distribution request to an application distribution server; and configured to send a propagation code to a second terminal, so that the second terminal applies, according to the propagation code, to the application distribution server for installation and registration of an application and running and tracking of the application; and

a receiving module, configured to, when the distribution request sent by the sending module satisfies a preset criterion of the application distribution server, receive at least one propagation code sent by the application distribution server.

22. The terminal device according to claim 21, wherein the sending module is further configured to:

send the propagation code received by the receiving module to the second terminal through short-distance communication; or

send the propagation code received by the receiving module to the Internet, so that the second terminal acquires the propagation code.

23. The terminal device according to claim 21, wherein the distribution request sent by the sending module at least carries a first user identifier, a requested service category, and a hardware feature and/or a software feature of the terminal device, wherein the first user identifier comprises: a user telephone number and/or ID information, the hardware feature of the terminal device comprises: a manufacturer serial number, and the software feature of the terminal device comprises: an operating system version number.
24. The terminal device according to claim 23, wherein the distribution request sent by the sending module satisfying the preset criterion of the application distribution server comprises that:

if the requested service category belongs to a service category comprised in the application distribution server, and the manufacturer serial number of the terminal device and/or the operating system version number of the terminal device is the same as a set manufacturer serial number and/or operating system version number of the application distribution server, the distribution request satisfies the preset criterion of the application distribution server.

25. The terminal device according to claim 21, wherein the receiving module is further configured to: when the distribution request sent by the sending module does not satisfy the preset criterion of the application distribution server, receive a failure message sent by the application distribution server; and

the terminal device further comprises: a processing module, configured to stop the distribution applying process after the receiving module receives the failure message.

26. The terminal device according to any one of claims 21–25, wherein the propagation code is used for identifying a category of an application, describing a feature of the application, and identifying the first user identifier and a propagation sequence number.

27. The terminal device according to any one of claims 21–26, wherein the application is a soft SIM card.

28. A server, comprising:

a receiving module, configured to receive a distribution request sent by a first terminal;

a determining module, configured to determine whether the distribution request received by the receiving module satisfies a preset criterion; and

a sending module, configured to send at least one propagation code to the first terminal when the determining module determines that the distribution request satisfies the preset criterion.

29. The server according to claim 28, wherein the distribution request received by the receiving module at least carries a first user identifier, a requested service category, and a hardware feature and/or a software feature of a terminal device, wherein the first user identifier comprises: a user telephone number and/or ID information, the hardware feature of the terminal device comprises: a manufacturer serial number, and the software feature of the terminal device comprises: an operating system version number.

30. The server according to claim 29, wherein the determining module is specifically configured to:

when the requested service category belongs to a service category comprised in the server, and the manufacturer serial number of the terminal device and/or the operating system version number
of the terminal device is the same as a set manufacturer serial number and/or operating system version number of the server, determine that the distribution request satisfies the preset criterion.

31. The server according to claim 28, wherein the sending module is further configured to:
when the determining module determines that the distribution request does not satisfy the preset criterion, send a failure message to the first terminal.

32. The server according to claim 28, wherein the receiving module is further configured to:
receive a registration request sent by the second terminal, wherein the registration request at least carries the propagation code and a second user identifier.

33. The server according to claim 28, wherein the receiving module is further configured to:
receive a running and tracking request sent by the second terminal, wherein the running and tracking request at least carries the propagation code and a second user identifier.

34. The server according to any one of claims 28–33, wherein the propagation code is used for identifying a category of an application, describing a feature of the application, and identifying the first user identifier and a propagation sequence number.

35. The server according to claim 34, wherein the application is a soft SIM card.

36. The server according to claim 35, wherein the sending module is further configured to:
after the receiving module receives the registration request sent by the second terminal, send soft SIM card data to the second terminal.

37. A terminal device, comprising:
an acquiring module, configured to acquire a propagation code released by a first terminal; and
a sending module, configured to send a registration request to an application distribution server to apply for installation and registration of an application, wherein the registration request at least carries the propagation code acquired by the acquiring module and a second user identifier; and configured to, after the registration is successful and whenever the application runs, send a running and tracking request to the application distribution server, wherein the running and tracking request at least carries the propagation code acquired by the acquiring module and the second user identifier.

38. The terminal device according to claim 37, wherein the acquiring module is further configured to:
receive the propagation code from the first terminal through short-distance communication; or acquire through the Internet the propagation code released by the first terminal.

39. The terminal device according to claim 37 or 38, wherein the application is a soft SIM card.

40. The terminal device according to claim 39, further comprising:
a processing module, configured to, after the sending module sends the registration request to the application distribution server, receive soft SIM card data sent by the application distribution server, and import the soft SIM card data into a soft SIM card application.

41. A terminal device, comprising:

a sender, configured to send a distribution request to an application distribution server; and configured to send a propagation code to a second terminal, so that the second terminal applies, according to the propagation code, to the application distribution server for installation and registration of an application and running and tracking of the application; and

a receiver, configured to, when the distribution request sent by the sender satisfies a preset criterion of the application distribution server, receive at least one propagation code sent by the application distribution server.

42. The terminal device according to claim 41, wherein the sender is further configured to:

send the propagation code received by the receiver to the second terminal through short-distance communication; or

send the propagation code received by the receiver to the Internet, so that the second terminal acquires the propagation code.

43. The terminal device according to claim 41, wherein the distribution request sent by the sender at least carries a first user identifier, a requested service category, and a hardware feature and/or a software feature of the terminal device, wherein the first user identifier comprises: a user telephone number and/or ID information, the hardware feature of the terminal device comprises: a manufacturer serial number, and the software feature of the terminal device comprises: an operating system version number.

44. The terminal device according to claim 43, wherein the distribution request sent by the sender satisfying the preset criterion of the application distribution server comprises that:

if the requested service category belongs to a service category comprised in the application distribution server, and the manufacturer serial number of the terminal device and/or the operating system version number of the terminal device is the same as a set manufacturer serial number and/or operating system version number of the application distribution server, the distribution request satisfies the preset criterion of the application distribution server.

45. The terminal device according to claim 41, wherein the receiver is further configured to:

when the distribution request sent by the sender does not satisfy the preset criterion of the application distribution server, receive a failure message sent by the application distribution server; and

the terminal device further comprises: a processor, configured to stop the distribution applying
process after the receiver receives the failure message.

46. The terminal device according to any one of claims 41–45, wherein the propagation code is used for identifying a category of an application, describing a feature of the application, and identifying the first user identifier and a propagation sequence number.

47. The terminal device according to any one of claims 41–46, wherein the application is a soft SIM card.

48. A server, comprising:
   a receiver, configured to receive a distribution request sent by a first terminal;
   a processor, configured to determine whether the distribution request received by the receiver satisfies a preset criterion; and
   a sender, configured to send at least one propagation code to the first terminal when the processor determines that the distribution request satisfies the preset criterion.

49. The server according to claim 48, wherein the distribution request received by the receiver at least carries a first user identifier, a requested service category, and a hardware feature and/or a software feature of a terminal device, wherein the first user identifier comprises: a user telephone number and/or ID information, the hardware feature of the terminal device comprises: a manufacturer serial number, and the software feature of the terminal device comprises: an operating system version number.

50. The server according to claim 49, wherein the processor is specifically configured to:
   when the requested service category belongs to a service category comprised in the server, and
   the manufacturer serial number of the terminal device and/or the operating system version number of the terminal device is the same as a set manufacturer serial number and/or operating system version number of the server, determine that the distribution request satisfies the preset criterion.

51. The server according to claim 48, wherein the sender is further configured to:
   when the processor determines that the distribution request does not satisfy the preset criterion, send a failure message to the first terminal.

52. The server according to claim 48, wherein the receiver is further configured to: receive a registration request sent by the second terminal, wherein the registration request at least carries the propagation code and a second user identifier.

53. The server according to claim 48, wherein the receiver is further configured to: receive a running and tracking request sent by the second terminal, wherein the running and tracking request at least carries the propagation code and a second user identifier.

54. The server according to any one of claims 48–53, wherein the propagation code is used for identifying a category of an application, describing a feature of the application, and identifying the
first user identifier and a propagation sequence number.

55. The server according to claim 54, wherein the application is a soft SIM card.

56. The server according to claim 55, wherein the sender is further configured to:

- after the receiver receives the registration request sent by the second terminal, send soft SIM card data to the second terminal.

57. A terminal device, comprising:

- a processor, configured to acquire a propagation code released by a first terminal; and
- a sender, configured to send a registration request to an application distribution server to apply for installation and registration of an application, wherein the registration request at least carries the propagation code acquired by the processor and a second user identifier; and configured to, after the registration is successful and whenever the application runs, send a running and tracking request to the application distribution server, wherein the running and tracking request at least carries the propagation code acquired by the processor and the second user identifier.

58. The terminal device according to claim 57, wherein the processor is further configured to:

- receive the propagation code from the first terminal through short-distance communication; or
- acquire, through the Internet, the propagation code released by the first terminal.

59. The terminal device according to claim 57 or 58, wherein the application is a soft SIM card.

60. The terminal device according to claim 59, wherein the processor is further configured to:

- after the sender sends the registration request to the application distribution server, receive soft SIM card data sent by the application distribution server, and import the soft SIM card data into a soft SIM card application.
A first terminal sends a distribution request to an application distribution server.

When the distribution request satisfies a preset criterion of the application distribution server, the first terminal receives at least one propagation code sent by the application distribution server.

The first terminal sends the propagation code to a second terminal, so that the second terminal applies, according to the propagation code, to the application distribution server for installation and registration of an application and running and tracking of the application.

FIG. 1

An application distribution server receives a distribution request sent by a first terminal.

When the distribution request satisfies a preset criterion, the application distribution server sends at least one propagation code to the first terminal.

FIG. 2
A second terminal acquires a propagation code released by a first terminal

The second terminal sends a registration request to an application distribution server to apply for installation and registration of an application, where the registration request at least carries the propagation code and a second user identifier

After the registration is successful and whenever the application runs, the second terminal sends a running and tracking request to the application distribution server, where the running and tracking request at least carries the propagation code and the second user identifier

FIG. 3
Terminal

401. The terminal downloads and installs a soft SIM card

402. Send a distribution request to the application distribution server

403. Determine whether the distribution request satisfies a preset criterion

404. When the distribution request satisfies the preset criterion, send a propagation code to the terminal

405. Propagate the propagation code to the second terminal

406. Send a registration request

407. Prepare, for the second terminal, soft SIM card data corresponding to the propagation code

408. Send a report message

409. Return a preparation complete message

410. Send the prepared soft SIM card data

411. Import the soft SIM card data into a soft SIM card application

FIG. 4