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Application filed July 21, 1926, serial No. 123,978. 
This invention relates to a coin holder or 

coin container. . . . . . . . . . . . . 
The object of the invention is to provide 

a coin holder or container of novel, simple, 

holding a predetermined number of stacked 
coins and retaining them in stacked relation 
while permitting the coins to be visible. 
A further object of the invention is to pro 

0 vide a wire coin holder of a novel construction 
which may be economically manufactured, in 
which the coins are easily assembled, and 
which in addition may be used for all of the 
purposes for which paper coin Wrappers are 

l6 at present used. 
With this object in view, and such others 

as may hereinafter appear, the invention con 
sists in the coin holder and in the structures, 
arrangements and combinations of parts il 

20 lustrated herein and hereinafter described. . 
In the drawing illustrating the preferred 

embodiment of the invention, Figure.1 is a 
perspective view of the coin holder holding 
a stack of coins; Fig. 2 is a perspective view 
of the blank from which the body portion of 
the coin holder is formed; Fig. 3 is a vertical 
section taken on the line 3-3 of Fig. 1: Fig. 
4 is a bottom plan view of the coin holder 
shown in Fig. 1: Fig. 5 is a perspective view 

80 showing a modified form of coin holder hold 
ing a stack of coins; Fig. 6 is a bottom plan 
view of the coin holder shown in Fig. 5; and 
Fig. 7 is a section taken on the line 7-7 of 

35 Fig. 6. 

from a single piece of relatively stiff wire 
which is formed into an elongated rectangu-l. 
lar loop such as shown at 10 in Fig. 2. The 
ends of the wire are bent inwardly at right 
angles as indicated at 12 and are retained in 
position by means of a bottom plate 14 whose 
tions of the longer sides of the loop in the 
manner illustrated. The loop 10 and bottom 

5 plate 14 when assembled in the form shown 
in Fig. 2 constitute a flat, compact unit or 
blank which is adapted to be economically 
packed and shipped. 

' shown when bent into shape to form the im 

I means of a loop-32 to the arm 26 connecting 

The preferred form of coin holder is formed 

to fit the inside of the recess 60, as shown in 
In Fig. 1 the blank above described is wires are pushed through the openings 62 

proved coin holder with a stack of coins re 
tained therein. In forming the coin holder, 
the loop 10 is bent adjacent the edges of the bottom plate 14 to form four panielposts 

5 rugged and durable construction capable of 1618 - - - - - - a ... . . . -- . . . . of 90° the edges of the coins 24 which are 
16, 18, 20 and 22 which embrace at intervals 
stacked on the bottom plate 14. In order to retain the coins in the holder, the postslö.1s, 
20 and 22 are bent inwardly near their upper 
ends across the upper coin of the stack, and to 
a locking plate 26 is bent about the shorter 
arms 28 and 30 of the loop 10 to lock the hold 
er securely about the stack of coins. The locking plate:26 is preferably secured by 
the posts 20 and 22 and removably secured by 
means of a loop 34 to the arm 36 connecting 
the posts 16 and 18. This construction al 
lows the posts 16 and 18 to be sprung inward 
ly so as to allow the arm 30 to be snapped 
into or out of the loop 34 to lock.a. stack of 
coins in the holder 10 or to permit a stack to 
be removed from the holder. . . . 

In Figs. 5, 6 and 7 an alternative and some 
what similar form of coin holder is illustrat 
ed. This holder is formed from two pieces 
of stiff wire 40 and 42, the central portions of 
Which are preferably secured together across 
the top of a stack of coins 44 in the manner 
illustrated in Fig. 5, in which a hook 46 
formed in the wire 40 engages a loop 48 in 
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the wire 42. The wires 40 and 42 are bent, 
in the manner illustrated, to form four posts 
50, 52, 54 and 56 which embrace at intervals 
of 90° the edges of the stack of coins. 

In order to lock the coins in the holder a 
bottom plate 58 is provided in which is 
formed an annular recess 60 of semi-circular 
cross-section. Four circular openings 62 are 
formed in the outer portion of the wall of 
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opposite ends are bent about the central E the recess 60 at intervals of 90°, and the lower portions 64 of the posts 50, 52, 54 and 
56 are bent radially inwardly at right angles 
and their ends 66 inserted into these open 
ings to lock the holder about the stack of 
coins. These ends 66 of the wires are curved 

Fig. 7, and when the four ends 66 of the 100 

90. 
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they snap into the position shown and lock 
the holder firmly about the stack of coins. 
While it is preferred to embody the inven 

tion in the forms illustrated and described, 
it is to be understood that the invention may 
be embodied in other forms within the scope 
of the following claims. . . . . . . 
Having thus described the invention, what 

is claimed is:- 
10 1. A blank for a coin holder, comprising a 

single piece of wire bent to form an elon 
gated rectangle, the ends of said wire meet 
ing substantially midway of one of the longer 
sides of said rectangle, and a plate bent to 

15 join the opposite long sides of the rectangle 
and also secure the meeting, ends of the wire 
in juxtaposition. . . . . . . . . . 

2. A coin holder for a stack of coins com 
prising a single piece of wire bent to, form . 

20 two frames of substantially U-shape-spaced 
apart and arranged in substantially parallel 
planes, each frame having a bottom member 
and two side members, the upper portions of 
the side members of said frames extending 

25 across the top of the stack of coins in a di 
rection at Substantially right angles to the 
plane of the frames, a plate permanently con 
necting the bottom members of said frames . . . . . 
and a locking plate pivotally attached to one 

30 of said upper portions, and having a loop 
adapted to releasably engage the upper por 
tion of the opposite frame to secure the coin 
stack in said holder. . . . . . . . . . 

- 3. A blank for a coin holder, comprising a 
35 single piece of wire bent to form an elon 

. . gated rectangle, and a plate bent to join 
the opposite long sides of the rectangle and 
positioned substantially midway of the long 
er sides thereof. . . . . . . . - 

40 In testimony whereof. I have signed my 
name to this specification. - - - - - 

RALPH. N. DOBLE. 

  

  

  

  


