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1. 

The invention relates to exercisers for the car 
pal-tarsal joints, that is to say, for the Wrists 
and ankles. It is the purpose of my invention to provide an 
exerciser through whose use an improvement can 
be effected in the condition of paretic and com 
pletely paralyzed muscles which normally move 
the mentioned joints of the body. 
To facilitate explanation of my invention, ref 

erence will be made herein to the conventional 
system of muscle grading, wherein a completely 
paralyzed muscle is known as grade 0; a muscle 
which can cause just a flicker of motion is known 
as grade 1 or as a “trace'; a muscle which can 
move a joint, but not against gravity, e. g., can 
move a joint in water, is known as grade 2 or 
“poor'; a muscle which can move a joint against 
gravity but not against resistance is known as 
grade 3, or “fair'; a muscle which can move a 
joint against some resistance is known as grade 4 
or “good'; and a muscle which is able to move 
a joint against ordinary resistance is known as 
grade 5 or “normal'. 
For the grade 1 and 2 muscles, an improvement 

in condition is achieved first by determining with 
extreme precision the degree of muscle power re 
maining and then by applying just the exact mini 
mal amount of assistance to enable that muscle 
to complete its normal range of movement. 

For grade 3 muscles, the desired result is se 
cured by causing the joint to move against a 
minute resistance which gradually and progres 
sively is increased as the muscle passes to grade 4. 

In general I achieve the foregoing aims by 
providing an exerciser wherein the determination 
of muscle strength can be made with great pre 
cision under the identical conditions prevailing 
during the administration of exercises used to 
improve that muscle. 
At present, due to the difference in construc 

tion of conventional exercisers and testing equip 
ment, an accurate determination of muscle 
strength and schedule of exercise can not be re 
lied upon to produce uniform results, this diffi 
culty being enhanced by the fact that even Small 
changes in the technique of measuring produce 
quite considerable changes in resultS. 
Pursuant to my invention such difficulty is 

overcome by providing an exerciser which per 
forms the dual function of exercising and meas 
uring with the joint identically positioned for both 
and through whose use an extremely exact meas 
urement of muscle strength-to Small fractions 
of an ounce-can be obtained. 
Another object of my invention is to provide an 
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exerciser of the character described which is of 
extremely simple construction and which is com 
pact and light in weight, so that exercising and 
measuring can be effected by the patient himself, 
thereby not only facilitating physical recovery but 
also pSychologically aiding the patient by allowing 
him to observe constant slight progressive im 
provement of his condition. 

It is another object of my invention to provide 
an exerciser of the character described which is 
of Such construction that it is inexpensive to 
manufacture, Whereby the same can be made 
available on a large scale to patients for individual 
use in the home and hospital, thus permitting 
the benefit of exercises to be extended to all pa 
retic Sufferers and to those who are unable to alf 
ford or obtain the use of expensive exercising 
equipment and/or trained technicians. 

It is another object of my invention to provide 
an exerciser of the character described through 
Whose use the possibility of different people or 
the same person at different times obtaining dif 
ferent measurements of muscle strength is mini 
nized. 

It is another object of my invention to provide 
an exerciser of the character described which is 
able to provide the precise amount of assistance 
or resistance necessary to achieve maximum in 
provement. With Such an exerciser minimal as 
Sistance is afforded to grade 1 and 2 muscles and 
maximal resistance to grade 3 and 4 muscles so 
that the paretic muscle, no matter how weak or 
how strong, must exert to the utmost degree what 
ever Strength it possesses. 
The movement of the carpal-tarsal joints is 

controlled by Several muscles, any group of which 
can act as prime movers. Thus, for example, to 
flex a foot upwardly about the ankle, there are 
muscles which can move the foot upwardly and 
in Wardly, muscles which can move the foot up 
Wardly and outwardly and muscles which only 
can move the foot upwardly. It is an object of 
my invention to provide an exerciser of the char 
acter described which permits evaluation of the 
strength of less than all of the muscles which 
move a joint and enables the same to be exercised 
selectively. 

Other objects of my invention will in part be 
obvious and in part will be pointed out herein 
after. 
My invention accordingly consists in the fea 

tures of construction, combinations of elements 
and arrangements of parts which will be exempli 
fied in the device hereinafter described and of 
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which the scope of application will be indicated 
in the appended claim.S. 

In the accompanying drawings in Which is 
shown one of the various possible embodiments 
of Iny invention, 

Fig. 1 is a side view of an exerciser constructed 
in accordance with my invention; 

Fig. 2 is a top view thereof; 
Fig. 3 is a Sectional view taken Substantially 

along the line 3-3 of Fig. 1; and 
Fig. 4 is a view similar to Fig. 1 but showing the 

apparatus rearranged for a different form of exer 
cise than that illustrated in Fig. 1. 

Referring noW in detail to the dra Wings, the 
reference numeral denotes an apparatus emi 
bodying my invention. Said apparatus Com 
prises an eiongated platform 2 on which a 
limb, e. g. a forearm or calf, is adapted to be 
laid. A support, generally indicated py the ref 
erence numeral 4, is connected by a hinge 6 
to the platform 2, the axis of rotation of the 
hinge extending tranSVersely of the longitudinal 
axis of the platform. Said Support is adapted 
to have placed flatly thereon a body extremity 
Such as a hand or foot, and desirably includes 
means, for instance a strap f 8, to hold the hand 
or foot against the Support. Said Strap. Con 
veniently may comprise a band having its ends 
Secured, as by tacks, to the Support adjacent 
opposite edges thereof. 

For reasons which later Will be apparent, the 
support & includes three parts or panels 29, 22, 
24, the lower panel 24, being the One Which is 
connected to the platform 2 by the hinge ié. 
Said lower panel is narrower than the inter 
mediate panel 22 and upper panel 20, the latter 
two of which may be of the same width. The 
three panels are disposed in end-to-end rela 
tionship so that they can be arranged in a com 
mon plane, this being the mutual condition in 
dicated in Figs. 1, 2 and 3. 
To hold said panels in Such position I en 

ploy three pins 26, 28, 30. The pin 26 is re 
ceived in a bore 32 extending from the upper 
to the lower edge of the panel 20 and in a bore 
3& extending downwardly from the upper edge 
of the panel 22. The pin 28 is received in a 
bore 35 extending from the upper to the lower 
edge of the panel 20, in a bore 38 extending from 
the upper to the lower edge of the panel 22 and 
in a bore Ae extending from the upper edge of 
the panel 24. The pin 3 is received in a bore 
42 extending from the upper to the lower edge 
of the panel 22 and in a bore 44 extending from 
the upper edge of the panel 24. The pins 26, 
28 hold the panel 26 to the panel 22 and the 
pins 28, 38 hold the panel 22 to the panel 24. 
The pin 28 is disposed medially of Said panels 
and the pins 2S, 3G are located on opposite sides 
of said medial pin. 
The intermediate and upper panels are pro 

vided on their front and back Surfaces adjacent 
both side edges thereof with suitable means for 
detachable connection to elongated flexible men 
bers, such for instance as chains, wires or cords. 
Such means conveniently may constitute eyes, 
eyes & S being on the front of the panel 20, eyes 
48 being on the front of the panel 22, eyes 59 
being on the back of the panel 20 and eyes 
52 being on the back of the panel 22, Said eyes 
are located further from the medial pin 28 than 
the edges of the lower panel 24. 
The platform 2 has four posts 54, 56, 58, 60 

Secured thereto in erect position by Suitable 
fastening means. Two of the postS 54, 56 are 
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4. 
located in front of the support 4, the other 
tWO postS being disposed in back of the Sup 
port. TWO posts 54, 58 are located to One side 
of the support and the other two 56, 60 to the 
other side of the Support. 
The apparatus also includes Several pairs 

of elongated flexible members Such as Wires, 
chains or cords, of Which only two, the cords 
62, 64, are shown herein. These cords run over 
certain selected pulleys of a large number of 
pulleys provided on the apparatus, the Selec 
tion being made in accordance With the type 
of exercise or neaSurement to be furnished or 
taken. Said pulleys are as follows: A pulley 
63 at the top of each front post 54, 56, a pulley 
68 adjacent the bottom of each front post, a 
pulley is adjacent the bottom of each rear post 
58, 60, a pulley 2 adjacent the top of each 
rear post, and a Second pulley fi adjacent the 
top of each rear post. The pulleys 66, 68, 79 
and 2 all are on or adjacent the side of the 
posts facing the Support A. The pulley 74 is 
On the Side of the post remote from the Support 
4 and is held a Way from Said post by a 

bracket 6. 
The ends of the cords 62, 64 are provided 

With means for rapidly detachably Securing the 
Same to the eyes A6-52. As illustrated herein 
Such means comprises a Spring finger hook 78 
haWing a leaf Spring 80 Secured to its Shank and 
extending over its tip. 
The apparatus also includes a counter 

Weight 82 in the form of a. Weight pan 84, having 
an erect central Spindle 86. at Whose upper end 
an eye 88 is provided. 
To use the apparatus...in aid of a muscle, which 

raises the foot upWardly about the ankle and 
Which is in a grade 1 or 2 condition, the hooks 
on one end of each of the cords 62, 64 are Snapped 
on the eyes 46 and are threaded in order over 
the pulleys 66, 68, 70, 74. The narrow panel 
24 allows the cord runs between the pulleys 
68 and 7 to clear the Support 4. The hooks 
On the other ends of the cord are Snapped on 
the eyes. 88. The cords are of Such length that 
When SO arranged and With the foot raised the 
Weight pan 34 is not below the level of the plat 
form 2. 
The device is placed on a bed, table or other 

Suitable Support and the patient's calf rested 
On the platform. With the heel adjacent, the 
hinge S6 and the Sole of the foot. On the front 
Surface of the support 4. The foot is flexed 
down Wardly about the ankle. by the muscle or 
muscles normally used for this purpose, it being 
aSSumed that these are unimpaired or Sufficiently 
Strong to perform. Such an action. 
Weights 9 are placed on the pan 84. These 

Weights are provided in various magnitudes and 
include even Very light WeightS. in the neighbor 
hood of A of an ounce. The weights are added 
until there is just enough force, together with 
the full strength of the impaired muscle, to move 
the foot back to the position illustrated in full 
lines in Fig. 1. This makes the patient use the 
impaired muscle at its utmost strength. 
The total value of the Weights on the pan are 

an accurate measure of the assistance required 
by the muscle and therefore are an accurate 
complemental measure of the strength of the 
muscle. Moreover, by repeating movement of 
the foot as described, the muscle gradually, will 
strengthen so that the apparatus serves both as 
an exerciser and a measuring instrument. Due 
to its obviously simple construction: the appa 
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latus can be manufactured quite inexpensively 
and can be made available for use on a wide 
Scale. 

After the muscle has reached a grade 3 condi 
tion the cords 62, 64 are removed and a shorter 
set of cords used in lieu thereof. One end of 
each cord is Snapped to the eyes 50 and the 
cords are threaded only over the pulleys 74, the 
other ends being snapped on the eyes 88 of the 
weight pan spindles. The patient's foot is 
slipped under the strap 8. The foot is relaxed 
and the weights allowed to drag the foot into 
downwardly fiexed position. Then, with the 
patient's muscles, the foot is raised against the 
weights 99, these weights being exactly balanced 
to a degree that the muscles of the foot barely 
can raise the same. Thus in this condition also 
the apparatus can measure the strength of and 
exercise the involved muscle. 
Should the downwardly flexing muscles of the 

foot also be afflicted and it is desired to as 
sistively exercise grade 1 or 2 muscles which raise 
the foot, the cords 62, 64 are set up as indicated 
in Fig. i. In addition another set of cords have 
one set of ends Snapped on the eyes 58. The lat 
ter cords are passed around the pulley 72 and 
the other set of ends are given to the patient who 
by pulling on them can swing the board down 
Wardly against the action of the weights 98 and 
then permit the Weights 90 to assist his impaired 
muscles in raising the foot. 

ihe combined height of the three panels 2, 
22, 24 is equal to approximately the length of an 
average adult foot. With the upper panel 20 re 
moved, the height of the support is about that of 
an average adult hand so that when this upper 
panel is taken away the device can be used for 
exercise of the muscles which flex the Wrist. 
Moreover, with the upper panel removed the 
patient's toes may be curled about the upper 
edge of the intermediate panel 22 So as to enable 
the patient to secure a better grip on the Sup 
port A. When said upper panel is removed a 
substitute pin 28 is used which is shorter than 
the pin shown in Fig. 3, its length being equal 
to the height of the panel 22 plus the depth of 
the bore 40. 
When the device is employed as an exerciser 

and measuring instrument for the Wrist muscles, 
the cords are connected in the Same manner as 
that indicated for the ankle muscles except that 
the eyes 48, 52 are used in lieu of the eyes 
46, 59. Often the weak muscle is but one of a group 
of muscles which is used to flex the hand or foot 
in one or another direction. In Such case, un 
less the proper exercise is given, the afflicted 
muscle is not benefited. For example, if the 
afflicted muscle is the one which moves the foot 
upwardly and outwardly, the foot still can be 
moved upwardly by the muscles which move the 
foot upwardly and inwardly and the muscle 
which simply moves the foot upwardly. In this 
case exercise of the single afflicted muscle is 
given by removing the pin 30 and thereby per 
mitting the panels 20 and 22 jointly to SWing 
about an axis perpendicular to the axis of the 
hinge 6. The effect of this is to allow the Sup 
port 8 to swivel. Only one cord, e. g. the cord 
64, is connected, being secured to the eye on the 
afflicted side of the foot. If the bad muscle is 
a grade or 2, the cord is connected as indi 
cated in Fig. 1 to give assistive exercise and it 
Will be observed that the assistive exercise is 
given in such fashion as to aid the Weak muscle 
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6 
only. If the muscles controlling opposite sides 
of the foot are afflicted to different degrees, dif 
ferent weights are placed on the weight pans on 
both sides of the device, thus enabling the exact 
minimal amount of assistance to be applied sep 
arately to the two sides of the foot. 

It Will be apparent that a similar arrange 
ment can be used to exercise singly afflicted or 
differently afflicted muscles of the Wrist with the 
panel 20 removed and the pin 38 withdrawn. 

It thus will be seen that I have provided a 
device which achieves all the objects of my in 
vention and is well adapted to meet the condi 
tions of practical use. 
AS Various possible embodiments might be 

made of the above invention, and as various 
changes might be made in the embodiment above 
Set forth, it is to be understood that all matter 
herein described, or shown in the accompanying 
dra Wings, is to be interpreted as illustrative aid 
not in a limiting sense. 
Having thus described my invention, I claim 

as new and desire to Secure by Letters Patent: 
1. An exerciser and measuring instrument for 

the carpal-tarsal joints, said exerciser coin pris 
ing an elongated horizontal platform, a support 
for a limb extremity, a hinge connecting said 
Support to said platform for rotation about a 
horizontal axis transverse to the longitudinal 
axis of the platform, two pairs of vertical posts, 
one pair in front of and one pair behind the sup 
port, one post of each pair being at one side of 
the support and the other post of each pair being 
at the other side of the support, a pulley ad 
jacent the top of each front post on the side 
of the post facing the Support, a pulley adjacent 
the top of each rear post on the side of the post 
facing away from the support, a pair of elongated 
flexible members, a pair of means to removably 
Support a plurality of weightS, means detachably 
connecting an end of each of Said members to 
a different one of said weight supporting means 
and the other end to a different side of the Sup 
port with said members guided over said pulleys, 
and means to hold a limb extremity on Said Sup 
port. 

2. An exerciser and measuring instrument for 
the carpal-tarsal joints, said exerciser compris 
ing an elongated horizontal platform, a support 
for a limb extremity, a hinge connecting said 
support to said platform for rotation about a 
horizontal axis transverse to the longitudinal 
axis of the platform, two pairs of vertical posts, 
one pair in front of and one pair behind the 
Support, one post of each pair being at One Side 
of the support and the other post of each pair 
being at the other side of the Support, a pulley 
adjacent the top of each front post, a pulley ad 
jacent the top of each rear post, a pair of elon 
gated flexible members, a pair of means to re 
movably support a plurality of weights, means 
detachably connecting an end of each of said 
members to a different one of said weight, Sup 
porting means and the other end to a different 
side of the Support with said members guided 

, over said pulleys, and means to hold a limb ex 
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75 

tremity on Said Support. 
3. An exerciser and measuring instrument for 

the carpal-tarsal joints, said exerciser compris 
ing an elongated horizontal platform, a support 
for a limb extremity, a hinge connecting said 
support to said platform for rotation about a 
horizontal axis transverse to the longitudinal 
axis of the platform, two pairs of vertical posts, 
One pair in front of and one pair behind the 
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support, one post of each pair being at one side 
of the support and the other post of each pair 
being at the other side of the support, a pulley 
adjacent the top and bottom of each post on the 
side: thereof facing the support, a pulley adjacent 
the top of each rear post on the Side thereof 
facing away from the support, a pair of elongated 
flexible members, a pair of means to removably 
support a plurality of weights, means on the 
front and back at both sides of the Support Con 
stituting one-half of a rapidly detachable at 
taching means, means on an end of each men 
ber constituting the other half of Said rapidly 
detachable attaching means, means detachably 
connecting the other end of each member to a 
different one of the Weight Supporting means, 
and means to hold a limb extremity on Said Support. 

4. An exerciser and measuring instrument for 
the carpal-tarsal joints, said exerciser compris 
ing an elongated horizontal platform, a support 
for a limb extremity, a hinge connecting Said 
Support to Said platform for rotation about a 
horizontal axis transverse to the longitudinal axis 
of the platform, at least four pulleys, means to 
support tWO of Said pulleys in front and on Op 
posite sides of the Support and above the plat 
form, means to support the other two pulleys in 
back and On opposite Sides Of the Support above 
the platform and beyond an edge thereof, a pair 
of elongated flexible members, means on the 
front and back at both sides of the Support Con 
Stituting one-half of a rapidly detachable at 
taching means, means on an end of each member 
constituting the other half of said rapidly de 
tachable attaching means, means detachably 
connecting the other end of each member to a 
different one of the Weight Supporting means, 
and means to hold a limb extremity. On said Support. 

5. An exerciser and measuring instrument for: 
the carpal-tarsal joints, said exerciser compris 
ing an elongated horizontal platform, a Support. 
for a limb. extremity, a hinge connecting Said 
Support to said platform for rotation about a 
horizontal axis transverse to the longitudinal axis 
of the platforrin, at least four pulleys, means to 
Support two. of said pulleys in front and on op 
posite sides of the Support and above, the plat 
form, means to Support the other two pulleys' in 
back and on opposite sides of the Support above 
the platform and beyond an edge thereof, a pair 
of elongated fiexible nenbers, a pair of rheans' to 
renovably Support, a plurality of weightS, means 
detachably connecting an end of each of said: 
members to a different one of said weight super 
porting means and the other end to a different 
Side of the Support With said members guided 
over said pulleys, and means to hold a limb. ex 
tremity on Said Support. 

6. An exerciser and measuring instrument for 
the carpal-tarsal joints, said exerciser. compris 
ing an elongated horizontal platform, a Support 
for a limb extremity, a hinge connecting said 
support to said platform for rotation abouti, a 
horizontal axis transverse to the longitudinal 
axis of the platform, means to mount said Sup 
port for rotation relative to said hinge about an 
axis transverse to said horizontal axis, two-pairs 
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of Vertical postS, one pair in-front, of and one 10 
pair behind the Support, one post of each pair 
being. at one-side of the Support and the other. 
post of each pair being at the other side of the 
Support, a pulley adjacent, the top. of each front. 

S. 
a pair of elongated flexible members, a pair of 
means to. removably support a plurality of 
weights, means detachably connecting an end of 
each of said members to a different one of Said 
weight. Supporting means: and the other end to 
a different-side of the support with said members 
guided over Said pulleys, and means to hold a 
limb, extremity on said. Support. 

7. An exerciser and measuring instrument for 
the Carpal-tarsal joints, said exerciser compris 
ing an elongated horizontal platform, a support 
for a limb extremity, a hinge connecting said 
Support to Said platform for rotation about a 
horizontal axis transverse to the longitudinal axis 
of the platform, means to mount said support for 
rotation relative to said hinge about an axis 
transverse to Said horizontal axis, two pairs of 
vertical posts, one pair in front of and one pair 
behind the Support, one post of each pair being 
at One Side of the support and the other post of 
each pair being at the other side of the support, a 
Rulley adjacent the top and bottom of each post 
on the Side thereof facing the Support, a pulley 
adjacent the top of each rear post on the side 
thereof facing away from the support, a pair of 
elongated flexible members, a pair of means to 
renovably. Support a plurality of weights, means 
On the front- and back at both sides of the Sup 
port constituting one-half of a rapidly detach 
able attaching means, means on an end of each 
member constituting the other half of said rapid 
ly detachable attaching means, means detachably 
connecting the other end of each member to a 
different one of the Weight supporting means, 
and means to hold a limb extremity on said sup port: 

8. An exerciser and measuring instrument, for 
the carpal-tarsal joints, said exerciser compris 
ing an: elongated horizontal platform, a support 
for a limb extremity, a hinge connecting said 
Support, to Said platform for rotation about a 
horizontal axis transverse to the longitudinal 
axis of the platform, means, to mount said sup 
port for rotation relative to said hinge about an 
axis transverse to said horizontal axis, means 
Selectively to render said last-named means in 
effective, two pairs of vertical posts, one pair in 
front of and one pair behind the support, one 
post of each pair being at one side of the support 
and the other post of each pair being at the other 
Side of the Support, a pulley adjacent the top 
and bottom of each post on the side thereof fac 
ing the Support, a pulley adjacent the top of each 
rear post on the Side thereof facing away from 
the Support, a pair of elongated flexible mem 
bers, a pair of means to removably support a 
plurality of Weights, means on the front and back 
at both Sides of the Support constituting one 
half of a rapidly detachable attaching means, 
means. On an end of each member constituting 
the other half of said rapidly detachable attach 
ing means, means detachably connecting the 
other end of each member to a different one of 
the Weight Supporting means; and means to hold 
a limb extremity on said support. 

9. An exerciser and measuring instrument for 
the carpal-tarsal joints, said exerciser compris 
ing an elongated horizontal platform, a support 
for a limb extremity, said support including a 
lower part and an upper part, a hinge connecting 
Said lower part to said platform for rotation 
about a horizontal axis transverse to the longi 
tudinal axis of the platform, means to mount said 
upper part. On Said lower part for rotation about post, a pulley adjacent the top of eachirear post, 75 an: axis transverse-to said:horizontal axis, a pair 
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of elongated flexible members, each of Said mem 
bers having an end thereof secured to a different 
means to removably support a plurality of 
weights, means rotatably guiding said members 
near said weight supporting means, means Selec 
tively to rotatably guide said members in front of 
said support, and rapidly detachable attaching 
means for connecting the other end of each mem 
ber to opposite sides of Said upper part. 

10. An exerciser and measuring instrument for 
the carpal-tarsal joints, said exerciser compris 
ing an elongated horizontal platform, a Support 
for a limb extremity, said support including a 
lower part and an upper part, a hinge connecting 
said lower part to said platform for rotation 
about a horizontal axis transverse to the longi 
tudinal axis of the platform, means to mount 
said upper part on said lower part for rotation 
about an axis transverse to said horizontal axis, 
means Selectively to render said last-named 
means ineffective, a pair of elongated flexible 
members, each of Said members having an end 
thereof secured to a diffrent means to removably 
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Support a plurality of weights, means rotatably 
guiding said members near said Weight Support 
ing means, means selectively to rotatably guide 
said members in front of said support, and rapid 
ly detachable attaching means for connecting the 
other end of each member to opposite sides of said upper part. 

11. An exerciser as set forth in claim 10 where 
in the upper part includes a top section, a bottom 
section and means to disconnectably secure said sections together. 
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