(54) Title: A DEVICE FOR CLEANING THE TEATS OF AN ANIMAL AND A MILKING STALL INCLUDING THE DEVICE

(55) Abstract: The invention refers to a device for cleaning the teats of an animal and to a milking stall. The device includes a first conduit member (1) and a teat-cleaning member (2), which via the first conduit member is connectable to a central arrangement (3) for supplying cleaning liquid and discharging waste liquid. The teat-cleaning member (2) includes at least two teat-cleaning cups (5) to be applied to a respective teat of the animal, a conduit assembly and two second conduit members (7) extending between a respective one of the teat-cleaning cups and the conduit assembly. Each teat-cleaning cup (5) is connected to the central arrangement (3) via the respective second conduit member (7) and the first conduit member (1) for the supply of cleaning liquid and the discharge of waste liquid.

Published:
— with international search report

For two-letter codes and other abbreviations, refer to the "Guidance Notes on Codes and Abbreviations" appearing at the beginning of each regular issue of the PCT Gazette.
A device for cleaning the teats of an animal and a milking stall including the device

BACKGROUND OF THE INVENTION AND PRIOR ART

The present invention refers generally to the treatment of the teats of an animal in connection with a milking operation, especially a treatment including cleaning and/or massaging of the teats. The present invention refers to such treatments in all kind of milking stalls, such as herringbone milking parlours, rotary milking parlours, tandem parlours, milking parlours adapted for manual as well as automatic attachment of the teatcups, etc.

More specifically the present invention refers to a device for cleaning the teats of an animal, including at least one first conduit member and at least one teat-cleaning member, which via the first conduit member is connectable to a central arrangement for supplying cleaning liquid and discharging waste liquid.

The present invention also refers to a milking stall including such a device.

Such teat-cleaning devices are known for cleaning the teats of an animal to be milked before a milking operation and possibly after a milking operation. Such a cleaning before the milking operation has several purposes. A first purpose is to clean the teat in order to prevent dirt, micro-organisms or other particles from reaching the milk to be delivered. A second purpose is to massage the teat in order
to make the animal prepared for the milking operation so that the milk can be extracted from the teat in an easy manner. A third purpose is to extract the so-called fore-milk, which is the first small quantity of milk. This quantity of milk has a poor quality and is therefore not suitable to be delivered from the farm.

WO01/17337 discloses such a teat-cleaning device, which include a single teat-cleaning cup to be attached to a teat to be cleaned. The teat-cleaning cup is connected to a central arrangement for supplying a cleaning liquid into an inner space of the teat-cleaning cup and for discharging waste liquid from the inner space of the teat-cleaning cup by means of the application of a low, sub-atmospheric pressure. The teat-cleaning device disclosed in WO01/17337 is intended for being used together with an automatic handling device for the attachment of the teat-cleaning cups and the teatcups to the teats of the animal. During a cleaning operation the known teat-cleaning cup is moved successively from one teat to another for cleaning of the respective teats. In a milking stall with manual attachment of the teatcups, the cleaning operation is normally performed completely without the use of any particular cleaning equipment.

However, the manual cleaning operations according to the prior art are time-consuming and require a significant labour effort from the milker. The milker has to clean the teats successively. During cleaning of an individual teat, the milker has to take a very tiring position, which is unfavourable from an ergonomic point of view.

SUMMARY OF THE INVENTION

The object of the present invention is to remedy the problems mentioned above and to provide a teat-cleaning
device, which is operable in a convenient manner and in such a way that the efforts to be made by the milker are small.

This object is achieved by the device initially defined, which is characterised in that the teat-cleaning member includes at least two teat-cleaning cups to be applied to a respective teat of the animal, a conduit assembly and two second conduit members extending between a respective one of the teat-cleaning cups and the conduit assembly, and that each teat-cleaning cup is connected to the central arrangement via the respective second conduit member and the first conduit member for said supply of cleaning liquid and said discharge of waste liquid.

By means of such a device the teat-cleaning member may easily be attached to all the teats of the animal and the cleaning operation may be performed simultaneously for all the teats. Consequently, the time required for the cleaning operation of an animal may be significantly reduced in comparison with the prior art where the teats of an animal are cleaned successively.

According to an embodiment of the invention, the central arrangement is arranged to discharge the waste liquid by applying a pressure significantly lower than the atmospheric pressure to the teat-cleaning cups via the conduit members. By means of such a sub-atmospheric pressure, which may be obtained by means of a vacuum pump, the waste liquid can be withdrawn in an efficient manner from the teat-cleaning cups. Moreover, thanks to the application of the sub-atmospheric pressure the teat-cleaning cups may also be retained on the teats during the cleaning operation so that the milker does not need to hold the teat-cleaning cups during the cleaning operation. A further advantage of the sub-atmospheric pressure is that the first quantity of milk,
i.e. the so-called fore-milk may be extracted from the teat and transported away from the teat-cleaning cup.

According to a further embodiment of the invention, each conduit member includes a supply conduit for the supply of the cleaning liquid to said teat-cleaning cup, and a discharge conduit for the discharge of waste liquid from said teat-cleaning cup. Thus, mixing of any quantity of the supply liquid and the waste liquid can be avoided. Preferably, the central arrangement is then arranged to perform the supply of cleaning liquid and the discharge of waste liquid simultaneously. Thus a continuous flow of liquid through the inner space of the teat-cleaning cup is created. In order to permit such flow, an air inlet opening may be provided between the surroundings and the inner space of the teat-cleaning cups, or between the surroundings and any one of the conduit members in the proximity of the teat-cleaning cup.

According to a further embodiment of the invention, the conduit assembly includes a connection member, which connects each second conduit member to the first conduit member. The supply conduit of each second conduit member may then be connected to the supply conduit of the first conduit member, wherein the discharge conduit of each second conduit member is connected to the discharge conduit of the first conduit member.

According to another embodiment of the invention, the conduit assembly includes a connection member arranged to hold the conduit members together. Such a connection member may be realised as a band or ring-shaped member extending around the bundle of conduit members.

According to a further embodiment of the invention, the teat-cleaning member includes a casing enclosing the
connection member and having a first opening for the passage of the first conduit member and at least two second openings for the passage of a respective one of the second conduit members. By means of such a casing, the teat-cleaning member is easy and convenient to handle. Advantageously, each second conduit member may be relatively rigid permitting the second conduit member and the associated teat-cleaning cup to extend in an upward direction. Such rigidity facilitates the attachment of the teat-cleaning cups to the teats. This design is advantageous together with said casing.

According to a further embodiment of the invention, the teat-cleaning member includes a grip member, permitting holding of the teat-cleaning member. Advantageously, the grip member may be provided on the casing to be engaged by a wire-like member, for instance.

According to a further embodiment of the invention, the device includes a carrying arrangement for carrying the teat-cleaning member. Advantageously, the carrying arrangement may be adapted to permit the teat-cleaning member to be movable, in particular between at least an inactive position beside the animal to be cleaned and an active position beneath the teats of the animal. Moreover, the carrying arrangement may permit the teat-cleaning member to be transported between different milking positions in a milking stall, so that the teat-cleaning device according to the invention may serve several milking positions.

According to a further embodiment of the invention, the carrying arrangement is adapted to permit the teat-cleaning member to be attached to the animal and to follow the animal during a movement of the animal. Such a movement may include a movement, where the animal walks from a first animal position to a second animal position, e.g. at an entrance path outside a rotary parlour, or where the animal is moved
on e.g. a rotary platform of a rotary parlour. In such a way
the teat-cleaning member may follow an animal to be cleaned
when the animal moves or is moved a certain distance during
the cleaning operation.

According to a further embodiment of the invention, the
carrying arrangement includes a support arm, which carries
the teat-cleaning member and is movable in such way that
said positions of the teat-cleaning member are reachable.

According to a further embodiment of the invention, the
carrying arrangement includes at least one rail and a
carriage movable along the rail, wherein the teat-cleaning
member may be suspended in the carriage via a wire-like
member. Such a rail and carriage permit the teat-cleaning
member to be moved horizontally. The carrying arrangement
may also include at least one holding member for holding the
first conduit member along the wire-like member and the
carriage. Thus the first conduit member may extend
substantially vertically along the wire-like member, wherein
the first conduit member is removed from the area where the
milker is present. Advantageously, said holding member may
form an open passage through which the first conduit member
is movable, permitting the first conduit member to slide in
the holding member along carriage and possibly also the
wire-like member when the latter is raised or lowered.

According to a further embodiment of the invention, the
device includes a balancing member enabling the teat-
cleaning member to be raised and lowered by the application
of a force smaller than the gravity force of the teat-
cleaning member proper. Consequently, the milker may move
the teat-cleaning member vertically in a convenient manner.
Advantageously, the balancing member may be provided on the
carriage. Furthermore, the balancing member may be arranged
to collect the wire-like member, for instance the wire-like
member may be wound on a reel or the like, which may be provided in the carriage.

According to a further embodiment of the invention each teat-cleaning cup includes a lower end, an upper end and an inner space, the upper end defining an opening for the introduction of the teat to be cleaned into the inner space. Moreover, each teat-cleaning cup may include a flexible lip extending around the opening and inwardly towards a centre of the opening in order to abut tightly the teat introduced into the inner space of the teat-cleaning cup. By means of such a lip, uncontrolled air leakage from the surroundings into the inner space can be prevented and thus a secure attachment of the teat-cleaning cup onto the respective teat is obtained. Advantageously, the lip slopes downwards towards the centre of the opening. Such an downwardly, inwardly inclined lip will prevent the teat-cleaning cup from falling off the teat, since the sub-atmospheric pressure in the inner space, thanks to this design of the lip, will tend to pull the teat into the inner space.

According to a further embodiment of the invention, the teat-cleaning device includes a retracting member arranged for retracting the teat-cleaning member from the teats of the animal after the cleaning operation is finished. By means of such a retracting member the teat-cleaning member does not need to be manually removal from the teats.

The object is also achieved by a milking stall including a device as specified above. Advantageously, the milking stall may include a number of milking boxes, each being adapted to receive one animal. The milking stall may be arranged according to various layouts, such as a herringbone milking parlour, a tandem milking parlour, a parallel milking parlour, a rotary milking parlour. Moreover, the milking stall may include a milking machine having a number of
teatcups to be attached to the teats of the animal to be milked, and an apparatus for automatic attachment of the teatcups to the teats of the animal.

5 BRIEF DESCRIPTION OF THE DRAWINGS

The present invention will now be described more closely by means of various embodiments thereof and with reference to the drawings attached hereto.

10 Fig 1 discloses schematically a view of a teat-cleaning device according to an embodiment of the present invention.

Fig 2 discloses a side-view of the device in Fig 1.

15 Fig 3 discloses another side-view the device in Fig 1.

Fig 4 discloses a view from above of the device in Fig 1.

Fig 5 discloses schematically a connection member of the device in Fig 1.

20 Fig 6 discloses a teat-cleaning cup of the device in Fig 1.

Fig 7 discloses a view of the teat-cleaning device in Fig 1 in two different positions.

Fig 8 discloses schematically a view from above of a herringbone milking parlour.

25 Fig 9 discloses schematically a view from above of a tandem milking parlour.

Fig 10 discloses schematically a view from above of a rotary milking parlour.

30 Fig 11 discloses schematically a side view a device according to the invention with a carrying arrangement including a support arm.
DETAILED DESCRIPTION OF VARIOUS EMBODIMENTS OF THE INVENTION

Fig 1 discloses a teat-cleaning device according to an embodiment of the present invention. The teat-cleaning device is intended to be arranged in a milking stall for cleaning the teats of the animals to be milked. It is to be noted that the same reference signs have been used in different embodiments throughout the description for elements having the same function.

The teat-cleaning device includes a first conduit member 1 and a teat-cleaning member 2. The teat-cleaning member 2 is, via the first conduit member 1, connected to a central arrangement 3, schematically disclosed in Fig 1, for supplying cleaning liquid to the teat-cleaning member 2 from a cleaning liquid tank 3' and for discharging waste liquid from the teat-cleaning member 2 to a waste tank 3''.

The teat-cleaning member 2 includes, in the embodiment described, four teat-cleaning cups 5, two of which are disclosed in Fig 1. The teat-cleaning cups 5 are attachable to a respective teat of the animal. It is to be noted that the teat-cleaning device according to the present invention is applicable to all animals that can be milked, such as cows, buffaloes, horses, sheep, goats, etc. Depending on the number of teats of the animal to be cleaned, the teat-cleaning device can include not only four teat-cleaning cups but any other number, e.g. two.

The teat-cleaning member 2 also includes a conduit assembly 6, for instance including a connection member 6', an example of which is schematically disclosed in Fig 5. Furthermore, the teat-cleaning device includes two second conduit members 7 extending between a respective one of the teat-cleaning cups 5 and the connection member 6'. Each teat-cleaning cup
5 is hence connected to the central arrangement 3 via the respective second conduit member 7 and the first conduit member 1 for the supply of said cleaning liquid and the discharge of said waste liquid. The cleaning liquid is the liquid, which is supplied for the cleaning of the teat, whereas the waste liquid is the liquid, which after the cleaning is discharged from the teat-cleaning cup 2. The central arrangement 3 is arranged to discharge the waste liquid by the application of a pressure significantly lower than the atmospheric pressure, i.e. a sub-atmospheric pressure, to the teat-cleaning cups 5 via the first conduit member 1 and the second conduit members 7. To this end, the central arrangement 3 may include or be connected to a vacuum source, for instance a vacuum pump, schematically indicated at 4, sucking the waste liquid from the teat-cleaning cups 5.

The first conduit member 1 includes a first supply conduit 11 for said supply of cleaning liquid, and a first discharge conduit 12 for the discharge of waste liquid. Each second conduit member 7 includes a second supply conduit 13 for said supply of cleaning liquid, and a second discharge conduit 14 for the discharge of waste liquid. Consequently, the central arrangement 3 can perform the supply of cleaning liquid to the teat-cleaning cups 5 and the discharge of waste liquid from the teat-cleaning cups 5 simultaneously. In the embodiment disclosed, the second supply conduit 13 of each second conduit member 7 is connected to the first supply conduit 11 of the first conduit member 1, and the second discharge conduit 14 of each second conduit member 7 is connected to the first discharge conduit 12 of the first conduit member 1. It is to be noted that the second conduit member 7 also may include two second supply conduits 13 for each teat-cleaning cup 5, for the supply of cleaning liquid, or cleaning liquid and air or any other suitable gas. The
two supply conduits 13 may be arranged to supply cleaning liquid and air in alternating manner.

To this end the connection member 6' disclosed in Fig 5 includes two parts, a supply part for the connection of the supply conduits 11, 13 and a discharge part for the connection of the discharge conduits 12, 14. The supply part includes an inner space 16, an inlet nozzle 17 communicating with the inner space 16 and four outlet nozzles 18 communicating with the inlet space 16. The inlet nozzle 17 is connectable to the first supply conduit 11. The outlet nozzles 18 are connectable to a respective second supply conduit 13. The discharge part includes an inner space 19, an outlet nozzle 20 communicating with the inner space 19 and four inlet nozzles 21 communicating with the inlet space 19. The outlet nozzle 20 is connectable to the first discharge conduit 12. The inlet nozzles 21 are connectable to a respective second discharge conduit 14.

The teat-cleaning member 2 also includes a casing 30, which is disclosed in Figs 2-4 and which encloses the connection member 6'. The casing 30 has a first opening 31 for the passage of the first conduit member 1 and four second openings 32 for the passage of a respective one of the four second conduit members 7. It is to be noted that the positions of the inlet and outlet nozzles 17, 18, 20, 21 of the connection member 6' disclosed in Fig 5 have not been adapted to the shape of the casing 30 and the positions of the openings 31, 32. Each second conduit member 7 is relatively rigid. Such rigidity may be obtained by producing at least one of the second supply conduit 13 and the second discharge conduit 14 in a relatively rigid material. Such rigidity permit the second conduit members 7 and the associated teat-cleaning cup 5 to extend upwardly in a substantially vertical, upward direction X or a slightly
inclined upward direction from the connection member 6' or from the casing 30.

Moreover, the teat-cleaning member 2 includes a grip member 33 permitting gripping and holding of the teat-cleaning member 2. In the embodiment disclosed, the grip member 33 is provided on top of the casing 30 and has the shape of a ring. The teat-cleaning member 2 also includes a handle 34, which in the embodiment disclosed is attached to the casing 30 on the lower side thereof, and which permits manual gripping of the teat-cleaning member 2.

The teat-cleaning device includes a carrying arrangement 40 for carrying the teat-cleaning member 2. In particular, the carrying arrangement 40 is adapted to carry the teat-cleaning member 2 in such manner that the teat-cleaning member 2 is movable horizontally and vertically at least between an inactive position beside A the animal to be cleaned and an active position B beneath the teats of the animal, see Fig 7. The mobility of the teat-cleaning member 2 may serve several purposes. The carrying arrangement 40 may also be adapted to ensure that the teat-cleaning member 2 can be moved to an active position beneath the animal to be cleaned and an inactive position beside the animal.

Furthermore, the carrying arrangement 40 may be adapted to permit the teat-cleaning member 2 to follow an animal, which moves along an animal route from a first animal position to a second animal position, or is moved from a first animal position to a second animal position. The carrying arrangement 40 thus may permit the teat-cleaning member 2 to be moved or transported between different milking positions in the milking stall. Each different milking position may be arranged to house a respective animal to be milked according to any suitable milking stall layout, see Figs 8 and 9. It is to be noted that the teat-cleaning position and the
milking position may be the same or geographically separated from each other.

The carrying arrangement may be designed in various manners depending on, for instance, the layout of the milking stall where the teat-cleaning device is to be installed. The carrying arrangement 40, disclosed in Figs 1 - 9, includes at least one rail 41 and a carriage 42, which is movable along the rail 41 by means of rotating wheels 43. The teat-cleaning member 2 is suspended in the carriage 42 via a wire-like member 44, e.g. in the form of a line, a rope, a wire or a chain, which is attached to the grip member 33. The carrying arrangement 40 includes at least one holding member 46 for holding the first conduit member 1 along the wire-like member 44 and the carriage 42. The holding member 46 forms an open passage through which the first conduit member 1 is movable. In the embodiment disclosed, only one holding member 46 in the form of a pulley arranged on the carriage 42 is provided, although the carrying arrangement 40 may include several carrying members of various kind and arranged along the extension of the first conduit member 1 from the teat-cleaning member 2 to the central arrangement 3. It is also to be noted that the carrying arrangement 40 may include more than only one rail for the transport of the carriage 42 and the teat-cleaning member 2 depending on the layout of the milking stall in which the teat-cleaning device is provided.

Furthermore, the teat-cleaning device includes a balancing member 48, which enables raising and lowering of the teat-cleaning member 2 by the application of a manual force that is significantly smaller than the gravity force of the teat-cleaning member 2 proper. The balancing member 48 is provided on the carriage 42. The balancing member 48 is only schematically disclosed in Fig 1 and exemplified as a reel-like member arranged to collect the wire-like member 44.
Such a reel-like member may for instance be biased by means of a spring (not disclosed) balancing the gravity force of the teat-cleaning member 2. The balancing member 48 may also be in the form of a pulley, wherein the wire-like member 44 extends around the pulley and is attached to a weight balancing the gravity force of the teat-cleaning member 2. The weight is indicated at 49 by dotted lines in Fig 1.

Fig 6 discloses more closely an example of a teat-cleaning cup 5 of the teat-cleaning device according to the invention. Each teat-cleaning cup 5 includes a shell 51, a lower end 52, an upper end 53 and an inner space 54 for receiving a teat to be cleaned. The upper end 52 defines an opening 55 for the introduction of the teat into the inner space 54. At the outer periphery of the inner space 54 but inside the shell 51, two supply channels 56 are arranged for ejecting the supply liquid into the inner space via a plurality of small nozzles 57. The supply channels 56 are both connected to the second supply conduit 13. The inner space 54 is connected to the second discharge conduit 14 for the discharge of the waste liquid. A small air inlet 58 is provided at the lower end 52, for instance, for improving the suction effect of the vacuum pump, and thus the flow of the supply liquid and waste liquid through the teat-cleaning cup 5.

Each teat-cleaning cup 5 includes a flexible lip 60 extending around the opening 55 and inwardly towards a centre of the opening 55 in order to abut tightly the teat introduced into the inner space 54. The lip 60 also slopes downwards towards the centre of the opening 55 and towards the inner space 54. The lip 60 forms in the embodiment disclosed a part of a cover member 61, which is removably arranged on top of the teat-cleaning cup 5. The cover 61 and thus the lip 60 are manufactured in flexible, preferably rubber-like material.
The teat-cleaning device also includes a retracting member 70, see Fig 1, arranged for retracting the teat-cleaning member 2 from the teats of the animal after the cleaning operation is finished. The retracting member 70 includes a cylinder 71 with a piston driven by the supply of a pressurised medium or by the application of a sub-atmospheric pressure. The piston 72 is connected to a wire-like member 73, e.g. in the form of a line, a rope, a wire or a chain, which is connected to the teat-cleaning member 2. By moving the piston rearwards the teat-cleaning cups 5 can then be withdrawn from the teats in a convenient manner. It is to be noted that the retracting function of the retracting member could also be incorporated in the balancing member 48.

In a simplified embodiment of the invention, the first conduit member 1 may include a bundle of supply conduits and discharge conduits. In this case, each such supply conduit is connected to or forms a single conduit together with a respective second supply conduit 13 of the second conduit member 7. Moreover, each such discharge conduit is connected to or forms a single conduit together with a respective second discharge conduit 14 of the second conduit member 7. In this case, the conduit assembly 6 may also include a connection member, which is arranged to hold the bundle of conduits together. Such a connection member may also possibly include the grip member 33 and the handle 34. In this case the connection member may be shaped as a band, a ring or any similar member extending around the bundle of conduits.

Figs 8 - 10 disclose three different milking stall layouts having a teat-cleaning device. Fig 8 discloses a milking stall including a so-called herringbone milking parlour having two rows of animal boxes 80 for housing a respective
animal to be milked. It is to be noted, that the milking machines for performing the milking of the animals have been excised in Fig 8 only to make the figure less complicated. In the milking stall two teat-cleaning devices of the kind disclosed in Figs 1 - 5 are provided, one for each row of animal boxes 80. As appears from Fig 8 the rail 41 of each teat-cleaning device extend along a respective one of the rows of animal boxes 80. The carriage 42 is movable along the rail to permit the teat-cleaning member to be moved between the different animal boxes 80 and thus between the animals to be cleaned. Consequently, the teats of each animal in the animal boxes 80 may be cleaned and massaged successively by means of the movable teat-cleaning member 2 before the teatcups of the milking machine are attached to the teats of the animals. Furthermore, as appears from the teat-cleaning device shown to the right in Fig 8 more than one carriage 42, and in this case two carriages 42, may be mounted on the rail 41 to be movable along the row of animal boxes 80. Such a configuration is advantageous when a large number of animal boxes 80 are arranged along one row.

Fig 9 discloses a milking stall including a so-called tandem milking parlour having one row of animal boxes 80 arranged after each other in a row. Each animal box 80 is also in this case adapted to house one animal to be milked. As appears from Fig 9 a milking machine 81 is associated with each milking box 80. Each milking machine 81 is schematically disclosed having a milk conduit 82 and a milking member 83 with four teatcups (not specifically disclosed) to be attached to the teats of the animal to be milked. Moreover, an apparatus 85 having a robot arm 86 is associated with each milking box 80 for automatic attachment of the milking member 83 and the teatcups to the teats of the animal. A teat-cleaning device of the kind disclosed in Figs 1 - 5 is provided, wherein the rail 41 extends along the row of animal boxes 80. The carriage 42 is thus movable
along the rail 41 to permit the teat-cleaning member 2 to be moved between the different animal boxes 80 and thus between the animals to be cleaned. Consequently, the teats of each animal in the animal boxes 80 may be cleaned and massaged successively by means of the movable teat-cleaning member 2 before the teatcups of the milking machine 81 are attached to the teats of the animals. It is to be noted that also the teat-cleaning member 2 may be attached to the teats of the animal by means of an apparatus for automatic attachment, for instance the apparatuses 85. In this case the rail 41 and the carriage 42 are preferably arranged on the same side of the row of animal boxes 80 as the apparatuses 85.

Fig 10 discloses a milking stall including a rotary milking parlour having a plurality of animal boxes 80 for housing a respective animal to be milked. The milking parlour includes a rotary platform 90, which is rotatable in a rotary direction a and on which the animal boxes 80 are arranged along the periphery of the circular platform 90. A milking machine 81, having a milk conduit 82 and a milking member 83, is associated with each animal box 80. The milking machines 81 are provided on the rotary platform 90. The milking stall disclosed in Fig 10 also includes a stationary entry path 91 and a stationary exit path 92 arranged for permitting the animals to enter and exit, respectively, the rotary platform 90.

The rotary parlour disclosed in Fig 10 is a so-called tandem rotary parlour where the animals are positioned in a tangential direction nose-to-tail after each other along the periphery of the rotary platform 90. However, the teat-cleaning device may also be used together with a rotary parlour of any other kind, such as a herringbone rotary parlour, a rotoradial rotary parlour, an abreast rotary parlour, etc.
The teat-cleaning device disclosed in Fig 10 differs from the one disclosed in Figs 1 - 9 in that the rail 41 is designed to form a closed path. In the embodiment disclosed in Fig 10, four carriages 42, each carrying a teat-cleaning member 2, are provided on the rail 41. The carriages 42 are thus permitted to move around the closed path formed by the rail 41. The four teat-cleaning members 2 are connected to a common central arrangement 3 via a respective first conduit member 1 and a common distribution conduit 93, which includes a vertical conduit portion 94. The first conduits 1 are connected to the common distribution conduit 93 by means of a respective swivel connection 95 (one of which is indicated in Fig 10) arranged to be rotatable around the vertical conduit portion 93.

Consequently, the carriages 42 carrying the teat-cleaning members 2 may travel along the closed path along the direction b. One of the teat-cleaning members 2 may thus be attached to the teats of an animal approaching the rotary parlour, in the example disclosed at a distance of approximately two cow lengths from the rotary platform 90. The teat-cleaning member 2 is thus permitted to follow the movement of the animal during its walk towards the platform 90 from a first animal position to a second animal position thanks to the carriage 42 being movable along the rail 41. In connection with the animal entering the rotary platform 90, the teat-cleaning member 2 is removed from the teats of the animal, for instance by the movement of the rotary platform 90 or by a retracting member, such as the retracting member 70 disclosed in Fig 1. The milking member 83 may then be attached to the teats of the animal and remain during the stay of the animal on the rotary platform 90 as known per se.

In an alternative embodiment, the teat-cleaning device and the rail 41 may be arranged in parallel with the rotary
platform 90 instead of the entry path 91. In such a design, the teat-cleaning member will be attached to the teats of the animal when the animal has entered the rotary platform 90 and follow the animal during an initial part of the stay on the rotary platform 90.

Fig 11 discloses a still further embodiment of the teat-cleaning device. This embodiment differs from the previous embodiments in that the carrying arrangement includes a support arm 100. The support arm 100 carries the teat-cleaning member 2. The support arm 100 is movably mounted to a base member 101 in such a way that the teat-cleaning member 2 is movable between an inactive position and an active position, and movable to follow a movement of the animal to which the teat-cleaning member 2 is attached.

The present invention is not limited to the embodiments disclosed but may be varied and modified within the scope of the following claims.
Claims

1. A device for cleaning the teats of an animal, including at least one first conduit member (1) and at least one teat-cleaning member (2), which via the first conduit member (1) is connectable to a central arrangement (3) for supplying cleaning liquid and discharging waste liquid, characterised in that the teat-cleaning member (2) includes at least two teat-cleaning cups (5) to be applied to a respective teat of the animal, a conduit assembly (6) and two second conduit members (7) extending between a respective one of the teat-cleaning cups (5) and the conduit assembly (6), and that each teat-cleaning cup (5) is connected to the central arrangement (3) via the respective second conduit member (7) and the first conduit member (1) for said supply of cleaning liquid and said discharge of waste liquid.

2. A device according to claim 1, characterised in that the central arrangement (3) is arranged to discharge the waste liquid by applying a pressure significantly lower than the atmospheric pressure to the teat-cleaning cups (5) via the conduit members (1, 7).

3. A device according to any one of claims 1 and 2, characterised in that each conduit member (1, 7) includes a supply conduit (11, 13) for the supply of the cleaning liquid to said teat-cleaning cup (5), and a discharge conduit (12, 14) for the discharge of waste liquid from said teat-cleaning cup (5).

4. A device according to claims 2 and 3, characterised in that the central arrangement (3) is arranged to perform the supply of cleaning liquid and the discharge of waste liquid simultaneously.
5. A device according to any one of the preceding claims, characterised in that the conduit assembly includes a connection member (6'), which connects each second conduit member (7) to the first conduit member (1).

6. A device according to claims 3 and 5, characterised in that the supply conduit (13) of each second conduit member (7) is connected to the supply conduit (11) of the first conduit member (1), and that the discharge conduit (14) of each second conduit member (7) is connected to the discharge conduit (12) of the first conduit member (1).

7. A device according to any one of claims 1-4, characterised in that the conduit assembly includes a connection member arranged to hold the conduit members (1, 7) together.

8. A device according to any one of the preceding claims, characterised in that the teat-cleaning member (2) includes a casing (30) enclosing the connection member (6') and having a first opening (31) for the passage of the first conduit member (1) and at least two second openings (32) for the passage of a respective one of the second conduit members (7).

9. A device according to any one of the preceding claims, characterised in that each second conduit member (7) is relatively rigid permitting the second conduit member (7) and the associated teat-cleaning cup (5) to extend in an upward direction (x).

10. A device according to any one of the preceding claims, characterised in that the teat-cleaning member (2) includes a grip member (33) permitting holding of the teat-cleaning member.
11. A device according to claims 8 and 10, characterised in that the grip member (33) is provided on the casing (30).

12. A device according to any one of the preceding claims, characterised in that the device includes a carrying arrangement (40) for carrying the teat-cleaning member (2).

13. A device according to claim 12, characterised in that the carrying arrangement is adapted to permit the teat cleaning member (2) to be movable.

14. A device according to claim 13, characterised in that the teat cleaning member (2) is movable between at least an inactive position (A) beside the animal to be cleaned and an active position (B) beneath the teats of the animal.

15. A device according to any one of claims 12 to 14, characterised in that the carrying arrangement is adapted to permit the teat-cleaning member (2) to be attached to the animal and to follow the animal during a movement of the animal.

16. A device according to any one of claims 14 and 15, characterised in that the carrying arrangement includes a support arm, which carries the teat-cleaning member and is movable in such way that said positions of the teat-cleaning member are reachable.

17. A device according to any one of claims 12 to 15, characterised in that the carrying arrangement (40) includes at least one rail (41) and a carriage (42) movable along the rail (41), wherein the teat-cleaning (2) member is suspended in the carriage (42) via a wire-like member (44).

18. A device according to claim 17, characterised in that the carrying arrangement (40) includes at least one holding
member (46) for holding the first conduit member (1) along the wire-like member (44) and the carriage (42).

19. A device according to claim 18, characterised in that said holding member (46) forms an open passage through which the first conduit member (1) is movable.

20. A device according to any one of claims 17 to 19, characterised in that the device includes a balancing member (48) enabling the teat-cleaning member (2) to be raised and lowered by the application of a force smaller than the gravity force of the teat-cleaning member (2) proper.

21. A device according to claim 20, characterised in that the balancing member (48) is provided on the carriage (42).

22. A device according to any one of claims 20 and 21, characterised in that the balancing member (48) is arranged to collect the wire-like member (44).

23. A device according to any one of the preceding claims, characterised in that each teat-cleaning cup (2) includes a lower end (52), an upper end (53) and an inner space (54), the upper end defining an opening (55) for the introduction of the teat to be cleaned into the inner space.

24. A device according to claim 23, characterised in that each teat-cleaning cup (5) includes a flexible lip (60) extending around the opening (55) and inwardly towards a centre of the opening in order to abut tightly the teat introduced into the inner space (54) of the teat-cleaning cup (5).

25. A device according to claim 24, characterised in that the lip (60) slopes downwards towards the centre of the opening (55).
26. A device according to any one of the preceding claims, characterised in that the teat-cleaning device includes a retracting member (70) arranged for retracting the teat-cleaning member (2) from the teats of the animal after the cleaning operation is finished.

27. A milking stall including a device according to any one of the preceding claims.

28. A milking stall according to claim 26, characterised in that the milking stall includes a number of milking boxes, each being adapted to receive one animal.

29. A milking stall according to claim 28, characterised in that the milking boxes are arranged as a one of a herringbone milking parlour, a tandem milking parlour, a parallel milking parlour and a rotary milking parlour.

30. A milking stall according to any one of claims 27 to 29, characterised in that the milking stall includes a milking machine having a number of teatcups to be attached to the teats of the animal to be milked, and an apparatus for automatic attachment of the teatcups to the teats of the animal.
INTERNATIONAL SEARCH REPORT

International application No.
PCT/SE 03/00853

A. CLASSIFICATION OF SUBJECT MATTER

IPC7: A01J 7/04
According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

IPC7: A01J

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

SE, DK, FI, NO classes as above

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

EPDOC, WPI

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>EP 0728412 A1 (MAASLAND N V), 28 August 1996 (28.08.96), column 3, line 35 - line 52; column 7, line 22 - line 58, figures 1,3,8</td>
<td>1-30</td>
</tr>
<tr>
<td>A</td>
<td>WO 9903331 A1 (MAASLAND N V), 28 January 1999 (28.01.99), figure 1, claims 1,5,6,18</td>
<td>1,3,13,14, 23,24,26,27, 30</td>
</tr>
<tr>
<td>A</td>
<td>WO 0117337 A1 (DEVAL HOLDING AB), 15 March 2001 (15.03.01), page 8, line 20 - line 28, figure 1, abstract</td>
<td>1-4,23-30</td>
</tr>
</tbody>
</table>

[X] Further documents are listed in the continuation of Box C. [X] See patent family annex.

Special categories of cited documents:

*A* document defining the general state of the art which is not considered to be of particular relevance

*E* earlier application or patent but published on or after the international filing date

*L* document which may throw doubt on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)

*O* document referring to an oral disclosure, use, exhibition or other means

*P* document published prior to the international filing date but later than the priority date claimed

"T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

"X" document of particular relevance: the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

"Y" document of particular relevance: the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

*"E"* document member of the same patent family

Date of the actual completion of the international search

21 August 2003

Name and mailing address of the ISA/Swedish Patent Office

Box 5055, S-102 42 STOCKHOLM
Facsimile No. +46 8 666 02 86

Date of mailing of the international search report

22-08-2003

Authorized officer

Magnus Thorén/EK
Telephone No. +46 8 782 25 00

Form PCT/ISA/210 (second sheet) (July 1998)
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>EP 0134854 A1 (IBA, INC), 27 March 1985 (27.03.85), figures 1,2</td>
<td>1,5-8,10,11</td>
</tr>
<tr>
<td>A</td>
<td>SE 516770 C2 (DELAVAL HOLDING AB), 26 February 2002 (26.02.02), page 9, line 3 - line 5, figures 1,2</td>
<td>12-15,18,20,21,23-30</td>
</tr>
<tr>
<td>A</td>
<td>EP 1163842 A2 (MAASLAND N V), 19 December 2001 (19.12.01), column 2, line 47 - line 58, figure 2</td>
<td>16,28-30</td>
</tr>
<tr>
<td>A</td>
<td>DE 1152569 B (KARNATH, KLAUS-JURGEN), 8 August 1963 (08.08.63), column 3, line 10 - line 26</td>
<td>9</td>
</tr>
</tbody>
</table>

Form PCT/ISA/210 (continuation of second sheet) (July 1998)
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>EP 0728412 A1</td>
<td>28/08/96</td>
<td>SE 0728412 T3</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 3816895 A</td>
<td>15/05/96</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 29623762 U</td>
<td>12/08/99</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69621486 D,T</td>
<td>20/02/03</td>
</tr>
<tr>
<td></td>
<td></td>
<td>NL 9500364 A</td>
<td>01/10/96</td>
</tr>
<tr>
<td>WO 9903331 A1</td>
<td>28/01/99</td>
<td>AT 235143 T</td>
<td>15/04/03</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 742392 B</td>
<td>03/01/02</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 8246698 A</td>
<td>10/02/99</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69812584 D</td>
<td>00/00/00</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0946088 A,B</td>
<td>06/10/99</td>
</tr>
<tr>
<td></td>
<td></td>
<td>SE 0946088 T3</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1258189 A</td>
<td>20/11/02</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2001500747 T</td>
<td>23/01/01</td>
</tr>
<tr>
<td></td>
<td></td>
<td>NL 1006607 C</td>
<td>00/00/00</td>
</tr>
<tr>
<td></td>
<td></td>
<td>NZ 334894 A</td>
<td>29/09/00</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 6279507 B</td>
<td>28/08/01</td>
</tr>
<tr>
<td>WO 0117337 A1</td>
<td>15/03/01</td>
<td>AU 7465800 A</td>
<td>10/04/01</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2386872 A</td>
<td>15/03/01</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1217885 A</td>
<td>03/07/02</td>
</tr>
<tr>
<td></td>
<td></td>
<td>SE 515440 C</td>
<td>06/08/01</td>
</tr>
<tr>
<td></td>
<td></td>
<td>SE 9903201 A</td>
<td>10/03/01</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 6591784 B</td>
<td>15/07/03</td>
</tr>
<tr>
<td>EP 0134854 A1</td>
<td>27/03/85</td>
<td>AU 555067 B</td>
<td>11/09/86</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 1932183 A</td>
<td>28/03/85</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 1200782 A</td>
<td>18/02/86</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 4459940 A</td>
<td>17/07/84</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 4582022 A</td>
<td>15/04/86</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 4648350 A</td>
<td>10/03/87</td>
</tr>
<tr>
<td>SE 516770 C2</td>
<td>26/02/02</td>
<td>AU 4293901 A</td>
<td>24/09/01</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 4962800 A</td>
<td>18/12/00</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2374278 A</td>
<td>07/12/00</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1212721 A</td>
<td>12/06/02</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1263282 A</td>
<td>11/12/02</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2003501730 T</td>
<td>14/01/03</td>
</tr>
<tr>
<td></td>
<td></td>
<td>NO 20015589 A</td>
<td>15/11/01</td>
</tr>
<tr>
<td></td>
<td></td>
<td>SE 0000891 A</td>
<td>18/09/01</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 0167848 A</td>
<td>20/09/01</td>
</tr>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
<td>Publication date</td>
</tr>
<tr>
<td>---------------------------------------</td>
<td>-----------------</td>
<td>-------------------------</td>
<td>-----------------</td>
</tr>
<tr>
<td>EP 1163842 A2</td>
<td>19/12/01</td>
<td>DE 69713233 D,T</td>
<td>23/01/03</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0830055 A,B</td>
<td>25/03/98</td>
</tr>
<tr>
<td></td>
<td></td>
<td>SE 0830055 T3</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 11507248 T</td>
<td>29/06/99</td>
</tr>
<tr>
<td></td>
<td></td>
<td>NL 1002792 C</td>
<td>00/00/00</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 6050219 A</td>
<td>18/04/00</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 9737530 A</td>
<td>16/10/97</td>
</tr>
<tr>
<td>DE 1152569 B</td>
<td>08/08/63</td>
<td>AT 248789 B</td>
<td>10/08/66</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CH 410512 A</td>
<td>31/03/66</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DK 106414 C</td>
<td>30/01/67</td>
</tr>
<tr>
<td></td>
<td></td>
<td>FR 1412358 A</td>
<td>01/10/65</td>
</tr>
<tr>
<td></td>
<td></td>
<td>NL 269720 A</td>
<td>00/00/00</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 3233589 A</td>
<td>08/02/66</td>
</tr>
</tbody>
</table>