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Description

FIELD OF INVENTION

[0001] The invention relates to antennas for hearing
aids, and especially for antennas extending in hearing
aid housing attachment members or outside of a hearing
aid housings, and particularly to antennas, such as dipole
antennas, having a first pole element extending in an
attachment member and a second pole element extend-
ing in the hearing aid housing.

BACKGROUND

[0002] Hearing aids are very small and delicate devic-
es and comprise many electronic and metallic compo-
nents contained in a housing small enough to fit in the
ear canal of a human or behind the outer ear. The many
electronic and metallic components in combination with
the small size of the hearing aid housing impose high
design constraints on radio frequency antennas to be
used in hearing aids with wireless communication capa-
bilities.
[0003] Conventionally, antennas in hearing aids have
been used for receiving radio broadcasts or commands
from a remote control. Typically, such antennas are de-
signed to fit in the hearing aid housing without special
concern with relation to the efficiency of the antenna.
[0004] A variety of hearing aids are known, including
so called behind-the-ear hearing aids, in-the-ear hearing
aids, receiver-in-the-ear hearing aids, etc. Some hearing
aids have been designed with a cable or a sound tube
connecting hearing aid elements positioned behind the
ear of a user with hearing aid elements position in the
ear of a user. It has been suggested to use such cables
or sound tubes for accommodating antenna elements.
For example in US 8,300,863, a hearing aid having a
cable or a sound tube connecting the hearing aid to a
receiver in the ear of a user or to a speaker in the ear,
respectively, is configured for wireless communication
via an antenna, and the cable or sound tube comprises
a conducting element forming at least part of the antenna.
Furthermore, EP 2 088 804 discloses a hearing aid hav-
ing a cable comprising one or more conductors for con-
necting a hearing aid housing with a transducer in the
ear of a user. To enable wireless communication, a wire-
less transceiver in the hearing aid may be connected to
one of the transducer cables to provide a monopole an-
tenna, or the wireless transceiver may be connected to
two transducer cables to provide a dipole antenna for the
wireless transceiver.
[0005] US20110022121A1 describes an improved an-
tenna device for BTE devices, such a hearing prosthe-
ses, is disclosed. Antenna elements are disposed in the
BTE body and in the earhook, with dielectric material
disposed between, so as to form a capacitive coupling.
[0006] US20090124201A1 describes a communica-
tion system for wirelessly transmitting at least one signal,

the system comprising: a first device configured to re-
ceive and modulate the at least one signal, the first device
having a first conductive element operatively adapted to
contact a first human body and a second conductive el-
ement isolated from the first human body, wherein the
first and second elements operate to wirelessly transmit
the modulated signal; and a second device having a first
conductive element operatively adapted to contact a sec-
ond human body, and a second conductive element iso-
lated from the second human body, wherein the first and
second elements operate to receive the transmitted mod-
ulated signal from the first device.
[0007] US20100321269A1 describes a behind-the-
ear wireless device includes a main body casing includ-
ing a wireless circuit housed therein and an audio trans-
mission unit having a function of transmitting sound to
an ear. The main body casing and the audio transmission
unit are integrally connected to each other, whereby the
wireless device can be fitted to the ear. An antenna ele-
ment having a length of about half wave length is dis-
posed in a hollow of the sound tube. A parasitic element
having a length of about a half wave length is disposed
in the main body casing.

SUMMARY OF INVENTION

[0008] It is an object of the present invention to provide
an improved antenna design for hearing aids.
[0009] The present invention relates to a hearing aid
as defined in claim 1. Further details are defined in the
dependent claims. In the following, examples for under-
standing the present invention are described. Although
entitled as "embodiments", not all of these examples fall
within the scope of the present invention as defined in
the appended claims.
[0010] It is an advantage that the antenna is not con-
nected to a ground plane in the hearing aid housing.
Hereby, the radiation pattern of the antenna may be in-
dependent of e.g. circuit board radiation, and thereby the
radiation pattern for the antenna may be more tightly con-
trolled. It is a further advantage that the first pole element
and the second pole element may be separated so that
coupling between the first pole element and the second
pole element is minimized.
[0011] The length of the attachment member may be
determined by the size of a user’s ear to allow for a
smooth fitting, and may for example be selected during
fitting of the hearing aid. The length of an attachment
member varies depending on the type of attachment
member provided. For some attachment members, e.g.
for attachment members for sound transmission, the
length of the attachment members may typically range
from about 50 mm to about 70 mm, and the attachment
members are typically available in a number of predeter-
mined lengths. As the attachment members are exposed
to the environment, including the user’s head, the mate-
rial may degrade over time, and typically need to be ex-
changed at regular intervals.
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[0012] The length of the antenna, such as the length
of first pole element, may be a fixed or same length, such
that the length of the antenna, such as the length of the
first pole element, is the same for all attachment member
lengths.
[0013] The first pole element and the second pole el-
ement may have a same length, such as a length of half
a wavelength of an operating frequency for the antenna,
such as a length corresponding to the length of the at-
tachment member, such as a length corresponding to a
smallest length of the attachment member.
[0014] Thus, by providing a fixed length of the antenna,
such as of the first pole element, for all attachment mem-
ber lengths, a properly matched antenna is ensured ir-
respective of attachment member changes. It is a further
advantage of providing a fixed length of the first pole el-
ement irrespective of the length of the attachment mem-
ber that the second pole element positioned in the hear-
ing aid housing has a fixed length so that the frequency
response of the antenna is not varied if an attachment
member is exchanged.
[0015] Alternatively, the length of first pole element
may extend over the length of the attachment member.
[0016] The required physical length of the antenna,
whether the length is the same or is varied with attach-
ment member length, may be decreased by interconnect-
ing the antenna with an electronic component, a so-called
antenna shortening component, having an impedance
that modifies the standing wave pattern of the antenna
thereby changing its effective length. The required phys-
ical length of the antenna may for example be shortened
by connecting the antenna in series with an inductor or
in shunt with a capacitor to obtain a desired length of the
antenna, to e.g. obtain a desired frequency response for
the antenna.
[0017] The attachment member is a sound transmis-
sion member for transmission of sound from the hearing
aid housing to the ear of a user. The second sound signal
may be transmitted electrically or acoustically to the ear
of a user.
[0018] The attachment member comprises one or
more conductors for conducting the second audio signal
to a receiver positioned in the ear of a user. Typically,
the conductors are electrically conducting conductors
and the second audio signal is transmitted electrically to
the ear of a user via the conductors. Typically, this con-
figuration is used when a hearing aid housing of a receiv-
er-in-the-ear hearing aid is provided behind the ear of a
user and the second audio signal is electrically transmit-
ted to a receiver positioned in the ear of a user. Thus,
the electrical signal is transmitted to the ear and at this
stage. An ear mould may receive the transmitted signal
and provide it to the inner ear of the user. The hearing
aid housing of the behind-the-ear hearing aid may thus
further comprise a transducer for transforming the sec-
ond audio signal into a sound to be transmitted by the
sound tube to the ear of a user.
[0019] The antenna has a first pole element and a sec-

ond pole element for emission and reception of an elec-
tromagnetic field, and is fed in between the first and sec-
ond pole elements. The antenna is a dipole antenna.
[0020] The antenna including the first pole element and
the second pole element may be confined within the hear-
ing aid housing and the attachment member, so that no
part of the antenna protrudes from the hearing aid hous-
ing or the attachment member.
[0021] Alternatively, the first pole element, or at least
a part of the first pole element, such as substantially the
entire first pole element, may extend in free air outside
of the hearing aid housing, and outside any attachment
member.
[0022] The attachment member comprises a conduct-
ing element, particularly an electrically conductive ele-
ment, and the conducting member forms at least a part
of the first pole element. The conducting element may
be an additional conducting element provided in the at-
tachment member to form at least a part of the first pole
element, for example, the conducting element may be
provided specifically or exclusively to form a part of the
first pole element.
[0023] The conducting element, particularly an electri-
cally conductive element, may form part of a cable as-
sembly configured to connect the hearing aid housing
with the ear of a user, such as for example to electrically
transmit the second audio signal from the hearing aid
housing to the ear of a user, such as to a receiver in the
ear of a user. The antenna may reuse the conducting
element electrically transmitting the second audio signal
from the hearing aid housing to the ear of a user to also
act as antenna.
[0024] The second pole element may have any shape,
and may have the shape of a patch antenna, a rod an-
tenna, a meander line antenna, etc. or any combination
thereof.
[0025] The second pole element is positioned in the
hearing aid housing and is at least primarily extending
within the hearing aid housing. The positioning of the
second pole element within the housing may be a deter-
mining factor for the radiation pattern for the antenna. In
some embodiments, the second pole element may ex-
tend along a top surface of the hearing aid housing. It is
an advantage of positioning the second pole element
along a top surface of the hearing aid that the position of
the head with respect to the second pole element is sub-
stantially unchanged irrespective of whether the hearing
aid is positioned at the right ear of a user or the left ear
of a user.
[0026] The second pole element has a first section ex-
tending along a first side of the hearing aid housing and
a second section extending along a second side of the
hearing aid housing. A length of the first section may
corresponds substantially to a length of the second sec-
tion, and the length of the first section and the second
section of the second pole element may be substantially
the same, i.e. substantially equal. Furthermore, in some
embodiments, the first section and the second section

3 4 



EP 2 750 409 B1

4

5

10

15

20

25

30

35

40

45

50

55

may have a substantially same shape, and the first sec-
tion and the second section may be symmetrical. The
first section and the second section may be symmetrical
about an axis of the hearing aid housing, such as about
a middle plane partitioning the hearing aid housing in two
equal parts in a longitudinal direction, i.e. in a direction
parallel to the surface of the head when the hearing aid
is provided in its intended operational position.
[0027] In one or more embodiments, the first pole el-
ement may have a first section extending via the attach-
ment member and a second section extending in the
hearing aid housing. The second section of the first pole
element extending in the hearing aid housing may have
a same shape as the second pole element.
[0028] The second section of the first pole element may
extend along one side of the hearing aid housing while
the second pole element may extends along another side
of the hearing aid housing.
[0029] The wireless communications unit is configured
for wireless data communication, and in this respect in-
terconnected with the antenna for emission and reception
of an electromagnetic field. The wireless communica-
tions unit may comprise a transmitter, a receiver, a trans-
mitter-receiver pair, such as a transceiver, a radio unit,
etc. The wireless communications unit may be configured
for communication using any protocol as known for a
person skilled in the art, including Bluetooth, WLAN
standards, manufacture specific protocols, such as tai-
lored proximity antenna protocols, such as proprietary
protocols, such as low-power wireless communication
protocols, etc.
[0030] The wireless communications unit intercon-
nected with the antenna may be configured for operation
in the ISM frequency band. The wireless communications
unit interconnected with the antenna may be configured
for operation at a frequency of at least 100 MHz, such
as at a frequency of at least 800 MHz, such as at at least
1 GHz, such as at a frequency between 1.5 GHz and 3
GHz, such as at a frequency of 2.4 GHz, such as at sub-
stantially 2.4 GHz.
[0031] The wireless communications unit may be con-
figured for communication with external devices, such as
hearing aid accessories, such as remote controls, tele-
phones, such as mobile telephones, televisions, televi-
sion boxes, television streamer boxes, spouse micro-
phones, hearing aid fitting systems, etc.
[0032] The wireless communications unit may also be
configured for communication with another hearing aid
in a binaural hearing aid, so that data may be exchanged
between the hearing aid positioned at the right ear of a
user and the hearing aid positioned at the left ear of the
user. Such binaural communication may be used for ex-
ample for binaural beam forming, for binaural noise re-
duction, etc.
[0033] The hearing aid may further comprise a variable
matching circuit for electrically matching the antenna with
the wireless communications unit.
[0034] The antenna is a dipole antenna and may be

fed in between the first pole element and the second pole
element, such as in the center between the first pole el-
ement and the second pole element, such as substan-
tially in the center between the first pole element and the
second pole element. The dipole antenna may be a bal-
anced dipole antenna. The antenna design may be in-
herently symmetric, so as to provide a balance antenna
without the use of balun components, etc.
[0035] The hearing aid housing may comprise hearing
aid electronics, such as hearing aid electronics provided
on e.g. a printed circuit board. In the prior art, many hear-
ing aid antennas have been using the printed circuit board
as a ground plane for a hearing aid antenna, whereby
the radiation pattern is dependent also on the (non-con-
trolled) radiation from the printed circuit board.
[0036] It is an advantage of the present antenna that
the antenna the printed circuit board is not used as a
ground plane for the antenna.
[0037] It is envisaged that preferred features and char-
acteristics of one aspect and/or embodiment of the in-
vention are applicable to another aspect and/or embod-
iment, mutatis mutandis.
[0038] The present invention will now be described
more fully hereinafter with reference to the accompany-
ing drawings, in which exemplary embodiments of the
invention are shown. Like reference numerals refer to
like elements throughout. Like elements will, thus, not be
described in detail with respect to the description of each
figure.

BRIEF DESCRIPTION OF THE DRAWINGS

[0039]

Fig. 1 shows schematically a behind the ear type
hearing aid housing with a sound tube and having
an antenna extending via the sound tube, which is
not part of the present invention,

Figs. 2a and 2b show a receiver in the ear type hear-
ing aid having a hearing aid housing with an attach-
ment member comprising one or more conductors
and having an antenna extending via the attachment
member,

Fig. 3 shows a hearing aid housing with an attach-
ment member wherein a first pole extends via the
attachment member and a second pole extend along
a side of the hearing aid housing,

Fig. 4 shows a hearing aid housing with an attach-
ment member wherein an antenna has a first pole
extending via the attachment member and a second
pole having a first and a second section, extending
along a first and a second side of the hearing aid
housing, respectively,

Fig. 5 shows a hearing aid housing with an attach-

5 6 



EP 2 750 409 B1

5

5

10

15

20

25

30

35

40

45

50

55

ment member wherein an antenna has a first pole
extending via the attachment member and a second
pole extend along a top side of the hearing aid hous-
ing,

Fig. 6 shows a hearing aid housing with an attach-
ment member wherein an antenna has a first pole
having a first section extending via the attachment
member and a second section extending along a
side of the hearing aid and a second pole extending
along another side of the hearing aid housing,

Fig. 7 shows a hearing aid housing without an at-
tachment member wherein an antenna has a first
pole extending outside of the hearing aid, and a sec-
ond pole extending within the hearing aid housing,

Fig. 8 shows a 3D drawing of a hearing aid housing
with an attachment member and a receiver in the ear,

Fig. 9 shows the intended operational position of the
hearing aid.

Figs. 10a-d show fixed lengths of antenna extending
in attachment members of different lengths,

Figs. 11a-d show variable lengths of antennas ex-
tending in attachment members of different lengths.

DETAILED DESCRIPTION OF THE DRAWINGS

[0040] Fig. 1 shows schematically a behind the ear
type hearing aid 120 having a hearing aid housing 140.
The hearing aid housing comprises a microphone 160
for reception of sound and conversion of the received
sound into a corresponding first audio signal, a signal
processor 150 for processing the first audio signal into a
second audio signal compensating a hearing loss of a
user of the hearing aid 120, and a wireless communica-
tions unit 130 connected to the signal processor 150 for
wireless data communication. The hearing aid has an
attachment member 100 connectable to the hearing aid
housing 140, and the wireless communications unit 130
is interconnected with an antenna 110 having a first pole
element 111 and a second pole element 112 for emission
and reception of an electromagnetic field. At least a part
of the first pole element 111 extends via the attachment
member 100, and the second pole element 112 extends
in the hearing aid housing 140. The signal processor 150
is connected to a speaker 170 for conversion of the sec-
ond audio signal into a sound. The attachment member
100 is a sound tube, and the sound is acoustically trans-
mitted to the ear of a user (not shown) via acoustic wave
propagation in the thin tube 100.
[0041] It is seen that the antenna 110 having first and
second poles 111, 112 may be longer than an antenna
110 extending only in the hearing aid housing. In that the
hearing aid designers strive to minimize the size of the

hearing aids, it is an advantage that a part of the antenna
may extend outside of the housing.
[0042] It is a further advantage that the antenna 110
is not connected to a ground plane in the hearing aid
housing. Hereby, the radiation pattern of the antenna 110
is independent of e.g. circuit board radiation, and thereby
the radiation pattern may be more tightly controlled. It is
a further advantage that the first pole element 111 and
the second pole element 112 are separated so that cou-
pling between the first pole element 111 and the second
pole element 112 is minimized.
[0043] Fig. 2a shows schematically a receiver in the
ear type hearing aid 220 having a hearing aid housing
240. The hearing aid housing 240 comprises a micro-
phone 260 for reception of sound and conversion of the
received sound into a corresponding first audio signal, a
signal processor 250 for processing the first audio signal
into a second audio signal compensating a hearing loss
of a user of the hearing aid 220, and a wireless commu-
nications unit 230 connected to the signal processor 250
for wireless data communication. The hearing aid has an
attachment member 200 connectable to the hearing aid
housing 240, and the wireless communications unit 230
is interconnected with an antenna 210 having a first pole
element 211 and a second pole element 212 for emission
and reception of an electromagnetic field. At least a part
of the first pole element 211 extends via the attachment
member 200, and the second pole element 212 extends
in the hearing aid housing 240. The antenna 210 having
a first pole element 211 and a second pole element 212
is fed approximately in the center from the wireless com-
munications unit thus implementing a dipole antenna.
[0044] Conducting element 280 connects the signal
processor 250 to receiver in the ear 270, thereby electri-
cally transmitting the second audio signal from the signal
processor 250 in the hearing aid housing 240 to the re-
ceiver in the ear 270. It is seen that the attachment mem-
ber 200 is a cable assembly comprising at least conduct-
ing element 280 and at least a part of the first pole element
211. It is envisaged that more conducting elements may
be provided connecting the receiver in the ear with hear-
ing aid electronics, such as with the signal processor 250.
[0045] Fig. 2b shows schematically a hearing aid of
the receiver in the ear type, wherein the conducting ele-
ment 280 is also used as at least a part of the first pole
element 211. The wireless communications unit 230 is
connected to conducting element 280 and the conducting
element 280 will act as the first pole element 211 of the
antenna 210 for the wireless communications unit. In Fig.
2b it is seen that the first pole element extends over the
entire length of the attachment member.
[0046] Fig. 3 shows schematically a hearing aid hous-
ing with an attachment member in 3D. The hearing aid
320 may be any hearing aid type including a behind the
ear hearing aid, a receiver in the ear type, etc. The at-
tachment member 300 may thus be any attachment
member including a sound tube, a cable assembly com-
prising at least one conducting element, a hook, etc. The
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wireless communications unit 330 and the antenna 310
interconnected with the wireless communications unit
330 is shown schematically, for clarification further ele-
ments, including signal processor etc., are not shown.
The first pole element 311 extends via the attachment
member 300 and the second pole element 312 extends
along a side 342 of the hearing aid housing 340. In this
embodiment, the hearing aid is preferably positioned so
that the side 342 of the hearing aid housing 340 along
which the second pole element 312 is positioned is front-
ing the surroundings and not the side of the head of a
user when the hearing aid is worn in its intended opera-
tional position. Hereby, the field distribution of transmitted
and/or received signals is most powerful in free air and
any damping effect of the head of the user is reduced.
[0047] In Fig. 4, a hearing aid 320 as in Fig. 3 is shown.
The hearing aid housing 340 has an attachment member
300 wherein an antenna 310 has a first pole element 311
extending via the attachment member 300 and a second
pole element 314, 316 extending in the hearing aid hous-
ing 340. The second pole element 314, 316 has a first
section 314 extending along a first side 341 of the hearing
aid housing 340 and a second section 316 extending
along a second side 342 of the hearing aid housing 340.
In the present example the first section 314 and the sec-
ond section 316 are of the same shape, they are identical.
This is an advantage as the hearing aid may then be
optionally positioned at the right ear or the left ear of a
user and still obtain a same or at least comparable field
distribution of a field received or transmitted by the an-
tenna 310 comprising first pole element 311, first section
314 of second pole element 314, 316 and second section
316 of the second pole element 314, 316. It can be seen
that the first section 314 and second section 316 are dis-
tributed symmetrically about a longitudinal center axis of
the hearing aid housing 340. It is an advantage of having
a symmetric antenna in the hearing aid housing 340 in
that the field distribution about the antenna is the same
or substantially the same regardless of whether the hear-
ing aid is positioned on a right hand side of the user or a
left hand side of the user.
[0048] Fig. 5 shows a hearing aid 320 with a hearing
aid housing 340 with an attachment member 300 wherein
an antenna 311, 312 has a first pole element 311 extend-
ing via the attachment member 300 and a second pole
element 312 extending along a top side 343 of the hearing
aid housing 340. Hereby, the field distribution of a trans-
mitted and/or received signal may be substantially the
same on both a right hand side and a left hand side of
the hearing aid housing 340 in that the second pole ele-
ment 312 of the antenna will experience a same, such
as substantially a same, damping effect from the head
of a user whether the hearing aid is provided on a left
hand side or a right hand side of the hearing aid housing
340 in its intended operational position.
[0049] Fig. 6 shows a hearing aid housing 340 with an
attachment member 300 wherein an antenna has a first
pole element having a first section 311 extending via the

attachment member 300 and a second section 313 ex-
tending along a side 342 of the hearing aid housing 340,
and a second pole 314 extending along another side 341
of the hearing aid housing 340. In one or more embodi-
ments, the length and/or shape of the second pole ele-
ment 314 corresponds to the length and/or shape of the
second section 313 of the first pole element to obtain a
symmetric antenna in the hearing aid housing 340 as
discussed above.
[0050] In Fig. 7, a further embodiment is shown, where-
in a hearing aid 320 has wireless communications unit
330 and an antenna interconnected therewith. The an-
tenna has a first pole element 317 extending outside of
the hearing aid housing, and a second pole element 312
extending within the hearing aid housing 340. Regarding
the electromagnetic properties of the antenna, it may be
advantageous to provide the first pole element 317 in
free space.
[0051] Fig. 8 shows schematically in 3D, a receiver in
the ear type hearing aid 220 in more detail. The hearing
aid 220 has a hearing aid housing 240 comprising a mi-
crophone 260, a signal processor 250, a wireless com-
munications unit 230. An attachment member 200 com-
prises electrical conductor 280 transmitting the second
audio signal from the signal processor 250 to the receiver
in the ear 270. The receiver in the ear 270 is provided in
an ear mould 290 configured to be positioned in the ear
of a user. The wireless communications unit 230 is inter-
connected with an antenna having a first pole element
211 extending along the attachment member 200. The
first pole element extends within the attachment member
and an insulating material may be provided between the
first pole element 211 and the electrical conductor 280,
e.g. to avoid cross talk. A second pole element 212 ex-
tends within the hearing aid housing 240.
[0052] Fig. 9 shows the intended operational position
of the hearing aid 320 behind the ear 900 of a user. The
attachment member 300 is conveniently located at a face
344 of the hearing aid housing 320. The top side of the
hearing aid is the side of the hearing aid housing 320
furthers away from the ear, the side 341 is the side of the
hearing aid adjacent the head (not shown) of a user, and
the side 342 is the side of the hearing aid exposed to the
surroundings, i.e. exposed to the surroundings through
the thin outer ear which is substantially loss less for the
electromagnetic or RF radiation.
[0053] Figs. 10a-d show fixed lengths of antennas 311
extending in attachment members 301, 302, 303, 304 of
different lengths. The fixed lengths antennas may be mo-
nopole antennas, or the fixed length antennas may be
dipole antennas wherein only one pole element of the
dipole antenna is shown.
[0054] Figs. 11a-d show variable lengths of antennas
321, 322, 323, 324 extending in attachment members
301, 302, 303, 304 of different lengths.
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[0055] Although particular embodiments of the present
inventions have been shown and described, it will be un-
derstood that it is not intended to limit the claimed inven-
tions to the preferred embodiments, and it will be obvious
to those skilled in the art that various changes and mod-
ifications may be made without departing from scope of
the claimed inventions. The specification and drawings
are, accordingly, to be regarded in an illustrative rather
than restrictive sense. The claimed inventions are intend-
ed to cover alternatives, modifications, and equivalents.

Claims

1. A hearing aid (120, 220, 320) comprising
a hearing aid housing (140, 240, 340) having

a microphone (160, 260, 360) for reception of
sound and conversion of the received sound into
a corresponding first audio signal,
a signal processor (150, 250, 350) for process-
ing the first audio signal into a second audio sig-
nal compensating a hearing loss of a user of the
hearing aid (120, 220, 320), and
a wireless communications unit (130, 230, 330)
connected to the signal processor (150, 250,
350) for wireless data communication, and an
attachment member (100, 200, 300) connecta-
ble to the hearing aid housing (140, 240, 340),

the wireless communications unit (130, 230, 330)
being interconnected with an antenna (110, 210,
310) having a first pole element (111, 211, 311) and
a second pole element (112, 212, 312) for emission
and reception of an electromagnetic field, wherein
the antenna (110, 210, 310) is a dipole antenna,
wherein at least a part of the first pole element (111,
211, 311) extends via the attachment member and

Table 1 below shows exemplary lengths of the 
attachment members for an attachment member 

being a sound tube.

Tube name length (mm)

-1B 52.1

0A 57,9

0B 55,0

1A 60,0

1B 57,9

2A 67,0

2B 64,0

3A 72,0

3B 69,0

the second pole element (112, 212, 312) extends in
the hearing aid housing (140, 240, 340), character-
ized in that the attachment member (100, 200, 300)
being a sound transmission member configured to
transmit the second audio signal from the hearing
aid housing (140, 240, 340) to an ear (900) of the
user, wherein the attachment member (200) com-
prises one or more conducting elements (280) at
least one of the one or more conducting elements
(280) forming at least a part of the first pole element
(211) of the antenna (210), and wherein at least one
of the one or more conducting elements (280) con-
duct the second audio signal to a receiver (270) po-
sitioned in the ear (900) of the user, and
the second pole element (212, 312) of the antenna
has a first section (214, 314) extending along a first
side of the hearing aid housing and a second section
(216, 316) extending along a second side of the hear-
ing aid housing (240, 340).

2. A hearing aid (120, 220, 320) according to any of
claims 1, wherein the antenna (110, 210, 310) is con-
fined within the hearing aid housing (140, 240, 340)
and the attachment member (100, 200, 300).

3. A hearing aid (120, 220, 320) according to claim 1,
wherein the first section (214, 314) and the second
section (216, 316) are substantially symmetrical.

4. A hearing aid (120, 220, 320) according to any of the
previous claims, wherein the first pole element (111,
211, 311) and the second pole element (112, 212,
312) have a same length.

5. A hearing aid (120, 220, 320) according to any of
claims 1-4, wherein a length of the first pole element
(111, 211, 311) of the antenna (110, 210, 310) ex-
tends over a length of the attachment member (100,
200, 300).

6. A hearing aid (120, 220, 320) according to claim 5,
wherein the hearing aid (120, 220, 320) further com-
prises a variable matching circuit for electrically
matching the antenna (110, 210, 310) with the wire-
less communications unit (130, 230, 330).

7. A hearing aid (120, 220, 320) according to any of the
previous claims, wherein the antenna (110, 210,
310) is a balanced dipole antenna

8. A hearing aid (320) according to any of the previous
claims, wherein the first pole element (311) of the
antenna (310) has a first section extending via the
attachment member (300) and a second section
(313) extending in the hearing aid housing (340), the
second section (313) of the first pole element (311)
extends along a first side (342) of the hearing aid
housing (340) and the second pole element (312) of
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the antenna (310) extends along a second side (341)
of the hearing aid housing (340).

Patentansprüche

1. Hörgerät (120, 220, 320) umfassend
ein Hörgerätegehäuse (140, 240, 340) aufweisend
ein Mikrofon (160, 260, 360) zum Empfang von Ge-
räusch und Umwandeln des empfangenen Ge-
räuschs in ein entsprechendes erstes Audiosignal,
einen Signalprozessor (150, 250, 350) zur Verarbei-
tung des ersten Audiosignals in ein zweites Audio-
signal, das einen Hörverlust eines Benutzers des
Hörgeräts (120, 220, 320) kompensiert, und
eine drahtlose Kommunikationseinheit (130, 230,
330), die zur drahtlosen Datenkommunikation mit
dem Signalprozessor (150, 250, 350) verbunden ist,
und
ein mit dem Hörgerätegehäuse (140, 240, 340) ver-
bindbares Befestigungselement (100, 200, 300),
wobei die drahtlose Kommunikationseinheit (130,
230, 330) mit einer Antenne (110, 210, 310) verbun-
den ist, die ein erstes Polelement (111, 211, 311)
und ein zweites Polelement (112, 212, 312) zur
Emission und zum Empfang eines elektromagneti-
schen Feldes aufweist, wobei die Antenne (110, 210,
310) eine Dipolantenne ist,
wobei sich mindestens ein Teil des ersten Polele-
ments (111, 211, 311) über das Befestigungsele-
ment erstreckt, und sich das zweite Polelement (112,
212, 312) im Hörgerätegehäuse (140, 240, 340) er-
streckt, dadurch gekennzeichnet, dass
das Befestigungselement (100, 200, 300) ein Ge-
räuschübertragungselement ist, das ausgelegt ist,
um das zweite Audiosignal von dem Hörgerätege-
häuse (140, 240, 340) zu einem Ohr (900) des Be-
nutzers zu übertragen,
wobei das Befestigungselement (200) ein oder meh-
rere Leitelemente (280) umfasst, wobei zumindest
eines des einen oder der mehreren Leitelemente
(280) zumindest einen Teil des ersten Polelements
(211) der Antenne (210) bildet, und
wobei zumindest eines des einen oder der mehreren
Leitelemente (280) das zweite Audiosignal zu einem
im Ohr (900) des Benutzers angeordneten Empfän-
ger (270) leitet,
und
das zweite Polelement (212, 312) der Antenne einen
sich entlang einer ersten Seite des Hörgerätegehäu-
ses erstreckenden ersten Abschnitt (214, 314) und
einen sich entlang einer zweiten Seite des Hörgerä-
tegehäuses (240, 340) erstreckenden zweiten Ab-
schnitt (216, 316) aufweist.

2. Hörgerät (120, 220, 320) nach einem der Ansprüche
1, wobei die Antenne (110, 210, 310) innerhalb des
Hörgerätegehäuses (140, 240, 340) und des Befes-

tigungselements (100, 200, 300) eingeschlossen ist.

3. Hörgerät (120, 220, 320) nach Anspruch 1, wobei
der erste Abschnitt (214, 314) und der zweite Ab-
schnitt (216, 316) im Wesentlichen symmetrisch
sind.

4. Hörgerät (120, 220, 320) nach einem der vorherge-
henden Ansprüche, wobei das erste Polelement
(111, 211, 311) und das zweite Polelement (112,
212, 312) die gleiche Länge aufweisen.

5. Hörgerät (120, 220, 320) nach einem der Ansprüche
1 bis 4, wobei sich eine Länge des ersten Polele-
ments (111, 211, 311) der Antenne (110, 210, 310)
über eine Länge des Befestigungselements (100,
200, 300) erstreckt.

6. Hörgerät (120, 220, 320) nach Anspruch 5, wobei
das Hörgerät (120, 220, 320) ferner eine variable
Anpassungsschaltung zur elektrischen Anpassung
der Antenne (110, 210, 310) an die drahtlose Kom-
munikationseinheit (130, 230, 330) umfasst.

7. Hörgerät (120, 220, 320) nach einem der vorherge-
henden Ansprüche, wobei die Antenne (110, 210,
310) eine balancierte Dipolantenne ist.

8. Hörgerät (320) nach einem der vorhergehenden An-
sprüche, wobei das erste Polelement (311) der An-
tenne (310) einen sich über das Befestigungsele-
ment (300) erstreckenden ersten Abschnitt und ei-
nen sich im Hörgerätegehäuse (340) erstreckenden
zweiten Abschnitt (313) aufweist, der zweite Ab-
schnitt (313) des ersten Polelements (311) sich ent-
lang einer ersten Seite (342) des Hörgerätegehäu-
ses (340) erstreckt und das zweite Polelement (312)
der Antenne (310) sich entlang einer zweiten Seite
(341) des Hörgerätegehäuses (340) erstreckt.

Revendications

1. Prothèse auditive (120, 220, 320) comprenant
un boîtier de prothèse auditive (140, 240, 340) com-
portant un microphone (160, 260, 360) pour la ré-
ception du son et la conversion du son reçu en un
premier signal audio correspondant,
un processeur de signal (150, 250, 350) pour traiter
le premier signal audio en un deuxième signal audio
en compensation d’une perte auditive d’un utilisateur
de la prothèse auditive (120, 220, 320), et
une unité de communication sans fil (130, 230, 330)
connectée au processeur de signal (150, 250, 350)
pour la communication de données sans fil, et
un élément de fixation (100, 200, 300) pouvant être
connecté au boîtier de prothèse auditive (140, 240,
340),
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l’unité de communication sans fil (130, 230, 330)
étant interconnectée avec une antenne (110, 210,
310) comportant un premier élément polaire (111,
211, 311) et un deuxième élément polaire (112, 212,
312) pour l’émission et la réception d’un champ élec-
tromagnétique, dans laquelle l’antenne (110, 210,
310) est une antenne dipôle,
dans laquelle au moins une partie du premier élé-
ment polaire (111, 211, 311) s’étend via l’élément
de fixation et le deuxième élément polaire (111, 211,
311) s’étend dans le boîtier de prothèse auditive
(140, 240, 340), caractérisée en ce que
l’élément de fixation (100, 200, 300) est un élément
de transmission sonore configurée pour transmettre
le deuxième signal audio du boîtier de prothèse audi-
tive (140, 240, 340) à un oreille (900) de l’utilisateur,
dans laquelle l’élément de fixation (200) comprend
un ou plusieurs éléments conducteurs (280) au
moins un parmi l’un ou plusieurs des éléments con-
ducteurs (280) faisant au moins une partie du pre-
mier élément polaire (211) de l’antenne (210), et
dans laquelle au moins l’un des un ou plusieurs des
éléments conducteurs (280) conduit le deuxième si-
gnal audio à un récepteur (270) placé dans l’oreille
(900) de l’utilisateur,
et
dans laquelle le deuxième élément polaire (212, 312)
de l’antenne présente une première section (214,
314) s’étendant le long d’un premier côté du boîtier
de prothèse auditive et une deuxième section (216,
316) s’étendant le long d’un deuxième côté du boîtier
de prothèse auditive (240, 340).

2. Prothèse auditive (120, 220, 320) selon la revendi-
cation 1, dans laquelle l’antenne (110, 210, 310) est
confinée à l’intérieur du boîtier de prothèse auditive
(140, 240, 340) et de l’élément de fixation (100, 200,
300).

3. Prothèse auditive (120, 220, 320) selon la revendi-
cation 1, dans laquelle la première section (214, 314)
et la deuxième section (216, 316) sont essentielle-
ment symétriques.

4. Prothèse auditive (120, 220, 320) selon l’une quel-
conque des revendications précédentes, dans la-
quelle le premier élément polaire (111, 211, 311) et
le deuxième élément polaire (112, 212, 312) ont la
même longueur.

5. Prothèse auditive (120, 220, 320) selon l’une quel-
conque des revendications 1 à 4, dans laquelle une
longueur du premier élément polaire (111, 211, 311)
de l’antenne (110, 210, 310) s’étend sur une lon-
gueur de l’élément de fixation (100, 200, 300).

6. Prothèse auditive (120, 220, 320) selon la revendi-
cation 5, dans laquelle la prothèse auditive (120,

220, 320) en outre comprend un circuit d’adaptation
variable pour adapter électriquement l’antenne (110,
210, 310) à l’unité de communication sans fil (130,
230, 330).

7. Prothèse auditive (120, 220, 320) selon l’une quel-
conque des revendications précédentes, dans la-
quelle l’antenne (110, 210, 310) est une antenne di-
pôle équilibrée.

8. Prothèse auditive (320) selon l’une quelconque des
revendications précédentes, dans laquelle le pre-
mier élément polaire (311) de l’antenne (310) pré-
sente une première section s’étendant via l’élément
de fixation (300) et une deuxième section (313)
s’étendant dans le boîtier de prothèse auditive (340),
la deuxième section (313) du premier élément po-
laire (311) s’étendant le long d’un premier côté (342)
du boîtier de prothèse auditive (340) et le deuxième
élément polaire (312) de l’antenne (310) s’étendant
le long d’un deuxième côté (341) du boîtier de pro-
thèse auditive (340).
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