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UNITED STATES PATENT office 
Application June 19, 1941, Serial No. 398,829 

(C. 40-23) 4. Claims. 

This invention relates to display card holders, 
and its general object is to provide a holder that 
is primarily designed for supporting price and 
advertising cards relative to displayed merchan 
dise, in a manner whereby the cards are not only . 
protected against becoming soiled, but to allow 
instant changing of certain of the cards, for ex 
ample the price cards, without removing the 
holder from the merchandise. . . . . . 
A further object is to provide a display card 

holder that includes a transparent sheath for 
the cards, the sheath being fixed to means for 
applying the holder to merchandise in an easy. 
and expeditious manner, but casual removal or 
displacement thereof is practically impossible, 
particularly as far as certain of the forms of the 
holder is concerned. . . . . . 
Another object is to provide a card holder of 

the character set forth, in several forms and some 
of which are applicable to crown capped bottles 
and each is simple in construction, inexpensive 
to manufacture, and extremely efficient in use 
and Service. 
This invention also consists in certain other 

features of construction and in the combination 
and arrangement of the several parts, to be here 
inafter fully described, illustrated in the accom 
panying drawings and specifically pointed out in 
the appended claims. 
In describing the invention in detail, reference 

Will be had to the accompanying drawings where 
in like characters denote like or corresponding 
parts throughout the several views, and in which: 

Figure 1 is a front view of one of the forms 
of my holder to be applied to a crown capped 
bottle and illustrates the same in use. 

Figure 2 is a sectional view taken approximate 
ly on line 2-2 of Figure 1, looking in the directio 
of the arrows. 
Figure 3 is a sectional view taken approximately 

on line 3-3 of Figure 1, looking in the direction of 
the arrows. 

Figure 4 is a sectional view taken approximate 
ly on line 4-4 of Figure 3, looking in the direction 
of the arrows. 

Figure 5 is a perspective view of the sheath 
and bottle cap clamping or embracing means, 
With the sheath removed. 

Figure 6 is a sectional view taken approximate 
ly on line 6-6 of Figure 1, looking in the direc 
tion of the arrows. 

Figure 7 is a fragmentary vertical sectional 
view taken through a modified form of holder 
applied to a crown capped bottle. 

Figure 8... is a sectional view taken ap 

0. 

proximately on line 8-8 of Figure 7, looking in 
the direction of the arrows. - 
Figure 9 is a sectional view taken approximate 

ly on line 9-9 of Figure 8, looking in the direc: 
tion of the arrows. 

Figure 10 is a fragmentary front view of an 
other modified form, which I term the easel type 
in that, in application, it merely sets or rests upon 
the merchandise or on a suitable flat Surface in 
proximity thereto. 

Figure 11 is a sectional view taken approxi 
mately on line f-f of Figure 10, looking in the 
direction of the arrows. 

Figure 12 is a perspective view of the sheath 
clamp and supporting member of the form of 
Figure 10, with the sheath and cards removed. 

Figure 13 is a fragmentary front view of Still 
another modified form including penetrating 

... prong or pin Supporting means. 
20 Figure 14 is a sectional view taken approxi 

mately on line 4-4 of Figure 13, looking in the 
direction of the arrows. 
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Figure 15 is a rear view of the form of Figur 
13 with the sheath and cards removed. 
Referring to the drawings in detail, it will be 

noted that each of the forms include a flat sheath 
made from any suitable transparent flexible 

material, such as Celluloid, or the like, and in 
the form shown, the sheath is made from a sin 
gle sheet of said material folded in rectangular 
form to provide open upper and lower ends, 
and closed sides, the front and rear Walls of 
the sheath centrally of the upper ends thereof 
are provided with substantially semicircular reg 
istering recesses 2 to facilitate removing the de 
tachable price card 3, while the advertising card 
4 is permanently secured within the sheath, in a 
manner which will be later described. 
In each of the forms shown, the card is 

larger than the card 3, and the latter is Supported 
on the upper edge of the card 4, as well as is 
of a height to extend substantially to the upper 
edge of the sheath, so that the card 3 can be 
conveniently gripped through the recesses for 
removing the same, as will be apparent upon in 
spection of Figure 1. 
The form of Figures 1 to 6 is applicable to 

crown capped bottles or the like, and for that 
purpose it includes what may be termed a sheath. 
and cap clamping or embracing means made 
from a single blank of sheet material, Such as 
resilient metal, to provide a flat substantially 
rectangular plate-like body member 5 having 
formed along the ends thereof downturned 
flanges that include parallel upper portions 6 



2. 
and lower outwardly directed channel-like cap 
embracing guide members 7 having their chan 
nels directed toward each other and gradually 
increasing in depth toward the outwardly flared 
rear ends 8 thereof, to set up a wedging action 
against the cap when slidably mounted thereon, 
as best shown in Figure 1, which illustrates that 
the guide members embrace the cap upon dia 
metrically opposite sides. The outwardly flared 
end 8 facilitates applying the device to the cap, 
and it will be noted that the guide members are 
curved toward each other at their front ends 
9 to provide stops to limit movement of the de 
vice when in fully applied position. 
Formed on the front side edge of the body 

O 
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member 5 is a horizontal channel clip member, 
to having its channel uppermost for receiving 
the lower edge portion of the sheath therein 
for supporting the latter in a vertical or sub 
Stantially Wertical position, as best shown in Fig 
ure 2. The sheath is fastened centrally of its 
lower end within the member f), and for that 
purpose the inner wall i? of the member f0 
is formed with teats 2 extending into the chan 
nel thereof, and being disposed in biting engage 
ment with the sheath, for holding the sheath in 
bearing. contact with the card 4 to lock the latter 
within the sheath. It will be obvious that theteats 
are provided by prick punching the Wall f, when 
the sheath and card 4 are mounted within the 
member 10. The member 9 is likewise slightly 
bowed outwardly from the body member 5 to 
cooperate With the teats for fixing the sheath 
within the channel and the card within the 
sheath against any possibility of casual removal 
or displacement. s 
The channel member) is slightly greater in 

height than that of the upper portions. 6, so that 
When the holder is applied to the cap, the bot 
ton of the channel member 20 will rest upon 
the top of the cap and will hold the lower walls 
of the guide members 7 in tight engagement with 

, the lower edge of the cap, as will be apparent 
upon inspection of Figure 2. - , 
In the form of Figures: 7...to. 9, the horizontal 

channel clip member 3, for the sheath and card 
4 is identical to that of the other form; and 
formed on and extending: from the upper edge 
of the rear wall 4 of the member 3 is a plate 
like body member f3 that, is folded and crimped 
upon the centrally outwardly looped: bight por 
tion 6 of a substantially U-shaped wire spring 
member 7 that has its arms extending, normally 
in parallelism with each other for a portion of 
their length from the bight portion and from 
the parallel portions; the arms are curved in. 
Wardly toward each other, as: at 28, and terrini 
nate in outwardly curved free end portions - 9. 
This form is applied to the bottle for disposal 
of the arms between the cap, and the outwardly 
bulged annular portion: of the neck, as clearly 
shown in Figure. 7, and acts, in the samer ca 
pacity as that of the form of Figures 1 to 6, 
namely for securing and supporting an advertis 
ing card and a price. card relative to a crown 
Capped bottle. . . . . . . . . 
The form of Figures 10 to 12 likewise, includes 

a channel clip member 20:... for the sheath and 
card 4, but, the plate-like body member 2 is left 
flat, to extend at right angles from the upper 
end of the rear wall of the clip? member, so; that 
in this form, the holder is applied in use, mere 
ly by Setting the same upon the merchandise, or 
y El flat surface in close proximity there 

O; 

20 

25 

30 

3 5 

40 

45 

50 

55 

60 

65 

70 

2,328,806 
is disposed at right angles to the upper edge 
of the channel clip member 20, it will be seen, 
as shown in Figure 11, that the cards will be 
supported at a rearward inclination. 
In the form of Figures 13 to 15, the channel 

clip member is indicated by the reference nu 
meral 22, and is identical to that of the other 
forms, but the body member is looped down 
Wardly to provide a wall 23 paralleling the rear 
wall of the clip member 22. From the lower end 
of the wall 23 the body member of this form is 
folded or looped upwardly and crimped against 
the centrally outwardly looped bight portion 24 
of a substantially U-shaped wire member 25 that 
has its arms terminating in penetrating points, 
so that the holder of this form can be applied 
in use merely by inserting the arms of the 
member 25 into the merchandise, as Will be ob 
vious upon inspection of Figure 13. 

It is thought from the foregoing description 
that the advantages and novel features of the 
invention will be readily apparent. : 

It is to be understood that changes: may be 
made in the construction and in the combination 
and arrangement of the several parts, provided 
that such changes fall within the Scope of the 
appended clains. . . . . . .....' 
What I claim is: 
1. A holder for display cards, comprising a 

transparent flat sheath for receiving cards there 
in, said sheath being made from a single sheet 
of material folded to provide open upper and 
lower ends, means for supporting the sheath in 
an upright position relative to merchandise and 
including a channel clip member having the lower 
end of the sheath, clamped therein, an upper 
card and a lower card in said sheath, teats struck. 
from one of the walls of the channel clip'member 
and being disposed in biting engagement with the 
sheath for holding the latter in bearing contact 
with the lower card, whereby to lock said sheath 
and the lower cardin place, said upper cardibe. 
ing removable from the sheath and resting upon 
the upper edge of the lower card, and the upper 
end of the sheath being recessed centrally there 
of td facilitate removing the upper card there 
fron. . . . . . . . . . 

2: A holder for display cards, comprising: a 
transparent flat sheath for receiving cards there 
in, means for Supporting the sheath in an up 
right position and including a channel clip mem 
ber having the lower end of the sheath clamped 
therein, a plate like body having the channel clip 
member formed thereon, oppositely disposed 
channel like guide members formed on the body 
member in depending relation therefrom and 
adapted to embrace the cap of a crown capped 
bottle for attaching the holder thereto, said 
guide members increasing in depth toward one 
of their ends to set up a wedging action against 
Said cap, the latter ends of said guide members 
being outwardly flared to facilitate applying the 
Same to the cap, and Said clip member being 
arranged relative to the body member to bear 
upon the top of said cap to draw said guide: men 
bers in bearing engagement against the lower 
edge of the cap. . . . . . 

3. A holder for display cards, comprising a 
transparent flat sheath for receiving cards: there 
in, means for Supporting the sheath in an up. 
right position and including a channel: clip mem 
ber having the lower end of the sheath clamped 
therein, a body member having the channel.clip 
member formed, thereon, a substantially. U 

Due to the fact that the body member 2: .75 shaped spring member secured to the body mem 

  



2,828,806 
ber for attaching the holder to the neck of a bot 
tle, said U-shaped spring member having a cen 
trally looped bight portion, said body member 
being crimped about the bight portion for secur 
ing the U-shaped member to the body member, 
and the arms of the U-shaped member termi 
nating in outwardly flared outer end portions 
to facilitate applying the holder to said neck for 
the arms to embrace the same. 

4. A holder for display cards, comprising a 
transparent flat sheath for receiving cards : 
therein, means for supporting the sheath in an 
upright position and including a channel clip 

5 

3 
member having the lower end of the sheath 
clamped therein, a body member having the 
channel clip member formed thereon and dis 
posed rearwardly of said clip member, a sub 
stantially U-shaped member including a cen 
trally looped bight portion, said body member 
being crimped about the bight portion for secur 
ing the U-shaped member thereto with the arms 
of said U-shaped member depending from the 

0 body member, and said arms terminating at their 
lower ends in penetrating points. 

... CHARLES F. HOOFER, 

  


