Abstract:

Title: SYSTEMS AND METHODS FOR CORE DROOP MITIGATION BASED ON LICENSE STATE

FIG. 1

Systems, methods, and devices are disclosed for mitigating voltage droop in a computing device. An example apparatus includes a plurality of threshold registers to store respective voltage droop thresholds, and an interface to receive a license grant message indicating a license mode for a processor core or domain. The license mode corresponds to a selected set of execution units in the processor core or domain. The apparatus also includes a voltage droop correction module, based on the license mode indicated in the license grant message, select one of the voltage droop thresholds from the plurality of voltage droop registers, and compare a voltage droop in the processor core or domain with the selected voltage droop threshold. Based on the comparison, the apparatus triggers a voltage droop correction process.
SYSTEMS AND METHODS FOR CORE DROOP MITIGATION
BASED ON LICENSE STATE

Technical Field

[0001] This disclosure generally relates to power management for processors, servers, and other computing devices.

Background

[0002] Advances in semiconductor processing and logic design have permitted an increase in the amount of logic that may be present on integrated circuit devices. As a result, computer system configurations have evolved from multiple integrated circuits in a system to multiple hardware threads, multiple cores, multiple devices, and/or complete systems on an individual integrated circuit. As the density of integrated circuits has grown, the power requirements for computing systems (from embedded systems to servers) have also escalated.

[0003] Power and thermal management issues are considerations in designing computer-based systems. In the server domain, the cost of electricity drives the need for low power systems. In mobile systems, battery life and thermal limitations make these issues relevant. Optimizing a system for maximum performance at minimum power consumption is usually done using the operating system (OS) or system software to control hardware elements.

[0004] In server systems or other computer systems, the power supply is generally sized for full system configuration running power virus software with instructions configured to, when executed, reach a processor maximum power. The continuous development of more pointed viruses that quickly change current (i.e., di/dt viruses, where "di/dt" corresponds to a rate at which the current changes with time) for processor cores results in higher voltage droops on the power supply. This is becoming a problem on server cores where additional compute engines that process ever wider vector instructions to boost performance are being added every generation. The high power di/dt viruses can go from a low current to a high current in very few cycles. Further, the change of current happens within a small area of the core resulting in an area of high current density and larger voltage drop, as compared to other areas of the core. Larger voltage droops may result in loss of performance due to increased power since the core nominal voltage is raised to compensate for the droop.
This power increase may be high because of a square relationship with voltage and may reduce performance of various components of the server.

Brief Description of the Drawings

[0005] Arrangements and embodiments may be described in detail with reference to the following drawings, in which like reference numerals refer to like elements.

[0006] FIG. 1 is a block diagram of a portion of a system according to one embodiment.

[0007] FIG. 2 is a flowchart of a method for mitigating voltage droop in a core or domain according to one embodiment.

[0008] FIG. 3 is a block diagram of a portion of a system including a fully integrated voltage regulator (FIVR) according to one embodiment.

[0009] FIGS. 4A and 4B illustrate example graphs of voltage droop versus frequency of a core for two example license modes according to certain embodiments.

[0010] FIG. 5 is a block diagram of a FIVR coupled to a first voltage sense line and a second voltage sense line according to one embodiment.

[0011] FIG. 6 is a block diagram of a portion of a system according to certain embodiments.

[0012] FIG. 7 is a block diagram of a FIVR coupled to a first voltage sense line and a second voltage sense line according to one embodiment.

[0013] FIG. 8 is a block diagram of a system according to certain embodiments.

Detailed Description of Embodiments

[0014] A given voltage domain may have various levels of frequency or current requirements, and some of these requirements may be controlled via a license allocation from a power control unit. As discussed below, each license level may produce different levels of voltage droop in response to a di/dt virus. Certain embodiments disclosed herein select from a plurality of voltage droop thresholds based on a license mode corresponding to a selected set of execution units in a core or domain. The selected threshold is used to trigger a voltage droop correction process. Selecting the voltage droop threshold based on the license mode allows for a quicker response to droop events. In certain embodiments, the quicker response improves performance by lowering voltage droop, allows for reduced voltages and/or higher frequencies to be used, reduces the size and cost of voltage regulators, and/or reduces noise in the system.
For purposes of discussion herein, the embodiments described are with regard to voltage regulators for a computer system. While one such embodiment may be for purposes of a server computer system, the scope of the present disclosure is not limited in this regard and embodiments are highly scalable to enable solutions for many different types of computer systems, ranging from higher power systems such as server-based systems to low power systems such as portable computers such as laptop or Ultrabook™, tablet computers, smartphones, and other portable devices. Embodiments apply equally to systems having power requirements in between high power and low power systems such as desktop computers.

As discussed above, increasing the number of cores improves performance by, for example, allowing multi-threaded operation. Further, some core performance improvements come from increasing frequency. However, increasing frequency also increases power consumption. Thus, micro-architectural features may be added to the core to improve performance while allowing for higher frequencies. In certain processors, currents can change from an idle mode value to a high value may happen within very few cycles. For example, within three to four cycles the current may go from a low idle mode value to a maximum (or close to maximum) current value in certain areas of the core, which causes the voltage to droop.

Generally, the power supply cannot respond to the voltage drop fast enough. The problem may be mitigated with the addition of bulk output capacitors. However, bulk capacitors may only provide mitigation for slower droop events (e.g., thousands of nanoseconds at the board level or hundreds of nanoseconds at the package level) due to the impedance of the power delivery network. Further, using bulk capacitors is an expensive method of resolving the issue and the capacitors tend to run out of charge because of the number of cores that can simultaneously experience a voltage drop. Certain embodiments disclosed herein reduce the need for greater numbers of capacitors and total capacitance, such as bulk output capacitors, to provide for extra current capacity (delivery and/or absorption), again reducing the cost and size of a given solution. In other words, a voltage regulator according to certain embodiments may be cheaper, smaller, more power efficient, and may dissipate less temperature and power, thus enabling smaller systems.

FIG. 1 is a block diagram of a portion of a system 100 according to one embodiment. The system 100 includes a processor core 110, a power control unit
(PCU) 111, a power supply 112, and a voltage regulator 114. The voltage regulator 114 may be located on a motherboard (e.g., with the power supply 112) or may be integrated with the core 110. The voltage regulator 114 is configured to receive a voltage from the power supply 112 and to provide a regulated voltage to the processor core 110. The processor core 110 includes a first set of execution units 116, a second set of execution units 118, and a third set of execution units 120. The execution units may include, for example, various integer, floating point, and single instruction multiple data (SIMD) logic units, among other specialized hardware. For example, such execution units may include one or more arithmetic logic units (ALUs), jump execution units, load execution units, store execution units, and other known execution units.

[0019] The processor core 110 is configured to operate in various license modes corresponding to the set or sets of execution units that may be used at a particular time and/or for a particular process. For example, in a low license mode, the processor core 110 is authorized by the PCU 111 to use only the first set of execution units 116. In a medium license mode, the processor core 110 may use both the first set of execution units 116 and the second set of execution units 118. In a high license mode, the processor core 110 may use the first set of execution units 116, the second set of execution units 118, and the third set of execution units 120. Persons skilled in the art will recognize from the disclosure herein that other license modes may be used with additional sets or other combinations of sets of execution units. In certain embodiments, for example, the processor core 110 may have only two license modes, while in other embodiments more than three license modes may be used.

[0020] In the low license mode, the first set of execution units 116 may provide the processor core 110 with only certain basic floating point operations. Certain software applications and benchmarks, for example, require minimal processing that allows power consumption to be reduced by gating off the second set of execution units 118 and the third set of execution units 120. Because using only the first set of execution units 120 consumes less power, the processor core 110 can run at a higher frequency. When the processor core 110 determines that additional functionality or execution units are needed (e.g., based on a new software application to process with wider vector instructions or data), the processor core 110 sends a license request message 122 to the PCU 111. At the same frequency, the
new software application may cause the processor core 110 to exceed a thermal
design power (TDP) limit. Thus, before granting the license, the PCU 111 may lower
the frequency so as to not exceed the TDP limit. The PCU 111 then sends a license
grant message 124 to the processor core 110, which may authorize the processor
core 110 to change to either the medium license mode or the high license mode.

[0021] In the low license mode, the rate (di/dt) at which the current can change is
smaller than the rate (di/dt) at which the current can change in the medium license
mode. Similarly, in the medium license mode, the rate (di/dt) at which the current
can change is smaller than the rate (di/dt) at which the current can change in the
high license mode. Thus, the amount of voltage droop that can occur in the
processor core 110 is different in each license mode. In certain embodiments, the
system 100 selects a voltage droop threshold based on the license mode. If, for
example, the processor core 110 is in the low license mode, the selected voltage
droop threshold is lower than the voltage droop threshold in the medium license
mode or the high license mode. Thus, the system 100 is more sensitive to the
smaller voltage droops of the low license mode than it would be if the higher voltage
droop thresholds of the medium license mode or high license threshold were always
used.

[0022] In the example shown in FIG. 1, the voltage regulator 114 includes a
voltage droop correction module 126 configured to mitigate the voltage droop
detected in the processor core 110. The mitigation is triggered by exceeding the
selected voltage droop threshold. Although shown as part of the voltage regulator
114, in other embodiments the voltage droop correction module 126 may be part of
the PCU 111 or another component of the system 100. The voltage droop correction
module 126 may be configured to provide any type of voltage droop mitigation
scheme. For example, the voltage droop correction module 126 may include
circuitry to provide additional current to the processor core 110. Other mitigation
examples include, but are not limited to, clock gating and/or staggering logic
activities.

[0023] FIG. 2 is a flowchart of a method 200 for mitigating voltage droop in a core
or domain according to one embodiment. The method 200 may be performed by, for
example, the system 100 shown in FIG. 1 or by other embodiments disclosed herein.
The method 200 includes receiving 210 a signal indicating a license mode
corresponding to a selected set of execution units in a core or domain. Based on the
indicated license mode, the method 200 includes selecting one of a plurality of thresholds. The method 200 further includes detecting a voltage droop event in the core or domain, and determining whether the detected droop event exceeds the selected threshold. If the droop event does not exceed the selected threshold, the method 200 repeats or continues to monitor for voltage droop events that exceed the selected threshold. If, however, the droop event exceeds the selected threshold, the method 200 includes triggering a voltage droop correction process. Again, the method 200 may then repeat or continue monitoring for voltage droop events.

[0024] Certain example embodiments discussed below use a fully integrated voltage regulator (FIVR) and non-linear control (NLC) to mitigate voltage droop in a core or domain. The introduction of FIVRs into computer systems has resulted in large di/dt current changes that may result in very high noise levels on the input supply of the FIVRs. The noise levels further impact performance of sensitive analog circuits in the FIVRs, as well as in other areas that are sharing the power supply. These noise problems have dramatically impacted server and other computer systems. The noise may be reduced, according to certain embodiments, by selecting a voltage droop threshold based on a license mode corresponding to a selected set of execution units in the core or domain.

[0025] FIG. 3 is a block diagram of a portion of a system 300 including a FIVR 310 according to one embodiment. In addition to the FIVR 310, the system 300 includes a PCU 312, and a core and/or domain (core/domain) 314 of a processor. For clarity, other system components, such as the power supply coupled to the FIVR 310, are not shown. The core/domain 314 is configured to operate in various license modes corresponding to which set or sets of execution units are used. As discussed above with respect to FIG. 1, the core/domain 314 may include a first set of execution units 116, a second set of execution units 118, and a third set of execution units 120. In the low license mode, the core/domain 314 is authorized by the PCU 312 to use only the first set of execution units 116. In the medium license mode, the core/domain 314 may use both the first set of execution units 116 and the second set of execution units 118. In a high license mode, the core/domain 314 may use the first set of execution units 116, the second set of execution units 118, and the third set of execution units 120. Persons skilled in the art will recognize from the disclosure herein that other license modes may be used with additional sets or other combinations of sets of execution units. In certain
embodiments, for example, the core/domain 314 may have only two license modes, while in other embodiments more than three license modes may be used.

[0026] The FIVR 310 is configured to provide a regulated voltage to the core/domain 314, and includes a main feedback loop (not shown) for responding to changes in current and voltage in the core/domain 314. The main feedback loop of the FIVR 310 may have a wide range of bandwidths for responding to power changes. However, effectively mitigating voltage droop caused by a di/dt virus, according to certain embodiments, may require a response time of less than about 2 nanoseconds. Thus, the main loop of the FIVR 310 in such embodiments may not be fast enough to respond to a di/dt virus driven droop. Also, the on-die decoupling capacitance of the power delivery network may not be sufficient to control the droop and can come at the cost of area (e.g., adding additional capacitance may add to the size and cost of the system 300). Further, mitigating voltage droop by increasing the switching bandwidth of the FIVR 310 may impact efficiency and stability. Off chip power delivery, e.g., using a motherboard voltage regulator (MBVR), may also have similar problems may be much slower to respond to fast voltage drops.

[0027] To speed up the response time, the FIVR 310 includes a plurality of current clamps 316 (three shown) that can fire once a certain voltage droop threshold is exceeded. The FIVR 310 is configured to provide non-linear control (NLC) to respond to the fast voltage droop by using the current clamps 316 to effectively bypass the FIVR's main loop to thereby speed up the direct delivery of current to one or more portions of the core/domain 314 associated with the voltage droop. In certain embodiments, the current clamps 316 comprise transistors powered by an input supply of the FIVR 310. For example, the current clamps 316 may each include a p-type metal-oxide-semiconductor (PMOS) transistor having source terminals electrically coupled to an external motherboard power supply (not shown) and drain terminals electrically coupled to respective locations in the core/domain 314 through respective current supply lines 318.

[0028] The system 300 includes a voltage sense line 320 coupled to an area 322 in the core/domain 314 that is likely to suffer a large, and possibly the largest, voltage drop. The voltage sense line 320 may comprise, for example, an electrically conductive metal. The current clamps 316 may be configured to
trigger based on a set (e.g., predetermined) voltage droop threshold. Although using a predetermined threshold may be effective, certain implementations may use a one-size-fits-all solution that is targeted for a worst case dV/dt virus in a high license mode. As discussed above, the threshold setting may be higher in the high license mode since the expected voltage drop is higher at this license level, as compared to the low or medium license levels. Prior solutions set the threshold based on the highest levels of droop, and hence the highest license mode, because setting the threshold lower may result in continuous or frequent firing of the current clamps 316, at least while operating in high license modes.

[0029] Over firing the current clamps 316 may produce large noise levels on the FIVR’s input power supply because the current is directly drawn from the power supply without the usual inductor-capacitor (LC) filter configuration of the FIVR 310. Higher levels of noise can be produced when current clamps used for NLC are fired simultaneously, e.g., in a multi-core server chip. Noise on the input power supply may result in failure of FIVR circuits due to a minimum voltage (Vmin) violation and pass-through of noise to the FIVR output supply. Both of these effects may be detrimental to the operation of FIVRs. If clamps are used with a motherboard VR solution, noise generated on the supply due to the clamps can impact Vmin of surrounding circuits sharing this supply resulting in a power increase and circuit failure. Thus, it is useful to set the threshold to reduce or minimize the firing of the clamps. Tailoring the threshold to the license issued (proportional to the droop) to the core may results in just enough control to produce the required droop reduction in every state of the core. The use of license information does not need to be limited to threshold change, but can also be used to adjust the size or strength of the current clamps as well. This change of strength will also reduce the noise on the power supply of the clamps.

[0030] In the example shown in FIG. 3, the system 300 tailors the NLC process to work more effectively for the various license modes supported by the core/domain 314. The system 300 selectively adjusts the NLC threshold (i.e., the voltage droop threshold or point at which the non-linear control fires the current clamps 316 in response to a droop event) based on the license level of the core at a given time. The voltage droops expected in each of the license modes are highest in the high license mode (e.g., when all sets of execution units 116, 118,
120 are used), followed by the medium license mode (when the sets of execution units 116, 118 are used), which in turn is followed by the low execution mode (when the set of execution units 116 is used).

[0031] The license grant message 326 of the core/domain 314 is granted by the PCU 111 upon receiving a license request message 324 from the core/domain 314. In the illustrated embodiment, the license grant message 326 is also communicated to the FIVR 310 to dynamically change the voltage droop threshold. It should be noted that the embodiment shown FIG. 3 may be applied to any voltage domain that utilizes current clamps to control droop. Such domains may support selectable modes where each mode experiences different levels of voltage droop because of a differing level of current changes per unit time (either due to frequency, voltage or power changes). Further, since the clamp solution is independent of FIVR, the solution of the illustrated embodiment may also apply to any voltage regulator selected for the domain. In addition, or in other embodiments, the information related to the core license mode may be used to selectively adjust the strength of the clamps because lower voltage droops may use lower current as well. In other words, based on the license mode, the clamps may provide different current levels to the core/domain 314.

[0032] As shown in FIG. 3, the FIVR 310 further includes a first threshold register 328, a second threshold register 330, a third threshold register 332, a threshold selector module 334, a digital to analog converter (DAC) 336, and a comparator (CMP) 338. The three threshold registers in this example provide for three levels of licensing. However, those skilled in the art will recognize from the disclosure herein that additional or fewer registers and/or threshold values may also be used. The first threshold register 328 is configured to store a first threshold value (Th1), the second threshold register 330 is configured to store a second threshold value (Th2), and the third threshold register 332 is configured to store a third threshold value (Th3).

[0033] The threshold registers provide the threshold values Th1, Th2, Th3 to the threshold selection module 334. The threshold selection module 334 may include a multiplexer or other circuitry or computer executable instructions to select one of the threshold values Th1, Th2, Th3 based on the license grant message 326 from the PCU 312. The threshold selection module 334 is configured to select the first threshold value Th1 when the license grant message 326 indicates the low license
mode, the second threshold value \( Th2 \) when the license grant message 326 indicates the medium license mode, and the third threshold value \( Th3 \) when the license grant message 326 indicates the high license mode. The threshold values \( Th1, Th2, Th3 \) and/or the output of the threshold selection module 334 may comprise digital data, which the digital to analog converter 336 converts to an analog threshold value provided to a first input of the comparator 338. A second input of the comparator 338 is electrically coupled to the voltage sense line from the core/domain 314. If the droop on the voltage sense line 320 drops below the analog threshold value, the comparator 338 outputs a clamp fire signal 340 to the current clamps 316. In response, the current clamps 316 turn on to drive current through the current supply lines 318 to the respective locations (e.g., particular execution units) in the core/domain 314 that are expected to experience the voltage droop. Turning on the current clamps effectively pulls up the voltage at the respective locations in the core/domain 314 back to a nominal voltage before the droop.

[0034] FIGS. 4A and 4B illustrate example graphs of voltage droop versus frequency of a core for two example license modes according to certain embodiments. In this example, the illustrated graphs are produced using a worst case (WC) core virus. FIGS. 4A and 4B each compare a first graph 410 corresponding to using no NLC (e.g., the NLC inactive such that no current clamps are used), a second graph 412 corresponding to using NLC current clamps with a set WC threshold based on a highest license mode voltage drop, and a third graph 414 corresponding to using NLC current clamps with threshold changed based on issued license to the core.

[0035] In FIG. 4A, a medium license level is used and a comparison of the first graph 410 to the second graph 412 clearly shows an improvement in voltage droop when NLC is used, as compared to when NLC is not used. As shown by the third graph 414, however, when the threshold is tailored to the license mode currently in operation there is a further improvement. In this example, it is assumed that the WC threshold corresponding to the second graph 412 represents a case where the threshold is set by a higher license mode than the medium license mode.

[0036] In FIG. 4B, a low license level is used. The first graph 410 and the second graph 412 in FIG. 4B are coincident or nearly coincident with each other.
for much of the frequency range, which indicates the ineffectiveness of NLC at the low license level when the WC threshold is used. In other words, for many frequencies, it is not useful to use a threshold that is designed for the highest license mode, rather than the currently selected license mode. The third graph 414 shown in FIG. 4B shows a dramatic improvement in voltage droop with the use of a threshold that is tailored for the low license level. In certain embodiments, improvement in voltage droop with the use of a threshold that is tailored for the selected license level may range from about 10 mV to about 40 mV.

[0037] Returning to FIG. 3, the illustrated example embodiment includes a single voltage sense line 320 and the FIVR 310 is configured to fire each of the current clamps 316 at the same time. In other embodiments, additional voltage sense lines may be used. For example, FIG. 5 is a block diagram of a FIVR 510 coupled to a first voltage sense line 512 and a second voltage sense line 514 according to one embodiment. The FIVR 510 includes the first threshold register 328, the second threshold register 330, the third threshold register 332, the threshold selector module 334, and the digital to analog converter (DAC) 336, as shown in FIG. 3.

[0038] However, the FIVR 510 shown in FIG. 5 includes a first comparator (CMP) 516 coupled to the first voltage sense line 512 and a second comparator 518 coupled to the second voltage sense line 514. The digital to analog converter is configured to provide the selected analog threshold value to as additional inputs to both the first comparator 516 and the second comparator 518. Based on the selected threshold and the input from the first voltage sense line 512, the first comparator 516 is configured to fire a first set of current clamps 520 (three shown) coupled to respective locations (e.g., particular execution units) in the core/domain. Similarly, based on the selected threshold and the input from the second voltage sense line 514, the second comparator 518 is configured to fire a second set of current clamps 522 (two shown) coupled to respective locations (e.g., particular execution units) in the core/domain. Thus, independent droop events may be detected and mitigated.

[0039] FIG. 6 is a block diagram of a portion of a system 600 according to certain embodiments. As shown in FIG. 6, the system 600 may include various components, including a processor 610, which as shown is a multicore processor. The processor 610 may be coupled to a power supply 650 via an external power
delivery system 660. As shown, the processor 610 may be a single die processor including multiple cores 620a-620n. In addition, each core may be associated with an individual voltage regulator 625a-625n. Accordingly, a FIVR implementation may be provided to allow for fine-grained control of voltage and thus power and performance of each individual core. As such, each core can operate at an independent voltage and frequency, enabling great flexibility and affording wide opportunities for balancing power consumption with performance.

Further, each voltage regulator 625a-625n may comprise the FIVR 310 shown in FIG. 3 or the FIVR 510 shown in FIG. 5, and may be configured to select from a plurality of voltage droop thresholds based on a license mode corresponding to a selected set of execution units in its respective core. The power delivery system 660 may include a PCU or other components configured to receive individual license requests from the cores 620a-620n and to respond with license grants, which are also communicated to the corresponding voltage regulator 625a-625n to allow for independent voltage droop threshold selection in each core.

In addition, or in other embodiments, a single voltage regulator may be configured to control two or more of the cores 620a-620n. For example, FIG. 7 is a block diagram of a FIVR 710 coupled to a first voltage sense line 712 of a first core and a second voltage sense line 714 of a second core according to one embodiment. The FIVR 710 includes the first threshold register 328, the second threshold register 330, the third threshold register 332, the threshold selector module 334, the digital to analog converter (DAC) 336, the comparator (CMP) 338, and the plurality of current clamps 316, as shown in FIG. 3. The outputs of the current clamps 316 may be coupled to respective locations (e.g., particular execution units) in the first core. The FIVR 710 also includes a second threshold selector module 716, a second digital to analog converter (DAC) 718, a second comparator (CMP) 720, and a second plurality of current clamps 722. The outputs of the second current clamps 722 may be coupled to respective locations (e.g., particular execution units) in the second core.

The threshold selector module 334 receives a first license grant message 724 corresponding to a license level granted to the first core. The threshold selector module 334 is configured to select a voltage droop threshold Th1, Th2, or Th3 based on the first license grant message 724. Similarly, the second threshold selector module 716 receives a second license grant message...
corresponding to a license level granted to the second core. The second
threshold selector module 716 is configured to select a voltage droop threshold
Th1, Th2, or Th3 based on the second license grant message 726. Thus,
different thresholds may be selected for each core such that independent droop
events may be detected in each core and mitigated according to the
embodiments disclosed herein.

Returning to FIG. 6, additional components may be present within the
processor 610 including an input/output interface (IF) 632, another interface 634, and
an integrated memory controller (IMC) 636. As shown, each of these components
may be powered by another integrated voltage regulator 625x. In one embodiment,
the interface 632 may be in accordance with the quick path interconnect (QPI)
protocol, which provides for point-to-point (PtP) links in a cache coherent protocol
that includes multiple layers including a physical layer, a link layer and a protocol
layer. In turn, the interface 634 may be in accordance with a peripheral component
interconnect express (PCIe™) specification. While not shown for ease of illustration,
it should be understood that additional components may be present within the
processor 610 such as uncore logic, a power control unit, and other components
such as internal memories, e.g., one or more levels of a cache memory hierarchy
and so forth. Furthermore, while shown in the implementation of FIG. 6 with an
integrated voltage regulator, embodiments are not so limited.

FIG. 8 is a block diagram of a system 800 according to certain
embodiments. As shown in FIG. 8, the system 800 includes a processor 805, which
may be a multicore processor having a plurality of cores 810a-810n of a core
domain. In one embodiment, each such core may be of an independent power
domain and may be configured to operate at an independent voltage and/or
frequency. The various cores may be coupled via an interconnect 815 to a system
agent or uncore domain 820 that includes various components. As seen, the uncore
domain 820 may include a shared cache 830 that may be a last level cache. In
addition, the uncore domain 820 may include an integrated memory controller 840,
various interfaces 850, and a power control unit 855. A power delivery system 870
with voltage regulators, as described above, can couple to the processor 805 via a
supply line 880. The power delivery system 870 may be configured to mitigate
voltage droop based on a license mode granted for a particular core and/or uncore
domain. The processor 805 may communicate with a system memory 860, e.g., via
a memory bus. In addition, by interfaces 850, connection can be made to various off-package components such as peripheral devices, mass storage and so forth. While shown with this particular implementation in the embodiment of FIG. 8, the scope of the present invention is not limited in this regard.

[0045] In some embodiments, the change of the license is coupled with a different voltage and frequency as well. Thus, the license grant is deferred until a safe voltage and frequency is reached for that mode. The change of the voltage droop threshold may also be deferred to the time when the license is granted. In certain embodiments, however, there is no requirement that the license grant is synchronized with the threshold change. This is illustrated in Table 1.

<table>
<thead>
<tr>
<th>Transition Type</th>
<th>Step 1</th>
<th>Step 2</th>
<th>Step 3</th>
<th>Step 4</th>
</tr>
</thead>
<tbody>
<tr>
<td>Low level to medium level - Type A</td>
<td>Safe voltage &amp; frequency for medium level</td>
<td>Core starts medium level earlier than FIVR threshold change</td>
<td>Until threshold changes to medium level, NLC may fire more</td>
<td>FIVR changes threshold to medium level</td>
</tr>
<tr>
<td>Low level to medium level - Type B</td>
<td>Safe voltage &amp; frequency for medium level</td>
<td>FIVR changes threshold earlier than core change</td>
<td>Safe voltage/frequency permits higher threshold (e.g., for medium level) while core still in low level</td>
<td>Core moves to medium level</td>
</tr>
<tr>
<td>Medium level to low level - Type A</td>
<td>Safe voltage &amp; frequency for low level</td>
<td>Core starts low level earlier than FIVR threshold change</td>
<td>Safe voltage/frequency permits higher threshold (e.g., medium level) while core in low level</td>
<td>FIVR changes threshold to low level</td>
</tr>
<tr>
<td>Medium level to low level - Type B</td>
<td>Safe voltage &amp; frequency for low level</td>
<td>FIVR changes threshold earlier than core change</td>
<td>With threshold at low level, NLC may fire more</td>
<td>Core moves to low level</td>
</tr>
</tbody>
</table>

TABLE 1
[0046] In the example of Table 1, the type A event is when the license grant to the core takes effect sooner than the threshold change, while the type B event is when the threshold change takes effect earlier than license grant. Step 3 shows how the current clamps may behave and function in either transition. As shown, excessive voltage droop is not experienced in either type of transition.

Example Embodiments

[0047] The following examples pertain to further embodiments.

[0048] Example 1 is an apparatus that includes a plurality of threshold registers, a interface, and a voltage droop correction module. The plurality of threshold registers are configured to store respective voltage droop thresholds. The interface is configured to receive a license grant message indicating a license mode for a processor core or domain, the license mode corresponding to a selected set of execution units in the processor core or domain. The voltage droop correction module is configured to, based on the license mode indicated in the license grant message, select one of the voltage droop thresholds from the plurality of voltage droop registers. The voltage droop correction module is configured to compare a voltage droop in the processor core or domain with the selected voltage droop threshold. The voltage droop correction module is configured to, based on the comparison, trigger a voltage droop correction process.

[0049] In Example 2, the apparatus of Example 1 further includes a voltage regulator to couple a regulated voltage to a device including the processor core or domain.

[0050] In Example 3, the voltage regulator of Example 2 is coupled to a motherboard.

[0051] In Example 4, the voltage regulator of any of Examples 1-2 includes a FIVR integrated with the device including the processor core or domain.

[0052] In Example 5, the interface of any of Examples 1-3 receives the license grant message from a PCU.

[0053] In Example 6, the voltage droop correction process of any of Examples 1-4 includes a non-linear control process to provide excess current to the processor core or domain via one or more current supply lines.
In Example 7, the voltage droop correction module of Example 6 further includes one or more current clamps configured to provide the excess current to the one or more current supply lines in response to the trigger.

In Example 8, the voltage droop correction module of Example 7 further includes a threshold selector module coupled to the plurality of threshold register, the threshold selector module configured to, based on the license mode indicated in the license grant message, select one of the voltage droop thresholds from the plurality of voltage droop registers. The voltage droop correction module further includes a voltage sense line coupled to an area of the processor core or domain expected to experience the voltage droop. The voltage droop correction module further includes a comparator to compare a sensed voltage droop on the voltage sense line to the selected voltage droop threshold to detect a droop event, and to fire the one or more current clamps in response to the detected droop event.

In Example 9, the voltage sense line of Example 8 includes a first voltage sense line, the area of the processor core or domain includes a first area of the processor core or domain, the comparator includes a first comparator, the sensed voltage droop includes a first sensed voltage droop, and the droop event includes a first droop event. The voltage droop correction module further includes a second voltage sense line coupled to a second area of the processor core or domain expected to experience the voltage droop. The voltage group correction module further includes a second comparator to compare a second sensed voltage droop on the second voltage sense line to the selected voltage droop threshold to detect a second droop event, and to fire the one or more current clamps in response to the detected second droop event.

In Example 10, the voltage droop correction module of any of Examples 8-9 further includes a digital to analog converter coupled between the threshold selector module and the comparator. The selected voltage droop threshold includes a digital value, and the digital to analog converter is configured to convert the digital value to an analog threshold signal and to provide the analog threshold signal to an input of the comparator.

In Example 11, the voltage droop correction module of any of Examples 7-10 is configured to adjust a strength of the one or more current clamps based on the license mode indicated in the license grant message.
Example 12 is a method that includes receiving, at a voltage regulator, a signal indicating a license mode corresponding to a selected set of execution units in a core or domain of a processor. The method includes selecting, based on the indicated license mode, one of a plurality of thresholds. The method includes detecting a voltage droop event in the core or domain of the processor. The method includes determining that the voltage droop event exceeds the selected threshold. The method includes triggering, in response to the determination, a voltage droop correction process.

In Example 13, the voltage droop correction process of Example 12 includes a non-linear control process including providing excess current to the processor core or domain via one or more current supply lines.

In Example 14, triggering the voltage droop correction process in Example 13 includes triggering one or more current clamps configured to provide the excess current to the one or more current supply lines.

In Example 15, the method of Example 14 further includes adjusting a strength of the one or more current clamps based on the license mode indicated in the license grant message.

In Example 16, triggering the voltage droop correction process of any of Examples 13-15 includes adjusting, based on the license mode indicated in the license grant message, a strength of one or more current clamps configured to provide the excess current.

In Example 17, detecting the voltage droop event in any of Examples 12-16 includes receiving a signal from a voltage sense line coupled to an area of the processor core or domain expected to experience the voltage droop.

Example 18 is at least one computer-readable storage medium having stored thereon instructions that, when executed by a processor, cause the processor to perform operations. The operations include receiving a signal indicating a license mode corresponding to a selected set of execution units in a core or domain. The operations include selecting, based on the indicated license mode, one of a plurality of thresholds. The operations include detecting a voltage droop event in the core or domain. The operations include determining that the voltage droop event exceeds the selected threshold. The operations include triggering, in response to the determination, a voltage droop correction process.
In Examples 19, the voltage droop correction process of Example 19 includes a non-linear control process including providing excess current to the processor core or domain via one or more current supply lines.

In Example 20, triggering the voltage droop correction process of Example 19 includes triggering one or more current clamps configured to provide the excess current to the one or more current supply lines.

In Example 21, the operations of Examples 20 further include adjusting a strength of the one or more current clamps based on the license mode indicated in the license grant message.

In Example 22, the triggering the voltage droop correction process in any of Examples 19-22 includes adjusting, based on the license mode indicated in the license grant message, a strength of one or more current clamps configured to provide the excess current.

Example 23 is a processor comprising that includes a plurality of cores each to independently execute instructions and to operate at independent voltages and frequencies. The processor includes one or more integrated voltage regulators to provide the independent voltages and frequencies to the plurality of cores, wherein each of the one or more voltage regulators comprises a storage device, an interface, and a voltage droop correction module. The storage device is configured to store a plurality of voltage droop thresholds. The interface is configured to receive, from a power control unit, a license grant message indicating a license mode for corresponding core of the plurality of cores, the license mode corresponding to a selected set of execution units. The voltage droop correction module is configured to, based on the license mode indicated in the license grant message, select one of the plurality of voltage droop thresholds. The voltage droop correction module is configured to compare a voltage droop in the corresponding core with the selected voltage droop threshold. The voltage droop correction module is configured to trigger, based on the comparison, a voltage droop correction process.

In Example 24, the voltage droop correction process in Example 23 includes a non-linear control process to provide excess current to the corresponding core via one or more current supply lines.
In Examples 25, the voltage droop correction module of Example 23 further includes one or more current clamps configured to provide the excess current to the one or more current supply lines in response to the trigger.

In Example 26, the voltage droop correction module of Example 24 further includes a threshold selector module, a voltage sense line, and a comparator. The threshold selector module is configured to, based on the license mode indicated in the license grant message, select one of the plurality of voltage droop thresholds. The voltage sense line is coupled to an area of the corresponding core expected to experience the voltage droop. The comparator is configured to compare a sensed voltage droop on the voltage sense line to the selected voltage droop threshold to detect a droop event, and to fire the one or more current clamps in response to the detected droop event.

Example 27 is a method that includes storing respective voltage droop thresholds in a plurality of threshold registers. The method includes receiving a license grant message indicating a license mode for a processor core or domain, the license mode corresponding to a selected set of execution units in the processor core or domain. The method includes selecting, based on the license mode indicated in the license grant message, one of the voltage droop thresholds from the plurality of voltage droop registers. The method includes comparing a voltage droop in the processor core or domain with the selected voltage droop threshold. The method includes triggering, based on the comparison, a voltage droop correction process.

Example 28 is an apparatus including means to perform the method of any of Examples 12-27 and 27.

Example 29 is a machine readable storage including machine-readable instructions to implement the method or realize the apparatus of any of Examples 12-27 and 27-28.

The above description provides numerous specific details for a thorough understanding of the embodiments described herein. However, those of skill in the art will recognize that one or more of the specific details may be omitted, or other methods, components, or materials may be used. In some cases, well-known features, structures, or operations are not shown or described in detail.

Furthermore, the described features, operations, or characteristics may be arranged and designed in a wide variety of different configurations and/or combined
in any suitable manner in one or more embodiments. Thus, the detailed description of the embodiments of the systems and methods is not intended to limit the scope of the disclosure, as claimed, but is merely representative of possible embodiments of the disclosure. In addition, it will also be readily understood that the order of the steps or actions of the methods described in connection with the embodiments disclosed may be changed as would be apparent to those skilled in the art. Thus, any order in the drawings or Detailed Description is for illustrative purposes only and is not meant to imply a required order, unless specified to require an order.

[0079] The term "coupled" may be used herein to refer to any type of relationship, direct or indirect, between the components in question, and may apply to electrical, mechanical, fluid, optical, electromagnetic, electromechanical or other connections. In addition, the terms "first", "second", etc. might be used herein only to facilitate discussion, and carry no particular temporal or chronological significance unless otherwise indicated.

[0080] Any reference in this specification to "one embodiment," "an embodiment," "example embodiment," etc., means that a particular feature, structure, or characteristic described in connection with the embodiment is included in at least one embodiment of the invention. The appearances of such phrases in various places in the specification are not necessarily all referring to the same embodiment. Further, when a particular feature, structure, or characteristic is described in connection with any embodiment, it is submitted that it is within the purview of one skilled in the art to affect such feature, structure, or characteristic in connection with other ones of the embodiments.

[0081] Various embodiments may be implemented using hardware elements, software elements, and/or a combination of both. Examples of hardware elements may include processors, microprocessors, circuits, circuit elements (e.g., transistors, resistors, capacitors, inductors, and so forth), integrated circuits, application specific integrated circuits (ASIC), programmable logic devices (PLD), digital signal processors (DSP), field programmable gate array (FPGA), logic gates, registers, semiconductor device, chips, microchips, chip sets, and so forth. Examples of software may include software components, programs, applications, computer programs, application programs, system programs, machine programs, operating system software, middleware, firmware, software modules, routines, subroutines, functions, methods, procedures, software interfaces, application program interfaces
(API), instruction sets, computing code, computer code, code segments, computer code segments, words, values, symbols, or any combination thereof.

[0082] One or more aspects of at least one embodiment may be implemented by representative instructions stored on a machine-readable medium which represents various logic within the processor, which when read by a machine causes the machine to fabricate logic to perform the techniques described herein. Such representations, known as "IP cores" may be stored on a tangible, machine readable medium and supplied to various customers or manufacturing facilities to load into the fabrication machines that actually make the logic or processor.

[0083] Although embodiments have been described with reference to a number of illustrative embodiments thereof, it should be understood that numerous other modifications and embodiments can be devised by those skilled in the art that will fall within the spirit and scope of the principles of this disclosure. More particularly, various variations and modifications are possible in the component parts and/or arrangements of the subject combination arrangement within the scope of the disclosure, the drawings and the appended claims. In addition to variations and modifications in the component parts and/or arrangements, alternative uses will also be apparent to those skilled in the art. The scope of the present invention should, therefore, be determined only by the following claims.
Claims

1. An apparatus comprising:
   a plurality of threshold registers to store respective voltage droop thresholds;
   an interface to receive a license grant message indicating a license mode for
   a processor core or domain, the license mode corresponding to a selected set of
   execution units in the processor core or domain;
   a voltage droop correction module to:
      based on the license mode indicated in the license grant message,
      select one of the voltage droop thresholds from the plurality of voltage droop
      registers;
      compare a voltage droop in the processor core or domain with the
      selected voltage droop threshold; and
      based on the comparison, trigger a voltage droop correction process.

2. The apparatus of claim 1, further comprising a voltage regulator to couple a
   regulated voltage to a device including the processor core or domain.

3. The apparatus of claim 2, wherein the voltage regulator is coupled to a
   motherboard.

4. The apparatus of claim 2, wherein the voltage regulator comprises a fully
   integrated voltage regulator (FIVR) integrated with the device including the processor
   core or domain.

5. The apparatus of any of claims 1-2, wherein the interface receives the
   license grant message from a power control unit (PCU).

6. The apparatus of any of claims 1-2, wherein the voltage droop correction
   process comprises a non-linear control process to provide excess current to the
   processor core or domain via one or more current supply lines.

7. The apparatus of claim 6, wherein the voltage droop correction module
   further comprises one or more current clamps configured to provide the excess
   current to the one or more current supply lines in response to the trigger.

8. The apparatus of claim 7, wherein the voltage droop correction module
   further comprises:
      a threshold selector module coupled to the plurality of threshold register, the
      threshold selector module configured to, based on the license mode indicated in
      the license grant message, select one of the voltage droop thresholds from the plurality
      of voltage droop registers;
a voltage sense line coupled to an area of the processor core or domain expected to experience the voltage droop; and

a comparator to compare a sensed voltage droop on the voltage sense line to the selected voltage droop threshold to detect a droop event, and to fire the one or more current clamps in response to the detected droop event.

9. The apparatus of claim 8, wherein the voltage sense line comprises a first voltage sense line, the area of the processor core or domain comprises a first area of the processor core or domain, the comparator comprises a first comparator, the sensed voltage droop comprises a first sensed voltage droop, and the droop event comprises a first droop event, wherein the voltage droop correction module further comprises:

a second voltage sense line coupled to a second area of the processor core or domain expected to experience the voltage droop; and

a second comparator to compare a second sensed voltage droop on the second voltage sense line to the selected voltage droop threshold to detect a second droop event, and to fire the one or more current clamps in response to the detected second droop event.

10. The apparatus of claim 8, wherein the voltage droop correction module further comprises a digital to analog converter coupled between the threshold selector module and the comparator, wherein the selected voltage droop threshold comprises a digital value, and wherein the digital to analog converter is configured to convert the digital value to an analog threshold signal and to provide the analog threshold signal to an input of the comparator.

11. The apparatus of claim 7, wherein the voltage droop correction module is configured to adjust a strength of the one or more current clamps based on the license mode indicated in the license grant message.

12. A method comprising:

receiving, at a voltage regulator, a signal indicating a license mode corresponding to a selected set of execution units in a core or domain of a processor;

based on the indicated license mode, selecting one of a plurality of thresholds;

detecting a voltage droop event in the core or domain of the processor;

determining that the voltage droop event exceeds the selected threshold; and
in response to the determination, triggering a voltage droop correction process.

13. The method of claim 12, wherein the voltage droop correction process comprises a non-linear control process including providing excess current to the processor core or domain via one or more current supply lines.

14. The method of claim 13, wherein triggering the voltage droop correction process comprises triggering one or more current clamps configured to provide the excess current to the one or more current supply lines.

15. The method of claim 14, further comprising adjusting a strength of the one or more current clamps based on the license mode indicated in the license grant message.

16. The method of claim 13, wherein triggering the voltage droop correction process comprises adjusting, based on the license mode indicated in the license grant message, a strength of one or more current clamps configured to provide the excess current.

17. The method of claim 12, wherein detecting the voltage droop event comprises receiving a signal from a voltage sense line coupled to an area of the processor core or domain expected to experience the voltage droop.

18. At least one computer-readable storage medium having stored thereon instructions that, when executed by a processor, cause the processor to perform operations comprising:
   receiving a signal indicating a license mode corresponding to a selected set of execution units in a core or domain;
   based on the indicated license mode, selecting one of a plurality of thresholds;
   detecting a voltage droop event in the core or domain;
   determining that the voltage droop event exceeds the selected threshold; and
   in response to the determination, triggering a voltage droop correction process.

19. The at least one computer-readable storage medium of claim 18, wherein the voltage droop correction process comprises a non-linear control process including providing excess current to the processor core or domain via one or more current supply lines.
20. The at least one computer-readable storage medium of claim 19, wherein triggering the voltage droop correction process comprises triggering one or more current clamps configured to provide the excess current to the one or more current supply lines.

21. The at least one computer-readable storage medium of claim 20, further comprising adjusting a strength of the one or more current clamps based on the license mode indicated in the license grant message.

22. The at least one computer-readable storage medium of claim 19, wherein triggering the voltage droop correction process comprises adjusting, based on the license mode indicated in the license grant message, a strength of one or more current clamps configured to provide the excess current.

23. A processor comprising:
   a plurality of cores each to independently execute instructions and to operate at independent voltages and frequencies; and
   one or more integrated voltage regulators to provide the independent voltages and frequencies to the plurality of cores, wherein each of the one or more voltage regulators comprises:
      a storage device to store a plurality of voltage droop thresholds;
      an interface to receive, from a power control unit, a license grant message indicating a license mode for corresponding core of the plurality of cores, the license mode corresponding to a selected set of execution units; and
      a voltage droop correction module to:
         based on the license mode indicated in the license grant message, select one of the plurality of voltage droop thresholds;
         compare a voltage droop in the corresponding core with the selected voltage droop threshold; and
         based on the comparison, trigger a voltage droop correction process.

24. The processor of claim 23, wherein the voltage droop correction process comprises a non-linear control process to provide excess current to the corresponding core via one or more current supply lines.
25. The processor of claim 24, wherein the voltage droop correction module further comprises one or more current clamps configured to provide the excess current to the one or more current supply lines in response to the trigger.

26. The processor of claim 25, wherein the voltage droop correction module further comprises:

- a threshold selector module to, based on the license mode indicated in the license grant message, select one of the plurality of voltage droop thresholds;
- a voltage sense line coupled to an area of the corresponding core expected to experience the voltage droop; and
- a comparator to compare a sensed voltage droop on the voltage sense line to the selected voltage droop threshold to detect a droop event, and to fire the one or more current clamps in response to the detected droop event.

27. A method comprising:

- storing respective voltage droop thresholds in a plurality of threshold registers;
- receiving a license grant message indicating a license mode for a processor core or domain, the license mode corresponding to a selected set of execution units in the processor core or domain;
- based on the license mode indicated in the license grant message, selecting one of the voltage droop thresholds from the plurality of voltage droop registers;
- comparing a voltage droop in the processor core or domain with the selected voltage droop threshold; and
- based on the comparison, triggering a voltage droop correction process.

28. An apparatus comprising means to perform a method as claimed in any of claims 12-17 and 27.

29. Machine readable storage including machine-readable instructions to implement a method as claimed in any of claims 12-17 and 27.
FIG. 1

FIG. 2

Receive a signal indicating a license mode corresponding to a selected set of execution units in a core or domain

Based on the indicated license mode, select one of a plurality of thresholds

Detect a voltage droop event

Droop event exceeds selected threshold?

Yes

Trigger voltage droop correction process

No
FIG. 5
FIG. 6
FIG. 8
A. **CLASSIFICATION OF SUBJECT MATTER**

G06F 1/26(2006.01)i

According to International Patent Classification (IPC) or to both national classification and IPC.

B. **FIELDS SEARCHED**

Minimum documentation searched (classification system followed by classification symbols)

G06F 1/26; G06F 1/28; H03K 3/00; G06F 19/00; H02J 1/00; G05F 1/46; G06F 1/08; H03L 7/06

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Korean utility models and applications for utility models

Japanese utility models and applications for utility models

Electronic database consulted during the international search (name of database and, where practicable, search terms used)

eKOMPASS(KIPO internal) & keywords: voltage droop, core, voltage droop threshold, voltage droop correction, comparing

C. **DOCUMENTS CONSIDERED TO BE RELEVANT**

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Y</td>
<td>US 2009-0063065 A1 (ROGER B. WEEKLY) 05 March 2009</td>
<td>1-29</td>
</tr>
<tr>
<td></td>
<td>See paragraphs [0066]-[0072], [0076]; claims 1-2; and figures 12, 14.</td>
<td></td>
</tr>
<tr>
<td></td>
<td>See paragraphs [0014]-[0036], [0063]-[0065]; and figures 1-2, 9.</td>
<td></td>
</tr>
<tr>
<td></td>
<td>See column 5, line 1 - column 7, line 26; and figures 4A-4B, 7.</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US 2012-0187991 A1 (VISVESH SATHE et al.) 26 July 2012</td>
<td>1-29</td>
</tr>
<tr>
<td></td>
<td>See paragraphs [0041]-[0046]; and figure 6.</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US 2010-0229021 A1 (GEORGIOS K. KONSTADINIDIS et al.) 09 September 2010</td>
<td>1-29</td>
</tr>
<tr>
<td></td>
<td>See paragraphs [0032]-[0034]; and figure 8.</td>
<td></td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C.

See patent family annex.

* Special categories of cited documents:
  *"A" document defining the general state of the art which is not considered to be of particular relevance
  *"E" earlier application or patent but published on or after the international filing date
  *"L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  *"O" document referring to an oral disclosure, use, exhibition or other means
  *"P" document published prior to the international filing date but later than the priority date claimed

Date of the actual completion of the international search: 23 February 2016 (23.02.2016)

Date of mailing of the international search report: 24 February 2016 (24.02.2016)

Name and mailing address of the ISA/KR
International Application Division
Korean Intellectual Property Office
189 Cheongsa-ro, Seo-gu, Daejeon, 35208, Republic of Korea
Facsimile No. +82-42-472-7140

Authorized officer
COMMISSIONER
Telephone No. +82-42-481-3578
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>US 7375443 B2</td>
<td>20/05/2008</td>
<td>AT 520192 T</td>
<td>15/08/2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 2003-301000 Al</td>
<td>29/07/2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 1732610 A</td>
<td>08/02/2006</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN 1732610 B</td>
<td>18/08/2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1579556 Al</td>
<td>28/09/2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1579556 Bl</td>
<td>10/08/2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 04101808 B2</td>
<td>18/06/2008</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2004-0125517 Al</td>
<td>01/07/2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2004-0125531 Al</td>
<td>01/07/2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 7116011 B2</td>
<td>03/10/2006</td>
</tr>
<tr>
<td>US 2012-0187991 Al</td>
<td>26/07/2012</td>
<td>None</td>
<td></td>
</tr>
</tbody>
</table>