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Description 

BACKGROUND  OF  THE  INVENTION 

This  invention  relates  to  an  electric  power 
steering  apparatus  for  an  automobile  which  em- 
ploys  an  electric  motor  to  decrease  the  steering 
torque  which  must  be  exerted  by  a  driver  in  order 
to  steer  the  automobile.  More  particularly,  it  relates 
to  an  electric  power  steering  apparatus  which  can 
guarantee  safe  operation. 

Electric  power  steering  apparatuses  for  auto- 
mobiles  are  well  known.  In  these  apparatuses,  an 
electric  motor  is  connected  to  a  steering  shaft  of  an 
automobile  by  a  clutch.  The  application  of  torque  to 
the  steering  wheel  by  the  driver  of  the  automobile 
is  detected  by  a  torque  sensor,  which  produces  a 
corresponding  output  signal.  Based  on  the  output 
signal,  a  CPU  controls  the  electric  motor  through  a 
motor  driver  so  as  to  rotate  the  steering  shaft  in  a 
direction  which  will  decrease  the  torque  which 
need  be  applied  by  the  driver  in  order  to  steer  the 
automobile. 

WO-A-88/00545  discloses  a  power  steering  ap- 
paratus  in  which  a  second  torque  meter  is  provided 
between  the  steering  motor  and  the  steering  clutch. 
Depending  upon  the  direction  in  which  the  motor  is 
turned  the  torque  meter  forms  a  contact  which  is 
compared  with  the  output  of  a  torque  sensor  situ- 
ated  on  the  steering  column  in  a  safety  device. 

Conventional  electric  power  steering  ap- 
paratuses  have  a  number  of  problems  with  respect 
to  safety.  For  example,  when  there  is  a  ground  fault 
in  a  portion  of  the  motor  driver  for  the  electric 
motor,  it  is  possible  for  the  electric  motor  to  be 
driven,  even  though  the  driver  is  not  applying  any 
torque  to  the  steering  wheel.  This  produces  the 
extremely  dangerous  situation  of  the  automobile 
being  steered  in  a  manner  contrary  to  the  will  of 
the  driver. 

Sometimes,  due  to  a  problem  with  the  power 
steering  apparatus,  a  directional  command  signal 
which  is  input  to  the  motor  driver  does  not  agree 
with  the  direction  of  torque  which  is  applied  to  the 
steering  wheel  by  the  driver  of  the  automobile.  If 
the  motor  driver  is  operating  normally,  no  power 
will  be  supplied  to  the  motor  in  this  situation,  but  if 
there  is  a  ground  fault  in  the  motor  driver,  current 
may  end  up  being  supplied  to  the  motor,  and  the 
wheels  of  the  vehicle  may  be  steered  in  the  direc- 
tion  opposite  to  the  direction  desired  by  the  driver, 
which  is  of  course  highly  dangerous. 

Another  problem  is  that  the  electric  motor  can 
exert  a  torque  on  the  steering  shaft  even  in  situ- 
ations  in  which  power  steering  is  unsafe,  such  as 
when  the  vehicle  is  traveling  at  a  high  speed  and 
the  driver  applies  a  large  torque  to  the  steering 
wheel. 

SUMMARY  OF  THE  INVENTION 

Accordingly,  it  is  an  object  of  the  present  in- 
vention  to  provide  an  electric  power  steering  ap- 

5  paratus  for  an  automotive  vehicle  which  can  op- 
erate  safely  even  when  a  ground  fault  of  a  motor 
driver  occurs. 

It  is  another  object  of  the  present  invention  to 
provide  an  electric  power  steering  apparatus  which 

io  can  operate  safely  at  high  vehicle  speeds. 
In  accordance  with  the  invention  there  is  pro- 

vided  an  electric  power  steering  apparatus  accord- 
ing  to  Claim  1  or  Claim  3.  Preferred  features  of  the 
invention  are  set  out  in  Claim  2. 

75 
BRIEF  DESCRIPTION  OF  THE  DRAWINGS 

Figure  1  is  a  block  diagram  of  a  first  embodi- 
ment  of  an  electric  power  steering  apparatus  ac- 

20  cording  to  the  present  invention. 
Figure  2  is  a  circuit  diagram  showing  the  em- 

bodiment  of  Figure  1  in  greater  detail. 
Figure  3  is  a  block  diagram  of  a  second  em- 

bodiment  of  the  present  invention. 
25  Figure  4  is  a  circuit  diagram  showing  the  em- 

bodiment  of  Figure  5  in  greater  detail. 
Figure  5  is  a  graph  of  the  output  of  the  torque 

sensor  1  of  Figure  1  as  a  function  of  the  torque 
applied  to  a  steering  wheel. 

30  Figure  6  is  a  graph  of  the  output  of  the  electric 
motor  as  a  function  of  the  output  of  the  torque 
sensor  1  . 

In  the  drawings,  the  same  reference  numerals 
indicate  the  same  or  corresponding  parts. 

35 
DESCRIPTION  OF  THE  PREFERRED  EMBODI- 
MENTS 

Hereinbelow,  a  number  of  preferred  embodi- 
40  ments  of  an  electric  power  steering  apparatus  in 

accordance  with  the  present  invention  will  be  de- 
scribed  while  referring  to  the  accompanying  draw- 
ings.  Figure  1  is  a  block  diagram  which  concep- 
tually  illustrates  the  structure  of  a  first  embodiment. 

45  As  shown  in  Figure  1,  a  torque  sensor  1  is  pro- 
vided  which  detects  the  magnitude  and  direction  of 
the  torque  which  is  applied  to  an  unillustrated 
steering  wheel  by  a  driver  and  generates  a  cor- 
responding  output  signal.  Figure  7  illustrates  an 

50  example  of  the  output  voltage  of  the  torque  sensor 
1  as  a  function  of  the  torque  applied  to  the  steering 
wheel,  which  will  be  referred  to  as  the  steering 
torque.  Point  T0  on  the  horizontal  axis  indicates  a 
neutral  point  at  which  no  torque  is  applied  to  the 

55  steering  wheel.  A  value  to  the  right  of  this  point  on 
the  horizontal  axis  indicates  steering  torque  for  a 
right  turn  and  a  value  to  the  left  of  this  point 
indicates  steering  torque  for  a  left  turn.  T1  and  T2 
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are  threshold  torques  for  steering  to  the  left  and 
right,  respectively,  and  define  a  dead  band  of  con- 
trol.  When  the  steering  torque  is  between  T1  and 
T2,  power  steering  does  not  take  place. 

When  the  steering  torque  is  T0,  T1,  or  T2,  the 
torque  sensor  1  produces  an  output  voltage  V0,  V1  , 
or  V2,  respectively.  Within  the  range  of  control,  the 
output  voltage  of  the  torque  sensor  1  is  nearly 
linear  with  respect  to  the  detected  steering  torque. 

The  output  signal  of  the  torque  sensor  1  is 
input  to  a  differentiator  20  and  to  a  CPU  3.  The 
differentiator  20  differentiates  the  output  signal 
from  the  torque  sensor  1  with  respect  to  time  and 
provides  the  differentiated  signal  to  the  CPU  3.  The 
differentiated  signal  is  also  input  to  a  torque  direc- 
tion  sensor  22  which  determines  the  direction  of 
the  steering  torque  being  applied  to  the  steering 
wheel. 

The  CPU  3  generates  two  directional  signals  in 
the  form  of  a  leftward  drive  signal  and  a  rightward 
drive  signal  which  are  input  to  a  motor  driver  10 
which  comprises  four  power  MOSFET's  37  -  40 
connected  together  so  as  to  form  a  bridge.  The 
upper  two  MOSFET's  35  and  37  are  connected  to 
a  battery  36  through  a  failure  relay  26  and  a  key 
switch  46,  while  the  lower  two  MOSFET's  38  and 
40  are  connected  to  ground  through  a  current 
detection  resistor  12. 

The  motor  driver  10  has  two  output  terminals 
44  and  45  which  are  connected  to  the  terminals  of 
an  electric  motor  14.  The  motor  14  can  be  con- 
nected  and  disconnected  from  the  steering  shaft  by 
an  unillustrated  electromagnetic  clutch  which  is  op- 
erated  by  a  clutch  driver  21  .  The  clutch  driver  21  is 
powered  by  the  battery  36  via  the  failure  relay  26 
and  the  key  switch  46. 

The  motor  14  is  controlled  by  the  CPU  3  via 
the  motor  driver  10  in  accordance  with  the  output 
signal  of  the  torque  sensor  1.  Figure  8  illustrates 
one  example  of  the  output  characteristics  of  the 
motor  14.  The  horizontal  axis  shows  the  torque 
signal  from  the  torque  sensor  1  and  the  vertical 
axis  shows  the  output  of  the  motor  14. 

When  the  output  voltage  of  the  torque  sensor  1 
is  between  V1  and  V2,  the  motor  14  does  not 
operate;  this  is  the  dead  band  referred  to  earlier. 
When  the  output  voltage  of  the  torque  sensor  1  is 
between  V2  and  a  higher  voltage  V3,  the  motor  14 
exerts  a  rightward  torque  on  the  steering  shaft,  the 
torque  increasing  linearly  with  the  output  voltage 
until  it  reaches  a  maximum  value  Pmax.  Similarly, 
when  the  output  voltage  of  the  torque  sensor  1  is 
between  V1  and  a  lower  voltage  V4,  the  motor  14 
exerts  a  leftward  torque  on  the  steering  shaft,  the 
torque  increasing  linearly  as  the  output  voltage 
decreases  until  the  motor  output  reaches  the  maxi- 
mum  Pmax.  For  an  output  voltage  of  greater  than 
V3  or  less  than  V4,  the  motor  output  remains 

constant  at  Pmax. 
All  of  the  current  which  flows  through  the  motor 

14  also  flows  through  the  current  detection  resistor 
12,  and  the  current  is  determined  by  a  motor 

5  current  sensor  11  which  is  connected  to  the  posi- 
tive  end  of  the  current  detection  resistor  12  and 
measures  the  voltage  across  the  resistor  12. 

The  motor  terminals  44  and  45  are  also  con- 
nected  to  the  input  terminals  of  a  ground  fault 

io  sensor  27  which  produces  a  high  output  signal  at 
one  of  its  output  terminals  when  it  detects  a  ground 
fault  of  the  motor  driver  10.  The  output  signals  of 
the  ground  fault  sensor  27  are  applied  to  the  first 
input  terminals  of  two  AND  gates  29  and  30  via 

is  timers  T1  and  T2. 
Based  on  the  output  of  the  differentiator  20,  the 

torque  direction  sensor  22  generates  two  direc- 
tional  signals  in  the  form  of  a  rightward  torque 
signal  and  a  leftward  torque  signal,  indicating  the 

20  direction  of  the  steering  torque  which  is  being 
applied  to  the  steering  wheel  by  the  driver.  The 
leftward  torque  signal  from  the  torque  direction 
sensor  22  and  the  leftward  drive  signal  from  the 
CPU  3  are  applied  to  the  input  terminals  of  two 

25  AND  gates  54  and  56.  The  output  terminal  of  AND 
gate  54  is  connected  to  the  gate  of  MOSFET  38, 
and  the  output  terminal  of  AND  gate  56  is  con- 
nected  to  the  second  input  terminal  of  AND  gate  30 
via  an  inverter  32. 

30  Similarly,  the  rightward  torque  signal  from  the 
torque  direction  sensor  22  and  the  rightward  drive 
signal  from  the  CPU  3  are  applied  to  the  input 
terminals  of  two  AND  gates  55  and  57.  The  output 
terminal  of  AND  gate  55  is  connected  to  the  gate 

35  of  MOSFET  40,  and  the  output  terminal  of  AND 
gate  57  is  connected  to  the  second  input  terminal 
of  AND  gate  29  via  an  inverter  33. 

The  output  terminals  of  AND  gates  29  and  30 
are  connected  to  the  input  terminals  of  an  OR  gate 

40  31  whose  output  terminal  is  connected  to  the  input 
terminal  of  a  self-holding  circuit  24.  The  self-hold- 
ing  circuit  24  maintains  a  high  or  low  level  output 
signal  which  is  supplied  to  a  relay  interrupter  25 
which  operates  the  failure  relay  26. 

45  The  failure  relay  26  has  a  fixed  contact  41a 
which  is  connected  to  the  motor  driver  10  and  the 
clutch  driver  21  and  another  fixed  contact  41b 
which  is  connected  to  the  positive  terminal  of  the 
battery  36  via  the  key  switch  46.  A  movable  con- 

50  tact  42  can  be  moved  into  and  out  of  contact  with 
the  fixed  contacts  by  a  coil  43  whose  current  is 
controlled  by  the  interrupter  25.  When  current  flows 
through  the  coil  43,  the  movable  contact  42  is  in  a 
closed  position.  When  the  supply  of  current  to  the 

55  coil  43  is  cut  off,  the  movable  contact  42  moves  to 
an  open  position  and  cuts  off  the  current  from  the 
battery  36  to  both  the  motor  driver  10  and  the 
clutch  driver  21  . 

3 
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Figure  2  is  a  circuit  diagram  of  a  concrete 
example  of  the  embodiment  of  Figure  1  .  As  shown 
in  Figure  2,  the  differentiation  circuit  20  comprises 
a  resistor  R1  which  is  connected  to  the  output 
terminal  of  the  torque  sensor  1  and  a  capacitor  C1 
which  is  connected  between  the  resistor  R1  and 
ground.  The  torque  direction  sensor  22  includes 
two  comparators  IC1  and  IC2.  The  two  input  termi- 
nals  of  each  comparator  are  connected  through 
capacitors  C2  and  C3,  respectively.  The  positive 
input  terminal  of  comparator  IC1  and  the  negative 
input  terminal  of  comparator  IC2  are  connected  to 
the  output  terminal  of  the  differentiator  20.  The 
negative  input  terminal  of  comparator  IC1  is  con- 
nected  to  the  junction  between  resistors  R2  and 
R3,  and  the  positive  input  terminal  of  comparator 
IC2  is  connected  to  the  junction  between  resistors 
R3  and  R4.  Resistors  R2  -  R4  are  connected  in 
series  between  a  voltage  supply  and  ground  and 
are  chosen  such  that  reference  voltages  V2  and  V1 
(V2  >  V1)  are  applied  to  comparators  IC1  and  IC2. 

Comparator  IC1  generates  a  rightward  torque 
signal  which  is  high  when  the  steering  torque  is  to 
the  right,  and  IC2  generates  a  leftward  torque  sig- 
nal  which  is  high  when  the  steering  torque  is  to  the 
left.  The  rightward  torque  signal  and  the  leftward 
torque  signal  are  input  to  the  first  input  terminals  of 
exclusive  OR  gates  50  and  51  ,  respectively. 

The  CPU  3  generates  a  rightward  drive  signal 
and  a  leftward  drive  signal  which  are  input  to  the 
second  input  terminals  of  the  exclusive  OR  gates 
50  and  51  ,  respectively.  The  outputs  of  both  exclu- 
sive  OR  gates  50  and  51  are  applied  to  the  first 
and  second  input  terminals  of  an  OR  gate  52.  The 
output  terminal  of  OR  gate  52  is  connected  to  the 
first  input  terminal  of  an  AND  gate  53. 

The  self-holding  circuit  24  includes  a  D-type 
flip-flop  IC7,  and  the  output  of  AND  gate  53  is 
applied  to  the  T  terminal  of  the  flip-flop  IC7.  The  T 
terminal  is  grounded  through  a  capacitor  C9.  The  D 
terminal  of  the  D-type  flip-flop  IC7  is  connected  to 
a  power  supply,  and  the  R  terminal  is  connected  to 
the  junction  of  a  capacitor  C8  and  a  resistor  R14 
through  another  resistor  R13.  A  diode  D5  is  con- 
nected  to  ground  in  parallel  with  resistor  R14.  Ca- 
pacitor  C8  and  resistor  R14  are  connected  in  series 
between  the  power  supply  and  ground. 

The  interrupter  25  includes  two  transistors  Tr1 
and  Tr2.  The  Q  terminal  of  the  D-type  flip-flop  IC7 
is  connected  to  the  base  of  transistor  Tr1  through  a 
resistor  R15  and  another  resistor  R16  is  connected 
between  the  base  and  the  emitter  of  transistor  Tr1  . 
The  collector  of  transistor  Tr1  is  connected  to  the 
base  of  transistor  Tr2.  The  emitter  of  transistor  Tr2 
is  grounded,  and  its  collector  is  connected  to  the 
coil  43  which  drives  the  movable  contact  42  of  the 
failure  relay  26. 

The  ground  fault  sensor  27  includes  four  com- 
parators  IC3  -  IC6.  The  positive  terminal  M  +  (into 
which  current  flow  during  a  right  turn)  and  the 
negative  terminal  M-  (into  which  current  flows  dur- 

5  ing  a  left  turn)  of  the  electric  motor  14  are  con- 
nected  to  the  negative  input  terminals  of  compara- 
tors  IC3  and  IC4  through  resistors  R5  and  R6, 
respectively. 

The  positive  input  terminals  of  comparators  IC3 
io  and  IC4  are  connected  with  one  another  and  to  the 

junction  of  two  resistors  R7  and  R8.  The  two  resis- 
tors  R7  and  R8  are  connected  in  series  between  a 
power  supply  and  ground  and  are  chosen  so  that 
the  voltage  which  is  applied  to  the  positive  input 

is  terminals  of  comparators  IC3  and  IC4  is  a  desired 
reference  value,  such  as  1  .2  V. 

The  negative  input  terminals  of  comparators 
IC3  and  IC4  are  grounded  through  capacitors  C4 
and  C5,  respectively.  The  output  terminals  of  com- 

20  parators  IC3  and  IC4  are  connected  to  the  positive 
input  terminals  of  comparators  IC5  and  IC6.  The 
positive  input  terminals  of  comparators  IC5  and  IC6 
are  grounded  through  capacitors  C6  and  C7.  The 
negative  input  terminals  of  comparators  IC5  and 

25  IC6  are  connected  to  one  another  and  to  the  junc- 
tion  of  resistors  R9  and  R10.  Resistors  R9  and  R10 
are  connected  between  a  power  supply  and 
ground,  and  are  selected  so  that  a  desired  refer- 
ence  voltage  is  applied  to  the  negative  input  termi- 

30  nals  of  comparators  IC5  and  IC6. 
The  output  terminals  of  comparators  IC5  and 

IC6  are  connected  to  a  power  supply  through  resis- 
tors  R11  and  R12,  respectively  and  are  also  con- 
nected  to  the  second  input  terminal  of  AND  gate  53 

35  through  diodes  D3  and  D4. 
Next,  the  operation  of  the  embodiment  of  Fig- 

ures  1  and  2  will  be  described.  When  the  driver  of 
the  vehicle  applies  a  torque  to  the  steering  wheel, 
the  applied  torque  is  detected  by  the  torque  sensor 

40  1  ,  which  generates  a  corresponding  output  voltage. 
Its  output  is  differentiated  by  the  differentiator  20 
and  is  input  to  the  CPU  3  and  the  torque  direction 
sensor  22. 

The  CPU  3  receives  the  torque  signal  from  the 
45  torque  sensor  1,  and  based  on  the  magnitude  of 

the  torque  signal,  it  determines  both  the  direction 
and  magnitude  of  the  torque.  The  CPU  3  then 
outputs  to  the  motor  driver  10  a  rightward  drive 
signal  or  a  leftward  drive  signal  which  indicates  the 

50  direction  of  the  torque  to  be  exerted  by  the  motor 
14. 

As  a  result,  the  motor  driver  10  drives  the 
motor  14  to  the  right  or  to  the  left  so  as  to  generate 
a  torque  which  is  nearly  proportional  to  the  torque 

55  signal  from  the  torque  sensor  1.  The  motor  14 
exerts  a  torque  on  the  steering  shaft  through  the 
unillustrated  clutch  and  decreases  the  steering 
torque  which  must  be  exerted  by  the  driver. 

4 
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The  current  passing  through  the  motor  14  flows 
through  the  detecting  resistor  12  and  a  voltage 
corresponding  to  the  current  is  generated  across 
the  ends  of  the  detecting  resistor  12.  The  voltage 
across  the  detecting  resistor  12  is  applied  to  the 
motor  current  sensor  11,  and  the  motor  current  is 
thereby  detected. 

MOSFET's  38  and  40  are  gated  by  the  outputs 
of  AND  gates  54  and  55,  respectively.  These  AND 
gates  generate  a  high  output  signal  only  when  the 
directional  output  signal  from  the  torque  direction 
sensor  22  agrees  with  the  corresponding  direc- 
tional  output  signal  from  the  CPU  3.  Accordingly,  if 
one  of  the  directional  output  signals  from  the 
torque  direction  sensor  22  does  not  match  the 
corresponding  directional  drive  signal  from  the 
CPU  3,  MOSFET's  38  and  40  are  not  gated,  the 
motor  driver  10  is  prevented  from  operating,  and 
no  current  is  supplied  to  the  motor  14. 

If  the  leftward  torque  signal  of  the  torque  direc- 
tion  sensor  22  does  not  agree  with  the  leftward 
drive  signal  from  the  CPU  3,  AND  gate  56  gen- 
erates  a  low  output  and  the  output  of  inverter  32 
goes  high  to  indicate  disagreement  of  the  leftward 
directional  signals.  Similarly,  if  the  rightward  torque 
signal  of  the  torque  direction  sensor  22  does  not 
agree  with  the  rightward  drive  signal  from  the  CPU 
3,  AND  gate  57  generates  a  low  output  and  the 
output  of  inverter  33  goes  high  to  indicate  dis- 
agreement  of  the  rightward  directional  signals. 

When  a  ground  fault  of  the  motor  driver  10  is 
detected  by  the  ground  fault  sensor  27,  the  ground 
fault  sensor  27  applies  a  high  output  signal  to  AND 
gate  29  or  30  after  a  prescribed  delay  which  is 
produced  by  timer  34  or  35. 

If  either  of  AND  gates  29  and  30  goes  high,  it 
is  determined  that  there  is  disagreement  of  direc- 
tional  signals  and  a  ground  fault  at  the  same  time, 
and  the  output  of  OR  gate  31  goes  high.  When  the 
output  of  OR  gate  31  goes  high,  the  output  of  the 
self-holding  circuit  24  goes  low,  and  the  interrupter 
25  cuts  off  the  current  to  coil  43  of  the  failure  relay 
26.  When  the  coil  43  is  deenergized,  the  movable 
contact  42  separates  from  the  fixed  contacts  41a 
and  41b,  the  clutch  driver  21  and  the  motor  driver 
10  are  cut  off,  and  the  steering  wheel  is  manually 
operated. 

When  the  key  switch  46  is  closed,  the  movable 
contact  42  moves  to  its  closed  position.  As  a  result, 
power  can  be  supplied  from  the  battery  36  to  the 
motor  driver  10  and  the  clutch  driver  21,  the  motor 
14  is  connected  to  the  steering  shaft  by  the  unil- 
lustrated  clutch,  and  it  is  possible  for  the  motor  14 
to  assist  steering. 

Next,  the  operation  of  the  circuit  shown  in 
Figure  2  will  be  explained.  The  torque  signal  from 
the  torque  sensor  1  is  input  to  the  differentiator  20 
and  the  differentiated  signal  is  applied  to  the  posi- 

tive  input  terminals  of  comparators  IC1  and  IC2  of 
the  torque  direction  sensor  22. 

The  comparators  IC1  and  IC2  compare  the 
output  of  the  differentiator  20  with  reference  vol- 

5  tages  V1  and  V2,  respectively.  If  the  differentiated 
signal  is  greater  than  or  equal  to  reference  voltage 
V2,  the  output  of  comparator  IC1  goes  high  to 
indicate  the  steering  wheel  is  being  turned  to  the 
right.  If  the  differentiated  signal  is  less  than  or 

io  equal  to  reference  voltage  V1,  the  output  of  com- 
parator  IC2  goes  high  to  indicate  that  the  steering 
wheel  is  being  turned  to  the  left. 

When  the  level  of  the  output  signal  of  com- 
parator  IC1  does  not  agree  with  the  level  of  the 

is  rightward  drive  signal  of  the  CPU  3,  the  output  of 
exclusive  OR  gate  50  goes  high  to  indicate  dis- 
agreement.  Similarly,  when  the  level  of  the  output 
signal  of  comparator  IC2  does  not  agree  with  the 
level  of  the  leftward  drive  signal  of  the  CPU  3,  the 

20  output  of  exclusive  OR  gate  51  goes  high  to  in- 
dicate  disagreement.  When  either  of  gates  50  and 
51  goes  high,  the  output  of  OR  gate  52  also  goes 
high. 

The  comparators  IC3  and  IC4  of  the  ground 
25  fault  sensor  27  compare  the  motor  positive  terminal 

voltage  and  the  motor  negative  terminal  voltage, 
respectively,  with  a  reference  voltage,  such  as  1.2 
V,  which  is  determined  by  resistors  R7  and  R8. 

In  a  state  in  which  steering  to  the  right  is 
30  prohibitted  due  to  disagreement  of  the  rightward 

torque  signal  of  the  torque  direction  sensor  22  and 
the  rightward  drive  signal  of  the  CPU  3,  if  the  input 
to  the  negative  terminal  of  comparator  IC3  is  less 
than  or  equal  to  the  reference  voltage  of  about  1  .2 

35  V,  it  is  determined  that  power  MOSFET  38  of  the 
motor  driver  10  is  shorted,  and  the  output  of  com- 
parator  IC3  goes  high.  This  high  output  is  applied 
to  the  positive  input  terminal  of  comparator  IC5.  As 
capacitor  C6  is  connected  to  the  positive  input 

40  terminal  of  comparator  IC5,  the  positive  input  termi- 
nal  of  comparator  IC5  can  go  from  a  low  to  a  high 
level  only  after  a  prescribed  delay  (approximately 
0.5  seconds). 

When  the  input  voltage  to  the  positive  input 
45  terminal  of  comparator  IC5  exceeds  a  reference 

voltage  which  is  determined  by  resistors  R9  and 
R10,  the  output  of  comparator  IC5  goes  high,  and 
through  diode  D3,  this  output  is  input  to  AND  gate 
53. 

50  Similarly,  in  a  state  in  which  steering  to  the  left 
is  prohibitted  due  to  disagreement  of  the  leftward 
torque  signal  of  the  torque  direction  sensor  22  and 
the  leftward  drive  signal  of  the  CPU  3,  if  the  input 
to  the  negative  input  terminal  of  comparator  IC4  is 

55  less  than  or  equal  to  the  reference  voltage  of 
approximately  1.2  V,  it  is  determined  that  power 
MOSFET  40  of  the  motor  driver  10  is  shorted,  and 
the  output  of  comparator  IC4  goes  high.  The  output 

5 
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of  comparator  IC4  is  input  to  comparator  IC6.  The 
positive  terminal  of  comparator  IC6  reaches  a  high 
level  after  a  prescribed  delay  which  is  produced  by 
capacitor  C7,  and  the  output  of  comparator  IC7 
then  goes  high.  Via  diode  D4,  the  output  of  com- 
parator  IC6  is  input  to  AND  gate  53. 

When  the  T  terminal  (the  clock  input  terminal) 
is  changed  from  a  low  to  a  high  level,  a  low  level 
appears  at  the  Q  terminal  and  due  to  this  low 
output,  transistor  Tr1  of  the  interrupter  25  is  turned 
off,  transistor  Tr2  is  driven,  the  movable  contact  42 
of  the  failure  relay  26  is  moved  to  an  open  position, 
the  motor  driver  10  and  the  clutch  driver  21  are 
disconnected  from  the  battery  36,  and  the  output 
shaft  of  the  motor  14  is  disconnected  from  the 
steering  shaft.  As  a  result,  the  motor  14  can  not 
assist  steering,  and  steering  must  be  performed 
manually. 

Thus,  in  accordance  with  the  embodiment  of 
Figures  1  and  2,  whenever  there  is  disagreement 
between  the  direction  of  rotation  of  the  steering 
wheel  by  the  driver  and  the  directional  drive  signals 
from  the  CPU  3  and  there  is  a  ground  fault  in  the 
motor  driver  10,  the  failure  relay  26  automatically 
disconnects  the  supply  of  power  to  the  motor  14 
and  restores  the  steering  wheel  to  manual  opera- 
tion,  thereby  guaranteeing  safe  operation. 

Figure  3  is  a  block  diagram  of  a  second  em- 
bodiment  of  the  present  invention  in  which  the 
operation  of  the  failure  relay  26  is  controlled  such 
that  power  steering  is  prevented  when  there  is 
disagreement  of  the  directional  signals  and  the 
motor  current  exceeds  a  prescribed  level.  In  this 
embodiment,  the  ground  fault  sensor  27  and  the 
timers  34  and  35  of  Figure  1  have  been  deleted, 
and  the  output  of  the  motor  current  sensor  11  is 
applied  to  the  second  input  terminals  of  AND  gates 
29  and  30.  The  structure  is  otherwise  the  same  as 
that  of  the  embodiment  of  Figure  1  . 

Figure  4  is  a  circuit  diagram  showing  the  struc- 
ture  of  the  embodiment  of  Figure  3  more  con- 
cretely.  As  shown  in  this  figure,  the  motor  current 
sensor  11  has  a  comparator  IC14  to  whose  positive 
input  terminal  is  applied  the  voltage  across  the 
current  detecting  resistor  12  via  a  resistor  R11a. 
The  positive  input  terminal  is  grounded  through  a 
capacitor  C11a.  The  negative  input  terminal  of 
comparator  IC14  is  connected  to  the  junction  of 
resistors  R11b  and  R11c.  These  resistors  are  con- 
nected  in  series  between  a  power  supply  and 
ground,  and  a  reference  voltage  which  is  deter- 
mined  by  the  magnitudes  of  resistors  R11b  and 
R11c  is  applied  to  the  negative  input  terminal  of 
comparator  IC14. 

The  output  terminal  of  comparator  IC12  is  con- 
nected  to  one  of  the  input  terminals  of  AND  gate 
53.  The  structure  is  otherwise  the  same  as  that 
shown  in  Figure  2. 

Next,  the  operation  of  this  second  embodiment 
will  be  explained.  As  in  the  embodiment  of  Figure 
1,  inverter  32  generates  a  high  output  when  there 
is  disagreement  between  the  leftward  torque  signal 

5  from  the  torque  direction  sensor  22  and  the  left- 
ward  drive  signal  from  the  CPU  3,  while  inverter  33 
generates  a  high  output  when  there  is  disagree- 
ment  between  the  rightward  torque  signal  from  the 
torque  direction  sensor  22  and  the  rightward  drive 

io  signal  from  the  CPU  3.  When  the  motor  current 
exceeds  a  prescribed  level,  the  motor  current  sen- 
sor  11  provides  a  high  output  to  AND  gates  29  and 
30.  Therefore,  when  there  is  disagreement  between 
left  or  right  directional  signals  and  the  motor  cur- 

15  rent  exceeds  the  prescribed  level,  one  or  both  of 
AND  gates  29  and  30  will  go  high,  the  output  of  OR 
gate  31  will  go  high,  and  the  supply  of  current  to 
the  motor  driver  10  and  the  clutch  driver  21  will  be 
cut  off  by  the  self-holding  circuit,  the  interrupter  25, 

20  and  the  failure  relay  26  as  in  the  previous  embodi- 
ment. 

Next,  the  operation  of  the  circuit  shown  in 
Figure  4  will  be  explained.  As  in  circuit  of  Figure  2, 
the  series  of  logic  gates  50  -  52  generate  a  high 

25  output  when  the  rightward  torque  signal  from  com- 
parator  IC1  does  not  agree  with  the  rightward  drive 
signal  of  the  CPU  3  or  the  leftward  torque  signal 
from  comparator  IC2  does  not  agree  with  the  left- 
ward  drive  signal  from  the  CPU  3. 

30  A  voltage  which  is  proportional  to  the  motor 
current  is  applied  to  the  positive  terminal  of  com- 
parator  IC14.  This  voltage  is  compared  with  a  refer- 
ence  voltage  determined  by  the  values  of  resistors 
R11b  and  R11c,  and  if  this  reference  voltage  is 

35  exceeded,  comparator  IC14  generates  a  high  out- 
put  voltage. 

When  the  outputs  of  OR  gate  52  and  compara- 
tor  IC14  both  go  high,  the  output  of  AND  gate  53 
goes  high,  the  level  of  the  T  input  terminal  of  the 

40  flip-flop  IC7  goes  high,  the  level  of  its  Q  terminal 
goes  low,  transistor  Tr1  of  the  interrupter  25  is 
turned  off,  transistor  Tr2  is  turned  on,  the  movable 
contact  42  of  the  failure  relay  26  is  moved  to  an 
open  position,  and  the  supply  of  current  to  the 

45  motor  driver  10  and  the  clutch  driver  21  is  cut  off 
so  that  the  steering  wheel  must  be  operated  man- 
ually. 

Thus,  in  accordance  with  this  second  embodi- 
ment,  when  there  is  disagreement  of  the  directional 

50  signals  and  the  motor  current  exceeds  a  prescribed 
level,  the  motor  14  is  prevented  from  exerting  a 
steering  torque  on  the  steering  shaft  and  safe  op- 
eration  of  the  vehicle  is  guaranteed. 

In  the  above-described  embodiments,  the  elec- 
55  trie  motor  14  applies  a  torque  to  the  steering  shaft 

of  the  vehicle  in  order  to  assist  the  driver.  However, 
as  long  as  the  motor  14  can  decrease  the  torque 
which  need  be  exerted  by  the  driver,  it  can  be 
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connected  to  any  other  suitable  part  of  the  steering 
gear,  such  as  to  a  steering  rack,  with  the  same 
effects. 

Claims 

1.  An  electric  power  steering  apparatus  for  a  ve- 
hicle  comprising: 

an  electric  motor  (14)  which  can  be  con- 
nected  to  a  steering  gear  of  a  vehicle  so  as  to 
steer  the  vehicle; 

a  steering  torque  sensor  (1)  for  sensing 
the  steering  torque  applied  to  a  steering  shaft 
by  a  driver  of  the  vehicle  and  generating  a 
corresponding  output  signal; 

control  means  (3)  for  determining  the 
proper  rotational  direction  of  said  motor  (14) 
based  on  the  output  signal  of  said  torque  sen- 
sor  (1)  and  generating  a  drive  direction  signal 
indicating  the  direction  in  which  said  motor 
(14)  should  rotate; 

a  torque  direction  sensor  (22)  which 
senses  the  direction  of  the  torque  applied  to 
the  steering  shaft  by  the  driver  based  on  the 
output  signal  of  said  steering  torque  sensor  (1) 
and  generates  a  torque  direction  signal  indicat- 
ing  the  direction  of  the  applied  torque; 

a  motor  driver  (10)  which  is  responsive  to 
said  control  means  (3)  and  drives  said  motor 
(14)  in  the  direction  indicated  by  the  drive 
direction  signal;  and 

disagreement  sensing  means  (50,51)  for 
sensing  when  the  direction  indicated  by  the 
torque  direction  signal  from  said  torque  direc- 
tion  sensor  (1)  does  not  agree  with  the  direc- 
tion  indicated  by  the  drive  direction  signal  from 
said  control  means  (3);  characterised  in  that 
the  apparatus  further  comprises: 

a  ground  fault  sensor  which  senses  a 
ground  fault  in  said  motor  driver  (10)  and  gen- 
erates  a  corresponding  output  signal;  and 

interrupter  means  (25)  for  preventing  cur- 
rent  from  being  supplied  to  said  motor  driver 
when  said  ground  fault  sensor  (27)  generates 
an  output  signal  indicating  a  ground  fault  of 
said  motor  driver  (10)  and  said  disagreement 
sensing  means  (50,51)  senses  a  disagreement 
of  the  torque  direction  signal  and  the  drive 
direction  signal. 

2.  A  power  steering  apparatus  as  claimed  in 
claim  1,  wherein  said  ground  fault  sensor  (27) 
includes  a  timer  (34,35)  which  delays  the  gen- 
eration  of  an  output  signal  by  said  ground  fault 
sensor  (27)  for  a  prescribed  length  of  time 
after  the  occurrence  of  a  ground  fault. 

3.  An  electric  power  steering  apparatus  for  a  ve- 
hicle  comprising: 

an  electric  motor  (14)  which  can  be  con- 
nected  to  a  steering  gear  of  a  vehicle  so  as  to 

5  steer  the  vehicle; 
a  steering  torque  sensor  (1)  for  sensing 

the  steering  torque  applied  to  a  steering  shaft 
by  a  driver  of  the  vehicle  and  generating  a 
corresponding  output  signal; 

io  control  means  (3)  for  determining  the 
proper  rotational  direction  of  said  motor  (14) 
based  on  the  output  signal  of  said  torque  sen- 
sor  (1)  and  generating  a  drive  direction  signal 
indicating  the  direction  in  which  said  motor 

is  (14)  should  rotate; 
a  torque  direction  sensor  (22)  which 

senses  the  direction  of  the  steering  torque 
applied  to  the  steering  shalt  by  the  driver 
based  on  the  output  signal  of  said  steering 

20  torque  sensor  (1)  and  generates  a  torque  di- 
rection  signal  indicating  the  direction  of  the 
applied  torque; 

a  motor  driver  (10)  which  is  responsive  to 
said  control  means  (3)  and  drives  said  motor 

25  (14)  in  the  direction  indicated  by  the  drive 
direction  signal;  and 

disagreement  sensing  means  (50,51)  for 
sensing  when  the  direction  indicated  by  the 
torque  direction  signal  from  said  torque  direc- 

30  tion  sensor  (1)  does  not  agree  with  the  direc- 
tion  indicated  by  the  drive  direction  signal  from 
said  control  means  (3); 

characterised  by: 
a  motor  current  sensor  which  senses  the 

35  current  flowing  through  said  motor  (14);  and 
interrupter  means  (25)  for  preventing  cur- 

rent  from  being  supplied  to  said  motor  driver 
(10)  when  the  current  which  is  sensed  by  said 
motor  current  sensor  exceeds  a  prescribed 

40  current  and  said  disagreement  sensing  means 
(50,51)  senses  a  disagreement  of  the  torque 
direction  signal  and  the  drive  direction  signal. 

Patentanspruche 
45 

1.  Elektrische  Servolenkanlage  fur  ein  Fahrzeug, 
die  folgendes  aufweist: 

einen  Elektromotor  (14),  der  mit  einem 
Lenkgetriebe  eines  Fahrzeugs  verbunden  wer- 

50  den  kann,  urn  das  Fahrzeug  zu  lenken; 
einen  Lenkdrehkraftsensor  (1),  urn  die  von 

einem  Fahrer  des  Fahrzeugs  auf  eine  Lenk- 
spindel  aufgebrachte  Lenkdrehkraft  zu  erfassen 
und  ein  entsprechendes  Ausgangssignal  zu  er- 

55  zeugen; 
eine  Steuereinheit  (3)  zum  Bestimmen  der 

richtigen  Drehrichtung  des  Motors  (14)  auf  der 
Basis  des  Ausgangssignals  des  Drehkraftsen- 
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sors  (1)  und  zum  Erzeugen  eines  Antriebsrich- 
tungssignals,  das  die  Richtung  angibt,  in  der 
der  Motor  (14)  drehen  sollte; 

einen  Drehkraftrichtungssensor  (22),  der 
die  Richtung  der  von  dem  Fahrer  auf  die  Lenk- 
spindel  aufgebrachten  Drehkraft  auf  der  Basis 
des  Ausgangssignals  des  Drehkraftsensors  (1) 
erfaBt  und  ein  Drehkraftrichtungssignal  erzeugt, 
das  die  Richtung  der  aufgebrachten  Drehkraft 
angibt; 

eine  Motortreibereinrichtung  (10),  die  auf 
die  Steuereinrichtung  (3)  anspricht  und  den 
Motor  (14)  in  der  durch  das  Antriebsrichtungs- 
signal  angegebenen  Richtung  antreibt;  und 

eine  Nichtubereinstimmungs-Erfassungs- 
einrichtung  (50,  51),  die  erfaBt,  wenn  die  durch 
das  Drehkraftrichtungssignal  von  dem  Dreh- 
kraftrichtungssensor  (1)  angegebene  Richtung 
nicht  mit  der  Richtung  ubereinstimmt,  die 
durch  das  Antriebsrichtungssignal  von  der 
Steuereinrichtung  (3)  angegeben  ist;  dadurch 
gekennzeichnet,  daB  die  Anlage  auBerdem 
aufweist: 

einen  ErdschluBsensor,  der  einen  Erd- 
schluB  in  der  Motortreibereinrichtung  (10)  er- 
faBt  und  ein  entsprechendes  Ausgangssignal 
erzeugt;  und 

eine  Leistungsschaltereinrichtung  (25),  urn 
die  Zufuhrung  von  Strom  zu  der  Motortreibe- 
reinrichtung  zu  verhindern,  wenn  der  Erd- 
schluBsensor  (27)  ein  Ausgangssignal  erzeugt, 
das  einen  ErdschluB  der  Motortreibereinrich- 
tung  (10)  anzeigt,  und  die  Nichtubereinstim- 
mungs-Erfassungseinrichtung  (50,  51)  eine 
Nichtubereinstimmung  zwischen  dem  Dreh- 
kraftrichtungssignal  und  dem  Antriebsrich- 
tungssignal  erfaBt. 

2.  Servolenkanlage  nach  Anspruch  1,  wobei  der 
ErdschluBsensor  (27)  einen  Zeitgeber  (34,  35) 
aufweist,  der  die  Erzeugung  eines  Ausgangssi- 
gnals  durch  den  ErdschluBsensor  (27)  fur  eine 
vorgegebene  Zeitdauer  nach  dem  Auftreten  ei- 
nes  Erschlusses  verzogert. 

3.  Elektrische  Servolenkanlage  fur  ein  Fahrzeug, 
die  folgendes  aufweist: 

einen  Elektromotor  (14),  der  mit  einem 
Lenkgetriebe  eines  Fahrzeugs  verbunden  wer- 
den  kann,  urn  das  Fahrzeug  zu  lenken; 

einen  Lenkdrehkraftsensor  (1),  urn  die  von 
einem  Fahrer  des  Fahrzeugs  auf  eine  Lenk- 
spindel  aufgebrachte  Lenkdrehkraft  zu  erfassen 
und  ein  entsprechendes  Ausgangssignal  zu  er- 
zeugen; 

eine  Steuereinheit  (3)  zum  Bestimmen  der 
richtigen  Drehrichtung  des  Motors  (14)  auf  der 
Basis  des  Ausgangssignals  des  Drehkraftsen- 

sors  (1)  und  zum  Erzeugen  eines  Antriebsrich- 
tungssignals,  das  die  Richtung  angibt,  in  der 
der  Motor  (14)  drehen  sollte; 

einen  Drehkraftrichtungssensor  (22),  der 
5  die  Richtung  der  von  dem  Fahrer  auf  die  Lenk- 

spindel  aufgebrachten  Lenkdrehkraft  auf  der 
Basis  des  Ausgangssignals  des  Drehkraftsen- 
sors  (1)  erfaBt  und  ein  Drehkraftrichtungssignal 
erzeugt,  das  die  Richtung  der  aufgebrachten 

io  Drehkraft  angibt; 
eine  Motortreibereinrichtung  (10),  die  auf 

die  Steuereinrichtung  (3)  anspricht  und  den 
Motor  (14)  in  der  durch  das  Antriebsrichtungs- 
signal  angegebenen  Richtung  antreibt;  und 

is  eine  Nichtubereinstimmungs-Erfassungs- 
einrichtung  (50,  51),  die  erfaBt,  wenn  die  durch 
das  Drehkraftrichtungssignal  von  dem  Dreh- 
kraftrichtungssensor  (1)  angegebene  Richtung 
nicht  mit  der  Richtung  ubereinstimmt,  die 

20  durch  das  Antriebsrichtungssignal  von  der 
Steuereinrichtung  (3)  angegeben  ist; 
gekennzeichnet  durch 

einen  Motorstromsensor,  der  den  durch 
den  Motor  (14)  flieBenden  Strom  erfaBt;  und 

25  eine  Leistungsschaltereinrichtung  (25),  urn 
die  Zufuhrung  von  Strom  zu  der  Motortreibe- 
reinrichtung  (10)  zu  verhindern,  wenn  der  von 
dem  Motorstromsensor  erfaBte  Strom  einen 
vorgegebenen  Strom  ubersteigt  und  die  Nicht- 

30  ubereinstimmungs-Erfassungseinrichtung  (50, 
51)  eine  Nichtubereinstimmung  zwischen  dem 
Drehkraftrichtungssignal  und  dem  Antriebsrich- 
tungssignal  erfaBt. 

35  Revendications 

1.  Appareil  de  direction  assistee  electrique  pour 
un  vehicule  comprenant  : 

un  moteur  electrique  (14)  qui  peut  etre 
40  connecte  a  un  mecanisme  de  direction  d'un 

vehicule  de  fagon  a  diriger  le  vehicule; 
un  capteur  de  couple  de  direction  (1)  pour 

capter  le  couple  de  direction  applique  a  une 
colonne  de  direction  par  un  conducteur  du 

45  vehicule  et  pour  produire  un  signal  de  sortie 
correspondant; 

un  moyen  de  commande  (3)  pour  determi- 
ner  la  direction  de  rotation  correcte  dudit  mo- 
teur  (14)  sur  la  base  du  signal  de  sortie  dudit 

50  capteur  de  couple  (1)  et  pour  produire  un 
signal  de  direction  d'entraTnement  indiquant  la 
direction  suivant  laquelle  ledit  moteur  (14)  de- 
vrait  tourner; 

un  capteur  de  direction  de  couple  (22)  qui 
55  capte  la  direction  du  couple  appliquee  a  la 

colonne  de  direction  par  le  conducteur  sur  la 
base  du  signal  de  sortie  dudit  capteur  de  cou- 
ple  de  direction  (1)  et  qui  produit  un  signal  de 
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direction  de  couple  indiquant  la  direction  du 
couple  applique; 

un  dispositif  d'entraTnement  de  moteur 
(10)  qui  reagit  audit  moyen  de  commande  (3) 
et  entraTne  ledit  moteur  (14)  dans  la  direction  5 
indiquee  par  le  signal  de  direction  d'entraTne- 
ment;  et 

un  moyen  de  detection  de  disaccord  (50, 
51)  pour  detecter  lorsque  la  direction  indiquee 
par  le  signal  de  direction  de  couple  provenant  10 
dudit  capteur  de  direction  de  couple  (1)  ne 
correspond  pas  a  la  direction  indiquee  par  le 
signal  de  direction  d'entraTnement  provenant 
dudit  moyen  de  commande  (3); 

caracterise  en  ce  que  I'appareil  comprend  is 
en  outre  : 

un  capteur  de  court-circuit  a  la  masse  qui 
capte  un  court-circuit  a  la  masse  dans  ledit 
dispositif  d'entraTnement  de  moteur  (10)  et 
produit  un  signal  de  sortie  correspondant;  et  20 

un  moyen  interrupteur  (25)  pour  empecher 
que  le  courant  soit  fourni  audit  dispositif  d'en- 
traTnement  de  moteur  lorsque  ledit  capteur  de 
court-circuit  a  la  masse  (27)  produit  un  signal 
de  sortie  indiquant  un  court-circuit  a  la  masse  25 
dudit  dispositif  d'entraTnement  de  moteur  (10) 
et  que  ledit  moyen  de  detection  de  disaccord 
(50,  51)  detecte  un  disaccord  entre  le  signal 
de  direction  de  couple  et  le  signal  de  direction 
d'entraTnement.  30 

capte  la  direction  du  couple  de  direction  appli- 
quee  a  la  colonne  de  direction  par  le  conduc- 
teur  sur  la  base  du  signal  de  sortie  dudit 
capteur  de  couple  de  direction  (1)  et  qui  pro- 
duit  un  signal  de  direction  de  couple  indiquant 
la  direction  du  couple  applique; 

un  dispositif  d'entraTnement  de  moteur 
(10)  qui  reagit  audit  moyen  de  commande  (3) 
et  qui  entraTne  ledit  moteur  (14)  dans  la  direc- 
tion  indiquee  par  le  signal  de  direction  d'entraT- 
nement;  et 

un  moyen  de  detection  de  disaccord  (50, 
51)  pour  detecter  lorsque  la  direction  indiquee 
par  le  signal  de  direction  de  couple  provenant 
dudit  capteur  de  direction  de  couple  (1)  ne 
correspond  pas  a  la  direction  indiquee  par  le 
signal  de  direction  d'entraTnement  provenant 
dudit  moyen  de  commande  (3); 

caracterise  par  : 
un  capteur  de  courant  moteur  qui  capte  le 

courant  passant  a  travers  ledit  moteur  (14);  et 
un  moyen  interrupteur  (25)  pour  empecher 

que  du  courant  soit  fourni  audit  dispositif  d'en- 
traTnement  de  moteur  (10)  lorsque  le  courant 
qui  est  detecte  par  ledit  capteur  de  courant 
moteur  depasse  un  courant  prescrit  et  que 
ledit  moyen  de  detection  de  disaccord  (50, 
51)  detecte  un  disaccord  entre  le  signal  de 
direction  de  couple  et  le  signal  de  direction 
d'entraTnement. 

2.  Appareil  de  direction  assiste  selon  la  revendi- 
cation  1,  dans  lequel  ledit  capteur  de  court- 
circuit  a  la  masse  (27)  comprend  une  horloge 
(34,  35)  qui  retarde  la  generation  d'un  signal  35 
de  sortie  par  ledit  capteur  de  court-circuit  a  la 
masse  (27)  pendant  une  longueur  de  temps 
prescrite  apres  la  sur  venue  d'un  court-circuit 
a  la  masse. 

40 
3.  Appareil  de  direction  assistee  electrique  pour 

un  vehicule  comprenant  : 
un  moteur  electrique  (14)  qui  peut  etre 

connecte  a  un  mecanisme  de  direction  d'un 
vehicule  de  fagon  a  diriger  le  vehicule;  45 

un  capteur  de  couple  de  direction  (1)  pour 
capter  le  couple  de  direction  applique  a  une 
colonne  de  direction  par  un  conducteur  du 
vehicule  et  pour  produire  un  signal  de  sortie 
correspondant;  so 

un  moyen  de  commande  (3)  pour  determi- 
ner  la  direction  de  rotation  correcte  dudit  mo- 
teur  (14)  sur  la  base  du  signal  de  sortie  dudit 
capteur  de  couple  (1)  et  pour  produire  un 
signal  de  direction  d'entraTnement  indiquant  la  55 
direction  suivant  laquelle  ledit  moteur  (14)  de- 
vrait  tourner; 

un  capteur  de  direction  de  couple  (22)  qui 
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