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To all whom it may concern. 
Be it known that I, HENRY E. YoUNG, a 

citizen of the United States, residing at 
Ogden, in the county of Weber and State of 
Utah, have invented certain new and useful 
Improvements in Piano-Hammers; and I do 
declare the following to be a full, clear, and 
exact description of the invention, such as 
will enable others skilled in the art to which 
it appertains to make and use the same. 
This invention relates to an improved 

piano hammer, and the object thereof is to 
provide a striking surface which may be 
adjusted to permit a new Surface to be 
brought into striking contact whenever one 
portion of said surface shall have become 
flattened and hard from long use. 
Another object of the invention is to pro 

vide for the adjustment of the felt to im 
part the desired tone which is commonly 
produced by picking to soften and ironing 
to harden. 
With the foregoing and other objects in 

view, the invention consists of certain novel 
features of construction, combination and ar 
rangement of parts, as will be more fully 
described and particularly pointed out in 
the appended claims. 
In the accompanying drawings, Figure 1 

represents a side elevation of a hammer con 
structed in accordance with this invention, 
partly in section; Fig. 2 is a plan view 
thereof; Fig. 3 is a central longitudinal Sec 
tion thereof. 
In the embodiment illustrated, a hammer 

head 1 is shown connected with the usual 
rod 2. This head 1 is provided on opposite 
sides with laterally projecting apertured 
lugs 3 and 4, preferably formed integral 
therewith for the reception of adjusting 
screws 5 and 6 for a purpose to be described, 
the apertures in the lugs extending longitu 
dinally thereof in parallel planes. The felt 
striking-surface is preferably made in the 
form of a strip 7 having metal clips 8 and 
9 secured to the opposite ends thereof in any 
suitable manner, preferably by riveting. 
These clips 8 and 9, as shown, are made 
U-shaped in cross section, and are provided 
with apertures in the bends thereof to re 
ceive the adjusting screws 5 and 6 above re 
ferred to, and by means of which the strip 
7 is secured to and tightened over the free 
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end of the head, this strip being stretched 
to give the tone desired. 
By loosening one screw and tightening the 

other, the strip may be shifted to present a 
new surface so that when one portion there 
of becomes hardened or worn, it may be 
readily adjusted to provide a new surface 
and hence one hammer in reality is designed 
to perform the function of no less than three 
at the cost of one. 
From the foregoing description, taken in 

connection with the accompanying draw 
ings, the construction and operation of the 
invention will be readily understood without 
requiring a more extended explanation. 
Various changes in the form, proportion 

and the minor details of construction may be 
resorted to without departing from the prin 
ciple or Sacrificing any of the advantages of 
the invention, as defined in the appended 
claims. 
Having thus described my invention, what 

I claim is: 
1. A piano hammer comprising a head, a 

felt strip extending around the free end 
thereof and means operable in said head and 
engaging the free ends of said strip to 
tighten it to the desired tension, and oper 
able to adjust it relatively to said head to 
valry the striking surface. 

2. A piano hammer comprising a head, a 
felt strip extending around the free end 
thereof, and adjusting screws operable in 
said head and engaging the free ends of said 
strip to tighten it to the desired tension and 
operable to adjust it relatively to said head 
to vary its striking surface. 

3. A piano hammer comprising a head 
a felt strip extending around the free end 
thereof and having metal clips secured to its 
opposite ends, apertured lugs extending 
laterally from said head, and adjusting 
screws extending through said lugs and en 
gaging the clips at the free ends of the felt strip. 

In testimony whereof I have hereunto set 
my hand in presence of two subscribing wit 
IeSSeS. 

HENRY E. YOUNG. 
Witnesses: 

LINDA THOMPSON, 
L. E. THOMPsoN. 
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