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57 ABSTRACT 

The invention discloses a necktie so designed that the 
knot stays tied and allows the portion around the neck 
to be unfastened and taken off the neck with the small 
portion of the tie sliding through the knot when refas 
tened to adjust the neck portion to the user. 

1 Claim, 5 Drawing Figures 
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ADJUSTABLE PREFORMED NECKTE 

This invention relates to a four-in-hand necktie pre 
formed to make a knot wherein the small end of the tie 
slides through the knot to adjust the tie around the 
neck of the user. 
Other objects of the invention are to provide a neck 

tie preformed with the part around the neck being in 
two pieces and easily fastened together and unfastened 
to secure the neck portion around the neck of the user 
and to unfasten the portion to take off the tie without 
untying the knot; to provide a bridge to fit within the 
knot to hold the knot in shape throughout its life; to 
provide a knot wherein there is a tubular opening 
through one side thereof; to provide the portion of the 
small end of the tie with a substantially round portion 
having a filler therein so the round and filled portion 
will slide easily through the knot; to provide the filler 
with a tapered shape to tighten the same in the sleeve; 
to provide a fastener on the underside of the large por 
tion of the tie and also a portion on a side of the small 
portion of the tie facing the back side of the large por 
tion to engage and cooperate with the fastener to hold 
the tie together and to provide a device of this charac 
ter simple and economical to manufacture. 
Other objects and advantages of this invention will 

become apparent from the following description taken 
in connection with the accompanying drawings 
wherein are set forth by way of illustration and example 
certain embodiments of this invention, 
Referring more in detail to the drawings. 
FIG. 1 is a perspective view of the front of the tie with 

the neck portion being disengaged. 
FIG. 2 is a perspective view of the back of the tie with 

the neck portion engaged and the fastening on the free 
ends of the tie being illustrated. 
FIG. 3 is a cross-sectional view taken on a line 3-3, 

FIG. 2. 
FIG. 4 is a perspective view of the bridge or holding 

device for the tie. 
FIG. 5 is a cross-sectional view taken on a line 5-5, 

FIG. I. 
Referring more in detail to the drawings. 
1 designates a tie embodying the features of my in 

vention of the four-in-hand type wherein 3 designates 
the large width portion or end and 4 the small width 
portion and 5 designates the neck loop portion which 
is also of small width, or at least smaller than the main 
portion 3 and the smaller portion 4. 
6 designates the knot portion generally known as a 

“Windsor' knot or the like and formed by taking the 
large end 3 at its tapered portion or smaller portion 7 
and wrapping it around the free end 4 and then bring 
ing it up underneath the tie and down through the loop 
to form a sleeve 8 to form the face 9 of the tie. 
The tie is cut through the neck portion 5 to divide the 

neck loop and the respective ends are provided with 
fastening means 10 and 11. The fastening means are se 
cured to the free ends 12 and 13 of the tie by sewing 
as indicated at 14 and 15. 
The fastening device consists of reusable fastening 

tape having hook and loop fasteners the section 10 hav 
ing soft pliable loops 16 and the other mating portion 
a plurality of hook devices 17 sometimes called “Vel 
cro,' and by placing the two together will adhere until 
desired to unfasten the ends and then they may be 
readily pulled apart. Other forms of fasteners may be 
used if desired. 
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Before the knot 6 is formed, the small end 4 has its 

respective side edges 18 and 19 sewed together as indi 
cated at 20 forming a sleeve 21 which is filled with a 
soft cloth material or the like as indicated at 22 forming 
a sliding portion 23 to adjust the tie around the neck 
after the ends 10 and 11 have been fastened together. 
The filler material 22 is tapered from top to bottom as 
shown in FIG. 2 to form a wedging effect to tighten the 
tie around the neck and hold the same in place. 
The back side 24 of the tie 3 has a fastening portion 

25 of the same material as that shown at 17 on the neck 
portion and the front side 26 of the small end 4 of the 
tie is furnished with a fastening piece 27 of the tie 
shown at 10 of the neck portion so that when the small 
end 4 is adjusted around the neck the fastening parts 25 
and 27 may be secured together to hold the tie in place. 
The lower end of the sewed together side edges of the 

tie as indicated at 28 causes a flairing outwardly at the 
points 29 and 30 forming a stop to prevent pulling of 
the small end of the tie through the sleeve 8. 

In FIG. 2 there is also indicated stitching of the tie at 
32 and 33 to hold the knot portions in place and to pro 
vide a pocket 30 for a bridge member 31 preferably 
made of plastic or other semi-rigid material which en 
gages within the pocket as illustrated in FIG. 2 to hold 
the knot in shape after it is formed. 

It is obvious that the knot is formed before the tie is. 
in condition for use. This may be done either in a fac 
tory or some suitable place. In order for the user to put 
the tie on the rounded portion 20 of the small end of 
the tie 4 is pulled through the knot sleeve 8 to enlarge 
the neck band portion 5. The tie is usually unfastened 
at the fastening means 10 and 11 and then fastened 
after the neck portion 5 is placed around the neck. 
When this is accomplished, the end 4 of the tie may be 
pulled to adjust the rounded portion 20 in the sleeve to 
the proper comfortable wearing size of the neck and 
then the fastening means 25 and 27 on the respective 
ends of the tie secured together. 

It will be obvious from the foregoing that I have pro 
vided an improved preformed knot tie with adjustable 
neck band and one easily applied to the neck of the 
user without untying the knot. 

It is to be understood that while I have illustrated and 
described certain forms of my invention it is not to be 
limited to the specific form and arrangement of parts 
herein described and shown. 

I claim: 
1. A made up necktie comprising: 
a. an elongate tie structure having a large width por 

tion adjacent one end and a small width portion ad 
jacent the other end; 

b. a made up knot in the tie structure, said made up 
knot being wraps of said large width portion, said 
knot having a tubular opening extending there 
through generally longitudinally of said large width 
portion extending from the knot; 

c. a neck loop extending from said knot and having 
said small width portion extending therefrom 
through said tubular opening and having an inter 
mediate portion relatively slidable in said tubular 
opening to adjust the neck loop to fit the neck of 
a wearer, 

d. said neck loop being divided with adjacent end 
portions having reusable fastening tape thereon for 
overlapping of said end portions to secure same to 
gether; 
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e. said intermediate portion of the small width por- f, said filler being tapered to form a wedge shape in 
tion having respective side edges fastened together the intermediate portion of the small width portion 
to form a tubular portion and said tubular portion positioned in the tubular opening of the knot when 
having filler therein to aid in sliding movement of the tie is tightened around the neck of the user; 
said intermediate portion to the tubular opening of 5 g. reusable fastening tape on adjacent faces of said 
said knot and the portion of the small width portion . large and small width portion for holding said large 
of the tie at the outer end of said tubular opening . and small width portions together and said neck 
forming a stop portion to prevent the small width loop in adjusted position around the neck of the 
portion of the tie from being pulled out of the tubu- Wearer. 
lar opening in the knot; 10 :: k >k -k sk 
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