**Title:** BASKETBALL RETRIEVAL DEVICE

Basketball retrieval devices are provided. The devices have use and storage positions, whereby the devices include collapsible walls that permit the devices to be collapsed into a compact storage position and opened into a use position for permitting a player to practice foul–throw shooting.
FOR THE PURPOSES OF INFORMATION ONLY

Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT.

| AL | Albania | GS | Spain |
| AM | Armenia | FI | Finland |
| AT | Austria | FR | France |
| AU | Australia | GA | Gabon |
| AZ | Azerbaijan | GB | United Kingdom |
| BA | Bosnia and Herzegovina | GE | Georgia |
| BB | Barbados | GH | Ghana |
| BE | Belgium | GN | Guinea |
| BF | Burkina Faso | GR | Greece |
| BG | Bulgaria | HU | Hungary |
| BJ | Benin | IE | Ireland |
| BR | Brazil | IL | Israel |
| BY | Belarus | IS | Iceland |
| CA | Canada | IT | Italy |
| CF | Central African Republic | JP | Japan |
| CG | Congo | KE | Kenya |
| CH | Switzerland | KG | Kyrgyzstan |
| CI | Côte d'Ivoire | KP | Democratic People's Republic of Korea |
| CM | Cameroon | KR | Republic of Korea |
| CN | China | KZ | Kazakhstan |
| CU | Cuba | LC | Saint Lucia |
| CZ | Czech Republic | LI | Liechtenstein |
| DE | Germany | LK | Sri Lanka |
| DK | Denmark | LR | Liberia |
| EE | Estonia | LS | Lesotho |
| ES | Spain | LT | Lithuania |
| FI | Finland | LU | Luxembourg |
| FR | France | LV | Latvia |
| GB | United Kingdom | MC | Monaco |
| GE | Georgia | MD | Republic of Moldova |
| GH | Ghana | MG | Madagascar |
| GN | Guinea | MK | The former Yugoslavia |
| GR | Greece | ML | Mali |
| HU | Hungary | MN | Mongolia |
| IE | Ireland | MR | Mauritania |
| IL | Israel | MW | Malawi |
| IS | Iceland | MX | Mexico |
| IT | Italy | NE | Niger |
| JP | Japan | NL | Netherlands |
| KE | Kenya | NO | Norway |
| KG | Kyrgyzstan | NZ | New Zealand |
| KP | Democratic People's Republic of Korea | PL | Poland |
| KR | Republic of Korea | PT | Portugal |
| KZ | Kazakhstan | RO | Romania |
| LC | Saint Lucia | RU | Russian Federation |
| LI | Liechtenstein | SD | Sudan |
| LK | Sri Lanka | SE | Sweden |
| LR | Liberia | SG | Singapore |
| SI | Slovenia | SK | Slovakia |
| SN | Senegal | SZ | Swaziland |
| TD | Chad | TG | Togo |
| TJ | Tajikistan | TM | Turkmenistan |
| TR | Turkey | TT | Trinidad and Tobago |
| UA | Ukraine | UG | Uganda |
| US | United States of America | UZ | Uzbekistan |
| VN | Viet Nam | YU | Yugoslavia |
| ZW | Zimbabwe |
BASKETBALL RETRIEVAL DEVICE

FIELD OF THE INVENTION

The present invention relates, in general, to the field of basketball, and, in particular, to basketball retrieval devices for returning a basketball to a player. One embodiment of the invention is directed specifically to improving the foul-shooting capability of a player.

BACKGROUND OF THE INVENTION

Basketball has emerged as the fastest growing major sport in the United States. A recent study indicated that more than 46 million Americans played basketball at least once in 1996. The sport is seeing similar growth and popularity outside the United States as well. Many are serious players; almost 13 million Americans played basketball more than 50 times in 1996.

About 30% of the points scored in a basketball game are scored from the foul-line. Most close games are won or lost at the foul-line. There exists a need for devices which can help a player improve foul-shooting.


The various prior art devices have numerous drawbacks. Many of the devices return the ball to the player only if the basketball goes through the basketball hoop. Other devices are constructed whereby the netting does not permit the basketball player to have a clear line-of-sight to the basketball rim, it being necessary for the player to look through the netting to see the rim and to arch the ball above the netting in order to have the basketball go through the hoop.

Almost all of the prior art devices require an existing basketball rim and backboard arrangement, whereby the devices are adaptable to such existing backboard and rims. As a result, valuable court-space must be taken up in order to practice basketball free-throw shooting. Another
drawback of many of the prior art devices is that their assembly is complex, and it is difficult, if not impossible, to easily collapse the basketball-retrieval devices into a compact storage position.

**SUMMARY OF THE INVENTION**

According to one aspect of the invention, a basketball retrieval device for use with a basketball is provided. The device includes a frame having, in a use position, a top and a bottom. The frame includes a pair of first support arms spaced-apart from one another along their lengths, preferably lying in a first support arm plane, the first support arms defining a pair of first flexible wall attachment locations toward the top of the frame. The first flexible wall attachment locations are spaced between 20" and 72" from one another. The frame also includes a pair of second support arms attached to the first support arms and pivotal with respect to the first support arms, each second support arm having a proximal end adjacent the first support arms and a distal end in the use position remote from the first support arms, each distal end equidistant from a respective first support arm in the use position, the distal ends defining second flexible wall attachment locations spaced between 30" and 72" from one another. The second support arms also are spaced-apart from one another along their lengths. The retrieval device further includes a chute having a proximal end adjacent the first support arms and a distal end remote from the first support arms, the chute being at least 48" in length and extending over most of its length downwardly at an angle of between 10 and 45 degrees from horizontal. The device has a first flexible, collapsible wall attached to one of the first flexible wall attachment locations and to its respective second flexible wall attachment location. The wall also is attached along a length of at least 48" of a first side of the chute. The device further has a second flexible, collapsible wall attached to the other of the first flexible wall attachment locations and to its respective second flexible wall attachment location. The second wall is attached along a length of at least 48" of a second side of the chute. The second support arms are pivotal from the use position to a storage position in which the second support arms lie substantially parallel to the first support arms and in which the flexible, collapsible wall is collapsed.

In one embodiment, the device further includes means for securing the frame with respect to a basketball rim and positioning the first flexible wall attachment locations behind the rim and at least 24" above the basketball rim.

In another embodiment, the device further includes collapsible material attached to the frame at the first support arms or adjacent thereto and attached to the second support arms as
well. A first length of collapsible material limits pivotable movement of the second support arms and defines, by such limiting, the use position of the second support arms.

In a preferred embodiment, the flexible collapsible wall is netting and the collapsible material is fabric defining a border of the netting. A second length of collapsible material limiting pivotable movement of the chute can be provided. This material defines, by such limiting, the use position of the chute.

In one embodiment the device also has an extendable upright support for positioning the flexible collapsible walls with respect to a basketball rim. The extendable upright support in one embodiment telescopes into one or both of the first support arms. In another embodiment, the device has a pivotable upright support for positioning the flexible collapsible walls with respect to a basketball rim. The pivotable upright support can be configured to form a "V" shaped support beneath the frame member. Preferably, the pivotable support is pivotably attached at the outward end of the chute.

In another embodiment, the frame further comprises a rigid frame member attached to the distal end of the chute.

In still another embodiment, the frame can further include a cross-bar attached to the first support arms with stops for locating the cross-bar on the neck of a basketball rim. The frame also can have a pair of L-shaped arms extending behind the first support arm plane for engaging a backboard. In other embodiments, different means for securing the device to a basketball rim are provided.

The chute can have non-rigid or rigid sides. In some embodiments, it is important that the chute have non-rigid sides whereby the chute may be rolled, folded or collapsed into a storage position. In other embodiments the chute has rigid sides and the chute is pivotally attached to the frame, whereby the chute can be moved from the use position to a storage position in which the chute is substantially parallel to the first support arms. When the chute has rigid sides, the chute can have a chute cross-bar at the distal end for stabilizing the chute. Preferably the cross-bar is remote from a plane defined by the rigid sides.

In one embodiment, the distal ends of the second support arms and the distal end of the chute define a trapezoidal opening.

In one important embodiment, the frame further comprises an extendable, telescoping arm, the telescoping arm extendable downwardly from the bottom of the frame for lifting the frame to a rim or backboard.
According to another aspect of the invention, a framework for attachment to a basketball rim is provided. The framework includes a first pair or arms lying substantially in a plane and spaced apart from one another along their lengths. The frame includes also a second pair of arms spaced-apart from one another along their lengths, the second pair pivotally attached to the framework and moveable between a storage position, in which the second pair of arms is substantially parallel to the plane, and a use position, in which the second pair of arms extends outwardly and upwardly from the plane when the framework is oriented for attachment to a rim. The framework also includes a third pair of arms spaced-apart from one another along their lengths, the third pair of arms pivotally attached to the framework and moveable between a storage position in which the third pair of arms is substantially parallel to the plane, and a use position, in which the third pair of arms extends outwardly and downwardly from the plane when the framework is oriented for attachment to a rim. The framework also includes means attached to the second pair of arms and the third pair of arms for limiting pivotal movement of the second and third pair of arms and defining the use position by limiting such pivotal movement, and means for attaching the framework to a basketball rim.

In one embodiment, the means for attaching the framework to a rim releasably attaches the framework indirectly to the basketball rim via attachment to a basketball backboard. In another embodiment, the means for attaching the framework to the basketball rim comprises a cross-bar of the framework. In one important embodiment, the cross-bar includes stops for locating the framework on the neck of a basketball rim.

The framework can comprise a pair of cross-bars attached to the first pair of arms. The framework also can comprise at least one arm attached to the framework for lifting the framework to its placement about a basketball rim. This arm can be a pair of extendable arms telescoping within the framework. Each of the telescoping arms can telescope with a respective one of the first pair of arms. This arm in another embodiment can be detachable from the framework. In still another embodiment this arm can be a pivotable arm or a pair of pivotable arms attached to the framework.

In one important embodiment, the first pair of arms forms with the second pair of arms and the line between the distal ends of each respective first and second arms is substantially a right triangle in the use position. In another important embodiment, the attachment means comprises L-shaped arms attached to the framework and extending in two directions outside of the plane of the first arms.
In still another important embodiment, the device further comprises a pair of collapsible walls attached to the arms. The arms and the walls can be configured as a pair of wedge-shaped fans.

In one important embodiment, the means attached to the second pair of arms and the third pair of arms for limiting pivotable movement of such arms is collapsible material. In other important embodiments the means for limiting pivotable movement can be a plate, a hub system or other mechanical interlocking system such as is conventional in the bicycle carrier arts.

According to another aspect of the invention, a framework for attachment to a basketball rim is provided. The framework includes (1) a first pair of arms lying in a plane and spaced-apart from one another along their lengths, (2) a second pair of arms attached to the framework and spaced-apart from one another along their lengths, forming on the upper side thereof with the first pair of arms an acute angle, (3) a third pair of arms attached to the framework and spaced-apart from one another along their lengths, the third pair of arms forming on the upper side thereof with the first pair of arms an obtuse angle, and (4) a collapsible wall attached to the first, second and third pair of arms.

In one embodiment, the second arms and third arms are pivotably attached to the framework. In this embodiment, the second pair of arms and the third pair of arms can be pivotable into a storage position in which the second pair of arms and the third pair of arms lie substantially in the plane.

In another embodiment, the framework includes cross-bars attaching the first pair of arms to one another.

In another embodiment, the framework includes a lift arm. The lift arm can be a pair of retractable lift-arms received telescopically within the first pair of arms. In another embodiment, the device has a pivotable lift arm for positioning the flexible collapsible walls with respect to a basketball rim. The pivotable lift arm can be a pair of arms configured to form a “V” shaped support beneath the frame member. Such pivotable lift arms can be pivotably attached at the outward end of the chute.

In yet another embodiment, the framework includes an arrangement wherein the second arms and third arms are pivotably attached to the framework, wherein each of the second pair of arms has an end adjacent the plane of the first pair of arms and each of the third pair of arms has an end adjacent the plane defined by the first pair or arms, and wherein the ends of the second pair of arms are spaced vertically from the ends of the third pair of arms by at least 6".
According to another aspect of the invention, a basketball retrieval device is provided. The device includes a backboard defining a plane, a rim attached to the backboard, a pair of panels detachably secured to one or both of the rim and a backboard, and a chute. One of the panels extends on the left side of the rim from the backboard forward of the rim and the other of the panels extends on the right side of the rim from the backboard forward of the rim. The pair of panels are spaced further apart at a top front portion than at a bottom front portion. The panels, together with the chute, form a funnel-type arrangement for capturing a basketball and directing the ball directly away from the rim along a center line of the rim. The chute extends outwardly and downwardly from the plane and preferably is at least 48" in length.

In one embodiment, the panels are attached to a lift arm and the panels are releasably secured to the backboard and/or the rim. The lift arm can take a variety of forms and is for lifting the panels onto the backboard. For example, the lift arm can telescope into a framework supporting the panels or can be pivotably attached to the framework. In one preferred embodiment, the lift arm is a pair of arms pivotably attached to one another. The lift arm also can be detachable from the framework.

In one embodiment the panels are collapsible. For example, the panels may be fabric, netting, air filled, etc. In one important embodiment the pair of panels has top front corners and bottom front corners, wherein the bottom front corners are spaced-apart at a first distance and the top front corners are spaced apart at a second distance, and wherein the second distance is at least 50% longer than the first distance. The chute has two sides, each side of the chute attached along its length to a respective panel, the chute being at least 48" in length.

In one embodiment, the chute is free of attachment to any structure on a basketball playing surface other than a post arrangement supporting a backboard. In other words, the chute is free, substantially along its length, of structure extending to the playing surface beneath the chute. The chute can be supported by a pair of arms pivotable into a storage position in parallel alignment with the plane. The chute pivots can be fabric hinges, although mechanical metal hinges are preferred. In another embodiment, the panels comprise a plurality of arms pivotable into parallel alignment with the plane.

Each collapsible panel can be netting, fabric attached to the netting and a plurality of arms attached to the fabric, each panel configured as a wedge-shaped fan. The arms can be received in fabric sleeves substantially along their lengths. Preferably each panel has a top side, the top side positioned along its length at least 20" above the rim in the use position. Most
preferably, each panel is a trapezoid comprising a vertical side extending parallel to the plane adjacent the backboard, a top side position at least 12" above the rim along its length, a front side longer than the top side and extending from the top side downwardly and forming with the top side an obtuse angle, and a bottom side extending downwardly from the vertical side to the front side and forming with the front side an acute angle. Most preferably, the panels are collapsible to a configuration substantially parallel to the plane. The panels can be supported on a frame which is detachably secured to the rim, for example, by a cross-bar on the frame in one embodiment. The panels can be supported by one or more pairs of pivotable arms as described above.

According to another aspect of the invention, a basketball hoop arrangement is provided. The arrangement includes an upright support having a front and a side. A basketball rim is attached to the upright support and defines with the upright support a center plane which extends frontwardly from the upright support through the center of the rim. A front net support arm is attached to the upright support and extends forwardly and upwardly from the support and ends at a first net suspension point at least 18" above the rim, preferably not more than 36" to the side of the rim and at least 12" in front of the rim. The front net support arm is positioned on a single side of the center plane. A net is supported on the front net support arm for restricting lateral movement of a ball bouncing off of the rim. In one embodiment, a side net support arm attached to the upright support extends sidewardly and upwardly from the upright support, transverse to the center plane, and ends at a second net suspension point at least 20" above the rim and behind and to the side of the rim, wherein the net is also supported on the net side support arm.

In one embodiment, the front net support arm is a pair of first net support arms, one of the pair extending only on the left side of the center plane and the other of the pair extending only on the right side of the center plane, wherein the first net suspension point is a pair of first net suspension points, one on the left side of the center plane and another on the right side of the center plane, and spaced-apart from one another by at least 30". The side net support arms can be a pair of side net support arms attached to the upright support and extending sidewardly and upwardly from the upright support and ending at a pair of second net suspension points at least 20" above the rim and behind the rim, one of the second net suspension points on the left side of the center plane and the other on the right side of the center plane.

Preferably, the front net support arms are pivotable from a vertical-orientation in a storage position to the frontward orientation in a use position. Most preferably, the front net
support arms are longer than the side net support arms.

In one embodiment, the net support arms are positionable at least at two vertically remote locations on the upright support. This can be accomplished, for example, by attaching the net support arms to a plate that is slidable with respect to the upright support.

In another embodiment, a chute is provided, the chute being attached at the upright support and extending frontwardly and downwardly from the upright support to direct a ball landing on the chute in a preselected direction away from the rim. Preferably, the chute is at least 48" long, preferably at least 60" long and in one embodiment is more than 72" long. The chute is angled substantially along its length between 10° and 45°.

According to another aspect of the invention, a basketball hoop arrangement is provided. The arrangement includes an upright support having a front and a side, a basketball rim attached to the upright support, a collapsible wall attached to the upright support and a ball return chute attached to a support arm extending downwardly from the beneath the rim and away from the rim. The collapsible wall, in a use position, surrounds a rear side and at least one lateral side of the basketball rim, the wall extending at the rear side of the rim at least 20" above a horizontal plane defined by the basketball rim and the wall defining a ball discharge opening. The basketball hoop arrangement is free of a non-collapsible backboard, and the basketball hoop arrangement has a storage position in which the collapsible wall, including the wall surrounding the rear side, is collapsed into a compact orientation.

In one important embodiment, the wall comprises three panels, a rear panel disposed, in the use position, substantially vertically behind the rim, a left side panel disposed, in the use position, substantially vertically at the left side of the rim, and a right side panel disposed, in the use position, substantially vertically at the right side of the rim. In this embodiment, the device can include a first pair of rigid support arms attached to the upright support and attached to opposite sides of the rear panel, the pair of support arms moveable between the use and the storage positions, wherein the pair of support arms are spread apart from one another at their upper ends in the use position to define the rear panel and wherein the pair of support arms are moved closer together at their upper ends in the storage position, thereby collapsing the rear panel. This embodiment also can include a second pair of rigid support arms, one extending in the use position frontwardly on the left side of the rim and attached to the left side panel and the other extending in the use position frontwardly on the right side of the rim and attached to the right side panel, the second pair of support arms extending at respective panel suspension points
above and in front of the rim in the use position, wherein the second pair of support arms are moveable from the use position to an orientation substantially parallel to the upright support in the storage position.

In another embodiment, the upright support is a pair of upright sections slidable with respect to one another between the use position in which the upright support is at least approximately 10' in length and the storage position in which the upright support is less than 7' in length. The upright support can include a counterweight to facilitate movement of the pair of upright sections. In another embodiment, the wall is slidably attached to the upright support between the use position and the storage position.

The wall can be supported by a plurality of support arms pivotally attached to the upright support, wherein pivoting of the support arms moves the wall from the use position to the storage position in which the wall is collapsed. The wall and the arms can be configured as a wedged fan. In this arrangement, the device can have a plurality of support arms which are pivotally attached to the upright support via attachment to a plate which in turn is slidably attached to the upright support. Preferably, the wall comprises a rear panel which is fabric.

According to another aspect of the invention, a basketball retrieval device is provided. The device has a base, a lower upright support extending vertically from the base, an upper upright support attached to and extending vertically from the lower upright support, a collapsible net arrangement attached to the upper upright support and a ball return chute attached to the net and extending downwardly from horizontal and away from the upper upright support. The upright supports are slidably attached to one another to move between a storage non-extended position and an extended use position. A counterweight can facilitate this movement. The collapsible net arrangement is slidable from a net storage position towards one end of the upper upright to a net use position towards the other end of the upper upright.

In one embodiment, the device further comprises a rim secured to and immovable with respect to the upper upright support.

In another embodiment, the device comprises a distal chute support pivotally attached to the base at one end and to a distal end of the chute at the other end. The distal chute support can be attached to the chute at least 7' from the lower upright in one embodiment. In one particularly important embodiment, the distal chute support is attached to the chute approximately 13' to 15' from the lower upright. The distal chute support can comprise two sections slidably attached to one another. In a preferred embodiment, it comprises three sections, a first and a second of the
sections arranged substantially horizontally in the chute use position, and a third section extending upwardly from the second section and defining a ball retrieval stop in the chute use position. All three can be telescopically collapsed in the storage position. Preferably, the distal chute support is pivotable from the use position to a vertically-disposed storage position.

Preferably, the distal chute support can be fixed in at least two discrete positions, one about 13' from the lower upright and the other about 15' from the lower upright.

According to another aspect of the invention, a basketball retrieval device is provided. The device has a storage position and a use position. The device includes a base, a lower upright support extending vertically from the base, an upper upright support attached to and extending vertically from the lower upright support, the upright supports slidable with respect to one another between the storage position and the use position, a collapsible net arrangement attached to the upper upright support, a ball return chute attached to the net and extending downwardly from horizontal and away from the upper upright support in the use position, and a distal chute support pivotably attached to the base at one end, the distal chute support pivotable from a horizontally-disposed use position to a vertically-disposed storage position.

In one embodiment, the device further comprises a rim secured to the upper upright support. The distal chute support can be attached to the chute at least 7' from the lower upright, and in one preferred embodiment is attached to the chute approximately 13' to 15' from the lower upright. The distal chute support can comprise two or even three sections slidably attached to one another, preferably telescopically arranged. In a preferred embodiment, the first and second of a three-sectioned distal chute support are arranged substantially horizontally in a chute use position and a third section extends upwardly from the second section to define a chute attachment bar, a ball release position or a ball retrieval stop in the chute use position. A counterweight can be provided to facilitate movement of the lower and upper upright supports relative to one another.

In one embodiment, the net arrangement includes a pair of side panels substantially vertically disposed and spaced-apart at their top and bottoms not more than 5', wherein the net arrangement defines an elongated opening free of netting between the side panels whereby a basketball player has a clear line-of-sight to throw a basketball toward a rim between the side panels. In one embodiment, the net arrangement is closed at an end of the side panels opposite the opening.

According to another aspect of the invention, a basketball retrieval device is provided.
The basketball retrieval device includes a base, an upright support attached to the base, the upright support being vertically oriented and lying in a first plane, the upright support having a front, a left side and a right side. A left upright arm is attached to the upright support and extends on the left side, substantially parallel to the plane, to a first net attachment point on the left side of the upright support. A right upright arm is attached to the upright support and extends on the right side, substantially parallel to the plane, to a second net attachment point on the right side of the upright support. A left front arm is attached to the upright support and extends frontwardly and upwardly on the left side of the upright support to a third net attachment point, the third net attachment point being on the left side of the upright support and at least 2' forward of the upright support. A right front arm is attached to the upright support and extends frontwardly and upwardly on the right side of the upright support to a fourth net attachment point, the fourth net attachment point on the right side of the upright support and at least 2' forward of the upright support. An elongate flexible chute extends downwardly from horizontal and forward from the upright support. Left side netting is attached to the first and third net attachment points and is attached along a length of the left side of the chute. Right side netting is attached to the second and fourth net attachment points and is attached along a length of the right side of the chute. An elongated opening is defined by the left side netting and the right side netting, whereby a basketball player has a clear line-of-sight to throw a basketball toward a rim between the left side netting and the right side netting.

In one embodiment, the arms are pivotable with respect to the upright support. In another embodiment, a rim is attached to the upright support. In still another embodiment, the device further comprises a rim attached to the upright support, wherein the upright support is free of attachment to a rigid backboard.

According to another aspect of the invention, a basketball hoop arrangement is provided. The arrangement includes: (1) an upright support, (2) a basketball rim attached to the upright support, the basketball rim having a left side, a right side and a rear side, (3) a collapsible wall moveably attached to the upright support and, in a use position, surrounding the rim along the left, right and rear sides of the rim, the collapsible wall extending at the left, right and rear sides of the rim at least 20" above a horizontal plane defined by the rim in the use position, (4) a ball return chute attached to the wall, and (5) an opening in one of the chute or the wall, or both of the chute and the wall, wherein the upright support passes through the opening, and wherein the wall and the chute can be moved via the opening along a length of the upright support. The
collapsible wall can be, for example, netting and/or fabric. The collapsible wall also can comprise fabric at the rear side of the basketball rim and netting at the left and right sides of the basketball rim.

According to another aspect of the invention, a basketball retrieval device is provided. The device includes a base, an upright support attached to the base, a netting arrangement for retrieving a basketball entering the netting arrangement, a plate attached to the upright support, a first pair of support arms pivotably attached to the plate and pivotable within a first plane, a second pair of support arms pivotably attached to the plate and pivotable substantially transverse to the first plane, wherein the second pair of support arms are attached to the plate and pivotable along surfaces of the plate that are angled with respect to the first plane.

In one embodiment, the plate is moveable along the length of the upright support. In another embodiment, each of the second pair of support arms has a bend of more than 45°. Preferably the bend is between 75° and 105°. The second pair of support arms can be pivotable within channels attached to the plate. Preferably, the plate comprises handles for moving the plate along the upright support. Also, it is preferred that the plate include means for securing the plate at more than one location along the upright support.

According to another aspect of the invention, a basketball retrieval device is provided. The device includes an upright support, a basketball rim attached to the support, a flexible wall arrangement attached to the support, wherein the wall arrangement includes a back panel and two side panels, each side panel including a first wedge segment and a second wedge segment, a pair of pivotable arms, pivotable from the storage position in which the first wedge segments are collapsed, to a use position in which the first wedge segments are configured as triangles, wherein the first and second wedge segments of each side panel share a side defined by one of the pivotable arms, and a chute attached to a side of each of the second wedge segments.

According to another aspect of the invention, a basketball rim assembly including a shock absorber is provided. The assembly includes a basketball rim having a neck and an attachment plate. The attachment plate is secured via bolts, rivets or the like to a solid support. Captured between the attachment plate of the rim and the solid support is a shock absorber. The shock absorber can take on any of a variety of conventional forms, but particularly preferred is a simple pad. The shock absorber reduces the degree to which a basketball bounces upwardly from the rim by at least 10%, preferably 20% and more preferably 30% compared to the degree to which the basketball would bounce upwardly off of the rim if it were attached rigidly to the solid
support. Measurements can be made when the basketball is thrown in a conventional manner from the foul line placed 15' from the solid support.

The device can include a back panel that is made of fabric. Preferably the side panels comprise netting. Most preferably, the wedge segments are substantially triangular.

**BRIEF DESCRIPTION OF THE DRAWINGS**

Figure 1 is a perspective view of a basketball retrieval device according to the invention, in the use position.

Figure 2 is a schematic view of a basketball retrieval device according to the invention, in the storage position.

Figure 3 is a schematic view of the basketball retrieval device of Figure 2 in a first-step configuration for assembling the device into the use position.

Figure 4 is a schematic view of the basketball retrieval device of Figure 2 in a second-step configuration for assembling the device into the use position.

Figure 5 is a schematic view of the basketball retrieval device of Figure 2 in a third-step configuration for assembling the device into the use position.

Figure 6 is a schematic view of the basketball retrieval device of Figure 2 in the use position.

Figure 7 is a partial rear view of the net support assembly and upright support runner of the device of Figure 1.

Figure 8 is a partial perspective view of the net support assembly and upright support of the device of Figure 1.

Figure 9 is a partial schematic cross-sectional view of the net support assembly plate and upright support of the device of Figure 1.

Figure 10 is a partial schematic cross-sectional view of a net support assembly plate and upright support according to another embodiment.

Figure 11 is a partial schematic cross-sectional view of a net support assembly plate and upright support according to yet another embodiment.

Figure 12 is a partial schematic cross-sectional view of the net support plate and upright support runner of the device of Figure 1.

Figure 13 is a schematic rear view of the locking assembly between the pins and upright support runner of the device of Figure 1.
Figure 14 is a perspective view of the lower upright support and upper upright support of the device of Figure 1.

Figure 15 is a schematic cross-sectional view of the upper and lower upright supports of the device of Figure 1, showing the counterweight assembly in the storage position.

Figure 16 is a schematic cross-sectional view of the upper and lower upright supports of the device of Figure 1, showing the counterweight assembly in the use position.

Figure 17 is a perspective view of a basketball retrieval device according to another embodiment of the invention, in the use position.

Figure 18 is a perspective view of a basketball retrieval device according to another embodiment of the invention, in the use position.

Figure 19 is a perspective view of the frame of the device of Figure 18, in the storage position.

Figure 20 is a perspective view of the frame of the device of Figure 18, in the use position.

Figure 21 is a schematic view of the method for assembling the device of Figure 18 onto a backboard and rim assembly.

Figure 22 is a perspective view of a frame of the type shown in Figure 18, but having U-shaped adjustable backboard hooks instead of an upper cross-bar for attaching the frame to a backboard.

Figure 23 is a perspective view of a frame of the type shown in Figure 22 (or Figure 18), but including a pivotable mounting system instead of retractable lifting arms.

Figures 24A, 24B, 24C and 24D depict the pivotable mounting system in an assembled state (24A), a storage state (24D) and two intermediate steps showing this assembly from the use position to the storage position (24B and 24C).

**DETAILED DESCRIPTION OF THE INVENTION**

The invention features devices that return a basketball to the basketball player, whether or not the basketball player makes a basket. The preferred embodiments feature devices that have both a use position and a storage position, whereby the device may be collapsed into a relatively small space in the storage position.

Figure 1 depicts one important embodiment of the invention, wherein the device is particularly adapted to improve the foul-shooting ability of a player. The basketball retrieval
device 10 of Figure 1 has four principal elements: a base 12 for resting on a flat surface, an upright support 14 extending vertically from the base 12, a distal chute support 16 extending horizontally from the base 12 and ending at a distal chute attachment bar 18, and a net/chute assembly 20 supported at an upper end of the upright support 14 and extending to the distal chute attachment bar 18, for capturing and returning a basketball to a player.

The basketball retrieval device 10 is made from a number of telescoping, pivotable and/or collapsing parts, whereby the device may be moved from its use position, depicted in Figure 1, to its storage position, depicted in Figure 2.

The base 12, upright support 14 and distal chute support 16 are, in the preferred embodiment, aluminum. The upright support and the distal chute support are hollow, square, telescoping tubes. This permits a great deal of strength while maintaining a relatively light weight. Virtually any other metal, however, may be used. In addition, the device can be fabricated of synthetic plastics or even wood. The description is not intended to be limited to any particular material, unless such is indicated.

The base 12 includes a generally flat base-plate 22, which is generally in the shape of a triangle with rounded corners and somewhat elliptical sides. A pair of base-plate support brackets 24 are welded to the base-plate and extend vertically therefrom, to create a channel for receiving ends of the upright support 14 and the distal chute support 16. The upright support 14 and the distal chute support 16 are attached to the support brackets 24 of the base 12. The distal chute support 16 is pivotally attached to the support brackets 24. Pairs of smaller leg brackets 26 extend vertically from the base-plate 22, one pair on each side of the support brackets 24, thereby providing an additional channel for receiving and seating by pivotable attachment a pair of balancing legs 28. A pivot pin 30 passes through the leg brackets and balancing legs, whereby the balancing legs can be pivoted from the storage position in which they are vertically-oriented to the use position in which they are horizontally oriented. A locking pin (not shown) can be provided to pass through an aligned opening (not shown) in the balancing legs 28 and leg brackets 26 to lock the balancing legs in the use position. A similar arrangement can be provided to secure the legs in the storage position. A pivot pin 30 also is provided at the attachment of the distal chute support 16 and the support brackets 24, whereby the distal chute support may be pivoted from the use position in which it is horizontally oriented to the storage position in which it is vertically-oriented. As with the leg brackets, a locking pin may be used to secure the distal chute support 16 in either or both of the use and storage positions.
It is noted that virtually any routine pivotal attachment and locking mechanism can be used for attaching the distal chute support 16 to the support brackets 24 and/or the balancing legs 28 to the leg brackets 26. Thus, pins, grooved arrangements, detents, swivels, cams and the like can be used for these purposes. It likewise is noted that while the base 12 is shown with the support brackets 24 and leg brackets 26 welded thereto, the base-plate 22, support brackets 24 and leg brackets 26 can be molded as a unitary piece. It is also possible that the distal chute support and/or balancing legs be attached to the base other than by a pivot. For example, the base 12 can have a pair of openings, one oriented vertically and another oriented horizontally. These openings can be sized to receive the distal chute support 16. In this manner, when the distal chute support is inserted into the vertically-oriented opening, the distal chute support is placed in the storage position. Likewise, when the distal chute support is inserted into the horizontally disposed opening, the distal chute support is placed in the use orientation. Similar configurations could be created for the balancing legs. The fit in such a configuration could be a friction fit or it could be simply a tight fit, with a pin or other such implement to lock the distal chute support or the balancing leg in place.

As can be seen from Figure 1, when the distal chute support 16 and the balancing legs 28 are extended in their use positions, they form essentially a tripod for stabilizing the base 12. When the distal chute support 16 and balancing legs 28 are disposed vertically in the storage position, then only the base-plate 22 contacts the flat surface upon which the device rests.

The base 12 further is provided with a pair of wheels 32 at the rear of the base-plate, whereby the device may be tipped backward in the storage position onto the wheels 32, and the device may be wheeled for storage much like a dolly.

The distal chute support 16 is made up of three sections, a first section 34, a second section 36, and a third section 38. These sections are telescoping with respect to one another, the third section 38 telescoping into the second section 36, and both the third section 38 and second section 36 telescoping into the first section 34. When the three sections are collapsed in coaxial arrangement, they can be pivoted from the use position to the vertically-oriented storage position. In the use position, however, these sections are extended with respect to one another. The first section 34 and the second section 36 extend horizontally from the base 12. The third section 38 extends at an angle from the distal end of the second section 36 to define a distal chute attachment location (attachment bar 18) 15\textdegree from the upright support 14. This is the distance between a backboard and the foul line of a basketball court. Thus, the second section 36 is
joined by a pivot pin 30 and a locking pin 40 for locking the second section 36 and third section 38 in an angled relationship for the use position. The distal end of the second section 36 is also provided with a pad 68 on its bottom surface for resting on the flat surface (i.e. a floor).

The upright support 14 is made of a pair of telescoping sections, a lower portion 42 and an upper portion 44. Thus, the upper portion 44 can be collapsed upon the lower portion 42, in a telescoping coaxial configuration, to define the storage position whereby the combined height of the lower portion and the upper portion is under 7', and preferably about 6' to permit storage in a closet. When the upper portion 44 is extended from the lower portion 42 by lifting handles 46, the top of the upper portion 44 which carries a basketball rim can be positioned whereby the rim is 10' above the bottom of the base 12. This also is the same distance as is conventional in a basketball court.

A counter-weight assembly permits easy lifting of the upper portion relative to the lower portion. The counter-weight assembly is described below in connection with Figures 15 and 16.

Also carried by the upright support 14 is a net/chute assembly 20. This net/chute assembly 20 is slidable upon the upper portion 44 of the upright support 14, wherein the net/chute assembly is toward the top of the upper portion 44 in the use position and is toward the bottom of the upper portion 44 in the storage position. The net/chute assembly 20 includes a left side net 48 and a right side net 50 supported above the basketball rim by two pair of arms extending from the upper portion of the upright support. A first pair of arts extends at the rear of the basketball rim, side net support arms 52. The side net support arms lie in a vertically-oriented plane which would be parallel to a backboard, if present. The left and right side nets 48, 50 also are supported by front net support arms 54 which extend from the upright support 14 outwardly and upwardly from the side net support arm plane.

The side net support arms 52 extend upwardly at the rear of and above the basketball rim 46 to define a first pair of net attachment locations above and to the rear of the basketball rim. The front net support arms 54 extend upwardly and frontwardly above the basketball rim to define a second pair of net attachment locations in front of and above the basketball rim. The first pair of net attachment locations 56 and the second pair of net attachment locations 58 are between 20" and 40" above the basketball rim. The height of the netting is important. If the netting is not high enough, then a basketball will bounce too frequently over the net. Likewise, if the netting is too high, then storage into a compact space is not practical. The preferred height above the basketball rim of the net attachment location is 32".
Another aspect of the dimensions of the device that is important is the spacing between the left side net 48 and the right side net 50. The left side net and the right side net, generally speaking, are spaced from the nearest point on the basketball rim at least the width of a basketball. Since the front net support arms are substantially fixed in relation to the rim, if the front net support arms 54 and the rim are closer to one another than the width of a basketball, then the basketball might become lodged between them, thereby preventing return of the ball to the player. The net, on the other hand, has a certain amount of flexibility in it and, therefore, it is possible that the net can be slightly closer to the rim, depending on how taut the net is. In the preferred embodiment the front net support arms 54 are no closer than 12" to the basketball rim 46 at their closest point and are approximately 36" apart at their distal ends which defines the second pair of net attachment locations.

The left side net 48 and the right side net 50 are attached to one another and closed at the rear side of the basketball rim 46 by a fabric panel 60. This fabric panel 60 replaces the backboard of a conventional basketball rim and backboard arrangement. The fabric is lighter than a backboard and the fabric is collapsible whereby the panel may be collapsed upon itself in the storage position to take up very little space.

The side net support arms 52 are attached close to one another at one end to the upright support 14. They are pivotably attached to the upright support, whereby their remote distal ends defining the first pair of net attachment locations may be spread apart from one another to stretch out and define the back fabric panel 60. In a preferred embodiment, the first pair of net attachment locations 56 are 36" apart.

Attached to the base of the fabric panel and to the base of the left and right side nets is the chute 62. The chute 62 is attached at its proximal end to the fabric panel 60 and to left and right side net 48, 50. The chute extends from its attachment at the fabric panel 60 to the distal chute attachment bar 18, whereby the chute and the netting are pulled relatively taut. The chute preferably is made of fabric and is attached along the length of the bottom side of the left and right side nets 48, 50.

As now can be fully understood, when a basketball player stands at distal chute attachment bar 18 and looks towards the basketball rim 46, the player has a clear line-of-sight to the basketball rim 46. The player also is looking at the front sides of the panels defining the left side net 48 and the right side net 50. Those panels are closer together at their bottom ends than at their top ends, defining a trapezoidal opening. When the player shoots a basketball towards the
rim, then, whether or not the ball goes through the hoop, the net/chute assembly collects the ball and channels it back to the player via the chute.

The basketball rim 46 includes a net 64 and a plate 65. The plate 65 is attached directly to the upper portion 44 of the upright support 14. When the upright support 44 is extended or lowered telescopically on the lower portion 42, the basketball rim 46 moves up and down with the upper portion 44. The basketball rim could be attached to and move with the net/chute assembly, although it is fixed on the upper portion 44 in the preferred embodiment.

The net/chute assembly 20 can be moved up and down upon the upper portion 44 by sliding engagement with the upper portion 44, described in greater detail below. This is possible because any one of or combination of the rear fabric panel 60, the left side and right side nets 48, 50 and the chute 62 define an opening 66 through which the upper portion 44 passes slidably. In this manner, the net/chute assembly 20 can be raised upon the upper portion or lowered upon the upper portion without having the net/chute assembly 20 get caught upon or have interference with the rim 46 which projects from the upper portion 44 of the upright support 14.

As can be seen with reference to Fig. 1, the left side net 48 and the right side net 50 can be described as collapsible walls consisting of wedged-shaped panels defined by fabric 69 sewn onto and defining borders of the netting. The fabric 69 also can be sewn to define longitudinal openings for receiving the side net support arms 52 and front net support arms 54 in sleeve-type arrangements. Thus, a substantially wedge-shaped segment of netting is formed between the rear fabric panel 60 and the front net support arms 54. A relatively larger panel of netting, substantially wedge-shaped, is formed between the front net support arms 54 and the chute 62. These wedge-shaped panels can be collapsed upon themselves when the front support arms 54 are pivoted into planer alignment with the side net support arms 52 and when the chute 62 is detached from the distal chute attachment bar 18 and rolled and positioned against the upper portion 44 of the upright support 14. This collapsed position is described and shown in Fig. 2 below.

In the description herein, the right side netting and left side netting are sometimes described as panels. These panels, although slightly angled towards one another at their bottom front section in a preferred embodiment, can be seen as extending substantially vertically. The left side netting and right side netting define collapsible walls. A collapsible wall is a netting or fabric, typically. It also could be a plastic that can fold or collapse as a fabric. Virtually any material that can in an expanded position define a substantially planer wall and that can in a
collapsed position fold, roll or otherwise compress into a relatively compact space is embraced. Thus, the rear fabric panel 60 can be any sort of collapsible wall. It is preferred that this panel be a fabric panel, whereby it gives the player an appearance of a solid backboard, but does not have the weight of a solid backboard. This rear fabric panel 60 also could be configured out of foldable material, such as jointed solid material, provided that this rear panel can be collapsed upon itself into a relatively compact space.

As will be described in more detail below, the side net support arms 52 and front net support arms 54 are pivotally attached to the upright support. As used herein, pivotable means attached directly at a pivot joint, attached indirectly with a linker having a pivot joint, attached indirectly by fabric which holds adjacent ends together or near one another, or attached indirectly by netting, rope or the like which holds adjacent ends near one another. The ends also can be carried on hubs with interlocking teeth, which hubs can rotate and be positioned and secured in various arrangements with respect to one another. Virtually any arrangement that holds two ends together or close to one another while permitting the opposite ends to move over a substantially greater distance is a pivot joint as used herein.

As can be seen from Fig. 1 and is described in greater detail below, the pivotable movement of the front net support arms 54 with respect to the upright support is initiated by simple gravitational forces and is limited by collapsible material. In the embodiment shown, the collapsible material is the fabric 69 sewn to the netting and defining the borders of the netting. In this manner, the fabric which extends between the first net attachment location 56 and the second net attachment 58 limits further pivotable forward motion of the front net support arms 54. The collapsible material can be fabric as depicted, but also could be rope, string, plastic and the like. In this embodiment, a mechanical locking inter-engagement of the front support arms with the upright support is not needed. As mentioned above, mechanical locking means for securing the front net support arms 54 also, however, can be used to position the front support arms relative to this side support arms.

Figs. 2-6 depict the assembly of the basketball retrieval device of Fig. 1 from the storage position (as shown in Fig. 2), through several configurations during the method of unfolding the device, into the use position (as shown in Fig. 6). Referring to Fig. 2, the basketball retrieval device 10 is shown in the storage position with the upright support 14, distal chute support 16, side net support arms 52 and front net support arms 54 in an upright position, vertically-oriented. The right side net 50 is collapsed and the chute 62 is rolled from its distal end to its proximal
end, being held between the distal chute support 16 and the upright support 14. The distal chute support 16 is positioned between the basketball net 70 and the upright support 14.

Fig. 3 depicts a first-step configuration for assembling the device into the use position. The distal chute support 16 is pivoted downwardly in the direction of arrow 72 until the first section 34 rests on a flat playing surface 74 via pad 68. Then, as shown in Fig. 4, the second section 36 and third section 38 of the distal chute support 16 are telescopically extended from the first section 34.

In a next step depicted in Fig. 5, the third section 38 is pivoted upwardly in the direction of arrow 76 and locked via a locking pin (not shown) in the use position, with the distal chute attachment bar 18 positioned approximately 36" above the flat playing surface 74. In addition, the net/chute assembly 20 is slid upwardly along the upright support 14 (along upper portion 44) in the direction of arrow 78 to place the net/chute assembly 20 at the desired position above the basketball rim 46. Simultaneously, the chute 62 is permitted to unroll as depicted by arrow 80 which causes front net support arms 54 to pivot from alignment with the plane defined by the side net support arms 52 to a position where the front net support arms extend forwardly and above the basketball rim 46. The side net support arms 52 are spread apart at their top ends. In this position, the side net support arms 52 define the first pair of net attachment locations 56 at the rear of the basketball rim 46 and above the basketball rim, while the front net support arms 54 define the second pair of net attachment locations which are forward and above the basketball rim 46.

Fig. 6 depicts the final step in assembling the device into the use position. The upper portion 44 of the upright support 14 is extended telescopically from the lower portion 42, in the direction of arrow 82 to position the basketball rim 46 10' above the flat playing surface 74. The position of the upper portion 44 just prior to extending it along the lower portion 42 is depicted by the phantom lines 84, which lines show the position of the upper portion 44 as in Fig. 5.

Chute 62 then is attached to the distal chute attachment bar 18, in the preferred embodiment by hooks on the chute and rings on the chute attachment bar. The device then is ready for use.

Figure 7 depicts those features of the device of Fig. 1 which permit the net/chute assembly 20 to slide upon the upper portion 44 of the upright support 14. The upper portion 44 of the upright support 14 has attached to it a thin elongated plate which acts as an upright support runner 86. Slidably attached to this upright support runner 86 is net/chute assembly attachment plate 88. The inter-engagement of the attachment plate 88 upright support runner 86 and upper
portion 44 can be seen in more detail in the schematic cross-section depicted in Fig. 9.

Fig. 9 shows the upper portion 44 which is a hollow, square segment of aluminum. The upright support runner 86 is welded to the upper portion 44 and extends substantially along the length of the upper portion 44. The upper support runner 86 is slightly wider than the width of the upper portion 44, to create a ridge which extends on either side of the upper portion 44 substantially along the length of the upper portion 44. This ridge 90 is for inter-engagement with the attachment plate 88. The attachment plate 88 is a substantially square aluminum plate with U-shaped ends which extend beyond and around ridges 90, to hold the attachment plate 88 in slidable engagement with the upright support runner 86.

It should be understood that the invention is not intended to be limited in any respect by the manner in which the net/chute assembly 20 is slidably attached to the upright portion 14. As further examples, Fig. 10 depicts a schematic cross-section in which the attachment plate 80 is configured to inter-engage with grooves or openings 92 in the upper portion 44' for slidable engagement of the attachment plate 88 with the upper portion 44'. In this arrangement, the upright support runner 86 is eliminated. Likewise, as shown in schematic cross-section in Fig. 11, the attachment plate 88' can inter-engage the upper portion 44'' by a dove-tail slidable joint 94. It is even possible that the net/chute assembly 20 be attached to the upper portion 44 of the upright support other than by a slidable arrangement. More important, according to the invention, is that the net/chute assembly can be moved (even removed) from the use position in which it is positioned at the upper end of the upper portion 44 of the upright support 14 so that the device can be placed into a storage position. When the net/chute assembly 20 is positioned at the upper portion of the upright support 44, then the combined length of the net/chute assembly and upper portion 44 of the upright support 14 is more than 7', which does not permit easy storage.

Referring again to Fig. 7 which depicts a preferred embodiment, the attachment plate 88 is slidably attached to the upright support runner 86. A pair of locking arms 96 carry locking pins (not shown) for engaging notches 98 in the ridges 90 of the upright support runner 86. When the locking pins are engaged with the notches 98, vertical movement of the attachment plate 88 along the upright support runner 86 is prevented, thereby locking or securing the attachment plate 88 in a desired position along the upright support runner 86. Such locking engagement is important when the net/chute assembly is positioned in the use position. In the storage position, gravity will hold the net/chute position in place, and it is necessary simply to
have a ridge, pin, or other means associated with the upright support for limiting further downward movement of the net/chute assembly on the upright support runner 86.

Again referring to Fig. 7, the side support arms 52 are shown in the use position. The side support arms are attached at their bottom end to the attachment plate 88 by pivot pins 30. In the use position, the ends of the side net support arms 52 remote from the plate are spread apart from one another, limited in their ability to pivot apart from one another by stop pins 100 attached to the plate. The arms also could be limited only by the fabric sleeves of the rear panel into which the side net support arms extend. Likewise, the side net support arms 52 can be attached to the attachment plate 88 by hub arrangements, for example with interlocking teeth, permitting the arms to be selectively positioned in a use and a storage position. The manner in which the pivotable movement of the side net support arms 52 is limited is not critical. As can be seen, the side net support arms 52 pivot within and define a plane which extends vertically, parallel to the upright support 14 and orthogonal to the center plane defined by the player and the upright support when the player is at the distal chute attachment bar facing the rim.

The front net support arms 54 also are pivotably attached to the plate. The front net support arms 54 are received in tubes 102 which are welded to the attachment plate 88. The tubes 102 define hollow channels for receiving the tubular front support arms 54.

The orientation of the tubes 102 on the attachment plate 88 is depicted in a perspective view in Figure 8. The tubes 102 are welded at an angle with respect to the plane defined by the attachment plate 88. The base 104 of the tubes is closer to the plane defined by the plate than the open end 106 of the tubes. This arrangement provides a unique aspect of the invention. When the front net support arms 54 are rotated into the plane defined by the side net support arms 52, the distal ends of the front net support arms are brought close together. When the front net support arms 54, however, are pivoted to the use position with the front net support arms extending frontwardly and upwardly of the rim, the distal ends of the front net support arms are placed between 3' and 4' apart from one another. In this manner, the front net support arms 54 can be brought into a compact arrangement in the storage position and opened into the use position which is not so compact. It is the combination of the angled arrangement of the tubes 102 and the bend toward the base of the front net support arms 54 which permits this unique arrangement. This arrangement also permits the front net support arms 54 to extend past the basketball rim 46 at the desired spacing from the basketball rim 46. This arrangement further permits the formation of a substantially flat rear fabric panel, which is secured along the length
of the side net support arms 52 but which is also secured to the front net support arms at the base 107 of the front net support arms, the base of each front support arm being substantially at the plane defined by the side net support arms when the front net support arms are positioned in the use position.

Figure 12 is a cross-sectional depiction of the inter-engagement of the attachment plate 88 to the upright support runner 86, with the locking arms 96 positioning the locking pins 108 in inter-engagement with the notches 98. Referring to Fig. 13, it can be seen that when a locking arm 96 is rotated such that they extend laterally outwardly from the attachment plate 88, the half-round locking pins 108 are brought into inter-engagement with the notches 98, thereby limiting movement of the attachment plate 88 on the upright support runner 86. This is depicted in the configuration shown in Fig. 13A. As shown in the configuration of Fig. 13B, when the locking arm 96 is rotated 180°, the half-round locking pin 108 likewise is rotated 180°, aligning the flat side of the half-round locking pin parallel and beyond the edge of the ridge 90 of the upright support runner 86. In this manner, the half-round locking pin is free from engagement with the upright support runner 86 and the attachment plate may slide up and down along the upright support runner 86.

A pair of handles 110 extends laterally from either side of the attachment plate 88, which handles can be gripped to lift the net/chute assembly 20 slidably along the upright support runner 86 (Figs. 7 and 8). The proximal end of the handles 110 is placed adjacent to the locking arms 96, whereby the fingers may grip handles 110 and the thumbs may grasp locking arms 96 to place the locking pins 108 in locking position by rotating the locking arms 96 with the thumbs when the net/chute assembly 20 is lifted to the appropriate position.

Referring now to Figure 14, the upper portion 44 of the upright support is provided at the lower end thereof with a pair of cam handles 112. The cam handles 112 are pivotably attached to the upper portion 44 of the upright support 14 by a pair of cam handle plates. When the cam handles 112 extend laterally from the upper portion 44, the cam 116 is brought out of engagement with the lower portion 42, permitting the upper portion to slide telescopically with respect to the lower portion. When the cam handles 112 are rotated downwardly in the direction of arrow 118, the cams are brought into engagement with the lower portion 42 via openings (not shown) in the upper portion 44 adjacent the cam to lock the upper portion with respect to the lower portion. In the preferred arrangement, the cams are self-locking when the upper portion 44 moves downwardly with respect to the lower portion 42. In particular, the weight of the cam
handles 112 causes the handles to rotate slightly downwardly, thereby causing the cams to engage the lower portion. Further downward movement of the upper portion causes further rotation and locking engagement of the cam 116 to the lower portion 42.

Because of the weight of the upper portion and net/chute assembly, the preferred embodiment has been provided with a counter-weight assembly to permit the easy movement of the upper section 44 and net/chute assembly 20 with respect to the lower section 42. The counter-weight also is provided to add safety, preventing the upper portion from moving downwardly very quickly with respect to the lower portion due to gravity. Referring to Fig. 15, a schematic partial cross-section of the device in the storage position is shown. A counter-weight 120 within lower portion 42 is attached to a cable 122. The cable 122 extends from the counter-weight 120 around a pulley wheel 124 attached at the upper end of the lower portion 42, whereby the cable 122 may extend from the counter-weight within the hollow of the lower portion 42 above and around the pulley wheel 124 to the space between the telescoping arrangement of the lower portion 42 and upper portion 44. The distal end of the cable 122 remote from the counter-weight 120 is attached to the lower end of the upper portion 44, on the inside of the upper portion between the upper portion 44 and lower portion 42. When the upper portion 44 is moved upwardly with respect to the lower portion 42, as depicted in Fig. 16, the counter-weight 120 drops within the hollow of the lower portion 42 and assists in the movement of the upper portion 44 with respect to the lower portion 42.

A locking knob 126 is attached to the upper portion 44 for locking the upper portion 44 with respect to the lower portion 42. The locking knob 126 has a shaft which extends through a threaded opening 128 in the upper portion 44. The distal end 130 of the threaded shaft 132 of the locking knob 126 then can contact the lower portion (or may extend through an opening in the lower portion) to secure the upper portion 42 with respect to the lower portion 44. An opening in the lower portion as just mentioned, or other locating means such as a stop pin, a groove, and the like, can be provided so that the position of the upper portion can be located with respect to the lower portion whereby the rim can be positioned 10' above the flat surface upon which the base rests. Different locking positions also may be desired, such as at 6' or 8', depending on the age of the player.

In the preferred embodiment, the first section 34, second section 36, third section 38, lower portion 42 and upper portion 44 are hollow, square, aluminum tubes. The first section 34 is 72" long and has a wall thickness of about .125". The second section 36 is 72" long and has a
wall thickness of about .125". The third section is 60" long and has a wall thickness of about .125". The lower portion 42 is 72" long and has a wall thickness of .25". The upper portion 44 is 72" long and has a wall thickness of about .125". The side net support arms 52 are straight aluminum tubing, 50" in length and having a wall thickness of about .1". The front support arms 54 are made of the same aluminum tubing. They are 85" long and are bent over an angle of 100°, the radius spread over the region 12" from the base of the aluminum tube to 18" from the base of the aluminum tube. The front support arms are angled from the plane defined by the surface of the attachment plate 8° outwardly and 11° downwardly from horizontal. The side net support arms 52 are spread apart at their distal ends 36" and the front net support arms 54 are spread apart at their distal ends 36". The top edge of the netting between the first net attachment locations and the second net attachment locations is placed 32" above the horizontal plane defined by the rim. The distal ends of the front net support arms 54 extend 4'4" forward of the rear panel (25" forward of the front-most point on the rim). The chute 62 is positioned at the upright support 44 20" below the horizontal plane defined by the basketball rim. The netting is attached to the chute at its front-most portion (defined by the acute angle at the junction of the top side and the bottom side) about 7" along the chute from the upright support. The chute is about 28" in width (stretched in a plane) defining a chute about 22" wide. In a most preferred embodiment, a shock-absorbing pad (not shown) made of foam rubber is placed between the rim attachment plate 65 and the upper portion 44 of the upright support. This shock-absorbing pad makes the rim less rigid when a basketball falls upon the rim, causing the ball to bounce less after it strikes the rim. Because the ‘rebound’ bounce of the ball is reduced, the netting does not have to be as high above the plane defined by the rim as it otherwise would need to be in order to capture balls bouncing off of the rim.

Fig. 17 depicts another embodiment of the invention. In this embodiment, the device is the same as that shown in Fig. 1, except that the distal chute support which extends horizontally from the base has been eliminated and the chute is relatively truncated. The distal chute attachment bar also has been eliminated, whereby the ball is free to exit the chute and bounce toward the player. This embodiment also includes an upright support 14 with a lower portion 42 telescopically extending vertically and inter-engaging with an upper portion 44. The device also has a base 12 with balancing legs 28 pivotably attached to leg brackets 26. Instead of a distal chute support as shown in Fig. 1, this device has a third balancing leg 28' which is pivotably attached to support brackets 24 by pivot pin 30. The balancing legs 28 and balancing leg 28'
form a tripod for supporting the base on a flat surface.

The chute 62' ends at the point where the lower front of the net from the left side netting and the right side netting meet the chute. In this manner, gravity can support the chute 62', whereby the chute simply hangs from the bottom edge of the netting arrangement. This embodiment may be modified, as shown, to include a pair of chute support arms 134 which define the border between the bottom edge of the panels of netting and the chute 62'. In the embodiment shown, these chute support arms are depicted as pivotally attached to the attachment plate 88, in a manner similar to the attachment of the front support arms 54 to the plate.

The chute support arms 134 need not be angled at their position of attachment to the attachment plate 88 (as with front support arms 54). The distance between the chute support arms at their proximal and distal ends can be the same. It should be recognized, however, that an angled orientation such as with the front support arm attachment configuration could be provided to create positioning of the distal ends of the chute support arms 134 in the storage position and the use position as desired. It also should be noted that the chute support arms 134 need not be attached to the attachment plate 88 proximal to the front net support arms 54. The attachment plate can be elongated and the chute support arms 134 can be attached at a position spaced from the attachment positions of the front net support arms. In addition, the chute support arms need not be attached to the attachment plate at all. The chute support arms 134 simply may be carried in fabric sleeves at the juncture between the chute and the netting, whereby the pivotal attachment of the chute support arms 134 with respect to the upright support is provided simply through an indirect pivot joint created by the fabric itself. The chute support arms 134 also could pivot from the front net support arms 54. The weight of the chute particularly in the presence of chute support arms, is sufficient to position the chute in the desired downward sloping angle.

Figure 18 depicts another embodiment of the invention. This embodiment is not free-standing, but rather is adapted to be supported on an existing basketball backboard and rim assembly. The device comprises a frame for attachment to the backboard/rim assembly, a pair of panels of netting for capturing a ball bouncing off of the rim and a chute 62" for channeling the ball in a direction back toward the player. The device in Fig. 18 is depicted attached to a backboard 136. The device has a pair of upright arms 138 which are spaced together closer at the bottom than at the top. These arms 138 lie flush against the face of the backboard 136. The top ends of these upright arms are positioned above the horizontal plane defined by the basketball rim and the lower ends of these upright arms 138 are positioned below the horizontal plane defined
by the basketball rim. These upright arms define rear walls to which netting is attached. The netting is attached substantially along the length of these upright arms 138. Approximately at the mid-point of these upright arms is a pair of front support arms 140 extending upwardly and frontwardly of the basketball rim to define net attachment locations above and in front of the basketball rim. These front support arms 140 are pivotally attached to the frame, whereby they can be pivoted from a storage position in which they are aligned substantially parallel to the upright arms 138 and the use position depicted in Fig. 18 in which they extend upwardly and frontwardly of the upright arms 138.

Chute support arms 142 also are pivotally attached to the frame, near the bottom end of the upright arms 138. The chute support arms extend frontwardly and downwardly with respect to the horizontal plane defined by the basketball rim to define the distal end of the chute 62". The chute support arms also are pivotable from the use position depicted in Fig. 18 to a storage position in which they are aligned substantially parallel to the plane defined by the upright arms. Netting is attached to the arms and the chute to define a left side panel 144 of netting and a right side panel 146 of netting. The netting is substantially in the shape of a trapezoid comprising: a vertical side extending parallel to the plane adjacent the backboard, a top side position at least 12" above the rim along its length and substantially parallel to the horizontal plane defined by the rim, a front side longer than the top side and extending from the top side downwardly and forming with the top side in an obtuse angle, and the bottom side extending downwardly from the vertical side to the front side and forming with the front side an acute angle. The panels are positioned closer together at the acute angle where the netting meets the chute than at the obtuse angle which is located at the distal ends of the front support arms 140.

The front support arms 140 and chute support arms 142 are pivotally attached to the frame by pivoting T connections 148 located on cross-bars which connect the upright arms 138. The upright arms are connected by three cross-bars, a lower cross-bar 150, a middle cross-bar 152 and an upper cross-bar 154. The lower cross-bar 150 carries the chute support arms 142 while the middle cross-bar 152 carries the front support arms 140.

The configuration of the middle cross-bar 152 and upper cross-bar 154 permits the frame to be attached easily to a basketball backboard/rim arrangement. The middle cross-bar has a U-shaped section at its center, with the opening face of the U facing downwardly. Thus, this U-shaped midsection has a substantially horizontal section 158 and a pair of downwardly extending sections 160. The horizontal section 158 is at least as wide as the neck 64 of the basketball rim
and is adapted to rest on the neck 64 of the basketball rim. The downwardly extending sections 160 act as stops to restrict lateral movement of the frame on the neck of the basketball rim and to locate the horizontal section 158 on the neck 64 of the rim. The downwardly extending sections 160 are angled outwardly (spaced further apart at the ends remote from the horizontal section 158) which assists in locating the horizontal section 158 on the neck 64 of the rim.

The upper cross-bar 154 also has a U-shaped section, with the opening of the U facing upwardly. Thus, the upper cross-bar 154 has a horizontal section 162 and a pair of upwardly extending sections 164 defining the U-shaped portion of the upper cross-bar 154. The U-shaped section of the upper cross-bar is placed behind the plane defined by upright arms 138, being spaced therefrom by orthogonal segments 166. The orthogonal segments 166 extend from the upper cross-bar 154 rearwardly and substantially orthogonally to the plane defined by the upright arms 138. The orthogonal segments 166 form with the upwardly extending sections 164 L-shaped segments for engaging the rear side of the backboard 136.

The lower cross-bar 150 and the middle cross-bar 152 are spaced apart from one another sufficient to allow the basketball rim to be passed there-between. In addition, they are spaced far enough from one another whereby when the lower cross-bar 150 is lifted toward the horizontal plane defined by the basketball rim, the horizontal section 162 of the upper cross-bar 154 can pass over the top of the backboard. The device then can be moved downwardly until the horizontal section 158 of the middle cross-bar 152 contacts the neck 64 of the basketball rim 46, positioning the horizontal section 162 and upwardly extending sections 164 of the upper cross-bar against the rear of the basketball backboard. The gravitational forces supplied by the weight of the chute support arms 142, front support arms 140 and netting pulls the horizontal section 162 and upwardly extending sections 164 against the back of the backboard 136.

The frame of the device of Fig. 18 is depicted in a collapsed position in Fig. 19. As can be seen, the upright arms 138, front support arms 140 and chute support arms 142 are brought into planes substantially parallel with one another. To move the frame into the use position, the chute support arms 142 and the front support arms 140 are pivoted outwardly and downwardly from their planer arrangement into the use position. This movement is depicted by arrows 168 in Fig. 20.

The movement of the front support arms 140 relative to the upright support arms 138 is limited by collapsible material 170. This collapsible material can be string, twine, rope, netting, fabric and the like. In the preferred embodiment, the collapsible material 170 is the fabric border
sewn to the netting. Likewise, the downward pivotable movement of the chute support arms 142 relative to the front support arms and upright arms is limited by the attachment of collapsible material 170 attached between the front support arms 140 and the chute support arms 142.

As mentioned above, pivotable movement of the arms relative to the frame can be achieved in a variety of ways. The embodiment depicted in Fig. 18 is not intended to be limited by the particular mechanisms described. Instead, any manner of pivotal attachment as well as pivot-limiting means can be employed. Thus, pivot joints including fabric pivot joints as described above are suitable and mechanical pivotable joints such as hubs with interlocking teeth for securing the arms with respect to one another also can be employed. Further, in the embodiment depicted, the chute support arms 142 can be eliminated. The weight of the netting and chute (which itself can be formed of netting) can be sufficient to define the side panels and channel the ball back to the player. In the embodiment shown, however, the chute is provided with chute support arms which helps define the chute and assists in channeling the ball back to the player.

As shown in the various figures, the distal end of the chute support arms can be connected by a U-shaped member having a horizontal section 172 and two upwardly extending arms 174. This U-shaped section stabilizes the distal ends of the chute support arms and further brings the horizontal section 172 outside of the plane defined by the chute so that a ball traveling along the chute does not contact the horizontal section 122 which would slow or alter the return of the ball to the player.

The method of assembling the device is depicted schematically in Fig. 21. The device is placed on the ground, with the upright arms 138 on top. The retractable lifting arms 156 which are telescoped within the upright arms are extended. This can be accomplished by simple quarter-turn locking arrangements as are common in extendable arms for reaching windows. The device is then lifted by a person grasping the extended lifting arms 156. As the upright arms are lifted and the top end of the upright arms 138 are brought towards a vertical position, gravity pulls the chute support arms 142 and the front support arms 140 out of their planer arrangement with the upright arms 138 and into their use position. The device is lifted onto the basketball rim, with the basketball rim passing between the lower cross-bar 150 and the middle cross-bar 152. The device is lifted whereby the horizontal section 162 of the upper cross-bar passes over the top of the backboard 136. The device is then moved downwardly until the horizontal section 158 of the middle cross-bar rests on the neck of the basketball rim and until the horizontal
section 162 of the upper cross-bar 154 is positioned behind the backboard. The retractable lifting arms then can be telescoped into the upright arms and the device is ready for use.

In the preferred embodiment, the various support arms and cross-bars are made of hollow aluminum tubing. The upright arms 138 are about 50" long and have a wall thickness of about .1". The front support arms are also 48" long and have a wall thickness of about .1". The chute support arms are 60" long and have a wall thickness of about .1". The retractable lifting arms 156 are 30" long and have a wall thickness of about .1". The locking means on the retractable lifting arms to lock the retractable lifting arms in telescoping position with the upright arms 138 or extended from the upright arms 138 are conventional and commercially available as boat hook or paint-roller devices. The lower cross-bar is 30" long and has a wall thickness of about .1". The middle cross-bar 152 is spaced 24" along upright arms 138 from the lower cross-bar 150, has a wall thickness of about .1". The upper cross-bar 154 is spaced from the middle cross-bar 152 along upright arms 138 24". The upper cross-bar has a wall thickness of about .1" and spaces the upright arms 138 from one another at the point of attachment to the upper cross-bar 154 by 48". The bends in the various cross-bars can be provided by bending the tubing or by welding pieces of tubing to one another.

Figure 22 depicts another embodiment of the frame including U-shaped adjustable backboard hooks 180 (instead of the upper crossbar 154) for attaching the frame to a backboard. Each U-shaped adjustable backboard hook 180 is telescopically received in an upper end of the upright arms 138 of the frame. The upper end of each of the upright arms 138 of the frame includes a frame opening 182 for mating with any one of a plurality of openings 184 in the adjustable backboard hooks. A pin 186 can be inserted through the aligned openings 182, 184 to secure the U-shaped adjustable backboard hooks 180 in a desired position, depending on the particular size of the backboard to which the frame is to be attached. In this manner, the frame can be adjusted to fit a backboard of virtually any size.

Each U-shaped adjustable backboard hook 180 has a U-shaped section, comprising an upwardly extending segment 188 telescoping with a respective upright arm 138, a horizontal segment 190 and a downwardly extending segment 192. The downwardly extending segment is covered at its distal end by a cushion 194 which contacts the rear side of the backboard when the frame is installed on a backboard. In the storage position, the U-shaped adjustable backboard hooks are rotatable into the plane defined by the upright arms. When the device is assembled onto a backboard, the downwardly extending segments are rotated rearwardly and locked in
position by the pins to create the hooks for extending over the top of the backboard for engagement with a rear side of the backboard.

Figure 23 depicts another embodiment of a mounting system 196 for lifting the frame member onto a backboard. The mounting system 196 includes a first mounting arm 198 and a second mounting arm 200, positioned parallel to and just beneath the plane defined by the chute support arms. The first mounting arm 198 is attached to the horizontal section 172 of the chute support arms by a first mounting arm pivot 202. The second mounting arm 200 is attached to the first mounting arm 198 by a second mounting arm pivot 204. A conventional plastic bracket or other means (not shown) can be used to hold the first mounting arm 198 and second mounting arm 200 in parallel arrangement, and a tie or other conventional device can be used to detachably hold the mounting arms to the underside of the chute. The mounting system also includes a second mounting arm connector 206 attached to the lower crossbar 150 and for receiving the free end of the second mounting arm 200.

Use of the mounting system is depicted in Figures 24A-24D. In the use position (24A) the first mounting arm 198 and second mounting arm 200 are pivoted to form a “V”, with the first mounting arm attached at one end of the chute and the second mounting arm 200 attached to the second mounting arm connector 206 at the opposite end of the chute. The second mounting arm 200 simply can be slid into a channel (not shown) in the second mounting arm connector 206. In this configuration, the mounting system forms a stable triangle with the chute arms whereby the first mounting and second mounting arms may be gripped by an individual to lift the frame member onto a backboard. Once the frame member is secured on the backboard, the second mounting arm 200 is retracted from the channel in the second mounting arm connector 206, and then the second mounting arm 200 is pivoted toward and into alignment with the first mounting arm 198 (Figures 24B and 24C). The pair of mounting arms, now in parallel alignment, then is pivoted about the first mounting arm pivot 202 to place the mounting arms in their nonuse position.

It should be understood that the means for attaching the frame to a rim or to a basketball backboard is not limited to the embodiments depicted. In the embodiment depicted in Figure 18, this means comprises a cross-bar with stops for locating the frame on the neck of a rim. It also includes a pair of L-shaped arms for engaging a rear surface of the backboard. Innumerable structures, however, can be used to achieve the same purpose. The frame can be held on the backboard by brackets, clamps, screws, or other such attachment means. The frame also could
be attached to mating structure prefabricated on or added to the backboard, such as mating male/female connectors, openings in the backboard for receiving projections on the frame (or vice versa), hooks on the backboard for engaging hook mating structures in the frame, interlocking tongue and groove arrangements on the backboard and frame, hook and loop arrangements on the backboard and frame, brackets on the frame for attachment to the neck of the rim, U-shaped members on the frame for attachment to the rim, and the like.

In addition, as used herein, means for supporting the frame with respect to the basketball rim includes means for attaching the frame only to a rim, only to a backboard or to both a rim and the backboard. It further includes upright supports as described herein and as such structures are described in the various prior art patents listed in the background of the invention, the disclosures of which are incorporated herein by reference. Virtually any upright supported on a base, tripod, platform, or the like can be used to support the frame with respect to the rim. The numerous bases used to support backboards in the art can be used for these purposes.

It also should be noted that the embodiments of Fig. 1 and Fig. 17 can be manufactured without a rear panel and without a basketball rim, whereby they can be positioned against an existing backboard and rim to achieve the purposes of the invention.

As used herein, wedge-shaped collapsible panels and fan-shaped collapsible panels do not require symmetry between the panels or exact triangular shapes. Instead, the device of the present invention is configured similar to a fan, whereby arms are held close to one another at one end and permitted to separate substantially greater distances at their opposite ends as with a fan. As described above, the ends of the arms need not be attached directly to one another to create the exact arrangement of the fan, but instead the invention is described herein as being similar to a fan, with wedge-shaped sections being collapsible upon themselves and pivotable into panels in the nature of a fan to create a substantially V-shaped or a substantially U-shaped channel for collecting a basketball.

It also is envisioned that the collapsible devices of the present invention can be assembled, for example, to a basketball rim attached to a flat wall. A string, rope or other collapsible material can be attached to the distal end of the chute support arms and the front support arms, the opposite end of such a collapsible material extending through the top of the framework to a position below the framework. One could simply pull on this material, to lift the chute and front support arms into a planer arrangement against the wall. Thus, a dozen or more of such devices could be aligned along a flat wall within a gym, released in the manner of a
window shade into a use position, whereby foul shooting can be practiced without the need of numerous backboards and without taking up much court space.

It is also noted that in the embodiments depicted in Figs. 1 and 17, it is preferred that the rim be 15" in diameter rather than 18" in diameter (which is regulation). The smaller diameter rim forces concentration and aids in improvement of foul-shooting ability. The frame of Fig. 18 also can have attached to it a 15" rim insert for defining a smaller hoop, and, optionally, supporting the frame on the rim.

It is also noted that the distal chute attachment bar 18 and chute may be configured and attached to one another whereby the attachment bar acts as a stop (or terminal end of the chute) or, alternatively, whereby the ball is permitted to exit the chute toward the player's hands. This can be desired if the bar 18 is set at 13' so that a player has room to bounce the ball prior to shooting. This may be accomplished, for example, by making the bar 18 U-shaped, like the chute.

Numerous other embodiments and equivalents will be apparent to those of ordinary skill in the art.
1. A basketball retrieval device for use with a basketball rim, comprising;
   a frame having, in a use position, a top and a bottom, the frame including:
   a pair of first support arms spaced-apart from one another along their lengths, the first
   support arms defining a pair of first flexible wall attachment locations toward the top of the
   frame, the first flexible wall attachment locations spaced between 20" and 72" from one another, and
   a pair of second support arms attached to the first support arms and pivotable with respect
   to the first support arms, each second support arm having a proximal end adjacent the first
   support arms and a distal end in the use position remote from the first support arms, the distal
   ends defining second flexible wall attachment locations spaced between 30" and 72" from one
   another, and each distal end spaced-apart from its respective first flexible wall attachment
   location by between 30" and 72", the second support arms spaced-apart laterally from one
   another along their lengths;
   a chute having a proximal end at or below the first support arms and a distal end remote
   from the first support arms, the chute being at least 48" in length and extending over most of its
   length downwardly from the first support arms at an angle of between 10 and 45 degrees from
   horizontal,
   a first flexible, collapsible wall attached to one of the first flexible wall attachment
   locations and to its respective second flexible wall attachment location and attached along a
   length of at least 48" of a first side of the chute, and
   a second flexible, collapsible wall attached to the other of the first flexible wall
   attachment locations and to its respective second flexible wall attachment location and attached
   along a length of at least 48" of a second side of the chute,
   wherein the second support arms are pivotable from the use position to a storage position
   in which the second support arms lie substantially parallel to the first support arms and in which
   the flexible, collapsible wall is collapsed.

2. The basketball retrieval device of claim 1, further comprising
   means for securing the frame with respect to a basketball rim and positioning the first
   flexible wall attachment locations behind the rim and at least 24" above the basketball rim.
3. The basketball retrieval device of claim 1, further comprising collapsible material attached to the frame at the first support arms and attached to the second support arms, a first length of the collapsible material limiting pivotable movement of the second support arms and defining, by such limiting, the use position of the second support arms.

4. The basketball retrieval device of claim 3, wherein the flexible collapsible wall is netting and wherein the collapsible material is fabric defining a border of the netting.

5. The basketball retrieval device of claim 1, further comprising an extendable upright support.

6. The basketball retrieval device of claim 1, wherein the extendable upright support further comprises a counterweight.

7. The basketball retrieval device of claim 1, wherein the frame further comprises a rigid frame member attached to the distal end of the chute.

8. The basketball retrieval device of claim 1, wherein the frame further comprises a cross-bar attached to the first support arms with stops for locating the cross-bar on a neck of a basketball rim.

9. The basketball retrieval device of claim 1, wherein the frame further comprises a pair of L-shaped arms extending behind the first support arm plane for engaging a backboard.

10. The basketball retrieval device of claim 1, wherein the frame further comprises means for securing the device to a basketball rim.

11. The basketball retrieval device of claim 1, wherein the chute has rigid sides and wherein the chute is pivotally attached to the frame, whereby the chute can be moved from the use position to a storage position in which the chute is substantially parallel to a plane defined by the first support arms.
12. The basketball retrieval device of claim 3, further comprising collapsible material attached to the second support arms and to the chute, a second length of the collapsible material limiting pivotable movement of the chute and defining, by such limiting, the use position of the chute.

13. The basketball retrieval device of claim 1, wherein the distal ends of the second support arms and the distal end of the chute define a trapezoidal opening.

14. The basketball retrieval device of claim 1, wherein the chute has rigid sides connected by a chute cross-bar at the distal end of the chute, and wherein the cross-bar is remote from a plane defined by the rigid sides.

15. The basketball retrieval device of claim 1, wherein the frame further comprises an extendable, telescoping arm, the telescoping arm extendable downwardly from the bottom of the frame for lifting the frame to a rim or backboard.

16. A framework for attachment to a basketball rim, comprising a first pair of arms lying in a plane and spaced-apart from one another along their lengths, a second pair of arms spaced-apart from one another along their lengths, the second pair pivotally attached to the framework and movable between a storage position, in which the second pair of arms is substantially parallel to the plane, and a use position, in which the second pair of arms extends outwardly and upwardly from the plane when the framework is oriented for attachment to a rim, a third pair of arms spaced-apart from one another along their lengths, the third pair of arms pivotally attached to the framework and moveable between a storage position in which the third pair of arms is substantially parallel to the plane, and a use position, in which the third pair of arms extends outwardly and downwardly from the plane when the framework is oriented for attachment to a rim, means attached to the second pair of arms and the third pair of arms for limiting pivotable movement of the second and third pair of arms and defining the use position by limiting such pivotable movement, and means for attaching the framework to a basketball rim.
17. The framework of claim 16, wherein the means for attaching the framework to a rim attaches the framework indirectly to the basketball rim via attachment to a basketball backboard.

18. The framework of claim 16, wherein the means for attaching the framework to the basketball rim comprises a cross-bar of said framework.

19. The framework of claim 18, wherein the cross-bar includes stops for locating the framework on a neck of the basketball rim.

20. The framework of claim 16, further comprising a pair of cross-bars attached to the first pair of arms.

21. The framework of claim 16, further comprising at least one extendable arm attached to the framework for lifting the framework to its placement about a basketball rim.

22. The framework of claim 16, further comprising a pair of extendable arms telescoping with said framework.

23. The framework of claim 22, wherein each extendable arm telescopes with a respective one of the first pair of arms.

24. The framework of claim 16, wherein the first pair of arms forms with the second pair of arms substantially a right triangle in the use position.

25. The framework of claim 16, wherein the attachment means comprises L-shaped arms attached to the framework and extending in two directions outside of the plane.

26. The framework of claim 16, further comprising a pair of collapsible walls attached to the arms, and wherein the arms and the walls are configured as a pair of wedge-shaped fans.

27. The framework of claim 16, wherein the means attached to the second pair of arms and the third pair of arms for limiting pivotable movement of the second and third pair of arms is
collapsible material.

28. A framework for attachment to a basketball rim, comprising:
a first pair of arms lying in a plane and spaced-apart from one another along their lengths,
a second pair of arms spaced-apart from one another along their lengths, and forming on
the upper side thereof with the first pair of arms an acute angle, and
a third pair of arms spaced-apart from one another along their lengths, the third pair of
arms forming on the upper side thereof with the first pair of arms an obtuse angle, and
a collapsible wall attached to the first, second and third pair of arms.

29. The framework of claim 28, wherein the wall is a collapsible wall and wherein the second
arms and third arms are pivotably attached to the framework.

30. The framework of claim 29, wherein the second pair of arms and the third pair of arms
are pivotable into a storage position in which the second pair of arms and the third pair of arms
lie substantially in the plane.

31. The framework of claim 28, further comprising cross-bars attaching the first pair of arms
to one another.

32. The framework of claim 28, further comprising retractable lift-arms received
 telescopically within the first pair of arms.

33. The framework of claim 28, wherein each of the second pair of arms has an end adjacent
the plane of the first pair of arms and each of the third pair of arms has an end adjacent the plane
defined by the first pair or arms, and wherein the ends of the second pair of arms are spaced
vertically from the ends of the third pair of arms by at least 6".

34. A basketball retrieval device comprising
a backboard defining a plane,
a rim attached to the backboard,
a pair of collapsible panels detachably secured to one of or both of the rim and backboard, one of said panels on a left side of the rim and extending from the backboard forward of the rim, and the other of the said panels on a right side of the rim and extending from the backboard forward of the rim, the pair of panels having top front corners and bottom front corners, wherein the bottom front corners are spaced-apart at a first distance and the top front corners are spaced-apart at a second distance, and wherein the second distance is at least 50% longer than the first distance, and

a chute having two sides, each side of the chute attached along its length to a respective panel, the chute being at least 48" in length.

35. The basketball retrieval device of a claim 34, wherein the chute is free of attachment to any structure contacting a basketball playing surface other than via a post arrangement supporting the backboard.

36. The basketball retrieval device of claim 34, wherein the panels comprise a plurality of arms pivotable into parallel alignment with the plane.

37. The basketball retrieval device of claim 34, wherein the chute is supported by a pair of arms pivotable into parallel alignment with the plane.

38. The basketball retrieval device of claim 34, wherein each collapsible panel comprises netting, fabric attached to the netting and a plurality of arms attached to the fabric, each panel configured as a wedged fan.

39. The basketball retrieval device of claim 34, wherein each collapsible panel comprises a plurality of support arms, each of said plurality of support arms received in a fabric sleeve substantially along its length.

40. The basketball retrieval device of claim 34, wherein each panel has a top side, the top sides positioned along their lengths at least 20" above the rim.

41. The basketball retrieval device of claim 34, each panel being a trapezoid comprising:
a vertical side extending parallel to the plane adjacent the backboard,
a top side positioned at least 12" above the rim along its length,
a front side longer than the top side and extending from the top side downwardly and
forming with the top side an obtuse angle, and
a bottom side extending downwardly from the vertical side to the front side and forming
with the front side an acute angle.

42. The basketball retrieval device of claim 34, wherein the panels are collapsible to a
configuration substantially parallel to the plane.

43. The basketball retrieval device of claim 34, wherein the panels are supported on a frame
which is detachably secured to the rim by a cross-bar on said frame.

44. A basketball hoop arrangement comprising:
an upright support, having a front and a side
a basketball rim attached to the upright support and defining with the upright support a
center plane,
a front net support arm attached to the upright support, extending frontwardly and
upwardly from the support and ending at a first net suspension point at least 18" above the rim,
not more than 30" to the side of the rim, and at least 12" in front of the rim, wherein the front net
support arm is positioned on a single side of the center plane, and
a net supported on the front net support arm for restricting lateral movement of a ball
bouncing off of the rim.

45. The basketball hoop arrangement of claim 44, further comprising;
a side net support arm attached to the upright support and extending sidewardly and
upwardly from the upright support and ending at a second net suspension point at least 20" above
the rim and behind and to the side of the rim, wherein the net is also supported on the side net
support arm.

46. The basketball hoop arrangement of claim 44, wherein the front net support arm is a pair
of front net support arms, one of said pair extending only on a left side of the center plane and
the other of the pair extending only on a right side of the center plane, and wherein said first net
suspension point is a pair of first net suspension points, one on the left side of the center plane
and another on the right side of the center plane, and spaced apart from one another by at least
30".

47. The basketball hoop arrangement of claim 46, further comprising;
   a pair of side net support arms attached to the upright support and extending sidewardly
   and upwardly from the upright support and ending at a pair of second net suspension points at
   least 20" above the rim and behind the rim, one of the second net suspension points on the left
   side of the center plane and the other on the right side of the center plane.

48. The basketball hoop arrangement of claim 46, wherein the front net support arms are
   pivotable from a vertical orientation in a storage position to the frontward orientation in a use
   position and wherein the front net support arms are longer.

49. The basketball hoop arrangement of claim 47, wherein the net support arms are
   positionable at least two vertically remote locations on the upright support.

50. The basketball hoop arrangement of claim 49, wherein the net support arms are attached
    to a plate that is slidable with respect to the upright support.

51. The basketball hoop arrangement of claim 44, further comprising;
    a chute attached to the upright support and extending frontwardly and downwardly from
    the upright support to direct a ball landing on the chute in a preselected direction away from the
    rim.

52. The basketball hoop arrangement of claim 51, wherein the chute is at least 72" long and
    wherein the chute is angled substantially along its length between 10 and 45 degrees.

53. A basketball hoop arrangement, comprising:
    an upright support having a front and a side,
    a basketball rim attached to the upright support,
a collapsible wall attached to the upright support and, in a use position, surrounding a rear side and at least one lateral side of the basketball rim, the wall extending at the rear side of the rim at least 20" above a horizontal plane defined by the basketball rim and the wall defining a ball discharge opening, and

a ball return chute attached to a support arm extending downwardly from beneath the rim and away from the rim,

wherein the basketball hoop arrangement is free of a non-collapsible backboard, and

wherein the basketball hoop arrangement has a storage position in which the collapsible wall is collapsed into a compact orientation.

54. The basketball hoop arrangement of claim 53, wherein the wall comprises three panels, a rear panel disposed, in the use position, substantially vertically behind the rim, a left side panel disposed, in the use position, substantially vertically at the left side of the rim, and a right side panel disposed, in the use position, substantially vertically at the right side of the rim.

55. The basketball hoop arrangement of claim 54, further comprising:

a first pair of rigid support arms attached to the upright support and attached to opposite sides of the rear panel, the pair of supports movable between the use and the storage positions, wherein the pair of supports are spread apart from one another at upper ends in the use position to define the rear panel and wherein the pair of supports are moved closer together at their upper ends in the storage position, thereby collapsing the rear panel.

56. The basketball hoop arrangement of claim 54, further comprising:

a second pair of rigid support arms, one extending in the use position frontwardly on the left side of the rim and attached to the left side panel and the other extending in the use position frontwardly on the right of the rim and attached to the right side panel, the second pair of arms ending at respective panel suspension points above and in front of the rim in the use position, wherein the second pair of arms are moveable from the use position to an orientation substantially parallel to the upright support in the storage position.

57. The basketball hoop arrangement of claim 53, wherein the upright support is a pair of upright sections slidable with respect to one another between the use position in which the
upright support is at least approximately 10' in length and the storage position in which the upright support is less than 7' in length.

58. The basketball hoop arrangement of claim 53, wherein the wall is slidably attached to the upright support between the use position and the storage position.

59. The basketball hoop arrangement of claim 53, wherein the wall is supported by a plurality of support arms pivotably attached to the upright support, wherein pivoting of the support arms moves the wall from the use position to the storage position in which the wall is collapsed.

60. The basketball hoop arrangement of claim 59, wherein the wall and arms are configured as a wedged fan.

61. The basketball hoop arrangement of 59, wherein the plurality of support arms are pivotally attached to the support via attachment to a plate which in turn is slidably attached to the upright support.

62. The basketball hoop arrangement of claim 53, wherein the wall comprises a rear panel that is fabric.

63. A basketball retrieval device comprising:
   a base,
   a lower upright support extending vertically from the base,
   an upper upright support attached to an extending vertically from the lower upright support, the upright supports slidably attached to one another to move between a storage non-extended position and an extended use position,
   a collapsible net arrangement attached to the upper upright support and slidable from a net storage position toward one end of the upper upright to a net use position toward the other end of the upper upright, and
   a ball return chute attached to the net and extending downwardly from horizontal and away from the upper upright support.
64. The retrieval device of claim 63, further comprising:
   a rim secured to and immovable with respect to the upper upright support.

65. The retrieval device of claim 63, further comprising:
   a distal chute support pivotably attached to the base at one end and to a distal end of the
   chute at the other end.

66. The retrieval device of claim 65, wherein the distal chute support is attached to the chute
   at least 7' from the lower upright.

67. The retrieval device of claim 65, wherein the distal chute support is attached to the chute
   approximately 15' from the lower upright.

68. The retrieval device of claim 65, wherein the distal chute support comprises two sections
   slidably attached to one another.

69. The retrieval device of claim 68, wherein the distal chute support comprises three
   sections, a first and a second of the sections arranged substantially horizontally in a chute use
   position and a third section extending upwardly from the second section and defining a ball
   retrieval stop in the chute use position.

70. The retrieval device of claim 65, wherein the distal chute support is pivotable from a use
   position to a vertically disposed storage position.

71. A basketball retrieval device having a storage position and a use position comprising:
   a base,
   a lower upright support extending vertically from the base,
   an upper upright support attached to and extending vertically from the lower upright
   support, the upright supports slidable with respect to one another between the storage position
   and the use position,
   a collapsible net arrangement attached to the upper upright support,
   a ball return chute attached to the net and extending downwardly from horizontal and
away from the upper upright support in the use position, and
    a distal chute support pivotably attached to the base at one end, the distal chute support
pivotable from a horizontally disposed use position to a vertically disposed storage position.

72. The basketball retrieval device of claim 71, further comprising a rim secured to the upper
upright support.

73. The basketball retrieval device of claim 71, wherein the distal chute support is attached
to the chute at least 10' from the lower upright.

74. The basketball retrieval device of claim 71, wherein the distal chute support is attached
to the chute approximately 15' from the lower upright.

75. The basketball retrieval device of claim 71, wherein the distal chute support comprises
two sections slidably attached to one another.

76. The basketball retrieval device of claim 71, wherein the distal chute support comprises
three sections, a first and a second of the sections arranged substantially horizontally in a chute
use position and a third section extending upwardly from the second section and defining a ball
retrieval stop in the chute use position.

77. The basketball retrieval device of claim 76, wherein the three sections are telescoping.

78. The basketball retrieval device of claim 71, wherein the net arrangement includes a pair
of side panels substantially vertically disposed and spaced apart at their tops and bottoms not
more than 5' and wherein the net arrangement defines an elongated opening free of netting
between the side panels whereby a basketball player has a clear line-of-sight to throw a
basketball toward a rim between the side panels.

79. The basketball retrieval device of claim 78, wherein the net arrangement is closed at an
end of the side panels opposite the opening.
80. A basketball retrieval device comprising:

a base,

an upright support attached to the base, the upright support being vertically oriented and
lying in a first plane, the upright support having a front, a left side and a right side, parallel to
the first plane

a left upright arm attached to the upright support and extending on the left side
substantially parallel to the plane to a first net attachment point on the left side of the upright
support,

a right upright arm attached to the upright support and extending on the right side
substantially parallel to the plane to a second net attachment point on the right side of the upright
support,

a left front arm attached to the upright support in extending frontwardly and upwardly
on the left side of the upright support to a third net attachment point, the third net attachment
point on the left side of the upright support and at least 2' forward of the upright support,

a right front arm attached to the upright support in extending frontwardly and upwardly
on the right side of the upright support to a fourth net attachment point, the fourth net attachment
point on the right side of the upright support and at least 2' forward of the upright support,

an elongate flexible chute extending downwardly from horizontal and forward from the
upright support,

left side netting attached to the first and third net attachment points and attached along
a length of the left side of the chute,

right side netting attached to the second and fourth net attachment points and attached
along a length of the right side of the chute, and

an elongated opening defined by the left side netting and the right side netting, whereby
a basketball player has a clear line-of-sight to throw a basketball toward a rim between the left
side netting and the right side netting.

81. The basketball retrieval device of claim 80, wherein the arms are pivotable with respect
to the upright support.

82. The basketball retrieval device of 81, further comprising:

a rim attached to the upright support.
83. The basketball retrieval device of claim 80, further comprising a rim attached to the upright support and wherein the upright support is free of attachment to a rigid backboard.

84. A basketball hoop arrangement comprising:
   an upright support,
   a basketball rim attached to the upright support, the basketball rim having a left side, a right side and a rear side,
   a collapsible wall moveably attached to the upright support and, in a use position, surrounding the rim along the left, right and rear sides of the rim, the collapsible wall extending at least 20" above a horizontal plane defined by the rim in the use position,
   a ball return chute attached to the wall, and
   an opening in one of the chute or the wall, or both of the chute and the wall, wherein the upright support passes through the opening, and wherein the wall and the chute can be moved via the opening along a length of the upright support.

85. The basketball hoop arrangement of claim 84, wherein the collapsible wall comprises netting and fabric.

86. The basketball hoop arrangement of claim 84, wherein the collapsible wall comprises: fabric at the rear side of the basketball rim and netting at the left and right sides of the basketball rim.

87. A basketball retrieval device comprising:
   a base,
   an upright support attached to the base,
   a netting arrangement for retrieving a basketball entering the netting arrangement,
   a plate attached to the upright support,
   a first pair of support arms pivotably attached to the plate and pivotable within a first plane,
   a second pair of support arms pivotably attached to the plate and pivotable, wherein the second pair of support arms are attached to the plate and pivotable along surfaces of the plate that
are angled with respect to the first plane.

88. The basketball retrieval device of claim 87, wherein the plate is moveable along a length of the upright support.

89. The basketball retrieval device of claim 87, wherein the second pair of support arms have a bend of more than 45 degrees.

90. The basketball retrieval device of claim 87, wherein the second pair of support arms are pivotable within channels attached to the plate.

91. The basketball retrieval device of claim 88, wherein the plate comprises handles for moving the plate along the upright support.

92. The basketball retrieval device of claim 88, wherein the plate comprises means for securing the plate at more than one location along the upright support.

93. A basketball retrieval device comprising:
   an upright support,
   a basketball rim attached to the support,
   a flexible wall arrangement attached to the support, wherein the wall arrangement includes a back panel and two side panels, each side panel including a first wedge segment and a second wedge segment,
   a pair of pivotable arms, pivotable from the storage position in which the first wedge segments are collapsed, to a use position in which the first wedge segments are configured as triangles, wherein the first and second wedge segments of each side panel share a side defined by one of the pivotable arms, and
   a chute attached to a side of each of the second wedge segments.

94. The basketball retrieval device of claim 93, wherein the back panel is made from fabric.
# INTERNATIONAL SEARCH REPORT

**A. CLASSIFICATION OF SUBJECT MATTER**

| IPC  | A63B63/08 |

According to International Patent Classification (IPC) or to both national classification and IPC

**B. FIELDS SEARCHED**

Minimum documentation searched (classification system followed by classification symbols)

| IPC  | A63B |

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)

**C. DOCUMENTS CONSIDERED TO BE RELEVANT**

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US 5 171 009 A (FILEWICH PAUL T ET AL) 15 December 1992 cited in the application</td>
<td>1-94</td>
</tr>
<tr>
<td></td>
<td>see abstract; figures 1, 2, 5</td>
<td></td>
</tr>
<tr>
<td></td>
<td>see abstract; figures 1, 2</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US 5 507 483 A (HEKTOR OTTO L) 16 April 1996 cited in the application</td>
<td>1-94</td>
</tr>
<tr>
<td></td>
<td>see abstract; figures 1-3</td>
<td></td>
</tr>
</tbody>
</table>

| X | Further documents are listed in the continuation of box C. | X | Patent family members are listed in annex.

- **Special categories of cited documents:**
  - **A** document defining the general state of the art which is not considered to be of particular relevance
  - **E** earlier document published on or after the international filing date
  - **L** document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  - **O** document referring to an oral disclosure, use, exhibition or other means
  - **P** document published prior to the international filing date but later than the priority date claimed

- **T** later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

- **X** document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

- **Y** document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

- **Z** document member of the same patent family

**Date of the actual completion of the international search:**

15 June 1999

**Date of mailing of the international search report:**

29/06/1999

**Name and mailing address of the ISA**

European Patent Office, P. B. 5816 Patentlaan 2
NL - 2280 HV Rijswijk
Tel. (+31-70) 340-2040, Tx. 31 651 epo nl, Fax: (+31-70) 340-3016

**Authorized officer:**

Curzi, D
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
</table>
| A        | US 5 368 292 A (METZ DOUGLAS)  
29 November 1994  
cited in the application  
see abstract; figures 1-4 | 1-94 |
| A        | US 2 939 705 A (F. MAC CALL JR.)  
7 June 1960  
see the whole document | 1-94 |
| A        | US 2 889 149 A (P. R. WILLIAMS)  
2 June 1959  
see the whole document | 1-94 |
| A        | US 5 377 976 A (MOWER BARRY D ET AL)  
3 January 1995  
see abstract; figures 1.2 | 1-94 |
# INTERNATIONAL SEARCH REPORT

**Information on patent family members**

<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>US 5171009 A</td>
<td>15-12-1992</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>US 5507483 A</td>
<td>16-04-1996</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>US 5368292 A</td>
<td>29-11-1994</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>US 2939705 A</td>
<td>07-06-1960</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td>US 2889149 A</td>
<td>02-06-1959</td>
<td>NONE</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 6096494 A</td>
<td>29-08-1994</td>
</tr>
<tr>
<td></td>
<td></td>
<td>MX 9400897 A</td>
<td>31-08-1994</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 9417866 A</td>
<td>18-08-1994</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 5556088 A</td>
<td>17-09-1996</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 6096994 A</td>
<td>29-08-1994</td>
</tr>
<tr>
<td></td>
<td></td>
<td>MX 9400896 A</td>
<td>31-08-1994</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 9417867 A</td>
<td>18-08-1994</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 5354049 A</td>
<td>11-10-1994</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 5375835 A</td>
<td>27-12-1994</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 5573237 A</td>
<td>12-11-1996</td>
</tr>
</tbody>
</table>