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friction wall being inset inwardly above the frictional 
contact portion thereof and curled outwardly and down 
wardly into an open bead and forming on its inner face 
a frictional contact wall, and a cover having a U-shaped 
channel depending therefrom, said channel being spaced 
inwardly from the edge of the cover and lying directly 
over a channel in the can top, said channel being dimen 
isioned so that the outer walls thereof frictionally engage 
the friction walls of the channel in the can top end 
making tight seals therewith, said cover having a central 
depression surrounded by a vertical wall, the outer sur 
face of which makes frictional contact with the friction 
wall on the inner face of the bead making a tight seal 
therewith and with the raw edge of the metal can top 
disposed outside of said last named seal. 

2. A triple tight metal can comprising a body portioa, 
a ring shaped top end seamed thereto, said top end 
having a U-shaped channel spaced inwardly from the 
seam and having inner and outer parallel friction walls, 
said inner friction wall being inset inwardly above the 
frictional contact portion thereof and curled outwardly 
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and downwardly into an open bead and forming on its 
inner face a frictional contact wall, and a cover having 
a U-shaped channel depending therefrom, said channel 
being spaced inwardly from the edge of the cover and 
lying directly over a channel in the can top, said channel 
being dimensioned so that the outer walls thereof fric 
tionally engage the friction walls of the channel in the 
can top end making tight seals therewith, said cover 
having a central depression surrounded by a vertical wall 
the outer surface of which makes frictional contact with 
the friction wall on the inner face of the bead making a 
tight seal therewith and with the raw edge of the metal 
can top disposed outside of said last named seal, said 
outer portion of the bead on the can top being spaced 
inwardly and out of contact with the inner vertical wall 
6 of the cover. 
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