A fan includes a frame, a motor, a hub and several blades surrounding around the hub. The frame includes a motor base, and the motor is disposed on the motor base and inside of the frame. The motor includes a bushing, a bearing, a shaft and at least one silicon steel sheet. The bushing has an internal wall, an external wall, and a hollow portion disposed between the internal wall and the external wall. The bushing is molded as a single piece and is unitary in construction. The bearing is disposed within the bushing, the shaft passes through the bearing, and the hub is connected with the shaft. The silicon steel sheet is disposed around the bushing.
FIG. 1
FAN, MOTOR AND BUSHING THEREOF

CROSS REFERENCE TO RELATED APPLICATIONS


BACKGROUND OF THE INVENTION

[0002] 1. Field of Invention

[0003] The present invention relates to a fan, motor and bushing thereof, and in particular to a fan and motor with a bushing capable of dissipating heat.

[0004] 2. Related Art

[0005] Nowadays, electronic products are minimized and have powerful functions, so that the demands for heat dissipation are increased accordingly. That is, the heat dissipation efficiency must be increased for the electronic products. Because the fan has the advantages of low cost and well developed technique, it is widely used as a heat dissipating device.

[0006] The conventional bushing of a motor for a fan is formed with the motor base and the fan frame by plastic injection molding. Or, the bushing is a tubular copper sleeve and is connected with the motor base and the fan frame by plastic injection molding. However, either of the above-mentioned bushing is a tube composed of a single annular wall. When an outer-rotor type motor operates, the bearing and the shaft rub against each other, and heats will be generated between the bearing and the shaft. Then, the heats will be conducted to other components of the motor through the bushing, so that the other components of the motor will be abnormal.

SUMMARY OF THE INVENTION

[0007] The present invention is to provide a fan, motor and bushing thereof, wherein heats generated between the shaft and the bearing can be dissipated effectively and will not be conducted to other components of the motor.

[0008] To achieve the above, the present invention discloses a motor including a bushing, a bearing, a shaft and at least one silicon steel sheet. The bushing is connected with the motor base. The bushing has an internal wall, an external wall and a hollow portion, wherein the hollow portion is disposed between the internal wall and the external wall, and the bushing is molded as a single piece and is unitary in construction. The bearing is disposed in the bushing. The shaft passes through the bearing. And the silicon steel sheet is disposed around the bushing.

[0009] To achieve the above, the present invention also discloses a fan including a frame, a motor, a hub and a plurality of blades. The frame includes a motor base, and the motor is disposed on the motor base and inside of the frame. The motor includes a bushing, a bearing, a shaft and at least one silicon steel sheet. The bushing is connected with the motor base. The bushing has an internal wall, an external wall, and a hollow portion disposed between the internal wall and the external wall. The bushing is molded as a single piece and is unitary in construction. The bearing is disposed within the bushing, the shaft passes through the bearing, and the silicon steel sheet is disposed around the bushing. The hub is connected with the shaft, and the blades are disposed around the hub.

[0010] As mentioned above, the fan, motor and bushing of the present invention has a hollow portion disposed between the internal wall and the external wall of the bushing. Because the hollow portion separates the internal wall and the external wall of the bushing and the airflow generated during the operation of the fan will take the heats away, thus heats generated between the shaft and the bearing are prevented from being conducted to other components of the motor, so that heats will not make the other components of the motor to be abnormal, and abnormal operation of the fan can be avoided.

BRIEF DESCRIPTION OF THE DRAWINGS

[0011] The present invention will be fully understood from the subsequent detailed description and accompanying drawings, which are given by way of illustration only, and thus are not limiting of the present invention, and wherein:

[0012] FIG. 1 is a sectional view of a fan according to a preferred embodiment of the present invention;

[0013] FIG. 2 is a top and partially exploded view of the frame of FIG. 1;

[0014] FIG. 3 is a bottom and exploded view of the frame of FIG. 1; and

[0015] FIG. 4 to FIG. 6 are schematic illustrations of three types of bushings according to a preferred embodiment of the present invention.

DETAILED DESCRIPTION OF THE INVENTION

[0016] The present invention will be apparent from the following detailed description, which proceeds with reference to the accompanying drawings, wherein the same references relate to the same elements.

[0017] Please refer to both FIG. 1 and FIG. 2, a fan 1 according to a preferred embodiment of the present invention includes a motor 10 and a frame F. The frame F includes a motor base 12, and the motor 10 is disposed on the motor base 12 and inside of the frame F. The motor 10 includes a bushing 11, a bearing 13, a rotor 14 and a stator 15, and the motor 10 is preferably an outer-rotor type motor. The bushing 11 includes an internal wall 111, an external wall 112 and a hollow portion 115. Both the internal wall 111 and the external wall 112 are tube-shaped, and the bushing 11 is a double-layers tube-shaped structure. The hollow portion 115 is disposed between the internal wall 111 and the external wall 112, and the bushing 11 is molded as a single piece and is unitary in construction.

[0018] The bushing 11 has a top side 113 and a bottom side 114, and the hollow portion 115 penetrates the bushing 11 from the top side 113 to the bottom side 114. The bushing 11 has an inner top side 113a and an outer top side 113b, and the bottom side 114 has an inner bottom side 114a and an outer bottom side 114b. The bushing 11 is connected with the motor base 12 at the outer bottom side 114b. The stator 15 includes a plurality of silicon steel sheets 151 disposed around the bushing 11.

[0019] The bearing 13 is disposed in the bushing 11 and connected with the internal wall 111 of the bushing 11 steadily. The rotor 14 includes a shaft 141, a hub 142 and a plurality of blades 143. The shaft 141 passes through the bearing 13. The hub 142 is connected with the shaft 141, and
the blades 143 are disposed around the hub 142. When the motor 10 operates, the shaft 141 rotates and drives the hub 142 and the blades 143 to rotate.

[0020] Please refer to FIG. 3, the motor base 12 includes a plurality of supporting parts 121, the supporting parts 121 extend radially from the center of the motor base 12, and the supporting parts 121 are connected to the bottom side 114 of the bushing 11 for supporting the bushing 11.

[0021] Please refer to both FIG. 1 and FIG. 4, the bushing 11 further includes a plurality of partition parts 116 disposed in the hollow portion 115 and connected to the internal wall 111 and the external wall 112. The partition parts 116 are bar-shaped and partition the hollow portion 115 into at least two spaces, and the internal wall 111 and the external wall 112 are connected with each other by the partition parts 116, so that a top view of the partitioned hollow portion 115 can be seen as several partial-annular shapes or a partial-sectorial shape. It is noted that no matter which shape of the partitioned hollow portion 115 from the top view is, as long as the hollow portion 115 penetrates the bushing 11 from the top side 113 to the bottom side 114, any shape of the partitioned hollow portion 115 should be included in the present invention.

[0022] Because the internal wall 111 and the external wall 112 are tube-shaped, and the bushing 11 is a double-layers tube-shaped structure, when the motor 10 and the fan 1 operate, heats generated between the shaft 141 and the bearing 13 will be conducted to the internal wall 111 of the bushing 11, and then the airflow generated during the operation of the fan 1 will take the heats away. On the other hand, the hollow portion 115 can inhibit heat conduction between the internal wall 111 and the external wall 112, so that only few heats may be conducted to the silicon steel sheets 151 or other components disposed around the bushing 11 through the external wall 112.

[0023] Please refer to FIG. 5, FIG. 5 shows the other type of the bushing of the present invention. The bushing 21 has a partition part 216, the partition part 216 is composed of an annular structure and a plurality of bar-shaped structure which is connected to the internal wall and the external wall. The partition part 216 partitions the hollow portion 215 into an inner space and an outer space which are composed of a plurality of spaces respectively. The top view of the partitioned hollow portion 215 is partial-annular, and the hollow portion 215 also penetrates the bushing 21 from the top side 213 to the bottom side 214 of the bushing 21.

[0024] Please refer to FIG. 6, another type of the bushing 31 of the present invention is disclosed. The bushing 31 has a closed ring 316, the closed ring 316 is an annular-plated structure, and the closed ring 316 is connected between the internal wall 311 and the external wall 312. The closed ring 316 partitions the hollow portion 315 into an upper space and a lower space. The hollow portion 315 is formed as a plurality of through holes located on the closed ring 316, and the hollow portion 315 also penetrates the bushing 31 from the top side 313 to the bottom side 314.

[0025] In summary, the fan, motor and bushing thereof of the present invention design a hollow portion between the internal wall and the external wall of the bushing, so as to reduce heat conduction between the internal wall and the external wall of the bushing, and heats generated by the motor will not make the other components of the motor to be abnormal, and abnormal operation of the fan can be avoided.

[0026] Although the present invention has been described with reference to specific embodiments, this description is not meant to be construed in a limiting sense. Various modifications of the disclosed embodiments, as well as alternative embodiments, will be apparent to persons skilled in the art. It is, therefore, contemplated that the appended claims will cover all modifications that fall within the true scope of the present invention.

What is claimed is:
1. A bushing, comprising an internal wall, an external wall and a hollow portion, wherein the hollow portion is disposed between the internal wall and the external wall, and the bushing is molded as a single piece and is unitary in construction.
2. The bushing according to claim 1, wherein both the internal wall and the external wall are tube-shaped, and the bushing is a double-layers tube-shaped structure.
3. The bushing according to claim 2, further comprising a top side and a bottom side, and the hollow portion penetrates the bushing from the top side to the bottom side.
4. The bushing according to claim 2, further comprising at least one partition part which is disposed in the hollow portion for partitioning the hollow portion into at least two spaces.
5. The bushing according to claim 4, wherein a top view of the partitioned hollow portion comprises a partial-annular shape or a partial-sectorial shape.
6. The bushing according to claim 4, wherein the partition part is bar-shaped, and the partition part is connected to the internal wall and the external wall.
7. The bushing according to claim 4, wherein the partition part comprises an annular structure and a plurality of bar-shaped structures, and the plurality of bar-shaped structures is connected to the internal wall and the external wall.
8. The bushing according to claim 2, wherein the hollow portion is formed as a plurality of through holes located on a closed ring which is connected between the internal wall and the external wall.
9. A motor, disposed on a motor base, the motor comprising:
   a bushing connected with the motor base, the bushing comprising an internal wall, an external wall and a hollow portion, wherein the hollow portion is disposed between the internal wall and the external wall, and the bushing is molded as a single piece and is unitary in construction;
   a bearing disposed in the bushing;
   a shaft passing through the bearing; and
   at least one silicon steel sheet disposed around the bushing.
10. The motor according to claim 9, wherein both the internal wall and the external wall of the bushing are tube-shaped, and the bushing is a double-layers tube-shaped structure.
11. A fan, comprising:
   a frame comprising a motor base;
   a motor disposed on the motor base and inside of the frame, the motor comprising:
   a bushing connected with the motor base, the bushing comprising an internal wall, an external wall and a hollow portion, wherein the hollow portion is disposed between the internal wall and the external wall, and the bushing is molded as a single piece and is unitary in construction;
a bearing disposed in the bushing;
a shaft passing through the bearing;
at least one silicon steel sheet disposed around the bushing;
a hub connected with the shaft; and
a plurality of blades disposed around the hub; and
a plurality of blades disposed around the hub; wherein the motor operates, the shaft rotates and drives the hub and the blades to rotate.

12. The fan according to claim 11, wherein both the internal wall and the external wall of the bushing are tube-shaped, and the bushing is a double-layers tube-shaped structure.

13. The fan according to claim 12, wherein the bushing further comprises a top side and a bottom side, and the hollow portion penetrates the bushing from the top side to the bottom side.

14. The fan according to claim 11, wherein the bushing further comprises at least one partition part which is disposed in the hollow portion for partitioning the hollow portion into at least two spaces.

15. The fan according to claim 14, wherein a top view of the partitioned hollow portion comprises a partial-annular shape or a partial-sectorial shape.

16. The fan according to claim 14, wherein the partition part is bar-shaped, and the partition part is connected to the internal wall and the external wall.

17. The fan according to claim 14, wherein the partition part comprises an annular structure and a plurality of bar-shaped structure which is connected to the internal wall and the external wall.

18. The fan according to claim 12, wherein the hollow portion is formed as a plurality of through holes located on a closed ring which is connected between the internal wall and the external wall.

19. The fan according to claim 11, wherein the motor is an outer-rotor type motor.

20. The fan according to claim 11, wherein a rotor is constructed by the shaft, the hub and the blades, and the silicon steel sheet is a part of a stator.

* * * * *