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To all, tufton it. Tally concern. 
Beit known that I, RUFUSF. SPRAGUE, a citi 

Zen of the United States, residing at Green 
ville, in the county of Montcalm and State of 

.5 Michigan, have invented a new and useful 
Power-Driven Tool, of which the following 
is a specification. - 
The use of tools rotated by hand--such, for 

instance, as screw-drivers and the like-is 
very tedious and tiresome, as well as slow, 
and while the “spiral’ and “ratchet’ tools 
of this sort are more convenient and expedi 
tious time is wasted in the retrograde move 
ments necessary to their operation. While 
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there are few articles to be operated upon, in 
large factories the loss of time is very great, 
and as these tools are in extensive use in 
many industries, 

20 considerable magnitude in the aggregate. 

25 operated upon, will rotate continuously as 
long as desired, and can be stopped immedi 
ately when the article is driven home. : 
The embodiment of the invention shown in ner end of the spindle is a clutch member 23, 8o 

that is movable into and out of engagement 
with the member 17 of the shaft. 
shown the member 23 has its inner face bev 
eled and frictionally engages in the corre 
sponding depression of the member 17. 
opposite face, as shown, is arranged to abut . 

the accompanying drawings and described in 
the following specification is in the form of 
a screw-driver; but it will be readily seen 
that it may be employed in connection with 
wrenches, bits, and various other tools. 

In the drawings, Figure 1 is a side elevation 
of a screw-driver constructed in accordance 
with the present invention. Fig. 2 is a lon 
gitudinal sectional view through the same. 
Fig. 3 is a detail view showing a portion of a 
slightly-modified tool which may be em. 
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a similar view of a wrench. Fig. 5 is a 
slightly-modified form of the tool. Fig. 6 is 
a bit that may be employed for boring the 
holes that receive the screws to be driven. 

45 Similar numerals of reference designate cor 
responding parts in all the figures of the draw-. 
Ings. 
In carrying out the invention a support, 

preferably in the form of a tubular casing 10, 
5o is provided, having one end closed by a han 

dle 11 and having threaded into its other end 

this is apparently of small importance where 
A tool-spindle 19 is 

mounted in the opening 13 of the head 12 and 
- - - - is in a linement with the stub-shaft 15. 

the matter becomes one of 
. The present invention relates to tools of 

this character; and the object thereof is to 
provide a power-driven instrument which 
may be readily applied to the article to be 

ordinary and well-known form of wrench-head 

ployed for turning in screw-eyes. Fig. 4 is 

the casing. 
shaft is secured a clutch member 17, while the 
other end carries a thrust-bearing in the shape 
of a nut or collar 18, so that said shaft is held 

a head 12, provided with a centrally-arranged 
longitudinal opening 13. The casing is fur 
thermore provided contiguous to the handle 
ill with an opening 14, through which is passed 55 
a flexible shaft 15, which may be attached to . 
any suitable source of power (not shown) 
and is connected at its inner end with a lon 
gitudinally-disposed stub-shaft 15,journaled 
in a box. 16, secured by suitable means within 6o 

To the lower end of this stub 

against longitudinal movement in either di- 65 
rection. is rotatably and slidably 

The 
outer end of this spindle is formed into suit- 7o 
able shape to operate upon any well-known 
article. For instance, in Figs. 1 and 2 a screw 
driver is shown, while in Fig. 3 a device 21 is 
shown intended to engage in the eye of a 
screw-eye for turning the same. In Fig. 4 an 75 

22 is illustrated, or a bit, as shown in Fig. 6, 
can be used for boring the holes that receive 
the screws to be driven. Attached to the in 

In the form 

Its 85 

against the inner end of the head 12, thus 
limiting the outward movement of the spin 
dle and forming a brake to hold the spindle 
against rotation when out of engagement with go 
the clutch member, this latter feature, how 
ever, being unimportant. For the purpose 
of normally holding the spindle in its outer 
position, but primarily of holding the screw 
driver firmly in the slot in the screw or the 95 
wrench on the nut at all times, a coiled resist 
ance-spring 24 surrounds the exposed por 
tion of the same and bears at one end against 
the outer end of the head, the other end bear 
ing against a tension-collar 25, that is adjust-roo. . 
ably secured upon the shankby a screw 26 or 
other suitable fastening means. 
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In Fig. 5 a slightly-modified form of the 
tool is illustrated. In this case the handle 

... instead of extending in a linement with the 

O 

casing is secured at right angles thereto, form 
ing what is generally known as a “pistol 
grip.’ In this case the opening 14 through 
the casing is dispensed with and the flexible 
shaft 15 passes through the end of said casing. 
The operation of the device will be per 

fectly apparent. Assuming that the shaft 15 
is in rotation while the spindle 19 is in its 
outer position, it will be seen that said spindle 
is not affected by the movement of the shaft. 
The operator places the bit in the slot of the 
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screw-head and then applies sufficient pres 
sure to the handle to disengage the clutch 
member 23 of the spindle from the inner end 
of the head and bring such clutch member 
into frictional engagement with the clutch 
member 17 of the shaft, causing the spindle 
to be rotated with the shaft. 
be seen that the sudden transmission of mo 
tion to the spindle would tend to cause its 
outer extremity to leave the slot in the screw 
were it not for the coiled spring 24, which is 
adjusted to impart the requisite resistance to 
the spindle to overcome this tendency and 
hold the screw-driver firmly in place in the 
slot. When the screw has been driven home, 
the pressure upon the handle is relieved, 
causing the two clutch members to separate, 
the clutch member 23 to again engage the in 
ner end of the head, and the spindle to cease 
to rotate. The resistance - spring therefore 
performs three distinct functions. First, it 
promptly disengages the clutch members upon 
the release of the pressure that induces their 
contact; secondly, it increases the frictional 
contact between the outer face of the clutch 
member carried by the tool-spindle and the 
head in which the spindle is journaled, thus 
quickly stopping the rotary motion of the 
spindle; thirdly, and most important, it holds 
the tool to its work, and for this reason it is, 
placed in exposed position and is so arranged 
that its tension may be readily regulated to 
suit the requirements of all classes of work. 
By this means it will be seen that an exceed 
ingly simple instrument is provided, which 
accomplishes all the objects mentioned in the 
preliminary portion of the specification. Fur 
thermore, the clutches in this preferred form 
are entirely housed within the casing, and 
thereby protected from injury. 
While this instrument has been described 

with the minutest detail, it is to be distinctly 
understood that the invention is not limited 
to the specific form shown and described, but 
is Open to such changes and modifications as 
the scope of the appended claims will permit. 
Having thus described my invention, what 

I claim as new, and desire to secure by Letters 
Patent, is-- 

1. In an instrument of the class described, 
the combination with a suitable support, of 
a driving-shaft journaled upon the support, 
a tool-spindle also journaled upon the sup 

It will readily 
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port and movable toward and from the driv 
ing-shaft, coacting clutch members carried 
by the shaft and spindle, and a resistance 
spring mounted upon the tool-spindle on One 
side of its clutch member to move said spin 
dle away from the driving-shaft and hold it 
in engagement with the article operated upon. 

2. In an instrument of the class described, 
the combination with a suitable support, of 
a driving-shaft journaled upon the support, 
a tool-spindle also journaled upon the Sup 
port and movable toward and from the driv 
ing-shaft, coacting clutch members carried 
by the shaft and spindle, and an exteriorly 
located resistance-spring mounted upon the 
tool-spindle on one side of its clutch member 
and bearing against the frame, said spring 
being arranged to move the spindle aWay 
from the driving-shaft and hold it in engage 
ment with the article operated upon. 

3. In an instrument of the class described, 
the combination with a suitable support, of 
a driving-shaft journaled upon the support, 
a tool-spindle also journaled upon the Sup 
port and movable toward and from the driv 
ing-shaft, coacting clutch members carried 
by the shaft and spindle, an exteriorly-located 
resistance-spring mounted upon the tool-spin 
dle and bearing against the frame, said spring 
being arranged to move the spindle away 
from the driving-shaft and hold it in engage 
ment, with the article operated upon, and 
means for adjusting the tension of the spring. 

4. In an instrument of the class described, 
the combination with a suitable support, of 
a driving-shaft journaled upon the support, 
a tool-spindle also journaled and longitudi 
nally movable on the support in alinement 
with the driving-shaft, said spindle having 
one end adjacent to and in line with one end 
of the shaft, coacting clutch members carried 
by the adjacent ends of the driving shaft and . 
tool-spindle, and means engaging the tool 
spindle and the support to move said spindle 
away from the driving-shaft. 

5. In an instrument of the class described, 
the combination with a suitable support, of 
a driving-shaft journaled on the support, a 
tool-spindle also journaled and longitudinally 
movable on the supportinalinement with the 
driving-shaft, said spindlehaving one end lo 
cated adjacent to and in line with one end of 
the shaft, coacting clutch members carried by 
the adjacent ends of the driving-shaft and 
tool-spindle, and a coiled spring surrounding 
the spindle and bearing against the same and 
the support to move said spindle away from 
the driving-shaft and maintain it in operative 
relation to the article operated upon. 

6. In an instrument of the class described, 
the combination with a suitable support, of 
a driving-shaft journaled on the support, a 
tool-spindle also journaled and longitudinally 
movable on the support in a linement with the 
driving-shaft, said spindle having one end lo 
cated adjacent to and in line with one end of 
the shaft, coacting clutch members carried by 
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the adjacent ends of the driving-shaft and the shaft member upon the longitudinal re 
tool-spindle, a collar adjustably mounted ciprocation of said spindle, and adjustable 45 
upon the spindle, and a coiled Spring sur- yielding means engaging the spindle to move 
rounding the spindle, and bearing against the 
collar and the support to move the spindle 
away from the driving-shaft and maintain 
said spindle in operative relation to the arti 
cle operated upon. . . . . . . . . 

7. In an instrument of the class described, 
the combination with a casing having a han 
dle, of a shaft journaled in the casing, a tool 
spindle projecting from the casing and mov 
able toward the shaft, and coacting clutch 
members carried respectively by the inner 
ends of the spindle and shaft, said members. 
being located within the casing, the member 
of the spindle being movable into and out of 
engagement with the shaft member upon the 
movement of said spindle. . . . . 

8. In an instrument of the class described, 
the combination with a casing having a han 
dle at one end, of a tool-spindle rotatably 
mounted in the other end of the casing and 
longitudinally movable therein, power-trans 
mitting means passing through the side of 
the casing, clutch members secured respec 
tively to the inner end of the tool-spindle and 
the power-transmitting means, said clutch 
members being located within the casing and 
one of said members being movable into and 
out of engagement with the other, and means 
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for holding the tool-spindle in operative en 
gagement with the article operated upon. 

9. In an instrument of the class described, 
the combination with a casing, of a driving 
shaft journaled in the casing, a tool-spindle. 
rotatably and slidably mounted in the casing 
in alinement with the shaft, the inner ends 
of said shaft and spindle being located within 
the casing, coacting clutch members carried 
by the adjacent inner ends of the shaft and 
spindle, the clutch member of the spindlebe 
ing movable into and out of engagement with 

it outwardly, and maintain it in operative 
engagement with the article operated upon. 

10. In an instrument of the class described, 
the combination with a casing having a head 
at one end, of a shaft journaled in the cas 
ing and having a clutch member at its inner 
end, a spindle rotatably and slidably mounted 
in the head of the casing, a clutch member 
secured to the inner end of the spindle and 
having one face coacting with the clutch mem 
ber of the shaft, and means engaging the ex 
posed end of the spindle to move said spin 
dle away from the driving-shaft and main 
tain it in operative engagement with the ar 
ticle operated upon. ' ', 

11. In an instrument of the class described, 
the combination with a casing having a head 
at one end, of a shaft journaled in the cas 
ing and having a clutch member at its inner 
end, a spindle rotatably and slidably mounted 
in the head of the casing, a clutch member 
secured to the inner end of the spindle and 

the inner face of the head as the spindle is 
moved in one direction or the other to re 
spectively rotate said spindle and hold it 
against rotation, and a spring located upon 
the projecting portion of the spindle and 
bearing against the same and the casing to 
move the spindle outwardly and maintain it 
in operative engagement with the article op 
erated upon. . . . . . . ." ... " 

In testimony that I claim the foregoing as 
my own I have hereto affixed my signature in 
the presence of two witnesses. . . . . 

RUFUSF. SPRAGUE. 
Witnesses: . 

JOHN H. SERRISS, 
PAUL WAN DENISE. 
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having one face coacting with the clutch mem 
ber of the shaft, and the other coacting with 
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