SYSTEM FOR SKIS

A kick-enhancing system for a ski, which system comprises a band or strip which on one flat surface thereof is attachable to a portion of the ski sole by means of an adhesive, and which on the opposite side is equipped with a skin, a no-wax covering or a ski wax covering. Mounted in the ski is an engagement block which has at least one engaging hole to be able to engage with a retaining piece to which a forward portion of the band or strip is fastened, the retaining piece being equipped with at least one fastening lug for engagement in said engaging hole upon insertion from the underside of the ski.
System for skis

The present invention relates to a kick-enhancing system for skis, a device for affixing a kick-enhancing covering, and a kick-enhancing covering for skis, as disclosed in the preamble of the attached patent claims.

It is already known to place a kick-enhancing skin under the ski or to use ski wax in the form of a hard wax or a klister wax.

When a person intends to ski without using the skating technique, it is essential that the ski should have a grip against the snow in the kick direction. One way in which to obtain kick grip on a touring ski is to apply grip wax or use a skin under the ski. A well-known problem associated with grip wax, whether it is a hard wax or a klister wax, is that it is difficult to match it to the temperature and snow conditions, especially when these parameters change constantly from day to day, and even from hour to hour because of the warming of the sun or because of altitude or the nature of the terrain. Often, a skier will find that the skiing conditions change as he moves up or down in the terrain. Low down, the skier generally encounters wet klister wax conditions, whilst higher up he finds dry grip wax conditions. The result is well known: it is necessary to re wax the skis, which is particularly problematic if klister must be removed in order to apply a harder wax.

It is known that under certain competition conditions skiers have used a tape provided in part with a ski wax covering which was glued to the underside of the ski along the whole of its length, and which, when the ski wax was no longer effective under the prevailing snow conditions in the ski track, was peeled off to uncover a second wax under the tape or to allow the application of a ski wax which was more suitable for the prevailing conditions. Although such a solution per se was regarded as fascinating, it proved to be rather impractical in general.

An alternative solution has therefore been to use so-called "no-wax" skis, i.e., a type of fish scale-like pattern on the sole of the ski. Quite apart from the fact that such skis generate a certain amount of noise under some conditions, it is known that skis of this type are not immediately suitable for the endless, varying track conditions encountered during a trip.
Another known solution for obtaining satisfactory grip under changing conditions has been to use skins of synthetic fibres or sealskin under the ski essentially along the whole length of the ski, these skins having had an almost fur-like structure. Such skins can be found in a multitude of varieties. Skins of this kind give a good grip in most snow and temperature conditions, but the disadvantage is that the glide is considerably reduced, in particular because with the known attachment systems the skin must extend right up to the tip of the ski, or a strap must be fastened around the ski. Naturally, this may be found to be a problem in normal touring use where the terrain changes constantly from uphill to downhill. Today's known skin solutions also greatly reduce both the running and steering characteristics of the ski. The reason is of course that the skin fabric per se, as indicated above, has a detrimental effect on the characteristics of the ski, not least the gliding characteristics, but also because of the way such skins are attached to the underside of the ski. The known attachment systems are all located on the actual skin unit, i.e. not on the ski itself. Some of the existing attachment methods mean that the skier must ski with more skin fabric than necessary in order to obtain sufficient kick grip.

Accordingly, one of the tasks of the present invention has been to provide a system, a device and a covering for skis as mentioned above, where these means are intended to help overcome at least to a large extent the aforementioned disadvantages.

According to the invention, the aforementioned system, fixing device, and kick-enhancing covering are characterised by the features set forth in the respective, independent patent claims.

Additional embodiments are set forth in the respective subsidiary patent claims.

The invention will now be described in more detail with reference to the attached figures which show exemplary embodiments that are non-limiting for the invention.

Figure 1 shows a ski with the system, device and covering according to the invention.

Figure 2 is an enlarged cross-sectional view of a part of the system according to the invention.

Figure 3 shows a variant of the system shown in Figure 2.
Figure 4 shows a variant of the embodiment in Figure 1.

Figure 5 shows a variant of the embodiment in Figure 2.

Figure 6 shows a variant of the embodiment in Figure 3.

Figure 7 is an enlarged sectional view of details of the embodiment shown in Figure 5.

Figure 8 shows a variant of the embodiment illustrated in Figure 7.

Figure 9 shows a variant of the embodiment illustrated in Figure 8.

Figure 10 shows the embodiment illustrated in Figure 9 with a clamping plate in engagement with a skin.

Figures 11 and 12 show in section and cross-section respectively a no-wax covering and a covering of the ski wax type affixed to a ski.

Figure 13 is an exploded view of a modification of the device shown in Fig. 7.

Figure 14 shows the device in Figure 13 mounted on a ski.

Figure 15 shows the device shown in Figure 13 seen from the underside of the ski with parts of the ski partly cut away.

Figure 16 is a perspective top view of the device illustrated in Figure 13, with parts of the ski partly cut away.

Figure 17 shows a kick-enhancing covering equipped with a retaining piece for use with the device as shown in particular in Figure 13.

Figure 18 shows another embodiment of the system and the device according to the invention in cooperation with a kick-enhancing covering, mounted on a ski.

Figure 19a is a top perspective view of an engagement block which is a part of the device shown in Fig. 18 together with a retaining piece for a kick-enhancing covering.
Figure 19b shows the same as Figure 19a, but seen in perspective from the underside.

Figure 20 shows one retaining piece for a kick-enhancing covering.

Figure 21 is a perspective view of a kick-enhancing covering fixed to a retaining piece.

Figure 22 shows a kick-enhancing covering with retaining piece inserted in an engagement block on a ski.

Figure 23 shows how the retaining piece engages with a hole in the engagement block.

Figure 24 shows a modification of the system depicted in Figs. 7-9 and 13-17, seen in a longitudinal section through the ski.

Figure 25 shows the embodiment depicted in Fig. 24, seen in perspective from the underside of the ski.

Figure 1 shows a ski 1 with a kick-enhancing covering 2, wherein the covering 2 at its forward part is held in place in a recess 1' in the ski by a clamping plate 3 that is secured by, e.g., at least one coarsely threaded screw 4 or screw-nut connection 5 as shown in Figures 5, 6 and 7, or is securable by means of a locking mechanism 8 as shown in Figures 8-10, preferably of the eccentric type. As an alternative, it is also possible to glue the clamping plate 3 to part of the adapted recess in the ski sole. On the underside of the ski there may be a glider covering 1" which is visible beyond the covering 2 and the plate 3, as indicated in Figures 4-6.

The covering shown in Figures 1-3, 4, 6 and 10 is preferably a skin 2", e.g., of the type that is in the form of a fur-like strip, preferably of synthetic fabric, wherein the fur may, for instance, have a structure resembling that of a sealskin or reindeer skin.

Alternatively, the strip may be made wholly or partly of natural fur, for example, sealskin. As a further alternative, the strip could be made of a no-wax covering 2"" as indicated in Figure 11, or a ski wax covering 2"" mounted on a band or strip, as indicated in Figure 12. The covering 2 which is behind the plate 3 is glued to the underside of the ski, and it can be seen from Figures 1 and 4 that the covering in a preferred embodiment is found on a minor portion of the underside of the ski, preferably in that portion associated with the grip or kick zone of the ski, i.e., in an area under and
slightly in front of and behind where a ski boot is fastened and presses down against the ski.

The clamping plate 3 is designed, when tilted upwards at a rear portion 3', to clamp with spring action the forward portion 2' of the band or strip which forms the covering 2 between the rear portion 3' and a portion 1' of the ski that is recessed relative to the ski sole. In this case, it may be appropriate to have a recess 1'' in the gliding surface of the ski at the rear edge of the plate 3 to allow the user a better grip on the clamping plate 3 in order to tilt the rear portion up. The plate 3, on the side facing away from the underside of the ski, may optionally be provided with barbs 3''' or engaging grooves so as to provide better engagement with that inserted into the portion 1', i.e., between the clamping plate and the ski.

If a locking mechanism 8, for example, of the eccentric type, is used, where the actual operating device 8' of the lock, e.g., a handle, is found on the upper side of the ski, there will be no need for such large forces to tilt up the rear portion 3' of the plate 3, as the operating device when temporarily released will release the plate 3 to some extent, so that the rear edge drops down slightly. This means that a somewhat more rigid plate can be used together with an eccentric lock than when a fixing screw or screws or a screw-nut fastening is used. Although it is not illustrated, it is of course possible to replace the screw-nut connection 7 with a conventional rivet-based connection (not shown). Alternatively, the plate 3 may be secured with an adhesive. Also conceivable is an eccentric locking mechanism replaced by a screw-nut connection or a ramp lock, wherein movement of an operating device causes an actuating element to move so as to gradually exert increasing pull on the clamping plate.

It may be expedient to allow the snow contacting side of the clamping plate 3 to be provided with a glider covering 3'', as indicated in Figures 5 and 6, preferably a covering of the same type as the glider covering 1''.

To ensure that the covering 2 formed by a band or strip does not easily slip out of engagement between the recess 1' in the ski 1 and the plate 3, the band or strip can be provided at its forward end 2' with a retaining piece 9 for placing in the recessed portion 1'. The retaining piece 9 will at least partly fill the recess 1' and prevent it from being filled with snow or ice, so that the plate 3 or 11 is impeded from moving back into the recess 1' in a satisfactory manner when there is no engagement with the covering 2.
The covering 2 in the form of a band or strip may have on the adhesive side 10, i.e., the side that is to face against the underside of the ski, a tear-off cover film (not shown) for uncovering the adhesive, so that the covering is easily attachable. The adhesive may be of a type that means it readily adheres or sticks to the underside of the ski, even if it is wet, e.g., because of melted snow, and so that the bond is good in the longitudinal direction of the ski, but less vertical on the underside of the ski, so that the covering can easily be stripped off for replacement.

As can be seen from Figures 9 and 10, it is possible to make the clamping plate 3 shorter, as indicated by way of example by a modified clamping plate 11 which cooperates with an eccentric locking mechanism 8. The clamping plate 11 has a rear covering-engagement portion 11'.

In use, the clamping plate 3 or 11 will form an at least almost smooth and edgeless transition from the forward gliding surface of the ski via the plate to the covering, for example, the skin. This improves the glide considerably compared with other known skin or covering fixing devices which are located under the ski, and with the solution according to the invention the steering and turning characteristics of the ski will also be better conserved than previously.

The thickness of the clamping plate is so dimensioned that its recessing into the ski sole does not affect the supporting structure of the ski to any appreciable extent.
If the user chooses not to have a kick-enhancing covering 2 on the underside of the ski, the clamping plate 3 or 11 will rest in the recess 1' or 1". The ski will then be able to function as an ordinary ski without any covering, and can be waxed and used in the normal manner.

The plate 3 or 11 may optionally have a longitudinal groove aligned with the longitudinal groove of the ski, if there is one.

Compared with the standard long skins, the present solution will be lighter, attachment to the ski will be better and more secure, and the turning and gliding characteristics of the ski will be reduced far less than with a ski that is equipped with a long skin.
Compared with short skins that are attached via straps and fittings around the ski, the present solution is superior as regards better turning and gliding characteristics of the ski. Compared with ordinary ski wax, a solution involving a fixed skin according to the
present invention will give better grip, better adaptation to varying conditions, and a simpler way of removing the skin when necessary if a better glide is required.

Since the end of the plate 3 or 11 that faces towards the ski tip is, when fastened, always recessed, the gliding resistance in the direction of the skin will be reduced, whilst the forward edge of the skin 2" will not act as an edge. Thus, the gliding resistance which the forward edge of the skin would otherwise have given will not be present.

Although Figures 1 and 4 show a rectangular plate 3, this should of course not be regarded as anything other than a preferred, non-limiting example. Although the plate 3 or 11, at its forward edge or when a covering 2 is not secured, preferably is flush with the covering 1" on the ski, this will of course be preferable so as to ensure that the covering 3" is flush with the covering 1".

The plate 3 or 11 may be made of different types of materials, e.g., stainless spring steel, optionally with a glued, attached or sintered glider covering on the snow contact side. The plate may also be made of a partly stamped-out section of a longer plate that rests on the underside of the ski or is recessed into the underside of the ski.

The plate 3 or 11 may optionally be slightly curved at the screw fastening or where the plate is designed to be fastened to the ski via a locking mechanism and/or towards the rear edge of the plate, so that at its rear edge it thus presses against the ski and does not open when not used to secure a covering.

Although Figures 9 and 10 show a clamping plate having a cross-section that gradually decreases towards the rear, it will be understood that such a plate will usually be thin and even shorter in length, so that the plate in Figures 9 and 10 may have a uniform thickness.

Although it is shown in Figures 5-10 that the fastener, for example, a screw or bolt has a head portion in engagement with a hole and a recessed portion in the plate, it is of course conceivable that the fastener may instead be riveted or welded to the plate.

The solution shown in Figures 13-17 is related to a modification of the solution shown in Figure 7. As will be seen, fastened to a clamping plate 21 is a screw body 22 that extends up through a sleeve 23 and a hole 23 indicated in supporting washer 24. A tensioning wheel 25 is provided in which is placed a nut 26. The screw 22 is prevented
from disengaging from the nut 26 by means of a clip 27. The reference numeral 28
denotes a covering cap for engagement with a recess 25' indicated on the part 25. The
device illustrated in Figure 13 is shown mounted on a ski 27 in Figures 14, 15 and 16.
A kick-enhancing band or strip 28 is shown in more detail in Figure 17 where this band
or strip is fastened to a retaining piece 29 which at its forward portion is stepped 30.
When this portion 30 passes into a recess in the ski sole, it will be held in place by the
clamping plate 21 when tensioning is effected.

Figure 18 shows another variant of the kick-enhancing system, wherein the system in
this case also comprises a band or a strip 31 which on one face thereof is attachable to a
portion of the ski sole by means of an adhesive, and which on the opposite face is
equipped with a skin, a no-wax covering or a ski wax covering. In the ski 32 itself there
is also mounted an engagement block 33 which has at least one engaging hole.
However, in Figures 18, 19a and 19b, the engagement block is shown with two
engaging holes 34, 35. The engagement block 33 in Figures 19a and 19b is shown with
its parts separated so that it is easier to see how the engagement block is constructed. In
the illustrated embodiment, the engagement block consists of a top piece 36 and two
housing portions 37, 37' and 38, 38', wherein each housing portion 37, 37' and 38, 38'
forms said engaging hole. As can be seen from Figures 19a and 19b, the housing
portions 37 and 38 are identical and the housing portions 37' and 38' are identical. This
reduces production costs substantially. It will be seen from Figures 19a and 19b in
conjunction with that shown in Figure 18 that the two holes 34, 35 are through holes
and are thus self-draining. A retaining piece 39 is provided, and in the illustrated
embodiment it is equipped with two upright fastening lugs 40, 41 designed to be passed
into respective holes 34, 35. The said engaging holes 34, 35 and the respective
fastening lugs each have at least one curved portion. This means that the fastening lugs
40, 41 must be inserted into the engaging holes 34, 35 with a tilting motion, so that
when the retaining piece 39 is almost flush with the underside 32' of the ski 32, the lugs
40, 41 will not be able to disengage from or be pulled directly out of the holes 34, 35. It
will be seen that the said curved portions are designed to extend in a curve from the
underside of the ski upwards and in the forward direction of the ski. This can be seen
most clearly in Figure 19b and in Figure 23. This is important for the harmonisation of
the opening and closing movement with the tear-off movement for the skin itself.

The retaining piece 39 will also be equipped with, for example, fastening hooks 42, 43
designed to be pressed through the band or strip 31 and bent down, as shown in Figure
23 to secure the band or strip to the retaining piece 39. Alternatively, it is conceivable that the band or strip 31 may be glued or riveted to the retaining piece 39.

It may be advantageous to allow the forward edge 39' of the retaining piece 39 to be provided with a tab 44 that is intended to pass into the central groove 45 on the underside 32' of the ski 32, as shown clearly in Figure 22 and indicated in Figure 18. As can be seen from Figure 19b, this will prevent snow in the groove 45 from penetrating under the retaining piece 39 on movement of the ski. It would also be advantageous to allow the forward edge 39' of the retaining piece 39 to be chamfered, as shown in Figure 19b. The forward edge 39' may optionally be made to engage with a transverse groove 46 in the actual ski sole. This transverse groove may optionally have an undercut or chamfered portion.

An important aspect of the solution shown in Figures 18-23 is that the retaining piece 39 should not project perpendicularly from the underside of the ski 32' any more than the band or strip 31. Therefore, the fastening hooks 42, 43 which fasten the band or strip to the retaining piece 39 are placed at the rear edge thereof and so formed that when clamped down they cut slightly into the band or strip.

On engagement with the block 36, the fastening lugs 40, 41 are located with their faces in the longitudinal direction of the ski so as not to break the bearing structures of the ski, i.e., the longitudinal fibres. Such longitudinal engagement in the ski will cause insignificant weakening of the mechanical strength of the ski.

In most of the solutions illustrated, a retaining piece is used at one end of the band or strip to more easily define the forward end of the band or strip and more easily hold it in place.

If the skier chooses not to have a kick-enhancing covering on the underside of the ski, the clamping plate 21 will remain in its recess in the ski sole. When the solution shown in Figures 18-23 is used, no part of the engagement block will project from the underside or sole of the ski. When the retaining piece and thus the kick-enhancing covering are not employed, it will only be the two holes 34, 35 that are visible, but these are very narrow and will not have any effect on the properties of the ski. Thus, when a kick-enhancing covering with a retaining piece is not employed, the ski will be able to function as an ordinary ski without a covering, and can be waxed and used in a normal manner.
Figs. 24 and 25 show a ski 49 where the arrow in Fig. 24 points in the direction of the ski tip (not shown). A fixing plate 47 is provided to secure, with the aid of hooks 47' on the fixing plate 47, a kick-enhancing band or strip 49, where the hooks grip a forward portion of the band or strip. The plate 47 has a forward area 47" which is preferably chamfered. The plate 47 cooperates with at least one bolt 48 that is fastened by a head portion 48' to the plate 47 and which extends through the ski 46 to its upper side via a bushing or sleeve 51. An upper portion of the bolt 48 has a threaded portion 48" for cooperation with a tightening nut 52. Advantageously, a washer 53 is placed between the surface of the ski and the nut. The reference numeral 50 indicates an adhesive for attaching the skin 49 in the form of said band or strip to the underside of the ski. The reference numeral 54 indicates the conventional groove found on skis. If the fixing plate 47 with associated skin 49 and fixing nut is not in use, the ski could be used as an ordinary ski, as there will then only be a small hole through the ski where the bushing or sleeve 51 is located.
**Patent claims**

1. A device for affixing a kick-enhancing covering to a ski sole, characterised by
   - a fixing plate recessed in, secured or securable to the ski sole and which is
the ski sole and which is designed at a rear portion, optionally under spring action, to secure a forward
portion of a band or strip equipped with a skin or ski wax, or that is
waxless, between said rear portion and a portion of the ski sole.

2. A device as disclosed in claim 1, characterised in
   - that the fixing plate is securable to the ski by means of an eccentric locking
mechanism, or is fastenable to the ski with at least one screw, a screw-nut
connection, rivet arrangement or adhesive.

3. A device as disclosed in claim 1 or 2, characterised in
   - that the outward-facing, snow-contacting side of the fixing plate is provided with
a glider covering.

4. A device as disclosed in claim 1, characterised in
   - that said portion of the ski sole is a recessed portion that is designed to receive a
retaining piece with which the band or strip is provided at its forward portion.

5. A device for affixing to a ski a band or strip equipped with a kick-enhancing covering, characterised by
   - an engagement block mountable in the ski and which has at least one engaging
hole, wherein said engaging hole is designed, on the insertion of an engaging lug
on a retaining piece into such a hole, to receive and form retaining engagement
with the engaging lug, the retaining piece being fastened to a forward portion of
the band or strip.

6. A device as disclosed in claim 5, characterised in
that said engaging hole is so dimensioned that when the engagement block is mounted in the ski, it extends through the ski from its underside to its upper side.

7. A device as disclosed in claim 5 or 6, characterised in
   - that the engagement block has two engaging holes intended for engagement with respective engaging lugs on the retaining piece.

8. A device as disclosed in claim 6 or 7, characterised in
   - that said engaging hole and engaging lug each have at least one curved portion.

9. A device as disclosed in claim 8, characterised in
   - that when the engagement block is mounted on the ski, the said curved portion of said engaging hole will extend in a curve upwards from the underside of the ski and in the forward direction of the ski.

10. A device as disclosed in one or more of claims 5-9, characterised in
    - that the engagement block has a housing portion or portions which form said hole or holes, said housing portion or portions, when the engagement block is mounted in the ski, extending from the upper side of the ski through the ski to its underside.

11. A kick-enhancing band or strip for mounting on a ski, and wherein the band or strip on one flat side thereof is designed to be attached to a part of the ski sole by means of an adhesive, and which on the opposite flat side is equipped with a skin, a no-wax covering or a ski wax covering, wherein the band or strip at one end is designed to cooperate with a fixing device as disclosed in one or more of claims 1-10, characterised in
    - that the band or strip at its forward end is provided with a retaining piece designed for said cooperation with the fixing device, and wherein the fixing device consists a fixing plate on the underside of the ski, fixing holes through the ski, or an engagement block in the ski.
12. A band or strip as disclosed in claim 11, characterised in
   - that the retaining piece is designed to wholly or partly be placed in a recessed portion of the underside of the ski and where its is held in place by the fixing plate or engagement block.

13. A band or strip as disclosed in claim 11, characterised in
   - that the retaining piece is made having at least one bolt designed for engagement with said fixing hole, wherein the bolt has means for locking the retaining piece to the ski, for example by a screw/bolt connection.

14. A fitting for use with a fixing device as disclosed in one or more of claims 1-3, characterised in
   - that the fitting consists of a retaining piece having a means designed for engagement with an end portion of a band or strip which has a kick-enhancing covering, for example, a skin, a no-wax covering or a ski wax covering; and
   - that the retaining piece has at least one bolt designed for insertion into a fixing hole in a ski; and
   - that the bolt has an end portion designed for locking the retaining piece to the ski.

15. A fitting for use with a fixing device as disclosed in one or more of claims 5-10, characterised in
   - that the fitting consists of a retaining piece having a means designed for engagement with an end portion of a band or strip which has a kick-enhancing covering, for example, a skin, a no-wax covering or a ski wax covering; and
   - that the retaining piece has two curved engaging lugs designed for insertion into and engagement with an engagement block mountable in a ski.

16. A fitting as disclosed in claim 14 or 15, characterised in
   - that said means consists of at least two bendable fixing hooks arranged at the rear edge of the retaining piece, designed to penetrate through the band or strip.
AMENDED CLAIMS

[Received by the International Bureau on 07 May 2004 (07.05.2004):

1. A device for affixing a kick-enhancing covering to a ski sole, characterised by
   - a fixing plate recessed in, secured or securable to the ski sole and which is
clothed at a rear portion, optionally under spring action, to secure a forward
portion of a band or strip equipped with a skin or ski wax, or that is
waxless, between said rear portion and a portion of the ski sole.

2. A device as disclosed in claim 1, characterised in
   - that the fixing plate is securable to the ski by means of an eccentric locking
mechanism, or is fastenable to the ski with at least one screw, a screw-nut
connection, rivet arrangement or adhesive.

3. A device as disclosed in claim 1 or 2, characterised in
   - that the outward-facing, snow-contacting side of the fixing plate is provided with
a glider covering.

4. A device as disclosed in claim 1, characterised in
   - that said portion of the ski sole is a recessed portion that is designed to receive a
retaining piece with which the band or strip is provided at its forward portion.

5. A device for affixing to a ski a band or strip equipped with a kick-enhancing covering, characterised by
   - an engagement block mountable in the ski and which has at least one engaging
hole, wherein said engaging hole is designed, on the insertion of an engaging lug
on a retaining piece into such a hole, to receive and form retaining engagement
with the engaging lug, the retaining piece being fastened to a forward portion of
the band or strip.

6. A device as disclosed in claim 5, characterised in

AMENDED SHEET (ARTICLE 19)
that said engaging hole is so dimensioned that when the engagement block is mounted in the ski, it extends through the ski from its underside to its upper side.

7.

A device as disclosed in claim 5 or 6, characterised in
- that the engagement block has two engaging holes intended for engagement with respective engaging lugs on the retaining piece.

8.

A device as disclosed in claim 6 or 7, characterised in
- that said engaging hole and engaging lug each have at least one curved portion.

9.

A device as disclosed in claim 8, characterised in
- that when the engagement block is mounted on the ski, the said curved portion of said engaging hole will extend in a curve upwards from the underside of the ski and in the forward direction of the ski.

10.

A device as disclosed in one or more of claims 5-9, characterised in
- that the engagement block has a housing portion or portions which form said hole or holes, said housing portion or portions, when the engagement block is mounted in the ski, extending from the upper side of the ski through the ski to its underside.

11.

A kick-enhancing band or strip for mounting on a ski, and wherein the band or strip on one flat side thereof is designed to be attached to a part of the ski sole by means of an adhesive, and which on the opposite flat side is equipped with a skin, a no-wax covering or a ski wax covering, wherein the band or strip at one end is designed to cooperate with a fixing device as disclosed in one or more of claims 1-10, characterised in
- that the band or strip at its forward end is provided with a retaining piece designed for said cooperation with the fixing device, and wherein the fixing device consists a fixing plate on the underside of the ski, fixing holes through the ski, or an engagement block in the ski.
12.
A band or strip as disclosed in claim 11, characterised in
- that the retaining piece is designed to wholly or partly be placed in a recessed portion of the underside of the ski and where its is held in place by the fixing plate or engagement block.

13.
A band or strip as disclosed in claim 11, characterised in
- that the retaining piece is made having at least one bolt designed for engagement with said fixing hole, wherein the bolt has means for locking the retaining piece to the ski, for example by a screw/bolt connection.

14.
A fitting for use with a fixing device as disclosed in one or more of claims 1-3, characterised in
- that the fitting consists of a retaining piece having a means designed for engagement with an end portion of a band or strip which has a kick-enhancing covering, for example, a skin, a no-wax covering or a ski wax covering; and
- that the retaining piece has at least one bolt designed for insertion into a fixing hole in a ski; and
- that the bolt has an end portion designed for locking the retaining piece to the ski.

15.
A fitting for use with a fixing device as disclosed in one or more of claims 5-10, characterised in
- that the fitting consists of a retaining piece having a means designed for engagement with an end portion of a band or strip which has a kick-enhancing covering, for example, a skin, a no-wax covering or a ski wax covering; and
- that the retaining piece has two curved engaging lugs designed for insertion into and engagement with an engagement block mountable in a ski.

16.
A fitting as disclosed in claim 14 or 15, characterised in
- that said means consists of at least two bendable fixing hooks arranged at the rear edge of the retaining piece, designed to penetrate through the band or strip.
# INTERNATIONAL SEARCH REPORT

### A. CLASSIFICATION OF SUBJECT MATTER

**IPC7: A63C 7/04**
According to International Patent Classification (IPC) or to both national classification and IPC

### B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

**IPC7: A63C**

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

**SE, DK, FI, NO classes as above**

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

**EPO-INTERNAL, WPI DATA, PAJ**

### C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category*</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>FR 2234909 A1 (DIEUPART, P.), 24 January 1975 (24.01.1975), page 2, line 1 - line 22, figure 3</td>
<td>1-4,11-13</td>
</tr>
<tr>
<td>A</td>
<td>--</td>
<td>5-10,14,16</td>
</tr>
<tr>
<td>X</td>
<td>FR 2792213 A1 (BORNEUF, B.), 20 October 2000 (20.10.2000), figure 3, abstract</td>
<td>1-4</td>
</tr>
<tr>
<td>A</td>
<td>--</td>
<td>5-16</td>
</tr>
<tr>
<td>X</td>
<td>DE 3318259 A1 (VAUDE SPORT ALBRECHT VON DEWITZ), 22 November 1984 (22.11.1984), figure 3, abstract</td>
<td>1-4,11-14</td>
</tr>
<tr>
<td>A</td>
<td>--</td>
<td>5-10,15,16</td>
</tr>
</tbody>
</table>

* Further documents are listed in the continuation of Box C.
* See patent family annex.

<table>
<thead>
<tr>
<th>*</th>
<th>Special categories of cited documents</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td><em>document defining the general state of the art which is not considered to be of particular relevance</em></td>
</tr>
<tr>
<td>E</td>
<td><em>earlier application or patent but published on or after the international filing date</em></td>
</tr>
<tr>
<td>L</td>
<td><em>document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)</em></td>
</tr>
<tr>
<td>O</td>
<td><em>document referring to an oral disclosure, use, exhibition or other means</em></td>
</tr>
<tr>
<td>P</td>
<td><em>document published prior to the international filing date but later than the priority date claimed</em></td>
</tr>
<tr>
<td>T</td>
<td><em>later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention</em></td>
</tr>
<tr>
<td>X</td>
<td><em>document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone</em></td>
</tr>
<tr>
<td>Y</td>
<td><em>document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art</em></td>
</tr>
<tr>
<td>* &amp;</td>
<td><em>document member of the same patent family</em></td>
</tr>
</tbody>
</table>

**Date of the actual completion of the international search**: 28 April 2004

**Date of mailing of the international search report**: 29-04-2004

**Name and mailing address of the ISA/Swedish Patent Office**
Box 5055, S-102 42 STOCKHOLM
Facsimile No. +46 8 666 02 86

**Authorized officer**: Björn Lindkvist / Mro
**Telephone No.**: +46 8 782 25 00

Form PCT/ISA/210 (second sheet) (January 2004)
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>CH 173785 C (E. EGGER), 1 March 1935 (01.03.1935), whole document</td>
<td>1-16</td>
</tr>
<tr>
<td>A</td>
<td>DE 1187163 B (J. KUNZ), 11 February 1965 (11.02.1965), whole document</td>
<td>1-16</td>
</tr>
<tr>
<td>A</td>
<td>CH 314947 C (J. HOCHWIND), 31 August 1956 (31.08.1956), whole document</td>
<td>1-16</td>
</tr>
<tr>
<td>Country</td>
<td>Application No.</td>
<td>Date of Filing</td>
</tr>
<tr>
<td>---------</td>
<td>----------------</td>
<td>----------------</td>
</tr>
<tr>
<td>FR</td>
<td>2234909 A1</td>
<td>24/01/1975</td>
</tr>
<tr>
<td>FR</td>
<td>2792213 A1</td>
<td>20/10/2000</td>
</tr>
<tr>
<td>DE</td>
<td>3318259 A1</td>
<td>22/11/1984</td>
</tr>
<tr>
<td>CH</td>
<td>173785 C</td>
<td>01/03/1935</td>
</tr>
<tr>
<td>DE</td>
<td>1187163 B</td>
<td>11/02/1965</td>
</tr>
<tr>
<td>CH</td>
<td>314947 C</td>
<td>31/08/1956</td>
</tr>
</tbody>
</table>