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A polyolefin has 1) a density in the range of 0.93 to 0.97 
g/cm, 2) a BOCD (Broad Orthogonal Co-monomer Distri 
bution) index defined by a given equation in the range of 1 to 
5, and 3) a molecular weight distribution (weight average 
molecular weight/number average molecular weight) in the 
range of 4 to 10. A Supported hybrid metallocene catalyst 
comprises a first metallocene compound represented by a first 
given formulae, a second metallocene compound represented 
by one of three given formulae, and a Support. 
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POLYOLEFIN AND PREPARATION METHOD 
THEREOF 

TECHNICAL FIELD 

0001. The present invention relates to a polyolefin that has 
high environmental stress cracking resistance (ESCR), a high 
impact property, and an excellent die Swell property, and a 
method of preparing the same. 
0002 This application claims priority from Korea Patent 
Application No. 10-2007-0042602 filed on May 2, 2007 in 
the KIPO, the disclosure of which is incorporated herein by 
reference in its entirety. 

BACKGROUND ART 

0003. In general, blow molding is a method in which pre 
liminary molding is performed by using extrusion or injection 
to form a tube, this is provided in a mold, air is blown there 
into to Swell the resulting structure, and cooling solidification 
is performed to obtain a molded body having a predetermined 
shape. The blow molding is largely classified into extrusion 
blow molding (extrusion or direct blow molding), injection 
blow molding, and stretch blow molding according to a pre 
liminary molding method. 
0004 Hollow bottle products having a small thickness and 
various sizes, which contains liquid Substances such as a 
liquid soap, a bleaching agent, an antifreezing solution, an 
engine oil, cosmetics, and medicines, are manufactured by 
using the blow molding. In the manufacturing of them, the 
high density polyethylene is mainly used, but the low density 
polyethylene may be used to manufacture a squeeze bottle. In 
addition, the high density polyethylene having the very high 
molecular weight is used to manufacture middle- and large 
sized containers such as a soy sauce bottle, a mineral water 
bottle, chemical bottle and the like, and an ultra large-sized 
drum can. 
0005. In respects to the resin that is used in the blow 
molding, since a melt preliminary molded product (Parison) 
descends to a predetermined level while having a predeter 
mined tension, it is required that the product has a predeter 
mined melt tension in a melt state. In addition, since the high 
production rate reduces the cost, it is required that the melt 
index is low. In general, polyethylenehaving the melt index of 
1.0 or less is used. In addition, it is required that the resin that 
is used to manufacture the chemical tub and the like has high 
chemical stability and environmental stress cracking resis 
tance (ESCR). 
0006 Polyethylene is extensively used in order to manu 
facture molded products having various sizes. The reason for 
this is that polyethylene has excellent mechanical strength, 
full notch creep test, and chemical resistance and has a light 
weight. 
0007 Korean Patent Application No. 2000-0048952 dis 
closes a linear low density polyethylene resin for blow mold 
ing which is polymerized by using a Ziegler catalyst and 
excellent impact resistance to falling and a desirable appear 
ance, thus being used to manufacture food vessels such as soft 
bottles for mayonnaise, and a blow molded material manu 
factured by using the resin. However, in general, linear low 
density polyethylene has poor distortion strength due to low 
density and has a limit in application to products due to the 
frequent occurrence of sharkskin in the used bottles. 
0008. In general, high density polyethylene is extensively 
used to manufacture bottles for various purposes. The 
molecular weight distribution may be defined by a curve 
obtained from a gel permeation chromatography, and general 
high density polyethylene has very narrow molecular weight 

Jul. 5, 2012 

distribution of 8 or less. If a plastic vessel is manufactured by 
using the resin having the narrow molecular weight distribu 
tion, the manufactured vessel has very high luster but it is very 
difficult to process it. In addition, the resin having the narrow 
molecular weight distribution has poor mechanical proper 
ties, in particular, very low environmental stress cracking 
resistance (Modern Plastic International, August 1993, p. 45). 
0009 U.S. Pat. No. 6, 180,736 discloses a method of 
manufacturing polyethylene in a single gas phase reactor or a 
continuous slurry reactor by using one type of metallocene 
catalyst. When this method is used, there are advantages in 
that the production cost of polyethylene is low, fouling does 
not occur, and polymerization activity is stable. In addition, 
U.S. Pat. No. 6,911,508 discloses the manufacturing of poly 
ethylene that is polymerized in a single gas phase reactor and 
has improved rheological properties by using a novel metal 
locene catalyst compound and 1-hexene as a comonomer. 
However, since polyethylene that is generated in the above 
mentioned patents has a narrow molecular weight distribu 
tion, there are disadvantages in that it is difficult to ensure 
Sufficient impact strength and processability. 
0010 U.S. Pat. No. 4,935,474 discloses a method of 
manufacturing polyethylene having a wide molecular weight 
distribution by using two or more metallocene compounds. In 
addition, U.S. Pat. Nos. 6,841,631 and 6,894,128 disclose 
that polyethylene having a bimodal or multimodal molecular 
weight distribution is prepared by using a metallocene cata 
lyst containing at least two metal compounds, thus being used 
to manufacture films, pipes, and blow molded products. How 
ever, even though prepared polyethylene has improved pro 
cessability, since the dispersion state according to the 
molecular weight in a unit particle is not uniform, an appear 
ance is rough and physical properties are not stable under 
relatively desirable processing conditions. 
0011. Therefore, there is a need to manufacture an excel 
lent resin in which a balance is ensured between physical 
properties or between physical properties and processability, 
and a demand for study regarding this is required. 

DISCLOSURE 

Technical Problem 

0012. Furthermore, it is an object of the present invention 
to provide a polyolefin that has a melt flow rate ratio (MFRR) 
that is useful to processing, excellent shapability, impact 
strength, tensile strength, in particular, environmental stress 
cracking resistance (ESCR) and full notch creep test (FNCT), 
and a high die Swell property, a method of preparing the same, 
and a blow molded material including the polyolefin. 

Technical Solution 

0013 Therefore, the present invention provides a polyole 
fin that has 1) a density in the range of 0.93 to 0.97 g/cm, 2) 
a BOCD (Broad Orthogonal Co-monomer Distribution) 
index defined by the following Equation 1 in the range of 1 to 
5, and 3) a molecular weight distribution (weight average 
molecular weight/number average molecular weight) in the 
range of 4 to 10: 

BOCD Index=(Content of SCB at the high molecular 
weight side-Content of SCB at the low molecular 
weight side)/(Content of SCB at the low molecular 
weight side) 

(0014 wherein the “Content of SCB at the high molecular 
weight side” means the content of the SCB (the number of 
branches/1000 carbon atoms) included in a polymer chain 
having a molecular weight of Mw of the polyolefin or more 

Equation 1 
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and 1.3xMw or less, and the “Content of SCB at the low 
molecular weight side' means the content of the SCB(the 
number of branches/1000 carbon atoms) included in a poly 
merchain having a molecular weight of 0.7xMw of the poly 
olefin or more and less than Mw. 
0015. Further, the present invention provides a supported 
hybrid metallocene catalyst, comprising a first metallocene 
compound represented by the following Formula 1, a second 
metallocene compound represented by the following Formu 
lae 2, 3 or 4, and a Support: 

(L)(L)MQs, Formula 1 

0016 wherein M is a Group 4 transition metal of the 
periodic table, 
I001.7 L and L are each independently a hydrogen radi 
cal, a Coalkyl radical, a Coalkenyl radical, a Clso aryl 
radical, a Cz-so alkylaryl radical, a Cz-so arylalkyl radical, a 
metalloid radical of a Group 14 metal that is substituted with 
a Cohydrocarbyl radical, or a ligand that forms a tetrago 
nal to octagonal ring formed by connecting two adjacent 
carbon atoms using a hydrocarbyl radical, 
0.018 Q is a halogen radical, a Co alkyl radical, a Co 
alkenyl radical, a Co-so aryl radical, a Cz-so alkylaryl radical, 
or a Cz-so arylalkyl radical, and two QS may form a C-2 
hydrocarbon ring, 

p is 1 or 0. 0019 

Formula 2 

Formula 3 

Formula 4 

0020 wherein M is a Group 4 transition metal of the 
periodic table; 
0021 R, R and Rare same or different from each other, 
and are each independently a C-20 alkyl radical, a C2-20 
alkenyl radical, a Caso cycloalkyl radical, a Co-so aryl radi 
cal, a Czo alkylaryl radical, a Czo arylalkyl radical, or a 
Cs-so arylalkenyl radical; 
0022 Q and Q'are same or different from each other, and 
are each independently a halogen radical, a Co alkyl radi 
cal, a C2-20 alkenyl radical, a Co-so aryl radical, a C7-so 

Jul. 5, 2012 

alkylaryl radical, or a Czo arylalkyl radical, and Q and Q' 
may form a C-2 hydrocarbon ring: 
0023 B is a C alkylene radical, dialkylsilicon, germa 
nium, alkyl phosphine, or amine, and a bridge that bonds two 
cyclopentadienyl ligands or cyclopentadienyl ligand and 
JR. by using a covalent bond; 
(0024 R is a hydrogen radical, a C-2 alkyl radical, a 
C2-oalkenyl radical, a Co-so aryl radical, a C7-so alkylaryl 
radical, or a Czo arylalkyl radical; 
(0025 J is a Group 15 or 16 element of the periodic table: 
0026 Z is the number of oxidation of the element of J: 
0027 y is the incorporation number of the element of J: 
0028 a. a', n, and n' are same or different from each other, 
and are each independently a positive integer of 0 or more; 
0029 m is an integer in the range of 0 to 3: 
0030 o is an integer in the range of 0 to 2: 
0031 r is an integer in the range of 0 to 2: 
0032. Y is a hetero atom of O, S, N or P: 
0033) A is hydrogen or a Co alkyl radical; 
0034 R7s are the same as or different from each other, and 
are each independently selected from hydrogen and a methyl 
radical; and 
0035 Q5 and Q6 are the same as or different from each 
other, and are each independently selected from a methyl 
radical and a chloride radical. 

0036. In addition, the present invention provides a method 
of preparing the polyolefin for blow molding by using a 
supported hybrid metallocene catalyst in which at least two 
different metallocene compounds are Supported in one Sup 
port, wherein a first metallocene compound, which is one of 
the metallocene compounds, is a compound represented by 
the following Formula 1, and a second metallocene com 
pound, which is another type of the metallocene compounds, 
is a compound represented by the following Formulae 2, 3 or 
4: 

(L)(L)MQs. Formula 1 

0037 wherein M is a Group 4 transition metal of the 
periodic table, 
I0038 L' and L are each independently a hydrogen radi 
cal, a C-2 alkyl radical, a C2-oalkenyl radical, a Co-so aryl 
radical, a Cz-so alkylaryl radical, a Cz-so arylalkyl radical, a 
metalloid radical of a Group 14 metal that is substituted with 
a Cohydrocarbyl radical, or a ligand that forms a tetrago 
nal to octagonal ring formed by connecting two adjacent 
carbon atoms using a hydrocarbyl radical, 
0039 Q is a halogen radical, a Co alkyl radical, a Co 
alkenyl radical, a Clso aryl radical, a Czo alkylaryl radical, 
or a Cz-so arylalkyl radical, and two QS may form a C-2 
hydrocarbon ring, 
0040 p is 1 or 0. 

Formula 2)   
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-continued 
Formula 3 

Formula 4 

0041 wherein M is a Group 4 transition metal of the 
periodic table; 
0042. R. Rand Rare same or different from each other, 
and are each independently a C-20 alkyl radical, a C2-20 
alkenyl radical, a Caso cycloalkyl radical, a Co-so aryl radi 
cal, a Cz-so alkylaryl radical, a C7-so arylalkyl radical, or a 
Cs-so arylalkenyl radical; 
0043 Q and Q'are same or different from each other, and 
are each independently a halogen radical, a Co alkyl radi 
cal, a C2-20 alkenyl radical, a Co-so aryl radical, a C7-so 
alkylaryl radical, or a Czo arylalkyl radical, and Q and Q' 
may form a Cohydrocarbon ring: 
0044 B is a C alkylene radical, dialkylsilicon, germa 
nium, alkyl phosphine, or amine, and a bridge that bonds two 
cyclopentadienyl ligands or cyclopentadienyl ligand and 
JR. by using a covalent bond; 
I0045 R is a hydrogen radical, a C-2 alkyl radical, a 
C2-20 alkenyl radical, a Co-so aryl radical, a C7-so alkylaryl 
radical, or a Czo arylalkyl radical; 
0046) J is a Group 15 or 16 element of the periodic table: 
0047 Z is the number of oxidation of the element of J: 
0048 y is the incorporation number of the element of J: 
0049 a. a', n, and n' are same or different from each other, 
and are each independently a positive integer of 0 or more; 
0050 m is an integer in the range of 0 to 3: 
0051 o is an integer in the range of 0 to 2: 
0052 r is an integer in the range of 0 to 2: 
0053 Y is a hetero atom of O, S, N or P; 
0054) A is hydrogen or a Co alkyl radical; 
0.055 R7s are the same as or different from each other, and 
are each independently selected from hydrogen and a methyl 
radical; and 
0056 Q5 and Q6 are the same as or different from each 
other, and are each independently selected from a methyl 
radical and a chloride radical. 
0057. In addition, the present invention provides a blow 
molded material that includes polyolefin. 

Advantageous Effects 

0058 Polyolefin according to the present invention has a 
wide molecular weight distribution and bimodal or more 
molecular weight distribution curves, and the content of 
comonomer is mainly high in a region of the high molecular 
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weight distribution. Therefore, polyolefin can be used to 
manufacture a blow molded goods that has a melt flow rate 
ratio (MFRR) that is useful to processing, excellent shapabil 
ity, impact strength, tensile strength, in particular, environ 
mental stress cracking resistance (ESCR) and full notch creep 
test (FNCT), and a high die Swell property. 
0059. In a known process using two or more reactors to 
synthesize a polyethylene resin that has bimodal and multi 
modal molecular weight distributions, there are problems. 
However, in the present invention, it is easy to obtain a desired 
molecular weight distribution by using only a single reactor. 
Accordingly, even in a single gas phase reactor or a single 
loop slurry polymerization process in which products having 
the bimodal or multimodal molecular weight distribution and 
the excellent property cannot be obtained by using a known 
technology, various types of polyethylene products can be 
obtained. In particular, it is possible to obtain a novel polymer 
product having a BOCD structure. Thus, it is expected that the 
effect is very significant. 

DESCRIPTION OF DRAWINGS 

0060 FIG. 1 is a view that illustrates the GPC-FTIR 
results and a BOCD Index of Comparative Example 4; and 
0061 FIG. 2 is a view that illustrates the GPC-FTIR 
results and a BOCD Index of Example 2 according to the 
present invention. 

BEST MODE 

0062 Hereinafter, the present invention will be described 
in detail. 
0063 A polyolefin according to the present invention has 
1) a density in the range of 0.93 to 0.97 g/cm, preferably 0.94 
to 0.96 g/cm, more preferably 0.95 to 0.96 g/cm, 2) a BOCD 
(Broad Orthogonal Co-monomer Distribution) index defined 
by the following Equation 1 in the range of 1 to 5, preferably 
2 to 4, more preferably 2 to 3.5 and 3) a molecular weight 
distribution (weight average molecular weight/number aver 
age molecular weight) in the range of 4 to 10, preferably 5 to 
8, more preferably 5 to 7: 

BOCD Index=(Content of SCB at the high molecular 
weight side-Content of SCB at the low molecular 
weight side)/(Content of SCB at the low molecular 
weight side) 

0064 wherein the “Content of SCB at the high molecular 
weight side” means the content of the SCB(the number of 
branches/1000 carbon atoms) included in a polymer chain 
having a molecular weight of Mw of the polyolefin or more 
and 1.3xMw or less, and the “Content of SCB at the low 
molecular weight side' means the content of the SCB(the 
number of branches/1000 carbon atoms) included in a poly 
merchain having a molecular weight of 0.7xMw of the poly 
olefin or more and less than Mw. 
0065. In the term “BOCD index” that is used in the speci 
fication of the present invention, the term “BOCD is a novel 
terminology that is currently developed and relates to a poly 
mer structure. The term “BOCD structure” means a structure 
in which the content of the comonomer Such as alpha olefins 
is mainly high at a high molecular weight main chain, that is, 
a novel structure in which the content of a short chain branch 
ing (SCB) is increased as moving toward the high molecular 
weight. 
0066. The contents of the molecular weight, the molecular 
weight distribution and the SCB may be simultaneously con 

Equation 1 

  



US 2012/0172548 A1 

tinuously measured by using a GPC-FTIR apparatus. The 
BOCD index is obtained by measuring the content of the SCB 
(unit: the number of branches/1,000 C) within left and right 
30% (total 60%) range of the molecular weight distribution 
(MWD) based on the weight average molecular weight (Mw) 
and calculating the measured content by using the following 
Equation 1. 

BOCD Index=(Content of SCB at the high molecular 
weight side-Content of SCB at the low molecular 
weight side)/(Content of SCB at the low molecular 
weight side) 

0067. In the Equation 1, the “Content of SCB at the high 
molecular weight side' and the “Content of SCB at the low 
molecular weight side' can be defined as aforementioned. 
0068. If the BOCD index is 0 or less, the polymer may not 
have the BOCD structure. If the BOCD index is more than 0, 
the polymer may have the BOCD structure. It can be men 
tioned that the BOCD property is improved as the BOCD 
index is increased. 
0069. For example, when a sample A and a sample B 
having different polymer structures are analyzed by using the 
GPC-FTIR, the results of FIGS. 1 and 2 can be obtained. In 
connection with this, it is deemed that since the sample A has 
the BOCD index of -0.33, the sample A is not the polymer 
having the BOCD structure, and since the sample B has the 
BOCD index of 2.08, the sample B is the polymer having the 
excellent BOCD structure. 
0070. In addition, it is preferable that the melt flow index 
(190° C., 2.16 kg load condition) of polyolefin according to 
the present invention be in the range of 0.05 to 2 g/10 min. In 
particular, when the melt flow index is in the range of 0.1 to 1 
g/10 min, the melt flow index is preferable as the optimum 
point capable of harmonizing the shape processability and the 
mechanical property. 
0071. In addition, it is preferable that the melt flow rate 
ratio (MFRR) of the polyolefin of the present invention be in 
the range of 40 to 150 in views of an appearance, process 
ability, and physical properties of the blow molded product. 
In addition, it is preferable that the die Swell ratio of the 
polyolefin of the present invention be in the range of 70 to 
95%. 
0072. In particular, since the polyolefin according to the 
present invention has the die Swell ratio of 70 to 95% which is 
different from that of polyolefin used for other purposes, the 
polyolefin according to the present invention may be more 
preferably used for blow molding. 
0073. In addition, it is preferable that the polyolefin of the 
present invention have the SCB content of 0 to 6 per 1,000 
carbon atoms of the polyolefin. 
0074. It is preferable that the polyolefin according to the 
present invention be a copolymer of an olefin monomer Such 
as ethylene, propylene, 1-butene, 1-hexene, and 1-octene and 
an alpha olefin comonomer. 
0075 Alpha olefins having 4 or more carbonatoms may be 
used as the alpha olefin comonomer. Examples of the alpha 
olefin having 4 or more carbon atoms include 1-butene, 
1-pentene, 1-hexene, 4-methyl-I-pentene, 1-octene, 
1-decene, 1-dodecene, 1-tetradecene, 1-hexadecene, 1-octa 
decene, and 1-eicosene, but are not limited thereto. Among 
them, it is preferable to use alpha olefins having 4 to 10 carbon 
atoms, and one or more types of alpha olefins may be used as 
COOOCS. 

0076. In the copolymer of the olefin monomer and the 
alpha olefin comonomer, the content of the olefin monomer is 

Equation 1 
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in the range of preferably 55 to 99.9% by weight, more 
preferably 80 to 99.9% by weight, and most preferably 96 to 
99.9% by weight. The content of the alpha olefin comonomer 
is in the range of preferably 0.1 to 45% by weight, more 
preferably 0.1 to 20% by weight, and most preferably 0.1 to 
4% by weight. 
0077. The density of the polyolefin of the present inven 
tion is affected by the amount of the used alpha olefin 
comonomer. That is, if the amount of the used alpha olefin 
comonomer is increased, the density is reduced, and if the 
amount of the used alpha olefin comonomer is reduced, the 
density is increased. It is preferable that the density of the 
polyolefin according to the present invention be in the range 
of 0.93 to 0.97 g/cm in order to obtain the optimum physical 
properties of the blow molded product. 
0078. The weight average molecular weight of the poly 
olefin according to the present invention is preferably in the 
range of 80000 to 300000, but is not limited thereto. 
007.9 The polyolefin according to the present invention 
may include additives. Specific examples of the additives 
include a thermal stabilizer, an antioxidant, a UV absorber, a 
light stabilizer, a metal inactivator, a filler, an intensifier, a 
plasticizer, a lubricant, an emulsifier, a pigment, an optical 
bleaching agent, a flame retardant, an antistatic agent, a foam 
ing agent and the like. The type of the additives is not limited 
but a typical additive that is known in the art may be used. 
0080. The polyolefin according to the present invention 
can be used to manufacture a blow molded goods because the 
polyolefin has excellent processability, a melt flow rate ratio 
(MFRR) that is useful to processing, and excellent shapabil 
ity, impact strength, tensile strength, in particular, environ 
mental stress cracking resistance (ESCR), full notch creep 
test (FNCT), and die swell property. 
I0081. In addition, according to the method of preparing 
the polyolefin of the present invention, a step of preparing 
polyolefin having bimodal or more molecular weight distri 
bution curves in the presence of the supported hybrid metal 
locene catalyst in which at least two different metallocene 
compounds are Supported in one Support is included. 
I0082 In the method of preparing the polyolefin according 
to the present invention, silica, silica-alumina, and silica 
magnesia that are dried at a high temperature may be used as 
a Support that is capable of being used to manufacture the 
Supported hybrid metallocene catalyst, and they may gener 
ally include oxides such as NaO, KCO, BaSO, Mg(NO) 
and carbonate, Sulfate, nitrate components. 

I0083. The amount of the hydroxyl group (—OH) on the 
Surface of the Support may be preferable as Small as possible, 
but it is difficult to remove the entire hydroxyl group (-OH) 
in practice. Therefore, the amount of the hydroxyl group 
(—OH) is in the range of preferably 0.1 to 10 mmol/g, more 
preferably 0.1 to 1 mmol/g, and most preferably 0.1 to 0.5 
mmol/g. The amount of the Surface hydroxyl group (-OH) 
may be controlled by using a manufacturing condition or 
method of the Support, or a drying condition or method (tem 
perature, time, pressure and the like). In addition, in order to 
reduce side reactions caused by a small amount of hydroxyl 
group that remains after the drying, the Support in which the 
siloxane group having the high reactivity, which is used to 
perform the Supporting, remains but the hydroxyl group 
(—OH) is chemically removed may be used. 
I0084. In the method of preparing the polyolefin according 
to the present invention, the supported hybrid metallocene 
catalyst may include at least two different compounds of the 
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first metallocene compound and the second metallocene com 
pound. The first metallocene compound may be represented 
by the following Formula 1 and the second metallocene com 
pound may be represented by the following Formulae 2, 3 or 
4. 

(L)(L)MQs, Formula 1 

0085 wherein M is a Group 4 transition metal of the 
periodic table, 
I0086) L' and L are each independently a hydrogen radi 
cal, a Coalkyl radical, a Coalkenyl radical, a Clso aryl 
radical, a Cz-so alkylaryl radical, a Cz-so arylalkyl radical, a 
metalloid radical of a Group 14 metal that is substituted with 
a Cohydrocarbyl radical, or a ligand that forms a tetrago 
nal to octagonal ring formed by connecting two adjacent 
carbon atoms using a hydrocarbyl radical, 
0.087 Q is a halogen radical, a Co alkyl radical, a Co 
alkenyl radical, a Co-so aryl radical, a Cz-so alkylaryl radical, 
or a Cz-so arylalkyl radical, and two QS may form a C-2 
hydrocarbon ring, 
I0088 p is 1 or 0, 

Formula 2) 
(R), 

AY 

}-B w 
No 

YA 
(R), 

Formula 3 

R7 Formula 4 

Q Q5 
T 

u1"Yo 

0089 wherein M is a Group 4 transition metal of the 
periodic table; 
0090 R, R and Rare same or different from each other, 
and are each independently a C-20 alkyl radical, a C2-20 
alkenyl radical, a Caso cycloalkyl radical, a Co-so aryl radi 
cal, a Cz-so alkylaryl radical, a C7-so arylalkyl radical, or a 
Cs-so arylalkenyl radical; 
0091 Q and Q'are same or different from each other, and 
are each independently a halogen radical, a Co alkyl radi 
cal, a C2-20 alkenyl radical, a Co-so aryl radical, a Cz-so 
alkylaryl radical, or a Czo arylalkyl radical, and Q and Q' 
may form a Cohydrocarbon ring: 
0092 B is a C alkylene radical, dialkylsilicon, germa 
nium, alkyl phosphine, or amine, and a bridge that bonds two 
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cyclopentadienyl ligands or cyclopentadienyl ligand and 
JR. by using a covalent bond; 
I0093 R’ is a hydrogen radical, a C-2 alkyl radical, a 
Coalkenyl radical, a Clso aryl radical, a Czo alkylaryl 
radical, or a Czo arylalkyl radical; 
(0094) J is a Group 15 or 16 element of the periodic table: 
0095 Z is the number of oxidation of the element of J: 
0096 y is the incorporation number of the element of J: 
0097 a. a', n, and n' are same or different from each other, 
and are each independently a positive integer of 0 or more; 
0.098 m is an integer in the range of 0 to 3: 
0099 o is an integer in the range of 0 to 2: 
0100 r is an integer in the range of 0 to 2: 
01.01 Y is a hetero atom of O, S, N or P: 
0102 A is hydrogen or a Co alkyl radical; 
(0103 R7s are the same as or different from each other, and 
are each independently selected from hydrogen and a methyl 
radical; and 
0104 Q5 and Q6 are the same as or different from each 
other, and are each independently selected from a methyl 
radical and a chloride radical. 
0105. In the method, the second metallocene compound 
represented by the Formula 4 may be (6-methyl-1,2,3,4- 
tetrahydroquinolin-8-yl)trimethylcyclopentadienyl-'.K- 
NITiC1. 
0106 Among the supported hybrid metallocene catalyst 
components, the first metallocene compound is mainly used 
to prepare the low molecular weight polyolefin, and the sec 
ond metallocene compound is mainly used to prepare the high 
molecular weight polyolefin. Accordingly, it is possible to 
prepare the polyolefin having the bimodal or multimodal 
molecular weight distribution. 
0107 Intrinsic polyolefin that is capable of being obtained 
by using the first metallocene compound has a low molecular 
weight in the range of 1,000 to 100,000, polyolefin that is 
capable of being obtained by using the second metallocene 
compound has a high molecular weight in the range of 10,000 
to 1,000,000, and it is preferable that the polyolefin capable of 
being obtained by using the second metallocene compound 
have the molecular weight that is higher than the molecular 
weight of the polyolefin capable of being obtained by using 
the first metallocene compound. 
0108. The supported hybrid metallocene catalyst is manu 
factured by using a method which includes a) bringing a 
Supported metallocene catalyst in which at least one metal 
locene compound is supported into contact with a cocatalyst 
to manufacture an activated Supported metallocene catalyst; 
and b) additionally supporting one or more metallocene com 
pounds that are different from the metallocene compound in 
the activated Supported metallocene catalyst. 
0109 For example, one type of the metallocene compound 
that leads the polyolefin having the low molecular weight and 
one type of the metallocene compound that leads the poly 
olefin having the high molecular weight are incorporated in 
one Supportin conjunction with the cocatalyst to manufacture 
the supported hybrid metallocene catalyst that has the 
molecular weight distribution capable of being easily con 
trolled by the reaction in the single reactor. 
0110. Examples of the representative cocatalyst that can 
be used to activate the metallocene compound include alky 
laluminum Such as trimethylaluminum, triethylaluminum, 
triisobutylaluminum, trioctylaluminum, methylaluminox 
ane, ethylaluminoxane, isobutylaluminoxane, and butylalu 
minoxane, boron-based neutral or ionic compounds Such as 
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tripentafluorophenyl boron and tributylammoniumtetrapen 
tafluorophenylboron, but are not limited thereto. The content 
of the Group 4 transition metal of the periodic table in the 
Supported hybrid metallocene catalyst that is finally manu 
factured in the present invention is in the range of preferably 
0.1-20% by weight for olefin polymerization, more prefer 
ably 0.1 to 10% by weight, and most preferably 1 to 3% by 
weight. In the case of when the content of the Group 4 tran 
sition metal of the periodic table is more than 20% by weight, 
since the catalyst is separated from the Support during the 
polymerization of olefin, there is a problem in that fouling 
occurs, and the case is commercially undesirable because the 
manufacturing cost is increased. 
0111. In addition, the cocatalyst includes a Group 13 metal 
of the periodic table, and the molar ratio of the Group 13 
metal/Group 4 metal in the supported hybrid metallocene 
catalyst is preferably 1 to 10,000, more preferably 1 to 1,000, 
and most preferably 10 to 100. 
0112. In addition, it is preferable that the supporting 
amount of the second metallocene compound be in the range 
of 0.5 to 2 based on 1 mole of the first metallocene compound 
in order to control the molecular weight distribution of the 
final polyolefin. 
0113. The supporting amount of the cocatalyst is in the 
range of 1 to 10,000 moles based on the metal included in the 
cocatalyst in respects to 1 mole of the metal included in the 
first and second metallocene compounds. 
0114. The supported hybrid metallocene catalyst may be 
used alone to perform the olefin polymerization, and may 
come into contact with the olefin monomer Such as ethylene, 
propylene, 1-butene, 1-hexene, 1-octene and the like to per 
form the preliminary polymerization. 
0115 The supported hybrid metallocene catalyst accord 
ing to the present invention may be diluted in a slurry form 
and then injected into an aliphatic hydrocarbon solvent hav 
ing 5 to 12 carbonatoms Such as iso-butane, pentane, hexane, 
heptane, nonane, decane, and isomers thereof an aromatic 
hydrocarbon Solvent Such as toluene and benzene and a 
hydrocarbon solvent that is substituted with a chlorine atom 
such as dichloromethane and chlorobenzene. It is preferable 
that the solvent be used while a small amount of water, air or 
the like acting as a catalyst poison is removed by performing 
the treatment by using a small amount of aluminum. 
0116. It is possible to manufacture the polyolefin copoly 
mer having the bimodal or more molecular weight distribu 
tion curves by using the Supported hybrid metallocene cata 
lyst. When the supported hybrid metallocene catalyst is used, 
in particular, the copolymerization in respects to the alpha 
olefin is caused by the second metallocene compound for 
forming the high molecular weight portion, and the alpha 
olefin comonomer allows the manufacturing of the high per 
formance polyolefin copolymer mainly connected to the high 
molecular weight chain to be possible. 
0117 The manufacturing of the polyolefin may be per 
formed by using a continuous slurry polymerization reactor, 
a loop slurry reactor, a gas phase reactor, or a solution reactor 
according to a predetermined method while ethylene and 
alpha olefins having 4 or more carbon atoms as the comono 
mer are continuously supplied at a predetermined ratio. 
0118 When ethylene and high alpha olefin having 4 or 
more carbonatoms as the comonomer are copolymerized by 
using the Supported hybrid metallocene catalyst according to 
the present invention, the polymerization temperature is in the 
range of preferably 25 to 500° C., more preferably 25 to 200° 
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C., and most preferably 50 to 150° C. In addition, the poly 
merization pressure is in the range of preferably 1 to 100 
Kgf/cm, more preferably 1 to 50 Kgf/cm, and most prefer 
ably 5 to 30 Kgf/cm. 
0119 The polyolefin copolymer according to the present 
invention is obtained by the copolymerization of the olefin 
monomer and alpha olefin having 4 or more carbon atoms by 
using the Supported hybrid metallocene compound as the 
catalyst, and has the bimodal or multimodal molecular weight 
distribution. Since the polyolefin that is polymerized by using 
the metallocene catalyst has the side reactivity of the catalyst 
residuals, which is even lower than that of polyolefin that is 
polymerized by using the Ziegler-Natta catalyst, it is well 
known that the polyolefin that is polymerized by using the 
metallocene catalyst is excellent in terms of physical proper 
ties. However, in general, the molecular weights are uniform, 
the molecular weight distribution is narrow, and the distribu 
tion of the alpha olefin comonomers is uniform. Thus, there is 
a problem in that the workability is poor. In particular, the 
productivity is significantly reduced due to an extrusion load 
and the like in the extrusion blow molding and the like, and an 
appearance of the products is poor. Accordingly, there is a 
problem in that it is difficult to apply to the practical field. 
That is, like the blow molded product, a resin having the 
excellent environmental stress cracking resistance (ESCR) 
and a high impact strength is required. In respects to a portion 
in which an increase in the molecular weight in order to 
improve the above-mentioned physical properties is neces 
sary, the content of the comonomer in the high molecular 
weight part is absolutely insufficient. Thus, there is a diffi 
culty in terms of processability. 
I0120 However, if the supported hybrid metallocene cata 
lyst of the present invention is used, it is possible to prepare 
the polyolefin that includes the low molecular weight and 
high molecular weight portions and has 4 to 10 molecular 
weight distributions, bimodal or multimodal molecular 
weight distribution curves, and the BOCD index in the range 
of 1 to 5. The prepared polyolefin has excellent processability 
during the formation of the products and the alpha olefin 
comonomers are mainly copolymerized in the high molecular 
weight ethylene chain. Accordingly, the polyolefin has excel 
lent tensile strength, impact strength, environmental stress 
cracking resistance (ESCR), full notch creep test (FNCT), 
and die Swelling property. 
I0121. In addition, the present invention provides a blow 
molded material that includes polyolefin. 
0.122 The blow molded material may be manufactured by 
using a method that is known in the art. For example, methods 
Such as extrusion blow molding, injection blow molding, 
stretching blow molding and the like may be used. 
I0123. In addition, specific examples of the blow molded 
material may include hollow bottle products having various 
sizes and a small thickness for containing liquid such as liquid 
Soap, a bleaching agent, an antifreezing Solution, an engine 
oil, cosmetics, medicines and the like, middle- and large 
sized containers such as a soy sauce bottle, a mineral water 
bottle, chemical bottle and the like, and a ultra large-sized 
drum can. 

MODE FOR INVENTION 

0.124. A better understanding of the present invention may 
be obtained in light of the following Examples and Compara 
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tive Examples which are set forth to illustrate, but are not to be 
construed to limit the present invention. 

Example 

0.125. As the organic reagent and the solvent that are 
required to prepare the catalyst and to perform the polymer 
ization, products manufactured by Aldrich, Co., Ltd. were 
purified according to the standard method and used, and 
highly pure products manufactured by Applied Gas Technol 
ogy, Co., Ltd. were passed through the water and oxygen 
filtering device and then used as ethylene. In all steps of the 
catalyst synthesis, the Supporting, and the olefin polymeriza 
tion, air and water contacts were blocked, thus increasing the 
reproducibility of the experiment. 
0126 To confirm the structure of the catalyst, the spectrum 
was obtained by using the 300 MHz NMR (Bruker). The 
apparent density was measured by using the apparent density 
tester (Apparent Density Tester 1132 manufactured by APT 
Institute frPrftechnik, Co., Ltd.) according to the method of 
DIN 53466 and ISO R 60. 

Preparation Example 1 

Preparation of the First Metallocene Catalyst—Syn 
thesis of Bu-O-(CH) CHaZrCl 

0127 6-chlorohexanol was used to prepare t-Butyl-O 
(CH) Claccording to the method that was described in the 
document (Tetrahedron Lett. 2951 (1988)), and NaCp was 
reacted in respects to this to obtaint-BUtY1-O-(CH-)B- 
CHs (yield 60%, b.p. 80° C./0.1 mmHg). In addition, t-Bu 
tyl-O-(CH) CHs was dissolved in THF at -78 normal 
butyl lithium (n-Bulli) was slowly added thereto, the tem 
perature was increased to room temperature, and the reaction 
was performed for 8 hours. The solution was additionally 
reacted at room temperature for 6 hours while the synthesized 
lithium salt solution was slowly added to the Suspension 
solution of ZrCl (THF), (1.70 g, 4.50 mmolD/THF (30 ml) at 
-78°C. All the volatile substances were dried under vacuum, 
and the hexane solvent was added to the obtained oily liquid 
substance and then filtered. After the filtered solution was 
dried under vacuum, hexane was added thereto to induce the 
precipitate at the low temperature (-20° C.). The obtained 
precipitate was filtered at the low temperature to obtain the 
white solid 'Bu-O-(CH2). CHaZrC12 compound 
(yield 92%). 
0128 HNMR (300 MHz, CDC1): 6.28 (t, J=2.6 Hz, 2H), 
6.19 (t, J=2.6 Hz, 2H), 3.31 (t, 6.6 Hz, 2H), 2.62 (t, J=8 Hz), 
1.7-1.3 (m, 8H), 1.17 (s, 9H). 
0129 °C NMR (CDC1): 135.09, 116.66, 112.28, 72.42, 
61.52, 30.66, 30.61, 30.14, 29.18, 27.58, 26.00. 

Preparation Example 2 

Preparation of the First Metallocene Catalyst—Syn 
thesis of Bu-O-(CH) CHH?Ol 

0130 6-chlorohexanol was used to prepare t-Butyl-O 
(CH) Claccording to the method that was described in the 
document (Tetrahedron Lett. 2951 (1988)), and NaCp was 
reacted in respects to this to obtain t-Butyl-O-(CH) 
CHs (yield 60%, b.p. 80° C./0.1 mmHg). In addition, t-Bu 
tyl-O-(CH) CHs was dissolved in THF at -78°C., nor 
mal butyl lithium (n-Bulli) was slowly added thereto, the 
temperature was increased to room temperature, and the reac 
tion was performed for 8 hours. The solution was additionally 
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reacted at room temperature for 6 hours while the synthesized 
lithium salt solution was slowly added to the Suspension 
solution of HfC1 (1.44 g, 4.50 mmolD/THF (30 mH) at -78° 
C. All the volatile substances were dried under vacuum, and 
the hexane solvent was added to the obtained oily liquid 
substance and then filtered. After the filtered solution was 
dried under vacuum, hexane was added thereto to induce the 
precipitate at the low temperature (-20° C.). The obtained 
precipitate was filtered at the low temperature to obtain the 
white solid 'Bu-O-(CH2). C5H4)HfC12 compound 
(yield 88%). 
0131 'HNMR (300 MHz, CDC1): 6.19 (t, J=2.6 Hz, 2H), 
6.08 (t, J=2.6 Hz, 2H), 3.31 (t, 6.6 Hz, 2H), 2.65 (t, J=8 Hz), 
1.56-148 (m, 4H), 1.34 (m, 4H), 1.17 (s.9H). 
(0132 °C NMR (CDC1): 134.09, 116.06, 111428, 72.42, 
61.33, 30.42, 30.67, 30.14, 29.20, 27.52, 26.01. 

Preparation Example 3 

Preparation of the Second Metallocene Catalyst— 
Synthesis of Methyl(6-T-Buthoxyhexyl)Silyl("- 

TetramethylCp)(T-Butylamido) ITiCl, 

I0133. After 50 g of Mg(s) was added to the 10 L reactor at 
normal temperature, 300 mL of THF was added thereto. After 
I was added in an amount of about 0.5 g., the reactor tem 
perature was maintained at 50° C. After the reactor tempera 
ture was stabilized, 250 g of 6-t-buthoxyhexyl chloride was 
added to the reactorata speed of 5 mL/min by using a feeding 
pump. According to the addition of 6-t-buthoxyhexyl chlo 
ride, it was observed that the reactor temperature was 
increased by about 4 and 5° C. While 6-t-buthoxyhexylchlo 
ride was continuously added, the agitation was performed for 
12 hours. The black reaction solution was obtained after 
reaction for 12 hours. After 2 mL of the formed black solution 
was sampled, water was added thereto to obtain the organic 
layer. Thus, 6-t-buthoxyhexane was confirmed by using the 
'H-NMR. Through 6-t-buthoxyhexane, it could be seen that 
the Grignard reaction was well performed. Thereby, 6-t- 
buthoxyhexyl magnesium chloride was synthesized. 
I0134. After 500 g of MeSiCl, and 1 L of THF were added 
to the reactor, the reactor temperature was reduced to -20°C. 
560 g of the synthesized 6-t-buthoxyhexyl magnesium chlo 
ride was added to the reactor by using the feeding pump at a 
speed of 5 mL/min. After the injection of the Grignard reagent 
was finished, the reactor temperature was slowly increased to 
normal temperature and the agitation was performed for 12 
hours. After the reaction was performed for 12 hours, it was 
confirmed that the white MgCl, salt was generated. 4 L of 
hexane was added and the salt was removed by using a press 
dehydrogenation filtration device for experiment (labdori, 
manufactured by Hangang Engineering, Co., Ltd.) to obtain 
the filter solution. After the filter solution was added to the 
reactor, hexane was removed at 70° C. to obtain the light 
yellow liquid. It was confirmed by using the H-NMR that the 
obtained liquid was methyl(6-t-butoxyhexyl) dichlorosilane 
compound. 
0.135 H-NMR (CDC1): 3.3 (t, 2H), 1.5 (m, 3H), 1.3 (m, 
5H), 1.2 (s, 9H), 1.1 (m, 2H), 0.7 (s, 3H). 
0.136. After 1.2 mole tetramethylcyclopentadiene (150 g) 
and 2.4 L of THF were added to the reactor, the reactor 
temperature was reduced to -20°C. 480 mL of n-BuLi was 
added to the reactor by using the feeding pump at a speed of 
5 niL/min. After n-Bulli was added, the reactor temperature 
was slowly increased to normal temperature and the agitation 
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was performed for 12 hours. After the reaction was performed 
for 12 hours, an equivalent of methyl(6-t-buthoxy hexyl) 
dichlorosilane (326 g., 350 mL) was rapidly added to the 
reactor. The reactor temperature was slowly increased to nor 
mal temperature and the agitation was performed for 12 
hours. Next, the reactor temperature was reduced to 0°C., and 
2 equivalent oft-BuNH was added. The reactor temperature 
was slowly increased to normal temperature and the agitation 
was performed for 12 hours. After the reaction was performed 
for 12 hours, THF was removed, 4 L of hexane was added to 
obtain the filter solution from which the salt was removed by 
using the labdori. After the filter solution was added to the 
reactor, hexane was removed at 70° C. to obtain the yellow 
solution. It was confirmed by using the 'H-NMR that the 
obtained yellow solution was the methyl(6-t-buthoxyhexyl) 
(tetramethylCpH)t-butylaminosilane compound. 
0137 TiCl(THF) (10 mmol) was rapidly added to 
n-BuLi and the dilithium salt of the ligand at -78°C., which 
was synthesized from the ligand dimethyl(tetramethylCpH) 
t-butylaminosilane in the THF solution. The reaction solution 
was agitated for 12 hours while the temperature was slowly 
increased from -78° C. to normal temperature. After the 
agitation was performed for 12 hours, an equivalent of PbCl. 
(10 mmol) was added to the reaction solution at normal tem 
perature and the agitation was performed for 12 hours. After 
the agitation was performed for 12 hours, the dark black 
solution having the blue color was obtained. After THF was 
removed from the generated reaction solution, hexane was 
added to filter the product. After hexane was removed from 
the filter solution, it was confirmed by using the "H-NMR that 
the solution was the methyl(6-t-buthoxyhexyl)silyl (5-tet 
ramethylCp)(t-Butylamido) ITiCl, compound. 
0138 H-NMR (CDC1): 3.3 (s, 4H), 2.2 (s, 6H), 2.1 (s, 
6H), 1.8-0.8 (m), 1.4 (s, 9H), 1.2 (s, 9H), 0.7 (s, 3H)< 

Preparation Example 4 

Preparation of the Second Metallocene Catalyst— 
Synthesis of (6-methyl-1,2,3,4-tetrahydroquinolin 

8-yl)trimethylCp-"".K-NITiCl, 

0.139. The solution in which 6-methyl-1,2,3,4-tetrahydro 
quinoline (1.16 g, 7.90 mmol) was dissolved in carbon tetra 
chloride (4 mL) was cooled to -20°C. The N-bromosuccin 
imide (1.41 g, 7.90 mml) solid was slowly added thereto and 
the reaction temperature was increased to room temperature 
to further perform the reaction for 5 hours. The produced 
compound was subjected to the separation by using MC (me 
thylene chloride) and hexane (v:v=1:1) solvents according to 
a column chromatography method to obtain the light yellow 
oil (0.71 g, 40%). 
0140 Degassed DME (dimethyl ether) (21 mL) and dis 

tilled water (7 mL) were added to the mixture of 2,3-dim 
ethyl-5-oxocyclopent-1-enylboronic acid (1.27 g, 8.26 
mmol), NaCO (1.25 g, 11.8 mmol), Pd(PPh) (0.182 g, 
0.157 mmol), and 8-bromo-1,2,3,4-tetrahydro-6-meth 
ylquinoline (7.87 mmol) that was thusly synthesized to obtain 
the solution, and the solution was heated at 95°C. overnight. 
The temperature of the reaction solution was reduced to room 
temperature, and the extraction was performed twice by using 
the ethyl acetate solvent (50 mL). The obtained compound 
was subjected to the separation by using the hexane and ethyl 
acetate (2:1) solvent according to the column chromatogra 
phy method to obtain the light yellow solid (90%). 
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0.141. After anhydrous La(OTf) (21.4 mmol) and THF 
(24 mL) solutions were cooled to -78°C., Melli (13.4 mL, 
21.4 mmol) was added to perform the reaction for about 1 
hour (OTf trifluoromethanesulfonate). The 5-(3,4-dimethyl 
2-cyclopentene-I-one)-7-methyl-1,2,3,4-tetrahydroquino 
line (7.13 mmol) compound that was thusly synthesized was 
added thereto and reacted at -78° C. for 2 hours, and the 
extraction was performed by using water and the acetate 
Solvent. The obtained organic layer was shaken by using HCl 
(2 N, 20 mL) for 2 min, neutralized by using the NaHCO 
aqueous solution (20 mL), and dried by using MgSO. The 
obtained compound was subjected to the separation by using 
the hexane and ethyl acetate solvent (10:1) according to the 
column chromatography method to obtain the light yellow 
solid (40%). 
0142. The obtained 1,2,3,4-tetrahydro-6-methyl-8-(2,3,5- 
trimethylcyclopenta-1,3-dienyl) quinoline ligand (0.696 
mmol) and Ti(NMe2) compound (0.156 g. 0.696 mmol) 
were dissolved in toluene (2 mL), the reaction solution was 
reacted at 80°C. for 2 days, and all the solvents were removed 
to obtain the red solid compound (100%). 
0143. After toluene (2 mL) was added to the obtained red 
solid compound, MeSiCl, (0.269 g, 2.09 mmol) was added 
at room temperature to react the reaction solution for about 4 
hours. The obtained compound was recrystallized under hex 
ane at -30°C. to obtain the pure red solid (0.183 g. 66%). 
0144 'H NMR (CD): & 1.36-144 (m, 2H, 
CH2CH2CH2), 1.76 (s.3H, CH3), 1.85 (s.3H, CH3), 2.07 (s, 
3H, CH3), 2.18 (s, 3H, CH3), 2.12 (t, J=4 Hz, 2H, CH2), 
4.50-4.70 (m, 2HN CH2), 6.02 (s, 1H, Cp-H), 6.59 (s, 1H, 
CH), 6.78 (s, IH, C6H2) ppm. 
(0145 °C NMR (CD): & 12.76, 14.87, 15.06, 21.14, 
22.39, 26.32, 54.18, 117.49, 120.40, 126.98, 129.53, 130.96, 
131.05, 133.19, 143.22, 143.60, 160.82 ppm. 
0146 Anal. Calc. (C.HiClNTi): C, 58.41; H, 5.72; N, 
3.78%. 

0147 Found: C, 58.19; H, 5.93: N, 3.89%. 

Preparation Example 5 

Preparation of the Supported Hybrid Metallocene 
Catalyst 1 

0148 Silica (XPO 24.12 manufactured by Grace Davison, 
Co., Ltd.) was dehydrated under a vacuum at 800° C. for 15 
hours. 1.0 g of silica was added to three glass reactors, 10 mL 
of hexane was added thereto, 10 mL of the hexane solution in 
which the “first metallocene' compound selected in Prepara 
tion Example 1 was dissolved was added, and the reaction 
was performed while the agitation was performed at 90° C. 
for 4 hours. After the reaction was finished, the agitation was 
finished, hexane was removed by the layer separation, the 
washing was repeated by using 20 mL of the hexane solution 
three times, pressure was reduced, and hexane was removed 
to obtain the solid powder. The methylaluminoxane (MAO) 
Solution in which 12 mmol of aluminum was contained in the 
toluene solution was added thereto, the agitation was per 
formed at 40° C., and the reaction was slowly performed. 
Next, the washing was performed by using a sufficient 
amount of toluene to remove the unreacted aluminum com 
pound and pressure was reduced at 50° C. to remove remain 
ing toluene. The Solid thusly prepared may be used as the 
catalyst for olefin polymerization while not being treated any 
more. In order to prepare the mixed catalyst, the toluene 
solution in which the “second metallocene” compound pre 



US 2012/0172548 A1 

pared in Preparation Example 3 was dissolved in the support 
ing catalyst was added to the glass reactor, and the reaction 
was performed while the agitation was performed at 40° C. 
Next, the washing was performed by using a sufficient 
amount of toluene and the vacuum drying was performed to 
obtain the solid powder. The final catalyst thusly prepared 
may be directly used for polymerization or for preliminary 
polymerization performed at normal temperature for 1 hour 
after the addition of ethylene under 30 psig for 2 min. 

Preparation Example 6 
Preparation of the Supported Hybrid Metallocene 

Catalyst 2 

0149 Silica (XPO 24.12 manufactured by Grace Davison, 
Co., Ltd.) was dehydrated under a vacuum at 800° C. for 15 
hours. 1.0 g of silica was added to three glass reactors, 10 mL 
of hexane was added thereto, 10 mL of the hexane solution in 
which the “first metallocene” compound selected in Prepara 
tion Example 2 was dissolved was added, and the reaction 
was performed while the agitation was performed at 90° C. 
for 4 hours. After the reaction was finished, the agitation was 
finished, hexane was removed by the layer separation, the 
washing was repeated by using 20 mL of the hexane Solution 
three times, pressure was reduced, and hexane was removed 
to obtain the solid powder. The methylaluminoxane (MAO) 
Solution in which 12 mmol of aluminum was contained in the 
toluene solution was added thereto, the agitation was per 
formed at 40° C., and the reaction was slowly performed. 
Next, the washing was performed by using a sufficient 
amount of toluene to remove the unreacted aluminum com 
pound and pressure was reduced at 50° C. to remove remain 
ing toluene. 
0150. The solid thusly prepared may be used as the cata 
lyst for olefin polymerization while not being treated any 
more. In order to prepare the mixed catalyst, the toluene 
solution in which the “second metallocene” compound pre 
pared in Preparation Example 3 was dissolved in the support 
ing catalyst was added to the glass reactor, and the reaction 
was performed while the agitation was performed at 40° C. 
Next, the washing was performed by using a sufficient 
amount of toluene and the vacuum drying was performed to 
obtain the solid powder. The final catalyst thusly prepared 
may be directly used for polymerization or for preliminary 
polymerization performed at normal temperature for 1 hour 
after the addition of ethylene under 30 psig for 2 min. 

Preparation Example 7 
Preparation of the Supported Hybrid Metallocene 

Catalyst 3 

0151. Silica (XPO 24.12 manufactured by Grace Davison, 
Co., Ltd.) was dehydrated under a vacuum at 800° C. for 15 
hours. 1.0 g of silica was added to three glass reactors, 10 mL 
of hexane was added thereto, 10 mL of the hexane solution in 
which the “first metallocene” compound selected in Prepara 
tion Example 1 was dissolved was added, and the reaction 
was performed while the agitation was performed at 90° C. 
for 4 hours. After the reaction was finished, the agitation was 
finished, hexane was removed by the layer separation, the 
washing was repeated by using 20 mL of the hexane Solution 
three times, pressure was reduced, and hexane was removed 
to obtain the solid powder. The methylaluminoxane (MAO) 
Solution in which 12 mmol of aluminum was contained in the 
toluene solution was added thereto, the agitation was per 
formed at 40° C., and the reaction was slowly performed. 
Next, the washing was performed by using a sufficient 
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amount of toluene to remove the unreacted aluminum com 
pound and pressure was reduced at 50° C. to remove remain 
ing toluene. The Solid thusly prepared may be used as the 
catalyst for olefin polymerization while not being treated any 
more. In order to prepare the mixed catalyst, the toluene 
solution in which the “second metallocene” compound pre 
pared in Preparation Example 4 was dissolved in the Support 
ing catalyst was added to the glass reactor, and the reaction 
was performed while the agitation was performed at 40° C. 
Next, the washing was performed by using a sufficient 
amount of toluene and the vacuum drying was performed to 
obtain the solid powder. The final catalyst thusly prepared 
may be directly used for polymerization or for preliminary 
polymerization performed at normal temperature for 1 hour 
after the addition of ethylene under 30 psig for 2 min. 

Preparation Example 8 
Preparation of the Supported Hybrid Metallocene 

Catalyst 4 

0152 Silica (XPO 24.12 manufactured by Grace Davison, 
Co., Ltd.) was dehydrated under a vacuum at 800° C. for 15 
hours. 1.0 g of silica was added to three glass reactors, 10 mL 
of hexane was added thereto, 10 mL of the hexane solution in 
which the “first metallocene' compound selected in Prepara 
tion Example 1 was dissolved was added, and the reaction 
was performed while the agitation was performed at 90° C. 
for 4 hours. After the reaction was finished, the agitation was 
finished, hexane was removed by the layer separation, the 
washing was repeated by using 20 mL of the hexane solution 
three times, pressure was reduced, and hexane was removed 
to obtain the solid powder. 
0153. The methylaluminoxane (MAO) solution in which 
12 mmol of aluminum was contained in the toluene Solution 
was added thereto, the agitation was performed at 40°C., and 
the reaction was slowly performed. Next, the washing was 
performed by using a sufficient amount of toluene to remove 
the unreacted aluminum compound and pressure was reduced 
at 50° C. to remove remaining toluene. The solid thusly 
prepared may be used as the catalyst for olefin polymerization 
while not being treated any more. In order to prepare the 
mixed catalyst, the toluene solution in which the other “first 
metallocene' compound prepared in Preparation Example 2 
was dissolved in the Supporting catalyst was added to the 
glass reactor, and the reaction was performed while the agi 
tation was performed at 40° C. Next, the washing was per 
formed by using a Sufficient amount of toluene and the 
vacuum drying was performed to obtain the solid powder. The 
final catalyst thusly prepared may be directly used for poly 
merization or for preliminary polymerization performed at 
normal temperature for 1 hour after the addition of ethylene 
under 30 psig for 2 min. 

Preparation Example 9 
Preparation of the Supported Hybrid Metallocene 

Catalyst 5 

0154) Silica (XPO 24.12 manufactured by Grace Davison, 
Co., Ltd.) was dehydrated under a vacuum at 800° C. for 15 
hours. 1.0 g of silica was added to three glass reactors, 10 mL 
of hexane was added thereto, 10 mL of the hexane solution in 
which the “second metallocene” compound selected in 
Preparation Example 3 was dissolved was added, and the 
reaction was performed while the agitation was performed at 
90° C. for 4 hours. After the reaction was finished, the agita 
tion was finished, hexane was removed by the layer separa 
tion, the washing was repeated by using 20 mL of the hexane 
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Solution three times, pressure was reduced, and hexane was 
removed to obtain the solid powder. The methylaluminoxane 
(MAO) solution in which 12 mmol of aluminum was con 
tained in the toluene solution was added thereto, the agitation 
was performed at 40° C., and the reaction was slowly per 
formed. Next, the washing was performed by using a suffi 
cient amount of toluene to remove the unreacted aluminum 
compound and pressure was reduced at 50° C. to remove 
remaining toluene. The Solid thusly prepared may be used as 
the catalyst for olefin polymerization while not being treated 
any more. In order to prepare the mixed catalyst, the toluene 
solution in which the other “second metallocene' compound, 
prepared in Preparation Example 2 was dissolved in the Sup 
porting catalyst was added to the glass reactor, and the reac 
tion was performed while the agitation was performed at 40° 
C. Next, the washing was performed by using a sufficient 
amount of toluene and the vacuum drying was performed to 
obtain the solid powder. The final catalyst thusly prepared 
may be directly used for polymerization or for preliminary 
polymerization performed at normal temperature for 1 hour 
after the addition of ethylene under 30 psig for 2 min. 
(O155 <Preparation of the Polyolefin Copolymer and 
Evaluation of Properties 
0156 The polyolefin copolymer was prepared by using 
the prepared supported hybrid metallocene catalyst under the 
conditions of Examples 1 to 6 and Comparative Examples 1 
to 5 in the polymerization reactor according to a predeter 
mined method. Evaluation items and evaluation methods of 
the obtained polyolefin copolymer are as follows. The blow 
molded product is a vessel having a volume of 780 ml, a 
weight of 25 g, and a thickness of 350 um. 
(O157 (Physical Properties of Raw Materials) 
0158 1) Density: The density was measured based on 
ASTM D1505. 
0159. 2) Melt index (MI, 2.16 kg): The melt index was 
measured at a measurement temperature of 190° C. based on 
ASTM 1238. 

(0160 3) MFRR (MFR/MFR): It is a ratio obtained by 
dividing MFR Melt index (MI, 21.6 kg load) by MFR (MI, 
2.16 kg load). 
0161 4) Molecular weight, molecular weight distribution: 
Measurement temperature=160° C., the number average 
molecular weight, the weight average molecular weight, and 
the Zaverage molecular weight were measured by using the 
gel permeation chromatography-FTIR (GPC-FTIR). The 
molecular weight distribution was calculated by using the 
ratio of the weight average molecular weight and the number 
average molecular weight. 
0162 5) BOCD index: In respects to the analysis of the 
measurement results of the GPC-FTIR, the BOCD index was 
obtained by measuring the content of the SCB (unit: the 
number of branches/1,000 C) within left and right 30% (total 
60%) range of the molecular weight distribution (MWD) 
based on the weight average molecular weight (Mw) and 
calculating the measured content by using the following 
Equation 1. 

BOCD Index=(Content of SCB at the high molecular 
weight side-Content of SCB at the low molecular 
weight side)/(Content of SCB at the low molecular 
weight side) 

(0163. In the Equation 1, the “Content of SCB at the high 
molecular weight side' means the content of the SCB(the 
number of branches/1000 carbon atoms) included in a poly 
merchain having a molecular weight of Mw of the polyolefin 

Equation 1 
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or more and 1.3xMw or less, and the “Content of SCB at the 
low molecular weight side” means the content of the SCB(the 
number of branches/1000 carbon atoms) included in a poly 
merchain having a molecular weight of 0.7xMw of the poly 
olefin or more and less than Mw. 
(0164 (Physical Properties of the Product) 
0.165. 1) Tensile strength, elongation: The tensile strength 
and the elongation were measured based on ASTM D 638. In 
connection with this, the test rate was 50 mm/min, the mea 
Surement was repeated 10 times per one sample, and the 
average value of the measured values was used. 
0166 2) Izod impact strength: The izod impact strength 
was measured at 23° C. according to ASTM D 256. The 
measurement was repeated 10 times per one sample, and the 
average value of the measured values was used. 
0.167 3) Environmental stress cracking resistance 
(ESCR): The time required to approach F50 (50% breakage) 
was measured by using the 10% Igepal(R) CO-630 solution at 
the temperature of 50° C. according to ASTM D 1693. 
(0168 4) Full notch creep test (FNCT): The test method for 
the full notch creep test of the molded composition of the 
present invention was disclosed in the document M. Fleiss 
ner in Kunststoffe 77 (1987), pp. 45 et seq., and this corre 
sponds to ISO/FDIS 16770 that is currently in force. In 
respects to ethylene glycol that was the stress crack promo 
tion medium using tension of 3.5 Mpa at 80° C., and the 
breakage time was reduced due to the reduction in tension 
initiation time by the notch (1.6 mm/safety razorblade). The 
sample was manufactured by sawing three samples having 
the size of 10 mm x 10mmx90 mm from the plate compressed 
to have the thickness of 10 mm. In order to achieve this object, 
the safety razor blade was used in the notch device specifi 
cally manufactured and the central notch was provided to the 
specimen. The depth of the notch was 1.6 mm. 
(0169 5) Die swell ratio: In the Capillary Rheometer (Dy 
nisco (Polymer Test), LCR7000), the diameter of the polymer 
melt strand was precisely measured at a position that was 
disposed at a distance of 9 cm from the die (D=1 mm, 
L/D=16) by using the laser detector while the polymer melt 
was extruded at a predetermined extrusion rate (10 mm/min) 
at the temperature of 190° C., and the calculation was per 
formed by using the following Equation 2. 

Die Swell ratio (%)=Diameter of the measured poly 
mer melt-diameter of die(1 mm), Diameter of die(1 
mm)x100 

(0170 (Processability of the Product) 
0171 1) Resin melt pressure: under the processing condi 
tion of the blow molded product, the resin melt pressure 
generated at an extrusion portion during the formation of the 
melt preliminary molded product was measured. The resin 
temperature was 200° C., the mold temperature was 20° C. 
and the extrusion rate of the resin was 50 kg/hr. 

Equation 2 

Example 1 

0172. The supported hybrid metallocene catalyst 1 that 
was obtained in Preparation Example 5 was provided in a 
single loop slurry polymerization process to prepare polyeth 
ylene for blow molding according to a predetermined 
method. 1-hexene was used as the comonomer. The obtained 
polyethylene copolymer was granulated by using the twin 
screw extruder (W&P Twin Screw Extruder, 75 phai, 
L/D–36) at the extrusion temperature in the range of 180 to 
210°C. The extrusion blow molding was performed by using 
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the extrusion blow molding device (Model: BA750 Cp", 
Battenfeld, Co., Ltd. (Austria)) at the resin temperature of 
200° C. and the mold temperature of 20° C. to mold the bottle 
having the inner volume of 780 ml, the weight of 25 g and the 
thickness of 350 Lum (single-layered blow molded product). 
Physical properties of the raw materials of the polyethylene 
polymer and physical properties of the product were evalu 
ated according to the property evaluation method of Example, 
and the results are described in Tables 2 and 3. 

Example 2 

0173 The supported hybrid metallocene catalyst 2 that 
was obtained in Preparation Example 6 was provided in a 
single loop slurry polymerization process to prepare the poly 
ethylene copolymer according to a predetermined method. 
1-hexene was used as the comonomer. The granulation and 
the extrusion blow molding of the obtained polyethylene 
copolymer were performed by using the same procedure as 
Example 1, and the physical property evaluation results are 
described in Tables 2 and 3. 

Example 3 

0.174. The supported hybrid metallocene catalyst 3 that 
was obtained in Preparation Example 7 was provided in a 
single loop slurry polymerization process to prepare the poly 
ethylene copolymer according to a predetermined method. 
1-hexene was used as the comonomer. The granulation and 
the extrusion blow molding of the obtained polyethylene 
copolymer were performed by using the same procedure as 
Example 1, and the physical property evaluation results are 
described in Tables 2 and 3. 

Example 4 

0.175. The supported hybrid metallocene catalyst 3 that 
was obtained in Preparation Example 7 was provided in a 
single gas phase polymerization process to prepare the poly 
ethylene copolymer according to a predetermined method. 
1-butene was used as the comonomer. The granulation and the 
extrusion blow molding of the obtained polyethylene copoly 
mer were performed by using the same procedure as Example 
1, and the physical property evaluation results are described 
in Tables 2 and 3. 

Example 5 

0176 The supported hybrid metallocene catalyst 3 that 
was obtained in Preparation Example 7 was provided in a 
single gas phase polymerization process to prepare the poly 
ethylene copolymer according to a predetermined method. 
1-hexene was used as the comonomer. The granulation and 
the extrusion blow molding of the obtained polyethylene 
copolymer were performed by using the same procedure as 
Example 1, and the physical property evaluation results are 
described in Tables 2 and 3. 

Example 6 

0177. The supported hybrid metallocene catalyst 3 that 
was obtained in Preparation Example 7 was provided in a 
Solution polymerization process to prepare the polyethylene 
copolymer according to a predetermined method. 1-octene 
was used as the comonomer. The granulation and the extru 
sion blow molding of the obtained polyethylene copolymer 
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were performed by using the same procedure as Example 1, 
and the physical property evaluation results are described in 
Tables 2 and 3. 

Comparative Example 1 

0.178 Mixed catalyst of two types of metallocene catalysts 
prepared by Preparation examples 1 and 3 were provided in a 
single gas phase polymerization process to prepare the poly 
ethylene copolymer according to a predetermined method. 
1-hexene was used as the comonomer. The granulation and 
the extrusion blow molding of the obtained polyethylene 
copolymer were performed by using the same procedure as 
Example 1, and the physical property evaluation results are 
described in Tables 2 and 3. 

Comparative Example 2 

0179 The one type of metallocene catalyst prepared by 
Preparation example 1 was provided in a single loop slurry 
polymerization process to prepare the polyethylene copoly 
meraccording to a predetermined method. 1-hexene was used 
as the comonomer. The granulation and the extrusion blow 
molding of the obtained polyethylene copolymer were per 
formed by using the same procedure as Example 1, and the 
physical property evaluation results are described in Tables 2 
and 3. 

Comparative Example 3 

0180. The one type of metallocene catalyst prepared by 
Preparation example 3 was provided in a single solution poly 
merization process to prepare the polyethylene copolymer 
according to a predetermined method. 1-octene was used as 
the comonomer. The granulation and the extrusion blow 
molding of the obtained polyethylene copolymer were per 
formed by using the same procedure as Example 1, and the 
physical property evaluation results are described in Tables 2 
and 3. 

Comparative Example 4 

0181. The metallocene supported hybrid catalyst 4 that 
was obtained in Preparation Example 8 was provided in a 
single loop slurry polymerization process to prepare the poly 
ethylene copolymer according to a predetermined method. 
1-hexene was used as the comonomer. The granulation and 
the extrusion blow molding of the obtained polyethylene 
copolymer were performed by using the same procedure as 
Example 1, and the physical property evaluation results are 
described in Tables 2 and 3. 

Comparative Example 5 

0182. The metallocene supported hybrid catalyst 5 that 
was obtained in Preparation Example 9 was provided in a 
single loop slurry polymerization process to prepare the poly 
ethylene copolymer according to a predetermined method. 
1-hexene was used as the comonomer. The granulation and 
the extrusion blow molding of the obtained polyethylene 
copolymer were performed by using the same procedure as 
Example 1, and the physical property evaluation results are 
described in Tables 2 and 3. 
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TABLE 1. 

(Comparative) Polymerization 
Example No. Used catalyst process Comonomer 

Example 1 Supported hybrid metallocene Loop slurry 1-hexene 
catalyst 1 of Preparation 
example 5 using two types of 
metallocene catalysts prepare 
by Preparation examples 1 and 3 

Example 2 Supported hybrid metallocene Loop slurry 1-hexene 
catalyst 2 of Preparation 
example 6 using two types of 
metallocene catalysts prepare 
by Preparation examples 2 and 3 

Example 3 Supported hybrid metallocene Loop slurry 1-hexene 
catalyst 3 of Preparation 
example 7 using two types of 
metallocene catalysts prepare 
by Preparation examples 1 and 4 

Example 4 Supported hybrid metallocene Gas phase process 1-butene 
catalyst 3 of Preparation 
example 7 using two types of 
metallocene catalysts prepare 
by Preparation examples 1 and 4 

Example 5 Supported hybrid metallocene Gas phase process 1-hexene 
catalyst 3 of Preparation 
example 7 using two types of 
metallocene catalysts prepare 
by Preparation examples 1 and 4 

Example 6 Supported hybrid metallocene Solution process 1-octene 
catalyst 3 of Preparation 
example 7 using two types of 
metallocene catalysts prepare 
by Preparation examples 1 and 4 

Comparative Mixed catalyst of two types of Gas phase process 1-hexene 
Example 1 metallocene catalysts prepare 

by Preparation examples 1 and 3, 
respectively. 

Comparative A metallocene catalyst prepared Loop slurry 1-hexene 
Example 2 by Preparation example 1 
Comparative A metallocene catalyst prepared Solution process 1-octene 
Example 3 by Preparation example 3 
Comparative Supported hybrid metallocene Loop slurry 1-hexene 
Example 4 catalyst 4 of Preparation 

example 8 using two first 
metallocene catalysts prepared 
by Preparation examples 1 and 
2, respectively. 

Comparative Supported hybrid metallocene Loop slurry 1-hexene 
Example 5 catalyst 5 of Preparation 

example 9 using two second 
metallocene catalysts prepared 
by Preparation examples 3 and 
4, respectively. 

TABLE 2 TABLE 2-continued 

Comon- Molecular Comon- Molecular 
(Com- Ole MI weight (Com- Ole MI weight 
parative) Density (% by (2.16 distribution BOCD parative) Density (% by (2.16 distribution BOCD 
Example No. (g/cm) weight) kg) MFRR (Mw/Mn) Index Example No. (g/cm) weight) kg) MFRR (Mw/Mn) Index 

Example 1 0.958 1.3 0.3 76 5.8 2.6 Comparative 0.958 1.3 0.3 68 5.7 1.38 
(bimodal) Example 1 (bimodal) 

Example 2 O.958 1.2 O.3 71 5.3 2.1 
xample (bimodal) Comparative 0.960 1.1 0.3 16 3.2 O.O2 

Example 3 0.958 1.3 0.3 84 6.1 3.0 Example 2 (unimodal) 
O88We (bimodal) Comparat O.959 O.8 O.3 17 3.4 O.O3 

Example 4 O.957 1.6 0.2 87 6.4 3.5 Example 3 (unimodal) 
Omarative (bimodal) Comparati O.952 1.8 0.4 73 4.9 0.7 

Example 5 O.958 1.4 O.2 82 6.O 3.0 Example 4 (bimodal) 
(bimodal) Comparative O.952 2.1 0.4 85 3.5 O.1 

Example 6 O.960 1.O 0.7 77 5.9 2.7 Example 5 (bimodal) 
(bimodal) 
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TABLE 3 

Environ 
Yield mental Full Resin 
point StreSS notch melt 

(Com- tensile Izod Die cracking creep pressure 
parative) strength impact Swell resistance Test (kgf 
Example No. (kg/cm) strength Ratio (ESCR) (FNCT) cm) 
Example 1 312 50 87 350 240 270 
Example 2 3O4 47 84 322 197 300 
Example 3 325 65 88 480 306 260 
Example 4 325 8O 90 500 340 268 
Example 5 325 72 88 475 3OO 290 
Example 6 350 38 8O 220 140 245 
Comparative 3OO 30 76 95 70 340 
Example 1 
Comparative 3OO 2O 70 70 60 400 
Example 2 
Comparative 3OO 25 71 90 68 390 
Example 3 
Comparative 260 47 70 2OO 120 260 
Example 4 
Comparative 3OO 40 70 190 1OO 270 
Example 5 

0183. From Tables 1 to 3, it can be seen that since the 
polyethylene copolymers obtained in Examples 1 to 3 is 
manufactured by using the Supported hybrid metallocene 
catalyst, the copolymers each have the bimodal polymer dis 
tribution structure, the wide molecular weight distribution, 
and a structure in which the content of the comonomer is 
mainly high at the high molecular weight portion. Accord 
ingly, when it is applied to the blow molded product, physical 
properties of the product, Such as Izod impact strength, tensile 
strength and the like, are excellent, in particular, environmen 
tal stress cracking resistance (ESCR), full notch creep test 
(FNCT) and die Swell property are high. In addition, since the 
copolymers each have the relatively high melt flow rate ratio 
(MFRR) and wide molecular weight distribution, the blow 
molding processability is excellent. However, as shown in 
Preparation Examples 5 to 7, a difference in molecular weight 
distribution and BOCD index occurs due to a difference in 
combination of the supported hybrid catalysts. Meanwhile, it 
can be seen that among three types of Supported hybrid met 
allocene catalysts, the polyethylene copolymer prepared by 
using the Supported hybrid metallocene catalyst 3 obtained in 
Preparation Example 7 has the widest molecular weight dis 
tribution and the high content of the comonomer at the high 
molecular weight portion, thus having excellent physical 
properties. 
0184. In addition, the polyethylene copolymer that was 
obtained in Examples 4 to 6 was prepared by changing the 
polymerization process and the comonomer using the Sup 
ported hybrid metallocene catalyst 3 of Preparation Example 
7. The polyethylene copolymers that were obtained in 
Examples 4 to 6 all have the bimodal and wide molecular 
weight distribution, and the content of the comonomer was 
mainly high at the high molecular weight portion. Thus, when 
the copolymers were used for blow molding, physical prop 
erties of the product. Such as IZod impact strength, tensile 
strength and the like, were excellent. In particular, environ 
mental stress cracking resistance (ESCR), full notch creep 
test (FNCT) and die Swell property were high, and the blow 
molding processability were excellent. 
0185. Comparative Example 1 is the same as Examples 
because the metallocene catalyst is used. However, the cata 
lyst in which two types of metallocene compounds are physi 
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cally mixed with each other is used instead of the supported 
hybrid metallocene catalyst. Accordingly, after the polymer 
ization, the polyethylene polymer is Subjected to precise 
analysis. In result, there is a problem in that the alignment 
state of the polymer is not uniform in the unit volume. That is, 
the molecular weight distribution and the BOCD index are 
relatively good, but since the low molecular weight and the 
high molecular weight resin have the nonuniform distribution 
alignment form, physical properties of the product are poor, 
and physical properties of the product are not significantly 
improved even though the extrusion is performed under the 
relatively good condition. 
0186. In Comparative Examples 2 and 3, the catalyst that 
consists of one type of metallocene compound is used, and 
since the molecular weight distribution is narrow regardless 
of the type of loop slurry process and Solution process, the 
processability is poor. In the case of when the used catalyst is 
the metallocene catalyst, the molecular weight distribution is 
slightly narrower as compared to the use of the Ziegler-Natta 
catalyst, and the BOCD Index is slightly higher as compared 
to the Ziegler-Natta catalyst. Meanwhile, physical properties 
of the product, in particular, environmental stress cracking 
resistance (ESCR) and full notch creep test (FNCT) are better 
in the case of when 1-octene of Comparative Example 3 is 
used as the comonomer than in the case of when 1-hexene of 
Comparative Example 2 is used as the comonomer. 
0187. In Comparative Examples 4 and 5, since the Sup 
ported hybrid metallocene catalyst is used, the molecular 
weight distribution is wide compared to the Comparative 
Examples 2 and 3. However, the density is low, and the tensile 
strength at the yield point is poor as compared to Examples of 
the present invention. Further, since a difference in incorpo 
ration performance of the comonomer of two co-supported 
catalysts, the BOCD Index is less than 1. That is, the degree of 
inverse comonomer distribution is mild, and the ratio of the 
tie-molecules at the polymer portion to the low molecular 
weight portion is undesirably increased. Accordingly, even 
though the average density is low, physical properties such as 
ESCR are poor as compared to Examples of the present 
invention 

1. A polyolefin that has 1) a density in the range of 0.93 to 
0.97 g/cm, 2) a BOCD (Broad Orthogonal Co-monomer 
Distribution) index defined by the following Equation 1 in the 
range of 1 to 5, and 3) a molecular weight distribution (weight 
average molecular weight/number average molecular weight) 
in the range of 4 to 10: 

BOCD Index=(Content of SCB at the high molecular 
weight side-Content of SCB at the low molecular 
weight side)/(Content of SCB at the low molecular 
weight side) Equation 1 

wherein the “Content of SCB at the high molecular weight 
side' means the content of the SCB(the number of 
branches/1000 carbon atoms) included in a polymer 
chain having a molecular weight of Mw of the polyolefin 
or more and 1.3xMw or less, and the “Content of SCB at 
the low molecular weight side” means the content of the 
SCB(the number of branches/1000 carbon atoms) 
included in a polymer chain having a molecular weight 
of 0.7xMw of the polyolefin or more and less than Mw. 

2. The polyolefin according to claim 1, wherein a melt flow 
index (190° C., 2.16 kg load condition) of the polyolefinis in 
the range of 0.05 to 2 g/10 min. 
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3. The polyolefin according to claim 1, wherein a melt flow 
rate ratio (MFRR) of the polyolefin is in the range of 40 to 
150. 

4. The polyolefin according to claim 1, wherein a die swell 
ratio of the polyolefin is in the range of 70 to 95%. 

5. The polyolefin according to claim 1, wherein a SCB 
(short chain branching) content per 1,000 carbonatoms of the 
polyolefin is in the range of 0 to 6. 

6. The polyolefin according to claim 1, wherein the poly 
olefin is a copolymer of an olefin monomer and an alpha 
olefin comonomer. 

7. The polyolefin according to claim 6, wherein the content 
of the alpha olefin comonomer is in the range of 0.1 to 45% by 
weight. 

8. The polyolefin according to claim 6, wherein the alpha 
olefin comonomer is one or more selected from the group 
consisting of 1-butene, 1-pentene, 1-hexene, 4-methyl-1-pen 
tene, 1-octene, 1-decene, 1-dodecene, 1-tetradecene, 1-hexa 
decene, 1-octadecene, and 1-eicosene. 

9. The polyolefin according to claim 1, wherein the weight 
average molecular weight of the polyolefin is in the range of 
80,000 to 300,000. 

10. The polyolefin according to claim 1, wherein the poly 
olefin is used for the blow molding purpose. 

11. A Supported hybrid metallocene catalyst, comprising a 
first metallocene compound represented by the following 
Formula 1, a second metallocene compound represented by 
the following Formulae 2, 3 or 4, and a support: 

(L)(L)MQs, Formula 1 

wherein M is a Group 4 transition metal of the periodic 
table, 

L' and L are each independently a hydrogen radical, a 
C1-20 alkyl radical, a C2-20 alkenyl radical, a Co-so aryl 
radical, a Czo alkylaryl radical, a Cz so arylalkyl radi 
cal, a metalloid radical of a Group 14 metal that is 
Substituted with a Cohydrocarbyl radical, or a ligand 
that forms a tetragonal to octagonal ring formed by 
connecting two adjacent carbonatoms using a hydrocar 
byl radical, 

Q is a halogen radical, a C-2 alkyl radical, a C2-20 alkenyl 
radical, a Co-so aryl radical, a C7-so alkylaryl radical, or 
a C7-so arylalkyl radical, and two QS may form a C-20 
hydrocarbon ring, 

p is 1 or 0. 

3 Formula 2) 
(R) 

AY B 4.wC N)- M 
No 

(R), YA 

Formula 3 
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-continued 
Formula 4 

wherein M is a Group 4 transition metal of the periodic 
table; 

R. RandR are same or different from each other, and are 
eachindependently a Coalkyl radical, a Coalkenyl 
radical, a Caso cycloalkyl radical, a Co-so aryl radical, a 
C7-so alkylaryl radical, a Cz-so arylalkyl radical, or a 
Cs-so arylalkenyl radical; 

Q and Q'are same or different from each other, and are each 
independently a halogen radical, a Co alkyl radical, a 
C2-oalkenyl radical, a Co-so aryl radical, a Cz-so alky 
laryl radical, or a Czo arylalkyl radical, and Q and Q' 
may form a C-2 hydrocarbon ring: 

B is a C alkylene radical, dialkylsilicon, germanium, 
alkyl phosphine, or amine, and a bridge that bonds two 
cyclopentadienyl ligands or cyclopentadienyl ligand 
and JR. by using a covalent bond; 

R is a hydrogen radical, a C-20 alkyl radical, a C-20 
alkenyl radical, a Co-so aryl radical, a Cz-so alkylaryl 
radical, or a Czo arylalkyl radical; 

J is a Group 15 or 16 element of the periodic table: 
Z is the number of oxidation of the element of J: 
y is the incorporation number of the element of J: 
a, a', n, and n' are same or different from each other, and are 

each independently a positive integer of 0 or more; 
m is an integer in the range of 0 to 3: 
o is an integer in the range of 0 to 2; 
r is an integer in the range of 0 to 2; 
Y is a hetero atom of O, S, Nor P; 
A is hydrogen or a Co alkyl radical; 
R7s are the same as or different from each other, and are 

each independently selected from hydrogen and a 
methyl radical; and 

Q5 and Q6 are the same as or different from each other, and 
are each independently selected from a methyl radical 
and a chloride radical. 

12. The Supported hybrid metallocene catalyst according to 
claim 11, wherein the second metallocene compound repre 
sented by the Formula 4 is (6-methyl-1,2,3,4-tetrahydro 
quinolin-8-yl)trimethylcyclopentadienyl-".K-NITiCl2. 

13. The supported hybrid metallocene catalyst according to 
claim 11, wherein the first and the second metallocene com 
pounds are Supported in one Support. 

14. A method of preparing a polyolefin of claim 1 by using 
a supported hybrid metallocene catalyst in which at least two 
different metallocene compounds are Supported in one Sup 
port, 

wherein a first metallocene compound, which is one of the 
metallocene compounds, is a compound represented by 
the following Formula 1, and a second metallocene com 
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pound, which is another type of the metallocene com 
pounds, is a compound represented by the following 
Formulae 2, 3 or 4: 

wherein M is a Group 4 transition metal of the periodic 
table, 

L' and L are each independently a hydrogen radical, a 
Coalkyl radical, a Coalkenyl radical, a Clso aryl 
radical, a Cz-so alkylaryl radical, a Cz-so arylalkyl radi 
cal, a metalloid radical of a Group 14 metal that is 
Substituted with a Cohydrocarbyl radical, or a ligand 
that forms a tetragonal to octagonal ring formed by 
connecting two adjacent carbonatoms using a hydrocar 
byl radical, 

Q is a halogen radical, a C-2 alkyl radical, a C2-20 alkenyl 
radical, a Co-so aryl radical, a C7-so alkylaryl radical, or 
a C7-so arylalkyl radical, and two QS may form a C-20 
hydrocarbon ring, 

p is 1 or 0. 

Formula 1 

Formula 2) 

Formula 3 

Formula 4 

R7 

wOS 
N 1 Q6 

wherein M is a Group 4 transition metal of the periodic 
table; 

R. RandR are same or different from each other, and are 
eachindependently a Coalkyl radical, a Coalkenyl 
radical, a C-so cycloalkyl radical, a Co-so aryl radical, a 
C7-so alkylaryl radical, a Cz-so arylalkyl radical, or a 
Cs-so arylalkenyl radical; 

Q and Q'are same or different from each other, and are each 
independently a halogen radical, a Co alkyl radical, a 
C2-oalkenyl radical, a Co-so aryl radical, a Cz-so alky 
laryl radical, or a Czo arylalkyl radical, and Q and Q' 
may form a Cohydrocarbon ring: 

B is a C alkylene radical, dialkylsilicon, germanium, 
alkyl phosphine, or amine, and a bridge that bonds two 
cyclopentadienyl ligands or cyclopentadienyl ligand 
and JR. by using a covalent bond; 
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R is a hydrogen radical, a C-20 alkyl radical, a C-20 
alkenyl radical, a Co-so aryl radical, a Cz-so alkylaryl 
radical, or a Czo arylalkyl radical; 

J is a Group 15 or 16 element of the periodic table: 
Z is the number of oxidation of the element of J: 
y is the incorporation number of the element of J: 
a, a', n, and n' are same or different from each other, and are 

each independently a positive integer of 0 or more; 
m is an integer in the range of 0 to 3: 
o is an integer in the range of 0 to 2; 
r is an integer in the range of 0 to 2; 
Y is a hetero atom of O, S, Nor P; 
A is hydrogen or a Co alkyl radical; 
R7s are the same as or different from each other, and are 

each independently selected from hydrogen and a 
methyl radical; and 

Q5 and Q6 are the same as or different from each other, and 
are each independently selected from a methyl radical 
and a chloride radical. 

15. The method of preparing a polyolefin according to 
claim 14, wherein the second metallocene compound repre 
sented by the Formula 4 is (6-methyl-1,2,3,4-tetrahydro 
quinolin-8-yl)trimethylcyclopentadienyl-".K-NITiCl2. 

16. The method of preparing a polyolefin according to 
claim 14, wherein the first metallocene compound is a cata 
lyst used to obtain a polyolefin having a low molecular weight 
in the range of 1,000 to 100,000, the second metallocene 
compound is a catalyst used to obtain a polyolefin having a 
high molecular weight in the range of 10,000 to 1,000,000, 
and the molecular weight of the polyolefin obtained by the 
second metallocene compound is higher than the molecular 
weight of the polyolefin obtained by the first metallocene 
compound. 

17. The method of preparing a polyolefin according to 
claim 14, wherein the supported hybrid metallocene catalyst 
is manufactured by using a method which comprises: 

a) bringing a Supported metallocene catalyst in which at 
least one metallocene compound is Supported into con 
tact with a cocatalyst to manufacture an activated Sup 
ported metallocene catalyst, and 

b) additionally Supporting one or more metallocene com 
pounds that are different from the metallocene com 
pound in the activated Supported metallocene catalyst. 

18. The method of preparing a polyolefin according to 
claim 17, wherein the cocatalyst comprises a Group 13 metal 
of the periodic table, and a molar ratio of the Group 13 
metal/Group 4 metal of the supported hybrid metallocene 
catalyst is in the range of 1 to 10,000. 

19. The method of preparing a polyolefin according to 
claim 17, wherein the cocatalyst is selected from the group 
consisting of trimethylaluminum, triethylaluminum, tri 
isobutylaluminum, trioctylaluminum, methylaluminoxane, 
ethylaluminoxane, isobutylaluminoxane, butylaluminoxane, 
tripentafluorophenylboron, and tributylammoniumtetrapen 
tafluorophenylboron. 

20. The method of preparing a polyolefin according to 
claim 14, wherein the content of the Group 4 metal of the 
supported hybrid metallocene catalyst is in the range of 0.1 to 
20% by weight. 

21. The method of preparing a polyolefin according to 
claim 14, wherein the Supporting amount of the second met 
allocene compound in the Supported hybrid metallocene cata 
lyst is in the range of 0.5 to 2 moles based on 1 mole of the first 
metallocene compound. 
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22. The method of preparing a polyolefin according to slurry polymerization reactor, a loop slurry reactor, a gas 
claim 14, wherein the supported hybrid metallocene catalyst phase reactor, or a solution reactor. 
further comprises the cocatalyst, and the Supporting amount 24. The method of preparing a polyolefin according tO 
of the cocatalyst is in the range of 1 to 10,000 moles based on claim 14, wherein a polymerization temperature is in the 
the metal included in the cocatalyst in respects to 1 mole of range of 25 to 500° C., and a polymerization pressure is in the 2 

the metal included in the first and second metallocene com- range of 1 to 100 Kgf/cm. 
pounds 25. A blow molded material comprising the polyolefin of 

claim 1. 
23. The method of preparing a polyolefin according to 

claim 14, wherein the polyolefin is prepared in a continuous 


