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(57) Construction of a rolling bearing unit with a com-
bined seal ring that enables press fitting of a cylindrical
section 15 of a slinger 13 to be pressure fitted on to a
slinger fitting surface 20 of an inner ring 19a without losing
the seal between the slinger fitting surface 20 and the
cylindrical section 15 is achieved. Of the surface of the
inner ring 19a, the continuous section that comprises a
portion corresponding to the slinger fitting surface portion
20, a portion corresponding to the chamfered section 25a
and a joining section 27a between these portions are
simultaneously ground with a formed grindstone. As a
result, the continuous section is entirely formed into a flat
surface with no non-differential corners in the cross sec-
tion, or in other words, with no sharp corners.
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Description

TECHNICAL FIELD

[0001] The present invention relates to a rolling bearing
unit for supporting a wheel of an automobile, for example,
such that the wheel rotates freely with respect to a sus-
pension, and more particularly relates to the improve-
ment of a rolling bearing unit with combined seal ring,
and the manufacturing method thereof; wherein the
opening on the end section of an annular space, which
is located between the opposing circumferential surfaces
of a rotational-side ring and a stationary-side ring where
a plurality of rolling elements are located, is sealed by a
combined seal ring that comprises a slinger and a seal
ring.

BACKGROUND ART

[0002] FIG. 15 and FIG. 16 illustrate an example of
conventional construction of a rolling bearing unit for sup-
porting a wheel of an automobile such that the wheel
rotates freely with respect to the suspension. In the rolling
bearing unit 1 that is illustrated in FIG. 15 and FIG. 16,
an outer ring 2, which is a stationary-side ring that does
not rotate during operation and that is supported by and
fastened to the suspension, and a hub 3, which is a ro-
tational-side ring that rotates during operation and is fas-
tened to and supports the wheel, are arranged so as to
be concentric with each other. A plurality of balls 6, which
are rolling elements are arranged between each of two
rows of outer raceways 4, which are each stationary-side
raceways, that are formed around the inner circumferen-
tial surface of the outer ring 2, and two rows of inner
raceways 5, which are each rotational-side raceways,
that are formed around the outer circumferential surface
of the hub 3. The balls 6 are held by a retainer 7 so as
to be able to roll freely. The hub 3 comprises a hub body
18 and an inner ring 19 that is fastened around the inside
end in the axial direction of the hub body 18. In this spec-
ification, the "outside" in the axial direction means the
outside in the width direction of the vehicle when the bear-
ing is assembled in the vehicle, or in other words, indi-
cates the left side in each of the drawings. On the other
hand, the "inside" in the axial direction means the center
side in the width direction of the vehicle, or in other words,
indicates the right side in each of the drawings. Of the
inner raceways 5, the inner raceway 5 that is on the out-
side in the axial direction is formed around the outer cir-
cumferential surface in the middle section in the axial
direction of the hub body 18, and the inner raceway 5
that is on the inside in the axial direction is formed around
the outer circumferential surface of the inner ring 19. In
the case of a bearing that is used in a heavy vehicle,
rollers may be used instead of balls as the rolling ele-
ments.
[0003] The openings on both end sections of the an-
nular space 8 between the inner circumferential surface

of the outer ring 2 and the outer circumferential surface
of the hub 3, where the balls 6 are located, are respec-
tively sealed all the way around by a seal ring 9 and a
combined seal ring 10. As a result, it is possible to prevent
grease leakage from the annular space 8 to the external
space, and it is possible to prevent foreign matter such
as moisture, dust and the like that exists in the external
space from entering inside the annular space 8. The seal
ring 9 comprises a circular ring-shaped seal member 11
made of an elastic material and a circular ring-shaped
metal insert 12 that reinforces the seal member 11. With
this metal insert 12 fastened around the outside end sec-
tion in the axial direction of the outer ring 2 by a tight fit,
the tip end edges of a plurality of seal lips of the seal
member 11 are brought in sliding contact all the way
around the outer circumferential surface of the middle
section in the axial direction of the hub body 18.
[0004] Moreover, the combined seal ring 10 comprises
a slinger 13 and a seal ring 14. The slinger 13 is formed
into a circular ring-shape around the entire circumference
with an L-shaped cross section by punching or bending
metal plate using a stamping process such as a burring
process, and comprises: a cylindrical section 15 that ex-
tends in the axial direction; a circular ring section 16 that
is bent outward in the radial direction from the edge on
the inside end in the axial direction of the cylindrical sec-
tion 15, and a curved section 17 having an arc shaped
cross section that exists in the connecting section be-
tween the cylindrical section 15 and the circular ring sec-
tion 16. This kind of slinger 13 is fastened to the inner
ring 19 by fitting the cylindrical section 15 onto the cylin-
drical shaped slinger fitting surface 20 that is formed
around the outer circumferential surface of the inside end
in the axial direction of the inner ring 19 by a tight fit (press
fit). Moreover, the seal ring 14 comprises a circular ring-
shaped seal member 21 that is made of an elastic ma-
terial, and a circular ring-shaped metal insert 22 that re-
inforces the seal member 21. This kind of seal ring 14 is
fastened to the outer ring 2 by fitting the cylindrical section
23 that is formed on the outer peripheral edge section of
the metal insert 22 into the cylindrical shaped seal ring
fitting surface 24 that is formed around the inner circum-
ferential surface on the inside end section in the axial
direction of the outer ring 2 by a tight fit (press+ fit). In
this state, the tip end edges of a plurality of seal lips of
the seal member 21 are brought into sliding contact all
the way around the circumference of the surface of the
slinger 13. Chamfered sections 25, 26 having an arc
shaped cross section are formed on the edge section on
the inside end in the axial direction of the outer circum-
ferential surface of the inner ring 19 and the edge section
on the inside end in the axial direction of the inner cir-
cumferential surface of the outer ring 2. These chamfered
sections 25, 26 function as guides when the press fitting
of the cylindrical sections 15, 23 onto the slinger fitting
surface 20 and into the seal ring fitting surface 24 from
the inside in the axial direction is carried out.
[0005] When manufacturing this kind of rolling bearing
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unit 1, the outer ring 2 and hub 3 (hub body 18, inner ring
19) are made by going through a plurality of processes
such as a turning process for obtaining a specified shape
and dimensions, heat treatment for increasing hardness
and toughness, and grinding for preparing the surface
precision and surface roughness of the outer raceways
4, inner raceways 5, seal ring fitting surface 24 and slinger
fitting surface 20. Of these, as a method for efficiently
performing grinding, JP2006-329322(A) discloses a
method as illustrated in FIG. 17 of grinding both the inner
raceway 5 on the inside in the axial direction and the
slinger fitting surface 20 at the same time by a formed
grindstone 31, and a method as illustrated in FIG. 18 of
grinding both the outer raceway 4 on the inside in the
axial direction and the seal ring fitting surface 24 at the
same time using a formed grindstone 35.
[0006] Incidentally, when performing grinding by the
methods illustrated in FIG. 17 and FIG. 18 and described
above, there is a possibility that the following problems
may occur. That is, when manufacturing the inner ring
19, the slinger fitting surface 20 and the chamfered sec-
tion 25 that are adjacent to each other are formed by
turning before heat treatment such that in the state before
heat treatment the edges of the respective ends are
smoothly continuous with each other. The same is also
true for the seal ring fitting surface 24 and the chamfered
section 26 when manufacturing the outer ring 2.
[0007] However, after undergoing heat treatment, in
the state after grinding has been performed, the contin-
uous section between the edges of the end sections is
no longer smooth. In other words, in the inner ring 19, of
the slinger fitting surface 20 and the chamfered section
25, only the slinger fitting surface 20 is ground, and in
the outer ring 2, of the seal ring fitting surface 24 and the
chamfered section 26, only the seal ring fitting surface
24 is ground, so an edge section comprising a sharp cor-
ner section (a non-differential corner section in the cross-
sectional shape) is formed in the joining section 27 be-
tween the ground slinger fitting surface 20 and the turned
chamfered section 25, and in the joining section 32 be-
tween the ground seal ring fitting surface 24 and the
turned chamfered section 26.
[0008] Particularly, because the difference in the thick-
ness at each site of the inner ring 19 and the outer ring
2 is large, it becomes easy for the difference in the amount
of thermal expansion during heat treatment at each site
to become large, and a loss of roundness after heat treat-
ment also becomes large, so it becomes necessary to
take away large cutting stock during the grinding proc-
esses above. As a result, the tip ends of the edge sections
in the joining section 27 and joining section 32 become
sharp, and are formed unevenly around the circumfer-
ence. Therefore, when press fitting the cylindrical section
15 of the slinger 13 over the slinger fitting surface 20,
and the cylindrical section 23 of the seal ring 14 over the
seal ring fitting surface 24 from the inside in the axial
direction, the joining section 27 and joining section 32 do
not function properly as guides for putting the cylindrical

section 15 and cylindrical section 23 onto the slinger fit-
ting surface 20 and the seal ring fitting surface 24, so
there is a possibility that the slinger 13 and seal ring 14
will be tilted, or that the inner circumferential surface of
the cylindrical section 15 and the outer circumferential
surface of the cylindrical section 23 will be damaged in
the axial direction by the edge sections.
[0009] Particularly, in the case of the slinger 13, the
rigidity of the cylindrical section 15 becomes higher closer
to the circular ring section 16. Therefore, when the tight
fit of the cylindrical section 15 on the slinger fitting surface
20 is uniformly set all around, the surface pressure be-
tween slinger fitting surface 20 and the cylindrical section
15 becomes higher closer to the circular ring section 16.
This means that the width and depth of damage in the
axial direction to the inner circumferential surface of the
cylindrical section 15 during press fitting becomes great-
er in the portion nearer to the circular ring section 16, and
is the greatest in the portion the closest to the circular
ring section 16, or in other words, at the inside end section
in the axial direction of the inner circumferential surface
of the cylindrical section 15. Moreover, as damage is
formed, chips that are removed from the inner circumfer-
ential surface of the cylindrical section 15 act as built-up
edges that become larger as press fitting proceeds, and
the cross-sectional area of the damage also becomes
large. As a result, the damage penetrates through the
inside end section in the axial direction of the inner cir-
cumferential surface of this cylindrical section 15, and it
becomes easy for damage, whose cross-sectional area
becomes larger going toward the inside in the axial di-
rection, to be formed along the entire length in the axial
direction.
[0010] In the case of the seal ring 14 as well, as the
press fitting described above proceeds, there is a possi-
bility that damage will occur along the entire length in the
axial direction of the outer circumferential surface of the
cylindrical section 23 of the metal insert 22, or in other
words, in the portion that fits with and comes in contact
with the seal ring fitting surface 24. However, in the case
of the conventional construction described above, the
outer edge section of the seal member 21 that is fastened
to the metal insert 22 comes in elastic contact all around
the inner circumferential surface on the inside end sec-
tion in the axial direction of the outer ring 2. Therefore,
even though damage occurs along the entire length in
the axial direction of the outer circumferential surface of
the cylindrical section 23, the outer edge section around
the seal member 21 is able to maintain the seal between
the cylindrical section 23 and the seal ring fitting surface
24 to a certain extent.
[0011] On the other hand, in the case of the slinger 13,
unlike the case of the seal ring 14, there is no seal mem-
ber. Therefore, as the press fitting described above pro-
ceeds and damage is formed along the entire length in
the axial direction on the inner circumferential surface of
the cylindrical section 15 of the slinger 13, this damage
causes the seal at the area of fit between the cylindrical
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section 15 and the slinger fitting surface 20 to be lost. In
other words, due to this damage, it becomes easier for
grease inside the annular space 8 to leak out into the
external space, and for foreign matter such as moisture,
dust and the like that exists in the external space to enter
into the annular space 8.

[Related Literature]

[Patent Literature]

[0012]

[Patent Literature 1] Japanese Patent Application
No. 2006-329322

SUMMARY OF THE INVENTION

[Problem to be Solved by the Invention]

[0013] In consideration of the situation described
above, the object of the present invention is to provide a
rolling bearing unit with seal ring, and the manufacturing
thereof wherein the rolling bearing unit is assembled such
that there is no loss in the seal in the fitting section be-
tween at least one race and the slinger.

[Means for Solving the Problems]

[0014] The rolling bearing unit with a combined seal
ring of the present invention comprises a rolling bearing
unit and a combined seal ring.
[0015] The rolling bearing unit comprises: a rotational-
side ring and a stationary-side ring that are arranged con-
centric with each other; and a plurality of rolling elements
that are located between a rotational-side track and a
stationary-side track that are formed on opposing circum-
ferential surfaces of the rotational-side ring and the sta-
tionary-side ring so as to be able to roll freely.
[0016] The combined seal ring comprises a slinger and
a seal ring that seal the openings of an annular space
that exists between the opposing circumferential surfac-
es of the rotational-side ring and the stationary-side ring.
[0017] The slinger is made of metal plate that is entirely
formed into a circular ring shape that includes a cylindrical
section in part of the radial direction that extends in the
axial direction. More specifically, the slinger is formed
entirely into a circular ring shape by stamping process
such as pressing or bending, and comprises a cylindrical
section that extends in the axial direction, and a circular
ring section that extends in the radial direction from the
inside end section in the axial direction of the cylindrical
section. The cylindrical section is fitted onto a cylindrical
shaped slinger fitting surface, which is formed on a por-
tion in the axial direction of the circumferential surface of
one of the rotational-side ring or stationary-side ring that
faces the circumferential surface of the other ring, with a
tight fit by performing press fitting from one side in the

axial direction of the slinger fitting surface.
[0018] The seal ring comprises a circular ring shaped
metal insert and a circular ring shaped seal member
made of an elastic material and reinforced by the metal
insert. The metal insert fits on a portion in the axial direc-
tion of the circumferential surface of the other ring that
faces the slinger, and the tip end sections of a plurality
of seal lips of the seal member comes into sliding contact
around the entire surface of the slinger.
[0019] Particularly, in the rolling bearing unit with a
combined seal ring of the present invention; by simulta-
neously grinding with a formed grindstone a continuous
section of the surface of the one ring that comprise a
portion corresponding to the slinger fitting surface, a por-
tion corresponding to another surface that is adjacent to
one side in the axial direction of the slinger fitting surface,
and a joining section between the portion corresponding
to the slinger fitting surface and the portion corresponding
to the other surface after performing heat treatment of
the one ring, the continuous section is entirely formed
into a smooth, continuous flat surface with no sharp cor-
ners, or in other words no non-differential corners in the
cross-sectional shape.
[0020] Moreover, in the manufacturing method for the
rolling bearing unit with a combined seal ring of the
present invention, by simultaneously grinding with a
formed grindstone the continuous section of the surface
of the one ring that comprise a portion corresponding to
the slinger fitting surface, a portion corresponding to an-
other surface that is adjacent to one side in the axial
direction of the slinger fitting surface, and a joining section
between the portion corresponding to the slinger fitting
surface and the portion corresponding to the other sur-
face after performing heat treatment of the one ring, the
continuous section is entirely formed into a smooth, con-
tinuous flat surface with no sharp corner, or in other
words, with no non-differential corners in the cross-sec-
tional shape.
[0021] The present invention can also be applied to a
rolling bearing unit with a combined seal ring, wherein
the metal insert of the seal ring is made of metal plate
and is entirely formed into a circular ring shape that in-
cludes a cylindrical section in part of the radial direction
that extends in the axial direction, such that the cylindrical
section is fitted onto a cylindrical shaped seal ring fitting
surface, which is formed on a portion in the axial direction
of the circumferential surface of the other ring that faces
the slinger, with a tight fit by performing press fitting from
on side in the axial direction of the seal ring fitting surface.
[0022] In this case, by simultaneously grinding with a
formed grindstone the continuous section of the surface
of the other ring that comprise a portion corresponding
to the seal ring fitting surface, a portion corresponding to
another surface that is adjacent to one side in the axial
direction of the seal ring fitting surface, and a joining sec-
tion between the portion corresponding to the seal ring
fitting surface and the portion corresponding to the other
surface after heat treatment of the other ring, the con-
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necting portions entirely become a smooth, continuous
flat surface with no sharp corners, or in other words, with
non-differential corners in the cross-sectional shape.
[0023] Similarly, in the manufacturing method, in ad-
dition to making part of one ring a smooth, continuous
flat surface after heat treatment of the one ring, by simul-
taneously grinding with a formed grindstone a continuous
section of the surface of the other ring that comprise a
portion corresponding to the seal ring fitting surface, a
portion corresponding to another surface that is adjacent
to one side in the axial direction of the seal ring fitting
surface, and a joining section between the portion cor-
responding to the seal ring fitting surface and the portion
corresponding to the other surface after heat treatment
of the other ring, the continuous section entirely become
a smooth, continuous flat surface with no sharp corners,
or in other words, with no non-differential corners in the
cross-sectional shape.
[0024] Moreover, when embodying the rolling bearing
unit with a combined seal ring of the present invention,
when a slinger that comprises: a cylindrical section; a
circular ring section that is bent in the radial direction
toward the other ring from the edge of one end in the
axial direction, which is the edge of the end in the axial
direction of the cylindrical section on the opposite side
(side on one end in the axial direction) from the press
fitting direction of the cylindrical section onto the slinger
fitting surface; and a curved section having an arc shaped
cross section that is located in the connecting section
between the circular ring section and the cylindrical sec-
tion is used as the slinger, preferably, only the other end
section and middle section in the axial direction of the
cylindrical section that exist in the tip end side (other end
side in the axial direction) and the middle section of the
press fitting direction of the cylindrical section onto the
slinger fitting surface, is fitted onto the slinger fitting sur-
face by a tight fit by performing press fitting from one side
in the axial direction of the slinger fitting surface.
[0025] Each form of the invention can be used inde-
pendently or can be combined together.

Effect of the Invention

[0026] In the rolling bearing unit with combined seal
ring of the present invention, of the surface of the one
ring, the joining section between the portion correspond-
ing to the slinger fitting surface and the portion corre-
sponding to another surface that is adjacent to one side
in the axial direction of the slinger fitting surface has no
non-differential corners, or in other words no sharp cor-
ners in the cross section, such that the portion of this
joining section is a smooth, flat surface. The case of this
joining section having corners with rounded tip ends is
also included in the concept of this continuous, flat
smooth surface. Furthermore, the portion of this joining
section is a portion in which there is hardly any waviness
in the circumferential direction. In other words, when
press fitting the cylindrical section of the slinger onto the

slinger fitting surface, the portion of the joining section
normally functions as a guide for putting this cylindrical
section onto the slinger fitting surface, so together with
being able to prevent inclination of the slinger, is shaped
such that it is difficult for damage to occur in the axial
direction on the circumferential surface of this cylindrical
section. Therefore, it becomes difficult for the problem of
losing a seal in the fit between one ring and the slinger
due to damage in the axial direction on the circumferential
surface of this cylindrical section during press fitting.
[0027] Moreover, in the rolling bearing unit with com-
bined seal ring of the present invention, of the surface of
the other ring, the joining section between the portion
corresponding to the seal ring fitting surface and the por-
tion corresponding to another surface that is adjacent in
the axial direction of the seal ring fitting surface is a
smooth, flat surface with no non-differential corners in
the cross-section, and is a portion with hardly any wavi-
ness in the circumferential direction. Therefore, when
press fitting the cylindrical section of the metal insert of
the seal ring onto the seal ring fitting surface, this joining
section as well normally functions as a guide for putting
the cylindrical section onto the seal ring fitting surface,
so a similar effect can be obtained.
[0028] On the other hand, when only the other end sec-
tion and the middle section in the axial direction of the
cylindrical section of the slinger is pressure fitted onto
the slinger fitting surface from one side in the axial direc-
tion of this slinger fitting surface, and during press fitting,
even though the joining section between the portion cor-
responding to the slinger fitting surface and the portion
corresponding to the other surface that is adjacent to one
side in the axial direction of the slinger fitting surface has
a non-differential corner, or in other words, a sharp corner
in the cross section shape, and damage in the axial di-
rection occurs on the circumferential surface of the cy-
lindrical section of the slinger, that damage in the axial
direction does not pass trough in the axial direction
through the fitting section between the slinger fitting sur-
face and the slinger. In other words, formation of this
damage in the axial direction stops at the end second on
the external space side of the fitting section and does not
open up into the external space. Therefore, it is possible
to avoid the problem of damage penetrating in the axial
direction through the fitting section, causing a large loss
in the seal of this fitting section.
[0029] In this form, it is possible to substantially in-
crease the contact width in the axial direction between
the slinger fitting surface and the surface of the cylindrical
section of the slinger, and/ or it is possible to obtain the
effect of being able to make the contact pressure between
the slinger fitting surface and the surface of the cylindrical
section of the slinger uniform around the entire circum-
ference. Therefore, it is possible to improve robustness,
and it is possible to simplify the design for improving the
seal in the fitting section between the slinger fitting sur-
face and the cylindrical section.
[0030] Each form of devising the shape of the joining
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section can be applied independently, however, prefer-
ably these forms are applied together.

BRIEF DESCRIPTION OF THE DRAWINGS

[0031]

FIG. 1 illustrates a first example of an embodiment
of the present invention, and is an enlarged cross-
sectional view illustrating the fitted state of a com-
bined seal ring.
FIG. 2 is a partial cross-sectional view illustrating a
grinding method for grinding the surface of the inner
ring of the first example.
FIG. 3 is an enlarged view of part α in FIG. 2.
FIG. 4 is a partial cross-sectional view illustrating a
grinding method for grinding the surface of the outer
ring of the first example.
FIG. 5 is an enlarged view of part β in FIG. 4.
FIG. 6 illustrates a second example of an embodi-
ment of the present invention, and is an enlarged
cross-sectional view of the inside end section in the
axial direction of the fitting section between the inner
ring and the slinger.
FIG. 7 illustrates a third example of an embodiment
of the present invention, and is an enlarged cross-
sectional view illustrating the state immediately be-
fore press fitting the slinger over the outer circum-
ferential surface of the inner ring.
FIG. 8 illustrates a fourth example of an embodiment
of the present invention, and is a cross-sectional
view similar to FIG. 1.
FIG. 9 illustrates a fifth example of an embodiment
of the present invention, and is a cross-sectional
view similar to FIG. 1.
FIG. 10 illustrates a variation of the fifth example of
an embodiment of the present invention, and is a
cross-sectional view similar to FIG. 1.
FIG. 11 illustrates another variation of the fifth ex-
ample of an embodiment of the present invention,
and is a cross-sectional view similar to FIG. 1.
FIG. 12 illustrates a sixth example of an embodiment
of the present invention, and is a cross-sectional
view similar to FIG. 1.
FIG. 13 illustrates a seventh example of an embod-
iment of the present invention, and is a cross-sec-
tional view similar to FIG. 1.
FIG. 14 illustrates a variation of the seventh example
of an embodiment of the present invention, and is a
cross-sectional view similar to FIG. 1.
FIG. 15 is a cross-sectional view illustrating an ex-
ample of conventional construction.
FIG. 16 is an enlarged cross-sectional view of part
γ in FIG. 15.
FIG. 17 is a partial cross-sectional view illustrating
an example of a conventional grinding method for
grinding the surface of the inner ring.
FIG. 18 is a partial cross-sectional view illustrating

an example of a conventional grinding method for
grinding the surface of the outer ring.

EMBODIMENT OF CARRYING OUT THE INVENTION

[First Example of Embodiment]

[0032] FIG. 1 to FIG. 5 illustrate a first example of an
embodiment of the present invention. The features of this
example are how the shape of the outer circumferential
surface of the inside end section in the axial direction of
the inner ring 19a, the shape of the inner circumferential
surface of the inside end section in the axial direction of
the outer ring 2a, and the processing methods of these
are devised. The construction and function of the other
parts are the same as in the conventional construction
illustrated in FIG. 15 and FIG. 16 described above, so
redundant drawings and explanations are omitted or sim-
plified, such that the explanation below centers on the
features of this example.
[0033] In this example, of the outer circumferential sur-
face of the inner ring 19a, the entire continuous section
of the portion corresponding to the cylindrical shaped
slinger fitting surface 20 that is on the inside end section
in the axial direction, the portion on the outer diameter
side (portion on the outside in the axial direction) of the
arc shaped chamfered section 25a that is on the edge of
the inside end in the axial direction, and the joining sec-
tion 27a between both of these portions have a cross-
sectional shape that is a non-differential corner section,
or in other words, are not sharp corners but are ground
surfaces (flat smooth surfaces) that are continuously
smooth. Therefore, in this example, in the finishing stage
of the manufacturing process of the inner ring 19a, or in
other words, as illustrated in FIG. 2 and FIG. 3, in the
stage after the turning process for obtaining a specified
shape and dimensions, and heat treatment for increasing
hardness and toughness have been sequentially per-
formed, of the surface of the inner ring 19a, grinding is
performed simultaneously using a formed grindstone 31
a on the portion corresponding to the outside end surface
43 in the axial direction, the portion corresponding to the
counter bore 28 that is near the outside end in the axial
direction, the portion corresponding to the inner raceway
5, the portion corresponding to the slinger fitting surface
20, the portion of the outer diameter side of the chamfered
section 25a, the joining section 29 between the portion
corresponding to the counter bore 28 and the portion
corresponding to the inner raceway 5, the joining section
30 between the portion corresponding to the inner race-
way 5 and the portion corresponding to the slinger fitting
surface 20 and the joining section 27a between the por-
tion corresponding to the slinger fitting surface 20 and
the portion of the outer diameter side of the chamfered
section 25a.
[0034] In this example, the center axis of rotation X of
the grindstone 31 a is arranged in an orthogonal direction
to the direction of the contact angle α that is applied by
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the inner raceway 5 on the rolling element 6 (FIG. 15),
and the feed direction of cutting by the grindstone 31 a
nearly matches the direction of this contact angle α (di-
rection orthogonal to the center axis of rotation X). More-
over, in this example, in order that the inner raceway 5
has a precise contour shape, and has a ground surface
having good roughness that can be eliminated during the
super finishing process, which is a post process, a grind-
stone 31 a is selected and used that is high grade and
has relatively fine grain. Typically, in the case of this kind
of grindstone 31 a, when the inclination angle of the
processing surface with respect to the cutting feed direc-
tion is less than 45 degrees, it becomes easy for clogging
to occur on the processing surface, and as a result, it
becomes easy for grinding burns or grinding cracks to
occur on the processed surface. Therefore, in this exam-
ple, only the cross-sectional shape of the portion (portion
in area P in FIG. 3) facing the portion on the outer diam-
eter side of the chamfered section 25a (portion of the
chamfered section 25a where the inclination of the tan-
gent line with respect to the cutting feed direction is 45
degrees or more) of the processing surface of the grind-
stone 31 a is an arc shape that matches the cross-sec-
tional shape of that portion on the outer diameter side,
and the cross-sectional shape of the portion that is further
on the inside in the axial direction (right side in FIG. 3) is
straight with an inclination angle θa that is 45 degrees
with respect to the cutting feed direction.
[0035] As described above, the cutting feed direction
of the grindstone 31 a coincides with the direction of the
contact angle α. This contact angle α is always about 30
to 40 degrees with respect to the radial direction of the
inner ring 19a. Therefore, the grinding range for the
chamfered section 25a is the range from the edge on the
outside end in the axial direction of the chamfered section
25a to about 15 to 5 degrees with respect to the radial
direction of the inner ring 19a (toward the inside in the
axial direction). In this example, the inclination angle of
the grinding range of the chamfered section 25a with re-
spect to the cutting feed direction is greater than the in-
clination angle of the slinger fitting surface 20, so it is
possible for the surface roughness of the ground surface
of the chamfered section 25a to be better than the surface
roughness of the slinger fitting surface 20. Therefore,
within this grinding range of the chamfered section 25a,
it is possible to improve the function of the chamfered
section 25a as a guide for putting the slinger 13 onto the
slinger fitting surface 20 during press fitting.
[0036] Moreover, in this example, of the inner circum-
ferential surface of the outer ring 2a, the entire continuous
section of the portion corresponding to the cylindrical seal
ring fitting surface 24 that is on the inside end section in
the axial direction, the portion on the inner diameter side
of the arc shaped chamfered section 26a that is on the
edge on the inside end in the axial direction (portion on
the outside in the axial direction), and the joining section
32a between these portions have a cross-sectional
shape that is a non-differential corner section, or in other

words, are not sharp corners but are ground surfaces
(flat smooth surfaces) that are continuously smooth.
Therefore, in this example, in the finishing stage of the
manufacturing process of the outer ring 2a, or in other
words, as illustrated in FIG. 4 and FIG. 5, in the stage
after the turning process for obtaining a specified shape
and dimensions, and heat treatment for increasing hard-
ness and toughness have been sequentially performed,
of the surface of the outer ring 2a, grinding is performed
simultaneously using a formed grindstone 35a on the
continuous section comprising a portion of the outer race-
way 4 on the inside in the axial direction, a portion of the
counter bore 33 that is in the portion near the inside end
in the axial direction, and the joining section 34 between
both of these portion, and the continuous section com-
prising the portion corresponding to the seal ring fitting
surface 24, the portion on the inner-diameter side of the
chamfered section 26a, and the joining section 32a be-
tween both of these portions.
[0037] In this example, the center axis of rotation Y of
the grindstone 35a is parallel with the center axis of the
outer ring 2a, and the cutting feed direction of the grind-
stone 35a coincides with the radial direction of the outer
ring 2a. Moreover, in this example, in order that the outer
raceway 4 can be processed to a ground surface having
an accurate contour shape and good roughness that can
be eliminated during super finishing in a later process, a
high-grade grindstone having a comparatively fine grain
size is selected and used as the grindstone 35a.
[0038] For the same reason, of the processing surface
of the grindstone 35a, only the cross-sectional shape of
the portion (portion Q in FIG. 5) that faces the portion on
the inner-diameter side of the chamfered section 26a
(portion of the chamfered section 26a where the inclina-
tion angle of the tangent line with respect to the cutting
feed direction is 45 degrees or greater) is an arc shape
that matches the cross-sectional shape of that portion on
the inner diameter side, and the cross-sectional shape
of the portion further on the inside in the axial direction
(right side in FIG. 4) is straight and has an inclination
angle θb with respect to the cutting feed direction that is
45 degrees. As described above, the cutting feed direc-
tion of the grindstone 35a coincides with the radial direc-
tion of the outer ring 2a, so the grinding range of the
chamfered section 26a is a range from the edge on the
outside end in the axial direction of the chamfered section
26a to 45 degrees with respect to the radial direction of
the outer ring 2a (going toward the inside in the axial
direction). Similarly, the inclination angle of the grinding
range of the chamfered section 26a with respect to the
cutting feed direction is greater than the inclination angle
of the seal ring fitting surface 24, so the surface rough-
ness of the grinding range of this chamfered section 26a
can be made to be better than the surface roughness of
the seal ring fitting surface 24. Therefore, in the grinding
range of this chamfered section 26a, it is possible to im-
prove the function of the chamfered section 26a as a
guide for putting the seal ring 14 onto the seal ring fitting
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surface 24 during press fitting.
[0039] In the case of the rolling bearing unit with a com-
bined seal ring of this example constructed as described
above and the manufacturing method thereof, of the sur-
face of the inner ring 19a, the cross-sectional shape of
the joining section 27a between the portion correspond-
ing to the slinger fitting surface 20 and the portion on the
outer diameter side of the chamfered section 25a is not
a non-differential sharp corner, and there is hardly any
waviness in the circumferential direction. In other words,
when press fitting the cylindrical section 15 of the slinger
13 onto the slinger fitting surface 20, it is difficult for the
joining section 27a to cause damage in the axial direction
to the inner circumferential surface of the cylindrical sec-
tion 15. Therefore, when performing this press fitting, it
is possible to make it difficult for the problem of losing
the seal between the inner ring 19a and the slinger 13
due to damage in the axial direction on the inner circum-
ferential surface of the cylindrical section 15 from occur-
ring. Furthermore, the surface roughness of the portion
on the outer diameter side of the chamfered section 25a
is better than the surface roughness of the slinger fitting
surface 20, so during the press fitting described above,
it is possible to avoid the problem of the slinger 13 getting
caught on the portion on the outer diameter side of the
chamfered section 25a, and the orientation of the slinger
13 becoming tilted.
[0040] Moreover, in this example, of the surface of the
outer ring 2a, the cross-sectional shape of the joining
section 32a between the portion corresponding to the
seal ring fitting surface 24 and the portion on the inner
diameter side of the chamfered section 26a is not a non-
differential, sharp corner, and there is hardly any wavi-
ness in the circumferential direction. In other words, when
press fitting the cylindrical section 23 of the metal insert
22 of the seal ring 14 over the seal ring fitting surface 24,
it is difficult for the joining section 32a to cause damage
in the axial direction to the outer circumferential surface
of the cylindrical section 23. Therefore, when performing
this press fitting, it is possible to make it difficult for the
problem of losing the seal between the outer ring 2a and
the seal ring 14 due to damage in the axial direction on
the outer circumferential surface of the cylindrical section
23 from occurring. Furthermore, the surface roughness
of the portion on the inner diameter side of the chamfered
section 26a is better than the surface roughness of the
seal ring fitting surface 24, so during the press fitting de-
scribed above, it is possible to avoid the problem of the
seal ring 14 getting caught on the portion on the inner
diameter side of the chamfered section 26a, and the ori-
entation of the seal ring 14 becoming tilted.
[0041] In the case of the first example described above,
the grinding range of the chamfered section 25a of the
inner ring 19a tends to be less than the grinding range
of the chamfered section 26a of the outer ring 2a, how-
ever, the diameter of the edge on the inside end in the
axial direction of the grinding range of the chamfered
section 25a of the inner ring 19a must be at least less

than the inner diameter dimension of the cylindrical sec-
tion 15 of the slinger 13 before press fitting. When it ap-
pears not to be possible to maintain the grinding range
of the chamfered section 25a of the inner ring 19a enough
to meet such a requirement, the requirement described
above is met by making the inclination angle θa less than
45 degrees, and more specifically, less than an amount
such that clogging of the processing surface does not
easily occur, or by changing the shape and dimensions
of the chamfered section 25a of the inner ring 19a. Alter-
natively, the inclination angle of the center axis of rotation
of the grindstone 31 a with respect to the center axis of
the inner ring 19a can be less than in the first example
above.

[Second Example of Embodiment]

[0042] FIG. 6 illustrates a second example of an em-
bodiment of the present invention. In this example, the
chamfered section 25b that is formed on the inside end
section in the axial direction of the outer circumferential
surface of the inner ring 19b comprises a complex curved
surface that is a combination of an arc shaped convex
surface section 36 that is formed by turning before heat
treatment of the inner ring 19b, and a conical surface
section 37 on the outer diameter side that is formed by
grinding after the heat treatment. In other words, in this
example, after a chamfered section having a simple arc
shaped cross section is formed by turning before the heat
treatment, the chamfered section 25b is formed by fin-
ishing the portion on the outer diameter side of this cham-
fered section into a conical surface section 37 by grinding
after the heat treatment. In this example as well, of the
outer circumferential surface of the inner ring 19b, by
simultaneously grinding the continuous section that com-
prises the portion corresponding to the slinger fitting sur-
face 20, the portion on the outer diameter side of the
chamfered section 25b (portion that is finished into the
conical surface section 37) and the joining section 27a
between these portions with a formed grindstone, the
continuous section is entirely made into a flat, smooth
with no non-differential corner in the cross-sectional
shape.
[0043] In this example, having the construction de-
scribed above, the portion (ground surface) on the outer
diameter side of the chamfered section 25b is a conical
surface section 37, so it becomes easy to make the di-
ameter of the edge on the inside end in the axial direction
of this portion on the outer diameter side smaller than
the inner diameter dimension of the cylindrical section
15 of the slinger 13 before press fitting. The other con-
struction and functions are the same as in the first exam-
ple described above.

[Third Example of Embodiment]

[0044] FIG. 7 illustrates a third example of an embod-
iment of the present invention. In this example, of the
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outer circumferential surface of the inner ring 19c, a con-
ical surface section 38 whose outer diameter dimension
becomes smaller going toward the inside in the axial di-
rection is formed adjacent to the inside in the axial direc-
tion of the slinger fitting surface 20, and a cylindrical
shaped small-diameter stepped section 39 is formed ad-
jacent to the inside in the axial direction of the conical
surface section 38. By using a formed grindstone to si-
multaneously grind the continuous section that compris-
es the portion corresponding to the slinger fitting surface
20, the portion corresponding to the conical surface sec-
tion 38, the portion corresponding to the small-diameter
stepped section 39, the joining section 40 between the
portions corresponding to the slinger fitting surface 20
and the conical surface section 38, and the joining section
41 between the portions corresponding to the conical sur-
face section 38 and the small-diameter stepped section
39, the continuous section is entirely made into a flat,
smooth surface with no non-differential corners in the
cross-sectional shape. The outer diameter dimension Da
of the slinger fitting surface 20, is larger than the inner
diameter dimension Db of the cylindrical section 15 of the
slinger 13 before press fitting by the amount of the tight
fit (Da > Db), however, the outer diameter dimension Dc
of the small stepped section 39 is a little less than the
inner diameter dimension Db of the cylindrical section 15
of the slinger 13 before press fitting (Dc < Db).
[0045] In the case of this example, having the construc-
tion described above, when press fitting the cylindrical
section 15 of the slinger 13 over the slinger fitting surface
20, the small-diameter stepped section 39 functions as
a centering guide for the cylindrical section 15, and the
conical surface section 38 functions as a guide for putting
the cylindrical section 15 onto the slinger fitting surface
20. Particularly, in this example, there is a small-diameter
section 39, which works as a centering guide for the cy-
lindrical section 15, so it is possible to prevent the occur-
rence of problems such as tilting of the center axis of the
cylindrical section 15 in the initial stage of the press fitting,
and damage in the axial direction starting where scoring
occurs on the inner circumferential surface of the cylin-
drical section 15.
[0046] Moreover, the slinger fitting surface 20 and the
conical surface section 38 are smoothly connected by
the joining section 40. Therefore, during press fitting, it
is possible to prevent damage in the axial direction on
the inner circumferential surface of the cylindrical section
15 by this joining section 40. Together with this, it is pos-
sible to suppress the force in the outward radial direction
to which the cylindrical section 15 is subjected when the
cylindrical section 15 passes the conical surface section
38 and the portion of the joining section 40. Therefore,
as the cylindrical section 15 passes, it is possible to suf-
ficiently suppress plastic transformation, such as the di-
ameter of the cylindrical section 15 becoming larger go-
ing toward the outside in the axial direction, from occur-
ring, and thus a tight fit between the inner circumferential
surface of the cylindrical section 15 and the slinger fitting

surface 20 is possible. The other construction and func-
tions are the same as in the first example illustrated in
FIG. 1 to FIG. 5 described above.
[0047] In the case of a rolling bearing unit having con-
struction wherein the inside end section in the axial di-
rection of the inner ring 19c (portion where the small-
diameter stepped section 39 is formed) of the third ex-
ample protrudes further inward in the axial direction than
the inside end surface in the axial direction of the outer
ring, the relationship of the outer diameter dimension Dc
of the small-diameter stepped section 39 and the inner
diameter dimension Dd of the press fitting tool 42 for the
slinger 13 is such that Dd > Dc, so the small-diameter
stepped section 39 can also function as a centering guide
for the press fitting tool 42.

[Fourth Example of Embodiment]

[0048] FIG. 8 illustrates a fourth example of an embod-
iment of the present invention. In this example, only the
outside end section and middle section in the axial direc-
tion of the cylindrical section 15 of the slinger 13 is fitted
around the slinger fitting surface 20 of the inner ring 19a
with a tight fit by performing press fitting from the inside
in the axial direction. In other words, in this example, with
the slinger 13 fitted over the slinger fitting surface 20 in
this way, the slinger R end section 44, which is the joining
section between the inner circumferential surface of the
cylindrical section 15 of the slinger and the inner circum-
ferential surface of a curved section 17, is located further
on the inside in the axial direction (right side in FIG. 8)
than the joining section 27a between the slinger fitting
surface 20 and the chamfered section 25a. In this exam-
ple, having the construction described above, only the
outside end section and middle section in the axial direc-
tion of the cylindrical section 15 of the slinger is pressure
fitted over the slinger fitting surface 20 from the inside in
the axial direction, so, when performing the press fitting,
even though the portion of the joining section 27a be-
tween the slinger fitting surface 20 and the chamfered
section 25a damages the inner circumferential surface
of the cylindrical section 15 in the axial direction, the dam-
age is not formed so as to penetrate in the axial direction
through the slinger fitting surface 20 and cylindrical sec-
tion 15. In other words, generation of this damage in the
axial direction stops at the end section (right end section
in FIG. 8) of the external space side of the fitting section,
and does not open to the external space. Therefore, it is
possible to avoid the problem of losing the seal in the
fitting section due to damage penetrating in the axial di-
rection through this fitting section.
[0049] In this example, it is possible to increase the
area of substantial contact in the axial direction between
the slinger fitting surface 20 and the cylindrical section
15 of the slinger 13. In other words, when press fitting
the entire cylindrical section 15 of the slinger onto the
slinger fitting surface 20, due to the effect of the stress
in the circumferential direction of the circular ring section
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16 on one edge in the axial direction of the slinger 13, it
becomes easy for a state to occur in which only the por-
tion of the edge on the one end in the axial direction of
the circumferential surface of the cylindrical section 15
to come in strong contact with the slinger fitting surface
20, and in which the other portions in the axial direction
of this circumferential surface hardly come in contact. In
a state such as this, the area of substantial contact in the
axial direction between the slinger fitting surface 20 and
the circumferential surface of the cylindrical section 15
become very small, or in other words, the width of sub-
stantial contact in the axial direction becomes the width
in the axial direction of the portion of the edge on one
end in the axial direction of this cylindrical section 15.
[0050] On the other hand, in this example, by press
fitting only the other end section and middle section in
the axial direction of the cylindrical section 15 of the slin-
ger 13 (portion that is separated from the circular ring
section 16 and that has nearly the same rigidity) onto the
slinger fitting surface 20, and not press fitting the inside
end section, which is one end section in the axial direction
of the cylindrical section 15 (portion that is located near
the circular ring section 16, and that has higher rigidity
than the other portions), there is hardly any effect from
the stress in the circumferential direction of the circular
ring section 16 that is on the edge of one end in the axial
direction of the slinger 13, and it is possible for the enter
circumferential surface of the other end section and mid-
dle section in the axial direction of the cylindrical section
15 to come in strong contact with the slinger fitting surface
20. As a result, it is possible to increase the width of
substantial contact in the axial direction between the slin-
ger fitting surface 20 and the circumferential surface of
the cylindrical section 15, or in other words, it is possible
to make the width of substantial contact in the axial di-
rection equal to the width in the axial direction of the other
end section and middle section in the axial direction of
the cylindrical section 15.
[0051] Furthermore, in this example, it is possible to
make the contact pressure between the slinger fitting sur-
face 20 and the circumferential surface of the cylindrical
section 15 of the slinger uniform around the entire cir-
cumference. In other words, when the entire cylindrical
section 15 of the slinger 13 is pressure fitted onto the
slinger fitting surface 20, it becomes easy for a state to
occur in which, due to the effect of the stress in the cir-
cumferential direction of the circular ring section 16, the
portion of the edge of one end in the axial direction of the
circumferential surface of the cylindrical section 15
comes in very strong contact with the slinger fitting sur-
face 20. Incidentally, because the slinger 13 is composed
of a metal plate formed by stamping, it becomes easy for
the shape of the portion of the edge on one end in the
axial direction of the inner circumferential surface of the
cylindrical section 15 to become non-uniform in the cir-
cumferential direction. If this situation is going on, it be-
comes easy for the contact pressure between the slinger
fitting surface 20 and the circumferential surface of the

cylindrical section 15 to become non-uniform in the cir-
cumferential direction.
[0052] On the other hand, in this example, by press
fitting only the other end section and middle section in
the axial direction of the cylindrical section 15 of the slin-
ger 13 onto the slinger fitting surface 20, the portion of
the end on one end in the axial direction of the slinger
fitting surface 20, that is, the joining section 27a between
the slinger fitting surface 20 and the surface 25a that is
adjacent to that one side in the axial direction has max-
imum contact with the middle section in the axial direction
of the circumferential surface of the cylindrical section
15. This joining section 27a is formed by grinding with a
formed grindstone, so the resulting shape is uniform in
the circumferential direction. Moreover, the resulting
shape of the middle section in the axial direction of the
cylindrical section 15 is also comparatively uniform in the
circumferential direction when compared with the portion
of the edge of the one end in the axial direction of the
circumferential surface of this cylindrical section 15.
Therefore, the contact pressure between the slinger fit-
ting surface 20 and the circumferential surface of the cy-
lindrical section 15 is uniform around the circumference.
[0053] In this way, together with being able to increase
the width of substantial contact in the axial direction be-
tween the slinger fitting surface 20 and the circumferen-
tial surface of the cylindrical section 15 of the slinger 13,
it is possible to make the contact pressure between the
slinger fitting surface 20 and the circumferential surface
of the cylindrical section 15 nearly uniform around the
entire circumference, so a good seal is possible in this
fitting section. Moreover, with this construction, it is pos-
sible to improve the robustness of the product, and design
for improving the seal between the slinger fitting surface
20 and the cylindrical section 15 becomes simpler.
[0054] The effect of the construction described above
can be obtained by applying the construction of "fasten-
ing only the other end section and the middle section in
the axial direction of the cylindrical section of the slinger
to the slinger fitting surface with a tight fit by performing
a press fitting from one side in the axial direction of the
slinger fitting surface" even without applying the con-
struction wherein "the continuous section of the surface
of one ring, which comprises the portion corresponding
to the slinger fitting surface, the portion corresponding to
another surface that is adjacent to the one side in the
axial direction of the slinger fitting surface, and the joining
section between the portion corresponding to the slinger
fitting surface and the other portion, are simultaneously
ground with a formed grindstone after heat treatment of
the one ring, so that the continuous section is made into
a smooth, continuous flat surface with no non-differential
corners in the cross-sectional shape". However, by ap-
plying the construction of the former together with the
construction of the later, the effect can be sufficiently in-
creased. Furthermore, by preventing the circular ring
section 16 from tilting due to contact pressure gradient
at this fitting section, it is possible to prevent a decrease
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in durability of the seal lips of the seal member that comes
in sliding contact with the surface of this circular ring sec-
tion 16.
[0055] The other construction and function are the
same as in the case of the first example illustrated in FIG.
1 to FIG. 5 described above. However, as described
above, in this example, the effect from the technology of
not press fitting the inside end section in the axial direc-
tion of the cylindrical section 15 of the slinger onto the
slinger fitting surface 20 of the inner ring 19a is also ob-
tained when the joining section 27a takes the form of a
sharp edge.

[Fifth Example of Embodiment]

[0056] FIG. 9 illustrates a fifth example of an embodi-
ment of the present invention. In this example as well,
as in the fourth example described above, only the out-
side end section and middle end section in the axial di-
rection of the cylindrical section 15 of the slinger 13 is
fitted onto the slinger fitting surface 20 of the inner ring
19d with a tight fit by performing press fitting from the
inside in the axial direction. However, in this example, as
in the second example illustrated in FIG. 6 and described
above, a conical surface section 37a is formed on the
portion next to the inside in the axial direction of the slin-
ger fitting surface 20, and by increasing the dimension
in the axial direction of this conical surface section 37a,
the surface on the inside end in the axial direction of the
inner ring 19d is made to be flush with the surface on the
inside end in the axial direction of the outer ring 2a (po-
sitioned on the same plane). Moreover, a circular ring
shaped encoder 45 for a rotation speed detector is
mounted and fastened to the inside surface of the circular
ring section 16 of the slinger 13, and the inside surface
of this encoder 45 is flush with the surface on the inside
end in the axial direction of the outer ring 2a and inner
ring 19d. In this example, by making these surfaces flush
with each other, it is possible to improve the workability
during mass production.
[0057] It is also possible to make the inside surface of
the circular ring section 16 of the slinger 13 flush with the
surface on the inside end in the axial direction of the outer
ring 2a and inner ring 19d without mounting an encoder.
In either case, by providing a conical surface section 37a,
it is possible to improve workability during mass produc-
tion by making the inside surface of the encoder 45 or
the circular ring section 16 flush with the surface on the
inside end in the axial direction of the outer ring 2a and
inner ring 19d without press fitting the inside end section
in the axial direction of the cylindrical section 15 of the
slinger 13 onto the slinger fitting surface 20. The other
construction and function are the same as in the case of
the other examples described above.
[0058] FIG. 10 and FIG. 11 illustrate variations of the
fifth example of an embodiment of the present invention.
The difference between the two variations is having or
not having an encoder 45 mounted. In these variations,

as in the example illustrated in FIG. 9 and described
above, the surface on the inside in the axial direction of
the inner ring 19d is flush with the surface on the inside
end in the axial direction of the outer ring 2a. However,
the inside surface of the encoder 45 in the example in
FIG. 10, and the inside surface of the circular ring section
16 of the slinger 13 in the example in FIG. 11 are both
arranges so as to be further on the outside in the axial
direction than the surface in the inside end in the axial
direction of the outer ring 2a and the inner ring 19d. In
these variations, by protecting the protruding outer ring
2a and inner ring 19d by the inside surface of the encoder
45 or circular ring section 16, it is possible to prevent
input of careless force or surface damage to the encoder
45 during assembly work.

[Sixth Example of Embodiment]

[0059] FIG. 12 illustrates a sixth example of an embod-
iment of the present invention. In this example, of the
outer circumferential surface of the inner ring 19e, the
shape of the portion further on the inside in the axial di-
rection than the slinger fitting surface 20 has the same
shape (shape having a conical surface section 38 and
small-diameter stepped section 39) as in the third exam-
ple illustrated in FIG. 7 and described above. The other
construction and function are the same as in the fifth ex-
ample described above, where the surfaces on inside
end in the axial direction of the inner ring 19e and the
outer ring 2a are flush with the inside surface of the en-
coder 45.

[Example 7]

[0060] FIG. 13 illustrates a seventh example of an em-
bodiment of the present invention. In this example, as in
the case of the first example described above, the cylin-
drical section 15 of the slinger 13a is fitted onto the slinger
fitting surface 20 of the inner ring 19a by performing press
fitting from the inside in the axial direction. However, of
the cylindrical section 15 of the slinger 13a, a tapered
section 47 whose outer shape dimensions become small-
er going toward the outside in the axial direction is formed
on outside in the axial direction from the slinger R end
44, and a joining section 46 between the tapered section
47 and the cylindrical section 15 is formed on the outside
in the axial direction of this tapered section 47. By forming
a tapered shape between the joining section 46 and the
slinger R end section 44, the same effect as in the sixth
example described above is obtained even when a con-
ical surface section or small stepped section is not formed
on the inner ring 19a. The slinger 13a is formed by press-
ing metal plate, and the tapered section 47 is also formed
by pressing.

[Eighth Example of Embodiment]

[0061] FIG. 14 illustrates an eighth example of an em-
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bodiment of the present invention. In this example, of the
cylindrical section 15 of the slinger 13b, the shape of the
portion corresponding to the tapered section 47 in the
seventh example described above is a cylindrical
stepped section 48, and a joining section 46 with the cy-
lindrical section 15 is formed on the outside in the axial
direction of this stepped section 48. The other construc-
tion and function are the same as in the seventh example
described above. The stepped section 48 can be formed
by setting the chamfer of the punch in the burring process
to be a little less than the proper value when performing
bending, and by catching the border between the cham-
fer and the inner diameter section on the punch and pull-
ing to make the thickness thin.
[0062] When embodying the present invention, the roll-
ing bearing unit with a combined seal ring is not limited
to a rotating inner ring type as illustrated in FIGF. 15 and
described above, and could also be a rotating outer ring
type. Moreover, in the second example and later, only
the relationship between the slinger and the slinger fitting
surface was explained, however, similar construction can
also be applied to the relationship between the seal ring
and the seal ring fitting surface.

[Explanation of Reference Numbers]

[0063]

1 Rolling bearing unit
2, 2a Outer ring
3 Hub
4 Outer raceway
5 Inner raceway
6 Ball
7 Retainer
8 Annular space
9 Seal ring
10 Combined seal ring
11 Seal member
12 Metal insert
13 Slinger
14 Seal ring
15 Cylindrical section
16 Circular ring section
17 Curved section
18 Hub body
19, 19a to 19e Inner ring
20 Slinger fitting surface
21 Seal member
22 Metal insert
23 Cylindrical section
24 Seal ring fitting surface
25, 25a, 25b Chamfered section
26, 26a Chamfered section
27, 27a Joining section
28 Counter bore
29 Joining section
30 Joining section

31, 31 a Grindstone
32, 32a Joining section
33 Counter bore
34 Joining section
35, 35a Grindstone
36 Convex surface section
37, 37a Conical surface section
38 Conical surface section
39 Small-diameter stepped section
40 Joining section
41 Joining section
42 Press fitting tool
43 Surface on the outside end in the axial

direction
44 Slinger R end section
45 Encoder
46 Joining section
47 Tapered section
48 Stepped section

Claims

1. A rolling bearing unit with a combined seal ring com-
prising a rolling bearing unit and a combined seal
ring,
the rolling bearing unit comprising:

a rotational-side ring and a stationary-side ring
that are arranged concentric with each other;
and
a plurality of rolling elements that are located
between a rotational-side raceway and a sta-
tionary-side raceway that are formed on oppos-
ing circumferential surfaces of the rotational-
side ring and the stationary-side ring so as to be
able to roll freely; and
the combined seal ring comprising a slinger and
a seal ring that seal the openings of an annular
space that exists between the opposing circum-
ferential surfaces of the rotational-side ring and
the stationary-side ring;
the slinger made of a metal plate that is entirely
formed into a circular ring shape that includes a
cylindrical section in part of the radial direction
that extends in the axial direction, such that the
cylindrical section is fitted onto a cylindrical
shaped slinger fitting surface, which is formed
on a portion in the axial direction of the circum-
ferential surface of one of the rotational-side ring
or stationary-side ring that faces the circumfer-
ential surface of the other ring, with a tight fit by
performing press fitting from one side in the axial
direction of the slinger fitting surface; and
the seal ring comprising a circular ring shaped
metal insert and a circular ring shaped seal
member made of an elastic material and rein-
forced by the metal insert, the metal insert fitting
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on a portion in the axial direction of the circum-
ferential surface of the other ring that faces the
slinger, and the tip end sections of a plurality of
seal lips of the seal member coming into sliding
contact all the way around the surface of the
slinger;
the rolling bearing unit with a combined seal ring
being such that
by simultaneously grinding with a formed grind-
stone a continuous section on the surface of the
one ring that comprises a portion corresponding
to the slinger fitting surface, a portion corre-
sponding to another surface that is adjacent to
one side in the axial direction of the slinger fitting
surface, and a joining section between the por-
tion corresponding to the slinger fitting surface
and the portion corresponding to the other sur-
face after performing heat treatment of the one
ring, the continuous section is entirely formed
into a smooth, continuous flat surface with no
non-differential corners in the cross-sectional
shape.

2. The rolling bearing unit with a combined seal ring
according to claim 1 wherein
the metal insert of the seal ring is made of a metal
plate and is entirely formed into a circular ring shape
that includes a cylindrical section in part of the radial
direction that extends in the axial direction, such that
the cylindrical section is fitted onto a cylindrical
shaped seal ring fitting surface, which is formed on
a portion in the axial direction of the circumferential
surface of the other ring that faces the slinger, with
a tight fit by performing press fitting from one side in
the axial direction of the seal ring fitting surface; and
by simultaneously grinding with a formed grindstone
a continuous section on the surface of the other ring
that comprises a portion corresponding to the seal
ring fitting surface, a portion corresponding to anoth-
er surface that is adjacent to one side in the axial
direction of the seal ring fitting surface, and a joining
section between the portion corresponding to the
seal ring fitting surface and the portion correspond-
ing to the other surface after heat treatment of the
other ring, the continuous section is entirely formed
into a smooth, continuous flat surface with no non-
differential corners in the cross-sectional shape.

3. The rolling bearing unit with a combined seal ring
according to claim 1 or claim 2, wherein
the slinger comprises:

the cylindrical section;
a circular ring section that is bent in the radial
direction toward the other ring from one of both
end edges in the axial direction of the cylindrical
section, which corresponds to the end edge in
the axial direction of the cylindrical section on

the opposite side from the direction of press fit-
ting the cylindrical section onto the slinger fitting
surface; and
a curved section having an arc shaped cross
section that is located in the connecting section
between the circular ring section and the cylin-
drical section; and
only the other end section and middle section in
the axial direction of the cylindrical section is fit-
ted onto the slinger fitting surface by a tight fit
by performing press fitting from one side in the
axial direction of the slinger fitting surface.

4. A rolling bearing unit with a combined seal ring com-
prising a rolling bearing unit and a combined seal
ring,
the rolling bearing unit comprising:

a rotational-side ring and a stationary-side ring
that are arranged concentric with each other;
and
a plurality of rolling elements that are located
between a rotational-side raceway and a sta-
tionary-side raceway that are formed on oppos-
ing circumferential surfaces of the rotational-
side ring and the stationary-side ring so as to be
able to roll freely; and
the combined seal ring comprising a slinger and
a seal ring that seal the openings of an annular
space that exists between the opposing circum-
ferential surfaces of the rotational-side ring and
the stationary-side ring;
the slinger made of a metal plate that is entirely
formed into a circular ring shape that includes a
cylindrical section in part of the radial direction
that extends in the axial direction, such that the
cylindrical section is fitted onto a cylindrical
shaped slinger fitting surface, which is formed
on a portion in the axial direction of the circum-
ferential surface of one of the rotational-side ring
or stationary-side ring that faces the circumfer-
ential surface of the other ring, with a tight fit by
performing press fitting from one side in the axial
direction of the slinger fitting surface; and
the seal ring comprising a circular ring shaped
metal insert and a circular ring shaped seal
member made of an elastic material and rein-
forced by the metal insert, the metal insert fitting
on a portion in the axial direction of the circum-
ferential surface of the other ring that faces the
slinger, and the tip end sections of a plurality of
seal lips of the seal member coming into sliding
contact all the way around the surface of the
slinger;
the rolling bearing unit with a combined seal ring
being such that
the metal insert of the seal ring is made of a
metal plate and is entirely formed into a circular
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ring shape that includes a cylindrical section in
part of the radial direction that extends in the
axial direction, such that the cylindrical section
is fitted onto a cylindrical shaped seal ring fitting
surface, which is formed on a portion in the axial
direction of the circumferential surface of the
other ring that faces the slinger, with a tight fit
by performing press fitting from one side in the
axial direction of the seal ring fitting surface; and
by simultaneously grinding with a formed grind-
stone a continuous section on the surface of the
other ring that comprises a portion correspond-
ing to the seal ring fitting surface, a portion cor-
responding to another surface that is adjacent
to one side in the axial direction of the seal ring
fitting surface, and a joining section between the
portion corresponding to the seal ring fitting sur-
face and the portion corresponding to the other
surface after heat treatment of the other ring,
the continuous section is formed into smooth,
continuous flat surface with no non-differential
corners in the cross-sectional shape.

5. A rolling bearing unit with a combined seal ring com-
prising a rolling bearing unit and a combined seal
ring,
the rolling bearing unit comprising:

a rotational-side ring and a stationary-side ring
that are arranged concentric with each other;
and
a plurality of rolling elements that are located
between a rotational-side raceway and a sta-
tionary-side raceway that are formed on oppos-
ing circumferential surfaces of the rotational-
side ring and the stationary-side ring so as to be
able to roll freely; and
the combined seal ring comprising a slinger and
a seal ring that seal the openings of an annular
space that exists between the opposing circum-
ferential surfaces of the rotational-side ring and
the stationary-side ring;
the slinger made of a metal plate that is entirely
formed into a circular ring shape that includes a
cylindrical section in part of the radial direction
that extends in the axial direction, such that the
cylindrical section is fitted onto a cylindrical
shaped slinger fitting surface, which is formed
on a portion in the axial direction of the circum-
ferential surface of one of the rotational-side ring
or stationary-side ring that faces the circumfer-
ential surface of the other ring, with a tight fit by
performing press fitting from one side in the axial
direction of the slinger fitting surface; and
the seal ring comprising a circular ring shaped
metal insert and a circular ring shaped seal
member made of an elastic material and rein-
forced by the metal insert, the metal insert fitting

on a portion in the axial direction of the circum-
ferential surface of the other ring that faces the
slinger, and the tip end sections of a plurality of
seal lips of the seal member coming into sliding
contact all the way around the surface of the
slinger;
the rolling bearing unit with a combined seal ring
being such that
the slinger comprises:

the cylindrical section;
a circular ring section that is bent in the ra-
dial direction toward the other ring from one
of both end edges in the axial direction of
the cylindrical section, which corresponds
to the end edge in the axial direction of the
cylindrical section on the opposite side from
the press fitting direction of the cylindrical
section onto the slinger fitting surface; and
a curved section having an arc shaped
cross section that is located in the connect-
ing section between the circular ring section
and the cylindrical section; and
only the other end section and middle sec-
tion in the axial direction of the cylindrical
section is fitted onto the slinger fitting sur-
face by a tight fit by performing press fitting
from one side in the axial direction of the
slinger fitting surface.

6. A manufacturing method for rolling bearing unit with
a combined seal ring comprising a rolling bearing
unit and a combined seal ring,
the rolling bearing unit comprising:

a rotational-side ring and a stationary-side ring
that are arranged concentric with each other;
and
a plurality of rolling elements that are located
between a rotational-side raceway and a sta-
tionary-side raceway that are formed on oppos-
ing circumferential surfaces of the rotational-
side ring and the stationary-side ring so as to be
able to roll freely; and
the combined seal ring comprising a slinger and
a seal ring that seal the openings of an annular
space that exists between the opposing circum-
ferential surfaces of the rotational-side ring and
the stationary-side ring;
the slinger made of a metal plate that is entirely
formed into a circular ring shape that includes a
cylindrical section in part of the radial direction
that extends in the axial direction, such that the
cylindrical section is fitted onto a cylindrical
shaped slinger fitting surface, which is formed
on a portion in the axial direction of the circum-
ferential surface of one of the rotational-side ring
or stationary-side ring that faces the circumfer-
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ential surface of the other ring, with a tight fit by
performing press fitting from one side in the axial
direction of the slinger fitting surface; and
the seal ring comprising a circular ring shaped
metal insert and a circular ring shaped seal
member made of an elastic material and rein-
forced by the metal insert, the metal insert fitting
on a portion in the axial direction of the circum-
ferential surface of the other ring that faces the
slinger, and the tip end sections of a plurality of
seal lips of the seal member coming into sliding
contact all the way around the surface of the
slinger;
the manufacturing method for a rolling bearing
unit with a combined seal ring comprising a step
of:

simultaneously grinding with a formed
grindstone a continuous section on the sur-
face of the one ring that comprises a portion
corresponding to the slinger fitting surface,
a portion corresponding to another surface
that is adjacent to one side in the axial di-
rection of the slinger fitting surface, and a
joining section between the portion corre-
sponding to the slinger fitting surface and
the portion corresponding to the other sur-
face after performing heat treatment of the
one ring, so as to entirely form the continu-
ous section on the surface of the one ring
into a smooth, continuous flat surface with
no non-differential corners in the cross-sec-
tional shape.

7. The manufacturing method for a rolling bearing unit
with a combined seal ring according to claim 6 where-
in
the metal insert of the seal ring is made of a metal
plate and is entirely formed into a circular ring shape
that includes a cylindrical section in part of the radial
direction that extends in the axial direction, such that
the cylindrical section is fitted onto a cylindrical
shaped seal ring fitting surface, which is formed on
a portion in the axial direction of the circumferential
surface of the other ring that faces the slinger, with
a tight fit by performing press fitting from on side in
the axial direction of the seal ring fitting surface; and
the manufacturing method for a rolling bearing unit
with a combined seal ring further comprises, in ad-
dition to forming the continuous section of the one
ring into a smooth, continuous flat surface after heat
treatment, a step of:

simultaneously grinding with a formed grind-
stone a continuous section on the surface of the
other ring that comprises a portion correspond-
ing to the seal ring fitting surface, a portion cor-
responding to another surface that is adjacent

to one side in the axial direction of the seal ring
fitting surface, and a joining section between the
portion corresponding to the seal ring fitting sur-
face and the portion corresponding to the other
surface after heat treatment of the other ring, so
as to entirely form the continuous section on the
surface of the other ring into a smooth, contin-
uous flat surface with no non-differential corners
in the cross-sectional shape.
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