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ASSOCATINGAPPLICATION STATES WITH 
A PHYSICAL OBJECT 

FIELD OF THE INVENTION 

The present invention generally pertains to a computing 
system having an interface Surface operable to recognize 
objects in proximity to the interface Surface, and, more spe 
cifically, to exploit the object recognition capability of the 
interface Surface to store and retrieve states of applications 
executable on the computing system. 

BACKGROUND OF THE INVENTION 

Computer systems of nearly all levels of complexity need 
ways to store and retrieve projects, documents, game situa 
tions, and other application states. The importance of saving 
documents and files created using personal computers is so 
well understood that many applications include auto-save 
utilities to regularly back up files with which the user is 
working. As a result, even in the event of a power outage, a 
Software failure, a system crash, or other type of system 
interruption, a user generally will not lose more than the few 
minutes of work that were performed since the last auto-save 
was executed. 

Even the most simple computing systems provide a way to 
save data. For example, even cellular and personal commu 
nication systems (PCS) telephones that have built-in gaming 
Software enable a user to save incomplete games for later 
retrieval and resumption. More Sophisticated video games 
have evolved from requiring a user to write down an alpha 
numeric code to save a game, to providing memory card 
interfaces for this purpose, and, more recently, to include 
fixed disk drives in the game systems to save game states. 
Saving and retrieving are thus routine on computing systems 
of all types. 

With the evolution of computing systems, the task of sav 
ing application states has become easier. Not long ago, to save 
a file or other application state, a user had to remember the 
specific function key or other key string that should be pressed 
to initiate a save command. The advent of graphical user 
interfaces and menu-driven software has simplified the save 
process for users. Users no longer have to remember specific 
key combinations to initiate the save command; instead, users 
can employ a mouse or other pointing device they might be 
using to choose the “File' menu from the menu bars at the top 
of their screens, and choose a “Save” option to save their 
application states. 

Further evolution of the computer system exploits com 
puter vision technology to facilitate human-machine interac 
tion. For example, the MIT Media Lab, as reported by Brygg 
Ullmer and Hiroshi Ishii in “The metaDESK: Models and 
Prototypes for Tangible User Interfaces.” Proceedings of 
UIST 10/1997:14-17.” has developed another form of “key 
boardless' machine interface. The metaDESK includes a 
generally planar graphical Surface that not only displays com 
puting system output, but also receives user input by recog 
nizing pattern-encoded objects placed against the graphical 
surface. The graphical surface of the metaDESK is facilitated 
using infrared (IR) lamps, an IR camera, a video camera, a 
Video projector, and mirrors disposed beneath the Surface of 
the metalDESK. The mirrors reflect the graphical image pro 
jected by the projector onto the underside of the graphical 
display Surface to provide images that are visible to a user 
from above the graphical display Surface. The IR camera can 
detect IR reflections from the undersurface of the objects 
placed on the graphical Surface. 
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2 
Similarly, papers published by Jun Rekimoto of the Sony 

Computer Science Laboratory, Inc., and associates describe a 
“HoloWall” and a “HoloTable” that use IR light to detect 
objects. It should be noted that the papers describing the 
“HoloWall” and “HoloTable' generally are silent regarding 
the details and process used for detecting objects based upon 
the IR light reflected from the object. 

Examples of other methods and systems for detecting and 
responding to objects placed on or near agraphical Surface are 
used in inventions owned by the assignee of the present appli 
cation. These inventions are described in co-pending U.S. 
patent applications for application Ser. No. 10/813,855 
entitled “Template Matching On Interactive Surface.” appli 
cation Ser. No. 10/814,577 entitled “Identification Of Object 
On Interactive Display Surface By Identifying Coded Pat 
tern,” and application Ser. No. 10/814,761 entitled “Deter 
mining Connectedness And Offset Of3D Objects Relative To 
An Interactive Surface, all of which were filed on Mar. 31, 
2004. 

Although inventions such as the metalDESK and the other 
inventions previously listed respond to objects on the graphi 
cal display surface, it is significant that the metalDESK's 
response is to the contemporaneous placement and move 
ment of the objects. There is no indication in the published 
literature that the metalDESK can associate temporal states of 
an application with an object placed on its graphical display 
Surface or how Such associations might be achieved. Clearly, 
it would be desirable to provide such an association, to enable 
application states to more conveniently be saved and Subse 
quently recalled from Storage. 

Using the human-machine interfaces previously described, 
moving one’s hands or other physical objects on or near to the 
graphical Surface may replace keyboards, pointing devices, 
and other more conventional input devices. Nonetheless, the 
inception of Such human-machine interfaces has not elimi 
nated the need to save and retrieve files, documents, and 
application states. Thus, it would be desirable to provide a 
comparably intuitive, user-friendly manner to use Such 
graphical Surfaces to save and retrieve application states in 
association with objects that are detected on the graphical 
Surface. 

SUMMARY OF THE INVENTION 

One of the advantages of the present invention is that it 
provides a simple and efficient way to save and retrieve one or 
more states of a computer application. States of the applica 
tion are associated with a physical object allowing one or 
more states to be saved and/or retrieved by using the physical 
object. The physical object is not itself a storage medium, but 
merely presents an association with which state information 
is stored. 
One aspect of the present invention is thus directed to a 

method for associating a state of a computer application with 
a physical object on an interactive display Surface of a com 
puter system. An identifying characteristic presented by the 
physical object is read when the physical object is disposed 
adjacent to the interactive display Surface. When an indica 
tion is received that the state is to be saved, attributes repre 
sentative of the state are stored in data storage not contained 
in the physical object. The attributes representative of the 
state are associated with the identifying characteristic, allow 
ing the state to be later retrieved using the physical object. 

Another aspect of the present invention uses an infrared 
readable identifier disposed on a surface of the physical 
object. The identifier is read by transmitting infrared light 
through the interactive display surface toward a face of the 
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interactive display surface where the physical object is dis 
posed and recognizing the identifier by measuring an inten 
sity of infrared light reflected by the identifier presented by 
the physical object. 
A further aspect of the present invention determines a 

position of the identifying characteristic relative to the inter 
active display Surface and associates the attributes represen 
tative of the state with both the identifying characteristic and 
the position of the identifying characteristic. The position of 
the identifying characteristic includes at least one of a loca 
tion of the physical object and an orientation of the physical 
object. Also, whether a state is to be associated with the 
physical object can be determined by whether the physical 
object is placed or located within a region of the interactive 
display Surface designated for state association with the 
physical object. 

In accordance with another aspect of the present invention, 
the indication to store the state includes one of a command 
presented by a user or a process initiated by the computer 
system. A command presented by a user Suitably includes one 
of actuating a physical button on the physical object causing 
a save command identifier to be presented to the computing 
system, actuating a physical button on the computing system, 
selecting a virtual button presented on the interactive display 
Surface, moving the physical object in a designated save pat 
tern, making a gesture associated with the save command, and 
removing the physical object from position adjacent to the 
interactive display Surface. 

Further, the attributes representative of the state are stored 
in either a local storage device directly coupled with the 
computer system or in a remote storage device coupled with 
a server accessible by the computer system. 

States of applications are associable with more than one 
physical object. Thus, further aspects of the present invention 
provide for reading a second identifying characteristic pre 
sented by a second physical object when the second physical 
object is disposed adjacent to the interactive display Surface 
and associating the attributes representative of the state with 
both the identifying characteristic and the second identifying 
characteristic. Also, a position of the identifying characteris 
tic and a position of the second identifying characteristic 
relative to the interactive display surface can be determined, 
and the attributes representative of the state are associated 
with a combination of the identifying characteristic, the posi 
tion of the identifying characteristic, the second identifying 
characteristic, and the position of the second identifying char 
acteristic. Thus, the physical object may be associated with a 
first user of a multi-user application, while the second physi 
cal object is associated with a second user of the multi-user 
application, such that the State is a common state of interac 
tion with the multi-user application by both the first user and 
the second user. 
When a state is associated with a physical object, in accor 

dance with additional aspects of the present invention, state 
information is retrievable using the physical object. The iden 
tifying characteristic presented by the physical object is read 
when the physical object is disposed adjacent to the interac 
tive display surface. When an indication is received to retrieve 
a state associated with the physical object, the attributes rep 
resentative of the state associated with the identifying char 
acteristic are retrieved and then processed to recreate the 
state. If more than one state is associated with the physical 
object, the position of the identifying characteristic is read 
when the physical object is disposed in the position adjacent 
to the interactive display Surface and a plurality of States 
associated with both the identifying characteristic and each 
position of the characteristic are presented. Upon receiving a 
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selection of an indicated State from among the plurality of 
states, the indicated state is selected. Each of the plurality of 
states is represented by at least one of an assigned number, an 
assigned name, an assigned icon, and a view of the indicated 
State. 

Another aspect of the present invention allows the physical 
object to present a plurality of identifying characteristics. In 
one form of the invention, each of the identifying character 
istics is presented by a separate face of the physical object. 
Thus, each of the plurality of identifying characteristics is 
selectable by disposing the face presenting a chosen identi 
fying characteristic adjacent to the interactive display Sur 
face. 

Additional embodiments of the present invention provide 
for retrieval of state information from a physical object with 
which state information already is associated. Other embodi 
ments of the present invention provide for systems having an 
interactive display, a projector, a surface, a light source, and a 
light sensor to read and respond to characteristics to associate 
state information with a physical object and retrieve the state 
information associated with the physical object. 

BRIEF DESCRIPTION OF THE DRAWING 
FIGURES 

The foregoing aspects and many of the attendant advan 
tages of this invention will become more readily appreciated 
as the same becomes better understood by reference to the 
following detailed description, when taken in conjunction 
with the accompanying drawings, wherein: 

FIG. 1 is a functional block diagram of a generally conven 
tional computing device or personal computer (PC) that is 
Suitable for image processing for the interactive table as used 
in practicing the present invention; 

FIG. 2 is a cross-sectional view of the interactive table 
illustrating internal components; 

FIG. 3 is an isometric view of the interactive table; 
FIGS. 4A-4F are illustrations of the interactive display 

Surface displaying virtual objects and interacting with at least 
one physical object; 

FIG. 5 is a flow diagram illustrating the logical steps for 
associating information with a physical object; 

FIG. 6 is a flow diagram illustrating the logical steps for 
recalling information previously associated with a physical 
object; 

FIG. 7 is a flow diagram illustrating the logical steps for 
associating state information with an identifying characteris 
tic borne by a physical object when the physical object is 
removed from an interactive display Surface; and 

FIG. 8 is a flow diagram illustrating the logical steps for 
recalling information previously associated with a plurality 
of physical objects. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

Exemplary System for Implementing Present Invention 
FIG. 1 is a functional block diagram of an exemplary 

system Suitable for implementing various portions of the 
present invention. The system includes a general purpose 
computing device in the form of a conventional PC 20, pro 
vided with a processing unit 21, a system memory 22, and a 
system bus 23. The system bus couples various system com 
ponents including the system memory 22 to processing unit 
21 and may be any of several types of bus structures, includ 
ing a memory bus or memory controller, a peripheral bus, and 
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a local bus using any of a variety of bus architectures. The 
system memory includes read only memory (ROM) 24 and 
random access memory (RAM) 25. A basic input/output sys 
tem 26 (BIOS), containing the basic routines that help to 
transfer information between elements within the PC 20, such 
as during start up, is stored in ROM 24. The PC 20 further 
includes a hard disk drive 27 for reading from and writing to 
a hard disk (not shown), a magnetic disk drive 28 for reading 
from or writing to a removable magnetic disk 29, and an 
optical disk drive 30 for reading from or writing to a remov 
able optical disk 31, Such as a compact disk-read only 
memory (CD-ROM) or other optical media. The hard disk 
drive 27, magnetic disk drive 28, and optical disk drive 30 are 
connected to system bus 23 by a hard disk drive interface 32, 
a magnetic disk drive interface 33, and an optical disk drive 
interface 34, respectively. The drives and their associated 
computer readable media provide nonvolatile storage of com 
puter readable machine instructions, data structures, program 
modules, and other data for the PC 20. Although the exem 
plary environment described herein employs a hard disk, 
removable magnetic disk 29, and removable optical disk 31, 
it will be appreciated by those skilled in the art that other types 
of computer readable media, which can store data and 
machine instructions that are accessible by a computer. Such 
as magnetic cassettes, flash memory cards, digital video disks 
(DVDs), Bernoulli cartridges, RAMs, ROMs, and the like, 
may also be used in the exemplary operating environment. 
A number of program modules may be stored on the hard 

disk 27, magnetic disk 29, optical disk 31, ROM 24, or RAM 
25, including an operating system35, one or more application 
programs 36, other program modules 37, and program data 
38. A user may enter commands and information into the PC 
20, and provide control input through input devices such as a 
keyboard 40 and a pointing device 42. Pointing device 42 may 
include a mouse, Stylus, wireless remote control, or other 
pointer. As used hereinafter, the term “mouse' is intended to 
encompass virtually any pointing device that is useful for 
controlling the position of a cursor on the screen. Other input 
devices (not shown) may include a microphone, joystick, 
haptic joystick, yoke, foot pedals, game pad, satellite dish, 
scanner, or the like. As discussed below, the interactive dis 
play table can be yet another input/output device that is 
coupled to the PC. These and other input/output (I/O) devices 
are often connected to processing unit 21 through an I/O 
interface 46 that is coupled to the system bus 23. The term I/O 
interface is intended to encompass each interface specifically 
used for a serial port, a parallel port, a game port, a keyboard 
port, and/or a universal serial bus (USB). A monitor 47 or 
other type of display device is also connected to system bus 23 
via an appropriate interface. Such as a video adapter 48, 
although use of the interactive display table with PC 20 will 
make monitor 47 generally unnecessary, since the interactive 
display surface of the table serves the function of a monitor 
and more. In addition to the monitor, PCs are often coupled to 
other peripheral output devices (not shown), such as speakers 
(through a sound card or other audio interface—not shown) 
and printers. 
The present invention may be practiced on a single, stan 

dalone system, however, the PC 20 can also operate in a 
networked environment using logical connections to one or 
more remote computers, such as a remote computer 49. 
Remote computer 49 may be another PC, a server (which is 
typically generally configured much like the PC 20), a router, 
a network PC, a peer device, or a satellite or other common 
network node, and typically includes many or all of the ele 
ments described above in connection with PC 20, although 
only an external memory storage device 50 has been illus 
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6 
trated in FIG. 1. The logical connections depicted in FIG. 1 
include a local area network (LAN) 51 and a wide area net 
work (WAN)52. Such networking environments are common 
in offices, enterprise wide computer networks, intranets, and 
the Internet. 
When used in a LAN networking environment, the PC 20 is 

connected to the LAN 51 through a network interface or 
adapter 53. When used in a WAN networking environment, 
the PC 20 typically includes a modem 54, or other means such 
as a cable modem, Digital Subscriber Line (DSL) interface, or 
an Integrated Service Digital Network (ISDN) interface for 
establishing communications over WAN52, such as the Inter 
net. A modem 54, which may be internal or external, is 
connected to the system bus 23 or coupled to the bus via I/O 
device interface 46 such as a serial port. In a networked 
environment, program modules depicted relative to PC 20, or 
portions thereof, may be stored in the remote memory storage 
device. It will be appreciated that the network connections 
shown are exemplary and other means of establishing a com 
munications link between the computers may be used, such as 
wireless communication and wide band network links. 

Exemplary Interactive Surface 
In FIG. 2, an exemplary interactive display table 60 is 

shown that includes the PC 20 within a frame 62 and which 
serves as both an optical input and video display device for the 
computer. In this cut-away figure of the interactive display 
table 60, rays of light 82a-82c used for displaying text and 
graphic images are generally illustrated using dotted lines, 
while rays of infrared (IR) light used for sensing objects on or 
just above a display Surface 64a of the interactive display 
table 60 are illustrated using dash lines. The display surface 
64a is set within an upper surface 64 of interactive display 
table 60. The perimeter of the table surface is useful for 
Supporting a users arms or other objects, including objects 
that may be used to interact with the graphic images or virtual 
environment being displayed on display Surface 64a. 

IR light sources 66 preferably comprise a plurality of IR 
light emitting diodes (LEDs) and are mounted on the interior 
side of frame 62. The IR light that is produced by IR light 
sources 66 is directed upwardly toward the underside of dis 
play surface 64a, as indicated by dash lines 78a, 78b, and 78c. 
The IR light from IR light sources 66 is reflected from any 
objects that are atop or proximate to the display Surface after 
passing through a translucent layer 64b of the table, compris 
ing a sheet of vellum or other suitable translucent material 
with light diffusing properties. As used herein and in the 
claims that follow in connection with objects positioned on or 
proximate to the interactive display Surface, the term “adja 
cent to is used with the intention that this term encompass 
both an object that is actually touching the interactive display 
Surface as well as one that is just above the interactive display 
surface. Although only one IR source 66 is shown, it will be 
appreciated that a plurality of Such IR sources may be 
mounted at spaced-apart locations around the interior sides of 
frame 62 to prove an even illumination of display surface 64a. 
The infrared light produced by the IR sources may: 

exit through the table Surface without illuminating any 
objects, as indicated by dash line 78a, 

illuminate objects on the table surface, as indicated by dash 
line 78b; or 

illuminate objects a short distance above the table surface 
but not touching the table Surface, as indicated by dash 
line 78c. 

Objects above display surface 64a include a “touch' object 
76a that rests atop the display surface and a “hover object 
76b that is close to but not in actual contact with the display 
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surface. Thus, both touch and hover objects are “adjacent to 
the display Surface, as that term is used herein. As a result of 
using translucent layer 64b under the display Surface to dif 
fuse the IR light passing through the display Surface, as an 
object approaches the top of display Surface 64a, the amount 
of IR light that is reflected by the object increases to a maxi 
mum level that is achieved when the object is actually in 
contact with the display Surface. 
A digital video camera 68 is mounted to frame 62 below 

display Surface 64a in a position appropriate to receive IR 
light that is reflected from any touch object or hover object 
disposed above display Surface 64a. The digital video camera 
68 is equipped with an IR pass filter 86a that transmits only IR 
light and blocks ambient visible light traveling through dis 
play surface 64a along dotted line 84a. Abaffle 79 is disposed 
between IR source 66 and the digital video camera to prevent 
IR light that is directly emitted from the IR source from 
entering the digital video camera, since it is preferable that 
this digital video camera should produce an output signal that 
is only responsive to the IR light reflected from objects that 
are a short distance above or in contact with display Surface 
64a and corresponds to an image of IR light reflected from 
objects on or above the display surface. It will be apparent that 
digital video camera 68 will also respond to any IR light 
included in the ambient light that passes through display 
surface 64a from above and into the interior of the interactive 
display including ambient IR light that also travels along the 
path indicated by dotted line 84a. 

IR light reflected from objects on or above the table surface 
may be: 

reflected back through translucent layer 64b, through IR 
pass filter 86a and into the lens of digital video camera 
68, as indicated by dash lines 80a and 80b; or 

reflected or absorbed by other interior surfaces within the 
interactive display without entering the lens of digital 
video camera 68, as indicated by dash line 80c. 

Translucent layer 64b diffuses both incident and reflected 
IR light. Thus, as explained above, “hover objects such as 
hover object 76b that are closer to display surface 64a will 
reflect more IR light back to digital video camera 68 than 
objects of the same reflectivity that are farther away from the 
display surface. The digital video camera 68 senses the IR 
light reflected from “touch' and “hover objects within its 
imaging field and produces a digital signal corresponding to 
images of the reflected IR light that is input to the PC 20 for 
processing to determine a location of each Such object, and 
optionally, the size, orientation, and shape of the object. It 
should be noted that a portion of an object, such as a user's 
forearm, may be above the table while another portion, such 
as the user's finger, is in contact with the display Surface. In 
addition, an object may include an IR light reflective pattern 
or coded identifier, such as a bar code, on its bottom Surface 
that is specific to that object or to a class of related objects of 
which that object is a member. Accordingly, the imaging 
signal from the digital video camera 68 can also be used for 
detecting each Such specific object, as well as determining its 
orientation, based on the IR light reflected from its reflective 
pattern, in accord with the present invention. 

Embodiments of the present invention thus are operable to 
recognize an object and/or its position relative to the interac 
tive display Surface 64a by detecting and identifying its iden 
tifying characteristic's response to reflected IR light. The 
logical steps implemented to carry out an exemplary form of 
identifying one or more Such identifying characteristics are 
explained in the commonly-assigned patent applications— 
application Ser. No. 10/814,577 entitled “Identification Of 
Object On Interactive Display Surface By Identifying Coded 
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Pattern,” and application Ser. No. 10/814,761 entitled “Deter 
mining Connectedness And Offset Of3D Objects Relative To 
An Interactive Surface, both of which were filed on Mar. 31, 
2004. The disclosure and drawings of these two patent appli 
cations are hereby specifically incorporated herein by refer 
CCC. 

PC 20 may be integral to interactive display table 60 as 
shown in FIG. 2, or alternatively, may instead be external to 
the interactive display table, as shown in the embodiment of 
FIG. 3. In FIG.3, an interactive display table 60' is connected 
through a data cable 63 to an external PC 20 (which includes 
optional monitor 47, as mentioned above). As also shown in 
this Figure, a set of orthogonal X and Y axes are associated 
with display surface 64a, as well as an origin indicated by “O.” 
While not discretely shown, it will be appreciated that a 
plurality of coordinate locations along each orthogonal axis 
can be employed to specify any location on display Surface 
64a. 

If interactive display table 60' is connected to an external 
PC 20 (as in FIG. 3) or to some other type of external com 
puting device, such as a set top box, video game, laptop 
computer, or media computer (not shown), then interactive 
display table 60' comprises an input/output device. Power for 
interactive display table 60' is provided through a power lead 
61, which is coupled to a conventional alternating current 
(AC) source (not shown). Data cable 63, which connects to 
interactive display table 60', can be coupled to a USB 2.0 port, 
an Institute of Electrical and Electronics Engineers (IEEE) 
1394 (or Firewire) port, or an Ethernet port on PC 20. It is also 
contemplated that as the speed of wireless connections con 
tinues to improve, interactive display table 60' might also be 
connected to a computing device, such as PC 20 via such a 
high speed wireless connection, or via Some other appropriate 
wired or wireless data communication link. Whether included 
internally as an integral part of the interactive display, or 
externally, PC 20 executes algorithms for processing the digi 
tal images from digital video camera 68 and executes Soft 
ware applications that are designed to employ the more intui 
tive user interface functionality of interactive display table to 
good advantage, as well as executing other Software applica 
tions that are not specifically designed to make use of Such 
functionality, but can still make good use of the input and 
output capability of the interactive display table. 
An important and powerful feature of interactive display 

table 60 or 60' (i.e., of either of the embodiments of the 
interactive display table discussed above) is its ability to 
display graphic images or a virtual environment for games or 
other software applications and to enable an interaction 
between the graphic image or virtual environment visible on 
display Surface 64a and identify objects that are resting atop 
the display Surface. Such as an object 76a, or are hovering just 
above it, such as an object 76b. 

Again referring to FIG. 2, interactive display table 60 
includes a video projector 70 that is used to display graphic 
images, a virtual environment, or text information on display 
surface 64a. The video projector is preferably of a liquid 
crystal display (LCD) or digital light processor (DLP) type, 
with a resolution of at least 640x480 pixels. An IR cut filter 
86b is mounted in front of the projector lens of video projector 
70 to prevent IR light emitted by the video projector from 
entering the interior of the interactive display table where the 
IR light might interfere with the IR light reflected from object 
(s) on or above display surface 64a. Video projector 70 
projects light along dotted path 82a toward a first mirror 
assembly 72a. First mirror assembly 72a reflects projected 
light from dotted path 82a received from video projector 70 
along dotted path 82b through a transparent opening 90a in 
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frame 62, so that the reflected projected light is incident on a 
second mirror assembly 72b. Second mirror assembly 72b 
reflects light from dotted path 82b along dotted path 82c onto 
translucent layer 64b, which is at the focal point of the pro 
jector lens, so that the projected image is visible and in focus 
on display Surface 64a for viewing. 

Alignment devices 74a and 74b are provided and include 
threaded rods and rotatable adjustment nuts 74c for adjusting 
the angles of the first and second mirror assemblies to ensure 
that the image projected onto the display Surface is aligned 
with the display Surface. In addition to directing the projected 
image in a desired direction, the use of these two mirror 
assemblies provides a longer path between projector 70 and 
translucent layer 64b to enable a longer focal length (and 
lower cost) projector lens to be used with the projector. 
The foregoing and following discussions describe an inter 

active display device in the form of interactive display table 
60 and 60'. Nevertheless, it is understood that the interactive 
display Surface need not be in the form of a generally hori 
Zontal table top. The principles described in this description 
of the invention Suitably also include and apply to display 
Surfaces of different shapes and curvatures and that are 
mounted in orientations other than horizontal. Thus, although 
the following description refers to placing physical objects 
“on” the interactive display surface, physical objects may be 
placed adjacent to the interactive display Surface by placing 
the physical objects in contact with the display Surface, or 
otherwise adjacent the display Surface. 
Physical Object Association with Application States 

In FIG. 4A, an illustration 100 shows an exemplary envi 
ronment 101 of an interactive display surface 103 corre 
sponding to one state of an application. Interactive display 
Surface 103 Supports interactive applications including, for 
one example, games. As previously described in connection 
with FIG. 2, environment 101 comprises a combined virtual 
and physical environment, including text and images gener 
ated by the associated computing system and physical objects 
placed on the interactive display Surface. 

In FIG. 4A, users are represented by icons 104a and 104b. 
The users may interact with each other through icons 104a 
and 104b and they also may interact with other icons 106a and 
106b in environment 101. It will be appreciated that icons 
104a, 104b. 106a, and 106b suitably include virtual icons 
generated by the associated computing system and physical 
objects placed on interactive display surface 103. 

State information associated with an executing application 
Suitably includes a wide range of information that a user may 
desire to save for later retrieval. Taking the example of the 
game, the state information may include current positions and 
trajectories of moving virtual objects. The state information 
similarly may include positions and movements of physical 
objects operating under program control. Such as radio fre 
quency (RF) controlled toy vehicles operating on the interac 
tive display Surface. Conditions such as a user's "energy.” 
“health.” “ammunition supply.” “remaining lives.” or similar 
data are storable for one or more players. In Sum, any variable 
data associated with a current state of the application are 
storable so that the data can be retrieved to enable one or more 
users to resume the application at the same state of the game 
that was saved. 

Environment 101 maintained by interactive display surface 
103 responds to a physical object 108 being placed on the 
interactive display surface. Physical object 108 includes one 
or more identification codes recognizable by the IR recogni 
tion facilities of interactive display surface 103, as previously 
described in connection with display surface 64a of FIG. 2. 
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Physical object 108 may include an IR-readable code on a 
base or bottom of the physical object. The physical object 
may include additional faces with a different IR-readable 
code disposed on each of one or more other faces. The IR 
readable code may be a bar code or simply an IR-readable 
shape that is identifiable by the IR recognition facilities of the 
interactive display Surface. 
By having one or more different IR-readable codes dis 

posed on each of a plurality of its faces, the physical object is 
associable with states of the application Supporting environ 
ment 101 on interactive display surface 103. When physical 
object 108 includes multiple IR-readable codes on a plurality 
of faces, each of the IR-readable codes are associable with 
different states of environment 101. These different states 
may correspond to different temporal situations, different 
users, and/or other state-related information. 

Physical object 108 is not a storage medium for the state 
information. State information is associated with the pres 
ence and/or position of physical object 108 on interactive 
display surface 103, but the state information is not stored in 
the physical object. Instead the state information is stored in 
the computing system associated with interactive display Sur 
face 103 or otherwise stored in a remote storage or by a 
remote computing device in communication with interactive 
display surface 103 accessible, for example, over a network. 
The physical object and its identifying characteristic are 
therefore associated with the stored state information, but 
physical object 108 does not contain the stored state informa 
tion. 

Also, although not shown in FIG. 4A, interactive display 
Surface 103 may include a designated State association area in 
which physical object 108 can selectively be placed. A state 
association area may include a designated corner or edge of 
interactive display surface 103. As a result, the placement of 
a physical object 108, the physical object 108 presenting an 
IR-responsive characteristic such as an IR-readable identifier, 
in the designated area indicates that a state is to be associated 
with the identifier or other characteristic of the face of physi 
cal object 108. If placed in another area of the interactive 
display surface, physical object 108 may be associated with 
the application in another manner, such as being usable for 
controlling a parameter of the application, or physical object 
108 may constitute a passive barrier or serve some other 
function in regard to the Software application, or the physical 
object may serve no other purpose at all. 

Operation of embodiment of the present invention is illus 
trated in FIGS. 4A-4F. In illustration 100 of FIG. 4A, physical 
object 108 is placed on interactive display surface 103 for the 
purpose of recalling a state of environment 101. Placement of 
physical object 108 on interactive display surface 103 may 
launch a particular application with which one or more states 
associated with the IR-readable characteristics presented by 
one or more faces of physical object 108 are associated, as 
well as call up the state associated with the physical object 
when the application is launched. For purposes of describing 
embodiments of the invention, it is assumed that one or more 
physical objects 108 each presenting one or more coded IR 
readable identifiers are used to engage the interactive display 
surface 103. However, it will be appreciated that other physi 
cal objects 108 may present IR-readable characteristics 
resulting from their shapes or similar features. 
As previously mentioned, physical object 108 potentially 

includes a plurality of faces, each of which may present a 
distinct IR-readable characteristics. In one embodiment of 
the present invention, a top face 109 is associated with an 
IR-readable code on an opposite, bottom face (not shown) of 
the physical object 108. Thus, as a user sees top face 109 
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facing upward from the interactive display Surface, the asso 
ciated IR-readable code on the opposite, bottom face (not 
shown) is adjacent interactive display surface 103, where the 
IR-readable code can be detected, read, and responded to by 
interactive display Surface 103 and its associated computing 
system (which, hereinafter, is collectively referred to simply 
as interactive display surface 103, for sake of brevity). Physi 
cal object 108 shown in FIGS. 4A and 4B also has at least one 
additional face 112, facing to a side as the physical object is 
placed on the interactive display surface. Additional face 112 
is opposite an additional IR-readable encoded face (not 
shown). Thus, IR-readable encoded faces for a plurality of 
different states, users, and/or other applications may be dis 
posed on a single physical object 108. 

In one embodiment of the present invention, when physical 
object 108 is placed on interactive display surface 103, the 
IR-readable code on the opposite, bottom face (not shown) is 
detected, read, and responded to by interface display Surface 
103. When the interactive display surface detects the IR 
readable code, the interactive display Surface generates a 
plurality of state indicators 114a-114d. Each of state indica 
tors 114a-114d corresponds to an available, stored state that is 
associated with the IR-readable code disposed on the bottom 
face of physical object 108. More particularly, in the present 
example, state indicators 114a-114d show available, stored 
states associated with different rotational positions of physi 
cal object 108, as will be further described below. 

In FIGS. 4A and 4B, state indicators 114a-114dbear num 
bers corresponding with states “1” through “4” respectively, 
which are currently associated with physical object 108. It 
will be appreciated, however, that names, icons, or other 
information could be assigned to state indicators 114a-114d 
to represent the states associated with physical object 108 
and, more particularly in this example, with different rota 
tional positions of physical object 108. 
As shown in illustration 100, interactive display surface 

103 responds to a placement of physical object 108 relative to 
the interactive display Surface. Responding to a position 
where physical object 108 was placed on the interactive dis 
play Surface, state indicators 114a-114d are generated by 
interactive display surface 103 and arrayed around where the 
physical object is located. As previously mentioned, however, 
one or more specified portions of the interactive display Sur 
face 103 may be reserved for saving and/or retrieving states 
by interactive display surface 103 based upon the design of 
the Software application being executed by interactive display 
Surface 103. 
As shown in illustration 100 of FIG. 4A and illustration 120 

of FIG. 4B, interactive display surface 103 may be configured 
to respond not only to the location of the physical object, but 
also to its orientation. In illustration 100, physical object 108 
is oriented in a specific orientation based upon the disposition 
and orientation of the words “RECALL/SAVE on the upper 
face of the physical object. Corresponding to the orientation 
of the physical object 108, a first state indicator 114.a for state 
'1' is highlighted to indicate a saved state corresponding to 
the upright orientation of the physical object shown in the 
illustration 100. 
By contrast, illustration 120 of FIG. 4B shows a resulting 

environment 121 on interactive display surface 103 when the 
physical objected is rotated approximately ninety degrees 
clockwise, as will be evident from theorientation of the words 
“RECALL/SAVE in this Figure. State indicators 114a-114d 
remain arrayed around the position of physical object 108. In 
illustration 120, however, while state indicator 114.a for state 
“1” no longer is highlighted, state indicator 114d for state “4” 
now is highlighted. As also can be seen by comparing illus 
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12 
tration 100 with illustration 120, environment 121 has 
changed from environment 101. Positions of player icons 
104a and 104b are changed between environments 101 and 
121 to reflect the different states stored in association with the 
different orientations of the physical object. Similarly, posi 
tions of icons 106a and 106b have changed in environment 
121 to show how they, too, have changed in the state corre 
sponding to the current orientation of physical object 108 in 
FIG. 4B. To even more clearly indicate the change between 
environments 101 and 121 associated with the changed posi 
tions of the physical object and the corresponding different 
states, icon 106c was not even present in environment 101 
associated with the state “1” shown in FIG. 4A. However, as 
physical object 108 is rotated clockwise approximately 
ninety degrees, in new environment 121, icon 106c is now 
present. 

It can be appreciated from illustrations 100 and 120 that 
rotating physical object 108 is analogous to turning a dial or 
a knob allowing a user to Scroll through different stored States, 
each of which are associated with different generally distinct 
orientations of physical object 108. Rotating the physical 
object highlights one of a number of state indicators 114a 
114d indicating the state being selected, as well as showing on 
interactive display surface 103 the state information or envi 
ronment associated with the highlighted State indicator. 
To exemplify one possible alternative embodiment of the 

present invention, Illustration 140 of FIG. 4C shows another 
environment 141 supported by interactive display surface 
103. Environment 141 is a single-user or single-player envi 
ronment. In addition, in environment 141, a state is selected 
by translating a physical object instead of rotating a physical 
object. 

In environment 141, an icon 144 represents the user or 
player. Other icons 146a-146c represent icons associated 
with state “1” of environment 141. Available states are rep 
resented by state indicators 150a-150d, and state “1” is rep 
resented by a state indicator 150a. In contrast to state indica 
tors 114a-114d of FIGS. 4A and 4B, state indicators 150a 
150d are arranged linearly. To select from among the 
available states, physical object 148 is translated across inter 
active display surface 103 instead of being rotated as physical 
object 108 was rotated in FIGS. 4A and 4B. Translation of 
physical object 148 is shown in illustration 140 by arro 152. 
As physical object 148 is translated from a position adja 

cent to state indicator 150a representing state “1” to a position 
adjacent to state indicator 150d representing state “2, a num 
ber of changes take place in environment 141. Icons 146a 
146c with which the user may interact in environment 141 are 
replaced with icons 147a-147c to show what changes have 
occurred with regard to icons 147a-147c between state “1” 
and state “4” Also, state indicator 150d is highlighted to show 
that the user currently has positioned physical object 148 to 
select state '4' 

It should be appreciated that indicating a state may involve 
a combination of translating physical object 148 across inter 
active display Surface in one or two dimensions as well as 
rotating physical object 148. Furthermore, state indicators 
such as state 150a-150d could alternatively be arrayed in 
triangular, square, rectangular, or other geometrical patterns 
indicating physical object 148 should be moved in a corre 
sponding direction to select from among available states. 
As a further alternative, placement of a physical object on 

interactive display Surface may link to multiple sets of State 
information, but selection of a particular set may be made in 
other ways. For example, placement of physical object on 
interactive display Surface may result in a menu being pre 
sented from which one of a plurality of states may be chosen 
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using real or virtual buttons, or other known approaches for 
selecting an item from a menu. 
Whether state information is recalled from or saved to each 

of the represented states is controllable in a number of ways. 
In the embodiment shown in illustrations 100 and 120 of 
FIGS. 4A and 4B, respectively, a button 110 on top face 109 
of physical object 108 controls retrieval and/or storage. In one 
embodiment of the present invention, physical object 108 is 
IR-translucent or IR-partially transparent, and button 110 
keys a plunger that causes an IR-readable code to be brought 
into contact with the bottom surface of the physical object 108 
where it can be read by the interactive display surface. The 
state information associated with selected State indicator 
114a-114d is suitably recalled with a single or short press of 
button 110. By contrast, to save the displayed state informa 
tion in association with selected state indicator 114a-114d. 
button 110 is pressed multiple times, e.g., twice in Succession, 
or the button is pressed and held for at least a predefined time. 
Alternatively, physical object 148 of FIG.4C does not include 
a button like button 109 of physical object 108 of FIGS. 4A 
and 4.C. Accordingly, "tapping interactive display Surface 
103 with physical object 148 a specified number of times may 
indicate user wishes to save or retrieve a particular state. 

Embodiments of the present invention are not limited to 
using a partially IR-transparent physical object and plunger 
or tapping the interactive display Surface with the physical 
object as just described. Placement of physical object 108 on 
interactive display surface 103 at predefined locations may 
initiate either the function of saving or the function of retriev 
ing state information. Alternatively, placing physical object 
108 on interactive display surface 103, followed by moving 
the physical object in a predefined pattern across the interac 
tive display Surface may trigger saving or retrieval of State 
information. In addition, button 110 on the physical object 
may not operate a plunger, but instead, may cause an RF 
signal, an IR or other light source to be at least briefly ener 
gized, or another signal to be activated to which interactive 
display surface 103 is configured to appropriately respond by 
saving or retrieving state information. 

Selecting whether to save or retrieve the state information 
also can be accomplished by pressing designated keys or 
selecting items from menus displayed on interactive display 
surface 103 or by otherwise selecting recall or save com 
mands on the associated computer system. 

Embodiments of the present invention are not limited to 
use of a single physical object for storing state information. 
FIGS. 4D-4F illustrate how a plurality of physical objects 
may be used for saving and retrieving states shared by a 
plurality of users, as well as how a plurality of physical 
objects may be used to facilitate saving and retrieving states 
for a single user. 

Illustration 160 of FIG. 4D shows another environment 161 
in which there are two physical objects 162 and 164 repre 
senting states associated with two users, represented by icons 
166 and 168, respectively. Each of physical objects 162 and 
164 may present one or more identifying characteristics on 
faces as previously described in connection with FIG. 4A. 

It is desirable in many applications to have separate state 
associations for separate users. For example, if a number of 
users interact with an interactive display Surface, presence or 
absence of physical objects with which each user's attributes 
are associated makes for a convenient way to indicate the 
users who are present. Further, the environment 161 may 
include a role-playing game in which each user's persona 
possesses unique powers, has completed specified feats, or 
manifests various identity attributes, such as an appearance or 
a name that the user wishes to maintain, perhaps if the game 
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is played again by that player with other different players. 
Associating the properties of each user's persona or indi 
vidual state with individual user objects enables users to 
maintain desired attributes with different interactive display 
surfaces 103. Alternatively, in games where players may have 
their own confidential data, Such as cards in a virtual card 
game or boardgame, letter tiles in a SCRABBLES game, and 
similar applications, users will desire to keep their data con 
fidential and stored only in association with their own respec 
tive physical objects 162 and 164, until the game is resumed. 
As described in the case of environments 101 and 121, in 

environment 161 of illustration 160, application states can be 
stored and/or retrieved via their association with physical 
objects 162 and 164. Icons 166 and 168 representing the 
players and/or other icons 170a-170c are associable with 
states that can be stored or recalled in association with the 
characteristics presented by physical objects 162 and 164. 
Multiple states may be commonly associated with physical 
objects 162 and 164, as represented by state indicators 172a 
172c. As in the case of illustrations 100 and 120 of FIGS 4A 
and 4B, by moving one or both physical objects 162 and 164, 
users may select one of state indicators 172a-172c with which 
currently generated state information will be stored and from 
which the state information can recalled. State indicator 172a 
representing state 'A' is highlighted indicating it is presently 
selected by positions of physical objects 162 and 164. It 
should be noted that states can be represented by numbers, as 
previously described in FIGS. 4A-4C, by letters, by names, 
icons, or by other representations. To select among different 
states associated with physical objects 162 and 164, a user 
moves one or both of physical objects 162 and 164 to indicate 
another state. 

Illustration 180 of FIG. 4E shows an environment 181 
similar to that of environment 161 of FIG. 4E except that 
physical object 164 has been moved as indicated by arrow 182 
to indicate another state. Movement of physical object 164 to 
a new position causes state indicator 172c representing state 
“C” to be highlighted indicating that positions of physical 
objects 162 and 164 presently indicate that state “C” is 
selected. As previously described, physical objects 162 and 
164 may moved by translation, rotation, or a combination of 
the two to indicate selection of another state. 
As previously described, movement of one of physical 

objects 162 and 164 to indicate a new state may cause 
attributes of the currently selected state to be selected. 
Attributes of currently-selected state “C” are reflected in 
movements of player icons 166 and 168 and other situation 
icons 170a-170c. 

It should be noted that use of multiple physical objects to 
represent states may be used in cases involving a single user 
as well as in multi-user/multi-player situations. Attributes of 
a number of States or a state having a number of variations 
may be associated with a single physical object while a sec 
ond physical object may be used to select or vary the State or 
states associated with the first physical object. 

Illustration 200 of FIG. 4F shows an environment 200 in 
which a single user engages an environment 201 Supported by 
the interactive display Surface. The single user is represented 
by icon 210. User employs physical objects 220 and 224 for 
association of state information. For example, there are three 
states represented by state indicators 230a-230c associated 
with physical object 220. A user manipulates a second physi 
cal object 224, in this example, by rotating second physical 
object 224 as shown by arrow 226 to select among states. 
Rotating second physical object 224 to indicate a different 
choice of state once again causes icons 240a-240c associated 
with an initial state, such as state “1,” to be replaced with icons 
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250a-250c showing how the attributes of the state change 
with selection of state “3. Numerous states may be associ 
ated with physical object 220 that can be indicated by pairing 
physical object 220 with a second physical object, Such as 
physical object 224, and manipulating second physical object 
224 to choose different states or otherwise vary state 
attributes. 

Creating Associations 
FIG.5 illustrates a routine 540 forestablishing associations 

between physical objects and State information correspond 
ing to environments Supported by the interactive display Sur 
face. Exemplary routine 540 includes steps for registering an 
identifier (or other characteristic) associated with a physical 
object, associating state information with the identifier, and 
optionally associating other information with the identifier. 

Routine 540 for creating associations with a physical 
object begins at a step 541. At a step 542, a user places a 
physical object presenting an identifier on the interactive 
display Surface. Upon being placed on the interactive display 
surface, the identifier is then read. In one embodiment of the 
present invention, placement of the object on the interactive 
display Surface does not automatically register the identifier 
presented by the physical object. By not automatically regis 
tering the identifier, for example, the user is given a chance to 
confirm or agree to the registration. Thus, in the event that the 
physical object presenting the identifier was placed on an 
interactive display Surface in error, the user is given a chance 
to correct the mistake. In Such an embodiment, at a step 544, 
a user then selects a registration button associated with the 
interactive display Surface to communicate to the interactive 
display surface that the object is to be registered. At a step 
546, the interactive display surface then detects and registers 
the currently generated state information with the identifier 
on the physical object. 

Alternatively, simply placing the physical object on the 
interactive display surface is sufficient to cause the identifier 
disposed on the physical object to be registered. In this 
embodiment, at step 546, the interactive display surface 
detects the identifier on the physical object and registers the 
identifier so that the identifier is usable for association with 
state information. 

In an optional step 548, a user directs the interactive display 
surface to register the identifier for the physical object on a 
server, over a network. A user initiates this optional step by 
pressing a real or virtual button, choosing a menu selection, 
making a predefined gesture with the physical object (or with 
another object, including the user's finger or hand) over the 
interactive display Surface, or performing a comparable act. 
Once the user directs the interactive display surface to register 
the identifier associated with the physical object at a step 550, 
the identifier of the physical object is then registered on the 
server. Alternatively, the interactive display Surface can auto 
matically register the identifier on the server when the iden 
tifier is registered with the interface display surface. Once the 
identifier is registered on the server, information that becomes 
associated with the identifier is then accessible from other 
interactive display Surfaces in communication with the server 
over the network. By registering with the server, a user can 
take the physical object to an interactive display Surface at a 
friend's house and recall state information that may be cen 
trally stored for the user by placing the physical object on the 
friends interactive display surface. 

In a step 552, a user presses real or virtual buttons, uses a 
menu, or undertakes another step at the interactive display 
Surface to access an application. The application may be a 
local application associated with an interactive display Sur 
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face or a network-based application accessible through an 
interface coupled to the interactive display surface (or exter 
nal PC 20). At a step 554, the application is launched. Once 
the application is launched, at a step 556, the user can choose 
to direct the interactive display Surface to associate the physi 
cal object with the application. Association can be performed 
by the user by actuating either a physical button or a virtual 
button that is generated by the interactive display Surface, 
performing a designated gesture such as dragging or other 
wise moving a finger or other object, choosing a menu option, 
or performing a similar predefined task. A user can thus 
manually associate the application with the identifier pre 
sented by the object, or the interactive surface table can auto 
matically associate the identifier with the application if the 
physical object presenting the identifier is placed or left on the 
interactive display Surface after the application has been 
launched. At a step 558, the application is associated with the 
identifier presented by the physical object. Accordingly, the 
object now can be used to store application-related informa 
tion with the identifier presented by the physical object. 

Alternatively, the physical object need not be associated 
with a particular application, and the identifier presented by 
the physical object can be associable with a plurality of appli 
cations (or none, but still be associable with a state of an 
application that is running). As a further alternative, an inter 
active display Surface is configurable to enable a user to 
associate an identifier with an application by choosing an 
application to be associated with the identifier without actu 
ally launching the application. 
At an optional step 560, the identifier presented by the 

physical object can be associated with an individual user. If 
the identifier presented by the physical object is selected to be 
associated with a particular user, at a step 560, the user infor 
mation is associated with the identifier. At a step 562, the 
association between an application user and the physical 
object identifier is stored. A unique association of a user with 
a particular identifier presented by a physical object may be 
useful in multi-player games or collaborative applications 
that support a plurality of uniquely identified users. If there 
are a number of users—a number which potentially is very 
large in a networked environment—associating an individual 
user with the identifier presented by the physical object expe 
dites Subsequent user identification to the system. The user 
need only present the physical object previously associated 
with the user, so that the identifier is detected by the interac 
tive display surface. In an optional step 564, the interactive 
display Surface communicates the association of the user with 
the identifier presented by the physical object, to permit the 
user to be identified by the physical object at other locations 
(e.g., on other interactive display Surfaces) within the net 
work. 
Once the optional registration of the object and association 

of the object with a user and an application are completed, at 
an optional step 566, a user directs how application state 
information is to be associated with the physical object. As 
previously described in connection with FIGS. 4A-4C, a 
physical object placed on the graphical display Surface is 
associable with one or more states of an application allowing 
application states to be stored or recalled from a computing 
system and/or server coupled in communication with the 
interactive display Surface. 

In a preferred embodiment of the present invention, at 
optional step 566, a user associates an application state with 
the object by moving the physical object to a position that will 
be representative of the state to be associated. The user then 
associates the state with that position by making a gesture 
with the physical object or actuating a physical or virtual 
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control. A suitable gesture includes pressing down on the 
physical object, sliding the object in a predetermined manner, 
lifting the physical object off the interactive display surface, 
or effecting another prescribed gesture. Actuating a physical 
button includes pressing a button on the physical object Such 
as button 110 described in connection with FIGS. 4A and 4B 
or another button associated with the physical object. Alter 
natively, the interactive display Surface may include one or 
more buttons to make the association, or a button on a com 
puting system associated with the interactive display Surface 
may be pressed. A virtual button may include a menu choice 
displayed on the interactive display Surface or another type of 
virtual button presented by the interactive display surface. 

It also should be noted that an indication to store and 
associate the state information need not be made by the user, 
but can be made by the application or another element of the 
interactive display Surface and its associated computer sys 
tem. For example, the application or the system may be pro 
grammed to periodically and automatically save the applica 
tion state in the event of a system crash, power outage, or 
other interruption. As previously described, auto-save pro 
cesses are known to those skilled in the art, but not in con 
nection with an association to a physical object, as in this 
invention. 

In one embodiment of the present invention as previously 
mentioned, the user also may be prompted to provide state 
identifying information for the saved state. Such as a state 
name, or the user may be provided with a list of icons that are 
selectively associable with the saved state. Alternatively, the 
date and/or time describing when the state information may 
be associated with the state information to facilitate subse 
quent selection of a desired state. 
Once the user acts to select the state information at optional 

step 566, at an optional step 567, the state information is 
stored in association with the physical object and/or its posi 
tion. The state information is stored, at least temporarily, 
locally in a computing system associated with the interactive 
display Surface. The physical object represents an association 
with the stored state information; the state information is not 
stored in the physical object itself. Once the state information 
is stored, at an optional step 568, the state information is 
communicated over a network to a server, thereby potentially 
allowing the physical object to be used to retrieve the stored 
state information from another interactive display Surface or 
other system coupled over the network with the server. Rou 
tine 540 ends at a step 569. 
State Access and Retrieval 
Once a physical object bearing an identifier is registered on 

an interactive display Surface or network and potentially asso 
ciated with a user and/or an application on the interactive 
display Surface or the network, the physical object can then be 
used to retrieve the application states. FIG. 6 is a flowchart of 
an exemplary routine 670 for retrieving the application state. 
Routine 670 begins at a step 672. At a step 674, a user 
selectively places a physical object on the interactive display 
Surface. If the physical object has more than one face bearing 
an IR-readable identifier, the identifier disposed on each face 
may be associated with separate users, applications, and/or 
states. Thus, if the physical object includes multiple identifi 
ers, each on a different face, the user will have to select the 
identifier by determine the face that is presented to the inter 
active display Surface. 
As a further part of step 674, a location on the interactive 

display Surface and/or an orientation of the physical object 
may be associated with different information. For example, 
the interactive display Surface may include a prescribed area 
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for retrieving information, an area for retrieving information 
as opposed to saving information, for retrieving information 
for a first user distinct from an area for a second user, and/or 
other designated sections. Also for example, as described in 
connection with FIGS. 4A and 4B, an orientation of the 
physical object and, therefore, of the identifier presented by 
the physical object, can represent different states or poten 
tially link to other different information. Thus, when selec 
tively placing the physical object on the interactive display 
Surface, the user not only selects what association-bearing 
physical object and what face of the association-bearing 
physical object to place on the interactive display Surface, but 
how to position the physical object on the interactive display 
surface to achieve the desired result. 

Once the physical object is selectively placed on the inter 
active display surface at step 674, at a step 676, the identifier 
is detected by the interactive display surface. Exemplary pro 
cesses and systems for detecting the identifier, as well as a 
position and/or orientation of the identifier, are described in 
the co-pending, commonly-assigned U.S. patent application 
Ser. No. 10/814,577 entitled “Identification Of Object On 
Interactive Display Surface By Identifying Coded Pattern.” 
filed on Mar. 31, 2004. The process and system disclosed in 
this referenced application are hereby specifically incorpo 
rated herein by reference. 
At a step 678, an application associated with the identifier 

is determined. As part of the application determination at step 
678, in a preferred embodiment of the present invention, the 
identifier can be evaluated for its suitability. For example, 
once the application associated with the identifier is deter 
mined, if the associated application is unavailable on the 
interactive display surface, the user can be informed of this 
situation. Also, if another application already being executed 
is expecting an object associated with it to be placed on the 
table, the interactive display Surface may communicate to the 
user that the physical object—or the selected face of the 
physical object placed on the interactive display Surface is 
not suitable. Alternatively, if the user associated with the 
physical object is not authorized to use the application or to 
access the interactive display Surface, the physical object can 
be rejected, for purposes of security, parental control, 
resource control, and for other reasons. 
Assuming the identifier and its associated application are 

acceptable, at a decision step 680, it is determined if the 
application associated with the identifier already is executing. 
If not, at a step 682, the application is launched. 
Once it is determined at decision step 680 that the applica 

tion already is running, or the application is launched at Step 
682, routine 670 proceeds to a step 684, where it is deter 
mined if there is only one state associated with the identifier. 
If so, it is assumed that the single associated State is the state 
that should be loaded. Accordingly, routine 670 proceeds to a 
step 696, where information associated with the state is 
loaded. 

On the other hand, if it is determined at decision step 684 
that there is more than one state associated with the identifier, 
at a step 686, a list of available states associated with the 
identifier is displayed. For example, as shown in illustration 
100 of FIG. 4A, a number of state indicators 114a-114d are 
displayed to indicate that a plurality of associated States in 
connection with the physical object are available to be 
recalled. Although illustration 100 only shows state numbers, 
it should be appreciated that other state-identifying informa 
tion, Such as state names, representative icons, or dates and/or 
times of association Suitably are presented to facilitate the 
user's choice of a state, as described above. 
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Also as previously described in connection with FIGS. 4A 
and 4B, one of a number of available states is selectable by 
moving the physical object bearing the identifier. Accord 
ingly, at a step 688, a position of the identifier is detected as 
described in the above-referenced co-pending patent applica 
tion Ser. No. 10/814,577 entitled “Identification Of Object On 
Interactive Display Surface By Identifying Coded Pattern.” 
filed Mar. 31, 2004. As the physical object is rotated, slid, or 
otherwise moved to indicate a particular state is selected, at a 
step 690, the state indicator corresponding to a current posi 
tion of the identifier is highlighted to indicate to the user the 
state currently selected. For example, in illustration 100 of 
FIG. 4A, state indicator 114a is highlighted to correspond 
with the position of physical object 108 indicating a desired 
state. Similarly, in illustration 120 of FIG. 4B, as the orien 
tation of physical object 108 is changed, state indicator 114a 
is no longer highlighted but one of state indicators 114b-114d 
is highlighted to correspond with the orientation of the physi 
cal object. 

At a decision step 692, it is determined if the position of the 
physical object and, thus, the position of the identifier has 
been changed to indicate that the user intends to select a state 
other than that whose state indicator was highlighted at step 
690. If so, routine 670 loops to step 688 to once more detect 
the position of the identifier. On the other hand, if it is deter 
mined at decision step 692 that the position of the identifier 
has not been changed, routine 670 proceeds to a decision step 
694 to determine if a state has been selected. As previously 
described, a state may be selected by actuating a physical 
button on the physical object or on the interactive display 
surface, by selecting a virtual button presented by the inter 
active display Surface, by making a predefined gesture with 
one's finger or the physical object relative to the interactive 
display Surface, or in another comparable way. 

If it is determined at decision step 694 that a state has not 
been selected, routine 670 loops to step 686, where the list of 
associated States continues to be displayed. On the other 
hand, if it is determined at decision step 694 that a state has 
been selected, routine 670 proceeds to a step 696, where data 
associated with the state are loaded. Once data associated 
with the state are loaded at step 696, the application com 
mences execution at the selected State using the associated 
state data as shown in a step 698. Routine 670 then ends at a 
step 699. 
State Association/Object Removal 

FIG. 7 illustrates an exemplary routine 700 for responding 
to removal of a physical object presenting an IR-readable 
identifier from the interactive display surface. In exemplary 
routine 700, state information for the current state of an 
executing application is automatically stored and associated 
with the IR-readable identifier when the physical object is 
removed from the interactive display surface. Routine 700 
thus provides a quick, shorthand process for saving and asso 
ciating a current state of an application. However, embodi 
ments of the present invention also can associate state infor 
mation with an identifier upon the user actuating a physical or 
virtual button, performing a predetermined gesture, or an 
equivalent step. For purposes of describing routine 700, it is 
assumed that the user (or the application designer) chooses to 
associate the current state information with the physical 
object by removing the physical object from the interactive 
playing Surface, rather than by using any of the alternative 
techniques. 

Routine 700 begins at a step 702. It is assumed that a 
physical object has been placed on the interactive display 
Surface and, at a minimum, that the physical object is regis 
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tered as described in routine 540 of FIG. 5, so that state 
information is associable with the identifier presented by the 
physical object. State information may already be associated 
with the identifier. If state information already is associated 
with the identifier and/or with the position of the identifier 
relative to the interactive display Surface, more current state 
information is associated with the identifier, thereby over 
writing the olderstate information. Alternatively, as a default, 
current state information will be associated with the identi 
fier, Such that it can be accessed, by placing the physical 
object in a new position. 
At a step 704, the user removes the physical object from the 

interactive display surface. Next, at a step 706, removal of the 
identifier on the physical object is detected by the interactive 
display surface. At an optional step 708, to highlight or con 
firm removal of the physical object, in a preferred embodi 
ment of the invention, an animation is performed and an icon 
representing the user associated with the identifier is removed 
from the environment. The animation, for purposes of secur 
ing the users attention and to entertain, Suitably involves the 
icon representing the withdrawn user dissipating, fading out, 
shrinking, exploding, or being eliminated in Some other ani 
mation. The animation may be user-selectable and/or appli 
cation specific. 

Before, during, or after the animation/icon removal per 
formed at step 708, at a step 710, information representing a 
current application state at the time the physical object was 
removed is stored and associated with the physical objects 
identifier and/or the position of the identifier upon its 
removal. It will be appreciated that, because the state infor 
mation is associated with the identifier presented by the 
physical object but is not stored in the physical object, the 
state information may be stored and associated with the iden 
tifier presented by the physical object after the physical object 
has already been removed from the interactive display sur 
face. 

After the state information is stored at step 710, optionally 
the interactive display Surface may suspend or terminate the 
application in a step 712. If the application is a single-user 
application, there is no reason for the application to continue 
executing. Similarly, if the application is a two-player game, 
or if it is a multi-player game that should not continue without 
the withdrawing user, there is no reason for the application to 
continue and the application is suspended or terminated. On 
the other hand, if the application is continuable without the 
withdrawing user, the optional step of Suspending or termi 
nating the application is skipped. The routine 700 ends at a 
step 714. 
Retrieving State Information Involving Multiple Physical 
Objects 

FIG. 8 illustrates an exemplary routine 850 for responding 
to two or more identifier-presenting physical objects being 
placed on the interactive display Surface. Responding to the 
placement of two or more physical objects involves a han 
dling of a multiplicity of associated stored states. The follow 
ing description of routine 850 assumes that two physical 
objects are placed on the interactive display Surface. How 
ever, it will be appreciated that routine 850 is adaptable to 
process more than two physical objects and the identifiers 
they present. 

Routine 850 begins at a step 852. At a step 854, one or more 
users place two physical objects on the interactive display 
surface. Even if there are two physical objects, it is not nec 
essary that there be more than one user currently at the inter 
active display Surface. For example, if the application is a 
chess game, one user may wish to recreate a situation result 
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ing from a game with another player, each of which is asso 
ciated with a different one of the two physical objects in order 
to study possible plays, even if the other player is not cur 
rently available. 

At a step 856, identifiers presented by the physical objects 
are detected. In a preferred embodiment of the present inven 
tion, where position of the physical objects including their 
location and/or orientation represent state information, the 
position of the physical objects also is detected to fully deter 
mine the state information that is associated with the present 
placement of the physical objects on the interactive display 
surface. At a step 858, from the detected identifier and posi 
tion information, associated information regarding users, 
applications, application states, and other information is 
retrieved from local storage or over a network, from a server 
associated with the interactive display Surface. 

At a decision step 860, it is determined if the identifiers 
presented by the physical objects are each associated with one 
application. If not, there will be no state information retriev 
able for a common application. The identifiers may be later 
associated with state information for a common application, 
but no coherent state information is retrievable for the com 
bination of both identifiers. Alternatively, both identifiers 
might be associated with multiple common applications, and 
it therefore cannot be assumed which application the users 
desire to execute. Accordingly, at a step 862, the user or users 
are asked to specify the application to be executed. Once the 
application is specified at step 862, routine 850 then proceeds 
to a step 882, where the application is executed. 
On the other hand, if it is determined at decision step 860 

that the identifiers are associated with one common applica 
tion, at a step 864, the application is launched (if not already 
running). 

At a decision step 866, it is determined if the two identifiers 
are associated with each other such that there might be com 
mon state information associated with both identifiers. If not, 
at a step 868, the identifiers are associated with each other for 
purpose of Subsequently associating State information that is 
common with the identifiers. At step 882, the application is 
then executed. However, if it is determined that the identifiers 
are associated with each other, at a decision step 870, it is 
determined if the identifiers are associated with more than 
one common state. If not, routine 850 proceeds to a step 880 
where the state information for the one state commonly asso 
ciated with the identifiers is loaded. Once the state informa 
tion is loaded at step 880, at step 882 the application is 
executed. 
By contrast, if it is determined that more than one state is 

commonly associated with the identifiers, at a step 872, the 
states associated with both identifiers are displayed so that the 
users may select a desired State. For example, as shown in 
illustration 130 of FIG. 4C, a number of state indicators 
115a-115c are generated and displayed to indicate the asso 
ciated states that are available to be recalled for the users. 
Although illustration 130 only shows state numbers, it should 
be appreciated that other state-identifying information, Such 
as state names, representative icons, dates and/or times of 
association, and/or a view of the associated State information 
are suitably presented to facilitate the user's choice of state, as 
described above. At a step 874, a currently selected state 
indicator is highlighted. For example, in illustration 130 of 
FIG. 4C, state indicator 115b is highlighted to correspond 
with the position of physical objects 132a and 132b in indi 
cating a desired State. 

Also as previously described, one of a number of available 
states are selectable by moving one or both of the physical 
objects associated with the state information. Thus, at a deci 

10 

15 

25 

30 

35 

40 

45 

50 

55 

60 

65 

22 
sion step 876, it is determined if a position of either of the 
identifier-presenting physical objects has been moved. If so, 
routine 850 loops to step 874, where the state indicator cor 
responding with the presently selected State is indicated. 
At decision step 876, if it is determined that the position of 

either identifier has not changed, at a decision step 878, it is 
determined if a state has been selected. As previously 
described, a state may be selected by actuating a physical 
button on the physical object or on the interactive display 
Surface, by selecting a virtual button generated by the inter 
active display Surface, by making a predefined gesture with 
the physical object relative to the interactive display surface, 
or in another appropriate way. If it is determined at decision 
step 878 that a state has not been selected, routine 850 loops 
to step 872 where the list of associated states continues to be 
displayed. On the other hand, if it is determined at decision 
step 878that a state has been selected, routine 850 proceeds to 
step 880, where data associated with the state are loaded. 
Once data associated with the state are loaded at step 880, at 
step 882, the application commences execution at the selected 
state with the associated state data. Routine 850 then ends at 
a step 884. 

Although the present invention has been described in con 
nection with the preferred form of practicing it and modifi 
cations thereto, those of ordinary skill in the art will under 
stand that many other modifications can be made to the 
invention within the scope of the claims that follow. Accord 
ingly, it is not intended that the scope of the invention in any 
way be limited by the above description, but instead be deter 
mined entirely by reference to the claims that follow. 
The invention in which an exclusive right is claimed is 

defined by the following: 
1. A method for associating a state of a computer applica 

tion with a physical object on an interactive display Surface of 
a computer system, the method comprising the steps of: 

(a) identifying the physical object based upon a character 
istic of the physical object that is detectable when the 
physical object is disposed adjacent to the interactive 
display Surface and by at least determining a position of 
the physical object relative to the interactive display 
surface and with the use of infrared light; 

(b) receiving an indication to save the state of the computer 
application; 

(c) storing attributes representative of the state in data 
storage not contained in the physical object; and 

(d) associating the attributes representative of the state with 
the characteristic of the physical object, and thus, with 
the physical object. 

2. The method of claim 1, wherein the characteristic 
includes a light reflective identification disposed on a Surface 
of the physical object. 

3. The method of claim 1, wherein the step of identifying 
the physical object includes the steps of: 

(a) transmitting infrared light through the interactive dis 
play Surface toward a face of the interactive display 
Surface adjacent to which the physical object is dis 
posed; and 

(b) recognizing the light reflective identification disposed 
on the Surface of the physical object by imaging infrared 
light reflected thereby. 

4. The method of claim 1, further comprising: 
associating the attributes representative of the state with 

the characteristic of the physical object and the position 
of the physical object. 

5. The method of claim 4, wherein the position of the 
physical object includes at least one of a location of the 
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physical object on the interactive display Surface, and an 
orientation of the physical object relative to the interactive 
display Surface. 

6. The method of claim 4, further comprising the steps of: 
(a) detecting a change in the position of the physical object 

relative to the interactive display surface; and 
(b) associating the attributes representative of the state with 

the characteristic of the physical object and the change in 
position of the physical object. 

7. The method of claim 6, wherein the change in the posi 
tion of the physical object includes at least one of a rotation of 
the physical object, a translation of the physical object across 
the interactive display Surface, and a movement of the physi 
cal object transverse to the interactive display Surface. 

8. The method of claim 1, further comprising the step of 
determining that the state is to be associated with the charac 
teristic and with the physical object by determining whether 
the physical object is located within a region of the interactive 
display Surface designated for state association with the 
physical object. 

9. The method of claim 1, wherein the indication to store 
the state includes one of a command presented by a user, and 
a process initiated by the computer system. 

10. The method of claim 9, wherein the command is pre 
sented by the user by carrying out one of the steps of 

(a) actuating a physical button on the physical object caus 
ing a save command identifier to be presented to the 
computing System; 

(b) actuating a physical button on the computing system; 
(c) selecting a virtual button presented on the interactive 

display Surface; 
(d) moving the physical object in a predefined save pattern; 
(e) making a gesture associated with the save command 

adjacent to the interactive display Surface, so that the 
gesture is detected thereby; and 

(f) removing the physical object from a position adjacent to 
the interactive display Surface. 

11. The method of claim 1, wherein the data storage storing 
the attributes representative of the state is located in at least 
one of: 

(a) a local storage device directly coupled with the com 
puter system; and 

(b) a remote storage device coupled with the computer 
system over a network. 

12. The method of claim 1, further comprising the steps of: 
(a) reading a second characteristic associated with a second 

physical object when the second physical object is dis 
posed adjacent to the interactive display Surface; and 

(b) associating the attributes representative of the state with 
both the characteristic associated with the physical 
object and the second characteristic associated with the 
second physical object, and thus with both physical 
objects. 

13. The method of claim 12, further comprising the steps 
of: 

(a) determining a position of the physical object relative to 
the interactive display Surface; 

(b) determining a position of the second physical object 
relative to the interactive display surface; and 

(c) associating the attributes representative of the state with 
the characteristic, the position of the first physical 
object, the second characteristic, and the position of the 
second physical object. 

14. The method of claim 13, wherein the physical object is 
associated with a first user of a multi-user application, and the 
second physical object is associated with a second user of the 
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multi-user application, the state comprising a common State 
of interaction with the multi-user application by the first user 
and by the second user. 

15. The method of claim 13, wherein the state is associated 
with the characteristic and the position of the second physical 
object indicates a variation in the state associated with the 
characteristic. 

16. The method of claim 15, further comprising detecting a 
change in the position of the second physical object relative to 
the interactive display Surface Such that the change in position 
of the second physical object indicates a variation in the state. 

17. The method of claim 1, further comprising the steps of: 
(a) identifying the physical object based upon the charac 

teristic of the physical object, when the physical object is 
again disposed adjacent to the interactive display Sur 
face; 

(b) receiving an indication to retrieve the state; 
(c) retrieving the attributes representative of the state asso 

ciated with the characteristic; and 
(d) processing the attributes to recreate the state. 
18. The method of claim 17, further comprising the steps 

of: 
(a) detecting a position of the physical object when again 

disposed adjacent to the interactive display Surface; 
(b) presenting a plurality of states associated with both the 

physical object and each position of the physical object 
relative to the interactive display surface; and 

(c) enabling a user to select one of the plurality of states. 
19. The method of claim 18, wherein the plurality of states 

is presented by at least one of the steps of: 
(a) presenting numbers assigned to the plurality of States; 
(b) presenting names assigned to the plurality of states; 
(c) presenting icons assigned to the plurality of states; and 
(d) further comprising the step of presenting a view of the 

Selected State when a selection is made by the user. 
20. The method of claim 1, wherein the physical object has 

a plurality of different characteristics associated with it, each 
different characteristic being associated with a different face 
of the physical object such that any of the plurality of char 
acteristics is selectively presented to interactive display Sur 
face by disposing the face presenting a chosen characteristic 
adjacent to the interactive display Surface, enabling each face 
of the physical object to associated with a different state of the 
computer application. 

21. A memory medium having machine executable instruc 
tions stored for carrying out the steps of claim 1. 

22. A method for using a physical object to retrieve a state 
of an application running on a computer system that is 
coupled to an interactive display Surface, the method com 
prising the steps of: 

(a) reading a characteristic presented by the physical object 
upon detecting the physical object is disposed adjacent 
to the interactive display surface and by at least deter 
mining a position of the physical object relative to the 
interactive display surface with the use of infrared light, 
said characteristic and thus, said physical object being 
associated with attributes representative of a state of the 
application, said attributes having previously been 
stored by the computer system; 

(b) receiving an indication to retrieve the state of the appli 
cation that was previously stored; 

(c) retrieving the attributes representative of the state asso 
ciated with the characteristic and with the physical 
object from a storage device not contained in the physi 
cal object; and 

(d) processing the attributes to recreate the state of the 
application. 
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23. The method of claim 22, wherein the characteristic 
includes an infrared-reflective marking disposed on a Surface 
of the physical object. 

24. The method of claim 23, wherein step of reading the 
characteristic includes the steps of 

(a) transmitting infrared light through the interactive dis 
play Surface toward a face of the interactive display 
Surface adjacent to which the physical object is dis 
posed; and 

(b) recognizing the characteristic presented by the physical 
object by detecting infrared light reflected by the char 
acteristic presented by the physical object. 

25. The method of claim 22, further comprising the steps 
of: 

(a) reading the position of the characteristic relative to the 
interactive display Surface when the physical object is 
disposed adjacent to the interactive display Surface; 

(b) presenting a plurality of States, each state being asso 
ciated with both the characteristic and one of a plurality 
of positions of the characteristic on the interactive dis 
play Surface; 

(c) determining a selected State from among the plurality of 
states, based upon the position in which the characteris 
tic was read; 

(d) receiving an indication to retrieve the selected State; 
(e) retrieving attributes defining the selected State associ 

ated with the characteristic and the position of the char 
acteristic; and 

(f) recreating the state based upon the attributes that were 
retrieved. 

26. The method of claim 25, wherein the plurality of states 
is presented by at least one of the steps of: 

(a) presenting numbers assigned to the plurality of States; 
(b) presenting names assigned to the plurality of states; 
(c) presenting icons assigned to the plurality of states; and 
(d) enabling a user to select the selected State by choosing 

one of the numbers, the names, and the icons, further 
comprising the step of presenting a view of the selected 
state once the selected State is chosen by the user. 

27. The method of claim 25, wherein the position of the 
characteristic includes at least one of a location of the physi 
cal object and an orientation of the physical object. 

28. The method of claim 27, further comprising the steps 
of: 

(a) detecting a change in the position of the physical object 
relative to the interactive display surface; and 

(b) associating the attributes representative of the state with 
the characteristic of the physical object and the change in 
position of the physical object. 

29. The method of claim 28, wherein the change in the 
position of the physical object includes at least one of a 
rotation of the physical object, a translation of the physical 
object across the interactive display Surface, and a movement 
of the physical object transverse to the interactive display 
Surface. 

30. The method of claim 22, further comprising the step of 
determining that the physical object is associated with the 
attributes defined the state by determining whether the physi 
cal object is located within a region of the interactive display 
Surface designated for state association with the physical 
object. 

31. The method of claim 22, wherein the indication to 
retrieve the state includes one of a command presented by a 
user and a process initiated by the computer system. 

32. The method of claim 31, wherein the command is 
presented by the user by carrying one of the steps of 
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(a) actuating a physical button on the physical object, caus 

ing a save command identifier to be presented to and 
detected using the interactive display moving the physi 
cal object in a predefined retrieve pattern; and making a 
gesture detected using the interactive display Surface 
that is associated with a retrieve command. Surface; 

(b) actuating a physical button on the computing system; 
(c) selecting a virtual button presented on the interactive 

display Surface; 
(d) moving the physical object in a predefined retrieve 

pattern; and 
(e) making a gesture detected using the interactive display 

Surface that is associated with a retrieve command. 
33. The method of claim 22, wherein the data storage 

storing the attributes representative of the state are located in 
at least one of: 

(a) a local storage device directly coupled with the com 
puter system; and 

(b) a remote storage device accessible by the computer 
system. 

34. The method of claim 22, further comprising the steps 
of: 

(a) reading a second characteristic presented by a second 
physical object when the second physical object is dis 
posed adjacent to the interactive display Surface, said 
second characteristic and said second physical object 
having been previously associated with the attributes 
representative of the state; and 

(b) retrieving the attributes representative of the state that 
are associated with a combination of the characteristic 
and the second characteristic. 

35. The method of claim 34, further comprising: 
(a) determining a position of the characteristic relative to 

the interactive display Surface; 
(b) determining a position of the second characteristic rela 

tive to the interactive display surface; and 
(c) retrieving the attributes representative of the state based 
upon the characteristic, the position of the characteristic, 
the second characteristic, and the position of the second 
characteristic. 

36. The method of claim 34, wherein the physical object is 
associated with a first user of a multi-user application, and the 
second physical object is associated with a second user of the 
multi-user application, the state comprising a common State 
of interaction with the multi-user application by the first user 
and by the second user. 

37. The method of claim35, wherein the state is associated 
with the characteristic and the position of the second physical 
object indicates a variation in the state associated with the 
characteristic. 

38. The method of claim 37, further comprising detecting a 
change in the position of the second physical object relative to 
the interactive display Surface Such that the change in position 
of the second physical object indicates a variation in the state. 

39. A memory medium having machine instructions for 
carrying out the steps of claim 22. 

40. A method for associating a state of a computer appli 
cation with a physical object on an interactive display Surface 
of a computer system, the method comprising the steps of: 

identifying the physical object based upon a characteristic 
of the physical object that is detectable when the physi 
cal object is disposed adjacent to the interactive display 
Surface; 

receiving an indication to save the state of the computer 
application; 

storing attributes representative of the state in data storage 
not contained in the physical object; 
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associating the attributes representative of the state with associating the attributes representative of the state with 
the characteristic of the physical object, and thus, with both the characteristic associated with the physical 
the physical object; object and the second characteristic associated with the 

second physical object, and thus with both physical reading a second characteristic associated with a second 
physical object when the second physical object is dis 
posed adjacent to the interactive display Surface; and k . . . . 

5 objects. 


