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ACOUSTO-OPTICAL DEVICE 

BACKGROUND OF THE INVENTION 

0001) 1. Field of the Invention 
0002 The present invention generally relates to acousto 
optical devices, and more particularly to an acousto-optical 
device having a light waveguide path formed on an acousto 
optical Substrate and a transducer which crosses the acousto 
optical waveguide path and propagates a Surface acoustic 
device along the acousto-optical waveguide path, in which 
various mutual actions are caused in a light wave propagated 
through the light waveguide path under an Surface acoustic 
wave controllable by an electric Signal applied to the trans 
ducer. 

0003. An optical filter device is used in terminal equip 
ment or a repeater or relay device in an optical communi 
cation System in order to Separate Signal lights which are 
transmitted in a wavelength-multiplexed formation. The 
mutual action of a Surface-acoustic wave and light can 
realize a tunable wavelength filter, and the optical System 
can flexibly be constructed. 
0004 Examples of typical filter structures utilizing the 
Surface-acoustic wave are as follows. A structure uses a 
TE-TM mode transducer which transduces a TE/TM wave 
of a wavelength input light to a TM/TE wave in combination 
with a polarizer which extracts a particular polarized wave. 
Another Structure uses the Bragg diffraction. Yet another 
Structure uses a coupling of the even and odd modes in a 
directional coupler. The above structures can realize a light 
intensity modulator and an optical Switch in Such a way that 
the Structures do not function as a filter. 

0005 2. Description of the Related Art 
0006 FIG. 1A is a perspective view of a conventional 
TE-TM mode transducer. As shown in FIG. 1A, the trans 
ducer is made up of an acousto-optical Substrate 1, high 
density Ti diffused areas 2a and 2b, a diffused light 
waveguide path (channel)3, an interdigital transducer 4, and 
acoustic-wave absorbers 5a and 5b. The acousto-optical 
Substrate 1 is made of, for example, an X-cut plate (Y-axis 
propagation) of LiNbO3. The transducer 4 excites a Surface 
acoustic wave (SAW) in an area including the waveguide 
path3, and has finger electrodes 4a and 4b formed of a metal 
Such as aluminum. The absorbers 5a and 5b are made of an 
acoustically Soft material Such as wax or rubber. 
0007. The high-density Ti diffused areas 2a and 2b are 
located on both sides of the Substrate 1 and function to 
increase the acoustic velocity therein. Hence, SAW power is 
contained the Surface area of the Substrate 1 Sandwiched the 
areas 2a and 2b. 

0008. The Ti waveguide path 3 provided in the longitu 
dinal direction of the Substrate 1 and located in the center 
thereof is formed by thermally diffusing Ti. The thermal 
diffusion method can change the refractive indexes n and n, 
of the LiNbO substrate with respect to ordinary light (ray) 
and extraordinary light by an almost identical degree. 
0009. The SAW is generated by utilizing the piezoelec 
tricity of LiNbO in such a way that an RF (high frequency) 
Signal is applied acroSS the finger electrodes 4a and 4b of the 
transducer 4 which is directly mounted on an end Surface 
portion (light input side) of the substrate 1. The distance 1 
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between the finger electrodes 4a and 4b and the wavelength 
All of the SAW has a relationship such that 1= A /2. In this 
case, the SAW power generated in the substrate 1 is defined 
by multiplying the RF signal input power by an efficiency. 
The SAW oriented to the light input side is acoustically 
absorbed by the absorber 5a and thus disappears immedi 
ately. The SAW directed to the light output side is propa 
gated on the Substrate portion between the areas 2a and 2b 
at an acoustic velocity V. 

0010. In a case where a polarized wave of TE-mode (or 
TM-mode) light is applied to the input end of the waveguide 
path 3 in the above State, the plane of polarization of the 
polarized wave is turned by 90 due to the acoustic-optical 
effect of the SAW propagated on the substrate 1 when the 
wave has traveled a given action length L. Hence, the 
polarized wave of TE-mode (or TM-mode) light is trans 
duced into that of TM-mode (or TE-mode) light. The above 
rotation can be controlled by the power of the SAW. The 
absorber 5b is located in the above position. Hence, the 
mutual action to the SAW does not occur in the waveguide 
path3, and thus the polarized wave of the TM (or TE) mode 
can be obtained via the output end of the waveguide path 3. 
0011. The following phase matching condition is satisfied 
in the above case: 

BFE - BFM = (27tf)NTE - NTM (1) 

0012 where f3, and fM respectively denote the propa 
gation constants of the waveguide modes TE and TM, N, 
and NM respectively denote the effective refractive indexes 
of the modes TE and TM, Aldenotes the wavelength of the 
SAW, f denotes the frequency, and v denotes the phase 
velocity. The mode transduction is caused due to the SAW 
of the frequency f which Satisfies equation (1), and the 
transduction efficiency can be controlled by the SAW power. 
0013 The following equation (2) can be obtained from 
equation (1): 

W= / NTE-N.TM (2) 

0014) A numerical example will be described below. The 
index of double refraction N-NM obtained used when 
LiNbO, is approximately equal to 0.0072. In order to realize 
the above mode transduction with light having a wavelength 
2 of 1.55 nm (frequently used in optical communications), 
the wavelength All of the SAW is equal to 21.5 lim. Since the 
acoustic velocity (phase Velocity) V on the Substrate 1 is 
approximately equal to 3700 m/s, the RF signal is required 
to have a frequency f(=V/All) of 172 MHz. The power of the 
RF input Signal depends on the mutual action length L to the 
SAW. Assuming that L =30 mm, the RF power is approxi 
mately equal to 10 mW. 

0.015 With the above arrangement, the TE/TM wave of 
the input light can efficiently be transduced into the TM/TE 
wave by a reduced RF signal level and reduced RF power. 
0016 A wideband acousto-optical tunable wave filter can 
be configured by providing, at the following State, a polar 
izer for extracting the TM (or TE) wave. 
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0017. In the structure shown in FIG. 1A, the finger 
electrodes 4a and 4b of the transducer 4 are directly mounted 
on the Surface of the waveguide path 3. Hence, the light 
propagated through the waveguide path 3 is absorbed by the 
finger electrodes 4a and 4b due to the presence of the metal 
forming them, and thus the light has a considerable propa 
gation loSS. This is because metal has a negative dielectric 
constant and Serves as a dielectric having a large loSS due to 
the inertia effect of charges in metal in the light wavelength 
range. Particularly, the electromagnetic field distribution in 
the TM mode enterS deeply in metal, and is greatly affected 
by metal (the degree of influence in the TM mode is 
approximately ten times that in the TE mode). 
0.018. In order to reduce the propagation loss of light 
caused by the transducer 4, an improved arrangement has 
been proposed as shown in FIG. 1B. A buffer layer 6 is 
provided between the entire area between the transducer 4 
and the Substrate 1 and is formed of a dielectric film Such as 
SiO2. The buffer layer 6 reduces the influence resulting from 
the presence of metal (transducer 4). As the thickness of the 
buffer layer 6 is increased, the propagation loSS of the light 
propagated through the waveguide path 3 is drastically 
reduced. In a case the TM mode light can be propagated 
through a single-mode waveguide path, if the SiO2 film is 
0.16 um or more in thickness, the propagation loSS can be 
reduced to 0.1 dB or less. 

0019. However, the structure shown in FIG. 1B has a 
disadvantage in that the presence of the buffer layer 6 
thoroughly provided between the transducer 4 and the 
Substrate 1 greatly reduces the efficiency in excitation of the 
SAW, and an increased RF power is needed. This is because 
a Sufficient intensity of electric field cannot be applied to the 
Substrate 1 due to electrically insulating performance of the 
buffer layer 6 and mechanical stress of the buffer layer 6 
functions to prevent occurrence of the SAW and propagation 
thereof. 

SUMMARY OF THE INVENTION 

0020. It is a general object of the present invention to 
provide an acousto-optical device in which the above dis 
advantages are eliminated. 
0021. A more specific object of the present invention is to 
provide an acousto-optical device having a reduced light 
absorption loSS and an increased efficiency in exciting the 
SAW. 

0022. The above objects of the present invention are 
achieved by an acousto-optical device comprising: a light 
waveguide path formed on an acousto-optical Substrate; a 
transducer which crosses the light waveguide path and 
propagates a Surface acoustic wave along the light 
waveguide path; and a buffer layer provided So that finger 
electrodes of the transducer are spaced apart from the light 
waveguide path in crossing portions in which the finger 
electrodes croSS the light waveguide path. The finger elec 
trodes have other portions which directly contact the Sub 
Strate. The acousto-optical Structure of the above transducer 
can generate various mutual actions in light propagated 
through the light waveguide path. Examples of these mutual 
actions are colinear coupling with two waves propagated in 
parallel (the same direction coupling, reverse direction cou 
pling), a mode transduction in which an output wave having 
a mode different from that of an input wave, TE-TE mode 
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coupling, TM-TM mode transduction, TE-TM mode cou 
pling, and TM-TE mode transduction. 
0023. According to the above acousto-optical structure, 
the portions of the finger electrodes which cross the light 
waveguide path are spaced apart from the light waveguide 
path Via the buffer layer. Hence, a light absorption loSS 
caused by an influence of a metallic material forming the 
finger electrodes can be greatly Suppressed. The remaining 
portions of the finger electrodes directly contact the acousto 
optical Substrate. Hence, the input power of the transducer 
can efficiently be transduced into SAW power on the 
acousto-optical Substrate. Hence, it is possible to realize an 
acousto-optical device of low loSS and high driving effi 
ciency and thus provide various mode transducers and 
tunable optical wave filters. 
0024. The above acoustic-optical device may be config 
ured so that the buffer layer has a band shape which is 
continuously provided to the crossing portions. The buffer 
layer having a band shape is simple and is thus produced 
easily. It is not required to arrange the buffer layer and the 
finger electrodes with a high accuracy. Further, it is enough 
for the buffer layer to have a width slightly greater than the 
width of the light waveguide path. Hence, the device has a 
Small mechanical StreSS to generation and propagation of 
SAW power on the surface of the substrate. 
0025 The above acousto-optical device may be config 
ured So that the buffer layer has portions Separately provided 
to areas respectively including the respective crossing por 
tions. Hence, a further reduced mechanical StreSS to the 
generation and propagation of the SAW power can be 
obtained. This contributes to reducing the mechanical 
fatigue of the portions of the buffer layer. 
0026. The acousto-optical device may be configured so 
that: the buffer layer has a transparency to an input light 
applied to the acousto-optical device; and the buffer layer 
has a refractive indeX Smaller than that of the acousto-optical 
Substrate. Hence, the buffer layer functions as a high quality 
clad layer with respect to input light. The transparency of the 
buffer layer does not attenuate exudation light from the light 
waveguide path. 

0027. The acousto-optical device may be configured so 
that the finger electrodes are provided so that the buffer layer 
is Sandwiched between the finger electrodes, and contact the 
acousto-optical Substrate. Hence, the Surface acoustic wave 
can efficiently be excited on both sides of the substrate 
between which the buffer layer is provided. Further, the 
Surface acoustic wave becomes a single plane wave (or a 
wave spread in an arc formation) due to the diffraction effect, 
which is propagated through the acousto-optical Substrate. 
0028. The acousto-optical device may be configured so 
that a length of first portions in which the finger electrodes 
contact the Substrate is equal to or greater than twice another 
length of Second portions in which the finger electrodes 
contact the buffer layer substrate. 
0029. The acousto-optical device may be configured so 
that the buffer layer is formed of a space. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0030. Other objects, features and advantages of the 
present invention will become more apparent from the 
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following detailed description when read in conjunction 
with the accompanying drawings, in which: 
0.031 FIG. 1A is a perspective view of a conventional 
acousto-optical device; 
0.032 FIG. 1B is a perspective view of a conventional 
improvement in the acousto-optical device shown in FIG. 
1A; 
0.033 FIG. 2A is a perspective view of an acousto 
optical device according to a first embodiment of the present 
invention; 
0034 FIG. 2B is an enlarged plan view of a transducer 
shown in FIG. 2A; 
0.035 FIG. 2C is a cross-sectional view taken along line 
c-c shown in FIG. 2B, 
0.036 FIG. 2D is a cross-sectional view taken along line 
d–d shown in FIG. 2B; 
0037 FIG. 3A is a perspective view of an acousto 
optical device according to a Second embodiment of the 
present invention; 
0.038 FIG. 3B is an enlarged plan view of a transducer 
shown in FIG. 3A; 

0.039 FIG. 3C is a cross-sectional view taken along line 
c–c shown in FIG. 3B; 

0040 FIG. 3D is a cross-sectional view taken along line 
d-d shown in FIG. 3B. 

0041 FIG. 4A is a perspective view of an acousto 
optical device according to a variation of the first and Second 
embodiments of the present invention; 
0.042 FIG. 4B is a cross-sectional view taken along line 
d-d shown in FIG. 4A, and 
0.043 FIG. 5 is a perspective view of an acousto-optical 
device according to a third embodiment of the present 
invention. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

0044 FIG. 2A is a perspective view of an acousto 
optical device according to a first embodiment of the present 
invention. Identical parts shown in the figures are given the 
Same reference numbers thoroughly. The acousto-optical 
device shown in FIG. 2A functions as a TE-TM mode 
transducer. A buffer layer 7 of a band shape is continuously 
formed So as to extend through all crossing portions of the 
finger electrodes 4a and 4b of the transducer 4 and the light 
waveguide path 3. An electric Signal is applied acroSS the 
finger electrodes 4a and 4b, and the SAW generated under 
the transducer 4 can be controlled by the electric Signal. 
004.5 The acousto-optical substrate 1 is formed of X-cut 
(Y-axis propagation) plate of LiNbO3. The light waveguide 
path (channel)3 is formed by patterning a Ti film which is 
formed on the Surface of the Substrate 1 and which has a 
width of 7 um and then subjecting it to a thermal diffusion 
process. For example, the substrate 1 is 1.5 mm wide, 60 mm 
long and 1 mm thick. 
0.046 Each of the high-density Ti diffused areas 2a and 
2b has, for example, a width of 200 um and a length 30 mm 
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(which corresponds to an interference length L with the 
SAW equal to 30 mm). The Ti diffused areas 2a and 2b, 
which function to contain the SAW power in the substrate 1, 
sandwich the light waveguide path 3. The Ti diffused areas 
2a and 2b are spaced apart from each other by, for example, 
140 um in order to enable a Single-mode propagation of the 
SAW. The thermal diffusion can be performed, for example, 
at 1050° C. for 30 hours when the Ti film is 1500 A. The 
depth of the thermal diffusion obtained under the above 
condition is approximately equal to the wavelength All of the 
SAW, on which most of the SAW power concentrates. 
0047. In practice, the thermal diffusion process for the Ti 
diffused areas 2a and 2b, which will need a comparatively 
long time, is carried out first, and the thermal diffusion 
process for the light waveguide path 3 is carried out Second. 
0048. The absorbers 5a and 5b formed of, for example, 
resist, are provided on the Substrate 1 and located at both the 
ends of the Ti diffused areas 2a and 2b in order to absorb the 
SAW. The transducer 4 is provided in the vicinity of the 
absorber 5a. 

0049 FIG. 2B is an enlarged plan view of the transducer 
4 and its peripheral components shown in FIG. 2A. 
0050. The buffer layer 7 can be formed as follows. An 
SiO, film, which is, for example, 0.5 um thick, is formed on 
the substrate 1. Then, the SiO film is patterned into a 
rectangular shape having a width of 10 um and a length of 
210 um So that the patterned film covers the light waveguide 
path 3 having a width of 7um. The SiO has a refractive 
index of approximately 1.44, which is Smaller than that of 
the Ti diffused light waveguide path 3 (and that of the 
LiNbO, substrate 1). Further, the SiO, film has a sufficient 
transparency with respect to a wavelength ) of 1.55 nm, 
which is frequently used in optical communications. The 
process of forming the SiO films has been established and 
the SiO film thus obtained has stable performance. Hence, 
the buffer layer 7 functions as an upper clad layer having a 
good quality with respect to the light waveguide path 3. 

0051) The buffer layer 7 can be formed by a dielectric 
material other than SiO if the dielectric material does not 
absorb light and has a refractive index smaller than that of 
the Substrate 1. 

0052 The transducer 4 is formed by evaporating a metal 
lic layer (Al, Au or the like) to a thickness of, for example, 
0.1 um on the buffer layer 7 and the substrate 1 and 
patterning the metallic layer into a shape of the fingers 4a 
and 4b which have, for example, a width of 5 um and a patch 
of 21.5 lum. The finger numeral N of the above example is 
equal to 10. AS the finger numeral N increases, the Q of the 
SAW is increased. When the aperture length of the trans 
ducer 4 (which corresponds to the distance between ends of 
the finger electrodes 4a and 4b) is equal to 140 um, which 
is approximately equal to the width between the Ti diffused 
areas 2a and 2b, the Straight propagating performance (plane 
wave performance) of the SAW can be ensured. 
0053 FIG. 2C is a cross-sectional view taken along line 
c-c shown in FIG. 2B, in which the cross-section of the 
transducer 4 is Schematically illustrated. 
0054 The finger electrodes 4a and 4b of the transducer 4 
directly contact the Substrate 1 other than the crossing 
portions in which the finger electrodes 4a and 4b croSS the 
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waveguide path 3. In other words, the buffer layer 7 is 
provided so that the finger electrodes 4a and 4b of the 
transducer 4 are Spaced part from the light waveguide path 
3 in the crossing portions in which the finger electrodes 4a 
and 4b croSS the light waveguide path 3. The finger elec 
trodes 4a and 4b have other portions which directly contact 
the Substrate 1. Hence, the SAW can efficiently be generated 
on the surface of the substrate 1 (the waveguide path 3 in its 
turn). The width of the buffer layer 7 is sufficient to be 
Slightly greater than the width of the waveguide path 3. 
Hence, there is a Small mechanical StreSS to the generation 
and propagation of the SAW power on the surface of the 
Substrate 1. The light can efficiently be propagated between 
the upper and lower high-quality clad layerS along the 
waveguide path 3 without propagation loSS. The upper clad 
layer is the buffer layer 7 and the lower clad layer is the 
Substrate 1. 

0055. The operation on the TE-TM mode transduction 
and the phase matching condition in the above operation 
may be the same as those which have been described with 
reference to FIGS. 1A and 1B. The experiments conducted 
by the inventors show that an RF power of 10 mW can be 
applied to the transducer 4 of the first embodiment of the 
present invention, and a light propagation loSS of the buffer 
layer 7 equal to or less than 0.1 dB can be obtained. 
0056. A wideband acousto-optical tunable wave filter can 
be configured by providing, at the following State of the 
transducer shown in FIG. 2A, a polarizer for extracting the 
TM (or TE) wave. 
0057 FIG. 2D is a cross-sectional view taken along line 
d-d shown in FIG. 2C, in which there are illustrated the 
waveguide path 3 formed in the acousto-optical Substrate 1, 
the buffer layer 7 formed on the waveguide path 3, and the 
finger electrode 4a which contacts the Substrate 1 and the 
buffer layer 7. The finger electrode 4a is formed so as to 
cover the buffer layer 7, which is thus sandwiched between 
the finger electrode 4a and the Substrate 1. Although not 
illustrated in FIG. 2D, the finger electrode 4b contacts the 
substrate 1 and the buffer layer 7. 
0.058 Generally, the surface acoustic wave generated by 
the transducer having the finger electrodes is a plan wave 
when the finger electrodes are Sufficiently long, and is 
propagated So that it is spread in an arc formation when the 
finger electrodes are comparatively short. In either case, the 
Surface acoustic wave is used So that it is coupled to the 
SAW waveguide path as a mode as shown in FIG. 2(B), or 
is converged on the waveguide path in plane formation due 
to the lens effect. 

0059. In the above case, if the finger electrodes 4a have 
portions in which the buffer layer 7 is provided, the surface 
acoustic wave is hardly generated on the Substrate 1 in the 
above portions. Hence, the wave planes of both the plane 
wave and the wave spread in the arc formation are disturbed, 
and thus the Surface acoustic wave having a good mode State 
or a good distribution cannot be propagated through the 
SAW waveguide path or the light waveguide path 3. The 
above holds true for the finger electrodes 4b. 
0060. The inventors investigated the relationship 
between the ratio of the length of the portions in which the 
finger electrodes 4a and 4b contact the buffer layer 7 to the 
length of the portions in which the finger electrodes 4a and 

Feb. 21, 2002 

4b contact the Substrate 1 and the condition which enables 
the Surface acoustic wave having a good mode State or a 
good distribution to be propagated through the SAW 
waveguide path or the light waveguide path3. The inventors 
found that good results can be obtained when the length of 
the portions in which the finger electrodes 4a and 4b contact 
the acousto-optical Substrate 1 is equal to or greater than 
twice the length of the portions in which the finger elec 
trodes 4a and 4b contact the buffer layer 7. It is considered 
that the above results obtained through the investigation 
conducted by the inventors can be obtained by a mechanism 
in which a distribution of the wave plane can be compen 
sated for by the diffraction effect of the surface acoustic 
wave. In the first embodiment of the present invention, the 
ratio of the length of the portions in which the finger 
electrodes 4a and 4b contact the buffer layer 7 to the length 
of the portions in which the finger electrodes 4a and 4b 
contact the substrate 1 is 10 um: 140 um. This satisfies the 
above condition. The above ratio is sufficient to provide the 
good results. In this case, the better results can be obtained 
as the portions of the finger electrodes 4a and 4b are located 
closer to the centers of the finger electrodes 4a and 4b in the 
longitudinal direction thereof. 
0061 FIG. 3A shows an acousto-optical device accord 
ing to a Second embodiment of the present invention, which 
functions as a TE-TM mode transducer. As shown in FIG. 
3A, buffer layers 8 provided separately are provided to the 
respective crossing portions in which the finger electrodes 
4a and 4b and the light waveguide path 3 croSS. 
0062 FIG.3B is an enlarged plan view of the transducer 
4 shown in FIG. 3A. The buffer layers 8 can be formed as 
follows. An SiO film having a thickness of, for example, 0.5 
tum is formed on the Substrate 1, and is then patterned into 
blocks having a size Sufficient to cover the respective 
crossing portions (each of which crossing portions has a 
rectangular area of a size of 7 umx5 um). Each of the blocks 
of the buffer layers 8 having a block shape is 10 um wide and 
6 um long. 
0063 FIG. 3C is a cross-sectional view taken along line 
c-c shown in FIG.3B. The finger electrodes 4a and 4b of the 
transducer 4 directly contact the substrate 1 other than the 
crossing portions in which the finger electrodes 4a and 4b 
cross the light waveguide path 3. Hence, the SAW can 
efficiently be generated on the Surface of the Substrate (the 
light waveguide path 3). The buffer layers 8 separately 
provided to the respective crossing portions have the mini 
mum area. Hence, the mechanical StreSS to the generation 
and propagation of the SAW power is extremely small. The 
light can efficiently be propagated between the upper and 
lower high-quality clad layerS along the waveguide path 3 
without propagation loSS. The upper clad layers are the 
buffer layers 8 and the lower clad layer is the substrate 1. 
0064. The experiments conducted by the inventors show 
that an RF power of 10 mW can be applied to the transducer 
4 of the Second embodiment of the present invention, and a 
light propagation loSS of the buffer layerS 8 equal to or leSS 
than 0.1 dB can be obtained. 

0065 FIG. 3D is a cross-sectional view taken along line 
d-d shown in FIG. 3C, in which there are illustrated the 
waveguide path 3 formed in the acousto-optical Substrate 1, 
the buffer layers 8 formed on the waveguide path 3, and the 
finger electrode 4a which contacts the Substrate 1 and the 
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buffer layer 7. The finger electrode 4a is formed so as to 
cover the corresponding buffer layer 8, which is thus sand 
wiched between the finger electrode 4a and the substrate 1. 
Although not illustrated in FIG. 3D, each of the finger 
electrodes 4b contacts the Substrate 1 and the respective 
buffer layer 8. 
0.066. In the second embodiment of the present invention, 
the length of the portions in which the finger electrodes 4a 
and 4b contact the acousto-optical Substrate 1 is equal to or 
greater than the length of the portions in which the finger 
electrodes 4a and 4b contact the buffer layers 8. The above 
condition is Sufficient to provide the good results. In this 
case, the better results can be obtained as the portions of the 
finger electrodes 4a and 4b are located closer to the centers 
of the finger electrodes 4a and 4b in the longitudinal 
direction thereof. 

0067. The first and second embodiments of the present 
invention are directed to the TE-TM mode transducers. 
However, the basic Structure of the acousto-optical device of 
the present invention can be used to realize various func 
tional devices. 

0068 The first and second embodiments of the present 
invention are equipped with the SAW waveguide path 
defined by the Ti diffused areas 2a and 2b. Alternatively it 
is possible to employ other arrangements which propagate 
the SAW through the light waveguide path 3. For example, 
a lens can be used to propagate the SAW through the light 
waveguide path 3. 

0069 FIG. 4A is a perspective view of an acousto 
optical device according to a variation of the first and Second 
embodiments of the present invention. FIG. 4B is a cross 
sectional view taken along line d-d shown in FIG. 4A. The 
variation shown in FIGS. 4A and 4B has an arrangement 
having a buffer layer which is a Space defined between the 
finger electrodes 4a and 4b and the acousto-optical Substrate 
1 so that the finger electrodes 4a and 4b does not contact but 
are Spaced apart from the waveguide path 3. In order to 
define the above arrangement, the finger electrodes 4a and 
4b have curved portions. The buffer layer 20 function in the 
same manner as the buffer layer 7 or buffer layers 8. The 
aforementioned condition can be applied to the variation. 
0070 FIG. 5 is a perspective view of an acousto-optical 
device according to a third embodiment of the present 
invention. Two polarization beam splitters 30 and 32 sand 
wich two TE-TM mode transducers. The buffer layers of the 
two TE-TM mode transducers can be formed as in any of the 
buffer layers 7, 8 and 20. The acousto-optical device func 
tions as a filter independent of the polarization of the 
incident light. If the finger electrodes 4a and 4b are directly 
formed on two waveguide paths 34 and 36, the polarization 
dependent loss with respect to the TE and TM polarizations 
is extremely great. Hence, a change in the polarized condi 
tion of the incident light greatly varies the intensity of the 
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output light. Hence, the above arrangement cannot be used 
for applications in which a variation in the output light 
intensity is required to be Severely controlled, Such as optical 
communications. In contrast, according to the present inven 
tion, the buffer layer or layers are provided between the 
finger electrodes 4a and 4b and the acousto-optical Substrate 
1. Hence, the polarization dependent loSS does not occur and 
the present invention can be Suitably used for applications as 
described above. 

0071. The present invention is not limited to the specifi 
cally disclosed embodiments, and variations and modifica 
tions may be made without departing from the Scope of the 
present invention. 
What is claimed is: 

1. An acousto-optical device comprising: 
a light waveguide path formed on an acousto-optical 

Substrate; 
a transducer which crosses the light waveguide path and 

propagates a Surface acoustic wave along the light 
waveguide path; and 

a buffer layer provided so that finger electrodes of the 
transducer are spaced apart from the light waveguide 
path in crossing portions in which the finger electrodes 
croSS the light waveguide path, 

the finger electrodes having other portions which directly 
contact the Substrate. 

2. The acoustic-optical device as claimed in claim 1, 
wherein the buffer layer has a band shape which is continu 
ously provided to the crossing portions. 

3. The acousto-optical device as claimed in claim 1, 
wherein the buffer layer has portions Separately provided to 
areas respectively including the respective crossing portions. 

4. The acousto-optical device as claimed in claim 1, 
wherein: 

the buffer layer has a transparency to an input light 
applied to the acousto-optical device; and 

the buffer layer has a refractive index smaller than that of 
the acousto-optical Substrate. 

5. The acousto-optical device as claimed in claim 1, 
wherein the finger electrodes are provided so that the buffer 
layer is Sandwiched between the finger electrodes and the 
acousto-optical Substrate. 

6. The acousto-optical device as claimed in claim 1, 
wherein a length of first portions in which the finger elec 
trodes contact the Substrate is equal to or greater than twice 
another length of Second portions in which the finger elec 
trodes contact the buffer layer. 

7. The acousto-optical device as claimed in claim 1, the 
buffer layer is formed of a Space. 
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