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William H. Stayton, Washington, D. C. 
Application July 3, 1930, Serial No. 465,59 

Renewed December 26, 1934 
2 Claims. 

This invention relates to games and more par 
ticularly to a game providing a miniature varia 
tion and close simulation of the well-known out 
door game of golf. 

It has been heretofore proposed to provide 
games in initation of golf which might be played 
On a Sufficiently Small scale to provide indoor 
amusement, but all of these games, to applicant's 
knowledge, have, by their reduction in scale, 
resulted in the elimination of most of the ele 
Inents which combine to make outdoor golf Such 
a popular, competitive Sport. Personal judgment, 
physical skill, knowledge of the rules of the game 
and other psychological factors, all of which 
COintribute greatly to the enjoyment of the out 
door game, have largely vanished in the minia 
ture reproductions previously provided. 

It is therefore one of the objects of the present 
invention to provide a game which is highly in 
Structive as well as entertaining, and which re 
quires and encourages the use of individual skill. 
Another object is to provide a novel gaine of 

miniature golf in which the usual conditions and 
problems of actual outdoor play are closely simu 
lated, and which requires a degree of skill com 
payable to that exercised in the regular game. 
A further object is to provide a game of golf 

which, although greatly reduced in scale, affords 
the same opportunities for enjoyment and in 
Struction, and accurately presents the same prob 
lems as the outdoor game, thereby constituting a 
most desirable means of practice and steady With 
respect to the physical movements, exercise of 
judgment and rules of play of the game in gen 
eral. 

Still another object is to provide a miniature 
golf course accurate in its reproduction of actual 
physical conditions and of such construction that 
it may be conveniently transported and set up 
for play in a limited Space. 
A still further object is to provide a novel play 

ing board for a game of golf Which has a Sur 
face accurately simulating in miniature the tees, 
fairways, greens and hazards of an actual golf 
course, said playing board comprising a plurality 
of sections adapted to be easily joined each to 

- the other to produce a course of any desired 
length, and layout. 
Another object is to provide a novel playing 

board for a game of golf having both of its Sur 
faces prepared in simulation of an actual golf 
course, each surface constituting a different lay 
out of holes, thereby affording the maximum 
opportunity for play under varied conditions. 
A still further object is to provide a novel game 

(C. 273-87) 

of miniature golf in which the movements of a 
manikin golfer may be completely controlled by 
the player of the game, and the shots played 
Upon a game board Which reproduces actual play 
ing conditions with utmost fidelity. 5 
These and other objects Will appear more fully 

from a consideration of the detailed description 
of the invention which follows. Although two 
embodiments each of the game board and mani 
kin are described and illustrated in the accom - 0 
panying dra WingS, it Will be expressly understood 
that the drawings are for the purpose of illus 
tration only, and are not to be construed as a 
limitation of the scope of the invention, reference 
being had for this purpose to the appended 15 
claim.S. 
In the drawings: 
Fig. 1 is a plan view of one embodiment of the 

playing Surface according to the present inven 
tion wherein a plurality of portable sections are 20 
joined together to constitute a miniature golf 
COLTSe; 

Fig. 2 is a sectional view taken on line 2-2 of 
Fig. 1: 

Fig. 3 is a Sectional view taken on line 3-3 of 25 
Fig. 1; 

Fig. 4 is a plan View of another embodiment of 
the playing Surface; 

Fig. 5 is a sectional View taken on line 5-5 of 
Fig. 4; 30 

FigS. 6, 7 and 8 are perspective Views, taken at 
different angles showing One embodiment of a 
manikin with which the game may be played; 
and 

Fig. 9 is a detail view partially in section of 35 
another embodiment of the manikin. 

Referring now to the drawings, Wherein like 
reference characters indicate like parts through 
out the several views, there is disclosed therein 
a miniature golf game comprising three novel, 40 
cooperating game pieces-a playing board Or. 
Surface, a ball, and a manikin player. 
The playing board or surface (Figs. 1-5) com 

prises, in general, a base or mat upon which are 
accurately reproduced in miniature the physical 45 
characteristics of a golf course. The board may 
be made in sections, each section being a com 
plete unit in itself of any desired number of 
holes, with suitable means being provided for 
joining a plurality of sections in order to con- 50 
struct a course of any desired length and lay 
out, or, if desired and if sufficient Space is avail 
able, an entire course may be laid out and con 
structed as a unit. The base or mat may be 
either permanently attached to a table or other 55. 
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2 
suitable support, or adapted for temporary at 
tachment and ready portability. The preferred 
construction, however, embodies portable sec 
tions of a rigid base of slightly Smaller size than 
the ordinary card table, both sides of the base 
being finished to represent a portion of a golf 
course, and means for Supporting and joining a 
plurality of Such sections. An alternative con 
struction comprises similar portable sections of 
a flexible mat of Substantially the same Size aS 
an ordinary card table, each of which Sections 
can be rolled up into a Small package of Con 
venient size for easy transportation, and then 
Spread out and temporarily secured by Suitable 
means to any available table. 

Referring now in detail to Figs. 1, 2 and 3, the 
playing board as shown therein comprises a plu 
rality of portable sections 0 supported in any 
suitable manner as on card tables , and novel 
means for joining the various sections to con 
stitute the desired layout. Each section 0 has 
a base 2, of any suitable material such as Wood, 
in each corner of which is Secured a Supporting 
pillar 3 projecting on each side thereof. These 
sections f may be of any desirable size, but as 
shown are slightly Smaller than the top of an 
average card table . 

Both sides of base 2 are prepared in Simula 
tion of a golf course by reproducing in miniature 
thereon, by any suitable means, the physical 
characteristics of the tees, fairways, rough, haZ 
ards and greens of any known Or imaginary 
course. The contour of the surface may first be 
prepared by applying to base 2 a Suitable 
amount of padding 4, such as felt, and then a 
fabric covering 5 placed thereover and Secured 
to base 2 at the edges thereof. Fabric cover 
ing 5 may be of any desired material but pref 
erably is provided with a pile in Simulation of 
grass, the height of which can be varied by cut 
ting so as to be short in the fairways and long 
in the rough. Miniature trees, fences and other 
Similar hazards may be placed on the Surface of 
fabric covering 15, and, if desired, secured there 
to as by SeWing. 

If desired, the greens and large hazards, Such 
as ponds or sand traps and bunkers, may be 
constructed as units removable from base 2 and 
interchangeable one with the other, thus again 
increasing the number of possible variations in 
the layout of the course. As shown, each green 
and large hazard comprises a base member 6, 
preferably of the same material as base 2, 
which is appropriately surfaced similarly to base 
12, but on one side only. The greens are Sur 
faced with a thin layer of padding 4 and a 
substantially smooth fabric covering 5, and are 
each provided with a cup representing the 
hole, in which is removably supported the staff 
8 of a flag 9. Those units representing ponds 
and sand traps may be provided With Suitable 
depressions 20 in base members 6 in which 
water and sand may be placed. 

All units are of the same size and shape SO 
as to be interchangeable, and are adapted to be 
seated in suitable recesses 2 formed in base 2. 
For convenience, the units have been shown as 
circular with a shouldered flange 22 engaging 
an inwardly projecting collar 23 formed inte 
grally with base 2, but it is to be understood 
that other forms of construction may be uti 
lized. 

Novel means are also provided for joining to 
gether the various sections of the playing sur 
face, which not only make possible a complete, 

2,014,992 
continuous layout, but also prevent the trans 
mission of vibrations or shocks from one Section 
to another which might disturb the play. Two 
forms of such connecting means are shown in 
the drawings, that in Fig. 2 illustrating a flex 
ible or resilient trough which might be utilized 
to represent a stream, and that in Fig. 3 showing 
a Strip of Surface Similar to that of the adjoin 
ing Sections O. 
The flexible trough of Fig. 2 comprises a pair 10 

of rods or strips 24, equal in length to base 2, 
and a trough 25 of resilient material such as 
rubber, equal in length to the distance between 
pillars 3 and secured to rods 24 by any Suitable 
means Such as SeWing. 5 
The connecting Strip shown in Fig. 3 has a 

thin base plate 26 of suitable material on which 
is formed a surface of padding 4 and fabric 
covering 5 similar to that formed on base 2. 
Base plate 25 is equal in length to trough 25 
and Slightly narrower than the Space which it is 
to cover So as to allow a Small movement of one 
Section Without disturbing the adjacent sec 
tion. 
A Second enh bodiment of the playing board is 25 

disclosed in Figs. 4 and 5, differing from that just 
described in that the base comprises a flexible mat 
which may be rolled up for ready transportation, 
and is provided with a playing surface on only 
One side, the base being adapted to rest directly 
upon the supporting table and to be temporarily 
secured thereto by suitable means. 
As shown, a base 2', of any suitable flexible 

material Such as rubber, is made Substantially 
equal in size to the top of card table f l and is pro 
vided with suitable straps 2 in each corner there 
of which are adapted to slip under the cornsrs of 
table i and thus temporarily secure the playing 
board thereto. The upper surface of base 2' is 
prepared in simulation of a golf course by means 
of padding 4 and a fabric covering 5 in a man 
ner similar to that previously described. The 
greens and large hazards are also made as re 
nowable, interchangeable units similar to those 
shown in Figs. 1 and 2, Suitable shouldered re 
cesses 2 " being provided in base 2' to receive the 
flanged base members f6'. It Will be understood 
that these units are renoved fl'On recesses 2 
when base 2' is rolled up for transportation. 
The miniature golf course thus provided nay 

be laid out as a replica, of any actual course, or 
may be a combinatioil of famous holes of varicus 
courses. The fairways, greens, hazards and other 
physical characteristics of the course are accu 
Irately constructed to Scale, the Scale used also b2- 55 
ing an important factor to be considered in the 
construction of the ball and manikin player later 
to be described. 

Since the present game is intended to be as close 
a simulation aS poSSible of the actual game of 60 
golf, a ball 28 is used instead of a disc or any of 
the other artificial nineans heretofore proposed. 
The ball may be made of any Suitable naterial, 
cork, aluminum and Steel each having been uti 
lized by applicant, but it is preferable to con- 65 
struct it from hard rubber and to provide it with 
a COver painted and marked in a manner similar 
to Ordinary golf balls. The size and weight of the 
ball are, of course, dependent upon the size of the 
playing board and that of the manikin. 

In Order to propel the ball around the linia 
ture golf course above described, a novel, portable 
manikin golf player has been provided which is so 
Constructed as to allow maximum control by the 
player of the game over all movements of the 75 
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2,014,992 
manikin, thus rendering the element of individual 
skill the most important factor in the successful 
playing of the game. To this end the body and 
Inenbers of the manikin are made flexible in 
simulation of the joints and muscles of the hu 
main body, and a golf club is provided Which is 
fully adjustable as to length of the shaft and angle 
of face of the club head. Nowel meanS for actu 
atting the club have also been devised which per 
Init full personal control of the force and length 
of the Stroke of the club by the player of the game. 
As shown in Figs. 6, and 8, the manikin player 

comprises a torso or trunk 29, Substantially cy 
lindrical in shape and made of any Suitable nate 
rial, either Wood or metal, which is adjustably Sup 
ported at its lower end in a hip plate 3 to which 
are secured flexible legs 3 terminating in Weight 
ed feet 32, and which at its upper end carries a. 
rotatable Shoulder band or disc 33 to which is 
Secured a flexible arm 34 holding a miniature golf 
club 35. 
The adjustable connection between torso 29 and 

hip plate 38 is preferably of the ball-and-socket 
type so as to allow a maximum of adjustability, 
and as shown, (see Fig. 9 for details), comprises 
a hemispherical base 36 for torso 29 which rests 
Upon a concave seat or socket 3 formed in hip 
plate 3 and is secured thereto by means of a 
dished washer 38 held against the bottom of sock 
et 37 and secured to base 36 by means of Screw 39. 
Socket 3 is provided with an enlarged central 
opening 4 through which screw 39 extends, 
thereby allowing a wide range of novelinent of 
torso 29 relative to hip plate 3. The flexibility 
of the joint thus formed may be easily adjusted 
by screw 39. 
The legs 3 of the manikin are preferably made 

of flexible tubing sufficiently stiff to support the 
Weight of the rest of the manikin and yet flex 
ible enough to enable the player of the game to 
adjust the legs to any desired position. The low 
er ends of the legs are provided with Weighted 
feet 32 which may be cast of lead and Swiveled 
thereto in any suitable manner, while the upper 
ends are provided with ferrules 4 which are rig 
idly secured to hip plate 36. 
The upper end of torso 29 is provided with suit 

able raeans for rotatably supporting shoulder disc 
33 and for adjusting its plane of rotation relative 
to the torso. As shown, shoulder disc 33 is rota 
ably mounted on a shaft A2 and rests against a 
collar 3 Secured to said shaft intermediate its 
ends. The lower end of shaft 42 below collar 43 
is provided with a bifurcated portion 44 which 
engages the upper end of a Stud 5 threaded into 
the upper end of torso 29. A bolt 46 extends 
through Suitable Openings in bifurcated portion 
44 and stud 45 and is provided with a butterfly 
nut 47, thereby affording an easily adjustable 
means for Varying the plane of rotation of disc 
33 relative to torSO 29. 
Arm 34 is made of tubing similar to that com 

prising legs 3 but is preferably slightly more 
flexible. The upper end of arm 34 is provided 
with a ferrule 48 which is threaded into the pe 
riphery of shoulder disc 33, and its lower end is 
provided with a chuck 49 in which is frictionally 
gripped the upper end of the shaft of golf club 35. 
The effective length of the shaft may thus be ad 
justed by sliding it through chuck 49, the upper 
extremity of the shaft extending within arm 34 
which is hollow. Additional adjustability as to 
club 35 is afforded by providing a head or blade 
59 which is connected to the lower end of the 
shaft by means of a SCreW 5 thus allowing the 

angle of the face of head 5 to be changed at the 
will of the player. 

Nowel means are also provided for actuating 
club 35 which require a maximum exercise of 
physical force by the player of the gaine and a 5, 
minimurn of mechanical assistance from the 
Structure of the manikin. In the form shown, 
an actuating lever or arrin 52 is threaded into the 
periphery of shoulder disc 33 opposite arm 34 and 
provided at its oute end With a suitable Weighted 10 
hall Or handle 53 which is adapted to be grasped 
by the player in making the stroke. In order to 
decrease the effect of Weighted ball 53 in aSSist 
ing the stroke and to thus require that the actU 
atting lever 52 be positively noved by the player lis 
throughout the stroke, a coil spring 54 is provided . 
Surrounding the upper end of shaft 32 and exert 
ing a dampening force against shoulder disc 33. 
The other end of Spring 53 is seated in a recess 
55 formed in a detachable head 56 of the manikin 20 
which is threaded onto the upper end of shaft 2. 

In Fig. 9 there is shown a variation which may 
be made in the construction of the torso and the 
connection thereWith of the shoulder disc in the 
interest of greater flexibility and closer Sinula-25 
tion of the human body. As disclosed therein, 
the Substantially cylindrical, rigid torso 29 of 
Figs. 6, 7 and 8 is replaced by a length of flexible 
tubing 57 which is secured at its lower end by a 
ferrule 58 to a hemispherical base 36', and at its 30 
Upper end by another ferrule 59 to the collar A3 
Of Shaft 2 on which shoulder disc 33 is rotat 
ably mounted. The ball-and-socket connection 
of base 36' to hip plate 36, the nounting of shoul 
der disc 33 on shaft 42, and all other details of 35 
the manikin not specifically shown in Fig. 9 are 
Similar to those shown in FigS. 6, 7 and 8. 
As mentioned above, a head 56, representing 

that of a man or Woman, is adapted to be screwed 
onto the upper end of shafts 4 and 4 to com- 40 
plete the structure of the manikin. It is also con 
templated that the manikin will be provided with 
clothing of any Suitable character, Such as indi 
cated in the drawings, so dressed upon the figure 
as not to interfere with its mechanical function- 4.5 
ing, The clothing, of course, may be changeable, 
as are the heads, SO that the manikins used in a 
match may be appropriately dressed to represent, 
the various players. In this connection, it may 
also be desirable to correlate the crlors of the 50 
clothing of the various manikins with the mark 
ings of the balls So that each player will easily be 
able to identify his ball at any time during the 
game. 
The above described golf manikin is disclosed 55 

and claimed in my application Serial No. 557,703, 
filed August 17, 1931, as a division of the present 
application. 

In playing this game, the usual rules of golf 
obtain although it is permissible to formulate ad- 60 
ditional “local rules' as is common practice in 
the Outdoor game. The game board or course is 
first prepared for play by setting it up in any 
suitable place where adequate space is available. 
In cases where the game is installed in clubs, 65 
hotels, amusement parks, etc., the layout will usu 
ally be permanently attached to its Support and 
no preparation of the board will be necessary, but 
in the preferred embodiment, the individual, port 
able Sections will be placed upon card tables, or 70 
Other Suitable Supports, and connected together 
to form a course of any desired length and layout. 
If flexible mats of the form shown in Figs. 4 and 5 
are used, they would first be unrolled and spread 
Out On the tables, have their green and hazard 75 



O 

20 

40 

45 

50 

4 2,014,992 
units inserted in the proper recesses, and then be 
tenporarily secured to the tables by the means 
provided. 
The game is then played in the usual manner 

Starting fron Number 1 tee. The ball is teed up 
and the manikin placed in the proper position to 
make the drive, all operations being performed by 
the individual playing the game. The stance, or 
position of the feet, is first adjusted and then the 
position of the arm and body. The angle of the 
Club head and the length of the Shaft are also 
fixed in accordance With the judgment of the 
player and the ball is addressed. In making the 
Stroke, the player grasps the actuating arm of 
the rotatable shoulder disk in One hand, using the 
Other to steady the manikin, if necessary, and 
positively moves the club throughout a complete 
Stroke. 
Should the stroke be poorly executed due either 

to an error in judgment as to stance, etc., or to 
an improper use of physical force, a sliced, hooked, 
topped or “dubbed' shot will result just as in the 
regular game, due to the novel construction of the 
Inanikin. 

After tha drive has been made, the manikin will 
be moved by the player up to where the ball lies, 
the stance, club head, and length of Shaft again 
adjusted and the Second shot played, the amount 
of force used and the length of the SWing again 
depending upon the judgment of the player. 
When the ball reaches the green, the club is ad 
justed for putting, and a slight tap used to put 
the ball in the hole. 
The score is recorded in the same way as in the 

regular game, and any desired number of holes 
may be played in the above described manner to 
constitute the game. It will be understood that 
a plurality of manikins and balls may be provided 
so that the game may be played by tWOSones, 
threeSones and fourSones as Well as by Single 
players, and matches arranged as in the regular 
gae. 
There is thus provided by the present invention 

a novel game of miniature golf which closely Sin 
ulates in all its details the Well-known outdoor 
game and which is instructive as well as enter 
taining, requiring a degree of personal Skill con 
parable to that exercised in the regular game and 
thus affording a desirable means of practice and 
study of the game in general. A novel form of 
game board is provided having a Surface on Which 
are accurately reproduced in miniature the phy 
Sical characteristics of a golf course, and being of 
such construction as to be readily portable and 

easily attached to any Suitable Support for play. 
The game board nay also be constructed. With a 
playing Surface on each Side So as to afford a va 
riation in the layOut Of the COUrse. 

It will be obvious that the invention is not 5 
limited to the exact forms described and illus 
trated in the drawings, but is capable of a variety 
of mechanical embodiments. For example, it is 
contemplated that the playing board may be per 
manently attached to its Support and that an 10 
entire 8 hole course may be constructed as a 
unit. Such a layout Would be Well adapted for use 
in a club, hotel or amusement park, in which case 
it would probably be preferable to provide the 
manikin. With a coin-operated locking device 5 
Whereby it Would be unlocked by the deposit of a 
coin and Would automatically re-lock after the 
elapse of a predetermined period of time, or after 
a certain number of Strokes have been played. 
Also, the layout of the playing Surface may be de- 20 
Signed to represent any desired actual or imagin 
alry course in place of that shown in the drawings. 
Various other changes, which Will now appear to 
those skilled in the art, may be made in the form, 
details of construction and arrangement of the 25 
parts without departing from the Spirit of the in 
vention, and reference is therefore to be had to 
the appended claims for a definition of the limits 
of the in Vention. 
What is claimed iS:- 30 
1. In a golf game, a playing board comprising a 

plurality of individual sections, the surface of each 
Section comprising a miniature reproduction of a 
portion of a golf course, and means for connect 
ing any edge of one of Said sections to any edge 35 
of any other Section to form a miniature golf 
course of any desired layout, said last named 
means comprising a trough of resilient material 
adapted for detachable engagement with any two 
Sections to be connected. 40 

2. In a golf game, a playing board comprising a 
plurality of individual Sections, both surfaces of 
each Section comprising a miniature reproduction 
of a portion of a golf course, means for support 
ing each section for play on either side thereof in 45 
Such position that the under surface of Said board 
is out of contact with the Supporting Surface, and 
means for connecting any edge of one of Said Sec 
tions to any edge of any other Section to form a. 
miniature golf course of any desired layout, said 50 
last named means comprising a trough of resilient 
material adapted for detachable engagement with 
any two sections to be connected. 

WILLIAM. H. STAYTON. 


