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UNITED STATES PATENT OFFICE. 
MARGARET CUMMS, OF CHICAGO, ILLINOIS, EXECUTRIX OF FRANK F. CUMMS, 

DECEASED. . 
LEATHER-EDGING TOO. 

940,857. Specification of Letters Patent, Patented Nov. 23, 1909. 
Application filed January 14, 1909. Serial No. 472,377. 

To all whom it may concern: Pivotally mounted on the upper side of 
Be it known that I, MARGARET CUMMs, a the blade adjacent to one edge of the same 

citizen of the United States of America, and 
a resident of Chicago, in the county of 
Cook and State of Illinois, am the executrix 
of the estate of FRANK F. CUMMs, late a 
citizen of said city, and that the said FRANK 
F. CUMMs did invent a certain new and use 
ful Improvement in Leather-Edging Tools; 
and I do declare the following to be a full, 
clear, and exact description of the invention, 
such as will enable others skilled in the art 
to which it appertains to make and use the 
same. 
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This invention relates to improvements in 
leather edging tools. 
The object of the invention is to provide a 

tool of this character by means of which the 
edges of leather straps may be smoothly 
and evenly trimmed. 
A further object of the invention is to pro 

vide an edge trimmer for leather straps and 
the like having means whereby the same may 
be quickly and easily adjusted for use on 
straps of different thicknesses. 
With these and other objects in view, the 

invention consists of certain novel features 
of construction, combination and arrange 
ment of parts as will be described and par 
ticularly pointed out in the appended claims. 
In the accompanying drawing, Figure 1 

is a plan view of the tool showing in dotted 
lines the manner of adjusting the gaging 
lever; and Fig. 2 is a longitudinal sectional 
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view of the same; and Fig. 3 is a transverse 
sectional view on the line 3-3 of Fig. 1. 

Referring more particularly to the draw 
ings 1 denotes the edger which consists of a 
blade, 2, on one end of which is formed a 
shank, 3, by means of which the blade is en 
gaged with a suitable handle, 4. 
The upper side of the blade 2 is cut away 

to form a centrally disposed cutting edge, 5, 
on the outer end of the blade 2. The por 
tions of the blade adjacent to its opposite 
edges form guide flanges, 6, said, flanged 
edges being formed by the recessed or cut 
away portion of the blade and they serve 
as guides for the work upon which the tool 
is used. The flange, 6, on one side of the 
blade projects a short distance beyond the 
cutting edge as shown at 7, and forms a 
guide lug by means of which the end of the 
blade may be more readily engaged with the 
edge of the leather to be trimmed. 

is a gaging lever, 8, the forward end of 
which is turned downwardly at right-angles 
over the outer end of the blade and forms a 
guide lug, 9. The lever, 8, is pivotally con 
nected to the blade by a pivot screw, 10, on 
which is arranged a thumb nut, 12. On the 
inner end of the lever, 8, is formed a right 
angular extension, 13, in which and in the 

| end of the lever is formed a transversely 
disposed slot, 14, to receive a set screw, 15, 
which is adapted to be screwed into a 
threaded aperture in the blade whereby the 
lever is held in its adjusted position. The 
rear portion of the lever between the pivot 

: screw, 10, and the set screw 15 is reduced in 
thickness so that said rear portion of the 
lever forms a spring whereby when the 
thumb nut 12 is screwed outwardly on the 
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pivot bolt, the forward end of the lever will spring upwardly out of engagement with 
the end of the blade, thereby facilitating the 
pivotal movement of the lever to adjust the 
downwardly turned end, 9, thereby increas 
ing or decreasing the working space of the 
blade between said end 9 and the projecting 
end, 7, of the flange, 6. When thus adjust 
ing the lever, the set Screw, 15, is loosened 
suiciently to permit the slotted inner end 
of the lever to move freely in one direction 
or the other across the blade. After the 
lever has thus been adjusted to provide the 
desired width of working space for the cut 
ting edge of the blade, the thumb nut is 
screwed inwardly on the piyot bolt, thereby 
clamping the lever firmly into engagement 
with the upper side of the blade, after which 
the set screw is again tightened and securely 
holds the lever in position. 
By means of a tool of this character, the 

edges of straps or similar objects may be 
smoothly and evenly trimmed in a safe and 
efficient manner. 
A tool as herein shown and described is 

simple, strong and durable in construction 
and well adapted to the purpose for which 
it is designed. 
From the foregoing description, taken in 

connection with the accompanying drawing, 
the construction and operation of the inven 
tion will be readily understood without re 
quiring a more extended explanation. 

Various changes in the form, proportion 
and the minor details of construction may 
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be resorted to without departing from the 
principle or sacrificing any of the advan 
tages of the invention as defined in the ap 
pended claims. 
Having thus described the invention, what 

is claimed as new and desired to be secured 
by Letters-Patent, is: 

1. In an edge trimmer of the character de 
Scribed, a blade having on its outer end a 
cutting edge, guide flanges formed on the 
opposite edges of the blade, a guide lug 
projecting beyond the end of the blade at 
one side of said cutting edge, and an ad 
justable gaging lever to co-act with said 
flange and guide lug. 

2. In an edge trimmer of the character de 
scribed, a blade having formed on one end a 
cutting edge, a guide lug on one side of said. 
edge, a guide lever having a right-angularly 
formed guide lug on its outer end, and a 
transversely slotted extension on its rear 
end, a pivot screw to pivotally connect said 
lever with the blade, and a set screw ar 
ranged in the slotted inner end of the lever 
to hold the same in its adjusted position on 
the blade. 

940,857. 

3. In an edge trimmer of the character 
described a blade having on its outer end a 
cutting edge, a guide flange and lug on one 
sides of said edge, a guide lever having a 
right-angularly formed guide lug on its 
outer end, and a transversely slotted ex 
tension on its inner end, a pivot Screw to 
pivotally connect said lever with the blade, 
a thumb nut on said screw adapted to clamp 
the lever into engagement. With the blade, a 
set, screw in the slotted inner end of the 
lever, whereby the latter is held in its ad 
justed position, and a spring formed in the 
rear portion of the lever whereby the for 
ward end thereof is disengaged from the 
outer-end of the blade when said thumb nut 
is-unscrewed. 
In testimony whereof, I have hereunto 

Set: my, hand in the presence of two subscrib 
ing witnesses. 

MARGARET CUMMS, 
Eaceoutria of Frank F. Cumns, deceased. 
Witnesses: 

PHILIP R. FRASER, 
EUGENE.M. BUMPHREY. 

30 

35 

40 


