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Claims. 
This invention relates to signaling systems and, 

more particularly, to improved arrangements for 
the reception of signals transmitted over such 
Systems. 
The arrangements of the invention provide a 

novel distributor of the start-stop type Suitable 
for the operation of telegraph printers which are 
well known in the art. In the distributor device 
of this invention gas-filled discharge tubes and 
circuits therefor are utilized for controlling the 
electromagnet armatures operating the code bars 
and the printing mechanism. Accordingly, the 
distributor device of the invention has the ad 
vantage that it requires very few mechanical mov 
ing partS. Accordingly, the maintenance needed 
for a device of this type will be lessened and the 
Speed of Operation will be increased. Other ob 
jectS and features of the invention will appear 
more fully from the detailed description herein 
after given. 
The invention may be more fully understood 

from the following description, together with the 
accompanying drawing, in which is shown a cir 
cuit diagram embodying a preferred form of the 
invention. 
In the drawing is shown a telegraph line over 

which signals are being transmitted for reception 
by the distributor device of the invention. The 
distributor device comprises the magnets 3, 4, 5, 
6 and 7. These are the electromagnets which 
Operate the code bars of telegraph printers well 
known in the art. These magnets are controlled 
by the operation of a first Series of gas-filled dis 
charge tubes 9, fo, , 2 and 3. This first 
series of gas-filled tubes is in turn controlled by 
the operation of a second Series of gas-filled dis 
charge tubes 40, 4, 42, 43 and 44. A starting 
tube 8 is provided which in response to a start 
Signal Will Start a cycle of operation of the Second 
series of tubes 40, 4, 42, 43 and 44. The tubes 
in the Second Series are arranged to operate 
Sequentially with predetermined intervals and 
control the ability of the tubes of the first series 
to operate in response to the incoming signals. 
A further tube 45 is provided which may control 
the printing magnet 20. The tubes utilized may 
be of the so-called positive-grid type in which 
the grid must be positive with respect to the 
cathode before an arc can strike to the anode, but 
this is merely a matter of convenience as this 
eliminates the need for negative bias grid bat 
teries. In utilizing the distributor of the in 
Vention it is necessary that marking signals 
should be made by applying positive battery to 

(C. 178-53.) 
line , while negative battery or an open circuit 
must be used for spacing signals. 
The Operation of this device may be under 

stood from the following description of One op 
erating cycle. Initially suppose that there is an 
arc established in tube 45, but that all other tubes 
are in the non-arcing condition. Current will 
be flowing from a local direct current Source 2 
through the printing electromagnet 20, arc path 
of tube 45, resistances 86 and 87 to ground and 
thence back to the grounded terminal of source 
2. Reference character 100 indicates the source 
of cathode heating energy for all tubes. While 
this has been shown as a separate battery for 
Convenience in the disclosure, in most cases it 
Would, of course, be preferable to use a common 
SOCe. 
The flow of current through the resistances 86 

and 87 raises their common junction to a posi 
tive potential with respect to ground and this 
Will cause condenser 90 to charge up slowly due 
to the flow of current through resistance 88. 
Rectifier 89 is so connected as to oppose the pas 
Sage of Current in a direction tending to charge 
the ungrounded terminal of condenser 90 to a 
positive potential. After a predetermined inter 
val, fixed by the values of condenser 90, resist 
ance 88 and the voltage drop across resistance 
87, the charge in condenser 90 will be sufficient 
to raise the grid of tube 8 to such a value that 
an arc can strike therein. But no arc will strike 
until the positive marking 'start’ impulse is sent 
Out Over line from the transmitting terminal. 
When this occurs a Surge Will be transmitted from 
the cathode of tube 8 over conductor 38 and 
through condenser 9f which will momentarily 
make the cathode of tube 45 positive with respect 
to its anode, thus suppressing the arc therein. 
AS SOOn as Current ceases to flow in resistance 87 
condenser 90 will discharge through rectifier 89, 
but this will not affect the arc in tube 8. After 
current has passed through resistances 33 and 34, 
connected between ground and cathode of tube 8, 
for a Sufficient period, the drop in resistance 34 
will have charged condenser 37 through resist 
ance 36 to a sufficiently high voltage so that an 
arc will strike in tube 40, which occurs imme 
diately, current being supplied from source 2 
through resistance 23 to and through the arc path 
of tube 40 and thence to ground through resist 
ances 46 and 47. The surge transmitted from 
the anode of tube 40 through condenser f4 when 
the arc struck in 40 will lower the anode potential 
of tube 8 to a value negative with respect to the 
cathode, until condenser 4 recharges. This in 
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terrupts the arc in tube 8. But the voltage drop 
across resistance 47 charges condensers 52 and 
28 through their respective leak resistances 50 
and 48. After a predetermined interval the grid 
of tube 9 is sufficiently positive to permit an arc 
to strike therein and operate code bar magnet 3, 
if a marking signal be sent at this time. But if 
no signal be sent, electromagnet 3 will not be 
energized and the No. 1 code bar will remain in 
its normal position to which it was restored after 
printing the preceding character, as electromag 
net 2) released when the arc in tube 45 was 
broken. After a second interval, predetermined 
by making resistance 50 larger than resistance 
48, or condenser 52 larger than condenser 28, or 
both, the grid of tube 4, connected to condenser 
52, will become Sufficiently positive to cause an . 
arc to strike therein. This tube will extinguish 
the arc in tube 9, if any, by the negative surge 
transmitted from its anode to that of tube 9 
when the arc struck, while a positive surge trans 
mitted from the cathode of tube 4f through con 
denser 53 to the cathode of tube 40 will extinguish 
the arc in the tube last named. 
The flow of current from Source 2 through 

resistance 24, to and through the arc path of 
tube 4, and via resistances 54 and 55 to ground 
will, as before, cause a voltage drop across resist 
ance 55, which will charge condenser 29 through 
resistance 56, over conductor 93, and which will 
also charge condenser 60 through resistance 58. 
When the arc was stopped in tubes 9 and 40 
condensers 52 and 28 discharged quickly through 
rectifiers 5 and 49, respectively, so that these 
tubes will now remain inoperative until the next 
cycle. But, as before, condenser 29 charges more 
rapidly than 60, due to the circuit constants 
used, so that tube 0 will have a positive grid 
bias and be in a position to pass current and 
operate code bar magnet 4 if a marking Signal 
be sent at this time. As soon as condenser 60 
acquires sufficient charge an arc will strike in 
tube 42, which will extinguish the arc in 4 by 
the positive Surge transmitted from the cathode 
of tube 2 through condenser 6. A negative 
surge will also be sent from the anode of tube 
42 to the anode of tube fo, through condenser 
6, extinguishing the arc, if any, in tube 0. Con 

densers 29 and 60 Will discharge through recti 
fiers 5 and 59 as soon as the arc in tube 4 f is 
extinguished. 
When the arc Strikes in tube 42 current Will 

flow from source 2 through resistance 25 to the 
anode of tube 42, and through the arc path to 
resistances 62 and 63 and thence to ground. As 
before, condensers 30 and 68 will charge from the 
voltage drop acroSS resistance 63, through resist 
ances 64 and 66. Condenser 30 Will reach a volt 
age permitting the arc to strike in tube if a. 
marking signal be received at this time, and later, 
When Sufficient charge has collected in condenser 
68, an arc will strike in tube 43, which will extin 
guish the arc in tube 42 by the positive surge 
transmitted through Condenser 69 from the cath 
ode of tube 43 and Will also extinguish the arc 
in tube if, if any, by the negative surge through 
condenser 7. The arc current of tube 43 is sup 
plied from Source 2 through resistance 26 and 
after passing through the tube, to ground through 
resistors ) and . . Condensers 68 and 30 Will 
discharge through rectifiers 65 and 6 as soon as 
the arc is extinguished in tube 42. But the posi 
tive potential applied to condensers 3 and 76 
through resistances 2 and 4 from the drop 
across resistance will charge these condensers 

at a predetermined rate Such that IrSU Lile glu 
of tube 2 will become sufficiently positive to 
permit an arc to strike, if a marking signal be 
then received, while after a predetermined inter 
vall the charge on condenser 6 will be sufficient 
to permit an arc to strike in tube 44. By the 
action of condensers i and 8 this Will extin 
guish the arc in tube 43 and also in 2, if a. 
marking signal had been received. 
As before, the flow of arc current in tube 44 

from source 2 through resistance 27, and thence 
through the arc of tube 44 to ground through 
resistances 78 and 79, Will start to charge con 
densers 32 and 84 by the drop across resistance 
79, through resistances 80 and 83. Condensers 
3 and 76 will have discharged through recti 
fiers 2 and 75 immediately upon the stopping 
of the arc in tube 43. Condenser 32 Will reach 
a voltage sufficient to allow a marking signal to 
cause an arc to strike in tube 3 and actuate 
the fifth code bar through electromagnet 7 before 
condenser 84 acquires sufficient charge to permit 
the arc to strike in tube 45. But after a prede 
termined interval the arc will strike in tube 45 
and, as before, this will extinguish the arc in tube 
44 by the action of condenser 85, and also the 
arc, if any, in tube 3, by the action of condenser 
f9. Condensers 32 and 84 will at once discharge 
through rectifiers 8 and 83 when the arc stops 
in tube 44. 
The striking of the arc in tube 45 energizes 

the print magnet 20 and causes the teletype 
writer equipment to print the letter required by 
the code bars actuated, which is in turn deter 
mined by which of the tubes 9 to f3, inclusive, 
received marking signals while their grids were 
at a potential sufficiently positive to permit arcs 
to strike. But the striking of the arc in tube 45 
Completes the cycle described. 
A brief consideration will show that the cycle 

goes On to the point Where tube 8 is in a position 
to strike an arc, and tube 8 alone of the tubes 
receiving anode current from the line. Thus the 
cycle will stop when tube 45 has been passing 
Current for a predetermined interval until the 
line receives another marking impulse as a 
Start Signal from the transmitting terminal. 
The timing between the various steps of the 

complete cycle is determined by the values of 
resistance and capacity in the grid circuits, such 
as resistance 58, capacity 60, for example. These 
should be so adjusted that a cycle is completed 
in slightly less time than the cycle at the trans 
mitter, so that there will be a slight pause for 
each start impulse. The length of time during 
which a marking signal can be received depends 
On the relative timing of the grid circuits of the 
Signal tube and the next control tube, for exam 
ple, Signal tube 0 and control tube 42. 
While the gas-filled tube distributor device of 

this invention has been shown as utilized to con 
trol the electromagnets of a printer, this is for 
purposes of illustration only. It is to be under 
stood that the gas-filled tube distributor device 
could be used to operate other signaling devices or 
Signaling circuit arrangements in response to 
Signals sent Over the line from a similar transmit 
ting distributor. 
While the invention has been shown as illus 

trated in certain Specific arrangements which 
are deemed desirable, it is understood that it is 
capable of embodiment in many and other widely 
varied forms without departing from the spirit 
of the invention as defined in the appended 
claims. 
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What is claimed is: 
1. A Signal line, a plurality of signaling devices 

Connected to said line, a first Series of gas-filled 
discharge tubes corresponding to said signaling 
devices, each of the tubes of said series having 
their anode-cathode circuits arranged to di 
rectly Serially include corresponding ones of said 
Signaling devices, a Second series of gas-filled 
discharge tubes corresponding to the tubes of 
Said first Series, circuit arrangements for the 
tubes of Said Second Series so arranged that said 
tubes Will operate and release sequentially with 
predetermined intervals, and circuit arrange 
mentS Controlled by the operation and release of 
the tubes of Said Second series for conditioning the 
Corresponding tube of Said first series for opera 
tion. Whereby the tubes of said first series may 
Operate in response to Signals transmitted over 
Said line. 

2. A signal line, a plurality of signaling de 
Vices connected to said line, a first Series of gas 
filled discharge tubes corresponding to said sig 
naling deVices, each of the tubes of Said Series 
having their anode-Cathode circuits arranged to 
directly Serially include corresponding ones of 
Said Signaling devices, a second series of gas-filled 
discharge tubes corresponding to the tubes of said 
first Series, and circuit arrangements controlled 
by each of the tubes of said second series when 
Operated to condition the corresponding tube of 
the first Series for Operation, to release the next 
preceding tube of the first Series, to release the 
next preceding tube of the Second Series and 
after a predetermined interval to operate the 
next Succeeding tube of the Second series. 

3. A signal line, a plurality of Signaling de 
ViceS connected to said line, a first Series of gas 
filled discharge tubes corresponding to said sig 
haling devices, each of the tubes Of Said series 
having their anode-cathode circuits arranged to 
directly Serially include corresponding ones of 
Said Signaling devices, a second series of gas-filled 
discharge tubes corresponding to the tubes of 
Said first Series, circuit arrangements for the 
tubes of said Second Series so arranged that, said 
tubes Will operate and release sequentially with 
predetermined intervals, and circuit arrange 
ments controlled by the operation and release 
of the tubes of Said second series for conditioning 
the Corresponding tube of Said first Series for 
operation. Whereby the tubes of Said first series 
may Operate in response to signals transmitted 
Over Said line, an auxiliary gas-filled discharge 
tube connected to said line, means whereby said 
auxiliary tube Will be operated when a start sig 
nal is transmitted thereover, and circuit arrange 
ments controlled by the operation of Said auxil 
iary gas-filled tube for starting a cycle of oper 
ation. Of the tubes of Said Second Series. 

4. A Signal line, a plurality of Signaling devices 
Connected to Said line, a first Series of gas-filled 
discharge tubes corresponding to said signaling 
devices, each of the tubes of Said series having 
their anode-cathode circuits arranged to directly 
Serially include corresponding ones of Said Sig 
naling devices, a Second series of gas-filled dis 
charge tubes corresponding to the tubes of said 
first Series, Circuit arrangements for the tubes 
Of Said Second Series So arranged that said tubes 
Will Operate and release sequentially with prede 
termined intervals, and Circuit arrangements 
controlled by the operation and release of the 
tubeS of Said Second series for conditioning the 
corresponding tube of said first Series for oper 

ation. Whereby the tubes of said first Series may 
Operate in response to signals transmitted over 
Said line, an auxiliary gas-filled discharge tube 
connected to Said line, circuit arrangementS 
Whereby said last-mentioned tube will be Oper 
ated When a start signal is transmitted over Said 
line, means controlled by the operation of said 
auxiliary gas-filled tube for starting a cycle of 
Operation of the tubes of said second series, 
means controlled by the Operation of the first 
tube of Said Second series for releasing said auxil 
iary gas-filled tube, and means controlled by the 
completion of a cycle of operation of the tubes of 
said Second series for conditioning said auxiliary 
tube for operation by a start signal transmitted 
OVer said line. 

5. A signal line, a plurality of signaling devices 
Connected to said line, a first series of gas-filled 
discharge tubes corresponding to said signaling 
devices, each of the tubes of said series having 
their anode-cathode circuits connected to cor 
responding Ones of said signaling devices, a second 
Series of gas-filled discharge tubes corresponding 
to the tubes of Said first series, circuit arrange 
ments for the tubes of Said second Series so ar 
ranged that Said tubes will operate and release 
sequentially with predetermined intervals, and 
Circuit arrangements controlled by the operation 
and release of the tubes of Said Second Series for 
Controlling the ability of the tubes of said first 
Series to Operate in response to signals trans 
mitted Over said line, a first auxiliary gas-filled 
discharge tube connected to said line, circuit 
arrangements whereby said last mentioned tube 
Will be Operated When a start signal is trans 
mitted thereover, means controlled by the opera 
tion of Said first auxiliary tube for starting a 
Cycle of operation of the tubes of Said second 
Series, means controlled by the operation of the 
first tube of said second series for releasing Said 
first auxiliary gas-filled tube, a second auxiliary 
gas-filled discharge tube operated after a prede 
termined interval by the operation of the last, 
tube of said Second series, means controlled by 
the operation of said second auxiliary tube for 
conditioning Said first auxiliary tube for opera 
tion. When a start signal is transmitted over said 
line, and means controlled by the operation of 
Said first auxiliary tube for releasing said second 
auxiliary tube. 

6. A signal line, a plurality of signaling devices 
connected to said line, a first series of gas-filled 
discharge tubes corresponding to said signaling 
devices, each of the tubes of said series having 
their anode-cathode circuits connected to corre 
SpOnding ones of said signaling devices, a second 
Series of gas-filled discharge tubes corresponding 
to the tubes of said first series, circuit arrange 
ments for the tubes of said second series so ar 
ranged that Said tubes will operate and release 
Sequentially with predetermined intervals, and 
Circuit arrangements controlled by the operation 
and release of the tubes of said second series for 
Controlling the ability of the tubes of said first 
Series to operate in response to signals trans 
mitted Over Said line, a first auxiliary gas-filled 
discharge tube connected to said line, circuit ar 
rangements whereby said last-mentioned tube 
Will be operated when a start signal is transmitted 
OVer Said line, means controlled by the operation 
of Said first auxiliary tube for starting a cycle of 
Operation of the tubes of said second series, means 
Controlled by the operation of the first tube of 
Said Second Series for releasing said first auxiliary 
gas-filled tube, a second auxiliary gas-filled dis 
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charge tube operated after a predetermined in 
terval by the operation of the last tube of said 
Second Series, means controlled by the operation 
of said Second auxiliary tube for conditioning 
said first auxiliary tube for operation when a 
start signal is transmitted over said line, means 
controlled by the operation of said second auxil 
iary tube for releasing the last tubes of Said first 
and second series, and means controlled by the 
operation of Said first auxiliary tube for releas 
ing said second auxiliary tube. 

7. A signal line and a start-stop distributor 
connected thereto, Said distributor comprising a 
plurality of electromagnets connected to said line 
for Operating code bars of a printer, a first series 
of gas-filled discharge tubes corresponding to said 
electromagnets, each of the tubes of said series 
having their anode-cathode circuits connected to 
corresponding ones of said electromagnets, a sec 
Ond Series of gas-filled discharge tubes corre 
Sponding to the tubes of Said first series, circuit 
arrangements for the tubes of said second series 
So arranged that said tubes will operate sequen 
tially with predetermined intervals, and circuit 
arrangements controlled by the operation and 
release of the tubes of said second series for con 

trOIlling the ap11lty O. Cne Lupes OI Sald IIISU Series 
to operate in response to signals transmitted over 
said line, a first auxiliary gas-filled discharge 
tube connected to said line, circuit arrangements 
whereby said last mentioned tube will be oper 
ated When a start signal is transmitted there 
over, means controlled by the operation of Said 
first auxiliary tube for starting a cycle of opera 
tion of the tubes of said second series, means 
controlled by the operation of the first tube of 
said Second Series for releasing Said first auxil 
iary gas-filled tube, a Second auxiliary gas-filled 
discharge tube operated after a predetermined 
interval by the Operation of the last tube of 
Said Second Series, means controlled by the opera 
tion of said second auxiliary tube for condition 
ing Said first auxiliary tube for operation. When a 
start signal is transmitted over said line, means 
controlled by the operation of said first auxiliary 
tube for releasing said second auxiliary tube, and 
a print magnet controlled by the operation of 
said second auxiliary tube for effecting the print 
ing of the signal required by the code bars actu 
ated by the Operation of Said electromagnets. 

WILLIAM HENRY TOWNE HOLDEN. 
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