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To all thom it may concern: 
Be it known that I, LILLIAN B. RYDER, a 

citizen of the United States, residing at 
Pompton Lakes, in the county of Passaic and 
State of New Jersey, have invented certain 
new and useful Improvements in Motoring 
Caps, of which the following is a specifica 
tion, reference being had therein to the ac companying drawing. 
This invention relates to a novel and use 

ful improvement in motoring cap and at 
tachments for male or female, but peculiarly 
adapted to be worn by ladies; and the ob 
jects of the invention are to produce a motor 
ing cap that will be simple, durable, inex 
pensive and practical; for the purpose of 
effectively protecting the face of the Wearer 
from the elements; to shield the eyes from 
dust, wind or rain; to permit of various 
adjustments in keeping with the Weather; to 
provide an adjustable, removable peak in 
combination with a celluloid lining serving 
as a goggle, adapted to be lowered when 
necessary for use, but lying normally be 
neath the peak and invisible when not in use; 
adapted to protect the hair and to be ad 
justed so as to expose as much of the face as 
is desired and provided with a pocket adapt 
ed to hold glasses or goggles, and means for 
adjusting the cape of the cap in various positions. 
With the above objects in view, the inven 

tion consists more particularly in the pecu 
liar combination and arrangement of parts 
which will be illustrated as a preferred em 
bodiment in the accompanying drawings and 
described in the specification. 

Reference is to be had to the accompany 
ing drawings forming a part of this speci 
fication, in which similar characters of ref 
erence indicate corresponding parts in all the 
views, and in which 

Figure 1 is a plan view of the cap com 
plete excepting the celluloid goggle portion, 
which forms the lining of the peak; Fig. 2 
is a front elevation of the improved motor 
ing cap in one of the applied positions: Fig. 
3 is a top view of peak, the celluloid lining 
thereof being indicated by dotted lines; and 
Fig. 4 is a reverse view of Fig. 3, showing 
the celluloid or transparent goggle secured 
to the under side of the peak. 
The cape, C, shown in Fig. 1, is cut out 

from A to A and is box-plaited or shirred 
between said points to provide fullness to 
conform to the shape of the head. Clasps 

are provided under the plaited or shirred 
portion adapted to engage with correspond 
ing clasps. F, which are secured to the upper 
portion of the peak, P. The cape portion, 
C. may be made of any suitable material to 
Suit the requirements of the wearer. It may 
consist of veiling, light silk, water-proof 
fabric or Washable material. The cape, C, is provided with a pocket, P’ having a flap C 
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On either end Secured by suitable clasps to 
Serve as a receptacle for glasses or goggles. 
A securing tape, J, is provided with a clasp 
midway.its length, adapted to engage a cor 
responding clasp secured to the center of the 
head portion at the front thereof. The 
straps. E and H, which are secured at G, 
have their free ends provided with a clasp adapted to engage a corresponding clasp 
beneath the edge of the blank, as shown in 
Fig. 1, and help to shape the cap. The se 
Curing tape, J, may be passed down the side 
of the face and tied under the chin, or may 
be passed behind the neck, crossed and then 
tied around the neck under the chin as de 
sired. The edge, portions from P to P of 
the cape, C, are provided with correspond 
ing clasps to permit the right and left side 
portions R and L to overlap and be secured 
in front of the face of the wearer. When the 
four clasps on the right-hand side of the 
edge portions are secured to the correspond 
ing clasps on the left-hand side, the lower 
portion of the face of the wearer is covered. 
The lower clasps on the left-hand side may 
be secured to the corresponding clasps on the 
right-hand side and the upper part of said 
overlapping portions that are not clasped, 
may be turned inwardly so as to expose all 
the lower portion of the face of the wearer. 
In Fig. 2, the lower portions of the over 

lapping edges of the cape, C, are clasped and 
the upper portions of said edges are not 
clasped; but are turned in so as to expose the 
whole of the lower portion of the face. The 
length and width of the fabric constituting 
the combination cap and cape, C, may be 
varied at Will to suit the Wearer. The cor 
responding clasps, D and D, in the lower 
back portion of the blank are adapted to en 
gage at the back of the neck, which results 
in the formation of a presentable cap. 

Figs. 3 and 4 illustrate the combination 
peak and celluloid goggle. In Fig. 3, the 
top of peak, P, is shown, the celluloid lin 
ing, or goggle, being indicated beneath the 
same by dotted lines. The celluloid lining 
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or goggle, K, is bound around with a fine 
wire with silk or other suitable covering to 
prevent the curling or cracking of the cellu 
loid, which is cut out at one portion so as 
to rest or fit over the lower portion of the 
nose of the wearer. The celluloid goggle 
is suitably secured to the peak, P', from B 
to B, by stitching as shown in Fig. 4, so as 
to permit the lower cut-out portion of the 
celluloid lining to be lowered when in use, 
to the position shown in Fig. 2. The com 
bination peak and goggle may be removed at 
will by Wearer as my cap has a detachable 
peak. - 

Having thus described my invention, what 
I claim as new and desire to secure by Let 
ters Patent, is:- 1. In a motoring cap, a peak of leather 
or the like, in combination with a trans 
parent lining or goggle secured thereto by 
stitching at the lower portion thereof, the 
upper portion of the transparent lining be 
ing shaped to fit over the nose of the wearer, 
said lining being adapted to be lowered for 
that purpose when in use, substantially as 
shown and described. 

2. A motoring cap, comprising a substan 
tially rectangular blank having the center 
portion of one edge thereof cut out, and 
plaited or shirred forming a fullness to 
form a cap portion the right and left por 
tions of said edges provided with corre 
sponding clasps adapted to hold the right 
and left portions of said edges overlapping, 
and adapted to cover the lower portion of 
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the face or be secured under the chin of the 
Wearer; and a peak of leather or the like, 
with a transparent lining or goggle secured 
thereto by stitching at the lower portion 
thereof, the upper portion of the transpar 
ent lining being shaped to fit over the nose 
Of the Wearer, said lining being adapted to 
be lowered for that purpose when not in 
use and to be invisible when not in use; the 
upper portion of the peak and the outer 
edge of the cap portion being provided with 
corresponding clasps for securing the peak 
to the cap portion, substantially as shown 
and described. 

3. A motoring cap, consisting of a sub 
stantially rectangular blank of water-proof, 
Washable fabric cut, plaited and shirred to 
form a cap portion; a peak having an ad 
justable transparent lining, means for se 
curing the peak to cap portion; a pocket 
portion having a right and left insert with 
a flap at each end, said flaps being secured 
by clasps; a Securing tape, clasps to secure 
the same at its center portion to the top of 
the cap portion, a securing strap at each side 
of the cap portion adapted to hold the cap 
in position, and means for securing the cape 
portion over the lower portion of the face 
or under the chin of the Wearer, and at the 
back of the neck, substantially as shown and 
described. 

LILLIAN B. RYDER 
Witnesses: 

IDA. L. NESBITT, 
ALICE PEARSALL. 

Copies of this patent may be obtained for five cents each, by addressing the “Commissioner of Patents 
Washington, D.C.' 
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