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(57) ABSTRACT 
An apparatus and method for SFBC coding and decoding in 
a communication System using a plurality of (N) Tx anten 
nas are provided. In a transmitter using N, transmit antennas, 
a pre-coder pre-codes an input Symbol Sequence using a 
pre-coding matrix. The pre-coding matrix is produced by 
puncturing a unitary matrix in a predetermined method. An 
encoder generates a plurality of vectors by grouping the 
Symbols of the pre-coded Symbol Sequence by twos, Space 
frequency maps each of the vectors by encoding each of the 
vectors in an Alamouti coding Scheme, and provides each of 
the Space-frequency mapped symbols to a predetermined 
OFDM modulator. 
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APPARATUS AND METHOD FOR 
SPACE-FREQUENCY BLOCK CODING/DECODING 

IN A COMMUNICATION SYSTEM 

PRIORITY 

0001. This application claims priority under 35 U.S.C. S 
119 to an application entitled “ Apparatus And Method For 
Space-Frequency Block Coding/Decoding In An Orthogonal 
Frequency Division Multiplexing System filed in the 
Korean Intellectual Property Office on Jun. 18, 2004 and 
assigned Ser. No. 2004-45526, the contents of which are 
herein incorporated by reference. 

BACKGROUND OF THE INVENTION 

0002) 1. Field of the Invention 
0003. The present invention relates generally to an appa 
ratus and method for providing transmit antenna diversity in 
a wireleSS communication System, and in particular, to an 
apparatus and method for Space-frequency block coding 
(SFBC) to achieve a full diversity gain and a full rate in a 
mobile communication System using multiple antennas. 
0004 2. Description of the Related Art 
0005 The basic issue in communications is how to 
efficiently and reliably transmit data on channels. In addition 
to Satisfying the demand for a high-speed communication 
System capable of processing and transmitting Video and 
wireless data in addition to the traditional voice service, 
future-generation multimedia mobile communication SyS 
tems, now under active Study, increase System efficiency 
using an appropriate channel coding Scheme. 
0006 Generally, in the wireless channel environment of 
a mobile communication System, unlike that of a wired 
channel environment, a transmission Signal inevitably expe 
riences loSS due to Several factorS Such as multipath inter 
ference, Shadowing, wave attenuation, time-varying noise, 
and fading. 
0007. The resulting information loss causes a severe 
distortion to the actual transmission Signal, degrading the 
whole System performance. In order to reduce the informa 
tion loSS, many error control techniques are usually adopted 
depending on the characteristics of channels to thereby 
increase System reliability. One basic technique is to use an 
error correction code. 

0008 Multipath fading is relieved by diversity tech 
niques in the wireleSS communication System. The diversity 
techniques are classified into time diversity, frequency diver 
sity, and antenna diversity. Antenna diversity uses multiple 
antennas. This diversity scheme is further branched into 
receive (RX) antenna diversity using a plurality of RX 
antennas, transmit (Tx) antenna diversity using a plurality of 
Tx antennas, and multiple-input multiple-output (MIMO) 
using a plurality of Tx antennas and a plurality of RX 
antennas. MIMO is a Special case of Space-time coding 
(STC) that extends coding in the time domain to the Space 
domain by transmission of a Signal encoded in a predeter 
mined coding method through a plurality of Tx antennas, 
with the aim to achieve a lower error rate. 

0009 V. Tarokh, et al. proposed STBC as one of methods 
of efficiently applying the antenna diversity Scheme (see 
“Space-Time Block Coding from Orthogonal Designs”, 
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IEEE Trans. On Info., Theory, Vol. 45, pp. 1456-1467, July 
1999). The Tarokh STBC scheme is an extension of the 
transmit antenna diversity Scheme of S. M. Alamouti (see, 
“A Simple Transmit Diversity Technique for Wireless Com 
munications”, IEEE Journal on Selected Area in Commu 
nications, Vol. 16, pp. 1451-1458, October 1988), for two or 
more TX antennas. 

0010 FIG. 1 is a block diagram of a transmitter in a 
mobile communication System using a conventional STBC. 
AS proposed by Tarokh, the transmitter is comprised of a 
modulator 100, a serial-to-parallel (S/P) converter 102, an 
STBC coder 104, and four Tx antennas 106, 108, 110 and 
112. Referring to FIG. 1, the modulator 100 modulates input 
information data (or coded data) in a predetermined modu 
lation Scheme. The modulation Scheme can be one of binary 
phase shift keying (BPSK), quadrature phase shift keying 
(QPSK), quadrature amplitude modulation (QAM), pulse 
amplitude modulation (PAM), and phase shift keying (PSK). 
0011. The S/P converter 102 parallelizes serial modula 
tion symbols received from the modulator 100, S, S, S., 
S. The STBC coder 104 creates eight symbol combinations 
by STBC-encoding the four modulation symbols, S, S, S, 
S and Sequentially transmits them through the four TX 
antennas 106 to 112. A coding matrix used to generate the 
eight symbol combinations is expressed as Equation (1): 

S. S2 S3 S4 (1) 

-S2 S - S4 S3 

-S3 S4 S -S2 

-S4 -S3 S2 S1 
G4 = . . . . 

S S2 S3 Sl 

-s s -s S. 
-s S S -s. 
-s -s S. S. 

0012 where G denotes the coding matrix for symbols 
transmitted through the four Tx antennas 106 to 112 and S, 
S, S, S denote the input four Symbols to be transmitted. 
The number of the columns of the coding matrix is equal to 
the number of the Tx antennas and the number of the rows 
corresponds to the time intervals required to transmit the 
four symbols. Thus, the four symbols are transmitted 
through the four TX antennas for eight time intervals. 
Specifically, for a first time interval, S is transmitted through 
the first Tx antenna 106, S through the second Tx antenna 
108, S through the third Tx antenna 110, and S through the 
fourth TX antenna 112. Similarly, -s , , -S* , S: , -s are 
transmitted through the first to fourth Tx antennas 106 to 
112, respectively for an eighth time interval. That is, the 
STBC coder 104 sequentially provides the symbols of ani" 
column in the coding matrix to an i" Tx antenna. 
0013 As described above, the STBC coder 104 generates 
the eight symbol Sequences using the four inputSymbols and 
their conjugates and negatives and transmits them through 
the four Tx antennas 106 to 112 for eight time intervals. 
Since the Symbol Sequences for the respective Tx antennas, 
that is, the columns of the coding matrix are mutually 
orthogonal, a diversity gain as high as a diversity order is 
achieved. 

0014 FIG. 2 is a block diagram of a receiver in the 
mobile communication System using the conventional 
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STBC scheme. The receiver is the counterpart of the trans 
mitter illustrated in FIG. 1. The receiver is comprised of a 
plurality of RX antennas 200 to 202, a channel estimator 204, 
a signal combiner 206, a detector 208, a parallel-to-serial 
(P/S) converter 210, and a demodulator 212. The first to P" 
RX antennas 200 to 202 provide signals received from the 
four Tx antennas of the transmitter illustrated in FIG. 1 to 
the channel estimator 204 and the signal combiner 206. The 
channel estimator 204 estimates channel coefficients repre 
senting channel gains from the Tx antennas 106 to 112 to the 
RX antennas 200 to 202 using the signals received from the 
first to P" Rx antennas 200 to 202. The signal combiner 206 
combines the signals received from the first to P' RX 
antennas 200 to 202 with the channel coefficients in a 
predetermined method. The detector 208 generates hypoth 
esis symbols by multiplying the combined symbols by the 
channel coefficients, calculates decision Statistics for all 
possible transmitted Symbols from the transmitter using the 
hypothesis Symbols, and detects the actual transmitted Sym 
bols through threshold detection. The P/S converter 210 
Serializes the parallel Symbols received from the detector 
208. The demodulator 212 demodulates the serial symbol 
Sequence in a predetermined demodulation method, thereby 
recovering the original information bits. 
0.015 AS stated earlier, the Alamouti STBC technique 
offers the benefit of achieving as high a diversity order as the 
number of Tx antennas, namely a full diversity order, 
without Sacrificing data rate by transmitting complex Sym 
bols through two Tx antennas only. By comparison, the 
Tarokh STBC Scheme extended from the Alamouti STBC 
scheme achieves a full diversity order using an STBC in the 
form of a matrix with Orthogonal columns, as described with 
reference to FIGS. 1 and 2. However, because four complex 
Symbols are transmitted for eight time intervals, the Tarokh 
STBC scheme brings a decrease by half in the data rate. In 
addition, Since it takes eight time intervals to completely 
transmit one block with four complex Symbols, reception 
performance is degraded due to channel changes within the 
block over a fast fading channel. In other words, the trans 
mission of complex Symbols through four or more TX 
antennas requires 2N time intervals for N Symbols, causing 
a longer latency and a decrease in the data rate. 
0016 To achieve a full rate in a MIMO system that 
transmits a complex Signal through three or more TX anten 
nas, the Giannakis group presented a full-diversity, full-rate 
(FDFR) STBC for four Tx antennas using constellation 
rotation over a complex field. This FDFRSTBC scheme will 
be described below. 

0017 FIG. 3 is a block diagram of a transmitter in a 
mobile communication System using the conventional Gian 
nakis STBC Scheme. As illustrated in FIG. 3, the transmitter 
includes a modulator 300, a pre-coder 302, a space-time 
mapper 304, and a plurality of Tx antennas 306, 308, 310 
and 312. The modulator 300 modulates input information 
data (or coded data) in a predetermined modulation Scheme 
such as BPSK, QPSK, QAM, PAM or PSK. The pre-coder 
302 pre-codes N modulation symbols received from the 
modulator 300, d, d, d, d. Such that Signal rotation occurs 
in a signal space, and outputs the resulting N. Symbols. For 
Simplicity, four TX antennas are assumed. Let a Sequence of 
four modulation symbols from the modulator 300 be 
denoted by d. The pre-coder 302 generates a complex vector 
r by computing the modulation Symbol Sequence, d using 
Equation (2): 
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i 2 3 (2) 1 as a 6 a. d. i 
Od 1 at ai aid, r 

1 all as a 3 ||ds is C3 C3 C2 
2 3 d4 4. 

0018 where 0 denotes a pre-coding matrix. The Gian 
nakis group uses a Vandermonde matrix, being a unitary one, 
as the pre-coding matrix. In the pre-coding matrix, as is 
given as Equation (3): 

0019. The Giannakis STBC scheme uses four Tx anten 
nas and is easily extended to more than four TX antennas, as 
well. The space-time mapper 304 STBC-encodes the pre 
coded Symbols in the following method according to Equa 
tion (4): 

r1 O O O (4) 
O r2 O O 
0 0 rs () 
0 0 () ra 

0020 where S is a coding matrix for symbols transmitted 
through the four Tx antennas 306 to 312. The number of the 
columns of the coding matrix is equal to the number of the 
TX antennas and the number of the rows corresponds to the 
time required to transmit the four symbols. That is, the four 
symbols are transmitted through the four Tx antennas for the 
four time intervals. 

0021 Specifically, for a first time interval, r is transmit 
ted through the first Tx antenna 306, with no signals through 
the other Tx antennas 308, 310 and 312. For a second time 
interval, r is transmitted through the Second TX antenna 
308, with no signals through the other Tx antennas 306, 310 
and 312. For a third time interval, r is transmitted through 
the third Tx antenna 310, with no signals through the other 
Tx antennas 306, 308, and 312. For a fourth time interval, r. 
is transmitted through the fourth Tx antenna 310, with no 
signals through the other Tx antennas 306, 308 and 310. 
Upon receipt of the four symbols on a radio channel for the 
four time intervals, a receiver (not shown) recovers the 
modulation Symbol Sequence, d, by maximum likelihood 
(ML) decoding. 
0022 Taejin Jung and Kyungwhoon Cheun proposed a 
pre-coder and concatenated code with an excellent coding 
gain in 2003, compared to the Giannakis STBC. Jung and 
Cheun enhance the coding gain by concatenating Alamouti 
STBCS instead of using a diagonal matrix proposed by the 
Giannakis group. For convenience Sake, their STBC is 
called “Alamouti FDFR STBC'. 

0023 The Alamouti FDFR STBC will be described 
below. FIG. 4 is a block diagram of a transmitter in a mobile 
communication System using the conventional Alamouti 
FDFR STBC for four Tx antennas. As illustrated in FIG. 4, 
the transmitter includes a pre-coder 400, a mapper 402, a 
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delay 404, two Alamouti coders 406 and 408, and four Tx 
antennas 410, 412, 414 and 416. 
0024. Referring to FIG. 4, the pre-coder 400 pre-codes 
four input modulation Symbols, d, d, d, d. Such that Signal 
rotation occurs in a signal Space. For the input of a Sequence 
of the four modulation symbols, d, the pre-coder 400 gen 
erates a complex vector, r, according to Equation (5): 

1 as as a d i (5) 

ol of old. ||r. 
TT 1 a. o. ads Tr: 

1 a; a; o: d4 i4 

0025 where a=exp(j2 (i+1/4)/4), i=0,1,2,3. 
0026. The mapper 402 groups the four pre-coded sym 
bols by twoS and outputs two vectors each including two 
elements,r1,r2]"andrs, r, to the Alamouti coder 406 and 
the delay 404, respectively. The delay 404 delays the second 
vectorrs, r" for one time interval. Thus, the first vectorr, 
ra' is provided to the Alamouti coder 406 in a first time 
interval and the second vector r-, r" is provided to the 
Alamouti coder 408 in a second time interval. The Alamouti 
coder refers to a coder that operates in the Alamouti STBC 
Scheme . 

0027) The Alamouti coder 406 encodesri, r, so that it 
is transmitted through the first and second Tx antennas 410 
and 412 for the first and second time intervals. The Alamouti 
coder 408 encodes r, r. so that it is transmitted through 
the third and fourth Tx antennas 414 and 416 for the third 
and fourth time intervals. A coding matrix used to transmit 
the four symbols from the mapper 402 through the multiple 
antennas is shown in Equation (6): 

r1 r? O O (6) 
- r () () 
O O r i4 

0 0 -r r 

0028. Unlike the coding matrix illustrated in Equation 
(4), the above coding matrix is designed to be an Alamouti 
STBC rather than a diagonal matrix. The use of the Alamouti 
STBC Scheme increases a coding gain. 

0029). In the matrix S, an i" row denotes transmission in 
an i' time interval and a j" column denotes transmission 
through a j" Tx antenna. Specifically, r, and r- are transmit 
ted through the first and second Tx antennas 410 and 412, 
respectively for a first time interval. -r and r* are trans 
mitted through the first and second Tx antennas 410 and 412, 
respectively for a second time interval. For a third time 
interval, ra and rare transmitted through the third and fourth 
Tx antennas 414 and 416, respectively. For a fourth time 
interval, -r and r* are transmitted through the third and 
fourth Tx antennas 414 and 416, respectively. 

0030) This Alamouti FDFR STBC, however, has the 
distinctive shortcoming of increased coding complexity 
because the transmitter needs to perform computations 
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between all elements of the pre-coding matrix and an input 
vector, for pre-coding. For example, for four TX antennas, 
Since 0 is not included in the elements of the pre-coding 
matrix, computation must be carried out on 16 elements. 
Also, the receiver needs to perform maximum-likelihood 
(ML) decoding with a large Volume of computation in order 
to decode the signal, d transmitted by the transmitter. While 
the FDFR STBC process has deficiencies, FDFR SFBC 
techniques are yet to be developed. Accordingly, a need 
exists for developing an FDFR SFBC technique with a 
minimal complexity and a minimal computation Volume. 
0031 Orthogonal frequency division multiplexing 
(OFDM) is a promising technology to reduce channel fading 
in 4" generation (4G) mobile communication systems. Spe 
cial consideration is being given to multi-user OFDM Sup 
porting multiple users in which each user is identified in the 
frequency domain. Since the implementation of an OFDM 
System involves consideration of channel changes in the 
frequency domain, Space-frequency antenna diversity must 
also be exploited. That is, an SFBC scheme needs to be 
developed for the OFDM system. 

SUMMARY OF THE INVENTION 

0032. An object of the present invention is to substan 
tially Solve at least the above problems and/or disadvantages 
with existing coding techniques and to provide at least the 
advantages described below for improved coding/decoding 
techniques. Accordingly, an object of the present invention 
is to provide an apparatus and method for FDFR SFBC 
coding/decoding in a MIMO mobile communication System. 
Another object of the present invention is to provide an 
apparatus and method for SFBC coding/decoding to mini 
mize computation volume and complexity in a MIMO 
mobile communication System. A further object of the 
present invention is to provide an apparatus and method for 
FDFR SFBC coding/decoding to decrease coding and 
decoding complexities in a MIMO mobile communication 
system. Still another object of the present invention is to 
provide an apparatus and method for providing antenna 
diversity using an SFBC. Yet another object of the present 
invention is to provide an apparatus and method for SFBC 
coding/decoding for application to an OFDM communica 
tion System. The above objects are achieved by providing an 
apparatus and method for SFBC coding and decoding in an 
OFDM system using a plurality of Tx antennas. 
0033 According to one aspect of the present invention, in 
a transmitter using a plurality of (N) transmit antennas in an 
OFDM communication System, a pre-coder pre-codes an 
input Symbol Sequence using a pre-coding matrix produced 
by puncturing a unitary matrix in a predetermined method. 
A Space-frequency coder Space-frequency encodes the pre 
coded Symbol Sequence using a predetermined coding 
matrix. It is preferred that the pre-coding matrix is produced 
by puncturing predetermined 

N, 
2 

0034 columns in an NXN. Vandermonde matrix, sequen 
tially grouping the rows of the punctured matrix by twos, 
and shifting one row of each group. 
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0035. According to another aspect of the present inven 
tion, in a receiver in an OFDM communication system 
where a transmitter uses a plurality of (N) transmit anten 
nas, at least one OFDM demodulator OFDM-demodulates a 
Signal received through at least one receive antenna. A 
matrix generator generates a channel response matrix by 
multiplying a channel coefficient matrix (H) by a predeter 
mined pre-coding matrix (0). A signal combiner calculates 
a Hermitian matrix of the channel response matrix, calcu 
lates a vector of size N by multiplying the Hermitian matrix 
by the OFDM-demodulated signal, and divides the vector 
into two vectors. It is preferred that the pre-coding matrix is 
produced by puncturing predetermined 

0036 columns in an NXN, Vandermonde matrix, sequen 
tially grouping the rows of the punctured matrix by twos, 
and shifting one row of each group. 
0037 According to a further aspect of the present inven 
tion, in a transmission method in an OFDM communication 
System using a plurality of (N) transmit antennas, an input 
complex Symbol Sequence is pre-coded using a pre-coding 
matrix produced by puncturing a unitary matrix in a prede 
termined method. The pre-coded Symbol Sequence is space 
frequency encoded using a predetermined coding matrix. It 
is preferred that the pre-coding matrix is produced by 
puncturing predetermined 

0038 columns in an NXN, Vandermonde matrix, sequen 
tially grouping the rows of the punctured matrix by twos, 
and shifting one row of each group. 
0.039 According to still another aspect of the present 
invention, in a reception method in an OFDM communica 
tion System where a transmitter uses a plurality of (N) 
transmit antennas, a Signal received through at least one 
receive antenna is OFDM-demodulated. A channel response 
matrix is generated by multiplying a channel coefficient 
matrix (H) by a predetermined pre-coding matrix (0). A 
Hermitian matrix of the channel response matrix is calcu 
lated; a vector of size N is calculated by multiplying the 
Hermitian matrix by the OFDM-demodulated signal; and the 
vector is divided into two vectors. Symbols transmitted from 
the transmitter are estimated by decoding each of the two 
vectors in a predetermined decoding method. It is preferred 
that the pre-coding matrix is produced by puncturing pre 
determined 

0040 columns in an NXN. Vandermonde matrix, sequen 
tially grouping the rows of the punctured matrix by twos, 
and shifting one row of each group. 
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0041 According to yet another aspect of the present 
invention, in a method of generating a pre-coding matrix in 
a System where transmission data is pre-coded and then 
Space-frequency encoded, a unitary matrix is generated. Half 
the columns of the unitary matrix are punctured. The pre 
coding matrix is generated by Sequentially grouping the 
rows of the punctured matrix by twoS and shifting one row 
of each group. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0042. The above and other objects, features and advan 
tages of the present invention will become more apparent 
from the following detailed description when taken in con 
junction with the accompanying drawings in which: 
0043 FIG. 1 is a block diagram of a transmitter in a 
mobile communication System using a conventional Tarokh 
STBC scheme; 
0044 FIG. 2 is a block diagram of a receiver correspond 
ing to the transmitter illustrated in FIG. 1 FIG. 3 is a block 
diagram of a transmitter in a mobile communication System 
using a conventional Giannakis STBC Scheme; 
004.5 FIG. 4 is a block diagram of a receiver in a mobile 
communication System using a conventional Alamouti 
FDFRSTBC scheme with four Tx antennas as proposed by 
Taejin Jung and Kyungwhoon Cheun; 
0046 FIG. 5 is a block diagram of a transmitter in an 
OFDM mobile communication system using an SFBC 
Scheme for a plurality of (N) Tx antennas according to an 
embodiment of the present invention; 
0047 FIG. 6 is a detailed block diagram of a pre-coding 
matrix generator in a pre-coder illustrated in FIG. 5; 
0048 FIG. 7 is a flowchart illustrating a transmission 
operation in the transmitter illustrated in FIG. 5; 
0049 FIG. 8 is a block diagram of a receiver in the 
OFDM mobile communication system using the SFBC 
Scheme for a plurality of Tx antennas according to the 
embodiment of the present invention; 
0050 FIG. 9 is a flowchart illustrating a reception opera 
tion in the receiver illustrated in FIG. 8: 
0051 FIG. 10 is a graph illustrating simulated coding 
gains in the case where 0 and 0 are changed from 0 to 
360°, each time by 1 with respect to ao-expand a1 =exp 
je' (0s 0, 01s2t) in a pre-coding matrix of the present 
invention; and 
0.052 FIG. 11 is a graph comparing the SFBC scheme of 
the present invention with conventional STBC schemes in 
performance. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT 

0053 A preferred embodiment of the present invention 
will be described herein below with reference to the accom 
panying drawings. In the following description, well-known 
functions or constructions are not described in detail Since 
they would obscure the invention in unnecessary detail. 
0054 The present invention is intended to provide an 
FDFR SFBC Scheme in an OFDM mobile communication 
System using multiple antennas. Particularly, the present 
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invention provides an apparatus and method for FDFR 
SFBC coding/decoding with a reduced volume of compu 
tation and a low complexity. 
0055 FIG. 5 is a block diagram of a transmitter in an 
OFDM mobile communication system using an SFBC 
Scheme for a plurality of (N) Tx antennas according to an 
embodiment of the present invention. It is assumed that 
N=4. AS illustrated, the transmitter includes a pre-coder 
500, an SFBC coder 502, a plurality of OFDM modulators 
504, 506, 508 and 510, and a plurality of Tx antennas 512, 
514, 516 and 518. Information data is typically encoded in 
a coder and modulated in a modulator. The pre-coder 500 
pre-codes four modulation Symbols, X, X, Xs, X. Such that 
Signal rotation takes place in a signal Space and outputs a 
vector having four Symbols, r, r2, rs, r. Particularly, the 
pre-coder 500 encodes the input symbols in a pre-coding 
matrix according to the present invention and thus generates 
the complex vector, r. The pre-coding matrix will be 
described later in great detail below. 
0056. The SFBC coder 502 groups the four pre-coded 
Symbols by twos, thereby producing two vectors each hav 
ing two elements, r1, r2) and rs, ra). It then encodes each 
of the two vectors in the Alamouti coding Scheme, for 
Space-frequency mapping. A coding matrix involved in the 
operation of the SFBC coder 502 is set forth as Equation (7): 

r -r () () (7) 
r2 r () () 
0 0 r3 -r, 
0 0 r r, 

0057 The number of the columns of the coding matrix is 
equal to the number of the Tx antennas and the number of 
the rows is equal to the number of the Subcarriers used. For 
example, a Symbol mapped to the Second Subcarrier counted 
from a predetermined reference and transmitted through the 
second Tx antenna is r*. Specifically, the SFBC coder 502 
generates four antenna Signals or vectors r1, r2, 0, 0, -r-, 
r 1, 0, 0, 0, 0, rs, r and 0, 0, -r, r*) and outputs r, 
r, 0, 0) to the first OFDM modulator 504, -r, r*, 0, 0) 
to the second OFDM modulator 506,0,0, rs, r to the third 
OFDM modulator 508, and 0, 0, -r, r*) to the fourth 
OFDM modulator 510. 

0058. The first OFDM modulator 504 inverse-fast-Fou 
rier-transform (IFFT)-processes the code symbols r, r2, 0, 
O by allocating them to predetermined four Successive 

= Hity = r 
is 

f4 

h’ +|h? 
1 O 

= 3 O 

O 
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Subcarriers, converts the IFFT signals to radio frequency 
(RF) signals, and transmits the RF signals through the first 
TX antenna 512. In practice, r and rare mapped to first and 
Second Subcarriers and nulls are mapped to third and fourth 
Subcarriers among the four Successive Subcarriers. The Sec 
ond OFDM modulator 506 IFFT processes the code symbols 
-r 2, r1, 0, 0) by allocating them to predetermined four 
successive Subcarriers, converts the IFFT signals to RF 
Signals, and transmits the RF signals through the Second TX 
antenna 514. The third OFDM modulator 508 IFFT pro 
cesses the code symbols 0, 0, rs, r by allocating them to 
predetermined four Successive Subcarriers, converts the 
IFFT signals to RF signals, and transmits the RF signals 
through the third Tx antenna 516. The fourth OFDM modu 
lator 510 IFFT-processes the code symbols 0, 0, -r, r* 
by allocating them to predetermined four Successive Sub 
carriers, converts the IFFT signals to RF signals, and trans 
mits the RF signals through the fourth Tx antenna 518. 
Reference characters (a), (b), (c) and (d) denote represen 
tations of the symbols transmitted through the first to fourth 
Tx antennas 512 to 518 in a time-frequency plane. 
0059. As described above, the present invention charac 
teristically pre-codes transmission data in the pre-coder, 
maps the pre-coded Symbols in Space and frequency using 
the Alamouti coding Scheme, and transmits the Space-fre 
quency mapped symbols through a plurality of Tx antennas 
for one time interval. 

0060 A description of a receiver in a mobile communi 
cation system using the Alamouti FDFR STBC scheme of 
Taejin Jung and Kyungwhoon Cheun will be made before 
that of the operation of the pre-coder 500 illustrated in FIG. 
5. 

0061. A signal received at the receiver is shown in 
Equation (8): 

y h1 h O Or in (8) 

y 1 -h hi () () r? n 
y = : - s: s: -- = Hr -- it 

y3 V2 () () h; hrs ing 
y 0 0 -h his ra. In 

0062. As noted from Equation (8), the signal y can be 
expressed as a vector including Signals received at the 
receiver for four time intervals and their conjugates. The 
vectory is multiplied by H' to estimate a signal transmitted 
from the transmitter. H is a channel response matrix. This 
operation is expressed as Equation (9): 

(9) 

O O O r fil 

h’ + h) O O r2 in 
O h3+|h O is -- fi3 

O O h2+h(? || 4 in 
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0063 Equation (9) reveals that since all symbols expe 
rience two channels, the pre-coder 400 illustrated in FIG. 4 
is not needed. In this context, the present invention proposes 
a pre-coder that minimizes coding and decoding complexi 
ties, that is, computation volume, achieving the same per 
formance, compared to the System as proposed by Taejin 
Jung and Kyungwhoon Cheun. 

0.064 FIG. 6 is a detailed block diagram of a pre-coding 
matrix generator in the pre-coder 500 according to the 
embodiment of the present invention. AS illustrated, the 
pre-coding matrix generator includes a matrix generator 
600, a puncturer 602, and a shifter 604. The matrix generator 
600 generates a Vandermonde matrix according to the num 
ber of the Tx antennas. For N, Tx antennas, an NXN, 
Vandermonde matrix is generated. The puncturer 602 punc 
tureS 

0065 columns in the NXN, Vandermonde matrix. The 
puncturing is to Substitute OS for the elements of the 

N, 
2 

0.066 columns. The shifter 604 shifts even-numbered 
rows in the punctured Vandermonde matrix, thereby moving 
non-punctured elements to the punctured positions. For the 
same effect, odd-numbered rows can be shifted, or the rows 
can be grouped into twoS and one row of each group is 
shifted. 

0067. As described above, the pre-coding matrix is gen 
erated by puncturing of 

N, xN, 
2 

0068 elements in the NXN, matrix, thereby remarkably 
reducing coding and decoding complexities (computation 
volume) according to the present invention. While the 
pre-coder 500 generates the pre-coding matrix in the above 
embodiment of the present invention, it can be further 
contemplated as another embodiment that a preliminarily 
generated pre-coding matrix is Stored in a memory and read 
out for pre-coding by the pre-coder 500 when needed. 

0069. The operation of the pre-coding matrix generator is 
Summarized as follows. 

0070 (1) Generation of Vandermonde Matrix 

0071 An NXN. Vandermonde matrix as shown below in 
Equation (10) is generated. N is the number of Tx antennas, 
as Stated earlier. 
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1 ah ai ... o: (11) 

all at of a 
1 ok, -1 ai, - aN, 

0072 where a=exp(j2 (i+1/4)/N), i=0,1,2,...,N-1. 

0.073 (2) Puncturing of Vandermonde Matrix 

N, xN, 
2 

0074 elements are punctured in the NixN, Vandermonde 
matrix by replacing the 

N, xN, 
2 

0075 elements with 0s. The resulting punctured matrix is 
shown in Equation (11): 

1 ah. ... ot'' () ... O (11) 
1 a ... a ''' () ... O 

O = 

1 ak, ... a Ni?i 0 ... O 

0.076 (3) Shifting of Even-Numbered Rows in Punctured 
Matrix 

0077. A final pre-coding matrix is generated by shifting 
even-numbered rows in the punctured NixN, Vandermonde 
matrix. The shifting is to move non-punctured elements to 
punctured positions in the even-numbered rows. Thus, as 
shown in Equation (12): 

1 ah ... a'' () ... O (12) 
O O O 1 ... a 't' 

O = 

1 a.k.-2 Nii, O O 
0 0 ... O 1 ... a Ni 

0078) Even if a; is set Such that ao=a, a2-as, and as 2= 
an 1, there is no change in performance. Instead of the 
even-numbered rows, the odd-numbered rows can be 
shifted, effecting the Same. 

0079 AS described above, for NTx antennas, the opera 
tion of the pre-coder 500 is implemented by Equation (13): 
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r = 0x (13) 

1 as ... ot'' () () O 
O O O 1 ah. ... ot'' 

Nf2-1 
1 a viz- a NE3 O O O 

N 2-1 O O O 1 a 2-1 : a NE3 

W i 

WN-1 N 

XN, rN, 

0080) where x1, x2, ..., Xs, Xs) is an input symbol 
Sequence to the pre-coder 500 and r1, r2, ..., rn, rn is 
an output symbol sequence from the pre-coder 500. 

0081. The elements of the thus-designed pre-coding 
matrix 0 must be optimized to maximize the coding gain. 
This is done by mathematical knowledge or simulation. In 
accordance with the embodiment of the present invention, 
pre-coding matrices 0 with a maximum coding gain are 
achieved by Simulation. These pre-coding matrices are illus 
trated below. 

0082) For an Alamouti FDFR SFBC system with four 
antennas, the following pre-coding matrix 0 is available. 

1 e o () () (14) 

10 0 1 ejo 
(c) = - 

V21 eji () () 
0 0 1 el 

0083) where 0s 0, 0, s21, and 0-0=180°. 
0084. For an Alamouti FDFR SFBC system with six 
antennas, the following pre-coding matrix 0 is available as 
set forth in Equation (15). 

5 10 (15) 1 e.g. e.g. 0 O O 

5 O 
O O O 1 e.g. e. g. 

4. 
1 || 1 e9 e 9 () () O 

(c) = - 
4. 

V3 O O O 1 9 e.g. 
7 I6 

1 9 9 O O O 
t I6 

O O O 1 9 e.g. 

0085 For an Alamouti FDFRSFBC system with eight or 
more antennas, the following pre-coding matrix 0 is avail 
able as set forth in Equation (16): 
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1 16 O = (16) 
VN, 12 

1 a ot'' () () O 
O O O 1 a ay 2-1 

N$2-1 
1 ok,2-1 a Ni O O O 

N 2-1 
O O O 1 a.k,2-1 : aNS 

0.086 where a=exp(2C(i+1/4)/N), i=0,1,2,..., N/2-1. 
0087 Now a description will be made of the operation of 
the transmitter illustrated in FIG. 5 with reference to FIG. 
7. FIG. 7 is a flowchart illustrating a transmission operation 
in the transmitter in the OFDM mobile communication 
system using the SFBC scheme for a plurality of Tx anten 
nas according to the embodiment of the present invention. 
The following description is made in the context of four Tx 
antennas. The transmitter receives a data Stream to be 
transmitted, X (DX, X, X, XI) in Step 700. X can be a coded 
and modulated complex Symbol Sequence. In Step 702, the 
pre-coder of the transmitter generates a pre-coded Symbol 
Sequence r (r1, r2, r, rar ) by pre-coding the input data 
Stream using a predetermined pre-coding matrix 0. The 
pre-coding matrix 0 is created by puncturing a half of a 
Vandermonde matrix and shifting predetermined rows, as 
described earlier. Due to the half-puncturing, the pre-coding 
matrix reduces coding and decoding complexities signifi 
cantly. 

0088. In step 704, the coder groups the symbols of the 
Sequence r by twos, thus producing two vectors r1, r2 and 
ra, r. The SFBC maps the two vectors in Space and 
frequency by encoding them in the Alamouti coding Scheme 
in Step 706. As a result, four antenna Signals are generated, 
r1, r2, 0, 0, -r-, r, 0, 0, 0, 0, rs, r and 0, 0, -r, 
r). Four symbols with nulls forming each antenna signal 
are allocated to predetermined four Successive Subcarriers. 

0089. In step 708, the four antenna signals are allocated 
to Subcarriers, IFFT-processed, and converted to RF signals, 
for OFDM modulation. The transmitter then transmits the 
RF signals through corresponding TX antennas in Step 710. 
Specifically, r, r, 0, 0) are OFDM-modulated by allocating 
them to four predetermined Subcarriers and transmitting 
through the first Tx antenna 512. -r, r*,0,0) are OFDM 
modulated by allocating them to four predetermined Sub 
carriers and transmitting through the Second Tx antenna 514. 
0, 0, rs, rare OFDM-modulated by allocating them to four 
predetermined Subcarriers and transmitting through the third 
Tx antenna 516.0, 0, -r, r*) are OFDM-modulated by 
allocating them to four predetermined Subcarriers and trans 
mitting through the fourth Tx antenna 518. 

0090. A receiver being the counterpart of the transmitter 
illustrated in FIG. 5 will be described with reference to FIG. 
8. FIG. 8 is a block diagram of a receiver in the OFDM 
mobile communication system using the SFBC scheme 
according to the embodiment of the present invention. The 
number of Tx antennas in the transmitter is assumed to be 
four. AS illustrated, the receiver includes a plurality of first 
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to P" Rx antennas 800 to 802, a plurality of OFDM 
demodulators 804 to 806, a channel estimator 808, a channel 
response matrix generator 810, a signal combiner 812, and 
first and second signal deciders 814 and 815. While the 
embodiment of the present invention is described under the 
assumption that the number of Tx antennas in the transmitter 
is different from that of RX antennas in the receiver, it is 
obvious that they can be identical. 

0091 Referring to FIG. 8, signals transmitted from the 
TX antennas 512 to 518 in the transmitter arrive at the first 
to P' Rx antennas 800 to 802. The Rx antennas 800 to 802 
provide the received signals to their corresponding OFDM 
demodulators 804 to 806. The OFDM demodulators 804 to 
806 each convert the received signal into a baseband signal 
and fast-Fourier-transform (FFT)-processes the baseband 
signal, for OFDM demodulation, and outputs the OFDM 
demodulated data to the channel estimator 808 and the 
signal combiner 812. The channel estimator 808 estimates 
channel coefficients representing channel gains from the 
OFDM-demodulated data. 

0092 For one Rx antenna, the received signal y is 
expressed as Equation (17): 

hi has h? hah W in (17) 

1 h; h;ah -hi -hiah ||x| |n: 
y = H0x + n = -- 

h3 h3a; h4 ha: W3 fi3 

h; hio -h; -hyol - 4 

0.093 where y is a vector received through the RX 
antenna, H is a channel coefficient matrix, 0 is a pre-coding 
matrix, and n is a noise vector. 

0094) The channel estimator 808 channel-estimates the 
received signal y and outputs the channel estimation result 
(channel coefficients) to the channel response matrix gen 
erator 810. The channel response matrix generator 810 
generates a channel response matrix He using the channel 
coefficients by Equation (18). As noted from Equation (18), 
the channel response matrix He is the product of the 
channel coefficient matrix H and the known pre-coding 
matrix 0. The channel response matrix H, is provided to 
the signal combiner 812 and the signal deciders 814 and 815. 

hi has h? hah (18) 
h; h;a -hi -hiah 
h; his a h4 ha; 

He = 

0.095 The signal combiner 812 combines the OFDM 
demodulated data with the channel response matrix H, in 
a predetermined method and outputs a vector of Size N. 
Specifically, the signal combiner 812 calculates the Hermi 
tian matrix Hew" of the channel response matrix Hew, 
multiplies H.' by the received signal y from the OFDM 
demodulators 804 to 806, and outputs the resulting vectory'. 
On the assumption that the vectory' has N, symbols, the first 
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to the (N/2)"symbols are provided to the first signal decider 
814 and the (N/2+1)" to the N" symbols are provided to the 
second signal decider 815. 

0096. The first signal decider 814 estimates symbols 
transmitted by the transmitter by performing, for example, 
ML decoding on the Vector received from the Signal com 
biner 812 using the channel response matrix Hew. The 
second signal decider 815 estimates symbols transmitted 
from the transmitter by performing, for example, ML decod 
ing on the vector received from the signal combiner 810 
using the channel response matrix Hew. The ML decoding 
for size 

0097 reduces computation volume considerably, com 
pared to ML decoding for size N. 

0098. The operation of the receiver is now summarized in 
mathematical terms. The Hermitian matrix Hew" is multi 
plied by the channel response matrix H, as follows in 
Equation (19): 

w 

(19) 

28 

0100 Continuing, the product of H' and y calculated 
in the signal combiner 812 is set forth in Equation (20): 

y (20) 
y 

y=| = HEy 
3 

yA 

A B O Ox fil 

-- B A O Ox2 + HE n 
28 20 O A B | xs ing 

O O B A x n 

0101 Equation (20) shows that X and X can be esti 
mated from y' and y' , and X and X can be estimated from 
y's and y'. Thus, the Symbols X1, X2, X, X transmitted by 
the transmitter are estimated by the following Equation (2 
1): 
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01.02 where 

0103). In this way, the transmitted Symbols X, X2, X, X. 
can be estimated Separately as groups X1, X2 and Xs, X. 

0104. In the above manner, the first signal decider 814 
estimates X1, X2 and outputs the estimated Symbols x1,x2 and 
the Second signal decider 815 estimates X, X and outputs 
the estimated Symbols Xs, X. The estimated Symbols are 
recovered to the original information data through demodu 
lation and decoding. 

0105. The operation of the receiver illustrated in FIG. 8 
will now be described below with reference to FIG. 9. FIG. 
9 is a flowchart illustrating a reception operation in the 
receiver in the OFDM mobile communication system using 
the SFBC scheme according to the embodiment of the 
present invention. The receiver OFDM-demodulates signals 
received through the RX antennas and estimates channel 
coefficients representing channel gains between the trans 
mitter and the receiver from the OFDM-demodulated data in 
step 900. In step 902, the receiver generates a channel 
response matrix H, using the channel coefficients. AS 
Stated before, the channel response matrix H, is the 
product of a channel coefficient matrix H generated using the 
channel coefficients and a predetermined pre-coding matrix 
0. The receiver produces a vector including N symbols by 
combining the OFDM-demodulated data with the channel 
response matrix Hew in a predetermined method in Step 
904. The Hermitian matrix of the channel response matrix 
His calculated and a vector transmitted by the transmitter 
is achieved by multiplying the Hermitian matrix by the 
OFDM-demodulated data. In step 906, the receiver divides 
the vector into two vectors and decides the Symbols trans 
mitted from the transmitter by ML-decoding the individual 
vectors. These Symbols are recovered to the original infor 
mation data through demodulation and decoding. 

0106 AS described above, while the use of an existing 
Vandermonde matrix as a pre-coding matrix requireS ML 
decoding for size 4, ML-decoding for Size 2 Suffices in 
relation to the pre-coding matrix of the present invention, 
resulting in a significant decrease in complexity (computa 
tion volume). In order to maximize coding gain, the pre 
coding matrix needs to be optimized. The optimization of 
the pre-coding matrix is done by mathematical knowledge or 
Simulation, as Stated before. Optimization of a pre-coding 
matrix for four Tx antennas, for instance, is evaluated below. 

0107 FIG. 10 is a graph illustrating simulated coding 
gains in the case where 0 and 0 are changed from 0 to 
360°, each time by 1 with respect to ao-expand a1 =exp 
je' (0s 0, 0s2.J.) in the pre-coding matrix of Equation (14) 
according to the present invention. Referring to FIG. 10, the 
X axis represents values of 0, the y axis represents values of 
0, and the Z axis(not shown) represents coding gains. Bold 
lines indicate values of 0 and values of 0 with a maximal 
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coding gain. As illustrated in FIG. 10, the following con 
dition shown in Equation (22) must be satisfied to maximize 
the coding gain. 

0-0=180 (22) 
0108. The same performance is achieved for all 0 and 0. 
values that satisfy Equation (22). Therefore, many SFBCs 
can be designed using pre-coding matrices of the present 
invention. 

0109) A comparison between conventional STBC 
schemes and the SFBC scheme of the present invention in 
terms of decoding complexity is presented below. FIG. 11 is 
a graph illustrating a comparison in performance between 
the SFBC scheme of the present invention and conventional 
STBC schemes. The performance curves shown in FIG. 11 
are about the SFBC scheme of the present invention, the 
Alamouti STBC scheme (Alamouti), the Alamouti FDFR 
STBC scheme of Taejin Jung and Kyungwhoon Cheun 
(A-STCR), and no diversity (No Div). 
0110. The modulation scheme used for the performance 
comparison is QPSK. The X axis represents signal-to-noise 
ratio (SNR) and the y axis represents bit error rate (BER). As 
noted, for the same channel or the same SNR, the present 
invention and the Alamouti FDFR STBC Scheme achieve 
excellent performance in BER, compared to the other 
schemes. Compared to the Alamouti FDFR STBC scheme, 
the present invention remarkably decreases coding and 
decoding complexities, that is, computation volume. 
0111 For 2" complex signals, a pre-coder in the Alam 
outi FDFR STBC scheme has a decoding complexity of 
(2")', while the pre-coder of the present invention has a far 
less decoding complexity of 2x(2"). For 16QAM, for 
instance, the decoding complexity is Cla=(2)"=2' in the 
conventional pre-coder and C=2(2)=29 in the pre-coder 
of the present invention. Thus, 

28 

= 0.0078, 
old 

0112 which implies that the present invention decreases 
computational Volume considerably. 
0113 AS described above, the present invention proposes 
an SFBC scheme for application to an OFDM system. The 
SFBC Scheme advantageously minimizes coding and decod 
ing complexities (computation volume), achieving a full 
diversity gain and a full rate. 
0114 While the invention has been shown and described 
with reference to a certain preferred embodiment thereof, it 
will be understood by those skilled in the art that various 
changes in form and details may be made therein without 
departing from the Spirit and Scope of the invention as 
defined by the appended claims. 

What is claimed is: 
1. A transmitter using a plurality of (N) transmit antennas 

in a communication System, comprising: 
a pre-coder for pre-coding an input Symbol Sequence 

using a pre-coding matrix, the pre-coding matrix being 
produced by puncturing a unitary matrix in a predeter 
mined method; and 
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a Space-frequency coder for Space-frequency encoding 
the pre-coded Symbol Sequence using a predetermined 
coding matrix. 

2. The transmitter of claim 1, wherein the Space-fre 
quency coder generates a plurality of vectors by grouping 
the Symbols of the pre-coded Symbol Sequence by twos, 
Space-frequency maps each of the vectors by encoding each 
of the vectors in an Alamouti coding Scheme, and provides 
each of the Space-frequency mapped Symbols to a predeter 
mined Orthogonal Frequency Division Multiplexing 
(OFDM) modulator. 

3. The transmitter of claim 1, wherein the coding matrix 
is 

r -r () () O 
r2 r () () O 
0 0 ris -r () O 

SO 0 ra. r O O 

O O rN, -1 -rv, 

O O rN, ri 

where r1, r2, ..., rn, is the Symbol Sequence output from the 
pre-coder, an i" row of the matrix S is mapped to an i' 
Subcarrier counted from a predetermined reference, and alj" 
column is mapped to a j" transmit antenna. 

4. The transmitter of claim 1, further comprising a plu 
rality of OFDM modulators for inverse-fast-Fourier-trans 
form (IFFT)-processing each of the vectors received from 
the Space-frequency coder by allocating each of the vectors 
to predetermined Successive Subcarriers, converting the 
IFFT signals to radio frequency (RF) signals, and transmit 
ting the RF signals to predetermined transmit antennas. 

5. The transmitter of claim 4, further comprising: 
a coder for generating code Symbols by encoding trans 

mission data; and 

a modulator for modulating the code Symbols and pro 
Viding the modulated code Symbols to the pre-coder. 

6. The transmitter of claim 1, wherein the pre-coding 
matrix is produced by puncturing predetermined 

N, 
2 

columns in an NXN. Vandermonde matrix, Sequentially 
grouping the rows of the punctured matrix by twos, and 
shifting one row of each group. 

7. The transmitter of claim 1, wherein if the number of 
transmit antennas is 4 (N=4), the pre-coding matrix is 

1 e o () () 

10 0 1 ejo 
V21 e-j91 0 0 

0 0 1 el 

where 0s 0, 01s21, and 0-0=180°. 
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8. The transmitter of claim 1, wherein if the number of 
transmit antennas is (N=6), the pre-coding matrix is 

5 O 
1 9 eig O O O 

5 O 
O O O 1 e.g. e.g. 

4. 
1 || 1 e 9 e 9 () () O 

(c) = - 
V3 O O O 1 9 e.g. 

7 I6 
1 9 eig O O O 

t I6 
O O O 1 9 97 

9. The transmitter of claim 1, wherein if the number of 
transmit antennas is an even number (N=even number), the 
pre-coding matrix is 

1 ah of 0 0 O 
O O O 1 oh ... ot'' 

1 
O = 

WN, f2. N 2-1 
1 ak-2 N; , () () O 
O O 0 1 a.k-2 y;' 

where a=exp(i2C(i+1/4)/N), i=0,1,2,..., N/2-1. 
10. A pre-coding matrix generator in a System where 

transmission data is pre-coded and then Space-frequency 
encoded, comprising: 

a matrix generator for generating a unitary matrix; 

a puncturer for puncturing half the columns of the unitary 
matrix, and 

a shifter for generating a pre-coding matrix by Sequen 
tially grouping the rows of the punctured matrix by 
twoS and shifting one row of each group. 

11. The pre-coding matrix generator of claim 10, wherein 
the unitary matrix is a Vandermonde matrix. 

12. The pre-coding matrix generator of claim 10, wherein 
if the System has four transmit antennas, the pre-coding 
matrix is 

1 ejo () () 

1 || 0 0 1 ejo 
V21 e-je () () 

0 0 1 el 

where 0s 00, 01s21, and 0-0=180°. 
13. The pre-coding matrix generator of claim 10, wherein 

if the System has six transmit antennas, the pre-coding 
matrix is 
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1 e.g. e.g. 0 O O 
5 O 

O O O 1 9 9 
4. 

1 | 1 e 9 e 9 () () O 
(c) = - 

4. 
V3 O O O 1 9 e.g. 

7 I6 
1 9 9 O O O 

t I6 
O O O 1 9 e.g. 

14. The pre-coding matrix generator of claim 10, wherein 
if the System has N transmit antennas, the pre-coding matrix 
is 

1 a. o:/? O 0 O 
O O O 1 oh ... ot'' 

1 
O = : 

WN, f2 N 2-1 
1 ak-2 a N2 0 O O 

N 2-1 O O O 1 ak-2 a Ni, 

where a=exp(i2C(i+1/4)/N), i=0,1,2,..., N/2-1. 
15. A receiver in a communication System where a trans 

mitter uses a plurality of (N) transmit antennas, comprising: 
at least one demodulator for demodulating a signal 

received through at least one receive antenna; 
a matrix generator for generating a channel response 

matrix by multiplying a channel coefficient matrix (H) 
by a predetermined pre-coding matrix 0; and 

a signal combiner for calculating a Hermitian matrix of 
the channel response matrix, calculating a vector of size 
N, by multiplying the Hermitian matrix by the demodu 
lated Signal, and dividing the vector into two vectors. 

16. The receiver of claim 15, further comprising a signal 
decider for estimating Symbols transmitted from the trans 
mitter by decoding each of the two vectors received from the 
Signal combiner in a predetermined decoding method. 

17. The receiver of claim 16, wherein the decoding 
method is maximum likelihood (ML) decoding. 

18. The receiver of claim 16, further comprising: 
a channel estimator for calculating channel coefficients 

using the demodulated Signal and providing the chan 
nel coefficients to the matrix generator; 

a demodulator for demodulating estimated Symbols 
received from the Signal decider; and 

a decoder for decoding the demodulated Symbols received 
from the demodulator. 

19. The receiver of claim 15, wherein the pre-coding 
matrix is produced by puncturing predetermined 

N, 
2 

Dec. 22, 2005 

columns in an NXN. Vandermonde matrix, Sequentially 
grouping the rows of the punctured matrix by twos, and 
shifting one row of each group. 

20. The receiver of claim 15, wherein if the number of 
transmit antennas is 4 (N=4), the pre-coding matrix is 

1 e o () () 

1 || 0 0 1 ejo 
V21 e-je () () 

0 0 1 el 

where 0s 0, 01s21, and 0-0=180°. 
21. The receiver of claim 15, wherein if the number of 

transmit antennas is 6 (N=6), the pre-coding matrix is 
10 5 

1 e.g. e.g. 0 O O 

O O O 1 e.g. e.g. 

22. The receiver of claim 15, wherein if the number of 
transmit antennas is an even number (N=even number), the 
pre-coding matrix is 

1 ah of 0 0 O 
O O O 1 a Nt??- 

1 
O = .. 

WN, f2. N 2-1 
1 OR-2 as , () () O 

Nf2-1 O O O 1 ak-2 O'N' 

where a=exp(i2C(i+1/4)/N), i=0,1,2,..., N/2-1. 
23. A transmission method in a communication System 

using a plurality of (N) transmit antennas, comprising the 
Steps of 

pre-coding an input complex Symbol Sequence using a 
pre-coding matrix, the pre-coding matrix being pro 
duced by puncturing a unitary matrix in a predeter 
mined method; and 

Space-frequency encoding the pre-coded Symbol 
Sequence using a predetermined coding matrix. 

24. The transmission method of claim 23, wherein the 
coding matrix is 

r -r () () O 
r2 r () () O 
0 0 r3 - 0 O 

SO 0 ra. r O O 

O O rN, -1 -r, 

O O rN, r 
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where r1, r2, . . . , rn, is the pre-coded Symbol Sequence, 
ani" row of the matrix S is mapped to an i' subcarrier 
counted from a predetermined reference, and a j" 
column is mapped to a j" transmit antenna. 

25. The transmission method of claim 23, further com 
prising the step of inverse-fast-Fourier-transform (IFFT)- 
processing each of a plurality of vectors generated by the 
Space-frequency encoding by allocating each of the vectors 
to predetermined Successive Subcarriers, converting the 
IFFT signals to radio frequency (RF) signals, and transmit 
ting the RF signals to predetermined antennas. 

26. The transmission method of claim 25, further com 
prising the Steps of 

generating code Symbols by encoding transmission data; 
and 

generating the complex Symbol Sequence by modulating 
the code symbols. 

27. The transmission method of claim 23, wherein the 
pre-coding matrix is produced by puncturing predetermined 

N, 
2 

columns in an NXN. Vandermonde matrix, Sequentially 
grouping the rows of the punctured matrix by twos, and 
shifting one row of each group. 

28. The transmission method of claim 23, wherein if the 
number of transmit antennas is 4 (N=4), the pre-coding 
matrix is 

1 ejo () () 

10 0 1 ejo 
V21 e-je () () 

0 0 1 el 

where 0s 0, 01s21, and 0-0=180°. 
29. The transmission method of claim 23, wherein if the 

number of transmit antennas is (N=6), the pre-coding matrix 
is 

5 O 
1 e.g. e.g. 0 O O 

5 O 
O O O 1 e.g. e. g. 

4. 
1 | 1 e 9 e 9 () () O 

(c) = - 
4. 

V3 O O O 1 9 e.g. 
7 I6 

1 9 eig O O O 
t I6 

O O O 1 9 e.g. 

30. The transmission method of claim 23, wherein if the 
number of transmit antennas is an even number (N=even 
number), the pre-coding matrix is 

Dec. 22, 2005 

1 a of 0 0 O 
0 0 ... O 1 ah. ... ot'' 

1 
O = : 

WN, f2. N 2-1 
1 OR-2 N; , () () O 

Nf2-1 0 0 . . . O 1 ak-2 a Ni, 

where a=exp(i2C(i+1/4)/N), i=0,1,2,..., N/ 2-1. 
31. A method of generating a pre-coding matrix in a 

System where transmission data is pre-coded and then Space 
frequency encoded, comprising the Steps of: 

generating a unitary matrix; 

puncturing half the columns of the unitary matrix, and 
generating the pre-coding matrix by Sequentially group 

ing the rows of the punctured matrix by twoS and 
shifting one row of each group. 

32. The method of claim 31, wherein the unitary matrix is 
a Vandermonde matrix. 

33. The method of claim 31, wherein if the system has 
four transmit antennas, the pre-coding matrix is 

1 e o () () 

1 || 0 0 1 ejo 
V21 e-ji o 0 

0 0 1 el 

where 0s 0, 01s21, and 0-0=180°. 
34. The method of claim 31, wherein if the system has six 

transmit antennas, the pre-coding matrix is 

5 O 
1 e.g. e.g. 0 O O 

5 O 
O O O 1 e.g. e.g. 

4. 

1 | 1 e 9 e o O O O 
(c) = - 

4. 
V3 O O O 1 9 e.g. 

7 I6 
1 9 eig O O O 

t I6 
O O O 1 9 97 

35. The method of claim 31, wherein if the system has N. 
transmit antennas, the pre-coding matrix is 

1 a. of 0 0 O 
0 0 ... O 1 ah. ... o.'' 

1 
O = : 

WN, f2. N 2-1 
1 OR-2 as , () O O 

Nf2-1 0 0 ... O 1 ak-2 ... a N2 

where a=exp(i2C(i+1/4)/N), i=0,1,2,..., N/2-1. 
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36. A reception method in a communication System where 
a transmitter uses a plurality of (N) transmit antennas, 
comprising the Steps of: 

demodulating a signal received through at least one 
receive antenna; 

generating a channel response matrix by multiplying a 
channel coefficient matrix (H) by a predetermined 
pre-coding matrix (0); 

calculating a Hermitian matrix of the channel response 
matrix, calculating a vector of size N by multiplying 
the Hermitian matrix by the demodulated Signal, and 
dividing the vector into two vectors, and 

estimating Symbols transmitted from the transmitter by 
decoding each of the two vectors in a predetermined 
decoding method. 

37. The reception method of claim 36, wherein the 
decoding method is maximum likelihood (ML) decoding. 

38. The reception method of claim 36, further comprising 
the Steps of: 

generating the channel coefficient matrix by calculating 
channel coefficients using the demodulated Signal; 

demodulating the estimated Symbols, and 
recovering original information data by decoding the 

demodulated symbols. 
39. The reception method of claim 36, wherein the 

pre-coding matrix is produced by puncturing predetermined 

N, 
2 

columns in an NXN. Vandermonde matrix, Sequentially 
grouping the rows of the punctured matrix by twos, and 
shifting one row of each group. 

40. The reception method of claim 36, wherein if the 
number of transmit antennas is 4 (N=4), the pre-coding 
matrix is 

1 ejo () () 

1 || 0 0 1 ejo 
(c) = - 

V21 e1 () () 
0 0 1 el 

where 0s 0, 0, s21, and 0-0=180°. 
41. The reception method of claim 36, wherein if the 

number of transmit antennas is 6 (N=6), the pre-coding 
matrix is 

1 e.g. e.g. 0 O O 
5 O 

O O O 1 e.g. e. g. 

4. 
1 | 1 e 9 e 9 () () O 

(c) = - 
V3 O O O 1 9 e.g. 

7 I6 
1 9 eig O O O 

t I6 
O O O 1 9 e.g. 

42. The reception method of claim 36, wherein if the 
number of transmit antennas is an even number (N=even 
number), the pre-coding matrix is 

Dec. 22, 2005 

1 ah. ... ot'' () () ... O 
0 0 ... O 1 ah. ... o.'' 

1 . . 
O = : : .. 

WN, f2. N 2-1 
1 ak, 2 ... a N. 2' 0 0 ... O 

N$2-1 0 0 ... 0 1 a.k. ... a Ni 

where a=exp(i2C(i+1/4)/N), i=0,1,2,..., N/2-1. 
43. A transmitter using a plurality of (N) transmit anten 

nas in an Orthogonal Frequency Division Multiplexing 
(OFDM) system, comprising: 

a pre-coder for pre-coding an input Symbol Sequence 
using a pre-coding matrix, the pre-coding matrix being 
produced by puncturing a unitary matrix in a predeter 
mined method; and 

a Space-frequency coder for Space-frequency encoding 
the pre-coded Symbol Sequence using a predetermined 
coding matrix. 

44. A receiver in an Orthogonal Frequency Division 
Multiplexing (OFDM) system where a transmitter uses a 
plurality of (N) transmit antennas, comprising: 

at least one OFDM-demodulator for OFDM-demodulat 
ing a signal received through at least one receive 
antenna, 

a matrix generator for generating a channel response 
matrix by multiplying a channel coefficient matrix (H) 
by a predetermined pre-coding matrix (0); and 

a signal combiner for calculating a Hermitian matrix of 
the channel response matrix, calculating a vector of size 
N, by multiplying the Hermitian matrix by the OFDM 
demodulated Signal, and dividing the vector into two 
VectOrS. 

45. A transmission method in an Orthogonal Frequency 
Division Multiplexing (OFDM) system using a plurality of 
(N) transmit antennas, comprising the steps of: 

pre-coding an input complex Symbol Sequence using a 
pre-coding matrix, the pre-coding matrix being pro 
duced by puncturing a unitary matrix in a predeter 
mined method; and 

Space-frequency encoding the pre-coded Symbol 
Sequence using a predetermined coding matrix. 

46. A reception method in an Orthogonal Frequency 
Division Multiplexing (OFDM) system where a transmitter 
uses a plurality of (N) transmit antennas, comprising the 
Steps of 
OFDM-demodulating a signal received through at least 

one receive antenna; 
generating a channel response matrix by multiplying a 

channel coefficient matrix (H) by a predetermined 
pre-coding matrix (0); 

calculating a Hermitian matrix of the channel response 
matrix, calculating a vector of size N by multiplying 
the Hermitian matrix by the OFDM-demodulated sig 
nal, and dividing the vector into two vectors, and 

estimating Symbols transmitted from the transmitter by 
decoding each of the two vectors in a predetermined 
decoding method. 

k k k k k 


