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(57) ABSTRACT 

A beacon for a ranging system includes an electronic scanned 
array (ESA) antenna and a transceiver. The ESA antenna is 
configured to emit a separate radio frequency (RF) phased 
array narrow beam for each of a plurality of segments of an 
arc, and receive from an end user node a response signal based 
on at least one of the RF phased-array narrow beam. Each 
segment of the arc is scanned at a specified time interval. The 
transceiver is configured to transmit a pulsed signal via the RF 
phased-array narrow beam, and receive the response signal. 
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BEACON AND ASSOCATED COMPONENTS 
FOR A RANGING SYSTEM 

RELATED APPLICATIONS 

0001. This application is a continuation-in-part of U.S. 
patent application Ser. No. 13/430,525, filed Mar. 26, 2012 
which is a continuation of PCT International Application No. 
PCT/US 12/26666, filed Feb. 24, 2012 which claims the ben 
efit of U.S. Provisional Patent Application Ser. No. 61/446, 
470, filed Feb. 24, 2011, and U.S. Provisional Patent Appli 
cation Ser. No. 61/446,474, filed Feb. 24, 2011, each of which 
is incorporated herein by reference. 

FIELD OF THE INVENTION 

0002 The present invention relates generally to terrestrial 
positioning and ranging. Accordingly, the present invention 
involves the fields of radio frequency based perimeter posi 
tioning and ranging and messaging. 

BACKGROUND 

0003 Satellite navigation systems, such as the global posi 
tioning system (GPS) available to military, civil, commercial, 
and Scientific users, enable a receiver to determine a location 
from ranging signals received from a plurality of satellites. 
GPS positioning and other location services within buildings 
can be unreliable or unavailable. Particularly, GPS position 
ing and other location services may be unreliable or unavail 
able inside buildings and structures, including large industrial 
buildings, buildings with rooms, buildings with multiple 
floors, or outdoors in areas, such as areas with thick under 
growth or other obstructions. Various technologies are used to 
improve ranging technologies. Some ranging technologies 
involve establishing a network of positioning stations 
throughout a structure which can then communicate with a 
satellite signal. However, such an approach typically requires 
a pre-existing installation within the building or structure. 
Furthermore, available technologies have significant limita 
tions in terms of resolution and reliability in a variety of 
environments. 

SUMMARY OF THE INVENTION 

0004. A beacon for a terrestrial ranging system includes an 
electronic scanned array (ESA) antenna and a transceiver. 
The ESA antenna is configured to emit a separate radio fre 
quency (RF) phased-array narrow beam for each of a plurality 
of segments of an arc, and receive from an end user node a 
response signal based on at least one of the RF phased-array 
narrow beam. Each segment of the arc is scanned at a speci 
fied time interval. The response signal can include at least one 
of a transponder signal, a transceiver signal, or a repeat of 
either. The beacon is configured to transmit a pulsed signal via 
the RF phased-array narrow beam, and receive the end user 
node response signal. The response signal can come from a 
transceiver or a transponder or a repeater. A transponded 
signal can be a frequency shifted copy of an original signal 
transponded from a different location. A repeated signal can 
be a copy of the original signal repeated from the different 
location. In an example, the ranging system can include a 
processing module. The processing module can be configured 
to calculate at least one of an angle-of-arrival (AOA) and a 
time-of-flight (TOF) from the response signal and generate a 
location of the end user node relative to a location of the 
beacon. 

Oct. 9, 2014 

0005. In another example, this technology can be used for 
emitting a radio frequency (RF) phased-array narrow beam 
using a beacon. One method can include the beacon receiving 
an RF signal at a splitter and Summer module. The splitter and 
Summer module can transmit the RF signal to a plurality of 
phase shifters. Each phase shifter can correspond to a radiator 
aperture in an electronic scanned array (ESA) antenna. The 
phase shifter can phase shift each RF signal to form a narrow 
in-phase beam in a specified direction. A plurality of radiator 
apertures can emit the phase shifted signals in a pattern of 
raster scans. The raster Scan can vary between a broad Scan 
and a narrow scan based on programming of corresponding 
beam formers. The beacon can receive a response signal from 
an end user node at the plurality of radiator apertures. The 
response signal can be received through an obstruction. 
0006. In another example, this technology can be used for 
communicating between an end user node and a control sta 
tion controller used in determining a location of the end user 
node relative to a beacon. One method can include the con 
troller transmitting an inquiry message to the end user node 
with a minimum received signal strength indicator (RSSI) 
message. The minimum RSSI message can include a RSSI 
threshold for transmitting a reply message from the end user 
node. The controller can receive a reply message from the end 
user node including a measured RSSI of the inquiry message 
at the end user node when the measured RSSI of the inquiry 
message exceeds the RSSI threshold. 
0007. In another example, a control station controller for a 
ranging System can include a transmitting module and a 
receiving module. The transmitting module can be configured 
to transmit an inquiry message to the end user node with 
minimum received signal strength indicator (RSSI) message. 
The minimum RSSI message can include a RSSI threshold 
for transmitting a reply message from the end user node. The 
receiving module can be configured to receive a reply mes 
sage from the end user node including a measured RSSI of the 
inquiry message at the end user node when the measured 
RSSI of the inquiry message exceeds the RSSI threshold. 
0008. In another example, this technology can be used for 
communicating between an end user node and a control sta 
tion controller used in determining a location of the end user 
node relative to a beacon. One method can include the end 
user node receiving an inquiry message from the controller 
with minimum received signal strength indicator (RSSI) mes 
sage. The minimum RSSI message can include a RSSI thresh 
old for transmitting a reply message from the end user node. 
The end user node can measure a RSSI of the inquiry mes 
sage. The end user node can transmit a reply message to the 
controller including the measured RSSI of the inquiry mes 
sage at the end user node when the measured RSSI of the 
inquiry message exceeds the RSSI threshold. 
0009. In another example, an end user node for a ranging 
system can include a receiving module, a measurement mod 
ule, and a transmitting module. The receiving module can be 
configured to receive an inquiry message from a controller 
with minimum received signal strength indicator (RSSI) mes 
sage. The minimum RSSI message can include a RSSI thresh 
old for transmitting a reply message. The measurement mod 
ule can be configured to measure a RSSI of the inquiry 
message. The transmitting module configured to transmit a 
reply message to the controller including the measured RSSI 
of the inquiry message at the end user node when the mea 
sured RSSI of the inquiry message exceeds the RSSI thresh 
old 
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0010 A ranging system includes at least one beacon and a 
control module. The at least one beacon is configured to scan 
each segment in a plurality of segments of an arc with a 
narrow radio frequency (RF) beam and receive a response 
signal from an end user node in at least one segment. Each 
segment of the arc is scanned at a specified time interval. The 
control module is configured to communicate with the at least 
one beacon. The control module is further configured to cal 
culate at least one of an angle-of-arrival (AOA) and a time 
of-flight (TOF) of a response signal from the end user node to 
the beacon and generate an end user node location relative to 
a beacon location. In an example, the ranging system can 
include the end user node configured to receive at least one of 
the narrow radio frequency (RF) beams and transmit the 
response signal back to the beacon. 
0011. In another example, this technology can be used for 
determining a location of an end user node relative to the at 
least one beacon. One method can include at least one beacon 
scanning each of a plurality of segments in an arc with a 
separate narrow radio frequency (RF) beam transmitted. The 
arc is in a direction of the end user node. The at least one 
beacon can receive a response signal from the end user node 
based on a received narrow RF beam at the end user node. The 
technology can determine at least one of an angle-of-arrival 
(AOA) and a time-of-flight (TOF) of the response signal, and 
calculate an end user node location relative at least one bea 
con location using at least one of the AOA and TOF of the 
response signal. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0012 Features and advantages of the disclosure will be 
apparent from the detailed description which follows, taken 
in conjunction with the accompanying drawings, which 
together illustrate, by way of example, features of the disclo 
SUC. 

0013 FIG. 1 illustrates a perspective view of a perimeter 
ranging system with a plurality of beacons inaccordance with 
an example. 
0014 FIG. 2 illustrates a perspective view of a perimeter 
ranging system with a beacon in accordance with an example. 
0015 FIG. 3 illustrates a diagram of a ranging system 
using angle-of-arrival (AOA) and time-of-flight (TOF) infor 
mation in accordance with an example. 
0016 FIG. 4 illustrates a block diagram of a ranging sys 
tem using a 1x8 antenna array inaccordance with an example. 
0017 FIG. 5 illustrates a notional depiction of a beacon in 
accordance with an example. 
0018 FIG. 6 illustrates a notional depiction of an elec 
tronically scanned antenna (ESA) array antenna with attenu 
ator in accordance with an example. 
0019 FIG. 7 illustrates a notional depiction of an elec 
tronically scanned antenna (ESA) array antenna without 
attenuator in accordance with an example. 
0020 FIG. 8 illustrates a block diagram of determining a 
time of flight (TOF) using a rising resistive capacitive (RC) 
Voltage in accordance with an example. 
0021 FIG. 9 illustrates a diagram of an electronically 
scanned antenna (ESA) in accordance with an example. 
0022 FIG. 10 illustrates a bottom view of an electroni 
cally scanned antenna (ESA) laminate layout in accordance 
with an example. 
0023 FIG. 11 illustrates a perspective view of building 
penetration of a ranging system in accordance with an 
example. 
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0024 FIG. 12 illustrates a multi-path signal and side-lobe 
of a beacon of a ranging system in accordance with an 
example. 
0025 FIG. 13 illustrates a graph of atmospheric radio 
frequency (RF) attenuation as a function of elevation inaccor 
dance with an example. 
0026 FIG. 14 illustrates a graph of atmospheric radio 
frequency (RF) attenuation as a function of elevation inaccor 
dance with an example. 
0027 FIG. 15 illustrates a graph of dielectric loss as a 
function of radio frequency (RF) and temperature in accor 
dance with an example. 
0028 FIG.16 illustrates a graph of an atmospheric absorp 
tion plot in accordance with an example. 
0029 FIG. 17 illustrates a diagram of a graphical user 
interface (GUI) in accordance with an example. 
0030 FIG. 18 depicts a diagram for reducing scanning 
time by reducing a number of messages or by reducing a 
dwell time in a handshaking protocol via messaging includ 
ing received signal strength indicator (RSSI) or received sig 
nal strength (RSS) information in accordance with an 
example. 
0031 FIG. 19 depicts a flow chart for reducing scanning 
time by reducing a number of messages or by reducing a 
dwell time in a handshaking protocol via messaging includ 
ing received signal strength indicator (RSSI) or received sig 
nal strength (RSS) information in accordance with an 
example. 
0032 FIG. 20 illustrates a graph of AoA error relative to 
beam pair separation in accordance with an example. 
0033 FIG. 21 illustrates a graph of AoA error relative to 
beam pair separation in accordance with an example. 
0034 FIG. 22 depicts a flow chart of a method for com 
municating between an end user node and a control station 
controller used in determining a location of the end user node 
relative to a beacon in accordance with an example. 
0035 FIG. 23 depicts a flow chart of a method for deter 
mining a location of an end user node relative to the at least 
one beacon in accordance with an example. 
0036. These drawings merely depict exemplary embodi 
ments of the disclosure, therefore, the drawings are not to be 
considered limiting of its scope. It will be readily appreciated 
that the components of the disclosure, as generally described 
and illustrated in the figures herein, could be arranged, sized, 
and designed in a wide variety of different configurations. 
Nonetheless, the disclosure will be described and explained 
with additional specificity and detail through the use of the 
accompanying drawings. 

DETAILED DESCRIPTION 

0037. It is to be understood that this disclosure is not 
limited to the particular structures, process steps, or materials 
disclosed, but is extended to equivalents as would be recog 
nized by those ordinarily skilled in the relevant arts. Alter 
ations and further modifications of the illustrated features, 
and additional applications of the principles of the examples, 
which would occur to one skilled in the relevant art and 
having possession of this disclosure, are to be considered 
within the scope of the disclosure. It should also be under 
stood that terminology employed herein is used for the pur 
pose of describing particular embodiments only and is not 
intended to be limiting. The same reference numerals in dif 
ferent drawings represent the same element. 
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0038. It must be noted that, as used in this specification 
and the appended claims, the singular forms “a” “an and 
“the include plural referents unless the context clearly dic 
tates otherwise. Thus, for example, reference to “an aperture' 
includes one or more of such openings, reference to "battery' 
includes reference to one or more of such devices, and refer 
ence to “applying includes one or more of Such steps. 
0039. In describing and claiming the present disclosure, 
the following terminology will be used in accordance with the 
definitions set forth below. 

0040. As used herein, “substantial” when used in refer 
ence to a quantity or amount of a material, or a specific 
characteristic thereof, refers to an amount that is sufficient to 
provide an effect that the material or characteristic was 
intended to provide. Therefore, “substantially free” when 
used in reference to a quantity or amount of a material, or a 
specific characteristic thereof, refers to the absence of the 
material or characteristic, or to the presence of the material or 
characteristic in an amount that is insufficient to impart a 
measurable effect, normally imparted by such material or 
characteristic. 
0041 As used herein, a plurality of items, structural ele 
ments, compositional elements, and/or materials may be pre 
sented in a common list for convenience. However, these lists 
should be construed as though each member of the list is 
individually identified as a separate and unique member. 
Thus, no individual member of such list should be construed 
as a de facto equivalent of any other member of the same list 
solely based on their presentation in a common group without 
indications to the contrary. 
0042) Numerical data may be expressed or presented 
herein in a range format. It is to be understood that Such a 
range format is used merely for convenience and brevity and 
thus should be interpreted flexibly to include not only the 
numerical values explicitly recited as the limits of the range, 
but also to include all the individual numerical values or 
Sub-ranges encompassed within that range as if each numeri 
cal value and Sub-range is explicitly recited. As an illustra 
tion, a numerical range of “about 0.6 mm to about 0.3 mm 
should be interpreted to include not only the explicitly recited 
values of about 0.6 mm and about 0.3 mm, but also include 
individual values and Sub-ranges within the indicated range. 
Thus, included in this numerical range are individual values 
such as 0.4 mm and 0.5, and sub-ranges such as from 0.5-0.4 
mm, from 0.4–0.35, etc. This same principle applies to ranges 
reciting only one numerical value. Furthermore, Such an 
interpretation should apply regardless of the breadth of the 
range or the characteristics being described. 
0043. As used herein, the term “about” means that dimen 
sions, sizes, formulations, parameters, shapes and other quan 
tities and characteristics are not and need not be exact, but 
may be approximated and/or larger or Smaller, as desired, 
reflecting tolerances, conversion factors, rounding off, mea 
surement error and the like and other factors known to those 
of skill in the art. Further, unless otherwise stated, the term 
“about’ shall expressly include “exactly.” consistent with the 
discussion above regarding ranges and numerical data. 
0044. In the present disclosure, any steps recited in any 
method or process claims may be executed in any order and 
are not limited to the order presented in the claims. Means 
plus-function or step-plus-function limitations will only be 
employed where for a specific claim limitation all of the 
following conditions are present in that limitation: a) “means 
for or “step for is expressly recited; and b) a corresponding 
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function is expressly recited. The structure, material or acts 
that Support the means-plus function are expressly recited in 
the description herein. Accordingly, the scope of the disclo 
sure should be determined solely by the appended claims and 
their legal equivalents, rather than by the descriptions and 
examples given herein. 
004.5 FIG. 1 illustrates an example ranging system (e.g., a 
terrestrial perimeter ranging system) with a plurality of bea 
cons 110A-C external to a perimeter of a building 150. The 
ranging system can provide a location, biometric informa 
tion, and other information of an end user node 130 (e.g., 
person or object) within a perimeter (e.g., the building) or 
specified range from the beacons, where global positioning 
system (GPS) or other location services may be unreliable or 
unavailable. Such as a victim, policeman, Soldier, fireman or 
other asset in a burning building. Location services can be 
unreliable or unavailable because of obstructions due to con 
struction materials such as concrete and steel in large com 
mercial or industrial buildings, thick undergrowth in an out 
door environment, or where GPS is non-functional. The 
ranging system can be setup "outside a perimeter of interest 
(e.g., a building) using non-intrusive radio frequency (RF) 
technology. The ranging system can be used in a reactionary 
“first responder situation without a priori (e.g., prior knowl 
edge) of a building, structure, or area. In an example, the 
ranging system can operate using portable, self-powered 
equipment that is independent of local infrastructure, Such as 
equipment that can be power via battery, generators, Solar, or 
other power source besides commercial grid power. The rang 
ing system can provide current and historical location infor 
mation of the user node (e.g., end user node, object, or person) 
without direct monitoring or interaction from an operator. 
0046. The ranging system can include various compo 
nents, such as an end user node 130, beacons 110A-C, and a 
control station 120. The end user node can include a small, 
low power transceiver card or device with an omni-direc 
tional antenna, which can be placed on each person or object 
to be tracked. The transceiver card or device can be integrated 
into a mobile phone, tag, or other portable electronic device. 
The transceiver card can be a rugged, inexpensive, and mass 
production oriented device. One to several hundred user 
nodes can be tracked by the ranging system. 
0047. The beacons 110A-C (e.g., perimeter beacons) can 
provide RF ranging and communications modules outside the 
target operational environment (e.g., on the perimeter). The 
beacons can configured to scan 140A-C segments of an arc 
(e.g., a raster scan pattern) with a narrow radio frequency 
(RF) beam and receive a response signal from an end user 
node in at least one segment. Each segment of the arc is 
scanned at a specified time interval. For example, each seg 
ment may represent 2 degrees (2) in the arc and the arc may 
represent a section of a circle or sphere to be scanned, such as 
120 degrees (using spherical coordinates). Although 2 per 
segment can be useful, arc segments can functionally range 
from about 0.2° to about 20°. The raster scan pattern can 
include increments in two axes, such as horizontal and verti 
cal axes. Additional beacons can provide an expandable net 
work to meet the size of a perimeter-of-interest. One beacon 
can be capable of a total geographical-location (geo-location) 
capability. However, two to hundreds of beacons can be used 
depending on the perimeter size or area to be covered. Addi 
tional beacons can improve location accuracy. 
0048. The control station 120 can link the beacons 
together using a local area network (LAN) to generate rang 
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ing information. The control station provides command cen 
ter operation for node tasking and ranging information. In an 
example, the control station can be essentially a “loaded’ 
laptop with an interface box to the beacons and the internet 
using an internet protocol (IP). Although, the control station 
illustration shows a separate antenna from the laptop used to 
communicate with the beacons in the LAN, the antenna can 
be integrated in a laptop architecture. The control station can 
be configured to generate an end user node location relative to 
a beacon location by communicating with at least one beacon. 
The control module can be configured to calculate an angle 
of-arrival (AOA), a time-of-flight (TOF), or both the AoA and 
the TOF of a response signal from the end user node via the 
beacon. In an example, the ranging system can use the ZigBee 
protocol (i.e., Institute of Electrical and Electronics Engi 
neers IEEE 802.15.4 or IEEE 802.15.4-2003 compliant), 
offset quadrature phase-shift keying (OQPSK) modulation at 
2.4 gigahertz (GHz), wireless local area network (WLAN), 
advanced encryption standard (AES) encryption, or external 
amplifiers (e.g., high power amps HPA and low noise amps 
LNA). 
0049 FIG. 2 illustrates another embodiment of the rang 
ing system using a control station 120 and a single beacon 
110. The AoA 142 and the TOF 144 of an emitted narrow 
radio frequency (RF) beam 140 and/or a received response 
signal from an end user node 130 can be used to generate the 
location of the end user node. Thus, the position of the end 
user node can be determined using a single beacon as 
described in more detail below. 

0050. As illustrated in FIG. 3, the ranging system can 
provide geographical-location (geo-location) capability with 
a resolution within a meter at a 100 meter distance from 
transceiver beacons 110 A-C, which can locate the user node 
(e.g., person 132 or object) inside an area or perimeter, Such 
as a cafeteria, an arena, a hotel, a school, a hardware store, a 
stadium, a park, a wilderness area, a ship, and a water front. 
The perimeterranging system uses narrow RF beams 140A-C 
generated by an electronic-Scanned-array (ESA) antenna or 
phased-array antenna at the beacon which can scan across and 
up and down a perimeter of interest, such as a building, using 
angle-of-arrival angles 142 and/or time of flight (ToF) range 
distances 144 to triangulate if applicable and determine posi 
tion. This relates to the angle-of-arrival (AoA) algorithms 
(described herein) which provides lateral range resolution 
close to 10% of the ESA beam width; which for example a 5.6 
degree beamwidth at 100 meters distance gives 1 meter cross 
resolution. The geolocation capability also relates to the time 
of-flight (ToF) information in collaboration. The rising time 
constant implementation is described herein, for example, to 
provide 1 meter distance accuracy as a function of accurate 
mapping of the charging Voltage against time of propagation. 
Another factor which applies to ToF is the empirical determi 
nation and Subration of the latency through the end user node. 
Yet another variable is the step size capability of the analog to 
digital (A/D) convertor which limits the resolution steps. The 
composite AOA (angle) and ToF (distance) provide a total 
three dimensional geolocation Solution provided by one bea 
con. Multiple beacons may also be used in triangulation to 
provide best solution fits, increasing the area of coverage, 
accuracy and reliability. 
0051. In the angle-of-arrival (AoA) location solution, the 
array antenna can provide a narrow beam which can elec 
tronically scan across the perimeter-of-interest, where the 
antenna is fixed but different beams are formed from the 
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phase shifting of the signal by the apertures of the ESA 
antenna. The signal can be similar to radio detection and 
ranging (RADAR), except that the beam may be not reflected 
for determining the range. Instead, the narrow beam signal 
can received by the end user node, and upon interrogation by 
the beacon, the end user node can return an RF signal to the 
interrogator (i.e., beacon). The three dimensional angle of the 
narrow beam emitted and received by the ESA antenna inher 
ently gives directionality. The received signal strength (RSS) 
of the narrow beam can be measured by the end user and the 
RSS of the response signal from the end user node can be 
measured by the control station. The RSS measurement of the 
narrow beam can be included in the response signal. When the 
response signal is returned and identified with an end user 
node and specified AOA, the AoA having the greatest received 
signal strength indicator (RSSI) strength can be used to deter 
mine the angle of the end user node to the beacon. Two or 
more of these beams can produce angle projections that inter 
sect at the location of the end user node (as shown in FIG. 1), 
thus providing a total geo-location Solution. The narrow beam 
can also provide a significant bi-directional RF gain (e.g., 
20-30 decibel (dB) for the signal used to penetrate the build 
ing or other obstruction. The decibel (dB) is a logarithmic unit 
that indicates the ratio of a physical quantity (usually power 
or intensity) relative to a specified or implied reference level. 
Thus, a ratio in decibels is ten times the logarithm to base 10 
of the ratio of two power quantities. 
0052. In the time-of-flight (ToF) location solution, each 
beacon can measure the ToF of the signal from the interro 
gated end user node to beacon or a round trip signal path from 
the beacon to the end user node back to the beacon. In another 
example, the end user node can measure the ToF of the narrow 
beam from the beacon and return the measurement in the 
response signal or message. The ToF information can allow 
the determination of the distance to the end user node. Mul 
tiple beacons (e.g., three beacons in FIG. 3) with ToF infor 
mation can then triangulate and simultaneously solve for the 
location to derive the end user nodes (e.g., person’s 132) 
geo-location. A single beacon having both AoA directionality 
and ToF distance can be configured to derive an end user 
node's position (as shown in FIG. 2). Multiple beacons can 
confirm the location information and provide enhanced reli 
ability and accuracy (as shown in FIG. 1). 
0053 FIG. 4 illustrates a narrow pulsed beam 140 from an 
antenna array 160 (e.g., an ESA antenna with a plurality of 
apertures 164) that can penetrate an outside wall 152, which 
can usually have the most metal, and therefore the most RF 
shielding (e.g., typically 8 dB loss). Inner walls typically have 
a minor contribution to attenuation (e.g., <1 dB per wall). 
However, building walls, ceilings, floors and other materials 
can attenuate RF signals. The high intensity directional 
phased-array narrow RF beams or pulses can be capable of 
penetrating most building construction and foliage obstruc 
tions with over a 70 dB link budget margin of penetration (in 
addition to approximately 51 dB free space loss). Due the 
reciprocity properties of antennas, the antenna can emit a high 
intensity directional phased-array narrow RF beam in a speci 
fied phase-shifted direction and can receive a weak signal 
from the omni-directional antenna in a direction of the speci 
fied phase-shifted direction. A link budget is an accounting of 
all of the gains and losses from the transmitter, through the 
medium (e.g., free space, air, obstruction, cable, waveguide, 
or fiber) to the receiver in a telecommunication system. The 
link budget accounts for the attenuation of the transmitted 
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signal due to propagation, as well as the antenna gains, feed 
line and miscellaneous losses. The enhance RF signal 
strength of the phased-array antenna (e.g., the ESA antenna) 
can have an increased intensity by 3 orders of magnitude 
(x1000 or 30 dB) over an omni-directional antenna. The 
omni-directional antenna can generate a reduced signal 
power response in an omni-directional beam 146. In an 
example, the narrow beams in a raster pattern scan can carry 
an interrogation message which can received and responded 
to automatically by the end user node (carried by a person 
132A-B or object of interest), inside the perimeter. The infor 
mation of the person's location, direction of travel 134A-B 
and/or status can be communicated back thru a secure (en 
crypted) dedicated network to a control and command center, 
which initiated the inquiry. In an example, the perimeter 
ranging system can provide user node ranging for up to 7-8 
levels of a typical building structure. In an example, the 
control station can include a graphical user interface 122 
(GUI) for tracking the end user nodes. The beacon can include 
a beacon ESA ZigBee module for communicating with the 
control station via the LAN, generating the RF signals 190 for 
the antenna array, and providing signals for the beam forming 
network 178. 

0054. In an example, the beacons 110 can have at least two 
antennas, including an ESA antenna 162 and an omni-direc 
tional antenna (e.g., a monopole antenna 182 or multiple 
input multiple output MIMO). The ESA beam antenna 
which can include an array of radiator elements 164 can 
Support the ranging functions. The omni-directional antenna 
can Support the mesh network, attitude information, and com 
munications to the control station. The beacon can include 
transceivers and a ranging and ESA antenna control electron 
ics module 184 used to generate the narrow beams for scan 
ning and for communication with the control station an anten 
nas. The beacon can include an antennas and hardware 
platform 180 for housing the transceivers and ranging and 
ESA antenna control electronics module and Supporting the 
antennas. The ESA antenna can be used for Scanning with a 
narrow beam (for AoA ranging). The ESA antenna can create 
a 30 dB isotropic (dBi) high bi-directional gain to penetrate a 
perimeter-of-interest, such as an external wall. The dB iso 
tropic (dBi) is the forward gain of an antenna compared with 
the hypothetical isotropic antenna, which isotropic antenna 
(e.g., omni-directional antenna) uniformly distributes energy 
in all directions. 

0055 FIG. 6 illustrates radiator elements 164 (e.g., radia 
tor apertures or apertures) of an ESA antenna 162 and a beam 
forming network 178A on a back side of the radiator ele 
ments. The beam forming network can include an RF input/ 
output receiver 192, a splitter and summer module 168, a 
beam controller 166A, phase shifters 170 for each radiator 
element, and attenuators 172 for each radiator element. When 
the ESA antenna emits a signal, the RF input/output module 
can receive a RF signal or message, which can beformed into 
a beam. The splitter and Summing module can split an output 
signal from the controller or processor (of control station or 
beacon) to the phase shifters. Each phase shifters can shift the 
phase of the signal to form a composite signal with an 
increase power gain in specified direction. The beam control 
ler can be used to indicate an amount of the phase shift for 
each of the phase shifters and a magnitude of the signal power 
for each attenuator. The signal from each attenuator is sent to 
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the radiator elements that emit the signal. The RF attenuators 
can be used to reduce side-lobes associated with beam form 
ing. 
0056. When the ESA antenna 162 receives a signal via the 
radiator elements 164, the signal is transmitted to the attenu 
ators, which attenuates the signals associated with side-lobes. 
The attenuators transmit the signals to the attenuated signals 
to the phase shifters, which phase shifts each received signal 
to concentrate the received signal into a composite signal with 
an increase power gain in specified direction. Each phase 
shifted received signal is transmitted and combined or 
Summed by the splitter and Summing module to form the 
concentrated composite signal, which is transmitted to the RF 
input/output module. The RF input/output module provide 
the received concentrated composite signal to the controller 
or processor (of control station or beacon), which can be 
processed. 
0057 FIG. 7 illustrates a beam forming network 178B 
without attenuators and a beam controller 166B configured to 
indicate an amount of the phase shift for each of the phase 
shifters. The attenuators can be effectively omitted with a 
Software implementation that uses RSSI signal strength to 
identify the main lobe without significant adverse affects 
from side lobes and reflection. In particular this implementa 
tion with removal of the attenuators lowers the noise figure of 
the receiver system and increases the system RF power out 
put. The ESA antenna (with the control station) can use a 
RSSI determination instead of RF attenuators normally used 
on ESA antennas. Eliminating the attenuators can also reduce 
the cost of the ESA antenna and simplify the generation of the 
narrow beam and reception of the response signal. The ESA 
antenna can generate a pulse signal using phase shifters con 
trol with a ZigBee protocol. A RF and direct current (DC) 
signal flow can be used to control the direction of the pulsed 
signal, and timing can be used to hold a position for round trip 
signal path plus a guardband time before proceeding to the 
next scanning angle (e.g., segment) in the arc. The ESA 
antenna includes a signal splitters/Summers 168, phase 
shifters 170, and radiator elements 164 and the beam control 
ler. In an example, the ESA antenna can provide t00 degrees 
horizontal scanning and up to ta-5 degree vertical scanning. 
0058. In an example 5x5 array ESA antenna with 5 aper 
tures per array with 25 apertures total measuring approxi 
mately 12.3 inches across operating a 2.4 GHz frequency 
band, the ESA can provide a 3.5 meter (m) range resolution at 
a 100 m distance. The beamwidth db for each beam can have 
an angle 0 approximately 20.3 degrees with an antenna gain 
magnitude of 63 (i.e., 18.0 dBi). In an example 20x20 array 
ESA antenna with 20 apertures per array with 400 apertures 
total measuring approximately 49.2 inches across operating a 
2.4 GHz frequency band, the ESA can provide a 0.9 m range 
resolution at a 100 m distance. The beamwidth db for each 
beam can have an angle 0 approximately 5.1 degrees with an 
absolute antenna gain of 1006 (i.e., 30.0 dBi). Increasing the 
number of apertures can increase the resolution, increase the 
antenna gain, and reduce the beamwidth. The scanning angle 
for an example ESA antenna can be up to +/-60 degrees 
sideways and +/-45 degrees vertical with a scanning rate and 
dwell times adjusted for efficient operation. 
0059. The following provides additional details of the 
examples. The ranging system can provide an information 
oriented service focused on providing the location and well 
being of people or objects, where GPS or other location 
services are typically unreliable or unavailable. The ranging 
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system can use hardware outside of the building (or an area of 
interest) in a nonintrusive manner using RF technology. 
0060 Some applications for the ranging system can 
include services primarily designed for “first responder situ 
ations, where a portable ranging system configured to operate 
off an independent power Source or commercial grid power 
can be temporarily and quickly installed around the outside 
perimeter of a building (or an area of interest). In more per 
manent situations, the ranging system can provide a second 
ary system, which can be installed in a proactive manner. In 
Such cases, the ranging system may provide services ahead of 
anticipated needs or for ongoing situations. In reconnaissance 
applications, the ranging system can provide the ability to 
guide a field agent or party to the location of another end user 
node inside the perimeter of interest. Guiding a party can be 
performed by knowing the location of both parties and com 
municating the directions to the party in real time. In Surveil 
lance applications using the ranging system, the services may 
provide current and historical location of an object or person, 
without any interaction required, inside of a perimeter of 
interest, which can include a Surveillance capability of gath 
ering positioning information about a person without his or 
her knowledge. The ranging system can be used for safety, 
security, strategic, and general tracking purposes for the gov 
ernment, military, and companies of all sizes that wish to 
track personnel, inventory or other equipment. 
0061 The ranging system can be portable, self powered, 
and independent of local infrastructure “tie ins’. No internal 
building or area installment requirements are typically used 
in the ranging system, except for a small radio transceiver 
node (e.g., end user node) carried by a client user. In some 
applications, the ranging system can be permanently installed 
in, on the roof, in the attic, or crawl space of any building of 
any size. The ranging system may be installed and operated 
on or in a vehicle or trailer, boat, plane, or any other moving 
craft. The ranging system can be designed for rugged com 
mercial, industrial or military environments, including harsh 
weather conditions, such as rain, wind, temperature, and 
other harsh conditions. For example, in an emergency situa 
tion, Such as a building on fire, the ranging system can locate 
individual firemen inside a burning building. GPS can be 
unreliable in many if not most commercial buildings, and any 
existing infrastructure with location services would be inca 
pacitated or undependable during a fire where power can be 
compromised or heat can destroy existing communication 
infrastructure systems. 
0062. The ranging system can include using narrow RF 
beams, which scan across and up and down a perimeter of 
interest, such as a building. The high intensity rays can be 
capable of penetrating most building construction and foliage 
obstructions. The beams can carry an interrogation message 
which is received and responded to automatically by a node 
carried by a field agent of interest, inside the perimeter. The 
information of the person or object carrying the end user 
node, including an end user node location and a status can be 
communicated back thru a secure dedicated network to a 
control and command center (e.g., control station), which 
initiated the inquiry. 
0063. In an embodiment, the ranging system can include 
hardware components, software and systems operations as 
previously depicted in FIG. 1. The primary components can 
include an end user node 130, a perimeter beacon 110A-C, 
and control station 130. The end user node can include a small 
transponder card or device placed with each person, other 
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device, or object to be tracked. The perimeter beacons can 
include RF ranging and communication modules outside a 
theater of operation on a perimeter of an area to monitor. The 
control station can provide command center operations for 
node tasking and generating ranging information. 
0064. The beacons 110A-C can interconnected with a 
mesh grid protocol that allows expansion as required to cover 
the desired perimeter. A mesh grid protocol or a mesh net 
working topology can be a type of networking where each 
node not only captures and disseminates its own data, but can 
also serve as a relay for other nodes. Thus, the each node 
collaborates to propagate the data in the network. In an 
example, one beacon can provide complete geo-location of an 
individual. In other examples, three to upwards of dozens or 
even hundreds can be used to locate the end user node. Build 
ings common in industrial park areas may typically need a 
half to full dozen beacons to adequately cover the perimeter 
of interest. More beacons may be added or subtracted accord 
ing the need for total coverage, accuracy and reliability. The 
thickness and type of walls and other obstruction in the RF 
beamwidth path of propagation are additional considerations, 
where there may be value added with increased beacons. The 
ranging system can then more effectively use a beacon’s pulse 
RF energy inside the perimeter with narrow beams to scan 
across the area looking for end user nodes within the perim 
eter. 

0065. The nodes can include small transceivers carried by 
the client users (e.g., field agents, firemen, etc.) or placed on 
objects to be tracked. The nodes can have active electronics 
which respond to the RF inquiries. Two types of ranging 
information can be collected including the directionality 
angle towards the end user node (e.g., the client user), and/or 
the range distance to the end user node. Client biometrics may 
also be monitored. The collected data can be routed to the 
control station, which can provide the processed information 
to the operator via a user interface. Data inquiries can origi 
nate from the control station. The control station can be near 
the operational perimeter, or commanded offsite via internet 
access or other remote monitoring technologies. 
0066. The components of the ranging system can commu 
nicate via a ZigBee protocol, or more formally known as an 
Institute of Electrical and Electronic Engineers (IEEE) 802. 
15.4 standard. The ranging system can include RF transceiver 
and microcontroller integrated components, programmers, 
emulators using the C language programming, although 
other programming languages can be used. As other protocols 
can Support the functionality of the ranging system, the rang 
ing may use protocols and associated hardware, in addition to 
or instead of the ZigBee protocol. 
0067. A RF transceiver using the ZigBee protocol can 
operate with offset quadrature phase-shift keying (OQPSK) 
type modulation at 2.4 gigahertz (GHz), which can be accept 
able anywhere in the world. Frequencies other than 2.4 GHz 
can also be considered and implemented to address specific 
and/or custom needs of clients. The ranging system can 
implement the ZigBee low duty cycle of network time gated 
pulses, which can facilitate transmit and receive functions, 
and also reduce battery use. The ranging system can use 
sequential spread spectrum modulation which can minimize 
interference from hostile outside RF sources. Advanced 
encryption standard (AES) type encryption can be for added 
security against attempted tampering. 
0068. In an example, the ranging system can form a stan 
dalone ZigBee local area network (LAN) or wireless LAN 
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(WLAN) with an expandable mesh network. The network can 
be adapted to the sizing requirements of any size building or 
area extending to a mile or more (with less stringent specifi 
cations). 
0069. Information services related to the ranging system 
can obtain information regarding people in a remote fashion 
and discrete manner, thru building walls or other obstruc 
tions. The services can be obtained by establishing an infra 
structure external to the perimeter-of-interest where the per 
Son or persons may be located. Radio waves can be used to 
penetrate inside the perimeter. In the ranging system archi 
tecture, nothing physically inside the perimeter related to the 
system is required to exist except for a small transponder node 
(e.g., the end user node) placed on the end user. 
0070 The ranging system can provide location informa 
tion of field agents that may be in harm’s way. The ranging 
system can also optionally provide communications services. 
The informational services are transmitted in a secure fash 
ion, and may also be received discretely in various displays, 
messages, or audible Sounds. For example, the immediate 
geo-location of any end user node can be available for an 
operator at a control station. The end user node information 
can be obtained automatically without interaction (or notice) 
from the end user carrying the end user node. The accuracy 
can be within +/-one meter at 100 meter distance from the 
beacons. In an example, the ranging system can identify 
which room a person or device is in. In another example, a 
history of an end user's or items location can be obtained 
over a specified period of time (e.g., a 24 hour period of time) 
inside the ranging area. In another example, the ranging sys 
tem and the end user node can collect biometric information, 
Such measuring and transmitting a person’s heart rate, respi 
ration, or other biometrics, which can be provided to the 
control station in an automatic fashion, or as commanded 
with no initiation on the part of the client user. In an example, 
text messages can be sent and received from a control station 
to any single end user node in the LAN. The text messages can 
also be sent to any group preset in the system (e.g., security 
staff, field agents, or Support crew). The control station can be 
automatically be notified if people enter unauthorized areas 
or if inventory leaves designated areas. Notification can be 
sent via text, email, or directly to the control station monitor. 
The ranging System can use several preset messages (e.g., 
canned messages), which can be available to respond to com 
mon and expected activities and responsibilities inside the 
perimeter area. For example in a fire situation, a preset mes 
sage for an end user node might include: “Are you ok?' The 
present message can provide a quick and easy response in the 
middle of other important activities. In a more covert type 
example, the present message can provide a quiet and discrete 
response to the inquiry. The messages can be sent directly to 
and from the control station and end users. Messages can be 
sent in Voice packets from or to a user node and the control 
station. The message can be transmitted via half-duplexing or 
voice over IP (VOIP). Another voice message can include a 
message that can be sent, which can be activated after a 
specified wait time. For security reasons, the message can 
optionally be set to be listened to only at the discretion and 
convenience of the operator and end user, which can have an 
advantage similar to text messaging. 
0071. The end user transponder node can be used to obtain 
information regarding people in a remote fashion and discrete 
manner, thru building walls or other obstructions. The end 
user transponder node can include a component used for 
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giving or obtaining information related to any end user per 
sons or objects of interest inside the perimeter. The informa 
tion can be routed through the ranging system's own secure 
network to a control station, directed by an operator. 
0072 The end user client node can be used as a transceiver 
and a transponder. The end user client node can include a high 
level production oriented and inexpensive component. The 
RF functionalities can include offset QPSK modulation, AES 
encryption, and sequential spread spectrum. The features of 
the end user node can be used to Support ranging, communi 
cations and network functions. The end user node can include 
a system on chip (SOC or SoC) or a single chip solution, 
which can have fewer peripheral components supporting the 
chip. The embedded software can facilitate the functionalities 
for receiving a narrow radio frequency (RF) beam inquiry 
message or signal, transmitting a response signal, and pro 
cessing and generating signals according to other ranging 
system functions. The node can include additional circuitry, 
such as external amplifiers (HPA & LNA), which can be used 
to meet system RF dynamic range requirements. The periph 
eral amplifier components will enhance the performance for 
both transmitting and receiving. The end user node can 
include two antennas which can provide the desired polariza 
tion and positional diversity. The two antennas can help 
secure a lock on the end user node as the user moves around, 
and the user's body affects the RF antenna radiation. 
0073. The end user node can be included in a handset or 
badge style component with a secure means of attaching the 
node to the end user. The use and operation of the node may 
extend only in a specified perimeter or areas of operation. The 
node may be registered and operational with a specified rang 
ing system. In an example, several hundreds of user nodes 
may be transmitting signals to beacons and receiving signals 
from beacons inside a perimeter. The end user nodes can be 
rugged, light and Small, which can be powered by Small style 
batteries and easily charged. 
0074 The control station can include a component used 
for generating and obtaining information related to the end 
user node of interest inside the perimeter. Information can be 
routed through the ranging system's own secure network to 
the control station, directed by an operator. 
0075. The control station can include the command and 
control center. The control station can provide the end point 
for the mesh grid network routing from the beacons. The 
beacons can pass ranging and other information to and from 
the control station to each other and the end user nodes. The 
control station can be portable and, like the beacons, can be 
outside the perimeter of operation. FIG. 1 shows a notional 
signal routing and positioning of the control station relative to 
other components, the beacons and transponder nodes (e.g., 
end user nodes). The functions of the control station can 
include Supporting a network around a perimeter of interest, 
providing location information about field agents inside the 
perimeter of interest, providing biometrics information about 
field agents, and providing two-way communication in vari 
ous modes to field agents. 
0076. In an example, the control station can be communi 
catively couple to the beacons via an external network, Such 
as an internet interface box to the world-wide-web (www). 
LAN signals used by the on-site control station can be con 
figured with security protocols to operate via the Internet or 
other external network. Software used for accessing and 
using the information can be loaded thru a USB port to autho 
rized computers. Authorized operators can have password 



US 2014/0302869 A1 

encryption controlled access via IP to the command ranging 
systems features. The encryption and other protocols can 
allow access and operation to a virtual control station at a 
location of convenience with internet access. 
0077. The control station can include a graphical user 
interface (GUI) designed for convenient operation so an 
operator can use the ranging system with minimal training. 
Location and communications interrogations of end users 
node can be made via the GUI or control station. Group as 
well as individual messages can be sent to persons with a 
transponder node. 
0078. The GUI can be configured to adapt to and construct 
various perimeters of interest. The control station and/or GUI 
can be used to model an area, such as a large manufacturing 
building for example, in a very short time. The control station 
and/or GUI can be used to map a building for monitoring, 
which can be integrated into the location algorithms of the 
ranging control center System (e.g., ranging System). 
007.9 The control station can be configured to show the 
location and movement history of the end users inside the 
perimeter of interest. The control station can be configured to 
provide biometrics of the field agents and various modes of 
secure communication, particularly of a discrete nature, if 
desired. Software processing can be designed to perform 
functions such as simultaneous matrix equation solving and 
triangulation for ranging solutions with information gathered 
from the respective beacons and user nodes. 
0080 Ranging solutions can be used to perform the geo 
location of people or objects, such as locating people or 
objects thru building walls and construction, as well as out 
doors in thick vegetation or areas obscuring visibility. The 
ranging Solutions can be provided by a ranging system where 
a global positioning system (GPS) or other existing infra 
structures may be unable or unreliable. 
0081 FIG. 2 shows a pictorial representation of beacons 
110A-C external to a perimeter used to determine the location 
of an end user 132. The dual locating capabilities can be used 
by each beacon. The narrow beam from a platform, Such as a 
beacon, can singly aid in providing angle-of-arrival (AoA) 
directionality towards a person of interest (e.g., an end user 
client node). As such, two or more beams may be to find an 
intersection of beams used to determine an individual’s loca 
tion. However, a second means of ranging can also be 
obtained from each beacon, using a time-of-arrival (TOF) 
technique which can generate a distance measurement. Thus, 
knowing both the angle and the distance can allow each 
beacon to geo-locate an end user node independently of other 
beacons. Furthermore, additional beacons focused on an end 
user node can provide enhanced accuracy and reliability to 
the system. 
0082. The beam width of the beacon can provide an 
enhanced RF signal strength. As the beam narrows, as com 
pared to an omni-directional beam pattern, the narrow beam’s 
intensity increases two to three orders of magnitude (x1000 or 
30 dB). Due to the reciprocity of antenna operation the gain is 
generated both in the transmission and the reception. The RF 
signal strength can be sufficient to penetrate inside the perim 
eter, Such as a large industrial grade building or dense foliage 
outdoors. The dual solution of calculating the AoA and TOF 
of a narrow beam can provide accurate and reliable ranging 
information. 
0083. In an example, the ranging solution can be based 
upon the use of ZigBee integrated circuitry, even though 
positioning or geo-location is not a normal part of the ZigBee 
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protocol. ZigBee was established for data communications 
and information transfer services. However, the IEEE 802. 
15.4 configuration can Supports radar like features having a 
pulsed transmit and/or receive Switching functionality. The 
time slot protocol can allow using a similar frequency back 
and forth (e.g., a downlink and uplink) with a same antenna 
with minimal filtering. A substantially same protocol can be 
compatible with the bi-directional requirements of the ESA 
antenna in the beacons used for AoA ranging. With modifi 
cations to the protocol the ranging system can also accom 
modate a TOF ranging implementation. 
I0084. A dual ranging capability can be provided for, using 
two solutions, integrated into the ZigBee circuitry. In an 
example, the total geo-location Solution can provide +/-1 
meter degree ranging accuracy at 100 meters distance from 
the control station. 
I0085. The range solutions can be relative to each beacon in 
contact with a targeted user (e.g., end user node). The range 
Solutions can generate magnitude values (related to meters) 
for the TOF solution, and three dimensional vector values 
(in degrees) for the AoA solution. The relative range values 
can be used to derive absolute geo-location positioning via 
averaging. 
0086 Accurate attitude (i.e. positioning and pointing) 
information of each beacon can be determined and sent with 
the dual ranging data to the control station for processing and 
a total geo-location extraction. 
I0087. In an example TOF solution, ranging can deter 
mined directly with propagation timing measurements or 
tone ranging and phase determination. The associated hard 
ware circuitry can be tied into the beacon transceiver struc 
ture. Any impacts to the end user node may be minimal to the 
hardware, and may be related to software encoding. The TOF 
Solution can typically provide +/1 m distance stand alone 
positioning accuracy. 
I0088. In an example AoA solution, directionality can be 
provided by a narrow radio beam which scans across the 
perimeter of interest. The beam can be created from an elec 
tronically scanned phased array antenna in each beacon. Gim 
bals may not be used on the ESA antenna gimbals cannot scan 
fast enough and the gimbals can be too expensive and not 
rugged enough for portable applications. Scanning can be 
performed in three dimensional space (i.e. in two planes). In 
an example, the AOA solution, which can also be standalone 
Solution can provide +/-1 meter positioning accuracy at 100 
meter distance from the beacon. 
I0089. The beam can be narrowly focused or fan shaped in 
a latitude/longitude orientation, depending on the practicality 
and trade-offs of the implementation. Multiple ranging beams 
simultaneously Sweeping from the same beacon antenna can 
also be used. Simultaneous multiple ranging beams can be 
generated using multiple beam forming networks on a single 
antenna platform. The multiple beam forming networks can 
be used to increase the update positioning rates, and also to 
accommodate a higher number of end users in a given perim 
eter area. 

(0090. In another example TOF solution, the TOF can be 
used to measure the charging Voltage of a circuit which is 
rising as a function of the time to and from the beacon and end 
user node. The Voltage can then be mathematically mapped to 
the actual distance to the node. 
0091. The operator can send an inquiry regarding the loca 
tion of an end user node. The inquiry can be routed thru the 
mesh network, via the beacons. At the instant a beacon sends 
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an inquiry, a Voltage pulse can begin charging a capacitor. The 
Voltage can logarithmically charge as a function of the RC 
time constant. 
0092. When the targeted node receives the inquiry, the 
node can send an acknowledgement back. As soon as the 
beacon receives the acknowledgement, an analog-to-digital 
(A/D) circuit can sample the charging Voltage. The charged 
and sampled Voltage can be related mathematically to the 
time-of-flight of the radio wave propagation, and the latency 
of the relayed circuitry. The control station can have a prior 
knowledge (i.e., foreknowledge) of the latency and knowl 
edge of the radio wave's speed, which allows the distance 
between the end user node and the beacon to be determined. 
The latency can be determined by Synchronizing the end user 
node clock to the bit transitions of the beacon transmitter. 
Alternatively, the inquiries can be repeated enough times to 
provide a statistical average of latency determination. 
0093. In another example, four or more beacons can each 
obtain scalar distance information to the user node. The bea 
cons can also be pre-determined as to their location. A math 
ematical matrix can provide simultaneous equation solving 
and beacon triangulation to determine the position of the 
desired node. Alternatively, an angle of arrival Solution used 
in conjunction with the time of flight information can allow a 
complete positioning solution with a single beacon. 
0094 FIG. 8 illustrates block diagram and circuitry for 
determining a time of flight (TOF) using a rising resistive 
capacitive (RC) voltage. The method and circuit for deter 
mining a range (i.e., distance) from a beacon 110 to end user 
node 130 can be based on an indirect measurement of an RF 
signal that goes from the beacon to the user node and back to 
the beacon. A specified resistive capacitive (RC) Voltage (e.g., 
Vo 272) can concurrently charge logarithmically with the 
TOF of an inquiry 350 signal and a response 352 signal, 
which can represent a certain amount of displaced time, 
which can be converted and calculated to distance. 

0095. The method directly can measure the rise time of an 
R/C time constant that is charging during a time a pulse is sent 
from the beacon to the end user node and returns to the 
beacon. A beacon can send out an interrogation 360 to user 
node and simultaneously begins charging a pulse on an input 
voltage Vi 370 thru a switched capacitor 384 (SC) and resis 
tors 380 and 382. The charging voltage can provide an input 
to an analog-to-digital (A/D) convertor (ADC) 360. The user 
node acknowledges 352 the inquiry and returns a signal 
which creates an incoming pulse back to the beacon. The 
returned pulse can stop the R/C charging into the ADC. The 
measured Voltage can be mathematically converted into dis 
tance. For example, the Voltage gain can be represented by 
Vo/Vi-R2/(R1+R2+SC*R1*R2)390. Time t374 can be cal 
culated from 1-e(-tXT) 394, where TR1*R2*C/(R1+R2) 
392. The latency thru the user node can be subtracted, and the 
net distance can be determined. 
0096. The beacon can be a component used for giving or 
obtaining information via an end user node related to an end 
user person or object of interest inside the perimeter. The 
information can be routed through the ranging system's own 
secure network to a control station, directed by an operator. 
0097. The beacon component can include a series of plat 
forms placed around a perimeter of the theater of operation. 
The platforms can be used to interface with the end user 
nodes, the control station, and with other beacons. 
0098 FIG. 5 illustrates a beacon platform 100 which can 
include two antennas. The electronically scanned array 
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(ESA) antenna 162 can be pulsing the end user nodes (carried 
by field agents) with a narrow beam (or beams) inside the 
theater of operation. The omni-directional antenna 182 can 
provide the mesh network connectivity between beacons and 
the control station. The beacon component can act as a hub 
with simultaneous operations between the end user node and 
the control station. 

0099. As part of the dual ranging capability, the beacon 
110 can provide information about beacon’s attitude (posi 
tioning) and pointing direction. Different sensors, such as a 
GPS receiver, can be used to gather attitude and/or pointing 
direction information. The beacon platform can be configured 
to adjust the beacon’s orientation for uneven terrain. The ESA 
antenna 162 can include an angle of adjustment, so the center 
of the antenna's scan can be midway up an area (e.g., a 
building) to be scanned. The attitudes setting for the beacon 
can include GPS coordinates (e.g., latitude, longitude, or 
elevation), a horizontal level adjust, an ESA antenna rota 
tional face direction, or an ESA antenna angle adjustment. 
0100. The ESA antenna 162 can be supported by a ranging 
and ESA antenna control electronics module 184 containing 
a high power amplifier (HPA) and an external low-noise 
amplifier (LNA). The HPA can be used to increase the output 
power to 1 Watt, which is the max power allowed for the 
antenna by the Federal Communications Commission (FCC). 
The external low noise amplifier (LNA) can improve the 
receiver sensitivity. The enhanced dynamic range for both 
transmit and receive ends can insure the ranging functionality. 
The signal from the ranging and ESA antenna control elec 
tronics module can combine with the high RF gain of the ESA 
antenna to provide a powerful penetrating RF beam into and 
out of the theater-of-operation. The RF components to sup 
port the communications and mesh net grid functions via the 
omni-directional antenna may not need the high performance 
of the dual range circuitry used in the ESA antenna. The 
omni-directional antenna (e.g., a quarter wave whip or half 
wave dipole) can provide connectivity between the beacons 
and the control station. 

0101 The array antenna (e.g., electronic scanned array 
(ESA) antenna) can provide a narrow scanning RF beam 
which can provide angle-of-arrival positioning information. 
The array antenna can provide at least one beam, and may 
provide several beams for enhanced performance capabili 
ties. The ESA can provide a high RF gain which can accom 
pany the narrowness of the beam width, which can be to 
penetrate thru perimeters-of-interest such as buildings with 
thick construction, or outdoor areas of heavy foliage. 
0102 The ESA antenna can be used to scan across and up 
and down the perimeter of interest at a rapid rate and can 
communicate with an end user RF transponder node. The 
ESA antenna can operate in both a transmit and receive mode. 
The ESA antenna can be included in the beacon, which can 
provide a platform for the ESA antenna structure. FIGS. 6-7 
show block diagrams of basic components for the ESA 
antenna. The ESA antenna can include signal splitters/sum 
mers 168, phase shifters 170, attenuators 172, and radiator 
elements 164. Each component can be bi-directional to allow 
for both transmit and receive. In an example, the ZigBee 
protocol can be used to provide for pulsed Switching time 
intervals between transmit and receive at closely spaced fre 
quencies. Pulsed Switching time interval can reduce filtering 
and provide compatibility to a single port antenna with dual 
transmit and receive functionality. 



US 2014/0302869 A1 

0103) The splitters 168 can divide the signal from the 
transmitter into the number of signals to feed each antenna 
aperture. Received signals into the beacon, in the receive 
mode, from each of the apertures can be Summed together by 
the same circuitry before entering the LNA. For the sake of 
both paths, the splitter/summer circuitry can be low loss cir 
cuit. In an example, the splitter/summer circuitry can include 
microStrip copper etchings for performance as well as cost 
considerations. 

0104. The attenuators 172 can be used to reduce the side 
lobes, which in an example can be -13 dBi without the attenu 
ators. However, attenuators can also degrade the noise figure 
and decrease RF power output. In some applications, side 
lobes can generate a false lock onto the end user node during 
the antenna Scanning, which can generate inaccurate AoA 
information. FIG. 7 shows a beam forming network with 
attenuators omitted. Instead of attenuators, an RSSI indicator 
capability can be implemented, which can provide a true lock 
to the antenna's main end-fire lobe. 
0105 Voltage controlled phase shifter 170 components 
can provide the change in direction of the beam, and cause the 
beam to scan across and up and down the area-of-interest. The 
beam controller 166A-B signals can be controlled (at least in 
part) from a micro-processor in the beacon ESA ZigBee 
module (176 of FIG. 4) (e.g., a ranging Zigbit module). The 
RF signals can come to or from the antenna radiating ele 
ments or radiators. In an example, the apertures can include 
micro-strip etchings onto a PCB. FIGS.9 and 10 illustrate the 
come of the components of the beamforming network and the 
ESA antenna. 
0106 The ESA antenna can provide beam polarization. 
The ranging antenna beam can be implemented using a right 
hand circular polarization (RHCP) antenna or a left hand 
circular polarization (LHCP) antenna to handle various posi 
tion orientation of the end user antenna node. Circular polar 
ization of the antenna can also provide mitigation against 
multi-path ambiguities. If the signal is reflected, the reflected 
signal changes to an opposite polarization. For example, a 
RHCP signal can be reflected as a LHCP which may not be 
received into the RHCP port of the receiver. Circular polar 
ization adds to the inherent advantage of the narrow beam in 
reducing multi-path problems. 
0107 The ranging system can be installed outside the 
perimeter of interest using a non-intrusive technology, Such 
as RF technology. The ranging system can be portable, self 
powered, and independent of local infrastructure, which can 
provide current and historical location of an object or person, 
without any operator or end user node interaction. The high 
intensity rays can penetrate most building construction and 
foliage obstructions (e.g., up to 70 dB of penetration or gain). 
The beams can carry an interrogation message which can be 
received and responded to automatically by a node, carried by 
a field agent of interest, inside the perimeter. The information 
of the end user node's location and status can be communi 
cated back thru a secure dedicated network to a control and 
command center, which initiated the inquiry. 
0108. As illustrated in FIG. 2, the ranging system can 
provide a dual ranging Solution (e.g., AoA and ToF), which 
can work together to provide reliability. The angle-of-arrival 
(AoA) solution can give an angular pointing direction 
towards the end user node (e.g., a field agent) using a narrow 
beam (e.g., high RF gain) implementation. The time-of-flight 
(ToF) solution can give the distance information. Either the 
AoA or ToF solution can provide total positioning by trian 
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gulation or intersection of multiple beams from around the 
perimeter. Both solutions can be used together from a single 
beacon to provide total positioning (as a standalone beacon). 
0109. In the AoA location solution, the array antenna can 
provide a narrow beam which electronically scans across the 
perimeter-of-interest. The signal can be similar to radar, 
except that the beam may not be reflected. Instead, the signal 
can be picked up by the end user node, and upon interrogation 
can return an RF signal to the interrogator (e.g., beacon). The 
three dimensional angle of the narrow beam can inherently 
give directionality, where the signal is returned and identified, 
having a greatest RSSI strength. Two or more narrow beams 
can produce angle projections that intersect where the end 
user node is located, thus providing a total geo-location solu 
tion. The narrow beam can provide a significant bi-directional 
RF gain (e.g., up to 20-30 dB) used for the signal to penetrate 
the building. 
0110. In the ToF location solution, each Beacon can mea 
Sure the time taken to and from an end user node interroga 
tion. The timing information can allow the determination of 
the distance to the end user. In an example, three beacons with 
ToF information can triangulate and be simultaneously 
Solved to derive the person's geo-location. A single beacon 
having both AoA directionality and ToF distance can be used 
derive an end user node's position. More beacons can serve as 
confirmation of the information and provide enhanced reli 
ability and accuracy. 
0111. The ranging system can use the ZigBee protocol 
(e.g., IEEE 802.15.4). The RF transceivers can operate with 
OQPSK type modulation at 2.4 GHz, which is a widely 
acceptable transmission frequency throughout the world. The 
ZigBee low duty cycle of pulses can minimize battery use. 
Sequential spread spectrum can minimize interference from 
hostile outside RF sources. AES type encryption can provide 
added security against attempted tampering. The ZigBee 
local area network can be expandable to any size theater-of 
operation. ZigBee is an industry world-wide protocol that can 
be adapted to the ranging system. The dual ToF and AoA 
ranging Solutions are not standard in the ZigBee protocol. 
ZigBee was established for data communications and infor 
mation transfer services. However, the IEEE 802.15.4 con 
figuration can Support radar like features having a pulsed 
transmit/receive Switching functionality. The time slot proto 
col allows using close to a same frequency back and forth with 
the same antenna with minimal filtering. The time slot proto 
col can be compatible with the bi-directional functionality of 
the ESA antenna in the beacons used for AoA ranging. With 
modification, the ZigBee protocol can accommodate a ToF 
ranging implementation. 
0112 The narrow beam penetration of buildings, obstruc 
tions, and other structures can be affected by the building 
materials and the signal wavelength. For example, the RF 
signal attenuation of the signal can decrease as the metal 
screening sizes decrease or as the frequency decreases (i.e., 
the wavelength of the signal increases). Concrete blocks can 
have greater attenuation on signals than materials such as 
wood, plywood, or drywall (e.g., gypsum board). Frequen 
cies above the Sband (e.g., 2.4 GHz) can propagate better thru 
metal screen openings (such as a stucco wall with 'chicken 
wire mesh screening, or a chain link fence). Frequencies 
below the S band (e.g., 2.4 GHz) can propagate better thru 
Solid metal obstructions (such as a metal door). The wave 
length of 2.4 GHz (i.e., 12.5 cm wavelength) can be effective 
for building penetration, and the ESA antenna generating the 
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signal can have Small antenna apertures. Although actual 
values can vary, the RF attenuation thru construction materi 
als. Such as plasterboard for a wall can be 3 dB, a glass wall 
with a metal frame can be 6 dB, a cinder block wall can be 4 
dB, an office window can be 3 dB, a metal door can be 6 dB, 
and a metal door in a brick wall can be 12.4 dB. 

0113. The narrow beam RF signal strength loss in pen 
etrating the building can be due to RF shielding due to con 
struction materials used. For example, the outside wall usu 
ally has the most metal, and therefore the most RF shielding 
(e.g., 8 dB). The inner walls usually have a minor effect (e.g., 
<1 dB of RF shielding per wall). If a cell phone or mobile 
phone works inside the building, then the ranging system can 
also communicate with end user nodes inside the building. 
0114 FIG. 11 illustrates a close in beacon 110D and close 
out beacon 110E placement. Floors between building levels 
can be constructed of metal reinforced concrete. Floors in 
multi-story buildings 150 can have similar attenuation and RF 
shielding to outer walls (e.g., 8 dB). In an example with a link 
budget of 70 dB, the ranging system can penetrate approxi 
mately 7-8 levels based on standard (e.g., current) construc 
tion materials and practices. When a beacon 110D is close to 
the building the narrow beam 140D may penetrate more 
floors (e.g., 1st story perimeter entry 156) to communicate 
with the end user node 130 with more signal attenuation, but 
the AoA measurements may be more accurate. When a bea 
con 110C is further away from the building the narrow beam 
140E may penetrate fewer floors (e.g., 3rd story perimeter 
entry 154) to communicate with the end user node with less 
signal attenuation, but the AoA measurements may be less 
accurate. In an example, Some beacons can be moved close to 
the building to provide Smaller spreading losses and greater 
AoA accuracy, while other beacons can be moved further 
from the building, so that the incident radio beam enters the 
building at a higher level, which can be a trade off of spread 
ing loss and AoA accuracy. Thus, in Some configurations of 
the system, at least two beacons are located at varying dis 
tances from another with respect to the building. 
0115 FIG. 12 illustrates a multi-path signal 246, side 
lobes 244, false lobe signal 242, and direct path narrow beam 
of a beacon 110 of a ranging system. In the scanning process, 
the RSSI built in feature of the transceiver Zigbit modules can 
differentiate between weaker multi-path signals and the 
stronger one from the main beam. The direct path narrow 
beam can have the strongest RSSI relative to the multi-path 
signals, side-lobes, false lobe signals. In an example, the ESA 
antenna can be right hand circularly polarized (RHCP). 
Multi-path reflections can become left hand polarized and as 
such will not be well received by an RHCP antenna. 
0116. The angle of elevation (for large over-the horizon 
ranges) can have an effect on the RF attenuation. FIGS. 13 
and 14 illustrate of a graphs of atmospheric radio frequency 
(RF) attenuation as a function of elevation at Dulles VA with 
99.9% availability. Dramatic increases in RF attenuation can 
occur below 20 degrees elevation. Ku and Kabands can have 
significant magnitude-of-order attenuation increases below 
20 degrees. Ku and Kabands can have significantly higher RF 
losses over the lower frequencies. The Ku band is the radio 
frequency range from 10.95 gigahertz (GHZ) to 14.5 GHz or 
the band directly below the K-band. The 10 GHz has been 
recognized as a dividing line for causing significant atmo 
spheric effects on signals. In general these effects will be less 
than significant especially for the intended lower frequencies 
of use and shorter ranges of operation (i.e. tens to several 
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hundred meters). Typically, the range of operation will be less 
than 300 meters and often less than 100 meters, although 
other ranges can be suitable. The 2.4 GHz frequency band 
used in an example for the ranging system is minimally 
affected by water or moisture. FIG. 15 illustrates dielectric 
loss (e.g., heating effects of moisture) as a function of radio 
frequency and temperature (0-100 Celsius ICI). Peak dielec 
tric losses (i.e. max absorption and heating capacity) can 
occur at 10-50 GHz (not 2.4 GHz). Resonances of moisture 
effects may not occur at 2.4 GHz. RF losses at 2.4 GHz due to 
moisture can be improved from the higher frequencies where 
SOaC OCCU.S. 

0117 Signals can also be affected by gaseous absorption. 
FIG. 16 illustrates an atmospheric absorption plot. Signals at 
22-25 GHZ, and >40 GHz can have excessive atmospheric 
attenuation. Water droplets and dioxide can be the main con 
tributing factors for gaseous absorption. Lower frequencies 
can generally have less atmospheric attenuation. Atmo 
spheric losses due to moisture may not be a factor at 2.4 GHz. 
0118 Table 1 illustrates atmospheric radio frequency (RF) 
attenuation as a function of the angle of elevation at Dulles VA 
with 99.9% availability. Lower elevation can cause increased 
atmospheric RF attenuation impacts. 

TABLE 1 

Frequency (GHz 

Elevation (deg) 1 1.4 2 5 8.1 15 26.25 

5 4.59 4.88 5-18 6.29 6.1 21.29 S6.62 
2O O.83 0.89 O.96 124 1.85 7.43 21.39 
45 O. 11 O.13 O15 O.28 1.04 4.79 1439 
90 O.O7 O.O9 O.1 O.19 O.79 4.26 14.4 

Attenuation (dB) 

0119 Moisture effects can be common at S band frequen 
cies. The affects of fog, rain, Snow, hail, and/or Smog can be 
minimal due to the wavelength of the IEEE 802.11a and IEEE 
802.11g signals (0.17 feet (ft) and 0.41 ft, respectively), 
which is commonly known to industry groups as WiFi. The 
wavelength of each type of signal can be appreciably longer 
than the size of a water droplet or Smoke particle, so the signal 
can pass through moisture types of media with no negative 
effects or minimal negative effects. 
I0120 In an example, the end user node can use an IEEE 
802.15.4-2003 compliant standard operating at a 2.4 GHz. RF 
frequency, and include AES security encryption; XMTR RF 
power out at -17 to +20 dBm adjustable; -104 dBm RCVR 
RF sensitivity; 120 dB optimum with +20 dBm HPA dynamic 
range: 1.8-3.6 Volt (V) supply voltage (e.g., watch batteries) 
internally regulated; electrostatic discharge (ESD) robust 
ness; ultra-low current (and power) consumption with 20 na 
consumption in sleep mode, 15.5 mA consumption in receive 
mode (RX), and 16.5 mA (at 3 dBm max RF output) con 
sumption in transmit mode (TX); O-QPSK modulation; 250 
kbps data rate; <1 millisecond (ms) power up time; easy 
interface micro-controllers; and -40 to 85 C temperature 
range. 
0121. In an example using a single dimension 1 x8 antenna 
array (approximately 4x20 inches), the ranging system can 
operate in quasi-real time at 2.7 seconds per scan with a +/-46 
degree of antenna horizontal scanning with 2 degree step 
sizes (e.g., arc segments). 
0.122 FIG. 17 illustrates a computer display of a GUI 
showing the position of two end user nodes 310 and 320 using 
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an AoA and received signal strength indicator (RSSI) based 
detection. In the example, the ranging system scans 300 from 
-46 to +46 degrees every 2.7 seconds. The center of the ESA 
antenna can be zero (0) degrees 302. The color of the display 
or field can change with the strongest RSS or RSSI informa 
tion received. For example, the display can automatically 
update users AoA (e.g., positions) and assign a highlighted 
color based on the RSS or RSSI information (given in dBm). 
In FIG. 17, Unit 1310 has a strongest RSS or RSSI at -10 
degrees with a -45 dBm 312 RSS or RSSI, and Unit 1320 has 
a strongest RSS or RSSI at 22 and 24 degrees with a -63 dBm 
322 RSS or RSSI. 
0123 The ranging system (e.g., asset tracking and moni 
toring system) can track human and other assets in real time 
and with high accuracy as they move throughout an area (e.g., 
building). The ranging system can act where GPS cannot to 
figuratively “see thru walls’. Utilizing a control station moni 
tor with a three dimensional (3D) GUI, an exact location of 
end user node can carefully monitored and logged, providing 
an unparalleled level of security, information, reliability and 
safety. Besides positioning data, other information can be 
transmitted to the command station Such as oxygen level. 
heart rate, blood pressure, oxygen tank levels, and/or tem 
perature. By Secure means, the data generated by the ranging 
system can also be seen by remote monitors. 
0124. The ranging system can include at least one of the 
following advantages, unmatched low visibility and/or 
indoor performance, quasi-real time asset motion tracking, 
selective display of assets, ability to monitor and display 
biometric or telemetry data of asset, uses RF physically non 
invasive techniques, cost effective and highly reliable, flex 
ibility to respond to new opportunities, and highly encrypted 
and secure data transfer. 
0.125. The ranging system can locate people or objects thru 
walls by means of radio waves using beacons, end user nodes 
and the control station. The ranging system architecture can 
be external to the perimeter of interest and thus can be 
non-invasive. The self contained architecture of the ranging 
system may not use an existing infrastructure (such as GPS, 
hotspots, or routers). The location information can be refer 
enced against the beacons having no a-priori knowledge of 
the perimeter of interest, which can work well in a first 
responder safety-of-life situation. 
0126 The use of narrow beams of radio waves can be used 
for angle-of-arrival (AoA) directionality. The use of narrow 
beams can penetrate thick walls or other obstructions. The 
rise time ToF solution can generate a distance measurement. 
The use of RF pulses in a frequency shared medium can 
economize the spectrum reduce direct current (DC) power 
requirements. The use of spread spectrum can minimize inter 
ference to and from other resources. The use of spread spec 
trum can minimize the potential of the ranging system being 
electronically jammed. The use of data encryption can protect 
the information being obtained. The use of transducers, sen 
sors and microcontroller can be used to obtain other informa 
tion besides location, such as biometrics. 
0127. The ranging system and beacons can be configured 

to adapt the RF pulse power to the reduced power levels 
needed for determining the end user node location. The adap 
tive accessory use of transducers, sensors and microcontroller 
can be used to obtain other information besides location, Such 
as user biometrics and node telemetry. The use of AoA with 
ToF can provide a total ranging solution with high precision 
of both direction and depth. The ranging system can be con 
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figured to have a total (3 dimensional) location fix with a 
single beacon. The ranging system can be configured to use 
multiple beacons to triangulate providing enhanced reliabil 
ity and accuracy. The ranging system can be configured to 
electronically scan the radio beams two dimensionally to 
cover large areas of space in a shorter period of time. The 
ranging system can be configured to electronically scan the 
radio beams in a quasi-real time fashion. The use of beacons 
around the perimeter can provide total coverage. The use of 
beacons side by side with concurrent probing can provide 
faster tracking speed and enhanced coverage. The ranging 
system can adapt the ZigBee protocol to send inquiry RF 
pulses and receive responses. The use of received signal 
strength (RSS) can assist the AoA solution to locating the end 
user node. The ranging system can be configured to project 
where a user node will be when a user node is moving based 
on historical information. In an example, the ranging system 
can dynamically change the range of the scan based on prior 
end user node location measurements or a predicted end user 
node location range or area. The ranging system can be con 
figured to expand or contract to adapt to the perimeter-of 
interest. The GUI control station of ranging system can be 
configured to locate and then track the end user nodes. The 
GUI control station can be configured to provide history of 
the end user node locations or travel. The ranging system can 
be configured to provide perimeter modeling at various lev 
els, including a rudimentary and high fidelity level. The rang 
ing system can be configured to use beacons to provide 
Supplementary data Such as video and infra-red information. 
The use of manually pointing to control the ESA antenna 
focus can be used in addition to automatically scanning. In an 
example, the ESA beacon signals can operate a scanning 
radar mode with digital signal processing (DSP) to provide 
sliced picture imaging inside the perimeter (analogous to 
medical imaging). The scanning radar mode can use RF pas 
sive reflection rather than the use of active nodes. 

0128. In an example, the ranging system can adapt the 
inquiry and response' handshaking protocol (e.g., ZigBee 
protocol) to the time gating dwell time windows and scan 
ning for the RF signal. The protocol can be used for the ESA 
DC pulse antenna scanning controls. The IEEE 802.15.4 con 
figuration can be configured to Support radar like features 
having a pulsed transmit/receive Switching functionality. The 
time slot protocol can allows using close to the same fre 
quency back and forth with the same antenna with minimal 
filtering. The ranging system can provide multi-path and side 
lobe mitigation. In the scanning process, the RSSI built in 
feature of a transceiver Zigbit module can differentiate 
between weaker multi-path signals and the stronger one from 
the main beam. The ESA antenna can be right hand circularly 
polarized (RHCP) or LHCP. Multi-path reflections can 
become polarized opposite the transmission and as Such will 
not be well received by an RHCP antenna. A shortest ToF 
measurement can correlate with direct path signal. Multiple 
beaconstriangulating from different directions will provide a 
majority Vote mechanism to select the end user node location, 
which can produce enhanced reliability and also accuracy. In 
the majority Vote solution, the location can be generated from 
the majority of beacons correlated to a position. 
I0129. In another example, the beacons of the ranging sys 
tem can provide simultaneous transmission to increase 
throughput. The beacon controller can be configured to Sup 
port multiple simultaneous broadcasts. In an example, a bea 
con antenna interface can Support 4 separate connections. The 
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beacon controller computer (e.g., a high end PC) can Support 
multiple universal serial bus (USB) connections and process 
multiple transactions at an approximately time. In a simulta 
neous broadcast example, four RF combiners can be used to 
couple simultaneous signals to the antenna. The combiners 
can have high reverse loss, so feedback problems may be 
minimal. Multiple user nodes could be set to different fre 
quencies (e.g., 4 different channels). Each receiver can be 
tuned to a selected frequency and can ignore the frequencies 
of other end user nodes. The beacon can also have multiple 
receivers. Each receiver on the beacon can be tuned to a 
selected channel of a frequency band (e.g., the ZigBee band). 
The bandwidth of the beacon antenna can be adequate to 
Support multiple ZigBee channels. For example, the ZigBee 
band is approximately 2.4 GHZ, and each ZigBee channel can 
have a bandwidth of 5 MHz. The antenna percentage band 
width requirement for 4 simultaneous channels can be a ratio 
of 45 MHZ/2.4 GHZ. 

0130. In another example, the ranging system can provide 
translated frequency band usage. In an example, the beacon 
and user transceiver nodes can work at various frequency 
bands for convenience, which can be translated from ZigBee 
designated frequencies, or directly derived from the ZigBee 
designated frequencies. Then, the beacon and user transceiver 
nodes can use a same ZigBee protocol or modification for 
ranging. 
0131 FIG. 18 illustrates a diagram for reducing scanning 
time by reducing a number of messages or by reducing a 
dwell time in a handshaking protocol via messaging includ 
ing received signal strength indicator (RSSI) or received sig 
nal strength (RSS) information. The handshaking protocol 
can be implemented using the ZigBee protocol. 

0.132. Without a hand shaking modification, a controller 
(in a control station) can send an inquiry message (e.g., inter 
rogation message) to the user node and the controller can 
expect a protocol acknowledge (ACK) signal in return. The 
acknowledge signal (e.g., an inquiry acknowledge signal) can 
be separate from the reply message (or other message) sent by 
the user node. If the controller does not receive the inquiry 
acknowledge signal from the user node, the controller can 
resend the inquiry message a specified number of times (e.g., 
up to three times with time out between). If the controller does 
not receive the inquiry acknowledge signal or the reply mes 
sage, the controller can proceeds to next a next user node or 
the controller can wait indefinitely for a reply to be received. 
0133) If the user node receives the inquiry message, the 
user node can read or measure the RSSI of the inquiry mes 
sage signal from a receiver register and the user node can 
return the RSSI value (along with other information) to the 
controller in the reply message. If the user node does not 
receive the reply acknowledge signal, the user node can 
resend the reply message a specified number of times (e.g., up 
to three times). The controller can return the reply acknowl 
edge signal when the controller receives the reply message, 
and the user node may take no further action until the next 
inquiry. 
0134. In a modified hand shaking protocol example with a 
RSSI above threshold, a controller can send an inquiry mes 
sage 460 (e.g., interrogation message) to the user node and the 
controller can expect a protocol acknowledge (ACK) signal 
462 in return. The inquiry message can include a minimum 
RSSI value. The user node can send a reply message 470 with 
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a measured RSSI of the inquiry message when the measured 
RSSI of the inquiry message is greater than or equal to the 
minimum RSSI value. 
0.135 Under weak signal conditions, the controller can 
Successfully send the inquiry message to the user node, but 
the user node signal can be too weak for the controller to 
receive the return message after the acknowledge signal. 
Without a handshaking modification, the controller may wait 
indefinitely or for an excessive length of time for a reply 
message to be received, which can delay a scan. The control 
ler can determine a minimum value of RSSI to which the user 
node can respond. The minimum RSSI value can be contained 
in the inquiry message packet. If the user node receiver RSSI 
value is less than the response minimum in the message, the 
user node sends an acknowledge signal, but may not send a 
response message. When the controller receives the acknowl 
edge signal the controller may not resend the inquiry mes 
Sage. 
0.136 The acknowledge signal 462 (e.g., an inquiry 
acknowledge signal) can be separate from the reply message 
470 (or other message) sent by the user node. If the controller 
does not receive the inquiry acknowledge signal from the user 
node, the controller can resend the inquiry message a speci 
fied number of times (e.g., up to three times with time out 
between). If the controller does not receive the inquiry 
acknowledge signal or the reply message, the controller can 
proceed to a next segment or a next user node after a specified 
dwell time or time out interval. 
0.137 If the user node receives the inquiry message 460, 
the user node can read or measure the RSSI of the inquiry 
message signal from a receiver register and the user node can 
return the RSSI value (along with other information) to the 
controller in the reply message 470. If the user node does not 
receive the reply acknowledge signal 472, the user node can 
resend the reply message a specified number of times (e.g., up 
to three times). The controller can return the reply acknowl 
edge signal when the controller receives the reply message, 
and the user node may take no further action until the next 
inquiry. 
(0.138. In another example with a RSSI below threshold 
(e.g., an RSSI that is too low), a controller can send an inquiry 
message 464 (e.g., interrogation message) to the user node 
and the controller can expect a protocol acknowledge (ACK) 
signal 466 in return. The inquiry message can include a mini 
mum RSSI value. The user node can send a acknowledge 
signal but not a reply message when the RSSI of the inquiry 
message is than the minimum RSSI value. Limiting the trans 
mission of the reply message by the user node when the RSSI 
value is too low can conserve the power resources of the user 
node. 
0.139 FIG. 19 illustrates a flow chart for reducing scan 
ning time by reducing a number of messages or by reducing a 
dwell time in a handshaking protocol via messaging includ 
ing received signal strength indicator (RSSI) or received sig 
nal strength (RSS) information. The handshaking protocol 
can be implemented using the ZigBee protocol. 
0140. A control station 120 or controller in the control 
station can initiate a scan 400 of an end user node 130 via a 
beacon 110. The scan can start at a first segment in an arc or 
a raster pattern. The control station can set a minimum RSSI 
(or RSS) for the user node to reply 402. In an example, the 
minimum RSSI can change for each segment or arc of a scan. 
The control station can also set a dwell timer 404, which can 
specify a maximum length of time a controller will wait for a 
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reply message 420. In an example, the dwell timer can allow 
for multiple transmissions of inquiry messages 406, acknowl 
edgements (inquiry acknowledge 410 and reply acknowledge 
424 signals), and reply messages 420 plus processing time 
and a guard band time. 
0141. The control station 120 can send an inquiry message 
with the minimum RSSI 406 to the end user node. The end 
user node can read the RSSI of the received inquiry message 
signal from a receiver register or measure the RSSI of the 
received inquiry message. The end user node can send an 
inquiry acknowledge signal 410 back to the control station. 
The end user node can determine if the inquiry message RSSI 
is above the minimum RSSI 418 for the end user node to 
reply. If the inquiry message RSSI is not above the minimum 
RSSI, the end user node can wait for an inquiry message for 
a next segment interrogation. If the inquiry message RSSI is 
above the minimum RSSI, the end user node can send a reply 
message with the RSSI information 420 of the inquiry mes 
Sage. 

0142. At the control station 120, the control station can 
wait for the inquiry acknowledge signal 410 from the end user 
node 130. The control station can determine if the inquiry 
acknowledge signal is received 412. If the inquiry acknowl 
edge signal is not received, the control station can decrement 
an inquiry timeout counter 414, where the inquiry timeout 
countercounts a specified number of times (e.g., two times) to 
resend the inquiry message. The control station can determine 
if the number of resent inquiry messages has been reached 
(e.g., timeout 416). If the control station has not resent the 
inquiry message a maximum number of times, the control 
station resends the inquiry message. If the control station has 
resent the inquiry message a maximum number of times, the 
control station can wait for the reply message. If the inquiry 
acknowledge signal is received, the control station can wait 
for the reply message. 
0143. At the end user node 130, the end user node can wait 
for the reply acknowledge signal 424 from the end user node 
130 when a reply message is sent. The control station can 
determine if the reply acknowledge signal is received 426. If 
the reply acknowledge signal is not received, the user node 
can decrement an reply timeout counter 428, where the reply 
timeout counter counts a specified number of times (e.g., two 
times) to resend the reply message. The end user node can 
determine if the number of resent reply messages has been 
reached (e.g., timeout 430). If the end user node has not resent 
the reply message a maximum number of times, the end user 
node resends the reply message. If the end user node has 
resent the reply message a maximum number of times, the 
end user node can wait for an inquiry message for a next 
segment interrogation. 
0144. The control station 120 can determine if the reply 
message is received 422 from the end user node. If the reply 
message is received, the control station can send a reply 
acknowledge signal 424 to the end use node, and the control 
station can read the RSSI of the received reply message signal 
from a receiver register (or measure the RSSI of the received 
reply message 432). The control station can record a read 
RSSI for the segment (or record a measured RSSI for the 
segment 434). The recorded RSSI can include a RSSI from 
the inquiry message, a RSSI from the reply message, a RSSI 
from a strongest RSSI of the inquiry message or the reply 
message, or a function (e.g., an average) of the RSSI of the 
inquiry message or the reply message. The control station can 
determine if the scan is finished 440. 
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0145 If the reply message is not received, the control 
station 120 can wait for the reply message until the segment 
dwell timer expires 436. If the reply message is not received 
before the segment dwell timer expires, the control station 
can record a minimum RSSI for the segment 438 (or other 
value or indication that a valid RSSI was not received). The 
control station can determine if the scan is finished 440. If the 
scan is not finished, the control station can increment to a next 
segment 442 and repeat the inquiry message interrogation. If 
the scan is finished, the control station can select the segment 
(representing an angle of the end user) with the strongest 
RSSI 444a. If multiple angles have a strongest RSSI, a mid 
point between the multiple angles (e.g., segments) can be 
used for the angle of the end user node. In another example, 
the control station can determine a finer resolution of the 
angle (e.g., AoA) of the end user node, thereby improving 
accuracy, by using two adjacent segments with a strongest 
RSSI 444b, as will be described in greater detail below. A scan 
can be repeated for a next time segment. 
0146. Using two adjacent segments with a strongest RSSI 
can be used generate a finer AoA resolution, thereby improv 
ing accuracy. A finer resolution of the RSSI value can assist in 
the fine resolution of the AoA, thereby improving accuracy. 
Using two adjacent segments can improve beacon angle of 
arrival (AoA) estimates compared to the RSSI approach that 
selects a single angle for the antenna beam pointed at the 
remote user (e.g., end user node). The method can measure 
the amplitude from the received remote user signal in two 
adjacent beaconbeams, where RSSI quantization can be used 
and Smaller quantization values can improve accuracy. The 
ratio of amplitudes from the two beams can results in an 
improved estimate of the angle of arrival rather than only 
estimating the beam of arrival. Beams can include every other 
beam rather than adjacent as long as the two beams used are 
less than one beamwidth apart. 
0147 The following shows the derivation and quantifies 
the performance of using two beaconbeams. AoA estimation 
can be based on amplitude from two similar (or near identical) 
beams, where the signal of the signal is similar but in slightly 
different direction. N1 and N2 can represent thermal noises in 
beacon beam 1 and beam 2, where beam 1 and beam 2 has a 
less than or equal to one beamwidth distance orientation from 
each other, 0 (e.g., 0) denotes beacon AoA, and 01 and 02 
denote beam pointing of beam 1 and beam 2. The derivation 
assumes a relatively stationary user, but the derivation can be 
adapted if the rate of movement is known or can be predicted. 
The thermal noise N1 and N2 can be assumed to have the 
same magnitude (i.e., <N1>=<N2>). S1=S*P1(0) and 
S2=S*P2(0) are the receiver user signal in the two beams, 
where S1 represent the signal of beam 1, S2 represents the 
signal of beam 2, S represents the generated signal, P1 rep 
resents the power of the signal of beam 1, and P2 represents 
the power of the signal of beam 2. The signal power can be 
represented in term of a signal-to-noise ratio (SNR). 

0148 R=P(001)/P(0|02) can be the measured received 
power ratio. DEL=10 log(P(001))-10 log(P(002)) is the 
measured received power ratio in dB. In vector calculus, DEL 
is a vector differential operator, usually represented by the 
nabla symbol V. When applied to a function defined on a 
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one-dimensional domain, it denotes its standard derivative as 
defined in calculus. When applied to a field (a function 
defined on a multi-dimensional domain), DEL may denote 
the gradient (locally steepest slope) of a scalar field, the 
divergence of a vector field, or the curl (rotation) of a vector 
field, depending on the way it is applied. 
0149. The noise and reference SNR can be set by the beam 
pointed at user (i.e. link budget). P(0)=10 log(S+N)=10 log 
(S(1 +N/S))=10 log(S)--10 log(1+1/SNR) for a beam pointed 
directly at the user. 

P(O)-10 log(S)+4.3/SNR: SNR is analog, not dB and valid for 
large SNR (>10dB). Similar beams (or near identical beams) 
are assumed in the following for ease in derivation. Non 
identical beaconbeams may use a lookup table for each beam 
or a more complex description depending on the AoA accu 
racy desired. 
0150. The derivation can be similar for near identical 
beams (e.g., the principle can be the same as near identical 
beams). In dB space, beam loss, L1=3(0-01)2/(BW/2)2 
dB can use the Gaussian beam approximation, where BW is 
beamwidth. A more complex beam description may be 
employed to improve accuracy when needed. Beams can be 
near identical except for a pointing direction (e.g., 01 and 
02) for ease in derivation. 1/SNR1 and 1/SNR2 can be inde 
pendent random variables from Gaussian process, where 
SNR1 is a SNR for beam 1 and SNR2 is a SNR for beam 2, 
and N/S represent the noise over the signal. 

1 SNR 1=NAS and <1 SNR1c-E-31 SNR2> 

0151. DEL(001,02)=P(0-01|01)-P(0-02102) is the 
measured user signal in dB from parabolic approximation. 

DEL(ee)102)=3*(e)-e1)2/(BW/2)2-3*(e)-e2) 
2/(BW/2)^2+4.3/SNR1-4.3/SNR2 

0152 The AoA estimate can be represented by 0. 
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error relative to beam pair separation, where the error is 
limited to <1 beam width separation due to sidelobe ambigu 
ities. 

0.161 Another example provides a method 500 for com 
municating between an end user node and a control station 
controller used in determining a location of the end user node 
relative to a beacon, as shown in the flow chart in FIG.22. The 
method includes the operation of transmitting an inquiry mes 
sage from the controller to the end user node with minimum 
received signal strength indicator (RSSI) message, wherein 
the minimum RSSI message includes a RSSI threshold for 
transmitting a reply message from the end user node, as in 
block 510. The operation of receiving a reply message at the 
controller from the end user node including a measured RSSI 
of the inquiry message at the end user node when the mea 
sured RSSI of the inquiry message exceeds the RSSI thresh 
old follows, as in block 520. 
0162 Another example provides a method 600 for deter 
mining a location of an end user node relative to the at least 
one beacon, as shown in the flow chart in FIG.23. The method 
includes the operation of Scanning each of a plurality of 
segments in an arc with a separate narrow radio frequency 
(RF) beam transmitted from the at least one beacon, wherein 
the arc is in a direction of the end user node, as in block 610. 
The operation of receiving at the beacon a response signal 
from the end user node based on a received narrow RF beam 
at the end user node follows, as in block 620. The next opera 
tion of the method can be determining at least one of an 
angle-of-arrival (AOA) and a time-of-flight (TOF) of the 
response signal, as in block 630. The method can further 
include calculating an end user node location relative at least 
one beacon location using at least one of the AOA and TOF of 
the response signal, as in block 640. 
0163 Various techniques, or certain aspects or portions 
thereof, may take the form of program code (i.e., instructions) 
embodied in tangible media, Such as floppy diskettes, CD 
ROMs, hard drives, non-transitory computer readable storage 
medium, or any other machine-readable storage medium 
wherein, when the program code is loaded into and executed 
by a machine. Such as a computer, the machine becomes an 

O-[(DEL-4.3/SNR1+4.3/SNR2)(BW2)2+3*022-3"O12)/(6'02-6"Olapparatus for practicing the various techniques. In the case of 
0153 program code execution on programmable computers, the 
0-(DEL-4.3/SNR1+4.3/SNR2)(BW/2)2/(6*A012)+3*(02+6loi6puting device may include a processor, a storage medium 
where A012-02-01, the difference in beam pointing 
angles. 
0154 The expected AoA estimate can eliminate some 
terms, such as <1/SNR=<N/S>=<N>/S and <-4.3/SNR1+ 
4.3/SNR2>=O 

0155 
0156 Expected AoA estimate can be represented by < 
0>=DEL(BW/2)^2/(6A012)+(02+01)/2 
(O157 <02-<0>2>=Var of 0 which can be proportional 
to 4th moment of Gaussian field=3o4->3N2. 

The resulting AoA can be an unbiased estimate. 

0158. The AoA estimate standard deviation can be repre 
sented by A0-sqt(3)*8.6*(BW/2)^2/(6A012)/SNR. 
0159 o0=0.62°BW2/(SNRA012), where SNR is ana 
log. 
(0160. The AoA error can be represented by O.0/BW=0.62/ 
(SNR*A012/BW) where SNR is analog and OO is the stan 
dard deviation of the AoA. AoA error is given in terms of 
beacon beamwidth. FIGS. 20 and 21 illustrate graphs of AoA 

readable by the processor (including volatile and non-volatile 
memory and/or storage elements), at least one input device, 
and at least one output device. The volatile and non-volatile 
memory and/or storage elements may be a RAM, EPROM, 
flash drive, optical drive, magnetic hard drive, or other 
medium for storing electronic data. The base station and 
mobile station may also include a transceiver module, a 
counter module, a processing module, and/or a clock module 
or timer module. One or more programs that may implement 
or utilize the various techniques described herein may use an 
application programming interface (API), reusable controls, 
and the like. Such programs may be implemented in a high 
level procedural or object oriented programming language to 
communicate with a computer system. However, the program 
(s) may be implemented in assembly or machine language, if 
desired. In any case, the language may be a compiled or 
interpreted language, and combined with hardware imple 
mentations. 

0164. It should be understood that many of the functional 
units described in this specification have been labeled as 
modules, in order to more particularly emphasize their imple 
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mentation independence. For example, a module may be 
implemented as a hardware circuit comprising custom VLSI 
circuits or gate arrays, off-the-shelf semiconductors such as 
logic chips, transistors, or other discrete components. A mod 
ule may also be implemented in programmable hardware 
devices Such as field programmable gate arrays, program 
mable array logic, programmable logic devices or the like. 
0.165 Modules may also be implemented in software for 
execution by various types of processors. An identified mod 
ule of executable code may, for instance, comprise one or 
more physical or logical blocks of computer instructions, 
which may, for instance, be organized as an object, procedure, 
or function. Nevertheless, the executables of an identified 
module need not be physically located together, but may 
comprise disparate instructions stored in different locations 
which, when joined logically together, comprise the module 
and achieve the stated purpose for the module. 
0166 Indeed, a module of executable code may be a single 
instruction, or many instructions, and may even be distributed 
over several different code segments, among different pro 
grams, and across several memory devices. Similarly, opera 
tional data may be identified and illustrated herein within 
modules, and may be embodied in any suitable form and 
organized within any Suitable type of data structure. The 
operational data may be collected as a single data set, or may 
be distributed over different locations including over different 
storage devices, and may exist, at least partially, merely as 
electronic signals on a system or network. The modules may 
be passive or active, including agents operable to perform 
desired functions. 
0167 Reference throughout this specification to “an 
example” means that a particular feature, structure, or char 
acteristic described in connection with the example is 
included in at least one embodiment of the present invention. 
Thus, appearances of the phrases "in an example' in various 
places throughout this specification are not necessarily all 
referring to the same embodiment. 
0168 As used herein, a plurality of items, structural ele 
ments, compositional elements, and/or materials may be pre 
sented in a common list for convenience. However, these lists 
should be construed as though each member of the list is 
individually identified as a separate and unique member. 
Thus, no individual member of such list should be construed 
as a de facto equivalent of any other member of the same list 
solely based on their presentation in a common group without 
indications to the contrary. In addition, various embodiments 
and example of the present invention may be referred to 
herein along with alternatives for the various components 
thereof. It is understood that Such embodiments, examples, 
and alternatives are not to be construed as defacto equivalents 
of one another, but are to be considered as separate and 
autonomous representations of the present invention. 
0169. Furthermore, the described features, structures, or 
characteristics may be combined in any suitable manner in 
one or more embodiments. In the following description, 
numerous specific details are provided. Such as examples of 
layouts, distances, network examples, etc., to provide a thor 
ough understanding of embodiments of the invention. One 
skilled in the relevant art will recognize, however, that the 
invention can be practiced without one or more of the specific 
details, or with other methods, components, layouts, etc. In 
other instances, well-known structures, materials, or opera 
tions are not shown or described in detail to avoid obscuring 
aspects of the invention. 
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0170 While the forgoing examples are illustrative of the 
principles of the present invention in one or more particular 
applications, it will be apparent to those of ordinary skill in 
the art that numerous modifications inform, usage and details 
of implementation can be made without the exercise of inven 
tive faculty, and without departing from the principles and 
concepts of the invention. Accordingly, it is not intended that 
the invention be limited, except as by the claims set forth 
below. 
What is claimed is: 
1. A beacon for a ranging system, comprising: 
an electronic scanned array (ESA) antenna configured to 

emit a separate radio frequency (RF) phased-array nar 
row beam for each of a plurality of segments of an arc, 
and configured to receive from an end user node a 
response signal based on at least one of the RF phased 
array narrow beam, wherein each segment of the arc is 
Scanned at a specified time interval; and 

a transceiver configured to transmit a pulsed signal via the 
RF phased-array narrow beam, and receive the response 
signal. 

2. The beacon of claim 1, further comprising: 
a processing module configured to calculate at least one of 

an angle-of-arrival (AOA) and a time-of-flight (TOF) 
from the response signal and generate a location of the 
end user node relative to a location of the beacon. 

3. The beacon of claim 2, wherein the processing module is 
further configured to determine an absolute location of the 
end user node by information selected from the group con 
sisting of GPS coordinates, horizontal level adjustments, 
rotational face direction of the ESA antenna, angle adjust 
ment of the ESA antenna, and combinations thereof. 

4. The beacon of claim 2, wherein the processing module is 
further configured to measure a received signal strength indi 
cator (RSSI) from the received response signal. 

5. The beacon of claim 1, further comprising: 
a node networking antenna configured to communicate 

with other beacons and a control module via a local area 
network (LAN). 

6. The beacon of claim 1, further comprising 
a node networking antenna configured to communicate 

with at least one end user node upon interrogation, 
wherein the at least one end user node provides at least 
one of navigation information, biometric information, 
an acknowledgement signal, and end user node status 
information via the node networking antenna. 

7. The beacon of claim 1, The beacon of claim 1, wherein 
the ESA antenna includes components selected from the 
group consisting of a beam controller, a plurality of radiator 
apertures, a phase shifter, a splitter or a Summer, and combi 
nations thereof. 

8. The beacon of claim 7, wherein the ESA antenna 
includes a plurality of radiator apertures configured in at least 
an array of a row or a column. 

9. The beacon of claim 1, wherein the ESA antenna 
includes a right hand circularly polarized (RHCP) antenna or 
a left hand circularly polarized (LHCP) for reducing multi 
path reflections. 

10. The beacon of claim 1, wherein the beacon uses a 
modified Institute of Electrical and Electronics Engineers 
(IEEE) 802.15.4 standard or modified ZigBee protocol for 
signal transmissions, wherein the modified IEEE 802.15.4 or 
modified ZigBee protocol reduces Scanning time by reducing 
a number of messages or by reducing a dwell time in a 



US 2014/0302869 A1 

handshaking protocol via messaging including received sig 
nal strength indicator (RSSI) information. 

11. A method for communicating between an end user node 
and a control station controller used in determining a location 
of the end user node relative to a beacon, comprising: 

transmitting an inquiry message from the controller to the 
end user node with minimum received signal strength 
indicator (RSSI) message, wherein the minimum RSSI 
message includes a RSSI threshold for transmitting a 
reply message from the end user node; and 

receiving a reply message at the controller from the end 
user node including a measured RSSI of the inquiry 
message at the end user node when the measured RSSI 
of the inquiry message exceeds the RSSI threshold. 

12. The method of claim 11, further comprising: 
incrementing to a next segment in a plurality of segments 

of a scan after a maximum segment time, wherein each 
segment of the plurality of segments uses a different 
radio frequency (RF) phased-array narrow beam for 
transmitting an inquiry message and receiving the reply 
message, and the maximum segment time provides a 
specified dwell time interval for transmitting the inquiry 
message and receiving the reply message; and 

transmitting the inquiry message and receiving the reply 
message for the next segment. 

13. The method of claim 11, further comprising after 
receiving the reply message: 

measuring the RSSI of the reply message; and 
determining at least one of an angle-of-arrival (AOA) and 

a time-of-flight (TOF) of the reply message or the 
inquiry message fed back in the reply message. 

14. The method of claim 13, further comprising after 
receiving the reply message: 

determining at least one of an AOA and a TOF of the end 
user node relative to the beacon from a greatest RSSI 
strength of a plurality of reply messages, wherein at least 
one of a RSSI of the reply message and a RSSI of inquiry 
message fed back in the reply messages has a greatest 
RSSI strength relative to other reply messages or inquiry 
messages. 
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15. The method of claim 13, further comprising after 
receiving the reply message: 

determining a shortest TOF between the end user node and 
the beacon from a plurality of reply messages, wherein 
the shortest TOF is at least one of a TOF of the reply 
messages and a TOF of the inquiry messages relative to 
other reply messages or inquiry messages. 

16. The method of claim 11, wherein transmitting the 
inquiry message and receiving the reply message uses a radio 
frequency (RF) phased-array narrow beam via an electronic 
scanned array (ESA) antenna of a beacon. 

17. The method of claim 11, wherein communicating 
between the end user node and the control station controller 
uses a modified Institute of Electrical and Electronics Engi 
neers (IEEE) 802.15.4 standard or modified ZigBee protocol 
for signal transmissions, wherein the modified IEEE 802.15.4 
or modified ZigBee protocol reduces scanning time by reduc 
ing a number of messages or by reducing a dwell time in a 
handshaking protocol via messaging including received sig 
nal strength indicator (RSSI) information. 

18. At least one non-transitory machine readable storage 
medium comprising a plurality of instructions adapted to be 
executed to implement the method according to claim 11. 

19. An end user node for a ranging system, comprising: 
a receiving module configured to receive an inquiry mes 

Sage from a controller with minimum received signal 
strength indicator (RSSI) message, wherein the mini 
mum RSSI message includes a RSSI threshold for trans 
mitting a reply message; 

a measurement module configured to measure a RSSI of 
the inquiry message; and 

a transmitting module configured to transmit a reply mes 
sage to the controller including the measured RSSI of 
the inquiry message at the end user node when the mea 
sured RSSI of the inquiry message exceeds the RSSI 
threshold. 

20. The end user node of claim 19, wherein the end user 
node uses an Institute of Electrical and Electronics Engineers 
(IEEE) 802.15.4 standard or a ZigBee protocol for signal 
transmissions. 


